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TOUCH SCREEN DEVICE AND OPERATING 
METHOD THEREOF 

This is a Continuation Application of Ser. No. 11/646,613 
?led on Dec. 28, 2006, Which claims priority to Application 
Serial No. 10-2006-0046717 ?led on May 24, 2006, Which 
are incorporated herein by reference. 

BACKGROUND 

1. Field 
A touch screen device and an operating method thereof are 

disclosed herein. 
2. Background Art 
Portable information terminals such as, for example, per 

sonal digital assistants (PDAs), portable multimedia players 
(PMPs), MP3 players, cellular phones and the like have 
become smaller in siZe. In these smaller terminals, touch 
screen methods may be employed in place of conventional 
key button input methods so that the touch screen device can 
function as both an information display unit and an input unit, 
alloWing users to more easily select and input information and 
interface With a computer. If a user’s ?nger or other such 
object comes into contact With a speci?c point displayed on 
the screen, a coordinate of the contacted point can be 
obtained, and a speci?c process corresponding to a menu of 
the selected coordinate is executed. 

HoWever, the aforementioned technique has the folloWing 
problems. 
As described above, to alloW for selection and execution of 

a corresponding menu in a portable information terminal 
equipped With a touch screen, all the available menus should 
be displayed so that the menus can be vieWed and directly 
touched. HoWever, this makes the screen con?guration com 
plicated since all the menus are displayed on the screen at the 
same time. 

Furthermore, once any icon(s) or ?le information dis 
played on the touch screen is selected, the selection cannot be 
cancelled. That is, once the icon or ?le information has been 
touched, there is no Way to change or cancel the touching 
action until the touch is released. Therefore, if a user has 
selected a particular menu in error, the information corre 
sponding to the selected menu is executed as the touch is 
released. Accordingly, the user must ?rst initiate and then 
terminate the current execution action before returning again 
to a menu information list for selection of the intended menu. 

Additionally, supplemental information is not provided 
When a speci?c menu is selected. Therefore, the user has only 
the menu information currently displayed on the screen avail 
able When making a selection. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Embodiments Will be described in detail With reference to 
the folloWing draWings in Which like reference numerals refer 
to like elements, Wherein: 

FIGS. 1 and 2 are block diagrams of a touch screen device, 
in accordance With embodiments; 

FIG. 3 is a ?owchart of a method of operating the touch 
screen device shoWn in FIGS. 1 and 2, in accordance With an 

embodiment; 
FIGS. 4A-4E illustrate operation of the touch screen device 

shoWn in FIGS. 1 and 2 in a playback mode, in accordance 
With an embodiment; and 

FIGS. 5A and 5B illustrate operation of the touch screen 
device shoWn in FIGS. 1 and 2 in a menu selection mode, in 
accordance With an embodiment. 
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2 
DETAILED DESCRIPTION 

Hereinafter, a touch screen device and an operating method 
thereof in accordance With embodiments as embodied and 
broadly described herein Will be described in detail With 
reference to the accompanying draWings. 
As shoWn in FIG. 1, a touch screen device in accordance 

With an embodiment may include a screen 10 Which alloWs 
information to be input and displayed. The screen 10 may 
include a display 14 Which may display a variety of menu 
related information such as, for example, icons, data, and the 
like thereon. The screen 10 may also include a touch panel or 
detector 12 for detecting a touching action related to, for 
example, menu or data selection displayed on the display 14. 
When a user touches, or touches and moves (hereinafter, 
referred to as ‘drags’), menus or data With a touching imple 
ment such as, for example, a ?nger 40, a stylus pen, or the like, 
to select the menus or data displayed on the screen 10, the 
detector 12 may detect the touching or dragging action on the 
screen 10. 

The display 14 may be any type of general screen display 
device, including, but not limited to, display devices such as, 
for example, a liquid crystal display (LCD), plasma display 
panel (PDP), light emitting diode (LED) or organic light 
emitting diode (OLED). The detector 12 may be a thin layer 
provided on a front surface of the display 14, and may employ 
infrared rays, a resistive method, or a capacitive method. 

In the case of a resistive touch screen, such a resistive touch 
screen may include tWo layers coated With resistive materials 
positioned at a constant interval, With electric currents sup 
plied to both layers. If pressure is applied to one of the layers, 
causing that layer to come into contact With the other layer, an 
amount of electric current ?oWing along the layers is changed 
at the contact point, and a touched point is thus detected based 
on the change in electric current. In contrast, a capacitive 
touch screen may include a glass layer With both surfaces 
coated With conductive material. Electric voltage is applied to 
edges of the glass, causing high frequencies to How along the 
surface of the touch screen. A high frequency Waveform is 
distorted When pressure is applied to the surface of the touch 
screen. Thus, a touched point is detected by a change in the 
Waveform. 
The screen 10 shoWn in FIG. 1 may be connected to a 

controller 20. The controller 20 may access a user command 
corresponding to a selected menu as detected by the detector 
12, or data, such as additional information or messages, from 
a storage device 30, and cause the command or data to be 
displayed on the screen 10. The controller 20 may also control 
the overall operation of the digital equipment in Which it is 
installed. The controller 20 may operate the digital equipment 
according to the detection results of the detector 12. 
The controller 20 may be connected to the storage device 

30. The storage device 30 may store user commands de?ned 
in accordance With a particular touched point or a particular 
drag trajectory (hereinafter, referred to as a ‘moving trajec 
tory’) to be executed by the controller 20. The storage device 
30 may be divided based on modes of operation, and user 
commands may be stored corresponding to the touched points 
and moving trajectories. The touched points and the moving 
trajectories corresponding to the user commands may be 
de?ned by a user. That is, the user may assign or change 
touched points, moving trajectories, and released points cor 
responding to the respective user commands based on per 
sonal preference. 

FIG. 2 is a block diagram Which illustrates a touch screen 
device according to an embodiment in more detail. As shoWn 
in FIG. 2, the screen 10 may include a touch panel or detector 
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12 and a display 14. The display 14 may be, for example, a 
thin ?lm transistor liquid crystal display (TFT-LCD), or 
another type of display, as appropriate. 

The touch panel or detector 12 may be connected to a touch 
panel or detector controller 42 Which may convert a touch 
detected on the touch panel or detector 12 into a correspond 
ing signal. The touch panel or detector controller 42 may 
alloW a change in an amount of electric current or high fre 
quency Waveform corresponding to an input position on the 

4 
example, a NOR memory can provide better, more reliable 
and stable information may be advantageous. 
An interface, such as, for example, a universal serial bus 

(U SB) port 48 may be connected to the main controller 44 to 
provide an interface for modifying data. The USB port 48 
may be connected to an external device such that user com 
mand information and data stored in the data storage device 
36 may be updated, deleted, or otherWise modi?ed as neces 
sary. The main controller 44 may also have a random access 
memory (RAM) 47 for driving the display device. In certain 

t h ldtt12tb rtd't d"tl' 1.10 . . Ouc .pane or e ec or 0 e Conve e 1n 0 a lgl a slgna embod1ments,a synchronous dynam1c RAM (SDRAM) may 
The display 14 and the touch panel or detector controller 42 be used 

may be codnneited to al mfalllll Controller 4;‘1 211:1??? may Hereinafter, operation of an embodiment Will be described 
Operate un er t e Comm 0 t e mam Comm er ' e mam in detail With respect to FIG. 3. The aforementioned may be 

controller 44 may be con?gured such that a touch type'can be applied to numerous types of digital equipment, including, 
detected by 63321611118 a touch P01m and mOVlng tralectory 15 but not limited to an MP3 player, PDA, and PMP. HoWever, 
from d1g1tal s1gnals 1nput from the touch panel or detector merely for exemplary purposes and ease of discussion’ an 
controller 42, as described above. MP3 player will be discussed 
A user command storage device 35 for storing information AS shown in FIG, 3, a touch screen device in accordance 

related to a user command based on a particular touch type With an embodiment may be operated by touching the detec 
may be connected to the main controller 44. The user com- 20 tor 12 to input a command. The detector 12 may detect the 
mand information stored in the user command storage device touch, in step S100 and, further, the detector 12 may detect an 
35 may be classi?ed by the operation mode and contain a user initial touch point, a moving trajectory in a case Where the 
command for equipment corresponding to a speci?c touch touch point moves, and a point Where the touch is released. 
type. Description images corresponding to the commands Accordingly, the detector 12 detects informationonthe points 
may also be stored in the user command storage device 35. 25 and moving trajectory and transmits the information to the 
The description images may be displayed to inform the user controller 20. The touch detected by the detector 12 may 
of the particular user command currently being executed. include any type of direct or indirect touch or contact using an 

Examples of touch types and corresponding user com- appropriate touching implement, such as, for example, a ?n 
mands for a particular operation mode are shoWn in Table l. ger, a stylus, and the like. 

TABLE 1 

<Play List Choice Mode> 

Speed 

Type Under 1 S/Cm l-2 S/Cm 2-4 S/Cm Up 4 S/Cm 

Transfer from Transfer play Transfer play Transfer play Transfer play 
the upper end list doWnWard list doWnWard list doWnWard list doWnWard 
on the right at a speed ofl at a speed of2 at a speed of4 at a speed of5 
side to the S/Cm S/Cm S/Cm S/Cm 
loWer end 
Transfer from Transfer play Transfer play Transfer play Transfer play 
the loWer end list upward at a list upWard at a list upWard at a list upWard at a 
on the right speed ofl S/Cm speed of2 S/Cm speed of4 speed of5 
side to the S/Cm S/Cm 
upper end 
Transfer from Skip play list Within touch area 
the upper end 
on the left side 
to the loWer 
end on the 
right side 
Transfer from Delete play list Within touch area 
the upper end 
on the right 
side to the 
loWer end on 
the left side 

A data storage device 36 for storing a variety of informa 
tion, such as, for example, ?les, and in the example of a media 
player, MP3 ?les and the like, may be connected to the main 
controller 44. In certain embodiments, a NAND memory 
capable of rapidly and easily storing and reading out a large 
amount of information may be used as the data storage device 
36. A portion of the data storage device 36 may be used as the 
user command storage device 35. HoWever, a separate user 
command storage device 35 may be provided. For example, 
use of a user command storage device constructed of, for 

60 

65 

If the detector 12 detects a touch, the controller 20 may 
determine a current operation mode of the touch screen 

device, in step S200. The operation mode may be related to a 
state in Which the touch screen device is currently operating, 
such as, for example, menu selection mode, playback mode, 
record mode, and other such operating modes. Accordingly, if 
the operation mode is detected, the associated images cur 
rently being displayed on the screen 10 are knoWn. After 
determining the operation mode, the controller 20 may select 
a user command stored in the storage device 30 based on the 
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operation mode and the points and moving trajectory, in step 
S300. 

User commands may be classi?ed by the operation mode 
and associated points and moving trajectory and then stored 
in the storage device 30. Examples of user commands Which 
may be stored in the storage device 30 for the playback mode 
are shoWn in Table 2. 

TABLE 2 

< Playback Mode > 

Type of moving trajectories User commands 

T Volume up 

i Volume doWn 

Play back next music 

Play back previous 
music 

Skip 10 seconds 

Rewind 10 seconds 

Play 

Revers e 

l 
I 

Table 2 shoWs only a feW exemplary user commands 
related to the types of operations Which may be carried out in 
one particular exemplary operation mode. HoWever, embodi 
ments may further include a variety of moving trajectories 
and corresponding user commands in addition to the traj ec 
tories and user commands shoWn in Table 2. Further, the type 
of moving trajectory shoWn in Table 2 is shoWn in the same 
Way as an actual moving trajectory displayed on the screen. 
HoWever, the controller 20 may actually recogniZe the mov 
ing trajectory using a moving coordinate system. 

Referring to Table 2, if the device is in the playback mode, 
the initial touch point is at a loWer right portion of the screen 
10, and the moving trajectory moves from the loWer right 
portion to an upper right portion of the screen 10, the control 
ler 20 may recogniZe the above action as a user command to 
turn up the volume as seen from Table 1 (see also FIGS. 3A 
and 3B). Thus, the controller 20 may increase the volume as 
the drag moves up the screen 10. Alternatively, the controller 
20 may recogniZe the drag as a command to increase the 
volume, but may Wait to execute the command until the touch 
is released. This option may be set as a user preference. 

In a different mode of operation, such as, for example, the 
menu selection mode, a user command may identify selection 
menus 50 positioned along a path of the moving trajectory 
and execute the selected menus. The menu selection mode 
may be a mode in Which a list or the like is displayed for 
selection and execution of speci?c functions. Accordingly, as 
shoWn in FIG. 5A, if selection menus 50, such as, for 
example, “MP3 playback”, “Game” and “Data communica 
tion” are positioned along a particular moving trajectory, the 
controller 20 may perform a data exchange With a host com 
puter and also may execute a game such that a user can enjoy 
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6 
playing the game on the screen While also listening to a 
selected MP3 ?le through an earphone. The controller 20 may 
execute these selections sequentially, as they are touched 
along the moving trajectory, or these selections may be 
executed simultaneously upon release of the touch at the end 
of the moving trajectory. Again, these options may be set as 
user preferences. 

If, for example, the selections are to be simultaneously 
executed, then after recognizing the user command, but 
before executing the user command, the controller 20 may 
determine Whether the touch is released, in step S400. The 
touch screen device may recogniZe a user command When the 
detector 12 is touched, but may not execute the user command 
When the touch is released. When the touch is released, but 
before executing the user command, the controller 20 may 
determine Whether the moving trajectory is a return trajectory 
in Which the initial touch point is essentially the same as the 
release point, in step S410. 

If the moving trajectory is a return trajectory and the initial 
touch point is essentially the same as the release point, the 
controller 20 may determine the touch and drag as an action to 
cancel an input entered, for example, by a user in error. In this 
instance, the controller 20 may not execute the determined 
user command, but instead aWait a neW input. HoWever, if the 
moving trajectory is not a return trajectory, and/or the initial 
touch point is not the same as the release point, the touch 
release may be determined to be normal and, the controller 20 
may execute the determined command, in step S411. 

In alternative embodiments, a user may cancel some, but 
not all, of the menus selected along the path of the moving 
trajectory. If, for example, a user touches “Play MP3” and 
“Game” and “Data Communication,” as shoWn in FIG. 5A, 
but then decides that only “MP3” and “Game” should be 
executed, the user may simply return the touch to the “Game” 
icon before releasing the touch. This partial return trajectory 
alloWs a portion of the selected menus to be executed, While 
canceling any menus selected in error. 

If the touch is not released, the controller 20 may determine 
Whether a predetermined period of time has elapsed since the 
initial touch Was detected on the screen, in step S420. If the 
touch is not released even after a predetermined period of 
time has elapsed, the controller 20 may determine that a 
request for additional information related to the user com 
mand has been made, and display a corresponding informa 
tion image related to the user command, in step S421. Then, 
the controller 20 may again determine Whether the touch is 
released, in step S400. If a predetermined period of time has 
not elapsed since the initial touch, the controller 20 may again 
determine Whether the touch is released, and execute the user 
command only When the touch is released. 
An example of the operation of embodiments so con?g 

ured is illustrated in FIGS. 4A-4D, 5A and 5B. Operation of 
a touch screen device in the playback mode in accordance 
With an embodiment Will be discussed With respect to FIGS. 
4A-4D. 

First, a user touches the screen 10 With a touching imple 
ment, such as, for example, a ?nger 40. Other touching imple 
ments, such as, for example, a stylus pen or the like may also 
be appropriate. As shoWn in FIG. 4A, the user touches one 
side of the screen 10 and upWardly moves the touch as shoWn 
in FIG. 4B. When the screen 10 is touched or the touch point 
is changed on the screen 10, the controller 20 may detect the 
touch and the change of the touch point and select a relevant 
user command. After selecting the user command, the con 
troller 20 may stand by until the user releases the touch. As 
shoWn in FIG. 4C, the controller 20 may not execute the 
selected user command until the user releases the touch. 
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If the user does not release the touch even after the prede 
termined period of time has elapsed, the controller 20 may 
display additional information related to the user command 
indicated by the user’ s touch and the moving trajectory. In this 
example, the type of drag may correspond to a user command 
to turn up the volume as illustrated in Table 2, and thus, the 
controller 20 may display a corresponding information image 
such as “Volume Up,” as shoWn in FIG. 4D. 

If the user releases the touch Within the predetermined 
period of time, the controller 20 may simply execute the user 
command. HoWever, before executing the user command, the 
controller 20 may examine Whether the moving trajectory is a 
return trajectory and the touch release point is identical to the 
touch point. By returning to the original touch point, the user 
may cancel the user command. Therefore, if the user recog 
niZes that an erroneous input has been made While performing 
the drag action on the detector 12, the user may merely return 
the drag trajectory to the initial touch point With the ?nger 40 
still in contact With the detector 12, and then release the touch, 
as shoWn in FIG. 4E. Therefore, When the moving trajectory 
is a return trajectory and the release touch point is essentially 
the same as the initial touch point, the controller 20 may not 
execute the user command. If the moving trajectory does not 
draW a return trajectory and the touch is normally released as 
described above, the controller 20 may execute the selected 
user command. 

Operation of the digital equipment in the menu selection 
mode is shoWn in FIGS. 5A and 5B. The operating principle 
in the menu selection mode is the same as that in the playback 
mode, but methods of selecting user commands may be dif 
ferent. That is, the user command in the menu selection mode 
is to execute selection menus 50 existing along the path of the 
moving trajectory. Thus, as shoWn in FIG. 5A, if selection 
menus 50 such as “MP3 playback”, “Game” and “Data com 
munication” exist along the path of the moving trajectory, a 
command to simultaneously execute the three selection 
menus 50 may become a current user command. 

Then, as shoWn in FIG. 5B, if the selection menus 50 such 
as “lyrics information”, “progress information”, and “play 
back list” exist along the path of the moving trajectory in a 
playback option selection mode, the user command may be to 
set a playback option such that lyrics, an image of the progress 
state, and a playback list are displayed When an MP3 ?le is 
played back. More speci?cally, the touch panel or detector 
controller 42 may signaliZe the touch point and movement of 
a touch and transfer the signal to the main controller 44. In this 
example, the touch type may include a moving trajectory of 
the touch. The main controller 44 may determine a touch type, 
that is, a touch trajectory, received from the touch panel or 
detector controller 42 and a position of a menu icon displayed 
on the display 14 in a playback option selection mode, and 
select all the menus at the points Where the touch trajectory 
and menu icon position overlap each other. The main control 
ler 44 may issue a user command to either sequentially or 
simultaneously execute the menus selected as such. 
The selection menu 50 selected by the user’ s touch may be 

displayed in an enlarged state so that the user can easily 
recogniZe the selected menu. There are a variety of Ways in 
Which an appearance of the menu images may be changed. 
For example, if a plurality of menu images is selected, the 
selected menu images may be enlarged and displayed at the 
moment When a user’s touch overlaps a particular menu 
image. Alternatively, selected menu images may be simulta 
neously enlarged and displayed after all the user’s touches 
have been completed. 

The operation modes and user commands described above 
are merely exemplary in nature, and it is Well understood that 
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8 
numerous other operation modes and user commands may be 
set and stored in various Ways. 

Additionally, the various touch points and moving trajec 
tories corresponding to the user commands may be de?ned by 
a user based on personal preferences. For example, menus for 
inputting touch points and moving trajectories corresponding 
to respective user commands are provided, and the user can 
input the touches corresponding to the user commands pro 
posed to the user. Thus, the touches and moving trajectories 
input by the user can be stored and employed in such a Way to 
correspond to the user commands. 
A touch screen device and an operating method thereof in 

accordance With embodiments as embodied and broadly 
described herein may provide at least the folloWing advan 
tages. 
A variety of user inputs may be performed according to the 

type of touching trajectories on the screen. Thus, it is not 
necessary to display all the menus on the screen. Therefore, 
the screen con?guration may be simpli?ed. 

Further, since a variety of selection menus may be selected 
through a single drag, a user does not have to individually 
touch each menu in order to select more than one menu. 

Still further, information on the user commands can be 
provided to a user, and cancelled, if necessary, before the 
selected user commands are executed. Therefore, it is pos 
sible to prevent an erroneous input from being executed. 
The touch screen device in accordance With embodiments 

may be used in or formed as a display for electronic books, 
neWspapers, magaZines, and the like, different types of por 
table devices, such as, for example, handsets, MP3 players, 
notebook computers, and the like, audio applications, navi 
gation applications, televisions, monitors, or other types of 
devices using a display, either monochrome or color. 
Embodiments provide a touch screen device and an oper 

ating method thereof in Which a variety of user commands 
may be executed based on predetermined touch trajectories. 
Further, embodiments provide a touch screen device and an 
operating method thereof in Which a selection may be can 
celed before speci?c information is executed. The selection 
may be canceled even after the information has been selected 
on the touch screen. Furthermore, embodiments provide a 
touch screen device and an operating method thereof in Which 
additional information related to a user command corre 

sponding to the touch input is provided When a touch is input 
by a user. 

In accordance With one embodiment broadly described 
herein, there is provided a method of operating a touch screen 
device, including detecting a touch point and a moving tra 
jectory on a front surface of a screen, determining a user 
command based on the touch point and moving trajectory, 
detecting Whether a touch is released, and executing the deter 
mined user command When the touch is released. The method 
may also include determining an operation mode of the 
screen. Further, the method may also include ignoring an 
input signal input through the touch screen if the moving 
trajectory is a return trajectory and the touch point is identical 
to a release point. 
The method may also include displaying information on 

the user command if the touch is maintained for a predeter 
mined period of time after the touch is detected on the screen. 
The user command may be classi?ed in accordance With the 
touch point and moving trajectory and stored in a storage 
device. Further, the user command may be classi?ed and 
stored in accordance With operation modes. 

Additionally, When the touch point is positioned on a selec 
tion menu, an image of the selection menu may be enlarged 
and then displayed. Also, When one or more menus exist on 
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the moving trajectory, the user command may be to simulta 
neously execute the selection menus on the moving trajectory. 
Further, the moving trajectory stored in the storage device to 
correspond to the user command may be a value de?ned by a 
user. 

In accordance With another embodiment broadly described 
herein, there is provided a touch screen device, With a screen 
unit including a display unit for displaying information 
thereon and a detection unit for detecting a touch point, a 
moving trajectory and a touch release point on a screen, a 
storage unit for storing a user command corresponding to the 
touch point and moving trajectory, and a control unit for 
selecting the user command from the storage unit according 
to the touch point and moving trajectory and executing the 
selected command. In certain embodiments, the storage unit 
may store a user command corresponding to the touch point 
and moving trajectory according to an operation mode. Fur 
ther, When one or more selection menus exist on the moving 
trajectory, the user command may be to simultaneously 
execute the selection menus on the moving trajectory. 

In accordance With another embodiment broadly described 
herein, there is provided digital equipment mounted With a 
touch screen device, Which is operated according to an oper 
ating method including detecting a touch point and a moving 
trajectory on a front surface of a screen, determining a user 
command based on the touch point and moving trajectory, 
detecting Whether a touch is released, and executing the deter 
mined user command When the touch is released. In certain 
embodiments, the user command may be selected from user 
commands stored in a storage unit to correspond to the touch 
point and moving trajectory. 

Since all the menus do not have to be displayed on the 
screen, the screen con?guration is simple. Further, since a 
user can cancel the touching action and vieW the information 
on a user command to be executed during the touch input by 
the user, the convenience can be increased. 

Further, an embodiment may be achieved in Whole or in 
part by a method of operating a touch screen device, compris 
ing detecting an initial touch point and a moving touch tra 
jectory on a surface of a screen, determining a command 
based on the initial touch point and moving touch trajectory, 
detecting Whether a touch is released, and executing the deter 
mined command When the touch is released. The initial touch 
point and moving touch trajectory may be detected on a front 
surface of the screen. 

Further, the method may further comprise determining an 
operation mode of the screen. Additionally, the method may 
further include determining an operation mode of the screen 
is done before determining a command based on the initial 
touch point and moving touch trajectory. Also, the method 
may further comprise ignoring an input signal input through 
the screen if the moving touch trajectory is a return trajectory 
and the initial touch point is substantially the same as a release 
touch point. 

Information related to the command may be displayed if 
the touch is maintained for a predetermined period of time 
after the initial touch is detected on the screen. The command 
may be classi?ed in accordance With the initial touch point 
and moving touch trajectory and stored in a storage device. 
The command may further be classi?ed and stored in accor 
dance With an operation mode of the touch screen device. 

Also, the method may further comprise enlarging and dis 
playing an image of a selection menu When the touch is 
positioned on the selection menu. The enlarged image of a 
selection menu may be displayed if the touch is held on the 
selection menu for a predetermined amount of time. The 
method may comprise, When one or more menus are posi 
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10 
tioned along a path of the moving touch trajectory, simulta 
neously or sequentially executing the one or more menus 
positioned along the path of the moving touch trajectory. A 
command corresponding to a moving touch trajectory may be 
de?ned by a user. 
An embodiment may be further achieved in Whole or in 

part by a touch screen device, comprising a screen including 
a display con?gured to display information thereon and a 
detector con?gured to detect an initial touch point, a moving 
touch trajectory and a touch release point on the display, a 
storage device con?gured to store a command corresponding 
to the initial touch point and moving touch trajectory, and a 
controller con?gured to select a command from the storage 
device based on the detected initial touch point and moving 
touch trajectory, and to execute the selected command. The 
storage device may be con?gured to store a command corre 
sponding to the initial touch point and the moving trajectory 
based on an operation mode of the touch screen device. When 
one or more selection menus are positioned along a path of the 
moving touch trajectory, the command associated With the 
moving touch trajectory may be to simultaneously or sequen 
tially execute the one or more selection menus positioned 
along the path of the moving touch trajectory. 
The controller may be con?gured to execute the selected 

command after the release touch point is detected by the 
detector. The selected command may be a command to do 
nothing if the moving touch trajectory is a return trajectory in 
Which the touch release point is substantially the same as the 
initial touch point. 

Digital equipment may comprise the touch screen device. 
The digital equipment may be an MP3 player, a PMP, a PDA, 
a notebook computer, a mobile communication terminal, or a 
portable navigation system. An embodiment may be further 
achieved in Whole or in part by digital equipment provided 
With a touch screen device, the device being operated accord 
ing to an operating method comprising detecting a touch 
point and a moving trajectory on a surface of a screen, deter 
mining a command based on the touch point and moving 
trajectory, detecting Whether a touch is released, and execut 
ing the determined command When the touch is released. 
Any reference in this speci?cation to “one embodiment,” 

“an embodiment,” “example embodiment,” etc., means that a 
particular feature, structure, or characteristic described in 
connection With the embodiment is included in at least one 
embodiment of the invention. The appearances of such 
phrases in various places in the speci?cation are not neces 
sarily all referring to the same embodiment. Further, When a 
particular feature, structure, or characteristic is described in 
connection With any embodiment, it is submitted that it is 
Within the purvieW of one skilled in the art to effect such 
feature, structure, or characteristic in connection With other 
ones of the embodiments. 

Although embodiments have been described With refer 
ence to a number of illustrative embodiments thereof, it 
should be understood that numerous other modi?cations and 
embodiments can be devised by those skilled in the art that 
Will fall Within the spirit and scope of the principles of this 
invention. More particularly, reasonable variations and modi 
?cations are possible in the component parts and/ or arrange 
ments of the subject combination arrangement Within the 
scope of the foregoing disclosure, the draWings and the 
appended claims Without departing from the spirit of the 
disclosure. In addition to variations and modi?cations in the 
component parts and/or arrangements, alternative uses Will 
also be apparent to those skilled in the art. 
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What is claimed is: 
1. A method of operating a touch screen device equipped 

With a touch screen capable of displaying at least one icon 
thereon, the method comprising: 

detecting an initial touch point and a moving touch traj ec 
tory on the touch screen; 

determining a command based on the initial touch point 
and moving touch trajectory; 

detecting Whether a touch associated With the moving 
touch trajectory is released; 

executing the determined command associated With the 
moving touch trajectory after the touch associated With 
the moving touch trajectory is released When there is no 
icon displayed at the initial touch point; and 

displaying information related to the command associated 
With the initial touch point and the moving touch traj ec 
tory if the touch has not been released after a predeter 
mined period of time has elapsed, Wherein different 
information related to the command is displayed 
depending on the initial touch point and the moving 
touch trajectory. 

2. The method of claim 1, Wherein there is no icon moving 
along the moving touch trajectory during the touch. 

3. The method of claim 1, further comprising determining 
an operation mode of the touch screen device. 

4. The method of claim 3, Wherein determining an opera 
tion mode of the touch screen device is done before determin 
ing a command based on the initial touch point and moving 
touch trajectory. 

5. The method of claim 3, further comprising ignoring an 
input signal inputted through the touch screen if the moving 
touch trajectory is a return trajectory and the initial touch 
point is substantially the same as a touch release point. 

6. The method of claim 5, further comprising enlarging and 
displaying an image of a selection menu icon When the touch 
is positioned on the selection menu icon. 

7. The method of claim 6, Wherein the enlarged image of 
the selection menu icon is displayed if the touch is held on the 
selection menu icon for a predetermined amount of time. 

8. The method of claim 1, Wherein the command is classi 
?ed in accordance With the initial touch point and moving 
touch trajectory and stored in a storage device. 

9. The method of claim 8, Wherein the command is classi 
?ed and stored in accordance With the operation mode of the 
touch screen device. 

10. The method of claim 1, further comprising, When one or 
more menu icons are positioned along a path of the moving 
touch trajectory, simultaneously or sequentially executing 
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one or more menus corresponding to the one or more menu 

icons positioned along the path of the moving touch trajec 
tory. 

11. The method of claim 10, Wherein a command corre 
sponding to a moving touch trajectory is de?ned by a user. 

12. A touch screen device, comprising: 
a touch screen con?gured to display at least one icon 

thereon and to detect an initial touch point and a moving 
touch trajectory on the touch screen; 

a storage device con?gured to store a command corre 
sponding to the initial touch point and moving touch 
trajectory; and 

a controller con?gured to select a command from the stor 
age device based on the detected initial touch point and 
moving touch trajectory, and to execute the selected 
command associated With the moving touch trajectory 
after a touch associated With the moving touch trajectory 
is released When there is no icon displayed at the initial 
touch point, 

Wherein the controller is further con?gured to display 
information related to the command associated With the 
initial touch point and the moving touch trajectory if the 
touch has not been released after a predetermined period 
of time has elapsed, and Wherein different information 
related to the command is displayed depending on the 
initial touch point and the moving touch trajectory. 

13. The device of claim 12, Wherein the storage device is 
con?gured to store a command corresponding to the initial 
touch point and the moving trajectory based on an operation 
mode of the touch screen device. 

14. The device of claim 13, Wherein When one or more 
selection menu icons are positioned along a path of the mov 
ing touch trajectory, the command associated With the mov 
ing touch trajectory is to simultaneously or sequentially 
execute one or more selection menus corresponding to the 
one or more menu icons positioned along the path of the 
moving touch trajectory. 

15. The device of claim 12, Wherein the controller is con 
?gured to display no icon moving along the moving touch 
trajectory during the touch. 

16. The device of claim 15, Wherein the selected command 
is a command to do nothing if the moving touch trajectory is 
a return trajectory in Which a touch release point is substan 
tially the same as the initial touch point. 

17. Digital equipment comprising the touch screen device 
of claim 12. 

18. The device of claim 17, Wherein the digital equipment 
is an MP3 player, a PMP, a PDA, a notebook computer, a 
mobile telephone, or a portable navigation terminal. 

* * * * * 


