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CABLE TRAY SUPPORT ASSEMBLY 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application claims priority under 35. U.S.C. §ll9, 
based on US. Provisional Patent Application No. 61/247,244 
?led Sep. 30, 2009, the disclosure of Which is hereby incor 
porated by reference herein. 

BACKGROUND OF THE INVENTION 

In the construction of various types of buildings, factories, 
and other commercial structures, extensive netWorks of 
cables and conduits are needed for a variety of purposes. Such 
purposes may include the provision of electrical poWer, the 
transmission of communication and data signals, and the 
transportation of ?uids such as gases or liquids. Such trans 
mission is achieved via the use of electrical cables and other 
conduits, Which are routed throughout the structure. It can be 
appreciated that due to the siZe, number and complexity of 
cables and conduits that are used in many modern commercial 
structures, the ef?cient routing of such cables and conduit 
may be rendered dif?cult. 

Cable tray systems have been used to effectively manage 
the routing of such cables and conduits. As de?ned by the 
National Electrical Code, a cable tray system is an assembly 
of units or sections and associated ?ttings forming a rigid 
structural system used to support cables. 

Cable tray systems may take a variety of shapes and forms 
but common to all such systems are a pair of spaced apart 
elongate sideWalls or rails betWeen Which the cables or con 
duits are supported. The cables or conduits may be secured to 
solid bottom trays (troughs) or spaced apart rungs that span 
the side rails and provide a surface on Which the cables or 
conduits may be mounted. The cable tray may be supported at 
various levels above ground by use of overhead supports, 
?oor-mounted supports or by extending the tray along the 
Wall of a structure. The cable trays are permitted to extend 
transversely through partitions in Walls to permit routing of 
cables and conduits to various locations Within the structure. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an isometric illustration of an exemplary cable 
tray consistent With implementations described herein; 

FIG. 2 is a diagram illustrating an exemplary cable tray 
system incorporating the cable tray of FIG. 1; 

FIG. 3 is an enlarged isometric diagram of an exemplary 
cable trayjoint of FIG. 2; and 

FIG. 4 is a cross-sectional vieW of the cable tray joint of 
FIGS. 2 and 3. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

The folloWing detailed description refers to the accompa 
nying draWings. The same reference numbers in different 
draWings may identify the same or similar elements. 

Consistent With implementations described herein, an 
improved cable tray system for supporting cables and con 
duits may be provided. Cable tray systems disclosed herein 
may support various types of cables and conduits such as 
electrical cables, communications cables, various types of 
?uid conduits, pipes and the like. NotWithstanding such uses, 
the device of the present invention is commonly referred to as 
a “cable” tray even though conduits other than cables may 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
also be supported thereby. Accordingly, as the term is used 
herein for simplicity, the term “cable” Will also denote all 
types of cables and conduits that may be supported in a cable 
tray in a manner set forth and described beloW. 

Further, although the folloWing description and ?gures 
disclose a cable tray having a particular construction (e.g., a 
trough type cable tray), other construction types may also be 
used With the present invention. Also, cable trays described 
herein may be formed of a Wide variety of materials Well 
knoWn in the cable tray art. Common materials useful in 
forming cable trays are, for example, aluminum, steel, and 
stainless steel. 

FIG. 1 is an isometric illustration of a cable tray 100 con 
sistent With implementations described herein. As shoWn, 
cable tray 100 may include a pair of elongate, transversely 
spaced, longitudinally extending side rails 102 and 104. Rails 
102 and 104 may include elongate, generally planar body 
members 105 having transversely directed bottom edges 106 
and 110 respectively, as Well as transversely directed upper 
edges 108 and 112, respectively. In this manner, each of rails 
102/104 may de?ne a substantially I-beam-like con?guration 
that imparts substantial rigidity to rails 102/104. Transversely 
directed bottom edges 106/110 may include an outWardly 
extending lip 122 and an inWardly extending lip 124. In one 
implementation, outWardly extending lip 122 may have a 
Width greater than a Width of inWardly extending lip 124. 
A solid corrugated base 114 may extend betWeen spaced 

apart rails 102 and 104 and may form a generally U-shaped 
trough. Base 114 is supported on transversely directedbottom 
edges 106 and 110. Base may be secured to rails 102/104 
using any suitable means, such as Welding or fastener sys 
tems. Opposing ends of each rail 102 and 104 may include 
fastener openings 120 for receiving fastening elements there 
through. As Will be described in detail beloW, splice plates 
may be attached to tWo cable trays 100 via fastener openings 
120 to facilitate the joining of successive cable tray sections. 
As illustrated in FIG. 1, base 114 may include, in corru 

gated fashion, a plurality of spaced apart transversely extend 
ing raised cable support surfaces 116. In one implementation, 
recessed loWer surfaces 118 may be formed betWeen each 
raised cable support surface 116. As illustrated, loWer sur 
faces 118 may lie in a plane that is vertically spaced from the 
plane in Which cable support surfaces 116 lie. Thus, cable 
support surfaces 116 may provide a raised surface that 
directly supports a longitudinal extent of a cable or bundle of 
cables placed thereon. 

In other implementations consistent With embodiments 
described herein, cable tray 100 may include a ladder-type 
con?guration. In such a con?guration (not shoWn), base 114 
may include longitudinally spaced apart support surfaces 116 
(possibly referred to as “support rungs” in a ladder-type cable 
tray con?guration), but may not include the loWer surfaces 
118 illustrated in FIG. 1. 

In conventional cable tray systems, splice plates may be 
used to join cable tray sections together (e.g., via fastener 
openings 120). Further, to protect against damage to the cable 
tray system caused by environmental temperature ?uctua 
tions and possible seismic activity, splice plates may be con 
?gured to alloW expansion and contraction of the joint. 

In some situations, in setting up and installing cable tray 
systems, it may be necessary or advantageous to splice 
together or join cable tray sections at locations that corre 
spond to locations of structural support members (e.g., steel 
beams, etc.) depending on installation requirements, con 
struction type, etc. For example, tWenty foot sections of cable 
tray may be laid over structural support members positioned 
tWenty feet apart. 
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Unfortunately, conventional splice plates used to join cable 
tray sections in such systems are generally ineffective for use 
When the joint overlies a structural support member. For 
example, pressures exerted on the joint and the splice plate by 
the structural support member may cause the splice plate to 
fail or become damaged. 

Consistent With embodiments described herein, a cable 
tray system is provided that enables splicing of cable tray 
sections at joints that overlay structural support elements. 
FIG. 2 is a diagram illustrating a cable tray system 200 in 
Which multiple cable trays 100-1 and 100-2 are joined 
together in a longitudinal manner at a joint 205 that corre 
sponds to and overlies structural support member 210. 

FIG. 3 is an enlarged isometric diagram ofa joint 205 of 
cable tray system 200. FIG. 4 is a cross-sectional vieW ofjoint 
205 of cable tray system 200. As illustrated in FIGS. 2-4, in 
addition to adjacent cable trays 100-1/100-2, joint 205 may 
include a structural support member 210, a splice plate 215, a 
reinforcing beam 220, and fastening elements 225 connected 
to side rails 104 of cable trays 100-1 and 100-2. Although 
only single instances of splice plate 215 and reinforcing beam 
220 are shoWn in FIGS. 2-4, it should be understood that, in 
practice, joint 205 may include another instance of splice 
plate 215 and reinforcing beam 220 connected to side rails 
102. 

Consistent With embodiments described herein, splice 
plate 215 may be formed of a rigid material (e.g., aluminum, 
steel, stainless steel, etc.) and may include a substantially 
rectangular con?guration have a bottom edge 230, fastener 
openings 235 (only tWo of Which are shoWn in FIG. 3), upper 
reinforcement bead 240, and intermediate reinforcement 
bead 245 (FIG. 4). As shoWn in FIG. 4, bottom edge 230 may 
include a ?ange or angle 250 extending perpendicularly to the 
remainder of splice plate 215. Angle 250 may provide 
increased rigidity to splice plate 215 When attached to side 
rails 102 at joint 205. In one exemplary embodiment, angle 
250 may extend approximately 1 inch from the remainder of 
splice plate 215. 

Fastener openings 235 may include substantially rectangu 
lar or oblong (e.g., elongated) cutouts in a surface of splice 
plate 215, the locations of Which correspond to fastener open 
ings 120 on cable tray 100-1 and 100-2. 

In some instances, it may be necessary to alloW for expan 
sion and contraction of components of cable tray system 200. 
In such an implementation (e.g., “an expansion embodi 
ment”), tWo of fastener openings 235 may be provided With a 
non-square, rectangular, or oblong con?guration, While the 
remaining fastener openings 235 are provided With a substan 
tially square or circular con?guration. For example, tWo of 
fastener openings 235 may include a 1 inch by 2 inch open 
ings, Where the 2 inch Widths are in a longitudinal direction 
With respect to cable trays 100-1 and 100-2. In this embodi 
ment, the remaining fastener openings 235 as Well as fastener 
openings 120 in cable trays 100-1 and 100-2 may include 1 
inch by 1 inch openings. In such an implementation, upon 
insertion of fastening elements 225, longitudinal movement 
(e.g., expansion) of cable tray 100-1 relative to cable tray 
100-2 of as much as 1 inch may be facilitated by splice plate 
215 about fastening elements 225. 

In an embodiment that does not alloW for expansion of 
cable trays 100-1 and 100-2 (e.g., “a non-expansion embodi 
ment”), each of fastener openings 235 in splice plate 215 and 
fastener openings 120 in cable trays 100-1 and 100-2 may be 
provided With a substantially square or circular con?guration, 
thereby ?xing the position of cable tray 100-1 relative to cable 
tray 100-2 upon insertion of fastening elements 225. 
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4 
Upper reinforcement bead 240 and intermediate reinforce 

ment bead 245 may also provide increased rigidity to splice 
plate 215. In one implementation, each of reinforcing beads 
240 and 245 may include substantially hemispherical protru 
sions extending longitudinally across splice plate 215. 
As illustrated in FIGS. 3 and 4, reinforcing beam 220 may 

include an elongate structure con?gured for attachment on an 
outside surface of rails 102/104 (e.g., on exterior, opposing 
surfaces of sides of rails 102/104). In one implementation, as 
shoWn in FIGS. 2 and 3, reinforcing beam 220 may have a 
length L and may be positioned such that an intermediate 
portion 300 of reinforcing beam 220 may be located proxi 
mate to joint 205. In one exemplary embodiment, length L 
may be approximately 24 to 60 inches. As Will be discussed 
beloW in relation to FIG. 4, reinforcing beam 220 may be 
con?gured to engage splice plates 215 and bottom transverse 
edges 106/110 of side rails 102/104 of joined cable trays 
100-1 and 100-2 proximate to joint 205. Consistent With 
embodiments described herein, reinforcing beam 220 may be 
formed of a rigid material (e.g., aluminum, steel, stainless 
steel, etc.). 

Reinforcing beam 220 may include a top member 400, a 
?rst body member portion 405, a second body member por 
tion 410, a third body member portion 415, and a bottom 
member 420. As illustrated in FIG. 4, top member 400 may 
form a T-shaped connection With ?rst body member portion 
405 and may extend a distance Dl from a bottom surface of 
top member 400. In one exemplary embodiment, distance D 1 
may be approximately 1-3 inches. Top member 400 may have 
Width W1 and may include an inside edge 425 formed a 
distance D2 from an inside surface of ?rst body member 
portion 405 and an outside edge 430 formed a distance D3 
from an outside surface of ?rst body member portion 405. 
That is, top member 400 may be formed transversely With 
respect to ?rst body member portion 405. In one exemplary 
embodiment, Width W 1 may be approximately 1 .0-3 .0 inches, 
distance D2 may be approximately 0.25 to 1.5 inches, and 
distance D3 may be approximately 0.25 to 1.5 inches. 

Second body member portion 410 may be formed substan 
tially perpendicularly to ?rst body member portion 405 and 
may extend outWard from ?rst body member portion 405 a 
distance D4 from the outside surface of ?rst body member 
405. In one exemplary embodiment, distance D4 may be 
approximately 0.25-1.5 inches. Third body member portion 
415 may be formed substantially perpendicularly to second 
body member portion 410 may extend doWnWardly from a 
second body member portion 410 a distance D5. In one exem 
plary embodiment, distance D5 may be approximately 0.10 
1.0 inches. 
Bottom member 420 may be formed substantially perpen 

dicularly to third body member portion 415 and may extend 
transversely With respect to third body portion 415. Bottom 
member 420 may have a Width W2 and may include an inside 
edge 435 formed a distance D6 from third body member 
portion 415 and an outside edge 440 formed a distance D7 
from third body portion 415. In one exemplary embodiment, 
Width W2 may be approximately 2.0-3.5 inches, distance D6 
may be approximately 0.50 to 2.0 inches, and distance D7 
may be approximately 0.25 to 1.5 inches.As shoWn in FIG. 4, 
second body portion 410, third body portion 415, and inside 
edge 435 of bottom member 420 may be con?gured to form a 
cavity 445 therebetWeen. Further, in one implementation, 
inside edge 435 may include a knob or vertical protrusion 450 
extending upWardly from a distal end thereof. Protrusion 450 
may have a height H 1 from an upper surface of bottom mem 
ber 420. In one implementation, height Hl may be approxi 
mately 0.125 to 0.25 inches. 
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As illustrated in FIG. 4, cavity 445 may be con?gured to 
slidingly receive bottom edge 106/110 of rail 102/104 
therein. When fully positioned, inside edge 435 of bottom 
member 420 may be positioned over structural support mem 
ber 210 and under bottom edge 106/110 ofrail 102/104 such 
that bottom edge 106/110 is positioned betWeen protrusion 
450 and third body portion 415. In this manner, reinforcing 
beam 220 may be securely attached betWeen cable trays 
100-1 and 100-2 and structural support member 210. Further 
more, by providing protrusion 450 on bottom member 420, it 
may be easily determined Whether reinforcing beam 220 is 
properly attached to rail 102/104. 
As shoWn in FIG. 4, When assembled, top member 400 may 

be siZed such that an end of inside edge 425 of top member 
400 is con?gured to abut or an outside surface of splice plate 
215. In other implementations, inside edge 425 may be con 
?gured to be positioned Within close proximity to splice plate 
215, such that ?exure or movement of rails 1 02/104 relative to 
each other may cause inside edge 425 to abut splice plate 215. 
By providing rigid reinforcing beam 220 for secure attach 

ment to multiple cable tray sections proximal to joint 215 
overlying structural support member 21 0, expansion and non 
expansion splice plates 215 may be used Without risk of 
insuf?cient structural integrity. More speci?cally, by provid 
ing rigid reinforcing beam 220 With a member (e. g., top 
member 400) con?gured to abut slice plate 215 upon attach 
ment to the cable tray sections, ?exure or buckling of the 
splice plate may be avoided. 
The foregoing description of exemplary implementations 

provides illustration and description, but is not intended to be 
exhaustive or to limit the embodiments described herein to 
the precise form disclosed. Modi?cations and variations are 
possible in light of the above teachings or may be acquired 
from practice of the embodiments. 

For example, various features have been mainly described 
above With respect to cable tray 100 and cable tray system 
200. In other implementations, features described herein may 
be implemented in relation to other support structure tech 
nologies, such as trusses, ?oorjoists, etc. 

Although the invention has been described in detail above, 
it is expressly understood that it Will be apparent to persons 
skilled in the relevant art that the invention may be modi?ed 
Without departing from the spirit of the invention. Various 
changes of form, design, or arrangement may be made to the 
invention Without departing from the spirit and scope of the 
invention. Therefore, the above-mentioned description is to 
be considered exemplary, rather than limiting, and the true 
scope of the invention is that de?ned in the folloWing claims. 
No element, act, or instruction used in the description of the 

present application shouldbe construed as critical or essential 
to the invention unless explicitly described as such. Also, as 
used herein, the article “a” is intended to include one or more 
items. Further, the phrase “based on” is intended to mean 
“based, at least in part, on” unless explicitly stated otherWise. 
What is claimed is: 
1. A reinforcing structure for supporting a joint of tWo 

cable tray sections, Wherein each of the tWo cable tray sec 
tions includes a side rail having a planar body member, a 
bottom edge and a top edge, and Wherein the joint is posi 
tioned over a structural support member, comprising: 

a top member; 
a body member extending substantially perpendicularly 

from the top member; and 
a bottom member extending substantially perpendicularly 

from the body member, 
Wherein the bottom member is con?gured for mounting on 

the structural support member, 
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Wherein the body member and the bottom member are 

con?gured to form a cavity therebetWeen to receive the 
bottom edge of the side rail, and 

Wherein the top member includes an inside edge con?g 
ured to support the planar body member of the side rail 
When the bottom edge of the side rail is received into the 
bottom member. 

2. The reinforcing structure of claim 1, 
Wherein the bottom member extends transversely from the 

body member and includes an inside edge and an outside 
edge, 

Wherein the inside edge of the bottom member includes a 
protrusion extending therefrom at a position distal from 
the body member, and 

Wherein the body member, the inside edge of the bottom 
member, and the protrusion form the cavity for receiving 
the bottom edge of the side rail. 

3. The reinforcing structure of claim 1, Wherein the top 
member extends transversely With respect to the body mem 
ber and includes the inside edge and an outside edge. 

4. The reinforcing structure of claim 1, Wherein the body 
member comprises: 

a ?rst body member portion extending substantially per 
pendicularly from the top member; 

a second body member portion extending substantially 
perpendicularly from the ?rst body member portion; and 

a third body member portion extending substantially per 
pendicularly from the second body member portion, 

Wherein the bottom member extends transversely from the 
third body member. 

5. The reinforcing structure of claim 4, 
Wherein the second body member portion, the third body 
member portion, the inside edge of the bottom member, 
and the protrusion form the cavity for receiving the 
bottom edge of the side rail. 

6. The reinforcing structure of claim 1, Wherein the top 
member, the body member, and the bottom member have a 
length ranging from 24 inches to 60 inches. 

7. The reinforcing structure of claim 1, Wherein the top 
member, the body member, and the bottom member are inte 
grally formed of a rigid material. 

8. The reinforcing structure of claim 1, Wherein the rigid 
material comprises aluminum, steel, or stainless steel. 

9. A reinforcing structure for supporting a joint of tWo 
cable tray sections, Wherein each of the tWo cable tray sec 
tions includes a side rail having a planar body member, a 
bottom edge and a top edge, comprising: 

a top member; 
a body member extending substantially perpendicularly 

from the top member; 
a bottom member extending substantially perpendicularly 

from the body member; and 
a splice plate con?gured for attachment to the side rails of 

the tWo cable tray sections, 
Wherein the bottom member is con?gured for mounting on 

the structural support member, 
Wherein the bottom member is con?gured to receive the 

bottom edge of the side rail, 
Wherein the top member includes an inside edge con?g 

ured to support the planar body member of the side rail 
When the bottom edge of the side rail is received into the 
bottom member, and 

Wherein the inside edge of the reinforcing structure is con 
?gured to abut an outside surface of the splice plate. 

10. The reinforcing structure of claim 9, Wherein the splice 
plate includes a plurality of fastener openings, Wherein at 
least some of the plurality of fastener openings comprise 
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elongated openings for allowing movement of one of the tWo 
cable tray sections relative to the other of the tWo cable tray 
sections. 

11. A cable tray system, comprising: 
a ?rst cable tray section including a ?rst side rail having a 

?rst planar body member, a ?rst bottom edge and a ?rst 
top edge; 

a second cable tray section including a second side rail 
having a second planar body member, a second bottom 
edge and a second top edge; 

a splice plate con?gured for attachment to the ?rst side rail 
and the second side rail; and 

a reinforcing beam for supporting the ?rst cable tray sec 
tion, the second cable tray section, and the splice plate 
When the ?rst and second cable trays are positioned over 
a structural support member, 

Wherein the reinforcing beam comprises: 
a top member; 
a body member extending substantially perpendicularly 

from the top member; and 
a bottom member extending substantially perpendicu 

larly from the body member, 
Wherein the bottom member is con?gured for mounting 

on the structural support member, 
Wherein the bottom member is con?gured to receive the 

?rst bottom edge of the ?rst side rail and the second 
bottom edge of the second side rail, and 

Wherein the top member includes an inside edge con?g 
ured to support the splice plate When ?rst bottom edge 
of the ?rst side rail and the second bottom edge of the 
second side rail are received into the bottom member 
of the reinforcing beam. 

12. The system of claim 11, Wherein the splice plate 
includes a plurality of fastener openings, Wherein at least 
some of the plurality of fastener openings comprise elongated 
openings for alloWing movement of the ?rst cable tray section 
relative to the second cable tray section. 

13. The system of claim 11, 
Wherein the bottom member of the reinforcing beam 

extends transversely from the body member and 
includes an inside edge and an outside edge, 

Wherein the inside edge of the bottom member includes a 
protrusion extending therefrom at a position distal from 
the body member, and 
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Wherein the body member, the inside edge of the bottom 

member, and the protrusion form a cavity for receiving 
the ?rst and second bottom edges of the ?rst and second 
side rails, respectively. 

14. The system of claim 11, Wherein the top member 
extends transversely With respect to the body member and 
includes the inside edge and an outside edge. 

15. The system of claim 11, Wherein the body member 
comprises: 

a ?rst body member portion extending substantially per 
pendicularly from the top member; 

a second body member portion extending substantially 
perpendicularly from the ?rst body member portion; and 

a third body member portion extending substantially per 
pendicularly from the second body member portion, 

Wherein the bottom member extends transversely from the 
third body member. 

16. The system of claim 11, Wherein the top member, the 
body member, and the bottom member have a length ranging 
from 24 inches to 60 inches. 

17. The system of claim 11, Wherein the top member, the 
body member, and the bottom member are integrally formed 
of aluminum, steel, or stainless steel. 

18. A device for supporting a cable tray expansion joint 
formed over a structural support member, comprising: 

a top member for abutting a splice plate joining a ?rst cable 
tray section and a second cable tray section; 

a body member extending substantially perpendicularly 
from the top member; and 

a bottom member formed transversely to the body member, 
Wherein the bottom member is con?gured for mounting on 

the structural support member, 
Wherein the body member and the bottom member are 

con?gured to form a cavity to slidingly receive a bottom 
edge of the ?rst cable tray section and a bottom edge of 
the second cable tray section. 

19. The device of claim 18, Wherein the top member, the 
body member, and the bottom member are integrally formed 
from aluminum, steel, or stainless steel. 

20. The device of claim 18, Wherein an inside edge of the 
bottom member includes a protrusion extending therefrom at 
a position distal from the body member, and 

Wherein the body member, the inside edge of the bottom 
member, and the protrusion form the cavity for receiving 
the bottom edge of the ?rst cable tray section and the 
second cable tray section. 

* * * * * 


