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ROBOT CONTROLLING APPARATUS AND 
ROBOT SYSTEM 

TECHNICAL FIELD 

The present invention relates to a method of doWnsiZing the 
structure of a controller for an industrial robot. 

BACKGROUND ART 

Concerning the structure of a controller of a conventional 
robot or the structure of a controller similar to it, an upper face 
portion of a housing of the controller is composed being 
freely opened and closed by a hinge and further an interme 
diate partition plate, Which is opened and closed by a hinge, is 
provided in the housing of the controller. Concerning this 
controller, for example, refer to Patent Document l.Accord 
ing to Patent Document 1, the folloWing structure is dis 
closed. For the maintenance of an operating portion or a 
displaying portion provided inside an upper face portion of a 
housing, an upper face portion is supported by a hinge being 
freely opened and closed like a door opened upWard. In order 
to doWnsiZe the controller, internal devices of the controller, 
Which are densely arranged in the housing so as to doWnsiZe 
the controller, are partitioned by an intermediate partition 
plate and When the intermediate partition plate is opened and 
closed in the longitudinal direction inside the housing like a 
door, the devices arranged in the inner part of the intermediate 
partition plate may be checked and maintained. 

In a robot controller into Which an arc Welding electric 
poWer source is incorporated, a loWer portion of a bulkhead is 
made to be a portion in Which the arc Welding electric poWer 
source is accommodated and an upper portion of the bulkhead 
is made to be a portion in Which the robot control unit is 
accommodated. Further, a sliding structure is employed so 
that the arc Welding electric poWer source may be dragged 
out. Concerning this structure, for example, refer to Patent 
Document 2. According to Patent Document 2, the Welding 
electric poWer source and the robot controller are accommo 
dated in the same housing. Therefore, the entire unit may be 
doWnsiZed and the cables may be orderly laid. Further, When 
the Welding electric poWer source is slid, the unit may be 
easily checked and maintained. 
Patent Document 1: JP-A-58-l 81591 
Patent Document 2: JP-A-4-36558l 

DISCLOSURE OF THE INVENTION 

Problems that the Invention is to Solve 

As may be seen in the o?icial gaZettes of the prior art, in 
order to reduce a space, in Which the controller used for an 
industrial robot is installed, as small as possible, there is a 
strong demand for doWnsiZing the controller used for an 
industrial robot. On the other hand, it is a task to compose the 
controller so that internal devices, Which are complicatedly, 
densely arranged, may be easily checked and maintained. 

In the conventional robot controller described in Patent 
Document 1, since the intermediate partition plate, Which is 
opened and closed by the hinge, is provided, a motor drive 
unit, Which is arranged in the most inner part, and other 
devices may be checked and maintained. HoWever, since the 
intermediate partition plate and the hinge are arranged inside 
the housing of the controller, even When the intermediate 
partition plate is opened, the devices such as a motor drive 
unit and others, Which are arranged in the inner part, must be 
checked and maintained in the small housing. Further, in the 
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2 
actual structure, in the periphery of the hinge of the interme 
diate partition plate, cables connected to the devices attached 
onto the intermediate partition plate are arranged. Therefore, 
even When a suf?ciently large hinge rotation angle is pro 
vided, the intermediate partition plate may not be opened by 
a suf?ciently large angle being obstructed by a bending reac 
tion force generated by the cables. Accordingly, the Working 
ef?ciency may not be enhanced and further it is dif?cult to 
maintain the safety of Working. Further, the devices attached 
to the intermediate partition plate must be arranged so that 
they may not interfere With the other devices When the inter 
mediate partition plate is opened. Therefore, it is impossible 
to arbitrarily arrange the devices and the space in the housing 
may not be effectively utiliZed. 

According to the conventional robot controller described in 
Patent Document 2, it may be thought that the devices may be 
easily checked and maintained When the internal devices such 
as a Welding electric poWer source are made into a sliding 
type. HoWever, compared With the structure in Which the 
hinge is used, the sliding type is disadvantageous in that 
distances of moving the cables are increased. Therefore, it is 
necessary to compose the devices so that the cables are not 
dragged. That is, in the case of the sliding type, there is a high 
possibility that the cables fall off and damage. 
The present invention has been accomplished to solve the 

above problems. It is an object of the present invention to 
provide a robot controller used for an industrial robot capable 
of ensuring the ef?ciency and safety of Working and also 
capable of suf?ciently utiliZing a space in the housing into 
Which the devices are attached. 

Means for Solving the Problems 

In order to solve the above problems, the present invention 
is composed as folloWs. 

According to a ?rst aspect of the invention, a controller for 
an industrial robot is provided With a ?rst housing Which 
accommodates a ?rst internal device, a second housing Which 
accommodates a second internal device, and a front door 
Which is supported to open and close by a ?rst hinge Which is 
provided on a side of the ?rst housing, Wherein a second hinge 
is provided on the sides of the ?rst housing and the second 
housing, and second housing is supported to open and close 
the entire ?rst housing by the second hinge. 

According to a second aspect of the invention, the control 
ler for the industrial robot is provided With an accommodating 
portion Which protrudes from a front face loWer portion of the 
second housing to a loWer portion of the ?rst housing and 
accommodates a third internal device, Wherein the third inter 
nal device is exposed to an opening Which is provided on an 
upper face of the accommodating portion When the ?rst hous 
ing is opened from the second housing by the second hinge. 

According to a third aspect of the invention, a robot body is 
coupled to the controller for the industrial robot. 

Advantages of the Invention 

According to the ?rst aspect of the invention, it is possible 
to provide a small robot controller, the Working ef?ciency and 
the safety of Which are enhanced and the accommodating 
capacity of accommodating the internal devices of Which is 
increased. The housing of the robot controller is divided into 
tWo portions in the longitudinal direction and the divided 
housings are supported by a hinge. Therefore, the front hous 
ing is moved and separated being rotated by the hinge. 
Accordingly, unlike the conventional structure in Which the 
partition plate is opened and closed inside the housing and the 
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peripheral housing is not moved at the time of the mainte 
nance of the internal devices accommodated in the rear hous 
ing, in the structure of the present invention, the maintenance 
Work is not obstructed by the housing itself. Accordingly, the 
Working ef?ciency is not lowered. Further, unlike the conven 
tional structure in Which the devices mounted on the partition 
plate interfere With the other devices arranged in the housing 
at the time of opening the partition plate, in the case of the 
structure of the invention, it is unnecessary to give consider 
ation to such a problem. Therefore, at the time of laying out 
the internal devices in the housing, it is possible to effectively 
use the inner space of the housing. Further, since the housing 
is supported by the hinge, compared With the conventional 
sliding type structure, the cables are not greatly moved. 
Accordingly, the possibility of falling and damaging of the 
cables is loW and the safety property is enhanced. 

According to the second aspect of the invention, When the 
housing on the Worker’s side is opened, an upper surface 
opening of the accommodating portion located in a loWer 
portion of the housing on the Worker’s side may be seen. 
Therefore, it becomes possible for the Worker to gain access 
from this opening to the internal devices accommodated in 
the accommodating portion. Accordingly, When a terminal 
table, optional devices and cables are accommodated as the 
internal devices, it is easy to connect the terminal table and it 
is also possible to accommodate the cables. Further, it is easy 
to install more optional devices. 

According to the third aspect of the invention, Whereby the 
above small robot controller With high maintenance property 
is used, an installation space of the robot system may be 
reduced When a robot system is built. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a front vieW of a controller for an industrial robot 
shoWing the ?rst embodiment of the present invention, 

FIG. 2 is a vieW shoWing a state in Which a front door is 
opened in FIG. 1, 

FIG. 3 is a vieW shoWing a state in Which the ?rst housing 
is opened in FIG. 1, and 

FIG. 4 is a conceptual vieW shoWing a robot system in 
Which a robot controller of the present invention and an indus 
trial robot are connected to each other. 

DESCRIPTION OF THE REFERENCE 
NUMERALS AND SIGNS 

1 First housing 
2 Second housing 
3 Front door 
4 First hinge 
5 Second hinge 
6 First internal devices 
7 Second internal devices 
8 Third internal devices 
9 Cable 

11 Accommodating portion 
12 Opening 
13 Cable 

14 Back plate 
15 Cable 

16 Emergency stop sWitch 
17 Main electric poWer sWitch 
18 ScreW 

5 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
19 Industrial robot body 
20 Robot controller 

BEST MODE FOR CARRYING OUT THE 
INVENTION 

Embodiments of the invention are explained beloW With 
reference to FIGS. 1 to 3. 

Embodiment 1 

FIG. 1 is a front vieW of a robot controller of the present 
invention. 

FIG. 2 shoWs a state in Which a front door described later is 
opened in FIG. 1. 

FIG. 3 is a vieW shoWing a state in Which the ?rst housing 
described later is opened in FIG. 1. 

FIG. 4 is a conceptual vieW shoWing a robot system in 
Which a robot controller of the present invention and an indus 
trial robot are connected to each other. 
As shoWn in FIG. 4, the robot controller of the present 

invention is usually connected to an industrial robot body by 
cables and composed as a robot system. The controller is 
driven by a servo motor and others built in the robot body and 
controlled desirably. 

Referring to FIGS. 1 to 3, explanations Will be made into a 
structure of the robot controller of the present invention. 
The robot controller of the present invention includes: a 

?rst housing 1 for accommodating the ?rst internal devices 6; 
a second housing 2 for accommodating the second internal 
devices 7; an accommodating portion 11 provided beloW the 
?rst housing 1; and a front door 3 arranged on the front face of 
the ?rst housing 1. 
The front door 3 is opened and closed With respect to the 

?rst housing 1 and the ?rst internal devices 6. The front door 
3 is supported by the ?rst hinge 4 so that it may be freely 
opened and closed at either the right or the left of the ?rst 
housing 1. When the front door 3 is opened by the ?rst hinge 
4, it is possible to take a front vieW of the ?rst internal devices 
6. The front door 3 is provided With an emergency sWitch 16 
and others. Cables 13 connected to the emergency sWitch 16 
and others are connected from the side (on the side of an 
opening and closing fulcrum), on Which the ?rst hinge 4 is 
provided, to the ?rst internal devices 6 along the back face of 
the front door 3. The front door 3 is provided With a main 
electric poWer sWitch 17 and a screW 18. The front door 3 may 
be ?xed to the ?rst housing 1 by the screW 18. When the screW 
18 is removed from the front door 3 and the front door 3 is 
rotated at a speci?c angle under the condition that the rotary 
type main electric poWer sWitch 17 is turned off, the front 
door 3 may be opened from the ?rst housing 1 being rotated 
round the ?rst hinge 4. 

Reference numeral 5 is a second hinge. The second hinge 5 
supports the ?rst door 1 itself so that the ?rst door 1 may be 
freely opened and closed to either the right or the left of the 
second housing 2 like a door. That is, the entire ?rst housing 
1 is composed so that it may be freely opened and closed With 
respect to the second housing 2 being rotated round the sec 
ond hinge 5. The ?rst housing 1 may be ?xed to the second 
housing 2 by a screW not shoWn in the inner portion of the 
housing. This screW is similar to the screW 18 described 
above. 
When the screW not shoWn, Which ?xes the ?rst housing 1 

to the second housing 2, is removed and the ?rst housing 1 is 
opened With respect to the second housing 2 by the second 
hinge 5, it is possible for a Worker to take a front vieW of the 
second internal devices 7. That is, the ?rst housing 1 functions 
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as a front door, Which is like the front door 3 With respect to 
the ?rst housing 1, With respect to the second housing 2 and 
the second internal devices 7. 
When the ?rst housing 1 is opened, as shoWn in FIG. 3, the 

back plate 14 is arranged on the back face of the ?rst housing 
1. The ?rst internal devices 6 described before are ?xed onto 
this back plate 14. The cables 15 connected to the ?rst internal 
devices 6 are connected to the second internal devices 7 from 
the side (the opening and closing fulcrum side), on Which the 
second hinge 5 is arranged, through the opening 14a of the 
back plate 14. 

Reference numeral 11 is an accommodating portion for 
accommodating the third internal devices 8 and the cable 9. 
The accommodating portion 11 is integrated With the second 
housing 2 into one body and protruded from a front face loWer 
portion of the second housing 2 to a loWer portion of the ?rst 
housing 1. An inner space of the second housing 2 is con 
nected to that of the accommodating portion 11. The accom 
modating portion 11 is composed in such a manner that an 
area of the accommodating portion 11 in the case of taking a 
plan vieW of the accommodating portion 11 from an upper 
face substantially coincides With an area of the loWer face of 
the ?rst housing 1. An upper surface of the accommodating 
portion 11 is open by the opening 12. The third internal 
devices 8 and the cables 9 are accommodated in the accom 
modating portion 11. Of course the accommodating portion 
11 may be composed so that it may be separated from the 
second housing 2. Even in this case, an opening may be 
provided on a face Where the accommodating portion 11 and 
the second housing 2 come into contact With each other so that 
the inner spaces may be connected With each other and the 
third internal devices 8 and the second internal devices 7 may 
be connected With each other by the cables 9. 

In this connection, the ?rst internal devices 6 include a 
CPU for controlling a robot. The second internal devices 7 
include a drive control unit for driving a servo motor built in 
the robot body. The third internal devices 8 include a terminal 
table and an optional device. The ?rst to third internal devices 
described above are connected to each other by cables. 

According to the robot controller of the present invention 
composed as described above, ?rst of all, When the front door 
3 is opened being rotated round the ?rst hinge 4 in FIG. 1, the 
?rst internal devices 6 appear as shoWn in FIG. 2. Due to the 
foregoing, a Worker may have access to the ?rst internal 
devices 6. Therefore, the Worker may easily check and main 
tain the ?rst internal devices 6. 

Further, When the ?rst housing 1 is opened being rotated 
round the second hinge 5, the second internal devices 7 appear 
as shoWn in FIG. 3. Due to the foregoing, a Worker may have 
access to the second internal devices 7. Therefore, the Worker 
may easily check and maintain the second internal devices 7. 
According to this structure, since the ?rst housing 1, in Which 
the ?rst internal devices 6 are accommodated, is supported by 
the second hinge 5 being freely opened and closed, the entire 
?rst housing 1 is separated from the second housing. There 
fore, unlike the conventional structure in Which the partition 
plate arranged in the housing is opened and closed by the 
hinge provided in the housing, it is possible to check and 
maintain devices such as the second internal devices arranged 
in the inner portion of the front door Without being obstructed 
by the housing. Further, there is no possibility that the inside 
becomes dark because of light-shielding made by the hous 
ing. Further, it is unnecessary to give consideration to a con 
ventional problem in Which the devices mounted on the par 
tition plate interfere With the other device in the housing When 
the partition plate is opened. Accordingly, the internal devices 
may be freely laid out and the space may be effectively put 
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6 
into practical use. Since the front door 3 and the ?rst housing 
1 are opened and closed being rotated round the hinges, 
compared With the conventional sliding type, a distance of 
moving the cable is small. Therefore, the cable seldom falls 
off and damages. 

Further, as shoWn in FIG. 3, When the ?rst housing 1 is 
opened, the third internal devices 8 appear from the upper 
face opening 12 of the accommodating portion 11 located in 
a loWer portion of the ?rst housing 1. Due to the foregoing, a 
Worker may have access to the third internal devices 8 and 
execute a maintenance Work. In the case Where the third 
internal devices 8 include a terminal table or an optional 
device, it is easy for the Worker to execute a screWing Work 
from the upper face. Therefore, the Work may be easily 
accomplished. Even in the case Where an optional device is 
added after the robot controller has been installed, it is pos 
sible to execute the Work from the upper face. Therefore, the 
Work may be easily accomplished. Further, cables of Which 
the length is too long may be accommodated in the accom 
modating portion 11 being hung. 

INDUSTRIAL APPLICABILITY 

The present invention may be applied to not only the con 
stitution of a robot controller but also the constitution of a 
controller of a machine tool or a common industrial machine. 

The invention claimed is: 
1. A robot controlling apparatus comprising: 
a ?rst hinge; 
a ?rst housing including a ?rst inner space having a ?rst 

front opening, the ?rst housing including a rear side 
opposite to the ?rst front opening; 

a front door connected to the ?rst housing via the ?rst hinge 
to be rotatable around the ?rst hinge to open and close 
the ?rst front opening; 

a ?rst internal device provided in the ?rst inner space; 
a second hinge; 
a second housing including a second inner space having a 

second front opening, the ?rst housing connected to the 
second housing via the second hinge to be rotatable 
around the second hinge to open and close the second 
front opening, the second housing being provided at the 
rear side of the ?rst housing in a state Where the ?rst 
housing closes the second front opening; 

a second internal device provided in the second inner 
space; 

an accommodating portion extending from a front portion 
of the second housing under the second front opening, 
the accommodating portion including a third inner space 
having an upper opening, the accommodating portion 
being provided under the ?rst housing so that the ?rst 
housing closes the upper opening in a state Where the 
?rst housing closes the second front opening, the second 
inner space connecting to the third inner space; and 

a third internal device provided in the third inner space. 
2. The robot controlling apparatus according to claim 1, 

Wherein the ?rst internal device is exposed in a state Where the 
front door opens the ?rst front opening, and Wherein the 
second and third internal devices are exposed in a state Where 
the ?rst housing opens the second front opening and the upper 
opening. 

3. The robot controlling apparatus according to claim 1, 
Wherein the accommodating portion is integrated With the 
second housing into one body. 
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4. A robot system comprising: 
a robot; and 
a robot controlling apparatus connected to the robot and 

comprising: 
a ?rst hinge; 
a ?rst housing including a ?rst inner space having a ?rst 

front opening, the ?rst housing including a rear side 
opposite to the ?rst front opening; 

a front door connected to the ?rst housing via the ?rst 
hinge to be rotatable around the ?rst hinge to open and 
close the ?rst front opening; 

a ?rst internal device provided in the ?rst inner space; 
a second hinge; 
a second housing including a second inner space having 

a second front opening, the ?rst housing connected to 
the second housing via the second hinge to be rotat 
able around the second hinge to open and close the 
second front opening, the second housing being pro 
vided at the rear side of the ?rst housing in a state 
Where the ?rst housing closes the second front open 
111%; 

a second internal device provided in the second inner 
space; 
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an accommodating portion extending from a front por 

tion of the second housing under the second front 
opening, the accommodating portion including a third 
inner space having an upper opening, the accommo 
dating portion being provided under the ?rst housing 
so that the ?rst housing closes the upper opening in a 
state Where the ?rst housing closes the second front 
opening, the second inner space connecting to the 
third inner space; and 

a third internal device provided in the third inner space. 
5. The robot system according to claim 4, Wherein the ?rst 

internal device is exposed in a state Where the front door 
opens the ?rst front opening, and Wherein the second and 
third internal devices are exposed in a state Where the ?rst 
housing opens the second front opening and the upper open 
ing. 

6. The robot system according to claim 4, Wherein the 
accommodating portion is integrated With the second housing 
into one body. 


