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DETECTION AND MITIGATION OF 
INTERFERENCE AND JAMMERS IN AN 

OFDM SYSTEM 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application claims the bene?t of and priority to US. 
Provisional Patent Application No. 60/609,623 ?led Sep. 14, 
2004 the technical disclosures of Which are hereby incorpo 
rated herein by reference. 

TECHNICAL FIELD 

The present invention relates generally to Wireless commu 
nications systems, such as a multi-band OFDM (Orthogonal 
Frequency Division Multiplexing) communication system. 
More speci?cally, the present invention relates to a method 
for avoiding and mitigating interference from extraneous 
Wireless systems. 

BACKGROUND OF THE INVENTION 

In a conventional serial data system, symbols are transmit 
ted sequentially, With the frequency spectrum of each data 
symbol alloWed to occupy the entire bandWidth. A parallel 
data transmission system is one in Which several sequential 
streams of data are transmitted simultaneously. In a parallel 
system, the spectrum of an individual data element normally 
occupies only a small part of the available bandWidth. 

In a classic parallel data system, the total signal frequency 
band is divided into N overlapping frequency subchannels. 
Each subchannel is modulated With a separate symbol. The 
subchannels are then multiplexed. 

Orthogonal signals can be separated at the receiver by 
using correlation techniques, eliminating inter-symbol inter 
ference. This can be achieved by carefully selecting carrier 
spacing so as to let the carrier spacing equal the reciprocal of 
the useful symbol period. Orthogonal Frequency Division 
Multiplexing (OFDM) is a form of multicarrier modulation 
Wherein carrier spacing is selected so that each subcarrier is 
orthogonal to the other subcarriers. 

This orthogonality avoids adjacent channel interference 
and prevents the demodulators from seeing frequencies other 
than their oWn. The bene?ts of OFDM are high spectral 
e?iciency, resiliency to Radio Frequency (RF) interference, 
and loWer multi-path distortion. 

In OFDM the subcarrier pulse used for transmission is 
chosen to be rectangular. This has the advantage that the task 
of pulse forming and modulation can be performed by a 
simple Inverse Discrete Fourier Transform (IDFT) Which can 
be implemented very e?iciently as an Inverse Fast Fourier 
Transform (IFFT). Therefore, the receiver only needs a FFT 
to reverse this operation. 

Incoming serial data is ?rst converted from serial to paral 
lel and grouped into x bits each to form a complex number. 
The number x determines the signal constellation of the cor 
responding subcarrier, such as 16 Quadrature Amplitude 
Modulation. The complex number are modulated in a base 
band fashion by the IFFT and converted back to serial data for 
transmission. A guard symbol is inserted betWeen symbols to 
avoid inter-symbol interference (ISI) caused by multi-path 
distortion. The discrete symbols are converted to analog and 
loW-pass ?ltered for RF up-conversion. The receiver then 
simply performs the inverse process of the transmitter. 

According to the theorems of the Fourier Transform the 
rectangular pulse shape Will lead to a sin(x)/x type of spec 
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2 
trum of the subcarriers, as illustrated in FIG. 1. The spectrums 
of the subcarriers are not separated but overlap. The reason 
Why the information transmitted over the carriers can be 
separated is the orthogonality relation. By using an IFFT for 
modulation, the spacing of the subcarriers is chosen such that 
at the frequency Where a received signal is evaluated (indi 
cated by letters A-E in FIG. 1) all other signals are Zero. 
The seminal article on OFDM is “Data Transmission by 

Frequency-Division Multiplexing Using the Discrete Fourier 
Transform”, by S. B. Weinstein and Paul M. Ebert in IEEE 
Transactions on Communication Technology, Vol. com-19, 
No. 5, October 1971, the contents of Which are hereby incor 
porated by reference. 
OFDM forms the basis for the Digital Audio Broadcasting 

(DAB) standard in the European market as Well as the basis 
for the global Asymmetric Digital Subscriber Line (ADSL) 
standard. Development is ongoing for Wireless point-to-point 
and point-to-multipoint con?gurations for Wireless Local 
Area NetWorks using OFDM technology. In a supplement to 
the IEEE 802.11 standard, the IEEE 802.11 Working group 
published IEEE 802.1 1a, Which outlines the use of OFDM in 
the 5.8-GHZ band. 

In a packet communication system, data that is communi 
cated is ?rst into packets of data, and the data packets, once 
formed, are then communicated, sometimes at discrete inter 
vals. Once delivered to a receiving station, the information 
content of the data is ascertained by concatenating the infor 
mation parts of the packets together. Packet communication 
systems generally make e?icient use of communication chan 
nels as the communication channels need only to be allocated 
pursuant to a particular communication session only for the 
period during Which the data packets are communicated. 
Packet communication channels are sometimes, therefore, 
shared communication channels that are shared by separate 
sets of communication stations betWeen Which separate com 
munication services are concurrently effectuated. 
A structured data format is set forth in the present promul 

gation of the operating speci?cation. The data format of a data 
packet formed in conformity With the IEEE 802.15.3a 
includes a preamble part and a payload part. Other packet 
communication systems analogously format data into packets 
that also include a preamble part and a payload part. The 
payload part of the packet contains the information that is to 
be communicated. That is to say, the payload part is non 
determinative. Conversely, the preamble part of the data 
packet does not contain the informational content that is to be 
communicated but, rather, includes determinative data that is 
used for other purposes. In particular, the preamble part of an 
IEEE 802.15.3a packet preamble includes three parts, a 
packet sync sequence, a frame sync sequence, and a channel 
estimation sequence. The packet sync sequence is of a length 
of tWenty-one OFDM (symbols), the frame sync sequence is 
of a length of three OFDM symbols, and the channel estima 
tion sequence is of a length of six OFDM symbols. Collec 
tively, the sequences are of a time length of 9,375 microsec 
onds. 
Of particular signi?cance, the preamble also is used for 

channel estimation. The radio channel upon Which the packet 
is communicated undergoes re?ections and is otherWise dis 
torted during its communication to the receiving station. To 
receive the transmitted data correctly, the receiving station 
must be provided With a good estimate of the channel to 
permit proper compensation to be made of the channel. The 
channel estimation sequence is a knoWn Waveform that tells 
the receiver What the channel looks like. From this knoWn 
Waveform, the receiver can properly compensate the channel 
to help decode the unknoWn data sequences. 
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Wireless systems such as ultra-Wideband (UWB) system 
operate in unlicensed bands. Therefore, other devices in the 
band may generate interfering signals. Current approaches 
for Wireless systems attempt to identify other homogeneous 
netWorks and avoid them. One system has a Wireless local 
area netWork application protocol (WLAN AP) that can be 
put into automatic mode to select a frequency that avoids 
interference With other WLAN netWorks. However, this 
approach is not as applicable to UWB systems due to the large 
frequency bandWidth of the UWB spectrum. For UWB sys 
tems, some degree of interference is unavoidable and has to 
be accepted and dealt With by the receiver. 

Therefore it Would be desirable to have a method for dis 
tinguishing betWeen signal interference and noise and miti 
gating the effects of such interference for UWB Wireless 
communications systems. 

SUMMARY OF THE INVENTION 

The present invention provides a method and apparatus for 
detecting interference in a Wireless communications system. 
The invention compares the receiver FFT output of a received 
signal against knoWn sequences such as the packet synchro 
niZation sequence, frame synchronization sequence, and 
channel estimation sequence. By comparing the reference 
signal to the knoWn sequences, the invention estimates the 
instantaneous signal to noise ratio (SNR) for each tone of a 
Wireless transmission. See, for example, the How chart of 
FIG. 4. Large deviations from this estimate after transmission 
has begun indicate the appearance of an interfering signal 
rather than noise. To improve the SNR estimate, the invention 
computes a Weighted average across multiple OFDM sym 
bols. The invention looks for signi?cant increases (spikes) in 
the SNR as a Way of distinguishing interfering signals from 
noise. The invention can store separate SNR estimates for 
each transmitter in a Wireless netWork. 
One embodiment of the invention uses Viterbi branch met 

rics in conjunction With the estimated SNR to determine the 
presence of an interfering signal. If interference is detected 
the invention feeds the inverse of the SNR estimate into the 
Viterbi decoder or declares and erasure for that symbol. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The novel features believed characteristic of the invention 
are set forth in the appended claims. The invention itself, 
hoWever, as Well as a preferred mode of use, further objects 
and advantages thereof, Will best be understood by reference 
to the folloWing detailed description of an illustrative 
embodiment When read in conjunction With the accompany 
ing draWings, Wherein: 

FIG. 1 shoWs an OFDM signal; 
FIG. 2 shoWs the Multi-band OFDM Alliance plan for 

frequency bands and band groups of the Ultra-Wideband 
spectrum; 

FIG. 3A shoWs the Viterbi trellis diagram for a 15-bit 
message from a convolutional encoder; and 

FIG. 3B shoWs the states of the trellis that are actually 
reached during the encoding of the example l5-bit message. 

FIG. 4 shoWs a method according to one embodiment. 

DETAILED DESCRIPTION 

The present invention is an enhancement to Wireless 
OFDM systems that determines the signal to noise ration 
(SNR) on each tone across the band, Which alloWs the system 
to distinguish betWeen interference and noise. The pro?le of 
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4 
the SNR (i.e. signal quality) is then used to detect and mitigate 
signal interference at the receiver. 
The invention monitors the SNR on each tone in an OFDM 

system by monitoring the output of the Discrete Fourier 
Transform/Fast Fourier Transform (DFT/FFT) blocks at the 
receiver. The invention may use a Weighted average for the 
SNR estimate across multiple OFDM symbols, and multiple 
SNR estimates may be stored for each device from Which a 
transmission is received. In addition, ForWard Error Correc 
tion (FEC) decoder metrics may be Weighted in a manner that 
decreases the error probability based on the per tone SNR 
estimate. 
The estimate of the SNR is a key parameter used by the 

present invention for detecting interference and distinguish 
ing it from background noise. In Wireless systems such as the 
Multi-Band OFDM Alliance (MBOA) draft for IEEE 
802.15.3a, the Physical Layer Convergence Procedure 
(PLCP) preamble typically consists of three distinct portions: 

Packet synchronization sequence 
Frame synchroniZation sequence 
Channel estimation sequence 
Each of these sequences is knoWn prior to transmission. 

Therefore, these sequences can be used to perform packet 
detection and acquisition, frequency estimation, and timing 
estimation. Additionally, these sequences can also be used to 
provide the initial estimate of the SNR at the receiver. The 
invention feeds the knoWn sequences through the FFT and 
compares the output With the FFT output of a received refer 
ence signal to get an idea of What the SNR Will look like at 
other frequencies. The output at the FFT is de?ned as: 

Where: 
R is the received output from the FFT 
H is the channel in the frequency domain 
S is the transmitter 
N is the noise in the frequency domain 
k is the subcarrier index (FFT tone index) 
n is the OFDM symbol # 
After the channel estimation is performed, the invention 

can estimate the noise and its poWer across each subcarrier of 
an OFDM symbol associated With the channel estimation 
sequence. The estimated noise is de?ned as: 

The noise poWer (variance) is de?ned as: 

Equation 3 

Where: 
62 is the estimated variance 
N is the estimated noise 
K is the sum over all k’s (Which Would be 128 for a l28-pt 

FFT) 
N is the sum over all OFDM symbols (n’s) 
In addition, an estimate of the noise poWer can be found 

from the gain accumulator for the automatic gain control 
(AGC). The AGC is a receiver function that generates con 
stant poWer output under varying poWer input. During packet 
acquisition, prior to packet detection, the gain accumulator 
for the AGC contains an estimate of the total noise poWer. 
After a packet has been detected, the gain accumulator con 
tains an estimate of the total signal plus noise poWer. 
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The instantaneous SNR per tone for the payload can be 
approximated as: 

|RM|2 _ Equation 4 
2 

The invention looks for signi?cant increases (spikes) in the 
SNR as a Way of distinguishing interfering signals from 
noise. Speci?cally, the invention is looking for interference 
that appears after the transmission has started, ie the inter 
ference becomes active later in the transmission or if the 
channel looks like an AWGN channel. This is because the 
invention uses the reference signals to get an initial estimate 
of the SNR per tone and the interference is detected as a 
change in this number. 

Equation 4 is suitable as a quick estimate of the SNR. It is 
also an unbiased estimate. To improve this estimate, one can 
average over several OFDM symbols and packets. 

The present invention also provides an algorithm that 
tracks the time variations of the SNR for a particular subcar 
rier, Which is useful for determining When interference is 
introduced into the system. For the SNR to improve there 
should be a correlation betWeen each estimate of the SNR. 
For this correlation to hold, the algorithm averages over the 
time-frequency code (TFC) per subcarrier over several 
OFDM symbols and packets. 

In ultra-Wideband (UWB) OFDM systems the TFC is used 
to interleave coded data over three frequency bands (called a 
band group).As shoWn in FIG. 2, the MBOA proposal de?nes 
four such band groups With three bands each and one band 
group With tWo bands. There are also four 3-band TFCs and 
tWo 2-band TFCs. These band groups and the TFCs provide 
the capability to de?ne 18 separate logic channels. 

The information from the TFC averaging is stored for each 
TFC for each subcarrier. The averaging is computed as: 

Equation 5 — 1 

SNRkJ-Fdm — 1) + 

m 4 

Where: 

0t is the forgetting factor 

n is the index for the next occurrence of the OFDM symbol 
for some TFC 

n0 is a reference time index relative to the sampling time 

In is the total number of occurrences in the averages for the 
current estimate. 

The forgetting factor 0t is determined from the coherence 
time of the channel, the OFDM symbol rate, and the TFC 
pattern. The coherence time is the time over Which a propa 
gating Wave may be considered coherent (?xed phase rela 
tionship betWeen corresponding points on the Wave). These 
values are stored in a table that is communicated to the Media 
Access Control (MAC) for interference avoidance. Table 1 
shoWs an example of an SNR estimate for a particular sub 
carrier: 
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6 
TABLE 1 

SNR estimate for the k’h subcarrier (dB) 

Symbol Index TFC #1 TFC #2 TFC #3 

1 12.89 7.86 11.08 
4 14.15 8.43 22.6 
6 13.78 6.09 23.33 

10 10.56 9.13 13.45 
12 16.2 10.1 11.34 

The columns of Table 1 correspond to the TFC patterns the 
baseband processor (BBP) is monitoring, While the roWs cor 
respond to the number of symbol periods Within a coherence 
time or packet length, Whichever is smaller. 
The example in Table 1 shoWs the detection of an interfer 

ence signal for TFC #3. Whereas the SNR remains Within a 
fairly narroW range for TFC #1 and #2, for TFC #3, there is a 
dramatic increase in the SNR from symbol index 1 to index 4 
(1 1 .08 to 22.6). The SNR for TFC #3 remains at this high level 
for symbol index 6, then decreases dramatically decreases for 
symbol index 10 (23.33 to 13.45). Assuming that these 
changes occur Within the coherence time of the channel, one 
can deduce that a strong interfering source Was present for 
OFDM symbol indexes 4 and 6. Similar behavior in the (k- 1) 
and (k+1) subcarriers further reinforces the presumption of 
interference. Each initial SNR estimate is obtained from the 
PLCP header sequences. 

In addition to the signal monitor at the FFT output, Viterbi 
branch metrics can be used in conjunction With the SNR 
estimate to determine Whether an interfering signal is present. 

Convolutional encoding With Viterbi decoding is a For 
Ward Error Correction (FEC) technique that is particularly 
suited to a channel in Which the transmitted signal is cor 
rupted mainly by additive White Gaussian noise (AWGN), 
Which is noise With a voltage distribution over time that can be 
described using a Gaussian statistical distribution (i.e. a bell 
curve). This voltage distribution has zero mean and a standard 
deviation that is a function of the SNR of the received signal. 
Assuming that the signal level is ?xed, if the SNR is high, the 
standard deviation of the noise is small, and vice-versa. For 
digital communications, the SNR is usually measured in 
terms of Eb/NO, Which stands for energy per bit divided by the 
one-sided noise density. 

For example, a bipolar non-retum-to-zero (N RZ) signaling 
a system has a ‘1’ channel bit that is transmitted as a voltage 
of —1V, and a ‘0’ channel bit transmitted as a voltage of +1V. 
This is also called binary “antipodal” signaling. A comparator 
in the receiver determines that the received channel bit is a ‘ 1 ’ 

if its voltage is less than 0V, and a ‘0’ if its voltage is greater 
than or equal to 0V. Of course, the voltage values of the 
transmission are not going to be exactly —1V or +1V. There is 
a small distribution of voltages around the —1V and +1V 
values. The values under the curves are referred to as soft 
numbers. In practical systems, the received channel symbols 
are quantized With one or a feW bits of precision in order to 
reduce the complexity of the Viterbi decoder. If the 
received channel symbols are quantized to one-bit pre 
cision (<0V:1, ZOVIO), the result is called hard-decision 
data. If the received channel symbols are quantized With more 
than one bit of precision, the result is called soft-decision 
data. The usual quantization precision is three bits. More bits 
provide little additional improvement. 
Mapping the one/ zero output of the convolutional encoder 

onto an antipodal signaling scheme is a matter of translating 
zeroes to +1 s and ones to —1 s. 



US 8,144,572 B2 
7 

Viterbi decoding Was developed by Andrew J. Viterbi. His 
seminal paper on the technique is “Error Bounds for Convo 
lutional Codes and an Asymptotically Optimum Decoding 
Algorithm,” IEEE T ransaclions on Information Theory, Vol 
ume IT-13, April 1967, pages 260-269, the contents ofWhich 
are hereby incorporated by reference. 
An important concept for understanding Viterbi decoding 

is the trellis diagram. FIG. 3A shoWs the trellis diagram for a 
rate l/2K:3 convolutional encoder for a 15-bit message. The 
fourpossible states of the encoder are depicted as four roWs of 
horizontal dots. There is one column of four dots for the initial 
state of the encoder and one for each time instant during the 
message. For a 15-bit message With tWo encoder memory 
?ushing bits, there are 17 time instants in addition to t:0 (the 
initial state). The solid lines connecting the dots represent 
state transitions When the input bit is a one. The dotted lines 
represent state transitions When the input bit is a Zero. 

FIG. 3B shoWs the states of the trellis that are actually 
reached during the encoding of the example 15-bit message. 
The encoder input bits and output symbols are shoWn at the 
bottom of the diagram. In the present example, the received 
encoded message contains a couple of bit errors. 

Each time a pair of channel symbols is received, the 
decoder computes a metric to measure the “distance” 
betWeen What Was in fact received and all of the possible 
channel symbol pairs that could have been received. Going 
from t:0 to t:1, there are only tWo possible channel symbol 
pairs that could have been received: 002, and 112. That is 
because the convolutional encoder Was initialiZed to the all 
Zeroes state. Given one input bit:one or Zero, there are only 
tWo states to transition to and tWo possible outputs of the 
encoder. These possible outputs of the encoder are 002 and 
1 12. 
The metric used for the present example is the Hamming 

distance betWeen the received channel symbol pair and the 
possible channel symbol pairs. The Hamming distance is 
computed by simply counting hoW many bits are different 
betWeen the received channel symbol pair and the possible 
channel symbol pairs. The results can only be Zero, one, or 
tWo. Branch metrics are the Hamming distance values (or 
other metric) computed at each time instant for the paths 
betWeen the states at the previous time instant and the states at 
the current time instant. In the example beloW, these results 
Will be save as “accumulated error metric” values for the ?rst 
time instant associated With states. For the second time instant 
on, the accumulated error metrics Will be computed by adding 
the previous accumulated error metrics to the current branch 
metrics. 

For each state, the predecessor that survives is the one With 
the loWer branch metric. The operation of adding the previous 
accumulated error metrics to the neW branch metrics, com 
paring the results, and selecting the smaller (smallest) accu 
mulated error metric to be retained for the next time instant is 
called the add-compare-select (ACS) operation. 

The decoding process begins by building the accumulated 
error metric for a speci?ed number of received channel sym 
bol pairs, and the history of What states preceded the states at 
each time instant t With the smallest accumulated error metric. 
The Viterbi decoder is then ready to recreate the sequence of 
bits that Were input to the convolutional encoder When the 
message Was encoded for transmission. 

At a given trellis node that corresponds to a high SNR 
estimate, the metric should indicate one de?nitive loWest 
metric associated With a particular symbol; one of the metrics 
should be clearly distinguishable from the other metrics since 
all other paths Would have a higher probability of error. In 
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other Words, the metric for that symbol at each state in the 
trellis should equal the noise residue, Which is quite small 
given a high SNR condition. HoWever, if all the metrics are 
clustered Within a small variance about the mean for that node 

there is a strong likelihood that there is an interference signal 

present, given that there is a high SNR estimate for that 
symbol. If no such metrics are found, even if the SNR looks 

high, it means that the SNR Was deceptive (i.e. there Was 
interference instead of signal). 

By observing hoW fast a channel is changing over time, the 
time reference 110 provides the ?exibility of Weighting some 
samples more than others based on the time since the last 
update (i.e. a neW packet rather than a neW OFDM symbol). 
This alloWs the receiver to adapt its sensitivity for interfer 
ence detection based on the time-varying channel conditions. 
Fast fading channels are Weighted less than sloW fading chan 
nels to alloW channel variation and not confuse it With inter 
ference. 

Once the coherence time for the channel has been exceeded 
the contents of Table 1 are over-Written starting With the ?rst 
roW of entries or are reset to Zero once the indexes have been 

issued. 

Successful detection of the packet header alloWs the inven 
tion to store groups of tables similar to Table 1 for each device 
detected in the netWork (piconet). This information is pro 
vided to the MAC via feedback channels. 

In the context of ultra-Wideband (UWB) Wireless commu 
nication, complete avoidance of interference is not practical 
due to the large frequency bandWidth of the UWB spectrum. 
Some degree of interference is unavoidable. If an interfering 
signal is detected, rather than attempting to avoid it, the 
present invention mitigates the effects of the interference at 
the receiver during signal decoding. 
The ability to distinguish betWeen a strong channel 

response and a potential interference signal is prerequisite to 
providing the right soft metric to the Viterbi decoding algo 
rithm for a particular symbol. If there is no interference sig 
nal, the SNR estimate is fed directly into the Viterbi decoder. 
HoWever, When an interference signal is detected, the present 
invention feeds the inverse of the SNR estimate into the 
Viterbi decoder, or alternatively, declares an erasure for that 
symbol. In this manner, the invention minimiZes the error 
probability for each tone. The Viterbi decoder Would other 
Wise make a Wrong decision if the metric corresponding to the 
interference Was fed into the decoder as one corresponding to 
a high SNR. The metric corresponding to the interference 
tones should have a very loW value. Hence an erasure for 
those metrics helps minimize the error probabilities. 

The description of the present invention has been presented 
for purposes of illustration and description, and is not 
intended to be exhaustive or limited to the invention in the 
form disclosed. Many modi?cations and variations Will be 
apparent to those of ordinary skill in the art. The embodiment 
Was chosen and described in order to best explain the prin 
ciples of the invention, the practical application, and to enable 
others of ordinary skill in the art to understand the invention 
for various embodiments With various modi?cations as are 
suited to the particular use contemplated. It Will be under 
stood by one of ordinary skill in the art that numerous varia 
tions Will be possible to the disclosed embodiments Without 
going outside the scope of the invention as disclosed in the 
claims. 
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We claim: 
1. A method for detecting interference, the method com 

prising: 
comparing, by an apparatus, a received reference signal 

against at least one knoWn sequence; 
estimating, by the apparatus, instantaneous signal-to-noise 

ratios for each tone of a plurality of tones of a Wireless 
transmission based on the comparison; and 

detecting, by the apparatus, an interfering signal based on 
time variations of a signal-to-noise ratio for one of the 
plurality of tones, 

Wherein the at least one knoWn sequence comprises one of 
a packet synchronization sequence, a frame synchroni 
zation sequence, and a channel estimation sequence, and 

Wherein the Wireless transmission comprises an orthogo 
nal frequency division multiplexing communication. 

2. The method of claim 1, Wherein a signal-to-noise ratio of 
a subsequently received signal that exceeds at least one of the 
estimated signal-to-noise ratios by a speci?ed deviation indi 
cates the presence of the interfering signal. 

3. The method of claim 1, further comprising: 
mitigating, by the apparatus, the effects of the detected 

interfering signal during signal decoding. 
4. The method of claim 3, Wherein the mitigating further 

comprises using signal-to-noise ratio information per tone to 
mitigate the interfering signal. 

5. The method of claim 4, further comprising feeding an 
inverse of at least one of the estimated signal-to-noise ratios 
into a Viterbi decoder. 

6. The method of claim 3, Wherein the mitigating further 
comprises declaring an erasure for a symbol. 

7. The method of claim 1, Wherein the comparing further 
comprises determining a Fast Fourier Transform output for 
the received reference signal and the at least one knoWn 
sequence. 

8. The method of claim 1, Wherein the comparing further 
comprises comparing the received reference signal against 
multiple knoWn sequences. 

9. The method of claim 1, Wherein the estimating further 
comprises estimating a noise for each tone of the plurality of 
tones. 

10. The method of claim 1, Wherein the estimating further 
comprises estimating a noise poWer for each tone of the 
plurality of tones. 

11. The method of claim 1, further comprising averaging 
the estimated signal-to-noise ratios for each tone of the plu 
rality of tones over multiple symbols. 

12. The method of claim 11, Wherein the estimated signal 
to-noise ratios for each tone of the plurality of tones over 
multiple symbols is averaged over a time-frequency code 
(TFC). 

13. The method of claim 11, further comprising Weighting 
tones according to time-varying parameters. 

14. The method of claim 11, further comprising storing 
separate signal-to-noise ratio estimates for each transmitter in 
a Wireless netWork. 

15. The method of claim 1, further comprising using Vit 
erbi branch metrics in conjunction With at least one of the 
estimated signal-to-noise ratios to determine the presence of 
the interfering signal, Wherein the absence of one de?nitive 
loWest metric associated With a particular symbol indicates 
the presence of the interfering signal. 

16. A method for detecting and mitigating interference, the 
method comprising: 

comparing, by an apparatus, a received reference signal 
against at least one knoWn sequence; 
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10 
estimating, by the apparatus, instantaneous signal-to-noise 

ratios for each tone of a plurality of tones of a Wireless 
transmission, Wherein a signal-to-noise ratio of a subse 
quently received signal that exceeds at least one of the 
estimated signal-to-noise ratios by a speci?ed deviation 
indicates the presence of an interfering signal; and 

mitigating the effects of the interfering signal during signal 
decoding, 

Wherein the at least one knoWn sequence comprises one of 
a packet synchronization sequence, a frame synchroni 
zation sequence, and a channel estimation sequence, and 

Wherein the Wireless transmission comprises an orthogo 
nal frequency division multiplexing communication. 

17. An apparatus for detecting interference, the apparatus 
comprising: 

a comparator to compare a received reference signal 
against at least one knoWn sequence; 

a processor to: 
estimate instantaneous signal-to-noise ratios for each 

tone of a plurality of tones of a Wireless transmission 
based on the comparison; and 

detect an interfering signal based on time variations of a 
signal-to-noise ratio for one of the plurality of tones, 

Wherein the at least one knoWn sequence comprises one of 
a packet synchronization sequence, a frame synchroni 
zation sequence, and a channel estimation sequence, and 

Wherein the Wireless transmission comprises an orthogo 
nal frequency division multiplexing communication. 

18. The apparatus of claim 17, Wherein a signal-to-noise 
ratio of a subsequently received signal that exceeds at least 
one of the estimated signal-to-noise ratios by a speci?ed 
deviation indicates the presence of the interfering signal. 

19. The apparatus of claim 17, Wherein the processor 
mitigates the effects of the detected interfering signal dur 

ing signal decoding. 
20. The apparatus of claim 19, Wherein the processor uses 

signal-to-noise ratio information per tone to mitigate the 
interfering signal. 

21. The apparatus of claim 20, Wherein the processor feeds 
an inverse of at least one of the estimated signal-to-noise 
ratios into a Viterbi decoder. 

22. The apparatus of claim 19, Wherein the processor fur 
ther declares an erasure for a symbol. 

23. The apparatus of claim 17, Wherein the comparator 
determines a Fast Fourier Transform output for the received 
reference signal and the at least one knoWn sequence. 

24. The apparatus of claim 17, Wherein the comparator 
compares the received reference signal against multiple 
knoWn sequences. 

25. The apparatus of claim 17, Wherein the processor esti 
mates a noise for each tone of the plurality of tones. 

26. The apparatus of claim 17, Wherein the processor esti 
mates a noise poWer for each tone of the plurality of tones. 

27. The apparatus of claim 17, Wherein the processor fur 
ther averages the estimated signal-to-noise ratios for each 
tone of the plurality of tones over multiple symbols. 

28. The apparatus of claim 27, Wherein the estimated sig 
nal-to-noise ratios for each tone of the plurality of tones over 
multiple symbols is averaged over a time-frequency code 
(TFC). 

29. The apparatus of claim 27, Wherein the processor 
Weights tones according to time-varying parameters. 

30. The apparatus of claim 27, Wherein the processor stores 
separate signal-to-noise ratio estimates in a media access 
controller (MAC) for each transmitter in a Wireless netWork. 

31. The apparatus of claim 17, Wherein the processor uses 
Viterbi branch metrics in conjunction With at least one of the 
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estimated signal-to-noise ratios to determine the presence of 
the interfering signal, Wherein the absence of one de?nitive 
loWest metric associated With a particular symbol indicates 
the presence of the interfering signal. 

32. An apparatus for detecting interference, the apparatus 
comprising: 

a comparator to compare a received reference signal 
against at least one knoWn sequence; 

a processor to: 

estimate instantaneous signal-to-noise ratios for each 
tone of a plurality of tones of a Wireless transmission 
based on the comparison; and 

detect an interfering signal based on time variations of a 
signal-to-noise ratio for one of the plurality of tones, 
Wherein a signal-to-noise ratio of a subsequently 
received signal that exceeds at least one of the esti 
mated signal-to-noise ratios by a speci?ed deviation 
indicates the presence of the interfering signal, 
Wherein the processor mitigates the effects of any 
detected interfering signal during signal decoding, 
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Wherein the at least one knoWn sequence comprises one of 

a packet synchronization sequence, a frame synchroni 
Zation sequence, and a channel sequence, and 

Wherein the Wireless transmission comprises an orthogo 
nal frequency division multiplexing communication. 

33. A Wireless receiver, the Wireless receiver comprising: 
an antenna; 
a comparator to compare a reference signal received via the 

antenna against at least one knoWn sequence; and 
a processor to: 

estimate instantaneous signal-to-noise ratios for each 
tone of a plurality of tones of a Wireless transmission 
based on the comparison; and 

detect an interfering signal based on time variations of a 
signal-to-noise ratio for one of the plurality of tones, 

Wherein the at least one knoWn sequence comprises one of 
a packet synchronization sequence, a frame synchroni 
Zation sequence, and a channel estimation sequence, and 

Wherein the Wireless transmission comprises an orthogo 
nal frequency division multiplexing communication. 

* * * * * 


