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SYSTEM AND METHOD FOR GEOCASTING 
IN A MOBILE AD HOC NETWORK 

BACKGROUND OF THE INVENTION 

The present invention is directed to mobile ad hoc networks 
(MANETs). More speci?cally, the present invention is 
directed to a system and method for geocasting data packets 
in a MANET. 

A MANET is a netWork of mobile Wireless terminals, such 
as Wireless phones, that communicate With each other Within 
a given region or area. A MANET does not require or use 
“base station” terminals to control the communications 
betWeen the Wireless terminals. Each Wireless terminal is 
capable of receiving/transmitting data packets to/ from other 
Wireless terminals in the MANET. 

In a MANET, When a Wireless terminal intends to send the 
same information to more than one destination (i.e., more 
than one Wireless terminal recipient), it Will typically broad 
cast (i.e., transmit the information so that any terminal Within 
range can receive it) or multicast (i.e., a series of broadcasts 
from terminal to terminal through the network) the informa 
tion instead of transmitting a series of unicasts (i.e., a separate 
transmission to each intended recipient). In a traditional 
broadcast, the broadcasting Wireless terminal Will transmit 
the information once and hope that all the intended recipients 
are in range to receive the transmission. The intended recipi 
ents that are outside the range of the broadcasting terminal, 
hoWever, Will not be able to receive the message. Another 
technique such as multicasting Would have to be used to get 
the message to such remote terminals. 

In a conventional multicast, the intended recipients register 
to a predetermined group address. The originating (sending) 
Wireless terminal Will address the message to the group 
address and transmit the message once. The message Will 
then be passed or retransmitted from Wireless terminal to 
Wireless terminal (multicast) throughout the MANET so that 
all the group members have a chance of receiving the multi 
cast message no matter Where they are located. Multicasting 
has been found to be a much more effective technique than 
broadcasting When intended recipients are located outside the 
range of the originating Wireless terminal. 

Although multicasting, and in some cases broadcasting, 
are effective When the intended recipients are scattered 
throughout the MANET, they are not e?icient for applications 
Where the intended recipients are all located in a de?ned 
physical area. For example, When trying to send messages to 
everyone in a disaster area or all troops in a givenbattle venue, 
multicasting can result in utiliZing the processing poWer of 
the MANET for many unnecessary transmissions. That is, 
multicasting may result in multiple retransmission or 
rebroadcasts by Wireless terminals that are not the intended 
recipients and by Wireless terminals that are located in areas 
remote from the disaster area or the battle venue. Moreover, 
due to the fact that mobile terminals move often and unpre 
dictably, it is impractical to maintain a (registered) multicast 
group for each arbitrary geographic region. As a result, for 
such applications, a technique called geographical broadcast 
ing, or geocasting, is preferred. 

The basic idea of a geocast is to send a packet to every node 
geographically positioned Within a speci?ed region called a 
geocast region. The set of Wireless terminals in the geocast 
region are referred to as the geocast group. If a Wireless 
terminal resides in the geocast region it Will automatically 
become a member of the corresponding geocast group, and 
thus no registration is necessary (as in conventional multi 
casting).A Wireless terminal may therefore send a message to 
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2 
every Wireless terminal in the geocast group by addressing the 
message to the geocast region. 
One approach that has been proposed for geocasting in a 

MANET is a technique called location-based ?ooding. Geo 
casting through location-based ?ooding requires that the 
Wireless terminals in the MANET are equipped With the 
ability to determine their oWn location using, for example, a 
Global Positioning System (GPS), and are able to determine 
the coordinates that de?ne the geocast region (typically from 
a geographic “address” Within the data packet itself). The 
Wireless terminal initiating or originating the communication 
Will address the packets to include its oWn location coordi 
nates and a description of the geocast region, and then broad 
cast the packets to its neighboring Wireless terminals. Each 
neighboring Wireless terminal Will then compare the geocast 
region coordinates to its oWn location. If its location is Within 
the speci?ed geocast region, it Will accept the packet, process 
it, and may also decide to rebroadcast, or retransmit, the 
packet to its neighboring Wireless terminals. If the Wireless 
terminal’s location is outside the geocast region, the Wireless 
terminal Will not process the packet but may decide to retrans 
mit the packet in order to further propagate the packet to 
Wireless terminals that may not as yet have received the 
packet. If the Wireless terminal decides to retransmit, the 
Wireless terminal Will typically include its oWn location infor 
mation in the retransmitted packet. This process may be 
repeated as the packet is retransmitted through the MANET. 

In such present-day systems, the decision Whether to 
retransmit is typically made based upon rules or heuristics 
that may take into account from hoW far aWay the received 
packet Was transmitted. To do this, the Wireless terminal that 
receives the packet compares its present geographical loca 
tion to the geographical location of the sending Wireless ter 
minal (obtained from the location information in the packet). 
Packets that have been received from sending terminals that 
are located no closer than some minimum distance aWay are 

retransmitted. All other packets may be dropped. 
Although such present-day algorithms are robust, they are 

not e?icient for geographically large MANETs. In geo 
graphically large MANETs, such algorithms may result in the 
packets traveling paths having many “hops” and therefore 
taking a long time to be transmitted from source to destina 
tion. In addition, When the MANET includes a large number 
of Wireless terminals in an extended area, such algorithms 
tend to result in many unnecessary retransmissions, Wasting 
the resources of the MANET. 

Additionally, current geocasting algorithms often have 
trouble in certain environments. For example, the maZe-like 
characteristics of city-style geometries present di?iculties, 
typically due to the need for precise selection of relay points. 

BRIEF SUMMARY OF THE INVENTION 

Therefore, there remains a need for a geocast algorithm 
that can be implemented by a Wireless terminal to determine 
Whether to retransmit packets in a MANET in a more ef?cient 
manner as Well as an algorithm that can better handle complex 
environments such as city-style geometries. 

In accordance With an embodiment of the present inven 
tion, a Wireless terminal determines Whether to retransmit a 
received packet. The Wireless terminal is con?gured to deter 
mine a ?rst distance from the Wireless terminal to a point (e. g., 
the center point) in a geocast region. The Wireless terminal is 
also con?gured to determine a plurality of distances betWeen 
the point and each of a plurality of Wireless terminals from 
Which the Wireless terminal has previously received a packet 
having an identi?er that is the same as an identi?er of the 
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received packet. The wireless terminal is con?gured to 
retransmit the received packet if the ?rst distance is less than 
each of the plurality of distances. In one embodiment, the 
receivedpacket is discarded if the ?rst distance is not less than 
each of the plurality of distances. 

In one embodiment, the received packet is stored in a 
transmit queue. A priority may be assigned to the received 
packet. The priority may be based on differences between the 
?rst distance and each of the plurality of distances. The 
received packet’s priority may determine when the received 
packet is retransmitted by the wireless terminal. 

These and other advantages of the invention will be appar 
ent to those of ordinary skill in the art by reference to the 
following detailed description and the accompanying draw 
mgs. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of a prior art network having a 
plurality of nodes that form a MANET; 

FIG. 2 is a ?owchart illustrating prior art geocasting steps 
performed by a node; 

FIG. 3 is a block diagram of a prior art network having a 
plurality of nodes that form a MANET with a radio obstacle; 

FIG. 4 is a block diagram of a prior art city-style layout 
having nodes forming a MANET as well as buildings which 
block the node signals; 

FIG. 5A is a diagram of a network having a plurality of 
wireless terminals executing an algorithm in accordance with 
an embodiment of the present invention; 

FIG. 5B is a ?owchart illustrating the algorithm performed 
by a node in accordance with an embodiment of the present 
invention; 

FIG. 6 is a block diagram of a city-style layout having 
nodes implementing the steps shown in FIG. 5B in accor 
dance with an embodiment of the present invention; and 

FIG. 7 is a high level block diagram of a node in accordance 
with an embodiment of the present invention. 

DETAILED DESCRIPTION 

FIG. 1 shows a prior art network 100 having a plurality of 
wireless terminals (also referred to as nodes) 105, 110, 115, 
and 120 that form a MANET. Each wireless terminal 105, 
110, 115, and 120 is operable to determine its own geographi 
cal location through any type of location determination sys 
tem including, for example, the Global Positioning System. 
Each wireless terminal is operable to transmit and receive 
packets on the MANET. This geocast framework includes a 
heuristics-based limited ?ooding technique, also referred to 
below as ?at geocast. 

At any given time, one or more of the wireless terminals 
may be operable to transmit and receive packets over a long 
range network 122. The long-range network 122 can be any 
network in which packets can be transmitted from one long 
range capable wireless terminal to another long-range 
capable wireless terminal. 
Network 100 has an origination region 125 (outlined by 

origination region boundary 127) that covers a geographical 
area. This is generally circular in one set of preferred embodi 
ments with a radial distance 130 around wireless terminal 105 
as the center point. Network 100 also has a termination region 
135 (outlined by termination region boundary 137) that cov 
ers a geographical area. In one set of preferred embodiments, 
this termination region is generally circular with a radial 
distance 140 from a center point 150. The termination region 
135 surrounds and includes geocast region 145 (outlined by 
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geocast region boundary 147). The origination and termina 
tion regions 125, 135 are also referred to as forwarding Zones. 
Although shown as circles, origination and termination 
regions 125 and 135 can be de?ned in terms of other geomet 
ric shapes such as rectangles, hexagons, irregular shapes, 
curvilinear shapes, or in any desired mixture of such shapes. 
Moreover, the information that de?nes these regions, eg the 
location, siZe and shape, can be carried in the packets them 
selves. The information may therefore vary from packet to 
packet or it can be ?xed in advance of communications (and 
in such an embodiment need not be carried in each packet). 

Wireless terminal 105 and some of its neighboring wireless 
terminals 110 are located within the origination region 125. 
Some of the wireless terminals 115 and all of the wireless 
terminals 120 are located within the termination region 135. 
When originating wireless terminal 105 wants to geocast a 

packet to wireless terminals 120 located in geocast region 
145, wireless terminal 105 will assign the packet with its own 
location coordinates (as the sending location) and the location 
coordinates of the geocast region. If the originating wireless 
terminal 105 is not long range capable at the time it wishes to 
transmit, it may then initiate a location-based ?ooding of the 
packet to all neighboring wireless terminals 110 on the 
MANET. A wireless terminal 110 that is long-range capable 
at the time of receiving the packet (whether in the origination 
region 125 or not) will retransmit the packet on the long-range 
network 122 to all long range capable terminals 115 or 120 
located within the termination region 135. If a plurality of 
wireless terminals 110 receive the packet, some subset of 
them may decide, based upon a location-based ?ooding deci 
sion algorithm, such as that described below, to retransmit the 
packet on the long-range network 122. Others can avoid 
retransmitting on the long-range network 122 if they deter 
mine that a packet with the same geocast ID has already been 
thus transmitted, this decision again being based upon a loca 
tion-based ?ooding decision algorithm. Each long range 
capable wireless terminal 115 or 120 receives the packet and 
compares its own location to the location of the geocast 
region 145. If the location of the receiving wireless terminal 
115 or 120 is within a distance 140 of the center of the geocast 
region 145, hence located within the termination region 135, 
it may choose to transmit the packet on the MANET, initiating 
or continuing the location-based ?ooding of the termination 
region 135. The decision of whether to transmit as part of the 
location-based ?ooding may be made based upon a location 
based ?ooding decision algorithm such as the one described 
below and shown in FIG. 2. If a wireless terminal 115 that is 
not located within the termination region 135 (and not within 
the origination region 125) receives the packet, the wireless 
terminal 115 does not retransmit the packet on the MANET. 

Packets transmitted over the long-range network 122 from 
the wireless terminals 110 will be received over the long 
range network 122 by wireless terminals 115 and 120. The 
wireless terminals 115 that are located outside the termina 
tion region 135 will not retransmit the packet on the MANET. 
The wireless terminals 115 that are located within the termi 
nation region 135 and the wireless terminals 120 located 
within the geocast region 145 will participate in location 
based ?ooding of the termination region 135 and hence may 
decide to retransmit the packet on the MANET. 

In more detail, each geocast packet p contains a geocast 
header containing information needed for propagating the 
packet. This information may include an application type, a 
geocast ID (gID(p)), and the center of the targeted geocast 
region, CGR(p). The application type is used as an index to 
determine the values of geocast parameters to use with the 
packet, including forwarding Zone de?nitions and parameter 
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values governing the heuristics. The geocast ID is a unique 
identi?er assigned by the originator of the geocast and is 
carried in each transmission associated with that particular 
geocast. 

FIG. 2 is a ?owchart illustrating the prior art process for 
performing ?at geocast. A wireless terminal, or node, 
receives a packet and determines whether the node has pre 
viously received a geocast packet having the same geocast ID 
as the currently received geocast packet (step 205). If so, the 
node records packet statistics for the geocast ID in step 210. 
If not, the node executes step 215 and queues the packet in a 
transmit queue 217 for potential retransmission the ?rst time 
that the packet is heard. The node then creates an entry for the 
geocast ID in a table (e.g., in a database) in step 220 before 
recording the packet statistics in step 210. 

The node also dequeues packets stored in its transmit queue 
217 in step 225. When a packet reaches the head of the queue 
and is ready to be transmitted, a heuristics check is performed. 
Heuristics are one or more rules that need to be satis?ed in 
order for the packet to be retransmitted. If the heuristics check 
passes in step 230, the packet is retransmitted. If not, the 
packet is discarded. 

The heuristics check is performed on a packet p that is 
ready to be transmitted as follows: 

Thus, ?rst the node must be located physically in the forward 
ing Zone de?ned by p’s application type and other header 
information. Next, it must pass at least one of the predi 
cates. Note that there is an hO which is true whenever the 
packet is originated by the node itself; this ensures that all 
packets are transmitted by the originator. 

If all hi are false, then a broadcast for each geocast occurs, 
with no retransmissions. This is scalable, but typically unre 
liable. If, on the other hand, hl(p) Etrue, then ?ooding 
restricted to forwarding Zones occurs. This is typically reli 
able, but unscalable, resulting in many retransmissions per 
geocast. 

Positioned between ?ooding and broadcasting is classic 
geocast. Classic geocast is more reliable than broadcast and 
also more scalable than ?ooding. Classic geocast uses two 
primary heuristics, the threshold (T) and MinTrans (M) heu 
ristics. The M heuristic, hM, counts the number of transmis 
sions received for each geocast ID. hMis true if and only if this 
count is less than the M parameter. The T heuristic, h], 
records the location of the transmitter of each transmission. 
Then hTis true if and only if the closest among all transmitters 
of packets with the same geocast ID are at least a distance T 
away from this node. 

FIG. 3 is a more detailed block diagram of a classic geocast 
transmission network 300 with one radio obstacle 305. The 
radio obstacle 305 may be, for example, a building or struc 
ture. A forwarding Zone 310 in the network 300 is generally 
elliptical and a geocast region 315 in the forwarding Zone 310 
is generally circular. With respect to the distance T and the M 
parameter, in one set of prior art embodiments, M:2 and the 
distance T:40% of the radio range. 

The network 300 includes ?ve nodesianA node 320, a B 
node 325, a C node 330, a D node 335, and anE node 340. The 
geocast originator (i.e., a ?rst sending terminal) is node B 
325. The ?rst transmission reaches nodes A 320 and C 330. 
Node A 320 is located out of the forwarding Zone 310 and, as 
a result, does not retransmit. Because of the M heuristic, node 
C 330 retransmits (because node C 330 thus far has only 
received one transmission) and nodes D 335 and E 340 hear 
node C’s retransmission. Nodes D 335 and E 340 are in the 
geocast region and so they process the packet. 
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6 
Due to the M heuristic, however, node D 335 retransmits 

(because node D 335 thus far has only received one transmis 
sion). Node E 340 does not retransmit because no heuristic 
passes (D’s transmission was too close for h], and E 340 had 
already counted two transmissions, so hM was not satis?ed 

either). 
Forwarding Zone ?ooding would have led to nodes B 325, 

C 330, and D 335 retransmitting, while broadcast would have 
had only node B 325 retransmitting (but then nodes D 335 and 
E 340 would have failed to receive it). Thus, classic geocast 
successfully traverses the obstacle while avoiding exhaustive 
re-transmissions. 

Classic geocast, however, does not typically perform cor 
rectly in urban terrain. Urban terrain is traditionally charac 
teriZed by restricted radio lines of site due to buildings, etc., 
multi-path effects further reducing signal coverage, and high 
node density per a given area. This maZe-like characteristic is 
typically not handled properly by classic geocast. Speci? 
cally, classic geocast typically fails in a city-style layout. 

FIG. 4 is a block diagram of an example urban layout 400. 
In layout 400, nodes are located in streets and avenues of a 
city-like geometry. The dark blocks, such as block 405, rep 
resent buildings that block radio signals. An originating node 
410 located at 3rd Street 415 and A Avenue 420 transmits a 
geocast packet whose destination is a node inside geocast 
region 425 (e.g., a node between I“ Street 430 and B Avenue 

435). 
A typical classic geocast transmission is shown in FIG. 4. 

Transmission 432 originates from originating node 410. The 
transmission is received by every node onAAvenue 420. Due 
to the M heuristic, transmission 433 is sent from a node 440 
onA Avenue 420 between I“ Street 430 and 2'” Street 445. 
Finally, because the node 450 below I“ Street 430 on A 
Avenue 420 is beyond the T heuristic distance, hT causes 
transmission 452 from node 450 as shown. All three trans 

missions, however, are only received by nodes 410, 440, 450 
onAAvenue 420. Nodes off of A Avenue 420 did not hear the 
transmissions 432, 433, 452, and so the geocast fails to reach 
the geocast region 425. 
One may compensate for the failing of the classic geocast 

in reaching the geocast region 425 by either increasing M or 
decreasing T. Although these techniques may increase the 
success rate, these techniques also increase transmissions. 
To increase the success rate of a geocast in a maZe-like 

layout, another heuristic can be utiliZed (e.g., in addition to 
the M and T heuristics). In accordance with an embodiment of 
the present invention, a wireless terminal determines whether 
to retransmit a received packet by executing a heuristic 
referred to below as hCD. The wireless terminal determines a 
?rst distance from the wireless terminal to a point (e.g., the 
center point) in a geocast region. The wireless terminal also 
determines a plurality of distances between the point and each 
of a plurality of wireless terminals from which the wireless 
terminal has previously received a packet having an identi?er 
that is the same as an identi?er of the received packet. The 
wireless terminal then retransmits the received packet if the 
?rst distance is less than each distance in the plurality of 
distances. 

FIG. 5A is a diagram of a network 500 having a plurality of 
wireless terminals 502, 505, 510, 515 that employ hCD in 
accordance with an embodiment of the present invention. The 
wireless terminals 502, 505, 510, 515 are located within a 
forwarding Zone 520 (outlined by boundary 525). The wire 
less terminals 502,505,510, 515 employ the heuristic hCD in 
order to transmit packets to the terminal 515 in geocast region 
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530 (outlined by boundary 535). The geocast region 530 has 
a center point 540 and a building 542 which blocks radio 
signals. 
When a terminal 502, 505, 510, 515 (also referred to as 

node 502, 505, 510, 515 below) executes the heuristic hCD, 
the node 502, 505, 510, 515 retransmits a received packet P 
when it is closer to the center point 540 than other nodes in the 
network 500 from which it has received packets having the 
same geocast ID as the packet P. For example, suppose node 
502 broadcasts a packet (shown with transmission circle 
544). Node 505 receives the packet and then determines 
whether to process the packet and retransmit the packet based 
at least on the heuristic hCD. 
Node 505 determines that the distance between node 502 

and the center point 540 is greater than the distance between 
node 505 and the center point. As a result, node 505 retrans 
mits the packet again (as shown with transmission circle 545 
indicating a packet transmission). 
Node 515 does not receive the packet from node 505 

because building 542 blocks the packet from node 505. Node 
51 0 receives the packet from node 505 and then determines its 
distance to the center point 540. Node 510 compares this 
distance to the distance between node 505 and the center point 
540 as well as the distance between node 502 and the center 
point 540. In this scenario, the node 510 retransmits the 
packet because its distance to the center point 540 is less than 
the distance between the node 505 and the center point 540 
and the distance between node 502 and the center point 540. 
This retransmission is shown with transmission circle 550. 
Note that in prior art Classic Geocast embodiments having 
M:2 and suf?ciently large radio range and T values, node 510 
would have chosen not to retransmit since it would have heard 
the packet twice. Thus, in accordance with an embodiment of 
the present invention, more transmissions occur relative to the 
number of transmissions that occur in these prior art embodi 
ments. 

As a result of the transmission 550 from node 510, node 
515 inside the geocast region 530 receives the packet (be 
cause building 542 does not block the transmission 550 from 
node 510). Thus, the transmission to the geocast region 530 is 
successful. 

FIG. 5B shows a ?owchart of the steps performed by a node 
in accordance with an embodiment of the present invention. 
The node receives a geocast packet p for geocast ID i in step 
565. The node then determines, in step 567, whether any 
geocast transmissions have previously been heard having 
geocast ID I. If not, then in step 568 the node’s database is 
initialiZed to have the value Cdist(i):in?nity. Cdist(i) repre 
sents the minimum distance from CGR(P) of all transmis 
sions having geocast ID i heard by the node. The node then 
determines, in step 570, the distance D from the transmitter of 
p to the center of the geocast region CGR(p). The node then 
determines whether the distance D from the transmitter of p to 
the center of the geocast region is less than all such distances 
for all transmissions it has heard with geocast ID i in step 575. 
If the distance is not less than all such distances, the node 
discards the packet in step 580. If the distance is less than all 
such distances, the node stores the distance in Cdist(i) in step 
582 and then the node stores the packet P in a transmit queue 
(as shown in FIG. 2) in step 583. Some possibly extended 
period of time may pass, after which the packet P is dequeued 
for possible retransmission in step 584. This amount of time 
depends on external factors such as how much other tra?ic 
exists on the wireless medium, how many other packets may 
need to be transmitted by the node prior to the node transmit 
ting P, and any ordering of the waiting packets due to priori 
tiZation. Note that during this extended period, other packets 
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8 
having geocast ID i may be received by the node (having been 
transmitted by yet other nodes in the environment who have 
heard the previous transmissions). The node then determines 
if the node’s own distance to CGR(p) is less than CDist(i) in 
step 585. If not, the node returns to step 580 and discards the 
packet. Otherwise, the node retransmits the geocast packet p 
in step 590. 

Thus, a new heuristic hCD(p) is added into the outgoing 
heuristics check logic shown in FIG. 2. In particular, in one 
embodiment hCD(p) is true if and only if the node’s own 
distance to CGR(p) is less than CDist(i). In one embodiment, 
this heuristic is added into the classic geocast disjunction, so 
the other heuristics still operate as well: 

FIG. 6 is a block diagram ofthe urban layout of FIG. 4 in 
which the CD heuristic is also executed by the nodes. This 
time, the ?rst three transmissions are the same as before. 
However, the node 610 at I“ Street 615 and A Avenue 620 
realiZes that even though T and M heuristics do not pass, the 
node 610 is closer to CGR(p) than the previous three trans 
mitters, so the node 610 transmits. This is heard by the nodes 
on I“ Street 615, which ful?lls the geocast. 

In one embodiment, each node prioritizes its transmit 
queue by center-distance improvement. For each packet in a 
node’s transmit queue, a priority Prio is assigned as follows. 
First, any non-geocast packet, such as unicast traf?c, has 
Prio:0. For geocast packets p, let d be the distance from node 
to CGR(p). Then 

Prio(p):rnax(0, CDist(gID(p))-d) 

Thus, the greater the “improvement” (i.e., reduction of 
distance to CGR), the higher the priority and, hence, the 
sooner the packet will be transmitted. Thus, those packets that 
can most quickly move toward the center of the geocast 
region are transmitted sooner. Heuristically, this is because 
the greater the progress toward the center, the more other 
nodes will be suppressed due to being farther from the center. 
In one embodiment, the CD-P heuristic results in O(Ig n) 
retransmissions per geocast in any single local area. 

It should be understood that a wireless terminal in accor 

dance with the present invention may be any wireless device 
operable to execute a communications application to perform 
the above described functions. Such wireless terminals 
executing a communications application are well known in 
the art, and may be implemented, for example, using well 
known processors, transceivers, memory units, storage 
devices, computer software, and other components. A high 
level block diagram of such a wireless terminal is shown in 
FIG. 7. As shown, wireless terminal 700 contains a processor 
705 which controls the overall operation of wireless terminal 
700 by executing computer program instruction which de?ne 
the communications application. The computer program 
instructions may be hard coded in processor 705 or loaded 
from an erasable programmable read only memory device 
(not shown) or other non-volatile memory device as are 
known in the art when execution of the computer program 
instructions is desired. Thus, the communications application 
will be de?ned by computer program instructions stored in 
processor 705 and/or erasable programmable read only 
memory (not shown) and the communications application 
will be controlled by processor 705 executing the computer 
program instructions. Wireless terminal 700 includes a 

memory storage device 710 in which information including 
geographic location information described above can be 
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stored. Wireless terminal 700 also includes one or more trans 

ceivers 715 coupled to an antenna 720 through Which data is 
received and/or transmitted in a MANET and/or a long range 
network. Wireless terminal 700 also includes a GPS receiver/ 

processor 725 that controls the execution of the geographical 
locating function of Wireless terminal 700. Through GPS 
receiver/processor 725, Wireless terminal 700 can use the 
global positioning system to determine its oWn location. 
Wireless terminal 700 also includes input/output 730 Which 
represents devices (e.g., display, keypad, speakers, buttons, 
etc.) that alloW for user interaction With Wireless terminal 
700. One skilled in the art Will recogniZe that an implemen 
tation of an actual Wireless terminal Will contain other com 

ponents as Well, and that FIG. 7 is a high level representation 
of some of the components of such a Wireless terminal for 

illustrative purposes. 
The foregoing Detailed Description is to be understood as 

being in every respect illustrative and exemplary, but not 
restrictive, and the scope of the invention disclosed herein is 
not to be determined from the Detailed Description, but rather 
from the claims as interpreted according to the full breadth 
permitted by the patent laWs. It is to be understood that the 
embodiments shoWn and described herein are only illustra 
tive of the principles of the present invention and that various 
modi?cations may be implemented by those skilled in the art 
Without departing from the scope and spirit of the invention. 
Those skilled in the art could implement various other feature 
combinations Without departing from the scope and spirit of 
the invention. 

The invention claimed is: 
1. A method for determining Whether a Wireless terminal 

Will retransmit a received packet, said method comprising: 
determining a ?rst distance from said Wireless terminal to 

a point in a geocast region; 
determining a plurality of distances betWeen said point and 

each of a plurality of Wireless terminals from Which said 
Wireless terminal has previously received a packet hav 
ing an identi?er that is the same as an identi?er of said 
received packet; 

storing said received packet in a transmit queue; 
assigning a priority to said received packet, Wherein said 

priority is based on differences betWeen said ?rst dis 
tance and each of said plurality of distances; and 

retransmitting said received packet if said ?rst distance is 
less than each of said plurality of distances. 

2. The method of claim 1 Wherein said retransmitting fur 
ther comprises retransmitting said received packet before 
another packet stored in said transmit queue When said 
received packet has a priority higher than said another packet. 

3. The method of claim 1 further comprising discarding 
said received packet if said ?rst distance is not less than each 
of said plurality of distances. 

4. The method of claim 1 Wherein said point in said geocast 
region is the center of the geocast region. 
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5. A Wireless terminal con?gured to determine Whether to 

retransmit a received packet comprising: 
means for determining a ?rst distance from said Wireless 

terminal to a point in a geocast region; 
means for determining a plurality of distances betWeen 

said point and each of a plurality of Wireless terminals 
from Which said Wireless terminal has previously 
received a packet having an identi?er that is the same as 
an identi?er of said received packet; and 

means for storing said received packet in a transmit queue; 
means for assigning a priority to said received packet, 

Wherein said priority is based on differences betWeen 
said ?rst distance and each of said plurality of distances; 
and 

means for retransmitting said received packet if said ?rst 
distance is less than each of said plurality of distances. 

6. The Wireless terminal of claim 5 Wherein said means for 
retransmitting further comprises means for retransmitting 
said received packet before another packet stored in said 
transmit queue When said received packet has a priority 
higher than said another packet. 

7. The Wireless terminal of claim 5 further comprising 
means for discarding said received packet if said ?rst distance 
is not less than each of said plurality of distances. 

8. The Wireless terminal of claim 5 Wherein said point in 
said geocast region is the center of the geocast region. 

9. A computer readable medium, the computer readable 
medium not being a transient signal, the computer readable 
medium embodied With computer executable instructions 
capable of being executed in a processor and de?ning the 
steps comprising: 

determining a ?rst distance from a Wireless terminal to a 
point in a geocast region; 

determining a plurality of distances betWeen said point and 
each of a plurality of Wireless terminals from Which said 
Wireless terminal has previously received a packet hav 
ing an identi?er that is the same as an identi?er of said 
received packet; 

storing said received packet in a transmit queue; 
assigning a priority to said received packet, Wherein said 

priority is based on differences betWeen said ?rst dis 
tance and each of said plurality of distances; and 

retransmitting said received packet if said ?rst distance is 
less than each of said plurality of distances. 

10. The computer readable medium of claim 9 Wherein said 
retransmitting step further comprises the step of retransmit 
ting said received packet before another packet stored in said 
transmit queue When said received packet has a priority 
higher than said another packet. 

11. The computer readable medium of claim 9 further 
comprising the step of discarding said received packet if said 
?rst distance is not less than each of said plurality of dis 
tances. 


