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BICYCLE BATTERY HOLDER 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention generally relates to a bicycle battery holder. 

More speci?cally, the present invention relates to bicycle 
battery holder in Which the battery can be easily installed and 
removed. 

2. Background Information 
Bicycling is becoming an increasingly more popular form 

of recreation as Well as a means of transportation. Moreover, 
bicycling has become a very popular competitive sport for 
both amateurs and professionals. Whether the bicycle is used 
for recreation, transportation or competition, the bicycle 
industry is constantly improving the various components of 
the bicycle. 

Recently, bicycles have been equipped With electrical com 
ponents to make riding easier and more enjoyable for the 
rider. Some bicycles are equipped With electrically controlled 
shifting systems. Such systems require electricity from a 
poWer source, such as a Wheel hub generator and/or a battery. 
In cases Where a battery is used as a poWer source, a mounting 
structure must be provided to attach the battery to the bicycle 
frame. Preferably, the mounting structure is con?gured such 
that the battery can be easily installed and removed. One 
example of a battery holder is disclosed in US. Pat. No. 
7,267,352 in Which a stopper assembly is used to retain a 
battery unit on the mounting unit, Which is attached to a seat 
tube of the bicycle frame. Another example of a battery holder 
is disclosed in US. Pat. No. 6,669,220 in Which an integrated 
control and poWer unit has a battery holder Which is attached 
to a doWn tube of the bicycle frame. While the battery holders 
of both of these patents Work Well, they have certain draW 
backs. For example, in US. Pat. No. 7,267,352, the stopper 
assembly can be dif?cult for some riders to operate With one 
hand. The battery holder ofU.S. Pat. No. 6,669,220 is merely 
held in place by a press ?t such that the battery may acciden 
tally fall out While riding over rough terrain. 

In vieW of the above, it Will be apparent to those skilled in 
the art from this disclosure that there exists a need for an 
improved battery holder. This invention addresses this need in 
the art as Well as other needs, Which Will become apparent to 
those skilled in the art from this disclosure. 

SUMMARY OF THE INVENTION 

One object of the present invention is to provide a bicycle 
battery holder in Which the battery can be easily installed and 
removed. 

The foregoing objects can basically be attained by provid 
ing a bicycle battery holder for retaining a battery in Which the 
bicycle battery holder basically comprises a battery, a bracket 
member, an engaging member and a lever member. The 
engaging member is movably mounted to the bracket member 
and con?gured to selectively retain the battery to the bracket 
member. The lever member is movably mounted to the 
bracket member and operatively coupled to the engaging 
member to move the engaging member in a ?rst direction 
With respect to the bracket member When the lever member is 
moved from a ?rst lever position to a second lever position. 

These and other objects, features, aspects and advantages 
of the present invention Will become apparent to those skilled 
in the art from the folloWing detailed description, Which, 
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2 
taken in conjunction With the annexed draWings, discloses a 
preferred embodiment of the present invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Referring noW to the attached draWings Which form a part 
of this original disclosure: 

FIG. 1 is a side elevational vieW of a bicycle having an 
electrically controlled shifting system in Which a battery is 
mounted to a bicycle frame using a bicycle battery holder in 
accordance With one preferred embodiment; 

FIG. 2 is a partial side elevational vieW of the bicycle 
battery holder illustrated in FIG. 1 With the bracket member 
mounted to the doWn tube of the bicycle frame and the battery 
holder assembly at the second battery retaining location (fully 
seated position); 

FIG. 3 is a partial side elevational vieW, similar to FIG. 2, of 
the bicycle battery holder illustrated in FIG. 1 With the bracket 
member mounted to the doWn tube of the bicycle frame and 
the battery holder removed; 

FIG. 4 is a bottom side perspective vieW of the bicycle 
battery holder illustrated in FIGS. 1 to 3 shoWing installation 
of the battery onto the battery holder assembly; 

FIG. 5 is a bottom side perspective vieW of the bicycle 
battery holder illustrated in FIGS. 1 to 4 shoWing the battery 
on the bracket member of the battery holder assembly, but not 
yet moved to the ?rst battery retaining location; 

FIG. 6 is a bottom side perspective vieW of the bicycle 
battery holder illustrated in FIGS. 1 to 5 shoWing the battery 
on the bracket member of the battery holder assembly at the 
?rst battery retaining location (non-fully seated position); 

FIG. 7 is a bottom side perspective vieW of the bicycle 
battery holder illustrated in FIGS. 1 to 6 shoWing the battery 
on the bracket member of the battery holder assembly at the 
second battery retaining location (fully seated position); 

FIG. 8 is a side perspective vieW of the bicycle battery 
holder With the battery positioned for installation into the 
battery holder assembly illustrated in FIGS. 1 to 7; 

FIG. 9 is a side perspective vieW, similar to FIG. 8, of the 
bicycle battery holder With the battery at a ?rst battery retain 
ing location With respect to the bicycle battery holder such 
that the battery is retained to the battery holder assembly, but 
not in a fully seated position; 

FIG. 10 is a side perspective vieW, similar to FIGS. 8 and 9, 
of the bicycle battery holder With the battery at a second 
battery retaining location With respect to the bicycle battery 
holder such that the battery is retained to the battery holder 
assembly in a fully seated position; 

FIG. 11 is an end elevational vieW of the battery for the 
bicycle battery holder illustrated in FIGS. 1 to 10; 

FIG. 12 is an end elevational vieW of the bicycle battery 
holder illustrated in FIGS. 1 to 10; 

FIG. 13 is an exploded perspective vieW of the bicycle 
battery holder illustrated in FIGS. 1 to 10; 

FIG. 14 is an exploded side elevational vieW of the bicycle 
battery holder illustrated in FIGS. 1 to 10; 

FIG. 15 is an exploded top plan vieW of the bicycle battery 
holder illustrated in FIGS. 1 to 10; 

FIG. 16 is a cross-sectional vieW of the bicycle battery 
holder taken along the line 16-16 in FIG. 9, shoWing the 
battery holder assembly at the ?rst battery retaining location 
(non-fully seated position); 

FIG. 17 is a cross-sectional vieW of the bicycle battery 
holder taken along the line 17-17 in FIG. 10, shoWing the 
battery holder assembly at the second battery retaining loca 
tion (fully seated position); 
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FIG. 18 is a cross-sectional vieW, similar to FIG. 16, of the 
bicycle battery holder, but With the release button press to 
release the battery; 

FIG. 19 is a cross-sectional vieW, similar to FIGS. 16 and 
18, of the bicycle battery holder, but With the battery detached 
from the bicycle battery holder; and 

FIG. 20 is a cross-sectional vieW of the bicycle battery 
holder taken along the line 20-20 in FIG. 12, but With the 
terminal block exploded outWardly from the bracket member. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Selected embodiments of the present invention Will noW be 
explained With reference to the draWings. It Will be apparent 
to those skilled in the art from this disclosure that the folloW 
ing descriptions of the embodiments of the present invention 
are provided for illustration only and not for the purpose of 
limiting the invention as de?ned by the appended claims and 
their equivalents. 

Referring initially to FIGS. 1 to 3, a bicycle 10 is illustrated 
that is equipped With an electrically controlled shifting sys 
tem in Which a battery 12 is mounted to a bicycle frame 14 
using a bicycle battery holder 16 in accordance With one 
preferred embodiment. As best seen in FIGS. 2 and 3, the 
bicycle battery holder 16 is ?xedly coupled to the bicycle 
frame 14 of the bicycle 10 With the battery 12 being easily 
removed from and reattached to the bicycle battery holder 16 
as explained beloW. 

Basically, as seen in FIG. 1, the electrically controlled 
shifting system includes a pair of electric shifters 20 and 22, 
a front motorized derailleur 24, a rear motorized derailleur 26 
and a cycle computer 28. The electric shifters 20 and 22 can 
be con?gured to electronically control positioning of a chain 
relative to front and rear chain sprockets of the bicycle 10 in 
a conventional manner. Speci?cally, control signals from the 
electric shifters 20 and 22 are transmitted to electric motor 
units (not shoWn) in each of the motorized derailleurs 24 and 
26 such that a chain guide moves the chain in a conventional 
manner to the selected chain sprocket. Since the electric 
motor units of the motorized derailleurs 24 and 26 are elec 
trically poWered, a poWer source is necessary to operate them. 
Thus, the battery 12 supplies electrical poWer to at least motor 
units (not shoWn) of the motorized derailleurs 24 and 26. In 
particular, the bicycle battery holder 16 is electrically coupled 
to the motor units (not shoWn) of the motorized derailleurs 24 
and 26 and the battery 12 is electrically coupled to the bicycle 
battery holder 16 as explained beloW. Since electric shifters, 
motorized derailleurs and cycle computers are Well knoW in 
the bicycle art, the electric shifters 20 and 22, the motorized 
derailleurs 24 and 26 and the cycle computer 28 Will not be 
discussed or illustrated in detail herein. 

Referring noW to FIGS. 4 to 10 and 13, the bicycle battery 
holder 16 basically includes a stationary mounting structure 
30, a battery retaining mechanism 32, a battery release 
mechanism 34 (FIG. 13) and an electrical contact structure 
36. The stationary mounting structure 30 basically supports 
the battery 12 on the bicycle frame 14. The battery retaining 
mechanism 32 basically secures the battery 12 to the station 
ary mounting structure 30 such that the battery 12 can be 
easily removed from and reattached to the stationary mount 
ing structure 30 as explained beloW. The battery release 
mechanism 34 basically cooperates With the battery retaining 
mechanism 32 to release the battery 12 from the stationary 
mounting structure 30 by moving the battery retaining 
mechanism 32 out of engagement With the battery 12. The 
electrical contact structure 36 provides stationary contacts for 
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4 
the battery 12 such that the battery 12 can be easily and 
simultaneously disconnected from the motor units (not 
shoWn) of the motorized derailleurs 24 and 26. 
As best seen in FIGS. 2 and 3, the stationary mounting 

structure 30 of the bicycle battery holder 16 is ?xedly coupled 
to the doWn tube of the bicycle frame 14 by a pair of mounting 
bolts 38 at the anchoring points that are typically used for 
attaching a bottle cage to the doWn tube of the bicycle frame 
14. The stationary mounting structure 30 basically includes a 
mounting rail 40 and a bracket member 42. 
The mounting rail 40 is a hard rigid member constructed of 

a lightWeight material such as aluminum or any other suitable 
material. The mounting rail 40 is a one-piece, unitary member 
that can basically be divided into a bracket connecting section 
4011 and a frame attachment section 40b. The bracket con 
necting section 4011 is shaped to be ?xedly coupled With the 
battery 12 by sliding movement of the battery 12 in a ?rst 
direction D1 With respect to the bracket member 42. Prefer 
ably, the bracket connecting section 40a has tWo Wide sec 
tions that mates With a corresponding structure of the battery 
12 as discussed beloW. The bracket connecting section 40a is 
preferably ?xedly attached to the bracket member 42 by a pair 
of fasteners such as screWs 43 as seen in FIGS. 6 and 7. The 
frame attachment section 40b has a plurality of mounting 
holes for receiving the mounting bolts 38. 
The bracket member 42 is con?gured to be ?xedly coupled 

to the bicycle frame 14 by the mounting rail 40 as mentioned 
above. The bracket member 42 has a recess 42a that mates 
With one end of the battery 12 When the battery 12 is slid along 
the mounting rail 40. The bracket member 42 is a hard rigid 
member constructed of a lightWeight material such as hard 
plastic or any other suitable material. 
As best seen in FIGS. 13 to 15, the battery retaining mecha 

nism 32 basically includes a cam lever member 44, a cam axle 
46, a main spring holder 48, a main spring 50, a connecting 
pin 52, a spring cap 54, a hook spring 56, and a hook 58. The 
battery retaining mechanism 32 is supported by the bracket 
member 42. The battery retaining mechanism 32 is con?g 
ured and arranged With respect to the bracket member 42 for 
selectively securing the battery 12 to the bracket member 42. 
In the illustrated embodiment, the battery retaining mecha 
nism 32 and the battery release mechanism 34 cooperate 
together to provide for quick replacement of the battery 12. 
Moreover, in the illustrated embodiment, the battery retaining 
mechanism 32 provides for a tight coupling betWeen the 
battery 12 and the bracket member 42 as discussed beloW. 
As seen in FIGS. 16 to 20, the connecting pin 52 and the 

hook 58 are ?xed together by a pin 59 to form an engaging 
member 60 that retains the battery 12 to the bracket member 
42. The connecting pin 52 and the hook 58 are both hard rigid 
members that are preferably formed of a lightWeight metal 
material such as aluminum. Basically, the engaging member 
60 is coupled to the cam lever member 44 by the cam axle 46 
for movement in the ?rst direction D1. In particular, the 
connecting pin 52 has a hole for pivotally receiving the cam 
axle 46, Which in turn is supported in a pair of slots of the 
bracket member 42. 
When the cam lever member 44 is in a ?rst lever (open) 

position, as seen in FIG. 16, the engaging member 60 is 
con?gured and arranged to initially engage and retain the 
battery 12 by merely sliding the battery 12 in the ?rst direc 
tion D1 With respect to the bracket member 42. After this 
initial engagement betWeen the battery 12 and the engaging 
member 60 occurs With the cam lever member 44 in the ?rst 
lever (open) position, the battery 12 and the engaging member 
60 are disposed at a ?rst battery retaining location With 
respect to the bracket member 24 as seen in FIGS. 6, 9 and 16. 
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In the ?rst battery retaining location, the battery 12 is retained 
on the bracket member 24 by the engaging member 60. By 
rotating the cam lever member 44 from the ?rst lever (open) 
position (FIG. 16) to a second lever (closed) position (FIG. 
17), the engaging member 60 is moved further in the ?rst 
direction D1 past the ?rst battery retaining location such that 
a tight coupling betWeen the battery 12 and the bracket mem 
ber 42 can then be obtained. Thus, the engaging member 60 is 
movably mounted to the bracket member 42 to selectively 
retain the battery 12 to the bracket member 42 as discussed 
beloW. 

Referring back to FIGS. 4 to 10, the cam lever member 44 
is pivotally coupled to the bracket member 42 by the cam axle 
46 such that the cam lever member 44 is movable from the 
?rst lever (open) position (see FIGS. 4 to 6, 8 and 9) to the 
second lever (closed) position (see FIGS. 7 and 10) for mov 
ing the engaging member 60 in the ?rst direction D1 as 
mentioned above. The ?rst lever position is basically a free or 
unlocked position in Which the battery release mechanism 34 
can be operated to release the battery 12, While the second 
lever position is basically a locked position in Which the 
battery release mechanism 34 is inaccessible. 

The battery 12 can be retained on the bracket member 42 
When the cam lever member 44 is in either the ?rst lever 
position or the second lever position. In the ?rst lever posi 
tion, the cam lever member 44 holds the engaging member 60 
at the ?rst battery retaining location With respect to the 
bracket member 42 such that the battery 12 can be initially 
installed on the bracket member 42 by moving the battery 12 
on the mounting rail 40 in the ?rst direction D1. When the 
battery 12 engages the hook 58 of the engaging member 60, 
the battery 12 is held at the ?rst battery retaining location on 
the bracket member 42. When the cam lever member 44 is 
moved to the second lever (closed) position, the engaging 
member 60 is moved further in the ?rst direction D1 past the 
?rst battery retaining location such that a tight coupling 
betWeen the battery 12 and the bracket member 42 is 
obtained. Thus, the battery retaining mechanism 32 is con 
?gured and arranged such that even if the cam lever member 
44 is moved to the ?rst lever (open) position unintentionally, 
the hook 58 prevents the battery 12 from coming off of the 
bracket member 42. 

The cam lever member 44 includes a cam portion 44a and 
a lever portion 44b With a release button receiving recess 440 
in the lever portion 44b. The cam portion 44a is operatively 
engages the bracket member 24 via the main spring holder 48 
and the main spring 50 to move the engaging member 60 in 
the ?rst direction D1 When the cam lever member 44 is moved 
from the ?rst lever position to the second lever position. In 
particular, the cam lever member 44 is moved from the ?rst 
lever position to the second lever position, the cam portion 
44a contacts the main spring holder 48 and compresses the 
main spring 50 as the cam lever member 44 pulls the engaging 
member 60 in the ?rst direction D1 With respect to the bracket 
member 42. Thus, the cam portion 44a cooperates With the 
main spring holder 48 and the main spring 50 to pull the 
engaging member 60 in the ?rst direction D1 With respect to 
the bracket member 42. The cam portion 44a is also con?g 
ured and arranged to be held in the second lever position by 
the urging force of the main spring 50. In particular, the cam 
portion 44a is con?gured and arranged to have an over-the 
center type of arrangement With respect to the cam axle 46 
such that the urging force of the main spring 50 is located on 
one side of the cam axle 46 to push the cam lever member 44 
toWards the ?rst lever (open) position prior to the cam lever 
member 44 reaching the second lever position and such that 
the urging force of the main spring 50 is located on the other 
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6 
side of the cam axle 46 to push the cam lever member 44 
toWards the second lever (closed) position. 
The main spring holder 48 is a rigid cap shaped member 

With a hole through the end surface so that the connecting pin 
52 can pass therethrough. The main spring holder 48 covers 
one end of the main spring 50 and acts as a contact surface for 
the cam portion 44a of the cam lever member 44. The main 
spring 50 is a compression spring Which disposed betWeen 
the main spring holder 48 and an end surface of the bracket 
member 42. The main spring holder 48 and the main spring 50 
cooperate together to operatively transmit an urging force 
betWeen the bracket member 42 and the cam lever member 
44. 
The spring cap 54 and the hook spring 56 cooperate 

together to operatively transmit an urging force betWeen the 
bracket member 42 and the cam lever member 44 via the 
engaging member 60. The spring cap 54 and the hook spring 
56 are concentrically mounted on the connecting pin 52 With 
the hook spring 56 operatively disposed betWeen the spring 
cap 54 and the hook 58. As seen in FIG. 20, the spring cap 54 
has one end ?xed to the bracket member 42 and the other end 
supporting the hook spring 56. As seen in FIG. 17, When the 
cam lever member 44 is rotated to the second lever (closed) 
position, the hook spring 56 is compressed by the movement 
of the engaging member 60 in the ?rst direction D1. 

Referring noW to FIGS. 13, 16 and 17, the battery release 
mechanism 34 Will noW be described. Basically, the battery 
release mechanism 34 includes a release button 62 and a 
return spring 64. The release button 62 is movably mounted to 
the bracket member 42 against an urging force of the return 
spring 64. In particular, the return spring 64 is disposed 
betWeen the bracket member 42 and the hook 58 to bias the 
engaging member 60 against an inner end of the release 
button 62. In other Words, the return spring 64 holds the 
engaging member 60 and the release button 62 in rest posi 
tions such that the engaging member 60 is located along the 
center plane of the bracket member 42 and the release button 
62 protrudes out of the bracket member 42. 
As seen in FIGS. 16 and 18, the release button 62 is opera 

tively coupled to the engaging member 60 to move the engag 
ing member 60 to a battery release position (FIG. 18) When 
the release button 62 is moved from a ?rst button (rest) posi 
tion (FIG. 16) to a second button (depressed) position (FIG. 
18). Thus, When the release button 62 is depressed against the 
urging force of the return spring 64, the hook 58 is moved 
laterally to the battery release position. In other Words, When 
the engaging member 60 is engaged With the battery 12 While 
in the ?rst battery retaining location (i.e., the cam lever is in 
the ?rst lever (open) position), the lateral movement of the 
release button 62 in a transverse direction D2 also moves the 
engaging member 60 in the transverse direction D2. This 
lateral movement of the release button 62 and the engaging 
member 60 in the transverse direction D2 causes the engaging 
member 60 to move out of engagement from the battery 12 
When the engaging member and the battery are in the ?rst 
battery retaining location. 

Moreover, When the battery 12 is inserted in to the recess 
42a of the bracket member 42, the battery 12 initially contacts 
the hook 58 to move the hook 58 laterally to the battery 
release position against the urging force of the return spring 
64 and then the hook 58 moves laterally back to the rest 
position for retaining the battery 12 to the bracket member 42 
in the ?rst battery retaining location as seen in FIG. 16. NoW, 
the cam lever member 44 can be rotated to the second lever 
(closed) position (see FIGS. 7, 10 and 17) so that the engaging 
member 60 is moved in the ?rst direction D1 to pull the 
battery 12 to the second battery retaining location as seen in 
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FIG. 17. When the cam lever member 44 is in the second lever 
(closed) position (see FIGS. 7, 10 and 17), the lever portion 
44b covers the release button 62 such that the release button 
62 is disposed in the release button receiving recess 440 in the 
lever portion 44b. Thus, While the cam lever member 44 is in 
the second lever (closed) position, the release button 62 is 
inaccessible. 

The electrical contact structure 36 basically includes a 
terminal block 66 With a pair of electrical (terminals) contacts 
68 and an electrical Wire 70. The electrical contacts 68 are 
embedded in the terminal block 66.As shoWn in FIGS. 12 and 
13, the electrical contacts 68 extend from the terminal block 
66 in a direction generally parallel to one another. The elec 
trical contacts 68 are also generally parallel to the mounting 
rail 40 as seen in FIG. 20. The electrical contacts 68 are 
con?gured to extend into corresponding terminal receiving 
portions of the battery 12, as described beloW. The electrical 
contacts 68 are each electrically connected to one electrical 
conductor of the electrical Wire 70 to transfer electrical poWer 
from the battery to the derailleurs 24 and 26. The terminal 
block 66 is formed of a substantially rigid plastic material 
With tubular portions (annular ring-like shape) concentrically 
arranged around the electrical contacts 68. These tubular 
portions of the terminal block 66 are thin Walled portions With 
a su?icient amount of resiliency to act as sealing members. 
The terminal block 66 is secured to the bracket member 42 by 
a pair of bolts 72. 

The battery 12 is a replaceable battery pack. Alternatively, 
the battery 12 can be a rechargeable battery that is recharge 
able by the electricity generating device mounted to the 
bicycle 10. As seen in FIG. 11, the battery 12 has an end face 
that includes a pair of apertures 80 With each of the apertures 
80 having a contact receiving bore 82. The apertures 80 and 
the contact receiving bores 82 are con?gured to receive the 
tubular portions of the terminal block 66 and the electrical 
contacts 68, respectively. The end face of the battery 12 also 
has a hook receiving recess 84 With a latch surface 86. As best 
seen in FIG. 4, the bottom surface of the battery 12 has a slot 
88 formed by a pair of ?anges With cutouts for receiving the 
bracket connecting section 4011 of the mounting rail 40. Since 
batteries are conventional electronic components, further 
description of the battery 12 is omitted for the sake of brevity. 

The hook receiving recess 84 With the latch surface 86 of 
the battery 12 constitutes a latch portion of the battery 12. The 
hook 58 initially contacts the opening edge of the hook 
receiving recess 84 When the battery 12 is being moved along 
the mounting rail 40 to the ?rst battery retaining location such 
that the hook 58 moves laterally to the battery release position 
against the urging force of the return spring 64. Thus, the 
engaging member 60 is moved in the transverse direction D2 
against the force of the return spring 64 during initial insertion 
of the battery 12 into the bracket member 42. Once the battery 
12 reaches the ?rst battery retaining location, the engaging 
member 60 is urged back to its rest position by the force of the 
return spring 64 such that the hook 58 engaged the latch 
surface 86 Within the hook receiving recess 84 of the battery 
12. In other Words, the hook 58 of the engaging member 60 
engage the latch surface 86 of the latch portion of the battery 
12 prior to the cam lever member 44 being moved to the 
second lever position. Moreover, With this arrangement of the 
illustrated embodiment, the engaging member 60 is arranged 
With respect to the bracket member 42 to be automatically 
moved in the transverse direction D2 With respect to the ?rst 
direction D1 in response to movement of the battery 12 in the 
?rst direction D1 to the ?rst battery retaining location. Also 
With the mating connection betWeen the bracket connecting 
section 4011 and the slot 88 of the battery 12, movement of the 
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battery is limited to a small amount of back and forWard 
movement in the longitudinal direction. NoW the battery 12 is 
retained on the bracket member 42 in the ?rst battery retain 
ing location. Rotation of the cam lever member 44 to the 
second lever (closed) position causes the engaging member 
60 is moved further in the ?rst direction D1 past the ?rst 
battery retaining location such that a tight coupling betWeen 
the battery 12 and the bracket member 42 is obtained. 

General Interpretation of Terms 

In understanding the scope of the present invention, the 
term “comprising” and its derivatives, as used herein, are 
intended to be open ended terms that specify the presence of 
the stated features, elements, components, groups, integers, 
and/or steps, but do not exclude the presence of other unstated 
features, elements, components, groups, integers and/or 
steps. The foregoing also applies to Words having similar 
meanings such as the terms, “including”, “having” and their 
derivatives. Also, the terms “part,” “section,” “portion,” 
“member” or “element” When used in the singular can have 
the dual meaning of a single part or a plurality of parts. 
Finally, terms of degree such as “substantially”, “about” and 
“approximately” as used herein mean a reasonable amount of 
deviation of the modi?ed term such that the end result is not 
signi?cantly changed. 
While only selected embodiments have been chosen to 

illustrate the present invention, it Will be apparent to those 
skilled in the art from this disclosure that various changes and 
modi?cations can be made herein Without departing from the 
scope of the invention as de?ned in the appended claims. 
Furthermore, the foregoing descriptions of the embodiments 
according to the present invention are provided for illustra 
tion only, and not for the purpose of limiting the invention as 
de?ned by the appended claims and their equivalents. 

What is claimed is: 
1. A bicycle battery holder for retaining a battery compris 

ing: 
a bracket member; 
an engaging member movably mounted to the bracket 
member and con?gured to selectively retain the battery 
to the bracket member; 

at least one electrical contact disposed on a battery facing 
surface of the bracket member With a contact portion of 
the at least one electrical contact being exposed relative 
to the battery facing surface of the bracket member to 
electrically contact the battery in a contact engagement 
direction; and 

a lever member movably mounted to the bracket member 
and operatively coupled to the engaging member to 
move the engaging member in the contact engagement 
direction With respect to the bracket member When the 
lever member is moved from a ?rst lever position to a 
second lever position, 

the engaging member being movably coupled to the lever 
member such that the engaging member moves relative 
to the lever member as the lever member moves betWeen 
the ?rst and second lever positions, 

the contact portion of the at least one electrical contact 
meeting With the battery facing surface of the bracket 
member to de?ne a plane perpendicular to the contact 
engagement direction, 

the engaging member being at least partially disposed on a 
?rst lateral side of the plane, and the engaging member 
and the lever member being coupled together on a sec 
ond, opposite lateral side of the plane. 
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2. The bicycle battery holder according to claim 1, Wherein 
the lever member includes a cam portion that operatively 

engages the bracket member to move the engaging 
member in the contact engagement direction When the 
lever member is moved from the ?rst lever position to the 
second lever position. 

3. The bicycle battery holder according to claim 1, Wherein 
the engaging member includes a hook that is con?gured to 

engage a latch portion of the battery prior to the lever 
member being moved to the second lever position. 

4. The bicycle battery holder according to claim 1, Wherein 
the bracket member and the engaging member are con?g 

ured to engage the battery by sliding movement of the 
battery in the contact engagement direction With respect 
to the bracket member. 

5. The bicycle battery holder according to claim 1, Wherein 
the engaging member is movably mounted to the bracket 
member to move in a transverse direction With respect to 

the contact engagement direction and to engage the bat 
tery When the battery is at a ?rst battery retaining loca 
tion With respect to the bracket member. 

6. The bicycle battery holder according to claim 5, Wherein 
the engaging member is arranged With respect to the 

bracket member to be moved in the transverse direction 
in response to movement of the battery in the contact 
engagement direction to the ?rst battery retaining loca 
tion. 

7. A bicycle battery holder for retaining a battery compris 
ing: 

a bracket member; 
an engaging member movably mounted to the bracket 
member and con?gured to selectively retain the battery 
to the bracket member; 

a lever member movably mounted to the bracket member 
and operatively coupled to the engaging member to 
move the engaging member in a ?rst direction With 
respect to the bracket member as the lever member is 
moved from a ?rst lever position to a second lever posi 
tion; and 

a release button movably mounted to the bracket member 
and operatively coupled to the engaging member to 
move the engaging member to a battery release position 
When the release button is moved from a ?rst button 
position to a second button position. 

8. The bicycle battery holder according to claim 7, Wherein 
the lever member is arranged With respect to the release 

button such that the release button is inaccessible With 
the lever member in the second lever position and acces 
sible With the lever member in the ?rst lever position. 

9. The bicycle battery holder according to claim 1, further 
comprising 

a release button movably mounted to the bracket member 
and operatively coupled to the engaging member to 
move the engaging member to a battery release position 
When the release button is moved from a ?rst button 
position to a second button position. 

10. A bicycle battery holder for retaining a battery com 
prising: 

a bracket member; 
an engaging member movably mounted to the bracket 
member and con?gured to selectively retain the battery 
to the bracket member; 

a lever member movably mounted to the bracket member 
and operatively coupled to the engaging member to 
move the engaging member in a ?rst direction With 
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10 
respect to the bracket member When the lever member is 
moved from a ?rst lever position to a second lever posi 
tion; and 

a release button movably mounted to the bracket member 
and operatively coupled to the engaging member to 
move the engaging member to a battery release position 
When the release button is moved from a ?rst button 
position to a second button position, 

the lever member being arranged With respect to the release 
button such that the release button is inaccessible With 
the lever member in the second lever position and acces 
sible With the lever member in the ?rst lever position. 

11. A bicycle battery holder for retaining a battery com 
prising: 

a bracket member con?gured to be coupled to the battery 
by movement of the battery in a ?rst direction With 
respect to the bracket member; 

an engaging member movably mounted to the bracket 
member to move in a transverse direction With respect to 
the ?rst direction and to engage and retain the battery at 
a ?rst battery retaining location With respect to the 
bracket member; and 

a lever member movably mounted to the bracket member 
and operatively coupled to the engaging member to 
move the engaging member in a ?rst direction With 
respect to the bracket member as the lever member 
moves from a ?rst lever position to a second lever posi 

tion, 
the engaging member being further movably mounted rela 

tive to the bracket member in the ?rst direction to move 
the battery in the ?rst direction past the ?rst battery 
retaining location to a second battery retaining location, 

the engaging member being further movably coupled to the 
lever member such that the engaging member moves 
relative to the lever member in response to the battery 
contacting the engaging member as the battery is 
installed in the ?rst battery retaining location relative to 
the bracket member. 

12. The bicycle battery holder according to claim 11, 
Wherein 

the engaging member includes a hook that is arranged With 
respect to the bracket member to engage a latch portion 
of the battery. 

13. The bicycle battery holder according to claim 11, 
Wherein 

the engaging member is arranged With respect to the 
bracket member to be moved in the transverse direction 
in response to movement of the battery in the ?rst direc 
tion to the ?rst battery retaining location. 

14. The bicycle battery holder according to claim 11, 
Wherein 

the bracket member and the engaging member are con?g 
ured to engage the battery by sliding movement of the 
battery in the ?rst direction With respect to the bracket 
member. 

15. The bicycle battery holder according to claim 14, 
Wherein 

the lever member moves the engaging member in the ?rst 
direction to move the battery from the ?rst battery retain 
ing location to the second battery retaining location 
When the lever member is moved from the ?rst lever 
position to the second lever position. 
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16. The bicycle battery holder according to claim 15, 
Wherein 

the lever member includes a cam portion that operatively 
engages the bracket member to move the engaging 
member in the ?rst direction When the lever member is 
moved from the ?rst lever position to the second lever 
position. 

17. The bicycle battery holder according to claim 15, fur 
ther comprising 

a release button movably mounted to the bracket member 
and operatively coupled to the engaging member to 
move the engaging member to a battery release position 
When the release button is moved from a ?rst button 
position to a second button position. 
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18. The bicycle battery holder according to claim 17, 

Wherein 
the lever member is arranged With respect to the release 

button such that the release button is inaccessible With 
the lever member in the second lever position and acces 
sible With the lever member in the ?rst lever position. 

19. The bicycle battery holder according to claim 11, fur 
ther comprising 

a release button movably mounted to the bracket member 
and operatively coupled to the engaging member to 
move the engaging member to a battery release position 
When the release button is moved from a ?rst button 
position to a second button position. 

* * * * * 


