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ALUMINUM CORNER CASTING IN TARPING 
SYSTEMS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

The present application is based upon and claims the ben 
e?t of priority from prior US. Provisional Patent Application 
No. 61/058,133 ?led on Jun. 2, 2008; the entire contents of 
Which are incorporated herein by reference. 

FIELD OF THE INVENTION 

The present invention relates to the ?eld of tarps for cov 
ering vehicle beds. In particular, it relates to connectors used 
for securing the tarps to the vehicle. 

BACKGROUND OF THE INVENTION 

Shipping of goods, both regionally and internationally, is 
conducted by several means, including rail, ship and, very 
often, truck. While container trucks or truck-trailer combina 
tions are used, particularly in conjunction With rail or ship 
container shipping, in many places and situations, a standard 
?atbed truck is used. In order to protect the shipped goods 
from exposure to the elements, they are typically covered 
With tarps. In order to ensure optimal shipping conditions, a 
system of securing the tarps to the ?atbed is required. Gen 
erally, a series of frames (known as “boWs”) are attached to 
the ?atbed and then one or more tarps are attached to the boWs 
to create an enclosed, roughly cuboid cargo area. The most 
common currently known means of securing the tarps to the 
boWs involves ?aps on the tarp Which overlap the boW, gen 
erally using VelcroTM or similar means. The tarp is required to 
be modi?ed to include the ?aps, and after repeated use the 
?aps do not secure as Well, suggesting a need for an improved 
method of securing the tarps. 
US. Pat. No. 4,902,064 issued to Tuerk et al. discloses a 

Conestoga-style tarp system using boWs Which are attached to 
guide rails attached to the sides of the vehicle ?atbed. The 
rearrnost boW is designed to be tilted or leaned to provide 
tension to the tarp and to secure the how. The tarp is a single 
tarp Which is extended over the boWs and supported by the 
tension created by the positioning of the rearrnost how. The 
Tuerk tarp system does not disclose any use of multiple tarps, 
nor any means of securing the tarp to the individual boWs. 
US. Pat. No. 5,538,313 issued to Henning discloses a tarp 

system for a ?atbed trailer including three sets of how mem 
bers (front, intermediate, rear) for supporting the tarp. The 
boW members are slidably mounted to guide rails running 
along the sides of the ?atbed, thus enabling the boW members 
to be moved to different locations on the ?atbed and for the 
entire assembly to be compressed or expanded as required to 
load and unload the vehicle. Helming is a modi?ed version of 
the Tuerk system and is similarly design around a single tarp 
supported by tension created by how positioning. There is no 
disclosure of any system using multiple tarps or any means of 
securing the tarps to individual boWs. 
US. Pat. No. 5,080,423 issued to Merlot et al. discloses a 

segmented tarp cover system. The Merlot tarp is designed as 
a series of segmented tarp pieces Which are extended to cover 
the top of a cargo container, such as a rail car of truck trailer. 
The Merlot system is designed solely for a top covering and 
does not disclose any means or method of covering the sides 
and ends of a cargo container or surface. 

All the disclosed systems require the addition of guide rails 
or an equivalent element to the ?atbed to support the boWs. 
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2 
Not all ?atbeds are capable of having guide rails secured to 
them, nor is it desirable in all circumstances to have guide 
rails secured to the ?atbed. The addition of guide rails either 
increases the Width of the ?atbed, risking violation of regu 
lations or takes aWay available cargo space from the ?atbed, 
making it less e?icient. 
Even When the installation of the guide rails and boWs is 

monitored to ensure compliance With Width regulations, it is 
still common to have the tarp attachment means (?aps, buck 
les, etc.) on the exterior. These means may then extend 
beyond the legal Width permitted for the cargo bed, and the 
driver/operator may not even be aWare of the violation. Thus, 
there is a need for a tarp connector system Without external 
tarp attachment means to ensure compliance With legal 
restrictions on vehicle Width. 
The above patents are illustrative of the limitations in the 

knoWn art. In addition to the above-noted limitations, the 
corners of the boW protrude into the interior of the cargo area, 
reducing the amount of available space and imposing restric 
tions on loading. Similarly, the tarp attachments protrude into 
the interior, affecting the cargo capability in the same Way as 
the boW corners. Alternatively, they are exposed on the exte 
rior, making them vulnerable to the elements or to theft and 
vandalism, and at risk of coming detached and exposing the 
cargo. 
US. Pat. No. 7,344,178 to LoWry discloses a system for 

mounting boWs to tracks carried by the trailer. The boWs in 
LoWry are formed from a pair of headers connected to a jamb 
by comer brackets. The comer bracket is secured to each of 
the jambs and header by a tongue and socket connection With 
fasteners passing through the overlapping portions of the 
tongue and socket. In this Way the boW is modular and may be 
shipped in a dismantled state and assembled in situ. The 
connection betWeen the headers and jambs provides shoul 
ders to enhance the rigidity of the connection and Withstand 
the rigours of the environment in Which the boWs must oper 
ate. 

The bracket in LoWry is formed from an extrusion such that 
its end faces are planar. Cover plates are secured to the end 
faces to enclose the bracket and tarp retainers are mounted to 
the exterior surface of the bracket and along the header and 
jambs. The number of components used in the LoWry design 
therefore increases the assembly time and complexity. More 
over, the tongue provided in LoWry is formed from a pair of 
cantilevered leaves and in practice it has been found that these 
may ?ex With the loads imposed on the how. 
US. patent application Ser. No. 11/754,828, the contents 

of Which are incorporated herein by reference, discloses a 
tongue in Which the cantilevered leaves are connected to 
provide an open box structure. This arrangement enhances 
the stiffness of the tongue. It is found hoWever that the loads 
imposed on the how are such that fore and aft sWaying motion 
may still cause some ?exure at the connection of the bracket 
to the headers and jambs. 

It is an object of this invention to obviate or mitigate the 
above disadvantages. 

SUMMARY OF THE INVENTION 

In general terms, the present invention provides a connec 
tion for the horiZontal and vertical tubes of the how. The 
connecting is achieved through tWo casting comers, that are 
inserted into the tubing to create a boW and fastened through 
the use of nuts and bolts. Both half comers are identical and 
symmetrical. 
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Other and further advantages and features of the invention 
Will be apparent to those skilled in the art from the following 
detailed description thereof, taken in conjunction With the 
accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention Will noW be described in more detail, by Way 
of example only, With reference to the accompanying draW 
ings, in Which like numbers refer to like elements, Wherein: 

FIG. 1 is a schematic representation of a truck With a tarp 
covering; 

FIG. 2 is an enlarged vieW of a boW used on the truck of 
FIG. 1; 

FIG. 3 is a perspective vieW of tWo parts of a bracket used 
in the boW of FIG. 2; 

FIG. 4 is a perspective vieW of a one of the parts shoWn in 
FIG. 3; 

FIG. 5 is a perspective vieW of a connection betWeen a 
header and bracket in the boW of FIG. 2; 

FIG. 6 is a perspective vieW of a connectionbetWeen a jamb 
and bracket used in the boW of FIG. 2; and, 

FIG. 7 is a vieW, similar to FIG. 5 shoWing one of the parts 
of the bracket. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring therefore to FIG. 1, a tractor 10 is connected 
through a conventional ?fth Wheel to a trailer 12, both of 
Which are supported on respective axle assemblies 14. The 
trailer 12 includes a trailer bed 16 that is formed in a conven 
tional manner With a structural steel frame and decking. The 
trailer bed is typically betWeen 45 and 60 feet long and 
designed to carry a variety of goods. 

The bed 16 is covered by a canopy structure 18 that is 
secured to the bed 16. The canopy 18 includes a headboard 20, 
a rear boW structure 22 and intermediate boW structures 24 
spaced betWeen the headboard 20 and the rear boW 22. Sec 
tions of ?exible covering 26 extend betWeen the boWs to 
provide a continuous, Weatherproof canopy over the bed 16. 

The boWs 22, 24 are slidable relative to the trailer bed 16 as 
Will be described more fully beloW, to alloW the canopy 18 to 
be retracted and expose the trailer bed 16. To protect goods 
supported on the bed 16 during transit, the canopy 18 may be 
deployed providing a secure Weather tight canopy for the 
goods. 

The how 24 has a pair of vertical jambs 30 interconnected 
by a header 32. The jambs 30 and header 32 are intercon 
nected by respective corner assemblies 34 and the loWer ends 
of each of the jambs are supported on respective trucks 36. 
The trucks 36 support the intermediate boWs to permit longi 
tudinal movement relative to the trailer bed 16. 

The comer assembly 34 includes a bracket 40 to connect a 
jamb 30 and a header 32. The details of the bracket 40 can best 
be seen in FIG. 3. The bracket 40 is formed as tWo parts 42,44 
that are mirror images of each other and abut on a medial 
plane de?ned by a planar face 46. Each part is formed by a 
pressure die casting process from an aluminum alloy mate 
rial. 

Each part 42,44 has a curved body 48 With a pair of end 
faces 50,52 disposed orthogonally to one another. In at least 
one embodiment, the radius of curvature of the body falls 
Within the range of 3 to 5 inches. Tongues 54,56 extend from 
respective end faces 50,52, and are reduced in cross section to 
provide a shoulder 58 betWeen the body 48 and the tongue 
54,56. The shoulder 58 extends around the tongue on all faces 
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4 
except the planar face 46. In other Words, shoulder 58 extends 
outWardly from an inner edge of planar face 46 around the 
tongue to an outer edge of planar face 46. 
A pair of holes 60 is formed in each tongue 54, 56 to receive 

fasteners as Will be described more fully beloW. A central 
Zone of the body 48 is formed With an arcuate cavity 62 to 
de?ne inner and outer Webs 64, 66 and a radial rib 68 extends 
betWeen the Webs 64, 66 midWay betWeen the end faces 50, 
52. A hole 70 passes through the rib 68 to accommodate a 
fastener to secure the tWo parts 42, 44 to one another. 
The outer arcuate surface of the body 48 is formed With an 

open part circular channel 72 that faces the planar face 46 but 
is offset from it. The channel 72 is dimensioned to receive a 
tarp and pole to secure the tarps to the boW 24. 
The bracket 40 is assembled by placing planar faces 46 of 

the tWo parts 42, 44 in abutment so that the holes 70 and the 
end faces 50, 52 on each part are aligned. A fastener 74 is 
passed through the holes 70 to hold the tWo faces together. A 
bolt and vibration resistant nut is typically used as the fastener 
74. With the bracket assembled, the channels 72 face each 
other and de?ne a re-entrant passage to receive the tarp and 
pole. The offset of the channel 72 from the face 46 provides a 
gap betWeen the channels su?icient to accommodate the tarps 
but inhibit removal of the poles. 
The jambs 30 and header 32 are each formed from lengths 

of a holloW extrusion having an external pro?le matching that 
of the bracket 40. One side of the extrusion is provided With 
a re-entrant passage matching that provided by the tWo chan 
nels 72 but With a central rib 76 to further secure the tarp and 
pole in the passage. The internal pro?le of the extension is a 
close ?t over the tongues 54, 56 to provide a socket in to Which 
the tongue is snugly received. Each of the jambs 30 and 
header 32 has a pair of holes 78 that are positioned to align 
With holes 60 When the boW is assembled With the ends of the 
jambs and header against the shoulder 58. 

As can be seen in FIGS. 5 and 6, the tongues 54,56 are 
inserted in to the interior of the jambs 30 and header 32 until 
the shoulders abut the ends of the jamb or header. Fasteners, 
typically bolts 80 are inserted through the holes 70 and 60 to 
secure the bracket 40. In this position, the ends of the jambs 
and header abut the shoulders around the entire circumfer 
ence of the tongue and therefore provide support in all direc 
tions of ?exure. With the bracket 40 connecting the jambs 30 
and header 32, the boW is assembled and can be placed on the 
rails. It Will be noted that a simpli?ed assembly is provided by 
integrally forming the channels on the body and rigidity 
enhanced by the provision of the continuous shoulder. 

I claim: 
1. A corner bracket for a boW in a transportation canopy 

structure Where the canopy structure has one or more tarps 
and the boW comprises a spaced pair of jambs and a header, 
the corner bracket comprising: 

tWo separate and cooperating bracket parts that are mirror 
images of one another about a medial plane of the comer 
bracket, each bracket part de?ning a face, the tWo parts 
being joinable together to form the corner bracket by 
bringing the faces of the tWo parts into abutment, each 
bracket part comprising: 
a body de?ning a ?rst end face and a second end face 

opposite the ?rst end face, the end faces being sub 
stantially orthogonal to one another, an outer edge of 
the body de?ning a channel facing the face of the 
bracket part such that When the tWo bracket parts are 
joined together the channels of each bracket part 
cooperate to de?ne a re-entrant passage for receiving 
a portion of the one or more tarps; and 
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a ?rst tongue extending from the ?rst end face and a 
second tongue extending from the second end face of 
the body, 

Wherein the ?rst tongues and the second tongues of the 
corner bracket are adapted to be received in an end of a 
said jamb and in an end of the header of the boW to 
connect a said jamb and header together. 

2. The corner bracket of claim 1 Wherein each bracket part 
further comprises a ?rst shoulder disposed Where the ?rst 
tongue meets the body and a second shoulder disposed Where 
the second tongue meets the body. 

3. The comer bracket of claim 2 Wherein the circumference 
of each of the ?rst and second tongues is smaller than the 
circumference of the body, and the ?rst and second shoulders 
are de?ned by the ?rst and second end faces of the body. 

4. The comer bracket of claim 3 Wherein each of the ?rst 
and second shoulders of each bracket part extends in a cir 
cumferential direction around the bracket part from an inner 
edge of the face outWardly around its respective tongue to an 
outer edge of the face. 

5. The corner bracket of claim 1 Wherein a central portion 
of the body of each bracket part de?nes an arcuate cavity 
region, the arcuate cavity region de?ning an inner Web and an 
outer Web in the body. 

6. The corner bracket of claim 5 further comprising a radial 
rib extending betWeen the inner and outer Webs in a central 
region of the arcuate cavity region. 

7. The comer bracket of claim 1 Wherein the body of each 
bracket part has a curved shape. 
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8. The comer bracket of claim 7 Wherein the radius of 

curvature of the body falls Within the range of 3 to 5 inches. 
9. The comer bracket of claim 1 Wherein the body of each 

bracket part de?nes an opening therethrough, such that When 
the tWo bracket parts are joined together the openings are in 
alignment for receiving a fastener for securing the tWo parts 
together. 

10. The comer bracket of claim 1 Wherein the ?rst and 
second tongues of the bracket parts each de?ne at least one 
tongue opening therethrough, such that When the tWo bracket 
parts are joined together the tongue openings in each bracket 
part are in alignment for receiving a fastener for securing the 
corner bracket to a said jamb and the header of the boW. 

11. The comer bracket of claim 10 Wherein the number of 
tongue openings in each tongue of the bracket parts is tWo. 

12. The comer bracket of claim 1 Wherein the comer 
bracket is made of aluminum. 

13. The comer bracket of claim 1 Wherein the comer 
bracket is made of an aluminum alloy. 

14. The comer bracket of claim 1 Wherein at least one of a 
said jamb and the header of the boW comprises a re-entrant 
passage, and Wherein the re-entrant passage of the comer 
bracket is in alignment With the re-entrant passage of the at 
least one of a said jamb and the header When the comer 
bracket is connected to the at least one of a said jamb and the 
header. 


