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(57) ABSTRACT 
A damper assembly includes damper body, a piston assembly 
and a pulser. The damper body is operable to maintain a ?uid. 
The piston assembly may include a piston rod and a piston 
plunger. The piston plunger and at least a portion of piston rod 
is slidably positioned Within the damper body. The pulser is 
operable to generate hydraulic Waves Within the ?uid toWard 
the piston assembly to alter the damping force of the damper 
assembly. 

21 Claims, 6 Drawing Sheets 
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DAMPER ASSEMBLIES AND VEHICLES 
INCORPORATING THE SAME 

TECHNICAL FIELD 

The present invention generally relates to damper assem 
blies and, more particularly, to actively controlled damper 
assemblies and vehicles incorporating the same. 

BACKGROUND 

Many vehicles utiliZe dampers (i.e., shock absorbers) to 
absorb or dissipate energy resulting from imperfections in a 
driving surface, thereby effectuating an enjoyable and com 
fortable ride. Non-variable shock absorbers are tuned for a 
particular level of damping force. For example, if the shock 
absorbers are tuned for high damping force, then the vehicle 
Will possess sportier handling characteristics While sacri?c 
ing ride comfort over imperfect driving surfaces (e.g., pot 
holes or cracks in the road). Conversely, if the shock absorb 
ers are tuned for loW damping force, then the vehicle Will 
possess more luxurious and comfortable handling character 
istics at the cost of increased body motion during quick 
maneuvers. 

Variable damping systems incorporate dampers that 
actively change damping force levels depending on a current 
driving scenario (e. g., sporty or aggressive driving) or current 
driving surface conditions. For example, during aggressive 
driving, the damping force of the dampers may actively 
increase to provide for a more rigid and stable ride. Con 
versely, if the road surface has many potholes, the damping 
force of the dampers may actively decrease, thereby provid 
ing a more comfortable ride. Current active damping system 
vary the damping force of the dampers by adjusting the ?oW 
of hydraulic ?uid through a system of complicated electro 
mechanical components, such as valves and levers. These 
active damping systems are expensive to manufacture and 
implement into vehicles, and are typically available in only 
high-end vehicle models. 

Accordingly, a need exists for alternative active damper 
assemblies for dynamically varying the damping character 
istics ofa vehicle. 

SUMMARY 

In one embodiment, a damper assembly includes damper 
body, a piston assembly and a pulser. The damper body may 
be operable to maintain a ?uid. The piston assembly may 
include a piston rod and a piston plunger, Wherein the piston 
plunger and at least a portion of the piston rod is slidably 
positioned Within the damper body. The pulser is operable to 
generate hydraulic Waves Within the ?uid toWard the piston 
assembly to alter the damping force of the damper assembly. 

In another embodiment, a damper assembly includes a 
damper body having an upper end and a loWer end, and a 
piston assembly. The piston assembly may include a piston 
rod and a piston plunger. The piston plunger and at least a 
portion of the piston rod is slidably positioned Within the 
damper body such that a ?uid reservoir is de?ned betWeen the 
piston plunger and the loWer end of the damper body. The 
damper assembly generates a force Within the ?uid reservoir 
opposite a doWnWard motion of the piston plunger such that a 
damping force of the damper assembly is altered. 

In yet another embodiment, a vehicle includes a damper 
assembly and a controller. The damper assembly may include 
a damper body having an upper end and a loWer end, and a 
piston assembly. The piston assembly may include a piston 
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2 
rod and a piston plunger. The piston plunger and at least a 
portion of the piston rod is slidably positioned Within the 
damper body such that a ?uid reservoir is de?ned betWeen the 
piston plunger and the loWer end of the damper body. The 
controller is operable to provide a control signal to the damper 
to generate a force Within the ?uid reservoir that is opposite a 
doWnWard motion of the piston plunger such that a damping 
force of the damper assembly is altered. 

These and additional features provided by the embodi 
ments of the present invention Will be more fully understood 
in vieW of the folloWing detailed description, in conjunction 
With the draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The embodiments set forth in the draWings are illustrative 
and exemplary in nature and not intended to limit the inven 
tions de?ned by the claims. The folloWing detailed descrip 
tion of the illustrative embodiments can be understood When 
read in conjunction With the folloWing draWings, Where like 
structure is indicated With like reference numerals and in 
Which: 

FIG. 1 illustrates a perspective vieW of an exemplary 
damper assembly according to one or more embodiments; 

FIG. 2 illustrates an exemplary pulser con?guration posi 
tioned Within an exemplary damper body according to one or 
more embodiments; 

FIG. 3A illustrates a cross section of an exemplary damper 
assembly having an exemplary heat exchanger according to 
one or more embodiments; 

FIG. 3B illustrates a cross section of the exemplary damper 
assembly having an exemplary heat exchanger illustrated 
FIG. 3A along plane 3B according to one or more embodi 

ments; 
FIG. 4A illustrates a cross section of an exemplary damper 

assembly having a tWo pulser con?guration and hydraulic 
Waves propagating Within the damper assembly according to 
one or more embodiments; 

FIG. 4B illustrates a cross section of an exemplary damper 
assembly having a tWo pulser con?guration and anticipated 
?uid ?oW Within the damper assembly according to one or 
more embodiments; 

FIG. 5A illustrates a cross section of an exemplary damper 
assembly having a single pulser con?guration and hydraulic 
Waves propagating Within the damper assembly according to 
one or more embodiments; 

FIG. 5B illustrates a cross section of an exemplary damper 
assembly having a single pulser con?guration and anticipated 
?uid ?oW Within the damper assembly according to one or 
more embodiments; 

FIG. 6A is a schematic illustrating an exemplary dynamic 
damping system according to one or more embodiments; and 

FIG. 6B is a schematic illustrating an exemplary dynamic 
damping system according to one or more embodiments. 

DETAILED DESCRIPTION 

Referring to the draWings, damper assemblies may gener 
ally comprise a damper body ?lled With hydraulic ?uid, a 
piston assembly and one or more pulsers. To vary the damp 
ing force, a variable force may be applied to the piston assem 
bly that resists the doWnWard motion of piston assembly 
during a compression cycle. The damper assemblies may 
generate such a force by producing hydraulic Waves that 
propagate from the pulser or pulsers and collide With the 
piston assembly. The hydraulic Waves may be used as a means 
to actively control and vary the damping characteristics of the 
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damper assembly. The collision of the ?uid particles upon the 
piston assembly detracts energy from the piston assembly, 
thereby causing it to lose speed and travel a shorter distance in 
the damper body. Damper assemblies, the various compo 
nents of damper assemblies, and the incorporation of damper 
assemblies in a vehicle Will be described in more detail 
herein. 

Referring noW to FIG. 1, an exemplary damper assembly 
100 is illustrated. The damper assembly 100 comprises a 
cylindrically shaped damper body 12 having an opening 19 at 
an upper portion 15. The damper body 12 may be sealed at an 
opposite loWer end (e.g., loWer damper body end 13). The 
opening 19 may be substantially circular in shape, as depicted 
in FIG. 1, such that the opening 19 is suitable for receiving a 
piston rod 18 having a cylindrical con?guration (described in 
detail beloW). HoWever, it Will be understood that the damper 
body 12 and the opening 19 in the damper body 12 may have 
various other geometrical con?gurations depending on the 
geometrical con?guration of the piston rod 18 Which may be 
disposed in the damper body 12. It Will also be understood 
that the damper body 12 may have other geometrical con?gu 
rations depending upon the application in Which the damper 
assembly 100 is to be utiliZed. The damper body 12 may be 
made of any material capable of maintaining and damping 
large loads. 

The damper assembly 100 illustrated in FIG. 1 further 
comprises a piston assembly 17 that is slidably positioned 
Within the damper body 12. The piston assembly 17 com 
prises the cylindrical piston rod 18 and a piston plunger 14. 
The piston rod 18 is positioned in the damper body 12 through 
circular opening 19. The mechanical relationship betWeen the 
piston rod 18 and the opening 19 is such that the piston rod 18 
may slide upWardly and doWnWardly through the opening 19 
during extension and compression cycles of the damper 
assembly 100. The piston rod 18 may have an upper mount 
portion 32 at an exposed end that is con?gured to mount to a 
vehicle chassis or a component of the vehicle suspension 
system. 

In the embodiment illustrated in FIG. 1, the end of the 
piston rod 18 that is opposite from the upper mount portion 32 
is coupled to a circular piston plunger 14. The piston plunger 
14 is slidably positioned Within the damper body 12 such that 
it may move up and doWn during extension and compression 
cycles. The geometric con?guration of the piston plunger 14 
is such that it corresponds to the geometric con?guration of 
the damper body 12. In some embodiments, the piston rod 18 
and the piston plunger 14 are integrated components. In other 
embodiments, the piston rod 18 and the piston plunger 14 are 
separate components that are mechanically coupled to form 
the piston assembly 17. 
A ?uid reservoir 16 Within the damper body 12 may be 

de?ned betWeen the piston plunger 14 and loWer damper 
body end 13. The damper body 12 is con?gured to maintain a 
hydraulic ?uid such that the ?uid reservoir 16 is ?lled With 
hydraulic ?uid. The hydraulic ?uid may comprise conven 
tional shock absorber hydraulic ?uid. In some embodiments, 
the hydraulic ?uid used may be con?gured such that it main 
tains a substantially constant viscosity at a variety of operat 
ing temperature. As described in more detail beloW, the piston 
plunger 14 may comprise slots (not shoWn) through Which 
hydraulic ?uid may pass during compression and extension 
cycles of the damper assembly 100. 

Referring noW to FIGS. 1 and 2, the illustrated damper 
assembly 100 further comprises tWo pulsers 20. It Will be 
understood that embodiments of the damper assembly are not 
limited to the tWo pulser con?guration as illustrated in FIGS. 
1 and 2 and that any number of pulsers in any number of 
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4 
con?gurations are possible (e.g., the single pulser embodi 
ment illustrated in FIGS. 3A, 3 B, 5 A and 5 B). As described 
in detail herein beloW, the pulsers 20 may be con?gured to 
generate hydraulic Waves Within the hydraulic ?uid that 
propagate toWard the piston assembly 17. In the illustrated 
embodiment, tWo pulsers 20 are positioned Within the damper 
body 12 near the loWer damper body end 13. The pulser or 
pulsers 20 may also be located closer to piston plunger 14 in 
some embodiments or Within the loWer damper body end 13 
in other embodiments (e.g., the pulser con?guration of 
damper assembly 200 illustrated in FIGS. 3A, 3 B, 5 A and 5 
B). The tWo pulsers 20 may be located in opposition to one 
another so that the hydraulic Waves generated by each pulser 
20 may constructively interfere With one another prior to 
colliding With the piston plunger 14. 
The pulsers 20 may comprise a vibrating structure 22 that 

is positioned Within the damper body 12 such that the vibrat 
ing structure 22 is in contact With the hydraulic ?uid. The 
vibrating structure 22 may be any device capable of vibrating 
at a particular frequency or variable frequencies Within a 
frequency range. For example, the vibrating structure 22 may 
be a pieZoelectric hydraulic pulsing disc that may be con 
trolled to vibrate at varying frequencies by the application of 
current or voltage. In some embodiments, the pulser 20 may 
comprise a plurality of pieZoelectric discs that are positioned 
in series to generate the hydraulic Waves. The pulsers 20 are 
not limited to those devices capable of vibration. For 
example, the pulsers 20 may comprise a hydraulic jet or a 
turbine that is capable of generating hydraulic Waves that are 
directed toWard the piston assembly 17. 

In the illustrated embodiment, the pulsers 20 may comprise 
an input, Which may be a Wired connection (e.g., signal Wire 
21) or a Wireless connection. As described in more detail 
beloW, the pulsers 20 may be in electrical communication 
With a vehicle electronic control unit or other control unit 70 
that may provide a control signal or signals 74 to the pulsers 
20 (see FIG. 6A). The pulsers 20 may generate hydraulic 
Waves in accordance With the control signal or signals 
received via the Wired or Wireless connection. 

Referring noW to FIGS. 3A and 3B, the damper assembly 
200 may further comprise a heat exchanger 30. Because the 
viscosity of some types of hydraulic ?uid may be sensitive to 
heat, some embodiments may utiliZe the heat exchanger 30 to 
remove heat from the hydraulic ?uid that may be generated by 
the particle collisions occurring betWeen the hydraulic ?uid 
and the piston assembly 17. In the illustrated embodiment, the 
heat exchanger is con?gured as a coiled tube 30 that is 
Wrapped around the damper body 12 starting at around an 
upper portion 15 and extending to the loWer damper body end 
13. 
Cooled heat exchanger ?uid may ?oW Within the coiled 

tube 30 from an upperportion 15 of the damperbody 12 to the 
loWer damper body end 13. The coiled tube 30 may comprise 
a material With a loW thermal resistance value such that heat 
may be transferred from the hydraulic ?uid Within the damper 
body 12 to the heat exchanger ?uid that circulates through the 
coiled tube 3 0. The cooled heat exchanger ?uid may originate 
from a dedicated pump and reservoir (not shoWn), or it may 
originate from a vehicle radiator (not shoWn). As the heat 
exchanger ?uid travels Within the coiled tube 30, it absorbs 
heat from the hydraulic ?uid Within the damper body 12. The 
temperature of the heat exchanger ?uid at the top of the coil 
should be cool enough so that the ?uid maintains proper 
operating temperature once it reaches the bottom of the 
damper body 12. The heat Within the heat exchanger ?uid 
may then be recaptured after the coiled tube 30 leaves the 
damper body 12 so that the recaptured heat may be utiliZed by 
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other vehicular systems, such as temperature regulation sys 
tems. Possible temperature regulation systems include, but 
are not limited to, de-icing systems, cabin temperature regu 
lation systems and cleansing systems. Additionally, turbines 
located Within the vehicle after the coiled tube 30 may be use 
the generated heat to poWer electric generators. 

The operation of exemplary damper assemblies as 
described and illustrated herein Will noW be described. The 
pulsers 20 may be utiliZed to generate hydraulic Waves that 
quickly detract energy from the piston assembly 17 so that it 
decelerates and consequently travels a smaller distance 
Within the damper body 12, resulting in ?at handling, Which 
is desirable for performance driving. Referring to FIG. 4A, a 
damper assembly 100 having a tWo pulser con?guration is 
illustrated in cross section. As described above, the pulsers 
20, Which in the illustrated embodiment are positioned oppos 
ing one another Within the damper body 12, may receive a 
control signal 74 from a control unit 70, such as an on-board 
electronic control unit (ECU) or a damping selector unit 90 
(both are described in more detail beloW and illustrated in 
FIGS. 6A and 6B). The control signal 74 may cause each of 
the pulsers 20 to vibrate at a frequency in accordance With the 
control signal 74. These vibrations are transmitted into the 
hydraulic ?uid maintained in the damper body 12, thereby 
creating hydraulic Waves 40. The hydraulic Waves illicit col 
lisions betWeen the piston assembly 17 and highly energiZed 
hydraulic particles. 

Still referring to FIG. 4A, the pulsers 20 of the illustrated 
embodiment are arranged and calibrated such that the hydrau 
lic Waves 40 created by the tWo pulsers 20 constructively 
interfere to generate conic hydraulic Waves 42 of a greater 
magnitude than the Waves 40 independently produced by the 
pulsers 20. The depicted Waves 40, 42 are for illustrative 
purposes only. The hydraulic ?uid particles that are pushed 
along by the combined hydraulic Waves 42 travel toWard the 
piston assembly 17 at a high velocity. When the hydraulic 
?uid particles collide With the piston plunger 14, they detract 
energy from the piston assembly 17, thereby sloWing doWn 
the piston assembly 17 as it travels doWnWard Within the 
damper body 12 during a compression cycle. By varying the 
frequency of the pulser 20 vibration, the momentum of the 
particle collisions may be controlled, Which consequently 
alters and controls the damping characteristics (i.e., the 
damping force) of the damper assembly 100. In this manner, 
the damping force of the damper assembly 100 may be 
increased by controlling the pulsers 20 to vibrate at a higher 
frequency. 

FIG. 4B is an illustration of anticipated hydraulic ?uid ?oW 
Within the exemplary damper assembly 100 illustrated in 
FIG. 4A. It Will be understood that FIG. 4B is for illustrative 
purposes only, as it is only an illustration of anticipated 
hydraulic ?uid ?oW and not an illustration of actual hydraulic 
?uid ?oW. The ?uid particles emitted from the pulsers 20 (i.e., 
represented by arroWs 50) combine into a hydraulic ?uid 
particle path as indicated by arroWs 52. The ?uid particles 
collide With the piston assembly 17, consequently decelerat 
ing the piston assembly 17 as it travels Within the damper 
body 12. Some of the hydraulic ?uid particles may pass 
through slots positioned Within the piston plunger 14 as indi 
cated by arroWs 58. The remaining ?uid particles as indicated 
by arroWs 54 Will be re?ected and travel back doWn the 
damper body 12 in a path indicated by arroWs 56 Where they 
are again picked up in the hydraulic pulse Waves and forced 
upWard toWard the piston assembly 17. The resulting effect is 
the formation of a donut shaped eddie Within the ?uid reser 
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6 
voir 16 of the damper body 12, providing increased amounts 
of resistance When the piston assembly 17 is compressing the 
hydraulic ?uid. 

FIGS. 5A and 5B are cross sectional illustrations of an 
exemplary damper assembly 200 having a single pulser 20 
con?guration. The pulser 20 of the illustrated embodiment is 
centrally positioned at the loWer damper body end 13. The 
pulser 20 vibrates at a frequency corresponding to a control 
signal 74 received via Wire 21, creating conically shaped 
hydraulic Waves 40. The depicted Waves 40 are for illustrative 
purposes only. The hydraulic Waves 40 carry highly energiZed 
hydraulic particles toWard the piston assembly 17. As 
described above, the collision of the hydraulic particles With 
the piston assembly 17 increase the damping force of the 
damper assembly 200. 

FIG. 5B is an illustration of anticipated hydraulic ?uid ?oW 
Within the exemplary damper assembly 200 illustrated in 
FIG. 5A. As stated With respect to FIG. 4B, it Will be under 
stood that FIG. 5B is for illustrative purposes only, as it is only 
an illustration of anticipated hydraulic ?uid ?oW and not an 
illustration of actual hydraulic ?uid ?oW. The ?uid particles 
are emitted from the pulser 20 as indicated by arroWs 60 
Where they then collide into the piston assembly 17, conse 
quently decelerating the piston assembly 17 as it travels 
Within the damper body 12. Some of the hydraulic ?uid 
particles may pass through slots positioned Within the piston 
plunger 14 as indicated by arroWs 68. The remaining ?uid 
particles are re?ected by the piston assembly 17 as indicated 
by arroWs 62. These ?uid particles ?oW back doWn the 
damper body 12 as indicated by arroWs 64 Where they are 
again picked up in the hydraulic pulse Waves (arroWs 66) and 
forced upWard toWard the piston assembly 17. Similar to the 
embodiment described and illustrated in FIG. 4B, the result 
ing effect is the formation of a donut shaped eddie Within the 
?uid reservoir 16 of the damper body 12, providing increased 
amounts of resistance When the piston assembly is compress 
ing the hydraulic ?uid. 
Embodiments of the damper assemblies described and 

illustrated herein may be implemented Within a dynamic 
damping system 400 in a motor vehicle. For example, if the 
vehicle is a passenger car, four damper assemblies may be 
incorporated into a suspension system (Which may comprise 
many additional components) to couple the four Wheels of the 
car to the chassis. Embodiments of the damper assemblies 
described and illustrated herein may provide for a continu 
ously variable damping system that may improve vehicle 
handling characteristics and passenger comfort across a 
broad range of driving scenarios. 

Referring to FIG. 6A, a damper assembly 200 is schemati 
cally illustrated as comprising one or more pulsers 20, and 
electrically coupled to a controller 70, such as a on-board 
ECU. The controller 70 may be electrically coupled to one or 
more vehicle feedback sensors 80-85. The sensors 80-85 may 
be con?gured to dynamically provide the controller 70 With a 
status signal 72 that corresponds to a particular vehicle oper 
ating condition. Such sensors, Which may be dedicated to the 
dynamic damping system 400 or shared With other vehicular 
systems (e.g., an anti-lock brake system), may include, but 
are not limited to, roll, pitch, steering angle, acceleration, and 
Wheel motion sensors, as Well as many others. Although FIG. 
6A illustrates the use of six sensors, more or feWer sensors 
may be utiliZed. 
The sensors 80-85 may actively measure and provide the 

controller 70 With road, driving and vehicle conditions data. 
With this data, the controller 70, Which may be electrically 
coupled to any number of damper assemblies 200, may then 
dynamically diagnose the current driving scenario and send 
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an appropriate control signal or signals 74 to the damper 
assemblies 200 so that the damping characteristics of the 
damper assemblies 200 located on the vehicle may be 
adjusted accordingly. The control signal or signals 74 may be 
transmitted by a Wire 21 (see FIG. 1, for example) or by a 
Wireless communication path. Because the dynamic damping 
system 400 enables the ability to actively change damping 
force levels in accordance With the current driving scenario by 
varying the control signal, it is able to provide the proper 
handling characteristics at the proper times. For example, if 
bumps, cracks, potholes and other surface imperfections are 
detected by the sensors 80-85, the controller 70 may instruct 
the pulsers 20 to turn off so that the vehicle may be adequately 
dampened, causing the vehicle operator minimal discomfort. 
Additionally, When the sensors 80-85 detect that the vehicle is 
being driven in performance fashion (e.g., fast acceleration or 
hard cornering), the controller 70 may instruct the pulsers 20 
to vibrate at a high frequency so that the damping force of the 
damper assembly 200 may be increased to provide a stiff, 
responsive ride With minimal vehicle body motion. 

Referring noW to FIG. 6B, a dynamic damping system 410 
may comprise a damping selector unit 90. The damping selec 
tor unit 90 may function as a manual damping controller that 
provides a number of driver selectable settings that adjust the 
frequency range in Which the pulsers 20 operate. The damp 
ing selector unit 90 may provide a manual control signal 76 to 
the controller 70, and the controller may provide a corre 
sponding control signal 74 to the damper assembly 200. For 
example, if the driver selects a Sport setting (e. g., selector 
button 92) on the damping selector unit 90, the pulsers 20 may 
continuously vibrate in a higher frequency range to ensure 
that the vehicle body is stable. Conversely, if the driver selects 
a Comfort setting (e. g., selector button 94), the pulsers 20 
may default to a loW frequency range or turn off, alloWing the 
damper assembly to better dampen rough surfaces. Addi 
tional settings may be provided, such as a setting effectuated 
by selector button 96. The damper selector unit 90 may be of 
any con?guration that alloWs a user to select the level of 
damping force he or she desires. Such con?gurations may 
include, but are not limited to, toggle sWitches, push button 
sWitches, encoders, dials and soft keys displayed on a graphi 
cal user interface (e.g., an on-board computer or navigation 
system). The damping selector unit 90 may be utiliZed either 
in conjunction With or separate from the plurality of sensors 
80-85 of the damping system 400 described and illustrated in 
FIG. 6A. 

For the purposes of describing and de?ning the present 
invention it is noted that the term “substantially,” When uti 
liZed herein, represents the inherent degree of uncertainty that 
may be attributed to any quantitative comparison, value, mea 
surement, or other representation. This term is also utiliZed 
herein to represent the degree by Which a quantitative repre 
sentation may vary from a stated reference Without resulting 
in a change in the basic function of the subject matter at issue. 

It is noted that recitations herein of a component of the 
present invention being “con?gured” or “operable” in a par 
ticular Way, “con?gured” or “operable” to embody a particu 
lar property, or function in a particular manner, are structural 
recitations as opposed to recitations of intended use. More 
speci?cally, the references herein to the manner in Which a 
component is “con?gured” or “operable” denotes an existing 
physical condition of the component and, as such, is to be 
taken as a de?nite recitation of the structural characteristics of 
the component. 

While particular embodiments and aspects of the present 
invention have been illustrated and described herein, various 
other changes and modi?cations can be made Without depart 
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8 
ing from the spirit and scope of the invention. Moreover, 
although various inventive aspects have been described 
herein, such aspects need not be utiliZed in combination. It is 
therefore intended that the appended claims cover all such 
changes and modi?cations that are Within the scope of this 
invention. 
What is claimed is: 
1. A shock absorber for coupling a Wheel to a suspension 

system of a vehicle, the shock absorber comprising: 
a damper body comprising an upper end and a loWer end, 

Wherein the damper body is holloW; 
a piston assembly comprising a piston rod and a piston 

plunger, Wherein: 
the piston plunger and at least a portion of the piston rod 

is slidably enclosed Within the damper body; 
the piston rod extends out of the upper end of the damper 

body; 
the piston plunger is positioned Within the damper body 

such that a ?uid chamber is de?ned Within the damper 
body betWeen the loWer end of the damper body and 
the piston plunger; and 

the piston plunger comprises one or more slots operable 
to pass ?uid from the ?uid chamber to a region Within 
the damper body that is betWeen the upper end of the 
damper body and the piston plunger during a doWn 
stroke of the piston assembly Within the damper body; 
and 

a pulser operable to generate hydraulic Waves that form a 
donut shaped eddie Within the ?uid that propagates 
toWard the piston assembly, Wherein the hydraulic 
Waves alter the damping force of the shock absorber. 

2. The shock absorber as claimed in claim 1 Wherein the 
pulser is operable to generate the hydraulic Waves by vibrat 
ing at a vibration frequency. 

3. The shock absorber as claimed in claim 2 Wherein the 
damping force of the shock absorber is varied by a change in 
the vibration frequency of the pulser. 

4. The shock absorber as claimed in claim 3 Wherein the 
vibration of the pulser at a higher frequency produces a higher 
damping force than the vibration of the pulser at a loWer 
frequency. 

5. The shock absorber as claimed in claim 3 Wherein the 
pulser comprises an input operable to receive a control signal 
such that the vibration frequency of the pulser is varied in 
accordance With the control signal. 

6. The shock absorber as claimed in claim 1 Wherein the 
pulser comprises a pieZoelectric pulsing disc operable to 
vibrate at a variable vibration frequency. 

7. The shock absorber as claimed in claim 1 Wherein the 
shock absorber comprises a second pulser. 

8. The shock absorber of claim 7 Wherein the second pulser 
is orientated such that it opposes the pulser, and the hydraulic 
Waves generated by the ?rst pulser constructively interfere 
With the hydraulic Waves generated by the second pulser to 
generate conic hydraulic Waves that propagate toWard the 
piston assembly. 

9. The shock absorber as claimed in claim 1 Wherein the 
shock absorber further comprises a heat exchanger operable 
to remove heat from the ?uid maintained Within the damper 
body. 

10. The shock absorber as claimed in claim 9 Wherein the 
heat exchanger comprises a coiled tube positioned around an 
exterior surface of the damper body, the heat exchanger oper 
able to circulate a heat exchanger ?uid such that cool heat 
exchanger ?uid enters the heat exchanger at a ?rst end of the 
coiled tube and Warm heat exchanger ?uid exits the heat 
exchanger at a second end of the coiled tube. 
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11. A shock absorber comprising: 
a damper body having an upper end and a lower end; and 
a piston assembly comprising a piston rod and a piston 

plunger, Wherein the piston plunger and at least a portion 
of the piston rod is slidably enclosed Within the damper 
body such that a ?uid reservoir is de?ned betWeen the 
piston plunger and the loWer end of the damper body; 
and 

a ?rst pulser positioned at a ?rst location proximate the 
loWer end of the damper body, the ?rst pulser compris 
ing a ?rst vibrating structure; 

a second pulser positioned at a second location proximate 
the loWer end of the damper body, the second pulser 
comprising a second vibrating structure, Wherein: 
the second location of the damper body opposes the ?rst 

location of the damper body; 
the ?rst pulser and second pulser are operable to gener 

ate hydraulic Waves Within ?uid maintained in the 

?uid reservoir; 
the ?rst vibrating structure of the ?rst pulser is orientated 

toWard the second vibrating structure of the second 
pulser such that the hydraulic Waves generated by the 
?rst pulser constructively interfere With the hydraulic 
Waves generated by the second pulser to generate 
conic hydraulic Waves that propagate toWard the pis 
ton assembly; and 

the conic hydraulic Waves strike the piston plunger to gen 
erate a force Within the ?uid reservoir opposite a doWn 
Ward motion of the piston plunger such that a damping 
force of the shock absorber is altered. 

12. The shock absorber as claimed in claim 10 Wherein the 
?rst pulser and the second pulser are operable to generate the 
hydraulic Waves by actuating the ?rst and second vibrating 
structures at a vibration frequency. 

13. The shock absorber as claimed in claim 12 Wherein the 
damping force of the shock absorber is varied by a change in 
the vibration frequency of the ?rst and second vibrating struc 
tures. 

14. The shock absorber as claimed in claim 11 Wherein the 
shock absorber further comprises a heat exchanger operable 
to remove heat from the ?uid maintained Within the damper 
body. 

15. The shock absorber as claimed in claim 14 Wherein the 
heat exchanger comprises a coiled tube positioned around an 
exterior surface of the damper body, the heat exchanger oper 
able to circulate a heat exchanger ?uid such that cool heat 
exchanger ?uid enters the heat exchanger at a ?rst end and 
Warm heat exchanger ?uid exits the heat exchanger at a sec 
ond end. 

16. A vehicle comprising: 
a shock absorber comprising: 

a damper body having an upper end and a loWer end 
a piston assembly comprising a piston rod and a piston 

plunger, Wherein: 
the piston plunger and at least a portion of the piston 

rod is slidably enclosed Within the damper body; 

10 
the piston rod extends out of the upper end of the 

damper body; 
the piston plunger is positioned Within the damper 

body such that a ?uid chamber is de?ned Within the 
5 damper body betWeen the loWer end of the damper 

body and the piston plunger; and 
the piston plunger comprises one or more slots oper 

able to pass ?uid from the ?uid chamber to a region 
Within the damper body that is betWeen the upper 
end of the damper body and the piston plunger 
during a doWn stroke of the piston assembly Within 
the damper body; and 

a pulser operable to generate hydraulic Waves that form 
a donut shaped eddie Within the ?uid that propagates 
toWard the piston assembly, Wherein the hydraulic 
Waves alter the damping force of the shock absorber; 
and 

a controller operable to provide a control signal to the 
shock absorber to cause the pulser to generate a force 
Within the ?uid maintained Within the ?uid reservoir that 
is opposite a doWnWard motion of the piston plunger 
such that a damping force of the shock absorber is 
altered. 

17. The vehicle as claimed in claim 16 Wherein: 
the vehicle further comprises a sensor operable to produce 

a status signal corresponding to a vehicle operating con 
dition; and 

the controller is further operable to receive the status signal 
from the sensor and vary the control signal provided to 
the shock absorber based at least in part on the received 
status signal. 

18. The vehicle as claimed in claim 16 Wherein the pulser 
is operable to generate the hydraulic Waves by vibrating at a 
vibration frequency. 

19. The vehicle as claimed in claim 16 Wherein the vehicle 
further comprises a damping selector unit comprising: 

a ?rst driver-selectable damping setting, Wherein When the 
damping selector unit is in the ?rst damping setting, the 
damping selector unit provides a ?rst manual control 
signal to the controller such that the pulser vibrates 
Within a ?rst frequency range; and 

a second driver-selectable damping setting, Wherein When 
the damping selector unit is in the second damping set 
ting, the damping selector unit provides a second manual 
control signal to the controller such that the pulser 
vibrates Within a second frequency range that is less than 
the ?rst frequency range. 

20. The vehicle as claimed in claim 16 Wherein: 
the shock absorber comprises a heat exchanger operable to 

remove heat from the ?uid maintained Within the 
damper body; and 

the vehicle comprises a temperature regulation system 
coupled to the heat exchanger and operable to receive 
the heat removed by the heat exchanger. 

21. The vehicle as claimed in claim 16 Wherein the shock 
absorber comprises a second pulser. 
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