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(57) ABSTRACT 
Embodiments of the present invention include a composite 
electromechanical machine Which can operate as a motor, a 
generator (including dynamo or alternator), or any combina 
tion thereof. In an aspect, the present composite electrome 
chanical machine comprises at least a double-sided magnetic 
plane (e.g., rotor or stator) to form tWo rotor/stator pairs, 
together With a controller to con?gure the multiple rotor/ 
stator pair. The controller can con?gure or convert the mul 
tiple rotor/stator pairs into motors, generators, or nonopera 
tion, and also can change the Windings characteristics of the 
magnetic planes. The controller can add neW functionality 
and characteristics to the present composite electromechani 
cal machine. Other embodiments can also be included. 

18 Claims, 13 Drawing Sheets 
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COMPOSITE ELECTROMECHANICAL 
MACHINES WITH CONTROLLER 

The present invention is related to application Ser. No. 
12/210,169, ?ling date Sep. 12, 2008, entitled “Composite 
electromechanical machines With gear mechanism”, and to 
application Ser. No. 12/210,171, ?ling date Sep. 12, 2008, 
entitled “Composite electromechanical machines With uni 
form magnets”, hereby incorporated by reference. 

The present invention relates generally to electromechani 
cal machines, such as motor, generator, dynamo, or alterna 
tors, and particularly to composite electromechanical 
machines. 

BACKGROUND 

Electromechanical machines such as altemator(s), motor 
(s), dynamo (s), and generator(s) can convert energy betWeen 
mechanical energy and electrical energy. For example, an 
electric motor uses electrical energy to produce mechanical 
energy, and a generator or dynamo uses mechanical energy to 
produce electrical energy. In general, an electromechanical 
machine can operate as a motor or as a generator, depending 

on the applied input energy. The major differences betWeen a 
motor and a generator can be in the desired optimization, for 
example, a motor is designed to optimiZe speed or torque, and 
a generator is designed to optimiZe poWer generation. Thus 
the folloWing descriptions are directed to electromechanical 
machine, Which can be equally applied to motors and genera 
tor. 

The electromechanical machine can convert betWeen 
mechanical energy and electrical energy through magnetic 
interaction. From a mechanical point of vieW, the electrome 
chanical machine comprises a stator Which is a stationary 
part, and a rotor Which is a rotating part. For example, a motor 
converts electrical poWer to mechanical poWer in its rotor, 
through a poWer supplied to the stator and/ or the rotor. From 
an electrical point of vieW, the electromechanical machine 
comprises an armature Which is the poWer-producing com 
ponent (and Which can be either the rotor or the stator), and 
the ?eld component Which is the magnetic ?eld component 
(and Which can also be either the rotor or the stator and can be 
either an electromagnet or a permanent magnet). The folloW 
ing descriptions use rotor and stator in describing electrome 
chanical machine(s), Which can be equally applied to arma 
ture(s) and ?eld component(s). In addition, the folloWing 
descriptions sometimes use the term “magnetic component” 
or “magnetic plane” of an electromechanical machine to rep 
resent either the stator, the rotor, the armature or the ?eld 
component. 

Electrical machines may take the form of DC motors orAC 
motors With various types such as induction, brushed, brush 
less, universal, stepper, linear, unipolar, reluctance. HoWever, 
this classi?cation is not a rigid distinction, especially With 
advances in electronic control, e.g., moving the commutator 
out of the motor shell. 

There are several Ways to supply/ generate poWer to/ from 
an electromechanical machine. In a motor, the supplied 
poWer can be from a DC source (DC motor), an AC source 
(AC motor), or induced in the rotating device (induction 
motor). AC source can be single-phase or polyphase poWer 
systems. For example, tWo-phase electrical poWer can have 4 
or 3 Wires to provide 2 voltage phases, differing by 90 
degrees. Three-phase electric poWer provides 3 voltage 
phases, differing by 120 degrees. Polyphase poWer can pro 
vide any number of phases, usually three, or a multiple of 
three. 
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2 
In addition, motors can incorporate single or double mul 

tiphase Winding set that is connected to a poWer supply. For 
example, doubly-fed electric motors have tWo independent 
multiphase Windings that actively participate in the energy 
conversion process, and thus can provide tWice the constant 
torque speed range as singly-fed electric machines. 

SUMMARY OF THE DESCRIPTION 

Embodiments of the present invention include a composite 
electromechanical machine Which can operate as a motor, a 
generator (including, but not limited to, dynamo or altema 
tor), or a combination of motor and generator. The present 
composite electromechanical machine comprises a double 
sided magnetic plane (e.g., rotor or stator) With a controller to 
con?gure the magnetic planes of the electromechanical 
machine. The controller can con?gure a Winding of the mag 
netic plane, con?gure a functionality (e.g., disabling a por 
tion, forming a composite motor, a composite generator, or a 
combination of a motor and a generator) or a characteristic 
(forming motor or generator of different phases) of the elec 
tromechanical machine. 

In an aspect, the present composite electromechanical 
machine comprises at least tWo rotor/stator pairs integrated 
together. In an aspect, the tWo stators from the tWo rotor/ stator 
pairs form a double-sided stator having an inner stator side 
and an outer stator side. The composite double-sided stator 
can replace tWo separate inner stator and outer stator in cou 
pling With an inner rotor and an outer rotor, respectively. In an 
aspect, the tWo rotors from the tWo rotor/ stator pairs form a 
double-sided rotor having an inner rotor side and an outer 
rotor side. The composite double-sided rotor can replace tWo 
separate inner rotor and outer rotor in coupling With an inner 
stator and an outer stator, respectively. The stator and the 
rotors can comprise either a permanent magnet or a Winding 
to generate a magnetic ?eld. If the rotors comprise Winding, a 
brush mechanism can be included to accommodate the Wind 
ing. The composite electromechanical machine can be a 
brushless machine With the rotor comprising of at least one 
permanent magnet, and the double-sided stator comprising 
stator Winding(s). The composite electromechanical machine 
can be a brush machine With the rotor (inner rotor, outer rotor 
or both rotors) comprising a Winding, and the double-sided 
stator comprising of at least one permanent magnet. The 
composite electromechanical machine further comprises a 
controller coupled to the rotor/statorpairs to con?gure at least 
a Winding of the rotor/ stator pairs. Con?guring a Winding can 
con?gure or change the functionality or the characteristics of 
the rotor/ stator pairs. 

In an embodiment, con?guring or changing the function 
ality of a rotor/ stator pair includes making the rotor/ stator pair 
become either a nonoperation part, a motor or a generator. For 
example, changing the functionality of a rotor/ stator pair can 
include changing a motor con?guration to a generator con 
?guration, and vice versa. The controller can change the 
function of the composite electromechanical machine to 
accommodate different situations. For example, a composite 
electromechanical machine can comprise tWo rotor/ stator 
pairs. For high motor poWer, the controller can con?gure the 
tWo rotor/ stator pairs to be motor, combining their poWer. For 
reducing poWer, the controller can con?gure one rotor/ stator 
pair to be nonoperation, such as no poWer or a small poWer to 
offset the magnetic braking is supplied to the rotor, the stator, 
or rotor/ stator pair, leaving one rotor/ stator pair to carry the 
load. If the tWo motor/ stator pairs have different poWer levels, 
there can be tWo levels of poWer outputs, a loW poWer With the 
stronger rotor/ stator pair becoming nonoperation, and a high 
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power With the Weaker rotor/ stator pair nonoperation. For a 
faster reduction of power or speed, the controller can con?g 
ure one rotor/ stator pair to be a generator, essentially provid 
ing a braking force on the remaining motor. This con?gura 
tion can conserve energy, storing the braking poWer of the 
motor into electrical poWer of the generator. Similarly, if the 
tWo motor/ stator pairs have different poWer levels, there can 
be tWo levels of braking poWer, a higher braking poWer With 
the high poWer rotor/stator pair nonoperation, and a loWer 
braking poWer With the loW poWer rotor/ stator pair nonopera 
tion. Additionally, anyone or a combination thereof can 
reverse the rotation of the motor for even stronger braking and 
coming to a complete stop. 

In an aspect, the controller can change the characteristics of 
the rotor/ stator pairs, such as changing the Wiring or phase 
Wiring of at least a rotor or a stator. Con?guring a Winding of 
a rotor/ stator pair can comprise changing the phase Wiring of 
the rotor/ stator pair, such as con?guring a Wiring of the rotor/ 
stator pair (only a rotor, only a stator, or both rotor/ stator) to 
different phases. For example, changing phase Wiring can 
con?gure the Windings of a rotor/ stator pair to a higher num 
ber of phases for high torque and loW speed spinning. The 
number of phases can be one phase, tWo phases, three phases, 
or higher. For example, in a three-phase system, three circuit 
conductors carry three alternating currents (of the same fre 
quency) Which reach their instantaneous peak values at dif 
ferent times. Each current is delayed in time by one-third of 
one cycle of the electrical current. 

In an aspect, the controller comprises a sWitching matrix to 
con?gure the Windings. In an aspect, the sWitching matrix is 
a separate component, coupled to the controller. 

In an embodiment, the present invention discloses a 
method for con?guring a composite electromechanical 
machine, Which preferably comprises at least a double-sided 
rotor or stator. The machine could be a motor or a generator. 

The methodology turns a rotor/ stator pair to nonoperation 
con?guration, to a motor con?guration, or to a generator 
con?guration. In an aspect, the method comprises a monitor 
ing of a desired output. If a higher output is required, addi 
tional rotor/ stator pairs can be con?gured to add poWer. If a 
loWer output is required, one or more rotor/ stator pairs can be 
con?gured to be nonoperation, reducing the poWer output. 
Alternatively, one or more rotor/ stator pairs can be con?gured 
to be a brake for quickly reducing poWer. For example, for a 
motor operation, converting a rotor/ stator pair from a motor 
con?guration to a generator con?guration provides a braking 
operation to the motor. For a generator operation, adding 
additional rotor/ stator pairs to the generator can also provide 
a braking operation. The brake can conserve poWer through 
the use of poWer generated from the generator. 

Other embodiments can also be included. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates an interaction of magnetic ?eld(s) in 
electromechanical machine. 

FIGS. 2A-2B illustrate schematic diagrams utiliZing a 
double-sided rotor for generator and motor. 

FIGS. 3A-3B illustrate schematic diagrams utiliZing a 
double-sided stator for generator and motor. 

FIGS. 4A-4D illustrate various embodiments of the present 
electromechanical machine. 

FIG. 5 illustrates another embodiment of the present elec 
tromechanical machine. 

FIGS. 6A-6B illustrate brushless and brushed schematic 
diagrams With a double-sided stator. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
FIG. 7 illustrates a brushed schematic diagram With a 

double-sided stator. 
FIGS. 8A-8F illustrate various electromechanical 

machines according to embodiments of the present invention. 
FIG. 9 illustrates a method of con?guring an electrome 

chanical machine according to an embodiment of the present 
invention. 

FIG. 10 illustrates another method of con?guring an elec 
tromechanical machine according to an embodiment of the 
present invention. 

FIG. 11 illustrates another method of con?guring an elec 
tromechanical machine according to an embodiment of the 
present invention. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Embodiments of the invention include a composite motor 
or generator Which comprises multiple rotor/ stator pairs that 
are con?gured as a double-sided stator and/or double-sided 

rotor and a controller for con?guring at least a Winding of a 
rotor/ stator pair or for con?guring or changing the function 
ality or characteristics of the rotor/ stator pairs. 

FIG. 1 illustrates the interaction of magnetic ?eld(s) in a 
motor or generator. A poWer can be applied to a magnetic 
plane 1, for example, through the Windings 2, to generate a 
magnetic ?eld 3. Interaction of the magnetic ?eld 3 With 
another magnetic plane 4 can provide a movement for this 
magnetic plane 4. Conversely, movement of the magnetic 
plane 4 can generate poWer Within the Windings 2 of the 
magnetic plane 1. In this con?guration, certain magnetic ?eld 
is directed aWay from the interaction, and thus does not con 
tribute to the poWer transfer 

FIG. 2A illustrates a schematic for a generator using a 
double-sided rotor, providing a better utiliZation of the mag 
netic ?eld. The magnetic plane 14 has magnets 17 (either 
permanent magnet or electromagnet) generating magnetic 
?eld to tWo other magnetic planes 11 and 15. The magnetic 
plane 14 in this con?guration is a double-sided rotor, and the 
movement of the magnetic plane 14 generates poWer in the 
Windings 12 in the stationary magnetic planes 11 and 15. The 
composite generator includes a pair of stator 11 and rotor 14, 
together With a pair of stator 15 and rotor 14. The rotor 14 is 
double-sided, thus acting as tWo rotors for interacting With 
tWo stators 11 and 15. 

Similarly, FIG. 2B illustrates a motor utiliZing a double 
sided rotor With the same con?guration as that of FIG. 2A. 
PoWer applied to the Windings 12 of the stationary stators 11 
and 15 generates a magnetic ?eld, Which interacts With the 
double-sided rotor 14 to move the rotor 14. In these con?gu 
rations, a double-sided rotor can provide a composite 
machine, comprising tWo individual machines. 

FIGS. 3A and 3B illustrate a schematic for a generator and 
a motor, respectively, using a double-sided stator 24. The 
movement of the inner and outer rotors 21 and 25 can generate 
a magnetic interaction in stator 24, leading to poWer genera 
tion in Windings 22 (FIG. 3A). Conversely, poWer can be 
applied to the double-sided stator 24 to generate movement in 
both rotors 21 and 25 (FIG. 3B). 
The present invention relates to an electromechanical 

machine employing a double-sided stator/rotor and dual 
rotors/ stators, respectively, With a controller for con?guring a 
Winding connection of the stator, rotor or both, and for con 
?guring or changing a functionality or characteristic of the 
electromechanical machine. The present electromechanical 
machine can possess a variety of functions based on different 
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con?gurations of the Windings arrangements of the stator and 
rotor pairs, such as high torque density, fast brake, and high 
e?iciency. 

In an embodiment, the electromechanical machine prefer 
ably includes at least one double-sided stator and at least a 
rotor having inner and outer Working sides. The stator is 
inserted betWeen the inner and outer Working sides of the 
rotor With air gap(s) betWeen a rotor/ stator surface pair, form 
ing a rotor-stator/stator-rotor structure. The stator preferably 
includes an inner stator side, an outer stator side, generally 
has a holloW cylindrical shape, With permanent magnet or 
slotted or non-slotted With Winding to form electromagnet. In 
an aspect, the stator has a Winding With a plurality of 
polyphase Windings of electrical Wires. The rotor has a gen 
erally cylindrical shape Which includes an inner rotor com 
ponent and an outer rotor component. The rotor can also 
include tWo separate rotors, an inner rotor and an outer rotor. 

In an embodiment, a plurality of permanent magnets is 
mounted to the Working sides of the rotors to form a brushless 
con?guration. Alternatively, Windings can be employed on 
the rotors to form brushed con?guration. 

FIG. 4A illustrates a schematic con?guration of an 
embodiment of the present apparatus, comprising a compos 
ite electromechanical machine 40 and a controller 41. The 
composite electromechanical machine comprises at least a 
double-sided rotor or a double-sided stator to form at least 
tWo rotor/ stator pairs Where each rotor/ stator pair can operate 
as an electromechanical machine, e. g. a motor or a generator. 

The controller 41 is coupled to the composite electrome 
chanical machine 40 and is capable of con?guring the com 
posite electromechanical machine 40. For example, the con 
troller 41 can con?gure the functionality of the various rotor/ 
statorpairs of the composite electromechanical machine to be 
nonoperation, motors, generators or any combination thereof 
The controller 41 can con?gure the characteristics of the 
various rotor/ stator pairs of the composite electromechanical 
machine such as the phase Windings so that a motor can have 
different speed or torque, or a generator can have different 
output phases. In an aspect, the controller 41 is connected to 
the Wirings of the rotors and stators, and thus can change or 
con?gure at least a Wiring of the rotor or stator. 

In an embodiment, the controller 41 can con?gure (or 
change) any number of rotor/ stator pairs. For example, for a 
composite machine (e.g., motor or generator) having 2 rotor/ 
stator pairs, the controller can turn one rotor/ stator pair into a 
nonoperation machine to reduce the poWer output. The con 
troller can also turn a rotor/stator pair into a generator to 
generate a braking action for re-using braking energy. 

FIG. 4B illustrates another schematic con?guration of an 
embodiment of the present apparatus, comprising tWo com 
posite electromechanical machines 40A and 40B and a con 
troller 41. The controller 41 can con?gure the composite 
electromechanical machines 40A and 40B, preferably 
through changing the Wiring connections, to be nonoperation, 
motor, generator, or any combination thereof. 

FIG. 4C illustrates an embodiment of the present machine 
Where a Wiring matrix 42 such as a sWitching matrix is con 
nected to the composite electromechanical machine 44, pref 
erably through the Wiring or electrical Windings of a rotor or 
stator. The controller 41 can con?gure the composite electro 
mechanical machines 44 through the Wiring matrix 42. FIG. 
4D illustrates an alternate embodiment Where the Wiring 
matrix 42 is a part of the controller 41. 

FIG. 5 illustrates an embodiment of the present machine 
comprising tWo composite electromechanical machines 40A 
and 40B With tWo sub-controllers 43A and 43B, Which are 
connected to the controller 41. The controller 41 con?gures 
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6 
the machines 40A and 40B through the sub-controllers 43A 
and 43B. Wiring matrices can be incorporated in the 
machines 40A, 40B, or in the sub-controllers 43A, 43B. 

Embodiments of the present invention present a novel type 
electric motor/ generator With many unique concepts and con 
?gurations, such as the combination of at least tWo electric 
machines into one, effectively reducing the amount of needed 
materials and multiplying the output force by the number of 
machines combined. 

In an embodiment, the machine can be a motor having 
loW-speed high-torque. High-speed design can require a gear 
ing arrangement to reduce the speed and increase the torque 
output. LoW speed high torque motor can eliminate the need 
for a gearing arrangement, resulting in a signi?cant bene?t in 
cost, material consumption, and overall Weight. 
An embodiment focuses on the combination of tWo electric 

motors (or generators, or any combination of motors and 
generators). This is accomplished by using both sides of the 
stator, making a double-sided stator, and/or by using both 
sides of the rotor, making a double-sided rotor. Each one of 
these double-sided con?gurations is constructed to form a 
single plane (Stator Plane or Rotor Plane). 

In an aspect, each type of plane is connected to the appro 
priate back plates. The stator back plate is held stationary and 
is the mounting point for the motor. The rotor back plate is 
connected to the output mechanism. The double-sided stator/ 
rotor can be Wound in any feasible manner and the Windings 
can be either separate or combined as one. Alternatively, 
permanent magnets can be used. 
The present electromechanical machine can be constructed 

With permanent magnets or electromagnets, and it can func 
tion as an alternator/generator producing electrical energy. 
The present machine can generate induced electrical energy 
through normal operation, for example, additional Windings 
can be included into the design to produce electrical poWer 
from normal operation of the motor, Without resistance to its 
normal rotation. 

Typically the magnetic planes (rotor or stator planes) are 
planar or concentric. There can be any number of magnetic 
planes. Magnetic planes can be cylindrical in shape. Outer 
planes are holloW cylinder to alloW for the insertion of a 
smaller diameter magnetic planes or the motors main trans 
mission shaft. They are either a representation of a multi 
sided/multidirectional stator/rotor, or a multi-sided armature/ 
?eld. The magnetic planes can have each side Wired 
individually, thereby giving full control of each of the mag 
netic planes, for Whichever function is desired. The magnetic 
plane can be a multi-sided ?eld/armature/stator/rotor having 
multiple sides. This plane is constructed on a magnetic plane. 
Generally, one magnetic plane is located on the outside sur 
face of the double-sided magnetic plane While another one is 
located on the inside surface of the double-sided magnetic 
plane. In addition, other magnetic planes can be added at 
various other locations and directions and orientations. 
The permanent magnets are preferably radially magne 

tiZed, but may be magnetiZed using blocked, tapered, parallel, 
or interleaved methods. In addition, the permanent magnets 
may be comprised of ferrite magnets or rare earth magnets or 
compressed magnetic material. 
The Working surface includes a plurality of inWardly 

extending teeth to receive polyphase Windings of electrical 
Wires Wound around the teeth. A plurality of polyphase Wind 
ings of electrical Wires is preferably toroidally-Wound around 
the stator. The Windings are preferably Wound as back-to 
back Windings. The stator may be formed by a plurality of 
stacked laminations that are connected together, or altema 
tively, may be formed by a magnetic poWdered material that 



US 8,183,802 B2 
7 

is compressed together or some combination thereof. The 
Windings Wound around the stator may comprise toroidally 
Wound Windings, lap Windings, Wave Windings, or other types 
of Windings knoW in the art. 

FIGS. 6A-6B illustrate an embodiment of the present 
machine, With the double-sided stator/rotor 36 comprising a 
plurality of electromagnet Windings 60 for generating mag 
netic ?eld(s) to an inner rotor/ stator 34 and an outer rotor/ 
stator 35. FIG. 6A shoWs a brushless embodiment Where the 
rotors have permanent magnets 61 and 62. FIG. 6B shoWs a 
brushed embodiment Where the rotors have electromagnet 
Windings 63 and 64. 

FIG. 7 illustrates an embodiment of the present machine, 
With the double-sided stator/rotor 36 comprising a plurality of 
permanent magnets 70 for generating magnetic ?eld(s) to an 
inner rotor/ stator 34 and an outer rotor/ stator 35. FIG. 7 shoWs 
a brushed embodiment Where the rotors have electromagnet 
Windings 73 and 74. 

FIGS. 8A-8F illustrate various con?gurations for the 
present electromechanical machine having a double-sided 
stator (or rotor) and dual inner/ outer rotors (or stators) Work 
ing like tWo conventional machines, With one machine on the 
inside and the other machine on the outside. 

FIG. 8A shoWs an embodiment of the present machine 
Where the rotors and stators are attached to back plates 81 and 
82. As shoWn, the back plate 81 is rotatable and contains the 
rotors 34 and 35, and the back plate 82 is stationary (or 
attached to the rotating axis 80 through a bearing mechanism) 
and contains the double-sided stator 36. Alternatively, the 
back plate 81 can be stationary With the rotors 34, 35 become 
stators, and the back plate 82 is rotatable With the double 
sided stator 36 become a double-sided rotor. The magnetic 
planes (rotors or stators, 34, 35 and 36) can have embedded 
magnets (permanent or electromagnets) to provide interact 
ing magnetic ?eld. The magnets in the double- sided magnetic 
plane can provide substantially similar magnet ?eld as dis 
closed above. The rotors and the double-sided stator can be 
coupled through a device that alloWs free axle rotation, such 
as a bearing (not shoWn). 

FIG. 8B shoWs an embodiment of the present machine 
Where the rotors and stators planes are attached to a back plate 
81 and 83. As shoWn, the back plate 81 is rotatable and back 
plate 83 is stationary, but in another embodiment, back plate 
81 can be stationary and back plate 83 is rotatable. Altema 
tively, both back plates can be rotatable. Inside the electro 
mechanical machine are several layers of magnetic planes, 
each one folloWing the circumference of the machine at pro 
gressively smaller diameters. The magnetic planes can be a 
short solid or holloW cylinder With closed ends. The magnetic 
planes are partitioned in tWo sections, one section is station 
ary and one section is rotating. Either section can have per 
manent or electromagnets. If the rotating section contains the 
electromagnets then a brush assembly is required. If the rotat 
ing section contains the permanent magnets then a control 
ling/timing device is needed, instead of the brushes. 

In an aspect, the back plates are constructed of a very high 
strength metal, plastic or an alloy, in Which there is no ?ex 
ibility, mainly to provide the strength and stability of the 
machine. These plates can also provide the enclosure. Each of 
the plates has a?ixed to them the magnetic planes, either the 
electromagnet planes or the permanent magnet planes. In an 
embodiment, betWeen each of these equally spaced magnetic 
planes is a groove, Which can alloW the plane a?ixed to the 
other back-plate to have a mounting point. Also it can be a 
slide-bearing race alloWing the planes to rotate freely While 
still providing great strength and stability to the machine, by 
providing a support on both sides of the planes. 
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8 
In an aspect, the tWo back-plates can also be held to each 

other by a fastener assembly. The rotating back-plate can have 
a case around it With a bearing race alloWing the rotating 
back-plate to be held in place and still able to move freely in 
a circular motion. In an embodiment, the back-plate can be 
slotted to create a fan like action With one side designed for 
intake and the other designed for exhaust, Which provides 
positive air?oW across the internals of the motor providing a 
cooling effect. 
The magnetic plane is a curved rectangular plate, Which 

contains a series of magnet, arranged in latitude, and 
sequenced in alternating polarity (e.g., positive, negative, 
positive, negative). These plains Will have magnets attached 
to them in such a Way as to alloW the magnet to protrude 
through the plains alloWing an equally poWerful magnetic 
force to exert in?uence both on the in-side and the out-side of 
the plain. These magnets are strategically located as to pro 
vide the maximum amount of torque possible combined With 
the greatest e?iciency. There is alWays one plane, Which is 
situated above and beloW each other, except for the layer 
closet to the shaft, and the outer most layer as Well. The 
electromagnet or group of electromagnets is designed to pro 
vide the greatest amount of torque, yet utiliZing the least 
amount of electricity, thus effectively reducing the heat cre 
ated Within the motor, through the current ?oW. 

In an embodiment, the machine can have a shaft or a 
shaft-sleeve. The concept behind the shaft sleeve is to provide 
for a stacking feature, Where any number of motors can be 
added or removed, to/from a common shaft. This common 
shaft accommodates the possibility to combine the output of 
several electric motors onto one shaft, Without the mechanical 
loss associated With gearing systems. In this con?guration, 
the output force is multiplied by the number of motors on the 
shaft. An additional bene?t of the stacking feature is instead 
of replacing the motor When the poWer requirement changes 
or it fails, just add or remove one or more motors. 

The shaft of the machine can be made longer than the body 
of the motor having the shaft extended from the motor on 
either end or both depending on its application. This shaft can 
be used to add additional motors thereby creating a stack of 
motors. These additionally stacked motors can also function 
independently all the Way doWn to the individual plane level 
in each of the separate motors. Alternately, the shaft can be 
replaced by a sleeve, holloWed, grooved and/ or keyed inside, 
alloWing for the insertion of a shaft. The shaft can be secured 
by any feasible method. This can facilitate the stacking of 
these motors. Further, each motor/ generator can be poWered 
on or off as needed. 

The composite machine can be con?gured to combine their 
poWer, thus signi?cantly increasing the torque or speed of a 
motor, or the poWer generation of a generator. 

FIG. 8C shoWs an embodiment incorporating a shaft sleeve 
85. The inner rotor 34A is a holloW cylinder to accommodate 
the shaft sleeve. Alternatively, the inner rotor can be a solid 
cylinder (not shoWn) Where the shaft sleeve 85 is holloW 
outside the solid cylinder. The shaft sleeve 85 is connected to 
a back plate 84 for rotation. Alternatively, the back plate 84 
and the shaft sleeve 85 are stationary, and the back plate 82 is 
rotatable. 

In addition, cooling mechanism can be incorporated for 
cooling purpose. A fan mechanism at each end of the machine 
creates positive ventilation, such as a back-plate and a front 
plate holding the rotors and stator can be slotted to create a 
fan-like action/effect. This can be used to provide suf?cient 
air?oW across the internals of the motor, providing a cooling 
effect. For example, a fan at one end is used for intake and 
slots/openings at the other end are used for exhaust. Any type 
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of aspiration method can be used, as long as it or in combi 
nation With, can supply suf?cient air intake for purposes of 
transferring heat. In addition, heat transfer for the machine 
can be increased and improved by the addition of highly 
conductive material(s) for thermal management. An attach 
ment or method to hold a ?ltering device can be incorporated 
on all ends, or a permanent ?lter can be used. 

FIG. 8D shoWs an embodiment Where the innermost stator 
34B is a holloW cylinder, With a shaft 86 (or a shaft sleeve, not 
shoWn) passing through. 

FIG. 8E shoWs an embodiment incorporating a fan mecha 
nism at the ends of the rotor/ stator pairs. TWo fan-like blades 
90 and 91 can be slotted to create an air ?oW across the rotors 
and stator for cooling purpose. The con?guration shoWs a 
schematic of the fan tabs, but in general, the fan tabs can be 
facing any directions, for example, the fan tabs could go 
through the side plates. 

FIG. 8F shoWs an embodiment incorporating an additional 
rotor/ stator pair. The outer rotor 35 is converted to a double 
sided rotor 97 and an additional outer stator 96 is added. The 
incorporation of the addition rotor/ stator pair can further 
enhance the poWer of the machine. 

In an embodiment, the present invention discloses methods 
for con?guring the composite electromechanical machine 
having at least a double-sided rotor or stator. In FIG. 9, opera 
tion 90 provides a plurality of coupled electromechanical 
machines With at least one electromechanical machine having 
at least a double-sided rotor or stator. Operation 91 con?gures 
or converts at least one of the electromechanical machines to 
either a motor, a generator or nonoperation. A motor con?gu 
ration can be either forWard or reverse rotation. A generator 
also can be con?gured to generate forward or reverse polarity. 
A nonoperation con?guration can receive Zero poWer or a 
small amount of poWer (of either polarity) to offset the mag 
netic braking. In FIG. 10, operation 100 provides a plurality 
of electromechanical machines. Operation 101 con?gures or 
converts one machine into a motor, having either forWard or 
reverse rotation. Operation 102 con?gures or converts one 
machine into a generator, having either polarity. Operation 
103 con?gures or converts one machine to be nonoperation, 
having Zero poWer or a small poWer to overcome the magnetic 
braking poWer. 

Converting to nonoperation can act to reduce the poWer 
output, for example, to sloW doWn a motor, or to generate less 
motor poWer or less electrical poWer. Converting a running 
machine or con?guring an idle machine to a motor With the 
same rotation can act to add motor poWer, torque or speed. 
Converting a running machine or con?guring an idle machine 
to a motor With the opposite rotation can act to actively reduce 
motor poWer, torque or speed. Converting a running machine 
or con?guring an idle machine to a generator can act to brake 
a motor With re-usage of the braking poWer in the form of 
electrical poWer instead of Wasting the braking poWer to 
friction heat. 

FIG. 11 illustrates an embodiment of the present method. 
Operation 110 monitors a desired input or output. A desired 
input could be an input from an operator, such as an input to 
increase or reduce poWer. A desired output could be a prede 
termined setpoint, such as a desired poWer output or torque or 
speed. Acting as a feedback loop, When an output exceeds a 
setpoint, a signal can be generated to regulate the poWer. 
Operation 111 checks to see if the desired input or output 
requires more poWer, for example, more poWer for a motor or 
more poWer for a generator. If more poWer is needed, addi 
tional electromechanical machine(s) is con?gured or con 
verted to add to the poWer output (operation 114). For 
example, if more motor poWer is needed, an idle machine is 
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10 
con?gured to a motor having the same rotation direction, or a 
generator is converted to a motor having the same rotation 
direction. If more electrical poWer is needed, a machine can 
be converted or con?gured to a generator. 

Operation 112 checks to see if the desired input or output 
requires less poWer, for example, less poWer for a motor or 
less poWer for a generator. If less poWer is required, a cur 
rently running machine can be converted to be nonoperation, 
to a generator, or to a motor having opposite rotation direction 
(operation 115). For example, if less motor poWer is needed, 
a currently running motor can be converted to nonoperation, 
Which Will reduce the poWer output by reducing the number 
of running motors. Also, a currently running motor can be 
converted to a generator, Which Will reduce the poWer output 
and generate braking poWer. Further, converting to a genera 
tor alloWs the re-usage of the braking poWer, for example, by 
converting the braking poWer to electricity. Converting a cur 
rently running motor to a generator reduces the generated 
poWer (by reducing the number of running motors) and gen 
erates braking poWer, thus can be more effective in reducing 
poWer for the composite electromechanical machine. In an 
extreme case, all motors are converted to generators (e.g., all 
running and idle motors), thus Zero poWer and maximum 
braking poWer are generated. Alternatively, an idle machine 
can be con?gured to a generator to generate a braking poWer. 
In this case, the generated poWer remains the same due to the 
same number of running poWer, but With the additional brak 
ing poWer to sloW doWn the poWer output. In addition, a 
machine (either a running motor, an idle machine, or a gen 
erator) can be converted to a motor having opposite rotation 
direction. This conversion can actively reduce the running 
poWer of the motor, acting to fast brake, and even running to 
the opposite direction. 

Operation 113 checks to see if the desired input or output 
requires brake, for example, a motor or a generator needing 
brake. A motor can require braking to sloW doWn, and a 
generator such as one used in a Wind turbine, can required 
braking due to strong Wind. If braking is required, a currently 
running machine can be converted to a generator (operation 
116), or a motor having opposite rotation direction. 
While the invention has been described With reference to 

preferred embodiments, it is to be understood that the inven 
tion is not intended to be limited to the speci?c embodiments 
set forth above. For example, the magnetic component can be 
a planar magnetic component, or the electromechanical 
machine can be a linear motor. 

What is claimed is: 
1. An integrated electromechanical machine comprising 
at least tWo rotor/ stator pairs having at least a Winding 

Wherein the tWo rotor/ stator pairs are selected from a 
group consisting of 
a double-side rotor and tWo stators; and 
a double-side stator and tWo rotors; and 

a controller coupled to the rotor/ stator pairs to con?gure at 
least a Winding of the rotor/ stator pairs, 

Wherein the controller con?gures at least one of the rotor/ 
stator pairs to be a motor, a generator and nonoperation, 

Wherein the controller con?gures at least another of the 
rotor/ stator pairs to be a motor, a generator, and nonop 
eration, 

Wherein the at least one of the rotor/ stator pairs is different 
from the at least another of the rotor/ stator pairs. 

2. An electromechanical machine as in claim 1 Wherein 
con?guring a Winding of a rotor/ stator pair comprises chang 
ing the function of the rotor/ stator pair. 
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3. An electromechanical machine as in claim 2 Wherein 
changing the function of the rotor/stator pair comprises 
changing one of a motor to a generator and a generator to a 
motor. 

4. An electromechanical machine as in claim 2 Wherein 
changing the function of the rotor/stator pair comprises 
changing a motor con?guration to a generator con?guration 
for motor braking. 

5. An electromechanical machine as in claim 1 Wherein 
con?guring a Winding of a rotor/ stator pair comprises chang 
ing the phase Wiring of at least one of a rotor and a stator. 

6. An electromechanical machine as in claim 5 Wherein 
changing the phase Wiring comprises con?guring the Wind 
ings to different phases. 

7. An electromechanical machine as in claim 5 Wherein 
changing the phase Wiring comprises con?guring the Wind 
ings to a higher number of phases for high torque and loW 
speed spinning. 

8. An electromechanical machine as in claim 1 further 
comprising a sWitching matrix coupled to the controller and 
the Windings for con?guring the rotor/ stator pairs. 

9. An apparatus comprising: 
a plurality of coupled electromechanical machines inte 

grated together With a common axis, each coupled elec 
tromechanical machine comprising a stator and a rotor 
With at least one being one of a shared stator and a shared 

rotor, 
Wherein the shared rotor comprises a double-sided rotor 

having a ?rst rotor side facing a ?rst stator side and a 
second rotor side facing a second stator side, 

Wherein the shared stator comprises a double-sided sta 
tor having a ?rst stator side facing a ?rst rotor core and 
a second stator side facing a second rotor core; and 

a controller coupled to the coupled electromechanical 
machines to con?gure the coupled electromechanical 
machines, 

Wherein the controller con?gures at least one of the 
coupled electromechanical machines to be a motor, a 
generator and nonoperation, 

Wherein the controller con?gures at least another of the 
coupled electromechanical machines to be a motor, a 
generator, and nonoperation, 

Wherein the at least one of the coupled electromechanical 
machines is different from the at least another of the 
coupled electromechanical machines. 

10. An apparatus as in claim 9 further comprising a plural 
ity of sub-controllers, a sub-controller coupled to a electro 

10 

20 

25 

30 

35 

40 

45 

12 
mechanical machine for con?guring the electromechanical 
machine, and Wherein the controller con?gures the plurality 
of sub-controller. 

11. An apparatus as in claim 9 Wherein con?guring an 
electromechanical machine comprises changing the function 
of the electromechanical machine. 

12. An apparatus as in claim 9 Wherein con?guring an 
electromechanical machine comprises changing the phase 
Wiring of the electromechanical machine. 

13. A method comprising: 
providing a plurality of coupled electromechanical 

machines integrated together With a common axis, each 
coupled electromechanical machine comprising at least 
one of a double-sided stator and a double-sided rotor, 
Wherein the double-sided rotor comprising a ?rst rotor 

side facing a ?rst stator side and a second rotor side 
facing a second stator side, and 

Wherein the double-sided stator comprising a ?rst stator 
side facing a ?rst rotor core and a second stator side 
facing a second rotor core; 

con?guring at least one of the coupled electromechanical 
machines to be one of a motor, a generator, and nonop 
eration; and 

con?guring at least tWo of the coupled electromechanical 
machines to operate independent of each other. 

14. A method as in claim 13 Wherein con?guring the 
coupled electromechanical machines comprises con?guring 
at least one of the coupled electromechanical machines to be 
a motor, a generator, and nonoperation and con?guring at 
least another of the coupled electromechanical machines to 
be one of a motor, a generator, and nonoperation. 

15. A method as in claim 13 Wherein con?guring a coupled 
electromechanical machine comprises changing the function 
of the electromechanical machine. 

16. A method as in claim 13 Wherein con?guring a coupled 
electromechanical machine comprises changing a motor con 
?guration to a generator con?guration for motor braking. 

17. A method as in claim 13 Wherein con?guring a coupled 
electromechanical machine comprises changing a motor con 
?guration to a nonoperation con?guration for poWer reduc 
ing. 

18. A method as in claim 13 Wherein con?guring a coupled 
electromechanical machine comprises changing a generator, 
and nonoperation con?guration for poWer increase. 


