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ENHANCED COMPOSITIONS CONTAINING 
CELLS AND EXTRACELLULAR MATRIX 

MATERIALS 

REFERENCE TO RELATED APPLICATIONS 

The present application is a continuation of US. patent 
application Ser. No. 12/178,321, ?led Jul. 23, 2008, pending, 
Which is a continuation of International Application No. PCT/ 
US2007/082238 ?led Oct. 23, 2007, entitled “PROCESSED 
ECM MATERIALS WITH ENHANCED COMPONENT 
PROFILES” Which claims the bene?t of US. Provisional 
Patent Application Ser. No. 60/853,584 ?led Oct. 23, 2006, 
entitled “PROCESSED ECM MATERIALS WITH 
ENHANCED COMPONENT PROFILES”, all of Which are 
hereby incorporated by reference in their entirety. 

BACKGROUND 

The present invention relates generally to medical graft 
materials and, in particular, to medical graft materials derived 
from tissue materials. 
A variety of processed extracellular matrix (ECM) mate 

rials have been proposed for use in medical grafting, cell 
culture, and other related applications. For instance, medical 
grafts and cell culture materials containing submucosa 
derived from small intestine, stomach or urinary bladder tis 
sues, have been proposed. See, e.g., US. Pat. Nos. 4,902,508, 
4,956,178, 5,281,422, 5,554,389, 6,099,567 and 6,206,931. 
In addition, Cook Biotech Incorporated, West Lafayette, Ind., 
currently manufactures a variety of medical products based 
upon small intestinal submucosa under the trademarks SUR 
GISIS®, STRATASIS® and OASIS®. 

Medical materials derived from liver basement membrane 
have also been proposed, for example in US. Pat. No. 6,379, 
710. As Well, ECM materials derived from amnion (see eg 
US. Pat. Nos. 4,361,552 and 6,576,618) and from renal cap 
sule membrane (see International PCT Patent Application 
No. WO 03/002165 published Jan. 9, 2003) have been pro 
posed for medical and/or cell culture applications. 

Attempts have been made to provide a processed ECM 
material that retains medically signi?cant substances other 
than collagen. HoWever, in order to prepare a processed ECM 
in Which undesired components have been removed, the 
material is typically subjected to a battery of manipulations, 
Which can have undesirable consequences to the desirable 
components contained Within the material. For example, sub 
mucosa and other ECM materials have been shoWn to include 
a variety of desirable components other than collagen that can 
contribute to the bioactivity of the materials and to their value 
in medical grafting and other uses. As examples, ECM mate 
rials can include groWth factors, cell adhesion proteins, and 
proteoglycans that can be bene?cial When retained in the 
processed ECM. HoWever, it is di?icult to selectively retain 
these components While removing high levels of undesired 
components in preparing a medically acceptable graft. 

Needs remain for biomaterials that not only possess the 
necessary physical properties and high levels of biocompat 
ibility and sterility, but also the desired levels of bene?cial 
components. Methods for preparing and using these materi 
als, as Well as medical devices formed from these materials 
are also needed. The present invention addresses these needs. 

SUMMARY 

In one aspect, the present invention provides a medical 
graft material including a processed extracellular matrix 
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2 
(ECM) material. The ECM material retains collagen and non 
collagen components, and desirably exhibits an angiogenic 
character. At the same time, the ECM material has loW levels 
of undesired components such as native lipids, nucleic acids 
(eg DNA), and/ or immunoglobulinA (IgA) components. In 
preferred embodiments, the ECM material includes submu 
cosa. 

In one embodiment, the present invention provides a medi 
cal graft material including a sterile, decellulariZed extracel 
lular matrix (ECM) material. The ECM material includes 
native ?broblast groWth factor-2 (FGF-2), and native immu 
noglobulin A (IgA) at a level of no greater than 20 ug/ g. In 
some forms, the material can have a lipid content of no greater 
than about 4%. In preferred embodiments, the isolated ECM 
material includes submucosa and has a native IgA at a level of 
no greater than 5 ug/ g and a native lipid content of no greater 
than about 3%. 

In yet another aspect, the present invention provides a 
medical graft material including a sterile, decellulariZed 
extracellular matrix (ECM) material. The ECM material has 
a native FGF-2 content of at least about 10 ng/g and at least 
one of, and in certain forms each of (i) native IgA at a level of 
no greater than about 20 ug/ g; (ii) native lipids at a level of no 
greater than about 4% by Weight; (iii) native hyaluronic acid 
at a level of at least about 50 ug/ g; and (iv) native sulfated 
glycosaminoglycan at a level of at least about 500 ug/g. In 
certain preferred embodiments, the ECM material includes 
submucosa. In additional forms, the ECM material has a 
native IgA at a level of no greater than about 5 ug/g and a 
native lipid content of no greater than about 3% by Weight. 

Further provided by the invention is a method for treating 
a patient. The method includes grafting the patient With a 
medical graft material of the invention. 
The present invention further provides a method for pre 

paring a medical graft material. The method comprises pro 
viding a starting extracellular matrix (ECM) material. The 
starting ECM material is treated to decrease the lipid, nucleic 
acid and/or IgA and/or other immunoglobulin content of the 
material While the material retains a signi?cant level of 
groWth factor(s), proteoglycans, and/or glycosaminoglycans. 
In certain embodiments, the method includes treating the 
starting ECM material With a dilute ionic detergent solution to 
disrupt cell and nuclear membranes, and With a basic solution 
to solubiliZe and remove DNA and other nucleic acid mate 
rials. The method can additionally include treating the ECM 
material With an organic solvent to remove lipids from the 
material, and/or With an oxidiZing disinfectant solution, e.g. 
containing a peroxy compound, to disinfect the material. The 
ECM material is preferably rinsed to remove residues left by 
these solutions. 

Medical graft materials of the invention can be provided in 
a Wide variety of forms. For example, a medical graft material 
can be provided as one or more sheets, a paste, a sponge, a 

non-gelled aqueous solution, a poWder, or a gel. Combina 
tions of these forms are also contemplated. 
The various forms of a medical graft material can be used 

in a Wide variety of medical (including veterinary) applica 
tions. Examples include the repair or reconstruction of tissue, 
such as nervous tissue, dermal tissue (eg in Wound care), 
cardiovascular tissue (including vascular tissue and cardiac 
tissue), pericardial tissue, muscle tissue, bladder tissue, ocu 
lar tissue, periodontal tissue, bone, connective tissue such as 
tendons or ligaments, and others. 

Additional embodiments as Well as features and advan 
tages of the invention Will be apparent from the descriptions 
herein. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 depicts a medical graft material of the invention 
formed from a single layer of an extracellular matrix (ECM) 
material isolated from tissue of a Warm blooded vertebrate. 

FIG. 2 depicts a medical graft material of the invention 
formed from tWo layers of an ECM material isolated from 
tissue of a Warm blooded vertebrate. 

FIG. 3 provides a side vieW of one prosthetic valve device 
of the invention that includes an ECM material attached to a 
frame. 

FIG. 4 provides a left side vieW of the prosthetic valve 
device depicted in FIG. 3. 

FIG. 5 provides a right side vieW of the prosthetic valve 
device depicted in FIG. 3. 

DETAILED DESCRIPTION 

For the purposes of promoting an understanding of the 
principles of the invention, reference Will noW be made to 
certain embodiments thereof and speci?c language Will be 
used to describe the same. It Will nevertheless be understood 
that no limitation of the scope of the invention is thereby 
intended, such alterations and further modi?cations in the 
described embodiments, and such further applications of the 
principles of the invention as illustrated herein being contem 
plated as Would normally occur to one skilled in the art to 
Which the invention relates. 
As disclosed above, in one aspect the invention provides 

extracellular matrix graft materials having unique component 
pro?les that are loW in undesired components While retaining 
signi?cant levels of desired components. These unique mate 
rials can be prepared by processing methods that comprise 
treating a relatively impure ECM starting material to decrease 
the content of the undesired components, such as nucleic 
acid, lipids and/or immunoglobulins such as IgA, While 
retaining substantial levels of desired components such as 
groWth factor(s), proteoglycans and/or glycosaminoglycans 
(GAGs). Typically, the ECM starting material Will be treated 
With a mild detergent solution, such as an ionic or nonionic 
detergent solution. The loW concentration of detergent 
enables a retention of a substantial level of desired compo 
nents, such as those as noted above. In certain modes of 
operation, the ECM material Will be treated With an aqueous 
solution of sodium dodecyl sulfate (SDS) or another ionic or 
nonionic detergent at a detergent concentration of about 
0.05% to about 1%, more preferably about 0.05% to about 
0.3%. This treatment can be for a period of time effective to 
disrupt cell and nuclear membranes and to reduce the immu 
noglobulin (e. g. IgA) content of the ECM material, typically 
in the range of about 0.1 hour to about 10 hours, more typi 
cally in the range of about 0.5 hours to about 2 hours. Pro 
cessing the isolated ECM material in this manner preferably 
disrupts cell and nuclear membranes and results in a material 
With a substantially reduced its IgA content, thus reducing the 
immunogenicity of the material. For example, a processed 
ECM material of the invention can have a native IgA content 
of no greater than about 20 ug/ g. In preferred embodiments, 
an ECM material of the invention can have a native IgA 
content of no greater than 15 ug/ g, no greater than 10 ug/ g, or 
even no greater than 5 ug/ g. In certain embodiments, the 
processed ECM material includes essentially no native IgA. 
By “essentially no IgA” is meant that the isolated ECM mate 
rial includes IgA beloW detectable levels. Means for detecting 
IgA are Well knoWn in the art and include, for example, 
enzyme-linked immunosorbent assay (ELISA). It Will be 
understood in this regard that ECM materials obtained from 
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4 
different sources may have differing immunoglobulins that 
predominate in the tissue. It is expected that the processing 
techniques disclosed herein Will be effective to reduce the 
content of ECM materials in other immunoglobulins, includ 
ing those that predominate in the source tissue. Accordingly, 
other aspects of the invention relate to the isolation of an ECM 
material that has substantially reduced levels (e.g. less than 
about 20 ug/ g) of (i) the predominant immunoglobulin in the 
source tissue, or (ii) the total immunoglobulin content (the 
sum of all immunoglobulins in the tissue). 

In addition to treating an ECM material With a detergent 
medium, the ECM material can be contacted With other 
agents that participate in achieving the desired ECM compo 
nent pro?le. For example, the ECM material can be treated 
With an aqueous medium, preferably basic, in Which DNA is 
soluble. Such a medium can in certain forms have a pH in the 
range of above 7 to about 9, With pH’s in the range of about 8 
to about 8.5 proving particularly bene?cial in some embodi 
ments. The basic aqueous medium can include a buffer, desir 
ably a biocompatible buffer such as tris(hydroxymethyl)ami 
nomethane (TRIS), and/or a chelating agent such as ethylene 
diamine tetraacetic acid (EDTA). In one preferred form, the 
nucleic acid solubiliZing medium is a TRIS-borate-EDTA 
(TBE) buffer solution. In another preferred form, the nucleic 
acid solubiliZing medium is a solution of ammonium hydrox 
ide. This treatment With a DNA solubiliZing medium can be 
for a period of time effective to reduce the DNA content of the 
ECM material, typically in the range of about 0.1 hour to 
about 10 hours, more typically in the range of about 0.5 hours 
to about 2 hours. 

In addition to treatment With detergent and DNA-solubili 
Zation media, methods of preparing medical graft materials of 
the invention can involve treatment With a liquid medium that 
results in a substantial reduction of the level of lipid compo 
nents of the ECM material. For example, the resulting native 
lipid content of the ECM material can be reduced to no greater 
than about 4% in certain embodiments. This can be accom 
plished, for example, by a preparative process that involves a 
step of treating the ECM material With a liquid organic sol 
vent in Which the lipids are soluble. Suitable such organic 
solvents include for example Water-miscible solvents, includ 
ing polar organic solvents. These include loW molecular 
Weight (e.g. C1 to C4) alcohols, e.g. methanol, ethanol, iso 
propanol, and butanols, acetone, chloroform, and others. 
Additional organic solvents include nonpolar solvents such as 
hexane, benZene, toluene and the like. In more preferred 
embodiments, the processed ECM material Will be processed 
to have a native lipid content no greater than about 3%, or no 
greater than about 2.5%. This treatment With a lipid-removing 
medium can be for a period of time effective to reduce the 
lipid content of the ECM material, typically in the range of 
about 0.1 hour to about 10 hours, more typically in the range 
of about 0.1 hours to about 1 hours. In certain embodiments, 
multiple (tWo or more) such treatments Will be conducted. 
Additionally, treatment With the lipid-reducing medium as 
discussed above can be carried out before or after treatment 
With a detergent medium and/or aqueous (preferably basic) 
DNA-reducing medium as discussed above. In certain pre 
ferred embodiments, treatment With the lipid-reducing 
medium Will occur before treatment With the detergent 
medium and/or the aqueous (preferably basic) medium. 

The ECM material can also be treated With a disinfecting 
solution. The disinfecting solution can include a disinfecting 
agent such as an alcohol, a peroxy compound, or another 
oxidiZing or non-oxidiZing disinfectant. In certain forms, the 
disinfecting solution Will be a peracetic acid solution having 
a peracetic acid concentration of about 0.1% to about 0.3%. 
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Peracetic acid and other oxidizing disinfectant treatment 
solutions such as those described in US. Pat. No. 6,206,931 
can be used, for example. 

The ECM material also can be rinsed at various stages 
throughout its preparation (e.g., With tap Water, high purity 
Water or buffer) so as to remove introduced chemical residues 
that remain in or on the material. In preferred embodiments, 
at least about 90% of detergent residues are removed from the 
material. More preferably, at least about 95%, or at least about 
97% of detergent residues are removed from the material. 

Treatments With detergent, DNA-solubiliZing, lipid-solu 
biliZing, rinsing, and potentially other liquid media can be 
carried out in any suitable fashion and in any suitable order 
Wherein the ECM material is contacted With the medium. For 
example, the ECM material can be soaked in the medium, 
potentially With agitation, for the duration of the treatment. 
Other contacting methods such as spraying or shoWering the 
ECM material With the medium can also be used. As Well, the 
treatment(s) can be carried out at any suitable temperature. 
Temperatures of 0° C. to about 50° C. are preferred as they 
enable minimizing or avoiding substantial denaturing of the 
collagen and other desirable components of the ECM mate 
rial. More preferably, the treatment temperature Will be in the 
range of about 0° C. to about 370 C., and more typically in the 
range of about 200 C. to about 370 C. It Will be understood, 
hoWever, that other temperatures may be used Within the 
broader aspects of the invention. In embodiments Where a 
tubular or other closable structure is formed, the ECM mate 
rial including a lumen can be clamped at one end to alloW the 
lumen to be ?lled With medium and can be clamped at the 
other end to essentially close a proximal and distal end of the 
tubular ECM material. The tubular ECM material having a 
?lled lumen can be submerged in a medium, Which can be the 
same or different medium. In this Way, each of the lumen and 
the outer surface of a tubular ECM material can be treated 
Without necessarily requiring that the treatment medium dif 
fuses or otherWise passes through the ECM material. This 
process can be repeated With any medium used herein, includ 
ing any rinsing step. 

Treatments such as those above, and/or other chemical 
and/or mechanical treatments, Will decellulariZe the ECM 
tissue, desirably resulting in a processed ECM tissue that is 
free of viable cells derived from the source tissue. Acellular 
ECM material so obtained can, hoWever, be used to culture or 
be seeded With cells in certain embodiments, for example 
certain of those described beloW. 

Processed ECM materials of the invention can be derived 
from any suitable organ or other tissue source, desirably one 
containing signi?cant collagenous connective tissue. Human 
or other animal tissue sources can be used. Non-human ani 
mal sources can be Warm-blooded vertebrates, including 
mammals, With bovine, ovine, caprine, and porcine sources 
being suitable. Suitable ECM materials obtained from these 
tissue sources can include submucosa, renal capsule mem 
brane, dermal collagen, dura mater, pericardium, fascia lata, 
serosa, peritoneum or basement membrane layers, including 
liver basement membrane. Suitable submucosa materials for 
these purposes include, for instance, intestinal submucosa, 
including small intestinal submucosa, stomach submucosa, 
urinary bladder submucosa, and uterine submucosa. It Will be 
Well understood that in isolating ECMs that include submu 
cosa, some or all of the original submucosa from the source 
tissue may be retained, potentially along With materials 
derived from one or more adjacent tissue layers. Similar 
principles apply to other collagen-rich layers or other tissues 
named hereinithe recovered ECM material may include 
some or all of the speci?ed tissue originally present in the 
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6 
source tissue, and/ or may remain connected to adjacent tissue 
(s) in the ?nal processed ECM material. 

Processed, naturally-derived ECM materials of the inven 
tion Will typically include abundant collagen, most com 
monly being constituted at least about 80% by Weight col 
lagen on a dry Weight basis. Such naturally-derived ECM 
materials Will for the most part include collagen ?bers that are 
non-randomly oriented, for instance occurring as generally 
uniaxial or multi-axial but regularly oriented ?bers. When 
processed to retain native bioactive components, the ECM 
material can retain these components interspersed as solids 
betWeen, upon and/or Within the collagen ?bers. Particularly 
desirable naturally-derived ECM materials for use in the 
invention Will include signi?cant amounts of such inter 
spersed, non-collagenous solids that are readily ascertainable 
under light microscopic examination. Such non-collagenous 
solids can constitute a signi?cant percentage of the dry 
Weight of the ECM material in certain inventive embodi 
ments, for example at least about 1%, at least about 3%, and 
at least about 5% by Weight in various embodiments of the 
invention. 
The processed ECM material of the present invention may 

also exhibit an angiogenic character and thus be effective to 
induce angiogenesis in a host engrafted With the material. In 
this regard, angiogenesis is the process through Which the 
body makes neW blood vessels to generate increased blood 
supply to tissues. Thus, angiogenic materials, When contacted 
With host tissues, promote or encourage the formation of neW 
blood vessels. Methods for measuring in vivo angiogenesis in 
response to biomaterial implantation have been developed. 
For example, one such method uses a subcutaneous implant 
model to determine the angiogenic character of a material. 
See, C. Heeschen et al., Nature Medicine 7 (2001), No. 7, 
833-839. When combined With a ?uorescence microangiog 
raphy technique, this model can provide both quantitative and 
qualitative measures of angiogenesis into biomaterials. C. 
Johnson et al., Circulation Research 94 (2004), No. 2, 262 
268. 

It is advantageous to prepare bioremodelable ECM mate 
rials for the medical graft materials and methods of the 
present invention. Such materials that are bioremodelable and 
promote cellular invasion and ingroWth provide particular 
advantage. Bioremodelable materials may be used in this 
context to promote cellular groWth Within the site in Which a 
medical graft material of the invention is implanted. 
As noted above, the processed submucosal (submucosa 

containing) ECM material and any other ECM material may 
retain any of a variety of groWth factors or other bene?cial 
bioactive components native to the source tissue. For 
example, the submucosa or other ECM can include one or 
more native groWth factors such as basic ?broblast groWth 
factor (FGF-2), transforming groWth factor beta (TGF-beta), 
epidermal groWth factor (EGF), connective tissue groWth 
factor (CTGF), vascular endothelial groWth factor (V EGF) 
and/or platelet derived groWth factor (PDGF). As Well, sub 
mucosa or other ECM used in the invention may include other 
biological materials such as proteoglycans and/or glycosami 
noglycans, such as heparin, heparin sulfate, hyaluronic acid, 
?bronectin and the like. Thus, generally speaking, the pro 
ces sed ECM material Will include at least one native bioactive 
component that induces, directly or indirectly, a cellular 
response such as a change in cell morphology, proliferation, 
groWth, protein or gene expression. 

In preferred embodiments, the processed ECM material 
Will exhibit a component pro?le Wherein the folloWing non 
collagen components are present in the stated amounts: 
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Component Preferred Range More Preferred Range 

Lipid: less than 5% less than 3% 
FGF-Z: greater than 2 ngg greater than 5 ng/g 
IgA: less than 5 ugg less than 1 ugg 
HA: greater than 50 ug/g greater than 100 ug/g 
sGAG: greater than 1000 ugg greater than 2000 ugg 
Visible less than 200 less than 100 
nuclei per 0.263 mm2 per 0.263 mm2 

Further, in addition to the retention of native bioactive 
components, non-native bioactive components such as those 
synthetically produced by recombinant technology or other 
methods, may be incorporated into the submucosal or other 
ECM material. These non-native bioactive components may 
be naturally-derived or recombinantly produced proteins that 
correspond to those natively occurring in the ECM tissue, but 
perhaps of a different species (e. g. human proteins applied to 
collagenous ECMs from other animals, such as pigs). The 
non-native bioactive components may also be drug sub 
stances. Illustrative drug substances that may be incorporated 
into and/or onto the ECM materials used in the invention 
include, for example, antibiotics, thrombus-promoting sub 
stances such as blood clotting factors, e. g. thrombin, ?brino 
gen, and the like. These substances may be applied to the 
ECM material as a premanufactured step, immediately prior 
to the procedure (eg. by soaking the material in a solution 
containing a suitable antibiotic such as cefaZolin), or during 
or after engraftment of the material in the patient. 
A non-native bioactive component can be applied to a 

submucosa or other ECM tissue by any suitable means. Suit 
able means include, for example, spraying, impregnating, 
dipping, etc. The non-native bioactive component can be 
applied to the ECM tissue either before or after the material is 
a?ixed to an elongate member. Similarly, if other chemical or 
biological components are included in the ECM tissue, the 
non-native bioactive component can be applied either before, 
in conjunction with, or after these other components. 

Processed submucosal or other ECM tissue of the inven 
tion preferably exhibits an endotoxin level of less than about 
12 endotoxin units (EU) per gram, more preferably less than 
about 5 EU per gram, and most preferably less than about 1 
EU per gram. As additional preferences, the submucosa or 
other ECM material may have a bioburden of less than about 
1 colony forming units (CFU) per gram, more preferably less 
than about 0.5 CFU per gram. Fungus levels are desirably 
similarly low, for example less than about 1 CFU per gram, 
more preferably less than about 0.5 CFU per gram. Nucleic 
acid levels are preferably less than about 2 pg/mg, more 
preferably less than about 1 pg/mg, and virus levels are pref 
erably less than about 50 plaque forming units (PFU) per 
gram, more preferably less than about 5 PFU per gram. 

In certain embodiments, endotoxin levels can be consid 
ered in relation to the surface area of one or more isolated, 
single sheets of an ECM material. In such instances, a sheet of 
ECM material can exhibit an endotoxin level of less than 
about 0.25 EU/cm2. In preferred embodiments, a sheet of 
ECM material exhibits an endotoxin level of less than about 
0.2 EU/cm2, less than about 0.1 EU/cm2, and even less than 
about 0.05/cm2. In a most preferred embodiment, a sheet of 
ECM material exhibits an endotoxin level of less than about 
0.025 EU/cm2. Multilayer ECM structures including a plu 
rality of bonded or otherwise coupled sheets of ECM material 
can exhibit similar endotoxin levels based on the surface area 
of the overall multilayer structure. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

8 
The processed ECM material of the invention can be pack 

aged or otherwise stored in a dehydrated or hydrated state. 
Dehydration of a medical graft material of the invention can 
be achieved by any means known in the art. Preferably, dehy 
dration is accomplished by either lyophiliZation or vacuum 
pressing, although other techniques, for example air drying, 
can also be used. When stored in a dry state, it will often be 
desirable to rehydrate the processed ECM material prior to 
use. In this regard, any suitable wetting medium can be used 
to rehydrate the medical material, including as examples 
water or buffered saline solutions. 

In certain embodiments, the processed ECM material can 
be crosslinked. Increasing the amount (or number) of 
crosslinkages within the medical graft material or between 
two or more layers of the medical graft material can be used 
to enhance its strength. However, crosslinkages within the 
medical graft material may also effect its bioremodelability or 
other bioactive characteristics. Consequently, in certain 
embodiments, a bioremodelable ECM material will be pro 
vided that substantially retains its native level of crosslinking, 
or the amount and/ or type of added crosslinks within the ECM 
material can be judiciously selected to retain the desired level 
of bioremodelability or other bioactive characteristic. 

For use in the present invention, any introduced crosslink 
ing of the processed ECM material may be achieved by 
photo-crosslinking techniques, or by the application of a 
crosslinking agent, such as by chemical crosslinkers, or by 
protein crosslinking induced by dehydration or other means. 
Chemical crosslinkers that may be used include for example 
aldehydes such as glutaraldehydes, diimides such as carbo 
diimides, eg., 1-ethyl-3-(3-dimethylaminopropyl)carbodi 
imide hydrochloride, ribose or other sugars, acyl-azide, sulfo 
N-hydroxysuccinamide, or polyepoxide compounds, 
including for example polyglycidyl ethers such as ethyleneg 
lycol diglycidyl ether, available under the trade name DENA 
COL EX810 from Nagese Chemical Co., Osaka, Japan, and 
glycerol polyglycerol ether available under the trade name 
DENACOL EX 313 also from Nagese Chemical Co. Typi 
cally, when used, polyglycerol ethers or other polyepoxide 
compounds will have from 2 to about 10 epoxide groups per 
molecule. Preferably, a medical graft material is crosslinked 
with a crosslinking agent comprising transglutaminase. 

Processed ECM materials of the invention can be manu 
factured into a variety of physical forms to suit a variety of 
medical applications. For example, an isolated ECM material 
can be provided as one or more sheets, a paste, a foam, a 
non-gelled aqueous solution, a powder, or a gel. Combina 
tions of these forms are also contemplated. In this regard, the 
con?guration of the ECM material may be attained before or 
after the ECM material has been processed as described 
herein. Further, an ECM composite material can be manufac 
tured in larger, bulk dimensions, and then divided into smaller 
products. Moreover, the ECM material may provided in a 
naturally-derived layer form, or may itself be a manufactured 
article, such as a sponge or cast sheet, prepared from a natu 
rally-derived ECM material. 

Medical graft materials of the invention may be used in a 
wide variety of medical (including veterinary) applications. 
Examples include the repair or reconstruction of tissue, such 
as nervous tissue, dermal tissue such as in wound healing, eg. 
application to external dermal wounds, including but not 
limited to ulcers (eg. diabetic or other chronic ulcers), car 
diovascular tissue (including vascular tissue and cardiac tis 
sue), pericardial tissue, muscle tissue, ocular tissue, peri 
odontal tissue, bone, connective tissue such as tendons or 
ligaments, in the treatment of gastrointestinal ?stulae (eg. 
processed into the form of a plug to occlude at least the 
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primary opening of a ?stula such as an anorectal, rectovagi 
nal, or enterocutaneous ?stula), and others. 

In one embodiment, the processed ECM material is made 
into a ?uidized composition, for instance using techniques as 
described in US. Pat. Nos. 5,275,826 and 5,516,533. In this 
regard, solutions or suspensions of the ECM material can be 
prepared by comminuting and/ or digesting the material With 
a protease (e.g. trypsin or pepsin), for a period of time su?i 
cient to solubiliZe the material and form substantially homo 
geneous solution. The ECM material is desirably commi 
nuted by tearing, cutting, grinding, shearing or the like. 
Grinding the material in a froZen or freeZe-dried state is 
advantageous, although good results can be obtained as Well 
by subjecting a suspension of pieces of the material to treat 
ment in a high speed blender and deWatering, if necessary, by 
centrifuging and decanting excess Waste. The comminuted 
material can be dried, for example freeZe dried, to form a 
poWder. Thereafter, if desired, the poWder can be hydrated, 
that is, combined With Water or buffered saline and optionally 
other pharmaceutically acceptable excipients, to form a ?uid 
tissue graft composition, e. g. having a viscosity of about 2 to 
about 300,000 cps at 250 C. The higher viscosity graft com 
positions can have a gel or paste consistency. 
A ?uidized ECM material of this invention ?nds use as an 

injectable heterograft for tissues, for example, bone or soft 
tissues, in need of repair or augmentation most typically to 
correct trauma or disease-induced tissue defects. The present 
?uidiZed compositions are also used advantageously as a 
?ller for implant constructs comprising, for example, one or 
more sheets of a collagenous ECM material formed into 
sealed (sutured) pouches for use in cosmetic or trauma-treat 
ing surgical procedures. 

In one illustrative preparation, an ECM material prepared 
as described herein is reduced to small pieces (eg by cutting) 
Which are charged to a ?at bottom stainless steel container. 
Liquid nitrogen is introduced into the container to freeZe the 
specimens, Which are then comminuted While in the froZen 
state to form a coarse poWder. Such processing can be carried 
out, for example, With a manual arbor press With a cylindrical 
brass ingot placed on top of the froZen specimens. The ingot 
serves as an interface betWeen the specimens and the arbor of 
the press. Liquid nitrogen can be added periodically to the 
specimens to keep them froZen. 

Other methods for comminuting ECM material specimens 
can be utiliZed to produce a poWderusable in accordance With 
the present invention. For example, ECM material specimens 
can be freeZe-dried and then ground using a manual arbor 
press or other grinding means. Alternatively, ECM material 
can be processed in a high shear blender to produce, upon 
deWatering and drying, a poWder. 

Further grinding of the ECM material poWder using a 
prechilled mortar and pestle can be used to produce consis 
tent, more ?nely divided product. Again, liquid nitrogen is 
used as needed to maintain solid froZen particles during ?nal 
grinding. The poWder can be easily hydrated using, for 
example, buffered saline to produce a ?uidiZed tissue graft 
material of this invention at the desired viscosity. 

To prepare another preferred ?uidiZed material, an ECM 
material poWder can be sifted through a Wire mesh, collected, 
and subjected to proteolytic digestion to form a substantially 
homogeneous solution. For example, the poWder can be 
digested With 1 mg/ml of pepsin (Sigma Chemical Co., St. 
Louis Mo.) and 0.1 M acetic acid, adjusted to pH 2.5 With 
HCl, over a 48 hour period at room temperature. After this 
treatment, the reaction medium can be neutraliZed With 
sodium hydroxide (NaOH) to inactivate the peptic activity. 
The solubiliZed submucosa can then be concentrated by salt 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

10 
precipitation of the solution and separated for further puri? 
cation and/or freeZe drying to form a protease-solubiliZed 
collagenous ECM material in poWder form. 

FluidiZed compositions of this invention ?nd Wide appli 
cation in tissue replacement, augmentation, and/ or repair. The 
?uidiZed compositions can be used to induce regroWth of 
natural connective tissue or bone in an area of an existent 
defect. By injecting an effective amount of a ?uidiZed com 
position into the locale of a tissue defect or a Wound in need 
of healing, one can readily take advantage of the biotropic 
properties of the collagenous ECM material. 

In orthopedic applications, a medical graft material of the 
invention can be used to repair bone tissue, for instance using 
the general techniques described in US. Pat. No. 5,641,518. 
Thus, a poWder form of the material can be implanted into a 
damaged or diseased bone region for repair. The poWder can 
be used alone, or in combination With one or more additional 
bioactive agents such as physiologically compatible miner 
als, groWth factors, antibiotics, chemotherapeutic agents, 
antigen, antibodies, enZymes and hormones. Preferably, the 
poWder-form implant Will be compressed into a predeter 
mined, three-dimensional shape, Which Will be implanted 
into the bone region and Will substantially retain its shape 
during replacement of the graft With endogenous tissues. 
A processed ECM material of the invention can also be 

used as a cell groWth substrate, illustratively in sheet, paste or 
gel form in combination With nutrients Which support the 
groWth of the subject cells, e.g. eukaryotic cells such as endot 
helial, ?broblastic, fetal skin, osteosarcoma, and adenocarci 
noma cells (see, eg International PCT Application Publica 
tion No. WO 96/24661). In preferred forms, the substrate 
composition Will support the proliferation and/ or differentia 
tion of mammalian cells, including human cells. 
A processed ECM material of the invention can also be 

used in body Wall repair, including for example in the repair 
of abdominal Wall defects such as hernias, using techniques 
analogous to those described in Ann. Plasl. Surg, 1995, 
351374-380; and J Surg. Res., 1996, 601107-114. In such 
applications, preferred medical graft materials of the inven 
tion promote favorable organiZation, vascularity and consis 
tency in the remodeled tissue. In dermatological applications, 
a medical graft material of the invention can be used in the 
repair of partial or full thickness Wounds and in dermal aug 
mentation using general grafting techniques Which are knoWn 
to the art and literature (see, eg Annals of Plastic Surgery 
1995, 351381-388). In addition, in the area of burn treatment, 
it is generally knoWn to provide a dermal substitute onto 
Which cultured epidermal grafts (preferably cultured epider 
mal autografts, or CEA’s) are transplanted. Such cultured 
grafts have typically involved transplanting keratinocytes 
and/or ?broblasts onto the dermal substitute. In accordance 
With the present invention, the medical graft material can be 
used as the dermal substitute, for example in sheet form, and 
the CEA accordingly transplanted onto the material. In one 
mode of practicing this aspect of the invention, keratinocytes 
can be transplanted, for example by seeding or transferring a 
keratinocyte sheet, onto the mucosal side of the submucosa. 
Fibroblasts can be transplanted also on the mucosal and/ or on 
the opposite (abluminal) side of the submucosa. 

The processed ECM material of the invention can also be 
used in tissue grafting in urogenital applications. For 
instance, the medical graft material can be used in urinary 
bladder repair to provide a scaffold for bladder regeneration, 
using techniques corresponding to those generally described 
inU.S. Pat. No. 5,645,860; Urology, 1995, 461396-400; andJ. 
Urology, 1996, 15512098. In ?uidiZed form, the inventive 
medical graft material can also ?nd use in an endoscopic 
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injection procedure to correct vesicureteral re?ux. In such 
applications, an injection can be made, for instance in the area 
under the ureteral ori?ce of a patient, to induce smooth 
muscle groWth and collagen formation at the injection site. 

Generally, When con?gured for use as a tissue graft, the 
processed ECM material of the invention can include one or 
more sheets of ECM material that can be cut or otherWise 
con?gured to a desired siZe for its end use. The graft material 
is in many instances siZed larger than the tissue defect to 
Which it is applied. Sizing the medical graft material in this 
Way alloWs for easy attachment to the surrounding tissue. 

Once the siZed ECM graft material has been placed on, in, 
or around the defect, the material can be attached to the 
surrounding tissue using any of several knoWn suitable 
attachment means. Suitable attachment means include, for 
example, biocompatible adhesives (e.g., ?brin glue), sta 
pling, suturing, and the like. Preferably, the medical graft 
material is attached to the surrounding tissue by sutures. 
There are a variety of synthetic materials currently available 
in the art for use as sutures. For example, sutures comprising 
ProleneTM, V1crylTM, MersileneTM PanacrylTM, and Monoc 
rylTM, are contemplated for use in the invention. Other suture 
materials Will be Well knoWn to those skilled in the art. The 
aforementioned materials therefore serve merely as examples 
and, consequently, are in no Way limiting. 

In other areas, medical graft materials formed With an 
ECM material of the present invention can be used in neuro 
logic applications, for example in techniques requiring a 
dural substitute to repair defects due to trauma, tumor resec 
tion, or decompressive procedures. 

In sheet form, a processed ECM medical graft material of 
the invention can be comprised of a single layer or multiple 
layers of material. Thus, in certain embodiments, a single 
isolated layer of ECM material or a multilaminate ECM con 
struct can be used. Illustrative multilaminate ECM constructs 
for use in the invention may, for example, have from tWo to 
about ten isolated ECM layers laminated together. 

Multilaminate ECM constructs for use in the invention can 
be prepared in any suitable fashion. In this regard, a variety of 
techniques for laminating ECM layers together can be used. 
These include, for instance, dehydrothermal bonding under 
heated, non-heated or lyophiliZation conditions, using adhe 
sives, glues or other bonding agents, crosslinking With chemi 
cal agents or radiation (including UV radiation), or any com 
bination of these With each other or other suitable methods. 
For additional information as to multilaminate ECM con 
structs that can be used in the invention, and methods for their 
preparation, reference may be made for example to US. Pat. 
Nos. 5,711,969, 5,755,791, 5,855,619, 5,955,110, 5,968,096, 
and to US. Patent Application Publication No. 2005 004963 8. 

Single layer ECM or multilaminate ECM constructs or 
other biocompatible materials used in the present invention 
can have or can lackperforations or slits in their structure, and 
in certain embodiments can have a meshed structure for 
example as described in US. Application Patent Publication 
No. 20050021141. Such mesh patterned structures can be 
used to provide an ECM or other implant segment that is 
highly deformable for use in the present invention. 

In additional embodiments, processed ECM’ s of the inven 
tion can be subjected to processes that expand the materials. 
In certain forms, such expanded materials can be formed by 
the controlled contact of an ECM material With one or more 
alkaline substances until the material expands, and the isola 
tion of the expanded material. Illustratively, the contacting 
can be suf?cient to expand the ECM material to at least 120% 
of (i.e. 1.2 times) its original bulk volume, or in some forms to 
at least about tWo times its original volume. Thereafter, the 
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12 
expanded material can optionally be isolated from the alka 
line medium, eg by neutraliZation and/or rinsing. The col 
lected, expanded material can be used in any suitable manner 
in the preparation of a medical device. Illustratively, the 
expanded material can be enriched With bioactive compo 
nents, dried, and/or molded, etc., in the formation of a graft 
construct of a desired shape or con?guration. In certain 
embodiments, a medical graft material and/ or device formed 
With the expanded ECM material can be highly compressible 
(or expandable) such that the material can be compressed for 
delivery, such as from Within the lumen of a cannulated deliv 
ery device, and thereafter expand upon deployment from the 
device so as to become anchored Within a patient and/ or cause 
closure of a tract Within the patient. 
Expanded ECM materials can be formed by the controlled 

contact of a processed ECM material as described above With 
an aqueous solution or other medium containing sodium 
hydroxide. Alkaline treatment of the material can cause 
changes in the physical structure of the material that in turn 
cause it to expand. Such changes may include denaturation of 
the collagen in the material. In certain embodiments, it is 
preferred to expand the material to at least about three, at least 
about four, at least about 5, or at least about 6 or even more 
times its original bulk volume. The magnitude of the expan 
sion is related to several factors, including for instance the 
concentration or pH of the alkaline medium, exposure time, 
and temperature used in the treatment of the material to be 
expanded. 
ECM materials that can be processed to make expanded 

materials can include any of those disclosed herein or other 
suitable ECM’s. Typical such ECM materials Will include a 
network of collagen ?brils having naturally-occurring 
intramolecular cross links and naturally-occurring intermo 
lecular cross links. Upon expansion processing as described 
herein, the naturally-occurring intramolecular cross links and 
naturally-occurring intermolecular cross links can be retained 
in the processed collagenous matrix material suf?ciently to 
maintain the collagenous matrix material as an intact collag 
enous sheet material; hoWever, collagen ?brils in the collag 
enous sheet material can be denatured, and the collagenous 
sheet material can have an alkaline-processed thickness that 
is greater than the thickness of the starting material, for 
example at least 120% of the original thickness, or at least 
tWice the original thickness. 

Illustratively, the concentration of the alkaline substance 
for treatment of the remodelable material can be in the range 
of about 0.5 to about 2 M, With a concentration of about 1 M 
being more preferable. Additionally, the pH of the alkaline 
substance can in certain embodiments range from about 8 to 
about 14. In preferred aspects, the alkaline substance Will 
have a pH of from about 10 to about 14, and most preferably 
of from about 12 to about 14. 

In addition to concentration and pH, other factors such as 
temperature and exposure time Will contribute to the extent of 
expansion, as discussed above. In this respect, in certain 
variants, the exposure of the collagenous material to the alka 
line substance is performed at a temperature of about 4 to 
about 45° C. In preferred embodiments, the exposure is per 
formed at a temperature of about 25 to about 40° C., With 37° 
C. being most preferred. Moreover, the exposure time can 
range from at least about one minute up to about 5 hours or 
more. In some embodiments, the exposure time is about 1 to 
about 2 hours. In a particularly preferred embodiment, the 
collagenous material is exposed to a 1 M solution of NaOH 
having a pH of 14 at a temperature of about 37° C. for about 
1 .5 to 2 hours. Such treatment results in collagen denaturation 
and a substantial expansion of the remodelable material. 
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Denaturation of the collagen matrix of the material can be 
observed as a change in the collagen packing characteristics 
of the material, for example a substantial disruption of a 
tightly bound collagenous netWork of the starting material. A 
non-expanded ECM or other collagenous material can have a 
tightly bound collagenous netWork presenting a substantially 
uniform, continuous surface When vieWed by the naked eye or 
under moderate magni?cation, e. g. 100>< magni?cation. Con 
versely, an expanded collagenous material can have a surface 
that is quite different, in that the surface is not continuous but 
rather presents collagen strands or bundles in many regions 
that are separated by substantial gaps in material betWeen the 
strands or bundles When vieWed under the same magni?ca 
tion, e. g. about 100><. Consequently, an expanded collag 
enous material typically appears more porous than a corre 
sponding non-expanded collagenous material. Moreover, in 
many instances, the expanded collagenous material can be 
demonstrated as having increased porosity, e. g. by measuring 
for an increased permeability to Water or other ?uid passage 
as compared to the non-treated starting material. The more 
foamy and porous structure of an expanded ECM or other 
collagenous material can alloW the material to be cast or 
otherWise prepared into a variety of sponge or foam shapes 
for use in the preparation of medical materials and devices. It 
can further alloW for the preparation of constructs that are 
highly compressible and Which expand after compression. 
Such properties can be useful, for example, When the pre 
pared medical graft material is to be compressed and loaded 
into a deployment device (eg a lumen thereof) for delivery 
into a patient, and thereafter deployed to expand at the 
implant site. 

After such alkaline treatments, the material can be isolated 
from the alkaline medium and processed for further use. 
Illustratively, the collected material can be neutraliZed and/or 
rinsed With Water to remove the alkalinity from the material, 
prior to further processing of the material to form a medical 
graft material of the invention. 

Medical graft materials of the invention also can be used in 
conjunction With one or more secondary components to con 
struct a variety of medical devices. In certain embodiments, 
the processed ECM material is a?ixed to an expandable mem 
ber, such as a self-expanding or forcibly expandable (e.g. 
balloon-expandable) stent or a frame. Such devices of the 
invention can be adapted for deployment Within the cardio 
vascular system, including Within an artery or vein. Certain 
devices are adapted as vascular valves, for example for per 
cutaneous implantation Within arteries, or Within veins of the 
legs or feet to treat venous insu?iciency. 

Prosthetic valve devices made With processed ECM mate 
rials of the invention canbe implanted into a bodily passage as 
frameless valve devices or, as noted above, the ECM material 
can be attached to an expandable frame. The ECM material 
can be used to form biocompatible coverings such as sleeves 
and/ or to form lea?ets or other valve structures (see, e. g. WO 
99/62431 and WO 01/19285). In one mode offorming a valve 
structure, the processed ECM material can be attached to a 
stent in a fashion Whereby it forms one, tWo, or more lea?ets, 
cusps, pockets or similar structures that resist ?oW in one 
direction relative to another. In a speci?c application of such 
devices, such devices constructed as vascular valves are 
implanted to treat venous insu?iciencies in humans, for 
example occurring in the legs. 

With reference noW to FIG. 1, depicted is a sheet-form 
medical graft 10 formed from a single layer of the inventive 
processed ECM material 11 derived from tissue of a Warm 
blooded vertebrate. FIG. 2 illustrates a medical graft device 
20 formed from tWo layers of the inventive processed ECM 
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material 11. Sheet form medical graft devices as depicted in 
FIGS. 1 and 2 can be used in a variety of grafting applications 
as described herein, including Without limitation in Wound 
care and soft tissue support applications. 

With reference noW to FIGS. 3-5, depicted are various side 
vieWs of a prosthetic valve device 31 of the invention. A 
processed ECM material of the invention is attached to a 
frame element 33 and provides tWo lea?ets 34 and 35 in a 
con?guration for implantation in a patient. In particular, FIG. 
3 provides a side vieW of prosthetic valve device 31 taken in 
a directionparallel to the coapting upper edges 34a and 35a of 
lea?ets 34 and 35. FIG. 4 provides a vieW of the device 31 
depicted in FIG. 3 taken from the left side. FIG. 5 provides a 
vieW of the device 31 depicted in FIG. 3 taken from the right 
side. Device 31 is particularly Well suited for vascular appli 
cations, such as implantation into a vascular passage of a 
patient. 
As can be seen from FIGS. 3-5, lea?ets 34 and 35 include 

respective free edges 34a and 35a for coaptation With one 
another and respective ?xed edges 36 and 40 that Will each be 
forced against the Wall of a vascular vessel upon implantation 
of device 31 in a path that partially circumscribes the vessel 
Wall so as to each form a blood-capturing element. In the 
device 31 illustrated, the path of lea?et edge contact With the 
vessel Wall includes substantial portions that extend essen 
tially longitudinal along the vessel Wall that connect to a 
cup-forming portion that extends both longitudinally along 
the vessel Wall and circumferentially around the vessel Wall. 
In particular, the ?xed edge 36 of lea?et 34 includes opposite 
longitudinally-extending portions 37 and 38 each extending 
to an opposite side of a cup-forming portion 39. Correspond 
ingly, the ?xed edge 40 of lea?et 35 includes opposite longi 
tudinally-extending portions 41 and 42 each extending to an 
opposite side of cup-forming portion 43. 
The amount of contacting or coapting lea?et area can be 

expressed in a number of different Ways. The length of coap 
tation (e.g., LOC) in the original con?guration for implant is 
desirably at least about 2 mm and may be as much as about 50 
mm or more depending on the con?guration of the valve 
prosthesis. In certain embodiments of the invention, the 
length of coaptation can be Within the range of about 5 to 
about 30 mm, more typically about 5 to about 15 mm, in the 
original con?guration for implant. The length of coaptation 
can represent a substantial percentage of the overall length of 
the valve prosthesis, for example, at least about 5%, or at least 
about 10%, of the overall length of the prosthesis. In certain 
embodiments, the length of coaptation of the lea?ets repre 
sents 10% to 80% of the length of the overall device, typically 
about 30% to about 60%, and more typically about 35% to 
about 55%. 

In additional aspects, a long length of coaptation can be 
provided by orienting the outer lea?et edges substantially 
longitudinally along the frame in close proximity to one 
another over a signi?cant distance. Thus, With reference to 
FIGS. 3-5 for purposes of illustration, outer lea?et edge por 
tion 37 of lea?et 34 is con?gured to contact along the vessel 
Wall in close proximity to outer lea?et edge portion 41 of 
lea?et 35 over a signi?cant distance, for example 2 to 50 mm, 
typically about 5 to about 30 mm, and more typically about 5 
to about 15 mm The same Would be true for the lea?et edge 
portions tracking along the opposite side of the vessel Wall 
(e.g., edge portions 38 and 42, FIGS. 3-5). It is preferred that 
the lea?et edges remain in close proximity over these dis 
tances, for example Within about 5 mm, more preferably 
Within about 3 mm, and most preferably Within about 1 mm. 
It Will be understood that this close proximity may involve 
having lea?et edges track closely With one another along the 
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vessel Wall, or may have them being attached along essen 
tially the same path (e.g., both along a single strut of a frame) 
and thus exhibiting essentially no separation from one 
another as they pass along the vessel Wall. 

For the purpose of promoting a further understanding of 
aspects of the present invention, the folloWing speci?c 
examples are provided. It Will be understood that these 
examples are illustrative and not limiting of the present inven 
tion. 

EXAMPLE 1 

This example describes the preparation of an one pro 
cessed ECM material of the invention. 

Porcine small intestines Were received from a packing 
plant and Were sectioned and split open to reveal their inner 
portions. After initial cleaning to remove the contents con 
tained Within the intestines, each intestine Was mechanically 
abraded on each side to remove mucosa and serosa layers and 
to isolate a primarily connective tissue layer including the 
submucosa for further processing. The submucosal layer Was 
treated in a 1:10 (Wt:vol) 0.1% sodium dodecyl sulfate (SDS) 
solution for one hour at 370 C. folloWed by treatment in a 1: 10 
(Wt:vol) 89 mM tris, borate, ethylene diamine tetraacetic acid 
(TBE) solution for one hour at 370 C. After these initial 
treatments, the submucosa Was rinsed With 1 :10 (Wt:vol) high 
purity Water for 5 minutes at ambient temperature. This rins 
ing step Was repeated a second time before treating the sub 
mucosa in a 1:5 (Wt:vol) 100% isopropyl alcohol (IPA) solu 
tion for 30 minutes at ambient temperature. This IPA 
treatment step Was repeated a second time folloWed by rinsing 
the submucosa tWice as described above. The submucosa Was 
then treated in a 1:10 (Wt:vol) 0.2% PAA/ 5% specially dena 
tured alcohol solution for tWo hours at ambient temperature. 
Finally, the submucosa Was rinsed in 1: 10 (Wt:vol) high purity 
Water for 5 minutes at ambient temperature. This rinsing step 
Was repeated for a total of 4 rinses before testing the submu 
cosa for SDS residues. SDS content Was measured by using a 
detergent detection kit (Chemetrics), Which indicated that 
over 97% of the initial detergent Was removed. The resulting 
submucosal tissue Was used in the examples that folloW. 

EXAMPLE 2 

This example demonstrates an improved reduction in lipid 
content using the process described in Example 1 as com 
pared to another process for preparing a submucosal ECM 
material. 

Ten lots of split porcine small intestine Were obtained and 
split into tWo approximately equal groups. One group Was 
processed as described in Example 1 ofU.S. Pat. No. 6,206, 
931 (hereinafter referred to as the “control group”). Brie?y, 
raW intestine Was ?rst treated With peracetic acid folloWed by 
mechanically abrading each side to isolate the submucosal 
tissue layer and rinsing to remove chemical residues. The 
second group Was prepared as described above in Example 1 
(hereinafter referred to as the “test group”). 
Each lot of material Was used to make three 4-layer lyo 

philiZed sheets by superimposing four of the submucosal 
layers (Wet) and lyophiliZing the resultant stack. The 4-layer 
sheets Were steriliZed using a loW-temperature ethylene oxide 
cycle. From each sheet, a 1 cm><1 cm sample Was cut for lipid 
content analysis. Three samples Were analyZed per group per 
lot (3 samples><10 lots) for a total of 30 samples for each 
group. Each sample Was Weighed (initial Weight) and then 
treated With a solution of 100% ethanol for 24 hours folloWed 
by a solution of acetone for 24 hours to extract lipids. Samples 
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Were subsequently dried for approximately 48 hours and 
Weighed (?nal Weight). Lipid content Was calculated by the 
initial Weight minus the ?nal Weight divided by the initial 
Weight. 

Distribution analysis Was performed to determine Which 
distribution (normal, log-normal, Weibull, or gamma) best ?t 
each set of data. Distribution analysis indicated that the lipid 
content of the control group best ?t the log-normal distribu 
tion, Which corresponds to an average lipid content of 8.06+/ — 
5.59%. Distribution analysis indicated that the lipid content 
of the test group best ?t the Weibull distribution, Which cor 
responds to an average lipid content of 2.51+/—2.5 1%. 
A p-value of 1.08><10_5 Was achieved using an unpaired 

t-test on all of the samples. A p-value of 62x10‘5 Was 
achieved using a pairWise t-test to compare the lot matched 
control group results With the corresponding test group 
results. Both p-values are less than 0.05, indicating that there 
is a statistically signi?cant decrease in the lipid content of the 
test material as compared to the control material. 

EXAMPLE 3 

This example demonstrates an improved reduction in IgA 
content using the process described in Example 1. 

Ten lots of split porcine small intestine Were obtained and 
split into tWo approximately equal groups. One group Was 
processed as described in Example 1 of US. Pat. No. 6,206, 
931 (hereinafter referred to as the “control group”). Brie?y, 
raW intestine Was ?rst treated With peracetic acid folloWed by 
abrading on each side to isolate a submucosal tissue layer and 
rinsing to remove chemical residues. The second group Was 
prepared as described above in Example 1 (hereinafter 
referred to as the “test group”). 

Each lot of material Was made into three, 4-layer lyo 
philiZed sheets by superimposing four of the submucosal 
layers (Wet) and lyophiliZing the resultant stack. The 4-layer 
sheets Were steriliZed using a loW-temperature ethylene oxide 
cycle. From each sheet, a 1 cm><1 cm sample Was cut for 
immunoglobulin A (IgA) content analysis. Three samples 
Were analyZed per group per lot (3 samples><10 lots) for a total 
of 30 samples for each group. Each sample Was Weighed 
(initial Weight), placed in a 1.5 mL centrifuge tube, and 
ground for 90 seconds in 400 pl of phosphate buffered saline 
(PBS). Samples Were subsequently centrifuged, and the 
supernatant Was isolated and diluted 1:5 With sterile PBS. 
These diluted samples Were assayed for IgA content testing 
by ELISA using a kit from Bethyl Laboratories, Bethyl, Tex. 
IgA Weight content Was calculated by dividing the test group 
IgA content by the initial Weight of the control group. 

Distribution analysis Was performed to determine Which 
distribution (normal, log-normal, Weibull, or gamma) best ?t 
each set of data. Distribution analysis indicated that the con 
trol group IgA content best ?t the normal distribution, Which 
corresponds to an average IgA content of 50.4+/—27.7 ug/g. 
One of the test group samples tested at 1 .54 ug/ g While the all 
of the other test groups samples tested at 0 ug/ g. Distribution 
analysis Was therefore not performed for the test group since 
the distribution Was essentially a single point. 
A p-value of 1.7><10_l3 Was achieved using an unpaired 

t-test on all of the samples. A p-value of 1.88><10_4 Was 
achieved using a pairWise t-test to compare the lot matched 
control group results With the corresponding test group 
results. Both p-values are less than 0.05, indicating that there 
is a statistically signi?cant decrease in the IgA content of the 
material of the test group as compared to the control group. 

EXAMPLE 4 

This example demonstrates an improved reduction in the 
number of nuclei using the process described in Example 1. 
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Ten lots of split porcine small intestine Were obtained and 
split into tWo approximately equal groups. One group Was 
processed as described in Example 1 ofU.S. Pat. No. 6,206, 
931 (hereinafter referred to as the “control group”). Brie?y, 
raW intestine Was ?rst treated With peracetic acid folloWed by 
abrading each side to isolate a submucosal tissue layer and 
rinsing to remove chemical residues. The second group Was 
prepared as described above in Example 1 (hereinafter 
referred to as the “test group”). 
A sample from each lot in each group Was cut and stained 

With Hoechst 33258 for identifying nuclei. Three images of 
the nuclei in each sample Were obtained from random loca 
tions using an Olympus ?uorescence microscope With an 
ultraviolet ?lter. Images Were taken at a total magni?cation of 
200>< by the Spot Insight digital camera and acquired through 
Spot RT computer softWare. These images represent a total 
area of 0.263 mm2 Three independent analyZers counted 
nuclei for each image acquired. The number of nuclei per 
image Was taken as the average of these 3 counts. 

Distribution analysis Was performed to determine Which 
distribution (normal, log-normal, Weibull, or gamma) best ?t 
each set of data. Distribution analysis indicated that the con 
trol group nuclei counts best ?t the Weibull distribution, 
Which corresponds to average nuclei per ?eld for the control 
group of 473+/—193 nuclei. Distribution analysis indicated 
that the test group nuclei counts best ?t the gamma distribu 
tion, Which corresponds to average nuclei per ?eld for the test 
group Were 26.7+/—36.1 nuclei. 
A p-value of 1.66><10_6 Was achieved using a pairWise 

t-test to compare the lot matched control group results With 
the corresponding test group results. The p-value is less than 
0.05, indicating that there is a statistically signi?cant decrease 
in the nuclei content of the test material as compared to the 
control material. 

EXAMPLE 5 

This example demonstrates that a processed ECM material 
as described in Example 1 retains native FGF-2. 

Ten lots of raW porcine small intestine Were obtained and 
processed according to Example 1. Each lot of material Was 
made into three, 4-layer lyophiliZed sheets as described in 
Example 2 above and steriliZed using a loW-temperature eth 
ylene oxide cycle. From each sheet, a 1 cm><1 cm sample Was 
cut for FGF-2 content analysis. Three samples Were analyZed 
per lot (3 samples><10 lots) for a total of 30 samples. Each 
sample Was Weighed (initial Weight), placed into a 1.5 mL 
centrifuge tube, and ground 3><30 seconds in 400 pl of phos 
phate buffered saline (PBS). Samples Were subsequently cen 
trifuged, and the supernatant Was isolated and diluted 1 :5 With 
sterile PBS. These diluted samples Were assayed in duplicate 
for FGF-2 content using R&D Systems FGF-2 ELISA kits. 
FGF-2 Weight content Was calculated by dividing the FGF-2 
content as determined by ELISA by the initial Weight of the 
sample. 

Distribution analysis Was performed to determine Which 
distribution (normal, log-normal, Weibull, or gamma) best ?t 
each set of data. Distribution analysis indicated that the 
FGF-2 content best ?t the normal distribution, Which corre 
sponds to a mean FGF-content value of 25.0 ng/g+/—12.9 
ng/ g. 

EXAMPLE 6 

This example demonstrates that a processed ECM material 
as described in Example 1 retains native hyaluronic acid 
(HA). 
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Ten lots of raW porcine small intestine Were obtained and 

processed according to Example 1. Each lot of material Was 
made into three, 4-layer lyophiliZed sheets as described in 
Example 2 above and steriliZed using a loW-temperature eth 
ylene oxide cycle. From each sheet, a 1 cm><1 cm sample Was 
cut for hyaluronic acid (HA) content analysis. Three samples 
Were analyZed per lot (3 samples><10 lots) for a total of 30 
samples. Each sample Was Weighed (initial Weight), placed 
into a 1.5 mL centrifuge tube, and digested With 50 pl Pro 
teinase K in 450 pl of phosphate buffered saline (PBS) at 560 
C. for 45 minutes. Samples Were subsequently centrifuged 
and the supernatant Was isolated and diluted 1:40 With sterile 
PBS. These diluted samples Were assayed in duplicate for HA 
content by ELISA using a kit from Corgenics, Westminster, 
Colo. HA Weight content Was calculated by dividing the HA 
content as determined by ELISA by the initial Weight of the 
sample. 

Distribution analysis Was performed to determined Which 
distribution (normal, log-normal, Weibull, or gamma) best ?t 
each set of data. Distribution analysis indicated that the test 
sample HA content best ?t the log-normal distribution, Which 
corresponds to an average HA content for the test sample of 
303+/—209 pg/g. 

EXAMPLE 7 

This example demonstrates that a processed ECM material 
as described in Example 1 retains native sulfated glycosami 
noglycans (sGAGs). 

Ten lots of raW porcine small intestine Were obtained and 
processed according to Example 1. Each lot of material Was 
made into three, 4-layer lyophiliZed sheets as in Example 2 
above and steriliZed using a loW-temperature ethylene oxide 
cycle. From each sheet, a 1 cm><1 cm sample Was cut for 
s(GAG) analysis. Three samples Were analyZed per lot (3 
samples><10 lots) for a total of 30 samples. Each sample Was 
Weighed (initial Weight), placed into a 1 .5 mL centrifuge tube, 
and digested With 50 pl Proteinase K in 450 pl of phosphate 
buffered saline (PBS) at 560 C. for 45 minutes. All samples 
Were vortexed for 5 seconds folloWed by the addition of 1.0 
mL of Blyscan dye reagent. Absorbance readings Were taken 
With a spectrophotometer in triplicate from each sample at 
685 nm, and sGAG concentration Was calculated from a 
heparin standard curve. sGAG Weight content Was calculated 
by dividing the s(GAG) content as determined by the absor 
bance readings by the total Weight of sample. 

Distribution analysis Was performed to determine Which 
distribution (normal, log-normal, Weibull, or gamma) best ?t 
each set of data. Distribution analysis indicated that the sGAG 
content best ?t the normal distribution, Which corresponds to 
a mean value of s(GAG) content of 7588 pg/g+/—6505 pg/g. 

EXAMPLE 8 

This example demonstrates the diaphragmatic burst force 
of the ECM material that has been processed according to 
Example 1 as compared to another process. 

Ten lots of split porcine small intestine Were obtained and 
split into tWo approximately equal groups. One group Was 
processed as described in US. Pat. No. 6,206,931 (hereinaf 
ter referred to as the “control group”). Brie?y, raW intestine 
Was ?rst treated With peracetic acid folloWed by abrading on 
both sides to isolate a submucosal tissue layer and rinsing to 
remove chemical residues. The second group Was prepared as 
described above in Example 1 (hereinafter referred to as the 
“test group”). 
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Each lot Was made into three, 4-layer lyophiliZed sheets as 
described in Example 2 above or three, 8-layer vacuum 
pressed sheets by overlapping eight Wetted submucosal lay 
ers and vacuum-pressing the construct. These sheets Were 
sterilized using a loW temperature ethylene oxide cycle. From 
each sheet, a 2.5 inch><2.5 inch sample Was cut for diaphrag 
matic burst force testing. Three samples Were analyZed per lot 
for the 4-layer lyophiliZed groups (3 samples><9 lots) for a 
total of 27 samples. Three samples Were analyZed per lot for 
the 8-layer vacuum pressed groups (3 samples><10 lots) for a 
total of 30 samples. Each sample Was rehydrated in phosphate 
buffered saline (PBS) for at least 15 minutes prior to testing. 
The diaphragmatic burst force Was measured before breaking 
using the Mullen’s burst force tester. 

Distribution analysis Was performed to determined Which 
distribution (normal, log-normal, Weibull, or gamma) best ?t 
each set of data. Distribution analysis indicated that the con 
trol 4-layer lyophiliZed burst force best ?t the Weibull distri 
bution, Which corresponds to an average burst force of 35 9+/— 
98 kPa. Distribution analysis indicated that the test 4-layer 
lyophiliZed diaphragmatic burst force best ?t the log-normal 
distribution, Which corresponds to an average burst force of 
378+/—79 kPa. The average difference in diaphragmatic burst 
force betWeen the tWo groups Was 5.3%. A p-value of 0.458 
Was achieved using an unpaired t-test on all of the samples. A 
p-value of 0.060 Was achievedusing a paired t-test to compare 
the lot matched control group results With the corresponding 
test group results. Both of these p-values are greater than 0.05, 
indicating that there Was not a statistically signi?cant 
decrease in the diaphragmatic burst force of a 4-layer lyo 
philiZed material of the present invention as compared to a 
4-layer lyophiliZed material prepared by a currently used 
process. 

With respect to the 8-layer vacuum pressed materials, dis 
tribution analysis indicated that the control 8-layer vacuum 
pressed burst force best ?t the log-normal distribution, Which 
corresponds to an average burst force of 915+/—234 kPa. 
Distribution analysis indicated that the test 8-layer vacuum 
pressed burst force best ?t the log-normal distribution, Which 
corresponds to an average burst force of 872+/—269 kPa. The 
average difference in burst force betWeen the tWo groups Was 
4.8%. A p-value of 0.516 Was achieved using an unpaired 
t-test on all of the samples. A p-value of 0.217 Was achieved 
using a paired t-test to compare the lot matched control group 
results With the corresponding test group results. Both of 
these p-values are greater than 0.05, indicating that there Was 
not a statistically signi?cant decrease in the burst force of the 
8-layer vacuum-pressed test material as compared to the 
8-layer vacuum-pressed control material. 

EXAMPLE 9 

This example demonstrates the suture retention strength of 
the ECM material that has been processed according to 
Example 1 as compared to another process for preparing a 
steriliZed, isolated submucosa tissue. 

Ten lots of split porcine small intestine Were obtained and 
split into tWo approximately equal groups. One group Was 
processed as described in US. Pat. No. 6,206,931 (hereinaf 
ter referred to as the “control group”). Brie?y, raW intestine 
Was ?rst treated With peracetic acid folloWed by abrading 
both sides to isolate a submucosal tissue layer and rinsing to 
remove chemical residues. The second group Was prepared as 
described above in Example 1 (hereinafter referred to as the 
“test group”). 

Each lot Was made into three, 4-layer lyophiliZed sheets or 
three, 8-layer vacuum pressed sheets as described in Example 
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8. These sheets Were steriliZed using a loW temperature eth 
ylene oxide cycle. From each sheet, a 1 cm><3 cm sample Was 
cut for suture retention strength testing. Three samples Were 
analyZed per group per lot (3 samples><10 lots) for a total of 30 
samples for each group. The 4-layer lyophiliZed material Was 
cut in the tWo primary directions, longitudinal and transverse, 
While the 8-layer material Was only cut in one direction since 
this material has no primary direction due to the orthogonal 
overlapping of the layers. Each sample Was rehydrated in 
phosphate buffered saline (PBS) for at least 15 minutes prior 
to testing. A 302/304 stainless steel Wire, equal in siZe to the 
5-0 sutures used clinically, Was passed through one end of 
each test article, With a bite depth of 2 mm, and Was attached 
to the movable jaW of the tensile testing machine. The other 
end of each test article Was gripped in the stationary jaW of the 
tensile testing machine and the Wire Was pulled upWard at a 
constant rate of 150 mm/min The maximum force, extension 
at break, and failure mode Were recorded for each sample. All 
of the test samples (180/180, 100%) failed as a result of the 
steel Wire pulling out of the SIS material. In all instances, the 
steel Wire remained intact and the SIS material failed. 
The results of the tests are as folloWs (mean+/—standard 

deviation): 8-layer vacuum pressed control group:12.22+/— 
2.68 N, 8-layer vacuum pressed test group:12.77+/—1.81 N 
(p:0.3714); 4-layer lyophiliZed control group trans 
verse:7.58+/—1.68 N, 4-layer lyophiliZed test group trans 
verse:7.99+/—1.90 N (p:0.3801); 4-layer lyophiliZed control 
group longitudinal:6.19+/—1.46 N, 4-layer lyophiliZed test 
group longitudinal:6.14+/—1.41 N (p:0.8929). Goodness of 
?t tests for normality on the data sets shoWed that none of the 
data sets had any signi?cant departures from a normal distri 
bution. Therefore, tWo sample t-tests (control versus test 
groups) Were run on each group of data (8-layer vacuum 
pressed, 4-layer lyophiliZed transverse, and 4-layer lyo 
philiZed longitudinal). All p-values Were greater than 0.3714, 
indicating that there Was no statistically signi?cant decrease 
in suture retention strength in the test materials as compared 
to the control materials. 

EXAMPLE 10 

This example demonstrates the tensile strength of the ECM 
material that has been processed according to Example 1 as 
compared to another process for preparing a steriliZed, iso 
lated submucosal tissue. 

Ten lots of split porcine small intestine Were obtained and 
split into tWo approximately equal groups. One group Was 
processed as described in US. Pat. No. 6,206,931 (hereinaf 
ter referred to as the “control group”). Brie?y, raW intestine 
Was ?rst treated With peracetic acid folloWed by abrading on 
both sides to isolate a submucosal tissue layer and rinsing to 
remove chemical residues. The second group Was prepared as 
described above in Example 1 (hereinafter referred to as the 
“test group”). 

Each lot Was made into three, 4-layer lyophiliZed sheets or 
three, 8-layered vacuum pressed sheets as in Example 8. 
These sheets Were steriliZed using a loW temperature ethylene 
oxide cycle. From each sheet, a “dog bone” shaped sample 
Was cut for tensile testing. Three samples Were analyZed per 
group per lot (3 samples><10 lots) for a total of 30 samples for 
each group. The 4-layer lyophiliZed material Was cut in the 
tWo primary directions, longitudinal and transverse, While the 
8-layer material Was only cut in one direction. Each sample 
Was rehydrated in phosphate buffered saline (PBS) and tested 
for the ultimate tensile force (UTF) before breaking using the 
lnstron at a deformation rate of 100 mm/minute. 
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Distribution analysis Was performed to determine Which 
distribution (normal, log-normal, Weibull, or gamma) best ?t 
each set of data. Distribution analysis indicated that the con 
trol 4-layer lyophiliZed in the longitudinal direction UTF best 
?t the log-normal distribution, Which corresponds to an aver 
age UTF of 3.72+/—1.05 lbs. Distribution analysis indicated 
that the test material 4-layer lyophiliZed in the longitudinal 
direction UTF best ?t the normal distribution, Which corre 
sponds to an average UTF of 2.92+/—0.88 lbs. The average 
difference in UTF betWeen these tWo groups Was 21%. A 
p-value of 36x10“3 Was achieved using an unpaired t-test on 
all of the samples. A p-value of 34x10‘3 Was achieved using 
a paired t-test to compare the lot matched control group 
results With the corresponding test group results. Both of 
these p-values are less than 0.05, indicating that there Was a 
statistically signi?cant decrease in UTF in the longitudinal 
direction of the 4-layer lyophiliZed test material as compared 
to the 4-layered lyophiliZed control material. 

Similarly, distribution analysis indicated that the control 
4-layer lyophiliZed in the transverse direction UTF best ?t the 
log-normal distribution, Which corresponds to an average 
UTF of 3.2+/—0.96 lbs. Distribution analysis indicated that 
the test material 4-layer lyophiliZed in the longitudinal direc 
tion UTF best ?t the log-normal distribution, Which corre 
sponds to an average UTF of 2.48+/—0.90 lbs. The average 
difference in UTF betWeen these tWo groups Was 22%. A 
p-value of 7.1><10_3 Was achieved using an unpaired t-test on 
all ofthe samples.A p-value of5.11><10_2 Was achieved using 
a paired t-test to compare the control group results With the 
corresponding test group results. Both of these p-values are 
less than 0.05, indicating that there Was a statistically signi? 
cant decrease in UTF in the transverse direction of the 4-layer 
lyophiliZed test material as compared to the 4-layered lyo 
philiZed control material. 

With respect to the 8-layer material, distribution analysis 
indicated that the control 8-layer vacuum pressed UTF best ?t 
the Weibull distribution, Which corresponds to an average 
UTF of 10.78+/—3.35 lbs. Distribution analysis indicated that 
the test material 8-layer vacuum pressed UTF best ?t the 
normal distribution, Which corresponds to an average UTF of 
7.46+/—2.45 lbs. The average difference in UTF betWeen 
these tWo groups Was 31%. A p-value of 64x10“5 Was 
achieved using an unpaired t-test on all of the samples. A 
p-value 9.9><10_7 Was achieved using a paired t-test to com 
pare the lot matched control group results With the corre 
sponding test group results. Both of these p-values are less 
than 0.05, indicating that there Was a statistically signi?cant 
decrease in UTF of the 8-layer vacuum-pressed test material 
as compared to the 8-layered vacuum-pressed control mate 
rial. 

EXAMPLE 11 

This example demonstrates that the processed ECM mate 
rial of Example 1 exhibits angiogenic character. 
A disc for implantation Was formed of porcine small intes 

tinal submucosa (SIS) processed in the folloWing Ways: Con 
trol lyophiliZed (prepared as described in Example 1 of US. 
Pat. No. 6,206,931), control vacuum pressed (prepared as 
described in Example 1 of US. Pat. No. 6,206,931), test 
lyophiliZed (prepared as described in Example 1), test 
vacuum pressed (prepared as described in Example 1), and a 
Wound care product Promo gran® (PR). Control and test discs 
Were sterilized With a loW temperature ethylene oxide cycle 
prior to implantation. The PR product Was received sterile and 
processed aseptically. Each disc Was implanted into the sub 
cutaneous dorsi of a mouse for 3 Weeks. After 3 Weeks, each 
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disc Was probed for capillary formation. Angiogenesis Was 
measured qualitatively using ?uorescence microangiogra 
phy, a method of imaging intact, functional microvasculature. 
Vessell capacity, as a measure of angiogenesis, Was deter 
mined using vascular perfusion of ?uorescent microspheres, 
folloWed by ?uorescence extraction from the implants using 
xylenes, and subsequent quantitation With a ?uorescence 
plate reader. Lastly, implants Were examined histologically 
by thin sectioning and H&E staining to illustrate cellular 
ingroWth. 

Fluorescence microangiography indicated that all discs 
supported angiogenesis. The test lyophiliZed disc had similar 
results to the control lyophiliZed disc. The test vacuum 
pressed disc performed superior to the control vacuum 
pressed disc. The PR disc had signi?cantly less vascular 
groWth With only one area for the tWo samples investigated 
having any ingroWth. Vessel capacity results for the PR disc 
Were signi?cantly less than the control. There Was no statis 
tical difference for any of the other discs tested. Histology 
con?rmed the microangiography ?ndings. The lyophiliZed 
control disc and the lyophiliZed test disc had signi?cant 
?brovascular ingroWth. The vacuum pressed control disc had 
only minor penetration. The vacuum pressed test disc had 
more cellular ingroWth, mirroring the results of the microan 
giography, but still had signs of unincorporated SIS near the 
edge likely due to the dense nature of this material. Very little 
cellular ingroWth Was evident in the PR disc, suggesting very 
little evidence of functional remodeling. 

EXAMPLE 12 

This example provides a comparison of the processed 
ECM of Example 1 With another processed ECM When used 
in a rat abdominal Wall repair model. 

Ten lots of split porcine small intestine Were obtained and 
split into tWo approximately equal groups. One group Was 
processed as described in Example 2 of US. Pat. No. 6,206, 
931 (hereinafter referred to as the “control group”). Brie?y, 
raW intestine Was ?rst treated With peracetic acid folloWed by 
abrading on both sides to isolate a submucosal tissue layer 
and rinsing. The second group Was prepared as described 
above in Example 1 (hereinafter referred to as the “test 
group”). 

Each lot of material Was made into a 4-layer vacuum 
pressed test implant or a 4-layer vacuum pressed control 
implant. A 2 cm><2 cm defect Was created in the rat abdominal 
fascia and each implant Was implanted to provide the repair. 
After tWo, four, or eight Weeks, the rats Were sacri?ced and 
implants Were removed. A dog-bone shaped piece Was cut 
from each implant and tested for mechanical strength. 
The test implants Were compared against their control 

counterparts at each time point for mechanical strength at 
failure. In addition, at explant, any complications Were noted. 
Complications tallied included infection, abdominal adhe 
sion formation, and seroma formation. At each time point, the 
test implant had similar UTF to failure compared to the cor 
responding control implant. The test implant elicited less 
negative reaction from the host. Speci?cally, only one seroma 
Was noted in the test material at all points, While 5 seromas 
Were seen in the control implant. Lastly, the histology indi 
cated that the test implant remodeled as Well as, if not better 
than, the control implant. 

EXAMPLE 13 

This example describes the preparation of another pro 
cessed ECM material of the invention. 
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Porcine small intestines Were received from a packing 
plant and Were sectioned and split open to reveal their inner 
portions. After initial cleaning to remove the contents con 
tained Within the intestines, each intestine Was mechanically 
abraded on each side to remove mucosa and serosa layers and 
to isolate a primarily connective tissue layer including the 
submucosa for further processing. The submucosal layer Was 
treated in a 1:5 (Wt:vol) 99% isopropyl alcohol (IPA) solution 
for 30 minutes at ambient temperature. This IPA treatment 
step Was repeated a second time folloWed by rinsing the 
submucosa tWice With tap Water. The submucosa Was then 
treated in a 1:10 (Wt:vol) 0.1% sodium dodecyl sulfate (SDS) 
heated solution for one hour at 37° C. folloWed by treatment 
in a 1:10 (Wt:vol) 89 mM tris, borate, ethylene diamine tet 
raacetic acid (TBE) heated solution for one hour at 37° C. The 
treated submucosa Was then rinsed tWice With tap Water. After 
rinsing, the submucosa Was treated in a 1:10 (Wt:vol) 0.2% 
PAA/ 5% specially denatured alcohol solution for tWo hours at 
ambient temperature. After these treatment steps, the submu 
cosa Was rinsed With 1:10 (Wt:vol) high purity Water for 5 
minutes at ambient temperature. This rinsing step Was 
repeated for a total of 4 rinses before testing and release. The 
rinse Water Was tested for pH, conductivity and PAA content. 
A sample of submucosa Was tested for bioburden after disin 
fection as Well as for physical attributes. 

The use of the terms “a” and “an” and “the” and similar 
referents in the context of describing the invention (especially 
in the context of the folloWing claims) are to be construed to 
cover both the singular and the plural, unless otherWise indi 
cated herein or clearly contradicted by context. Recitation of 
ranges of values herein are merely intended to serve as a 
shorthand method of referring individually to each separate 
value falling Within the range, unless otherWise indicated 
herein, and each separate value is incorporated into the speci 
?cation as if it Were individually recited herein. All methods 
described herein can be performed in any suitable order 
unless otherWise indicated herein or otherWise clearly con 
tradicted by context. The use of any and all examples, or 
exemplary language (e.g., “such as”) provided herein, is 
intended merely to better illuminate the invention and does 
not pose a limitation on the scope of the invention unless 
otherWise claimed. No language in the speci?cation shouldbe 
construed as indicating any non-claimed element as essential 
to the practice of the invention. 
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Preferred embodiments of this invention are described 

herein, including the best mode knoWn to the inventors for 
carrying out the invention. Of course, variations of those 
preferred embodiments Will become apparent to those of 
ordinary skill in the art upon reading the foregoing descrip 
tion. The inventors expect skilled artisans to employ such 
variations as appropriate, and the inventors intend for the 
invention to be practiced otherWise than as speci?cally 
described herein. Accordingly, this invention includes all 
modi?cations and equivalents of the subject matter recited in 
the claims appended hereto as permitted by applicable laW. 
Moreover, any combination of the above-described elements 
in all possible variations thereof is encompassed by the inven 
tion unless otherWise indicated herein or otherWise clearly 
contradicted by context. In addition, all publications cited 
herein are indicative of the abilities of those of ordinary skill 
in the art and are hereby incorporated by reference in their 
entirety as if individually incorporated by reference and fully 
set forth. 
What is claimed is: 
1. A composition comprising a decellulariZed extracellular 

matrix material exhibiting an angiogenic character and 
including native IgA at a level of no greater than 20 pg per 
gram, and added cells. 

2. The composition of claim 1, Wherein the cells are 
eukaryotic cells. 

3. The composition of claim 2, Wherein the cells are endot 
helial cells. 

4. The composition of claim 2, Wherein the cells are ?bro 
blastic cells. 

5. The composition of claim 1, Wherein the cells are mam 
malian cells. 

6. The composition of claim 1, Wherein the cells are human 
cells. 

7. The composition of claim 6, Wherein the extracellular 
matrix material is in particulate form. 

8. The composition of claim 6, Wherein the extracellular 
matrix material is in sheet form. 

9. The composition of claim 6, Wherein the extracellular 
matrix material is in gel form. 

10. The composition of claim 1, Wherein the extracellular 
matrix material retains native FGF-2. 


