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HIERARCHICAL DETERMINISTIC 
PAIRWISE KEY PREDISTRIBUTION 

SCHEME 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application claims the bene?t of US. provisional 
application Ser. No. 60/805,490 ?led Jun. 22, 2006, Which is 
incorporated herein by reference. 

DESCRIPTION 

The present application relates to Wireless netWorks. It 
?nds particular application in conjunction With medical Wire 
less ad hoc sensor netWork systems and Will be described With 
particular reference thereto. HoWever, it is to be appreciated 
that the invention Will also ?nd application in conjunction 
With other netWork systems and the like. 

Typically, Wireless mobile ad hoc netWorks are deployed in 
hospitals and medical facilities for medical patient care and 
monitoring. Commonly, a medical mobile ad hoc netWork is 
established around a patient or a small group of patients 
forming a body sensor netWork (BSN). Typically, the BSN 
includes Wireless sensors or medical devices attached to a 
patient’s body and/or disposed in the close vicinity of the 
patient. In the body sensor netWork, medical devices commu 
nicate peer-to-peer. Each device offers a set of medical ser 
vices and demands access to a set of medical services on other 
devices. The access to such devices is also given to the clini 
cians Who, for example, using a PDA can trigger an infusion 
pump to administer morphine to a patient. 

It is essential to ensure that only the right entities access 
medical mobile ad hoc netWorks, and to ensure con?dential 
ity and integrity of Wireless communications. In the example 
discussed above, the doctor can trigger an infusion pump to 
administer morphine to a patient, but an aide Who is not 
authoriZed to administer medications should be restrained 
from such an act. Security is a mandatory requirement for 
such systems in order to ensure patient safety and privacy and 
comply With legal requirements in the healthcare such as 
HIPAA in the USA. 

Entity authentication is the basis for subsequent access 
control and establishment of protected communication. 
Entity authentication protocols, Which are typically used in 
infrastructure netWorks, are based on the key cryptography 
knoWn in the art. Typically, the security keys in such systems 
are distributed directly to all sensor nodes knoWn in the sys 
tem. For example, the identity-labeled pairWise symmetric 
keys are pre distributed to all mobile nodes before deploy 
ment. The keys all have the same security level. Such key 
distribution scheme addresses ?at netWorks, ie each and 
every device has an identical ability to communicate With 
each other. 

HoWever, hospital’s infrastructure is essentially hierarchi 
cal. In some cases the sensor nodes are being used in different 
organizations, e. g. different departments of the same hospital 
or different hospitals of the same entity. In such systems, a 
single security break compromises security and integrity of 
each sensor belonging to the system. 

The present application provides neW apparatuses and 
methods Which overcome the above-referenced problems and 
others. 

In accordance With one aspect, a security system for a 
hierarchical netWork including L hierarchical levels each cor 
responding to a security domain and a plurality of local net 
Work nodes is disclosed. A keying material generator gener 
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2 
ates correlated sets of keying material for each node. Each 
correlated set of keying material includes L keying material 
sub-sets, each corresponding to an associated security 
domain. A set up server distributes the generated sets of 
keying material to each netWork node to enable the netWork 
nodes to communicate With one another at a security domain 
of a hierarchical level k by using a corresponding sub-set of 
keying material. 

In accordance With another aspect, a method of hierarchi 
cal security management is disclosed. Correlated keying 
material sets are generated for each netWork node Which each 
includes L keying material sub-sets each corresponding to a 
security domain associated With one of a plurality of hierar 
chical levels L. The generated keying material sets are dis 
tributed to the netWork nodes. Communications betWeen the 
netWork nodes are established at a common security domain 
associated With a hierarchical level k by a corresponding 
sub-set of the keying material. 

In accordance With another aspect, a netWork device is 
disclosed. The netWork device includes a predistributed set of 
keying material each including at least a loWest level keying 
material sub-set associated With a loWest level security 
domain, and a higher level keying material sub-set associated 
With a higher level security domain. The netWork device is 
programmed to authenticate other netWork devices at the 
loWest level common security domain and communicate With 
one another With the sub-set associated With the loWest com 
mon security domain. 

In accordance With another aspect, a netWork is disclosed. 
A plurality of ?rst netWork devices communicates With each 
other in a ?rst loWer level security domain and With other 
devices in a higher level security domain. A plurality of 
second netWork devices communicates With each other but 
not With the ?rst netWork devices in a second loWer level 
security domain different from the ?rst loWer level security 
domain and With the ?rst netWork devices in the higher level 
security domain. 
One advantage is that access to a security domain is sub 

stantially limited. 
Advantages of the present invention Will be appreciated to 

those of ordinary skill in the art upon reading and understand 
the folloWing detailed description. 
The invention may take form in various components and 

arrangements of components, and in various steps and 
arrangements of steps. The draWings are only for purposes of 
illustrating the preferred embodiments and are not to be con 
strued as limiting the invention. 

FIG. 1 is a diagrammatical illustration of a hierarchical 
netWork system; 

FIG. 2 is a diagrammatical illustration of a detail of a 
hierarchical infrastructure; 

FIG. 3 is a diagrammatical illustration of an example of a 
hierarchical infrastructure; and 

FIG. 4 is an example of distribution of the keying material 
for the system of FIG. 3. 

With reference to FIGS. 1 and 2, a hierarchical netWork 
system 10 includes mobile nodes or devices (A, B, . . . , Z) 

oWned by a single entity, e. g. an enterprise 12, Which mobile 
devices (A, B, . . . , Z) operate in a hierarchical infrastructure 

14 having L hierarchical or security levels or domains 16 such 
as a ?rst level (level 1), a second level (level 2) and a third 
level (level 3), eg the number of levels is equal to 3. Of 
course, it is contemplated that the hierarchical infrastructure 
14 can have feWer or larger number of security domains 16 
such as 2, 4, 5, etc. Each mobile device (A, B, . . . , Z) includes 
a set 20 of L device identi?ers (IDs) 22 each corresponding to 
a single security domain 16. Initially, before deployment, a 
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keying material generator 24 generates a correlated keying 
material set 30 for each mobile device (A, B, . . . , Z). Each 

keying material set 30 is composed of L keying material 
sub-sets 32, each keying material sub-set 32 corresponding to 
an associated security domain 16. A set up server 34 pre 
distributes the keying material sets 30 among mobile devices 
(A, B, . . . , Z). Each set 30 includes the keying material 

alloWing the mobile devices (A, B, . . . , Z) to communicate in 
accordance With the hierarchical structure 14 of the netWork 
system 10. In the operation mode, each pair of the mobile 
devices (A, B, . . . , Z) establishes a pairWise key by exchang 
ing their device identi?ers, searching the deepest common 
security domain and using the corresponding keying material 
sub-set. 

In the exemplary embodiment, the mobile nodes (A, 
B, . . . , Z) are set to communicate at the loWest security 

domain level by default and can communicate at the higher 
security levels only by a special request. More speci?cally, 
the mobile devices (A, B, . . . , Z) communicate in tWo 

different communications modes, such as a normal commu 
nication mode (N CM) and an unusual communication mode 
(UCM). The normal communication mode takes place if the 
deepest common security domain k equals the loWest security 
domain L. The unusual communication mode occurs When 
the deepest common security domain k is a higher level secu 
rity domain than the loWest level security domain L. In the 
example above, the loWest security domain is level 3. The 
normal communication mode Will occur at level 3. The 
unusual communication mode Will occur at levels 2 or 1. 
Typically, the mobile nodes Which have common security 
domains at the loWest level L are deployed in close vicinity, 
e.g. such nodes belong, for example, to the same hospital 
department. Hence, most of the communications are pro 
cessed in the normal communication mode. As described in 
detail beloW, in operation, each pair of the mobile devices (A, 
B, . . . , Z) discovers the deepest level of the common security 

domain, exchanges identi?ers of the discovered common 
security level, and establishes the pairWise key at the common 
security level. Unusual communication mode can occur, for 
example, if a mobile device moves from one location to 
another. For example, When the device moves from one 
department to another Within the same hospital, the device 
itself or other devices notify a security administrator 40 and 
request permission to establish communications at a higher 
level. In this manner, the security administrator 40 can keep 
track of the devices Which communicate outside of the loWest 
security level, e. g. in the unusual communication mode. 

With continuing reference to FIGS. 1 and 2, security level 
1 identi?es a top security domain belonging to, for example, 
the enterprise 12. For example, security level 2 identi?es the 
next to the top security domain, for example, the security 
domain of the hospitals or clinics HA, HB, . . . , HZ Which 

belong to the enterprise 12. Security level 3, for example, 
identi?es n departments D1, D2, . . . , Dn Within the hospitals 

HA, HB, . . . , HZ. Therefore, the mobile nodes (A, B, . . . , Z) 

are capable of communicating at the department, hospital and 
enterprise level by a use of the speci?c key Which includes a 
keying material for a corresponding security domain. 

With continuing reference to FIG. 1, each department’s 
security domain netWork typically includes up to 1000 self 
organiZed nodes (A, B, . . . , Z). Any combination of the nodes 
may be connected by Wireless single-hop links With no ?xed 
netWork infrastructure support to compose a body sensor 
netWork (BSN). Preferably, the mobile nodes (A, B, . . . , Z) 
include physiological monitoring devices, controlled medi 
cation administration devices, PDA-like devices, embedded 
computing systems, or the like devices. For example, one 
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4 
netWork may include nodes for each physiological monitor, 
medication administration device, computer-based patient 
ID, attending physician’s PDA, and the like, but speci?cally 
excluding like devices associated With other patients. Each 
mobile node (A, B, . . . , Z) offers one or more netWork 

services. Each node (A, B, . . . , Z) can communicate peer-to 

peer With any other node in the netWork system 10 via trans 
mitting/receiving means to access one or more services. Peer 

to-peer communications is preferably unidirectional and 
bi-directional and can be synchronous and asynchronous. Of 
course, it is also contemplated that a physician can access the 
node (A, B, . . . , Z) to provide a service to the patient, e.g. 

administer a medication, check a status of the monitoring 
equipment, and the like, by using a portable computer, PDA, 
or the like. 

In the deterministic pairWise key predistribution scheme 
(DPKPS), before deployment of the nodes (A, B, . . . , Z), the 
nodes (A, B, . . . , Z) are initialiZed With a unique device 

keying material. Each device keying material is unambigu 
ously associated With this device identi?er. In operation, any 
pair of devices With the predistributed keying material can 
authenticate one another. E.g., tWo devices that belong to the 
same security domain can use the predistributed keying mate 
rial to establish a pairWise symmetric key if the tWo devices 
unambiguously identify one another via associated identi? 
cation devices. 
DPKPS keying material is based on tWo concepts: sym 

metric bivariate polynomials and ?nite projective planes 
(FPP). A symmetric bivariate polynomial (BPs) is a polyno 
mial of degree 7» on tWo variables over a ?nite ?eld Fq With the 
property: 

A FPP refers to a combinatorial distribution of n2+n+l 
elements into n2+n+l different groups. Each group is com 
posed of n+1 distinct elements and any pair of groups shares 
an element, Where n in one embodiment is a prime poWer 
number. 
By using both above concepts, the set up server generates 

a total of n2+n+l BPs and distribute BPs into n2+n+l blocks 
according to an FPP of order n. Thus, any pair of blocks shares 
a BP, fl.(x,y). AfterWards, the set-up server evaluates the n+1 
BPs of each block in x variable for q/ (n+1) different points (q 
is the siZe of the ?nite ?eld), generating from each block a 
total of q/ (n+1) sets of n+1 univariate polynomials (U Ps). 
Keying material for each device is composed of a set of UPs 
and that device identi?er, i.e. the identi?ers of the BPs, Which 
the UPs are derived from, and the points, Which the BPs Where 
Were evaluated in. 

For example, the keying material of the devices A and B is 
respectively composed of the UPs: 

Device IDs of the devices A and B are respectively: 

{{f3’ f4’ f6} {IDB3’ IDB4> IDB6’}}$ 
Where fl-s identify original BPs and IDZl-s identify the point 
Where polynomial fl- Was evaluated for device Z. 

In order for the devices A and B to establish a pairWise key, 
devices exchange the devices IDs. Each device uses the 
device IDs in tWo distinct sub-phases. More speci?cally, a 
device compares its oWn device IDs With device IDs of the 
other party, ?nding out the UP generated from a common BP. 
In above example common BP is f4(x,y). Device A oWns the 
common UPf4(IDA4, y) and device B oWns the common UP 
f4(IDB4, y). Each device computes the pairWise key by evalu 
ating its share UP in the evaluation point of the other party, 
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i.e., device A evaluates f4(IDA4, y) in yIIDB4 and device B 
evaluates f4(IDB4, y) in yIIDA4. Because of the symmetry 
property of BPs both devices obtains the same pairWise key 
KAB:f4(IDA4$ IDB4):f4(IDB4> IDA4)‘ 

Similarly to What is described above, in hierarchical deter 
ministic pairWise key predistribution scheme (HDPKPS), 
unique keying material is predistributed to every device. Key 
ing material determines L security domains a device belongs 
to Within of an L-level hierarchical infrastructure of security 
domains. HDPKPS keying material is unambiguously asso 
ciated to the device identi?er. In the operation, any pair of 
devices can use their keying material to establish a pairWise 
symmetric key, at least at the highest security level. Particu 
larly, any tWo devices can establish a pairWise key at a secu 
rity level k if (i) both devices belong to the same security 
domain at level k; and (ii) both devices can unambiguously 
identify each other through the device identi?er at level i, 
iék. 
HDPKPS keying material of layer k is called KMk, and 

divides this level into a number of security domains that are 
associated both With upper and loWer security domains. 
Therefore, HDPKPS keying material is composed of L sets of 
DPKPS keying material as Well as the HDPKPS device iden 
ti?ers. HDPKPS device identi?ers are composed of L secu 
rity domains identi?ers and L sets of DPKPS device identi 
?ers. 

For example, the keying material of level 1 (KMl) is com 
prised of one security domain and de?ned by DPKPS keying 
material With parameters 7» 1 and n1. Given n1, order of the FPP 
distribution at level 1, KMl may be divided into up to n12+ 
n1+1 groups. Each group corresponds With a column of the 
FPP distribution, i.e., keying material in each group is gener 
ated from the same set of BPs. 

For example, the keying material of level 2 (KM2) is com 
prised of up to nl2+n1+1 sub-security domains. Sub-security 
domain i2 at level 2 is called SDZZ-2 and de?ned by the DPKPS 
keying material With parameters K212 and nZZ-Z. A device 
belonging to the sub-security domain SDZZ-2 includes keying 
material at level 1 KMl of column i. 

Generally, keying material at level k (1 ékéL) is de?ned as 
KMk and comprised of up to: 

ik :1 

(nit-2% t-kil +nki2i3 [kil + 

sub-security domains. A security domain ik at level k, sub 
security domain of SDk_1l-2i3 _ _ _ l-krl, is called SD kl-Zl-S _ _ _ l-krll-k and 

de?ned by DPKPS keying material With parameters 
kk1-2i3_ _ _ l-krll-k and nkl-Zl-3 _ _ _ l-krll-k. A device belonging to SD kl-Zl-S _ _ ikrll-k 

at level k, includes keying material at level r With r<k KM, of 
SDn-Zl-3 _ _ _ i771 and column ir. 

With reference to FIG. 3, a ?rst hospital HA includes ?rst 
and second departments D1 and D2. A second hospital HB 
includes a third department D3. The ?rst department D1 of the 
?rst hospital HA includes ?rst and second mobile devices A, 
B. The second department D2 of the ?rst hospital HA 
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6 
includes a third device C. The third department D3 of the 
second hospital HB includes a fourth device D. In this exem 
plary embodiment, the ?rst and second devices A, B may 
establish a pairWise key by using keying material of the loW 
est security level 3, e. g. communicate in the normal commu 
nication mode Within the ?rst department D1. Further, the 
?rst and second devices A, B each may establish a pairWise 
key With the third device C by using keying material of the 
second loWest security level 2, e. g. communicate in the 
unusual communication mode Within the ?rst hospital HA. 
Finally, the fourth device D can only communicate With the 
?rst, second and third devices A, B, C via the top security level 
1, eg in the unusual communication mode Within the enter 
prise 12. 

With reference to FIG. 4, at the top level 1, the mobile 
devices A, B, C, D oWn correlated DPKPS keying material. 
The ?rst, second and third devices A, B, C oWn the keying 
material generated from bivariate polynomials F1, F2, F4 
from an FPP block 100 and the fourth device D oWns the 
keying material generated from the bivariate polynomials F5, 
F6, F1 from an FPP block 102. The mobile devices A, B, C, D 
oWn a correlated univariate polynomials F1 Which Would 
alloW communications among the mobile devices A, B, C, D 
at the top level 1 . At the next to top level 2, ?rst and second sets 
110, 112 of the DPKPS keying material are generated, for the 
?rst and second hospitals HA and HB respectively, Which, at 
level 2, are in distinct security domains. The ?rst and second 
mobile devices A, B oWn the keying material generated from 
bivariate polynomials F3, F4, F6 from an FPP block 114 of 
the ?rst set 110. The third mobile device C oWns the keying 
material generated from bivariate polynomials F6, F7, F2 
from an FPP block 116 of the ?rst set 110. The ?rst, second 
and third mobile devices A, B, C oWn a correlated univariate 
polynomials F6 Which Would alloW communications betWeen 
the ?rst, second and third mobile devices A, B, C at the level 
2, Within the ?rst hospital HA. The fourth device D oWns the 
keying material generated from bivariate polynomials F1 , F2, 
F4 from an FPP block 118 ofthe second set 112. Finally, at the 
loWest level 3, ?rst, second and third sets 120, 122, 124 of the 
DPKPS keying material are generated, for the ?rst, second 
and third departments D1, D2, D3, respectively, Which each 
has a distinct level 3 security domain. The ?rst and second 
mobile devices A, B receive correlated keying material gen 
erated from bivariate polynomials F2, F3, F5 and F6, F7, F2 
respectively (blocks 130, 132 of the ?rst set 120), since the 
?rst and second mobile devices A, B belong to the same 
department, eg the ?rst department D1 of the ?rst hospital 
HA. The correlated univariate polynomials F2 Would alloW 
the ?rst and second mobile devices A, B to communicate With 
each other Within the ?rst department D1. The third device C 
receives the keying material generated from bivariate poly 
nomials F7, F1, F3 ofan FPP block 134 ofthe second set 122. 
The fourth device D receives the keying material generated 
from bivariate polynomials 134,135,137 ofan FPP block 136 of 
the third set 124. 

In the manner described above, the higher security levels, 
e.g. levels 1 and 2, ensure full-interoperability of the mobile 
devices in emergency cases. For example, When a patient 
carrying the ?rst and second devices A, B is transferred from 
the ?rst department D1 to the second department D2 Within 
the ?rst hospital HA, communications of the ?rst and second 
devices A, B With other devices of the second department D2, 
eg the third device C, are securely conducted by using the 
keying material of the second security level 2, i.e. the ?rst 
hospital keying material. Division into different security lev 
els alloWs full device identi?cation according to the hierar 
chical infrastructure. For instance, if the hospital devices 
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establish a normal communication mode, eg the lowest level 
communication mode, the devices can automatically identify 
the origin of the other party. 
HDPKPS exhibits an increased security both in the normal 

communication mode and unusual communication mode. In 
the normal communication mode, only devices at the loWest 
security level L (level 3 in the example) communicate With 
each other by using the keying material of the loWest level L. 
Because the number of devices at this level is relatively loW 
(<1000), the relative resiliency at this level is relatively high. 
Therefore, it is dif?cult for an intruder to capture enough 
number of devices to endanger communications at level L 
Without causing a system alarm. In the unusual communica 
tion mode, devices can fully identify the other party, and, 
therefore, devices can identify possible attacks against the 
system. For instance, in the above example, if an intruder 
captures the fourth device D of the third department D3 of the 
second hospital HB and attempts to use it to attack the ?rst 
device A of the ?rst department D1 of the ?rst hospital HA, 
the ?rst device A (or the second device B) can detect the 
fourth device D as belonging to the third department D3 of the 
second hospital HB. In this situation, the ?rst deviceA (or the 
second device B) can distrust the presence of the fourth device 
D in the ?rst department domain and request the domain of 
the third department D3 of the second hospital HB to con?rm 
the presence of the fourth device D in the ?rst department 
domain. 

The invention has been described With reference to the 
preferred embodiments. Modi?cations and alterations may 
occur to others upon reading and understanding the preceding 
detailed description. It is intended that the invention be con 
structed as including all such modi?cations and alterations 
insofar as they come Within the scope of the appended claims 
or the equivalents thereof. 

The invention claimed is: 
1. A security system for a hierarchical netWork including at 

least tWo hierarchical levels each corresponding to a security 
domain, comprising: 

a plurality of local netWork nodes; 
a keying material generator Which generates correlated sets 

of keying material for each netWork node, Which each 
keying material set includes keying material sub-sets, 
each sub-set corresponding to an associated security 
domain including a hospital level security domain asso 
ciated With a hospital and a department level security 
domain associated With each of a plurality of depart 
ments Within the hospital; and 

a set up server Which distributes the generated keying mate 
rial sets to each netWork node to enable the netWork 
nodes Within each department to communicate With one 
another at the associated department security domain 
using a ?rst corresponding sub-set of keying material 
and to communicate With netWork nodes in another 
department at the hospital level security domain using a 
second corresponding sub-set of the keying material. 

2. The system as set forth in claim 1, Wherein the netWork 
includes: 

an enterprise level security domain associated With an 
enterprise, the enterprise encompassing a plurality of 
hospitals. 

3. The system as set forth in claim 1, Wherein the netWork 
nodes communicate With one another via at least a normal 
communication mode and an unusual communication mode. 

4. The system as set forth in claim 1, Wherein the netWork 
nodes include at least one of physiological condition moni 
tors, controllable medication dosing devices, and PDAs. 
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8 
5. A netWork node With keying material, that enables com 

municating at a plurality of hierarchical levels, for use in the 
system of claim 1. 

6. A security system for a hierarchical netWork including L 
hierarchical levels each corresponding to a security domain 
comprising: 

a plurality of local netWork nodes Which communicate 
With one another via at least a normal communication 

mode and an unusual communication mode; 
a keying material generator Which generates correlated sets 

of keying material for each netWork node, Which each 
keying material set includes L keying material sub-sets, 
each sub-set corresponding to an associated security 
domain; 

a set up server Which distributes the generated keying mate 
rial sets to each netWork node to enable the netWork 
nodes to communicate With one another at a security 
domain of a hierarchical level k by using a correspond 
ing sub-set of keying material; and 

a security administrator from Which the netWork nodes are 
programmed to request a permission to communicate in 
the unusual communication mode. 

7. The system as set forth in claim 6, Wherein the netWork 
nodes are programmed to communicate With one another at 
the loWest level common security domain. 

8. The system as set forth in claim 6, Wherein the normal 
communication mode includes communicating by the sub-set 
of keying material corresponding to the loWest level security 
domain L. 

9. The system as set forth in claim 8, Wherein the unusual 
communication mode includes communicating at a different 
level security domain than the loWest level security domain L. 

10. The system as set forth in claim 6, Wherein each net 
Work node includes a set of L identi?ers Which each identi?er 
includes a device identi?er and a security domain identi?er 
corresponding to an associated security domain level of the L 
level infrastructure for the netWork devices to mutually 
authenticate one another. 

11. A method of hierarchical security management com 
prising: 

generating correlated sets of keying material for each net 
Work node Which each set includes a plurality of keying 
material sub-sets each sub-set corresponding to a secu 
rity domain associated With one of a plurality of hierar 
chical levels; 

distributing the generated keying material sets to the net 
Work nodes; and 

establishing normal communications betWeen the netWork 
nodes at a ?rst common security domain Which coin 
cides With a ?rst hierarchical level by a corresponding 
?rst sub-set of the keying material; and 

establishing unusual communications at a second common 
security domain Which is different form the ?rst hierar 
chical level With a corresponding second sub-set of the 
keying material Wherein prior to establishing unusual 
communications, a permission is requested. 

12. The method as set forth in claim 11, Wherein each 
netWork node includes a set of identi?ers Which each includes 
a device identi?er and a security domain identi?er corre 
sponding to an associated hierarchical level for the netWork 
devices to mutually authenticate one another. 

13. The method as set forth in claim 11, Wherein the net 
Work nodes include at least one of physiological condition 
monitors, controllable medication dosing devices, and PDAs. 

14. A netWork having a plurality of nodes programmed for 
performing the method of claim 11. 
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15. A node used in the method of claim 11. 
16. A set up server used to distribute the sets of the keying 

material in the method of claim 11. 
17. A network device including: 
a physiological condition monitor Which includes a 
memory con?gured to store a predistributed set of key 
ing material, the set including a plurality of sub-sets of 
keying material arranged hierarchically in a plurality of 
hierarchical layers including at least: 

a loWest level keying material sub-set associated With a 
loWest level security domain used by the netWork 
devices to communicate securely With other netWork 
devices in one group of a family of groups of netWork 
devices in a medical facility, and 

a higher level keying material sub-set associated With a 
higher level security domain used by the netWork device 
to communicate securely With netWork devices in other 
of the groups of the family of groups, 

a top level keying material sub-set associated With a top 
security domain used by the netWork devices to commu 
nicate securely With other medical devices not in the 
family of groups; 

Wherein the netWork device is programmed to authenticate 
and communicate With other netWork devices in the one 
group With the loWest level security domain With the 
loWest level keying material sub-set associated With the 
loWest level security domain; 

Wherein the netWork device is programmed to authenticate 
and communicate With other netWork devices in other 
groups in the one family of groups With the higher level 
security domain With the higher level keying material 
sub-set associated With the higher level security domain; 
and 

Wherein the netWork device is programmed to authenticate 
and communicate With other netWork devices in other 
families of groups With the top level security domain 
With the top level keying material sub-set associated 
With the top level security domain. 

18. A netWork including: 
a predistributed set of keying material each including at 

least: 
a loWest level keying material sub-set associated With a 

loWest level security domain, and 
a higher level keying material sub-set associated With a 

higher level security domain, 
the netWork device is programmed to authenticate other 

netWork devices at the loWest level common security 
domain and communicate With one another With the 
sub-set associated With the loWest level common 
security domain; and 
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Wherein the netWork device is programmed to request per 

mission to communicate at a security domain level 
Which does not correspond to the loWest level of hierar 
chy of the hierarchical structure. 

19. The netWork device as set forth in claim 18, Wherein the 
loWest level sub-set of the keying material is used to commu 
nicate in a common security domain Which corresponds to the 
loWest level of hierarchy of a hierarchical structure. 

20. A netWork including a plurality of the netWork devices 
according to claim 18. 

21. A netWork comprising: 
?rst, second, third, and fourth groups of netWork devices, 

each netWork device having: 
a memory Which stores a set of keying material including a 

?rst sub-set of the keying material associated With a ?rst 
security domain, a second sub-set of the keying material 
associated With a second security domain, and third 
sub-set of the keying material associated With a third 
security domain, 

a communication system by Which the netWork devices 
authenticate and communicate With each other, 

Wherein the ?rst sub-set of the keying material is the same 
Within each of the groups and different from group to 
group such that the netWork devices in each group 
authenticate and communicate With each other in their 
associated ?rst security domain and cannot authenticate 
or communicate With netWork devices in a different 
group on their ?rst security domains, 

Wherein the second sub-set of the keying material is the 
same in the ?rst and second groups such that the netWork 
devices in the ?rst and second groups authenticate and 
communicate With each other in their associated second 
security domain, 

Wherein the second sub-set of the keying material in the 
third and fourth groups is the same and is different form 
the second sub-set of the keying material in the ?rst and 
second groups such that the netWork devices in the third 
and fourth groups authenticate and communicate With 
each other in their second security domain but not With 
the netWork devices in the ?rst and second groups, and 

Wherein the third sub-set of the keying material is the same 
in the ?rst, second, third, and fourth groups such that the 
netWork devices in the ?rst, second, third, and fourth 
groups authenticate and communicate With each other in 
the third security domain. 

22. The netWork as set forth in claim 21, Wherein at least 
some of the netWork devices further include: 

a physiological condition monitor Which monitors a physi 
ological condition of a patient With Whom the netWork 
device is associated. 

* * * * * 


