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ERROR DETECTION AND CORRECTION 
CIRCUIT AND SEMICONDUCTOR MEMORY 

TECHNICAL FIELD 

The present invention relates to an error detection and 
correction technology, and more particularly to a technology 
effectively applied to a con?guration of an error detection and 
correction circuit used to enhance data reliability in a system 
in Which data is recorded to and reproduced from a storage 
medium (for example, semiconductor memory). 

BACKGROUND ART 

The error detection and correction technologies examined 
by the inventors of the present invention include the folloWing 
technologies. 

In recent years, With the trend to higher integration (min 
iaturiZation) and loWer voltage in a semiconductor integrated 
circuit, the in?uence due to the occurrence of soft error has 
become a serious problem. The soft error mentioned here is a 
phenomenon in Which recorded information is inverted by 0t 
ray or neutron. 

As the measures against the soft error, utiliZation of an 
error correcting code such as ECC (Error Check and Correct) 
has been known. In particular, Patent document 1, Patent 
document 2 and others describe that means such as ECC is 
mounted on a semiconductor integrated circuit in order to 
improve soft error tolerance in DRAM, SRAM and system 
LSI. In such a system, a bit error correcting code has been 
generally used and an extended hamming code (SEC-DED 
code (Single Error Correcting-Double Error Detecting 
Code)) is mainly used at present. This code corrects a 1-bit 
error and detects a 2-bit error. Conventionally, 8-bit error 
correction data (parity) is added for each 64-bit data and the 
data is stored and reproduced in units of 72-bit data in total, 
and the code is called (72, 64) SEC-DED code. 

HoWever, since the soft error due to 0t ray ranges over 
multiple bits, multi-bit errors need to be handled and a code 
that performs the detection in units of b (b:4) bits is proposed. 
FIG. 6 is a block diagram of the error detection and correction 
system, in Which 610 denotes encoded information, 620 
denotes a check bit generation circuit, 650 denotes a main 
storage, 670 denotes a syndrome generation circuit, 690 
denotes an error detection circuit, 6100 denotes a syndrome 
decoder, and 6120 denotes an error correction circuit. This 
system has a capability to detect a single block error of b 
(b:4) bits and is capable of 1-bit error correction and 2-bit 
error detection. 

Furthermore, Patent document 3 proposes a con?guring 
method and decoding method of a code called spotty byte 
error control code. This relates to a code and its decoding 
circuit for correcting a single spotty byte error and detecting 
tWo spotty byte errors. The spotty byte error mentioned here 
is the error up to t bits Within one byte consisting of b bits 

(téb). 
Patent document 1: Japanese Patent Application Laid-Open 

Publication No. 10-340586 
Patent document 2: Japanese Patent Application Laid-Open 

Publication No. 2003-337760 
Patent document 3: Japanese Patent Application Laid-Open 

Publication No. 2005-176244 
Non-Patent document 1: Chikasi HORIKIRI, “No Time to 

Waste for Soft Error Countermeasures, SRAM and Logic 
Circuit NoW Come under Scrutiny”, Nikkei Electronics, 
Nikkei Business Publication, Inc., Jul. 4, 2005, No. 903, 
pp. 63-70 
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Non-Patent document 2: Yoshiharu TOSAKA, “Reality of 

Soft ErrorYou Need to Know: History, Evaluation Method 
and Countermeasures”, Nikkei Electronics, Nikkei Busi 
ness Publication, Inc., Jul. 4, 2005, No. 903, pp. 145-156 

DISCLOSURE OF THE INVENTION 

Problem to be Solved by the Invention 

Incidentally, as a result of the examination by the inventors 
of the present invention on the error detection and correction 
technologies described above, the folloWing has been 
revealed. 

For example, it has been revealed that, on the occurrence of 
a soft error, in particular, soft error due to neutron, an error 
ranging over 2 bits or more or possibly over 7 bits or more 
may occur (see Non-Patent document 1 and Non-Patent docu 
ment 2). The conventional code can never handle such a soft 
error. Even though a 1-bit error correcting and 2-bit error 
detecting code, a single spotty byte error correcting and 
double spotty bite error detecting code or others can detect the 
occurrence of 2-bit (or double spotty byte) error as is conven 
tional, it is dif?cult to handle the same in a system. 

Also, although a method of interleaving (mixing) these 
codes may be considered in order to handle consecutive soft 
errors, there arises a problem that a degree of redundancy 
increases. 

Therefore, an object of the present invention is to provide a 
technology capable of detecting and correcting errors even on 
the occurrence of errors ranging over multiple bits. 
The above and other objects and novel characteristics of the 

present invention Will be apparent from the description of this 
speci?cation and the accompanying draWings. 

Means for Solving the Problems 

The typical ones of the inventions disclosed in this appli 
cation Will be brie?y described as folloWs. 
More speci?cally, in the error detection and correction 

circuit according to the present invention, input data having 
an integral multiple of 8 bits is divided into symbols in units 
of b bits (b is an integer of 5 to 7), and after adding an error 
detecting code to the data in second encoding means, encod 
ing (for example, Reed Solomon (RS) encoding) having an 
error correction capability of tWo or more symbols is per 
formed to the data in ?rst encoding means to record the data 
in a storage. Further, When reproducing, error correction in 
units of symbols is performed to reproduced data from the 
storage in decoding means and error detection processing is 
then performed, and then, the data is outputted after being 
decoded to the data having the integral multiple of 8 bits. 

Furthermore, a semiconductor memory according to the 
present invention incorporates the error detection and correc 
tion circuit therein. 

Effect of the Invention 

The effects obtained by typical aspects of the present 
invention Will be brie?y described beloW. 

It is possible to provide a storage system With high reliabil 
ity for a soft error that occurs in a storage such as a semicon 

ductor memory. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a diagram shoWing a bit con?guration of a 
reduced 2-symbol correcting code in an error detection and 
correction circuit according to an embodiment of the present 
invention; 
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FIG. 2 is a block diagram showing a con?guration of the 
error detection and correction circuit according to an embodi 

ment of the present invention; 
FIG. 3 is a diagram shoWing a How of data in the error 

detection and correction circuit according to an embodiment 
of the present invention (case of b:5); 

FIG. 4 is a diagram shoWing a How of data in the error 
detection and correction circuit according to an embodiment 
of the present invention (case of b:6); 

FIG. 5 is a diagram shoWing a How of data in the error 
detection and correction circuit according to another embodi 
ment of the present invention (case of b:6); and 

FIG. 6 is a block diagram shoWing a con?guration of an 
error detection and correction circuit according to a conven 

tional technology. 

BEST MODE FOR CARRYING OUT THE 
INVENTION 

Hereinafter, embodiments of the present invention Will be 
described in detail With reference to the accompanying draW 
ings. Note that components having the same function are 
denoted by the same reference numbers throughout the draW 
ings for describing the embodiments, and the repetitive 
description thereof Will be omitted. 

First, an error detection and correction method in an error 
detection and correction circuit according to an embodiment 
of the present invention Will be described. 

In the error detection and correction circuit according to 
the present embodiment, input data having an integral mul 
tiple of 8 bits is divided into units of b bits (b is an integer of 
5 to 7 and the unit is referred to as symbol) to be processed. 
Then, an error detecting code of a bit unit is added to extra 
(redundant) bits generated in the division, and a code having 
a 2-symbol error correction capability is added to the data and 
then the data is recorded in a storage. Further, the error detec 
tion and correction circuit is characterized by performing 
2-symbol error detection and correction to the data repro 
duced from the storage in a reproducing operation, and then 
performing error detection in units of bits. The error detecting 
code of a bit unit may be a simple parity check code, a cyclic 
redundancy check code (CRCC) or the like though it depends 
on the number of bits usable as redundant bits. 

Also, the Reed Solomon code (RS code) is generally used 
as the symbol error correcting code, but the symbol error 
correcting code is not limited thereto and may be an extensive 
(extended) RS code, an algebraic geometry code or the like. 

Hereinafter, an example of RS code Will be described 
beloW, in Which a code length n is de?ned as n:q—1, and q is 
an original number. 
A check point h, an information point k and a code length 

n (symbol) have the folloWing relationship (Equation 1). 

n-kIh (Equation 1) 

When 0t is the primitive (q—1)-th root of 1, the code of 
GF(q) having 0t, (x1, (x2, (x3 as a root has the minimum distance 
of dmin:h+1:5 to be the RS code having a 2-symbol error 
correction capability. 

The Reed Solomon encoding circuit and decoding circuit 
are Well-knoWn to those skilled in the art and detailed descrip 
tion thereof Will be omitted, but they are described in Japa 
nese Patent Application Laid-Open Publication No. 2001 
244821, Japanese Patent Application Laid-Open Publication 
No. 5-298131 and others. 

The encoding is performed by multiplying the input data 
by a generator matrix G(0t). 
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4 
In the decoding, reproduced data is multiplied by a check 

matrix H(0t) to calculate four vectors (S0, S1, S2, S3) called 
syndrome. If no error has occurred, all the four syndromes are 
Zero. 

It is noW assumed that tWo errors occur, the error positions 
are i and j, and the magnitudes of the errors are Ei and Ej, 
respectively. Since the positions and magnitudes of the errors 
can be calculated from the relational expression of the syn 
drome, the errors can be corrected. 
By applying such a correcting code of a symbol unit, any 

error that occurs at any position in a block can be completely 
corrected if the error is tWo symbols (2b bits) or smaller. 

Next, the number of bits and the code length of a symbol 
Will be brie?y described. 

FIG. 1 is a table shoWing a relationship among the number 
of bits in a reduced 2-symbol error correcting code (b), the 
maximum code length, the reduced code length (n), an infor 
mation point (k), a check point (h), an overhead bit and a 
degree of redundancy in the error detection and correction 
method according to the embodiment. In FIG. 1, Base denotes 
the number of bits in one symbol (b). Furthermore, each unit 
is represented by the number of symbols (symbol), the num 
ber of bits (bit) and percentage (%). 

For example, When the number of bits in one symbol is 5 
bits and the information point (k) is 128 bits, the check point 
(h) is 20 bits (4 symbols) and the code length is 148 bits in 
total. In this case, since the code length is not multiple of 5 
bits, extra overhead bits of 2 bits are added to give 150 bits for 
processing. 
The present embodiment is characteriZed in that an error 

detecting code is used as the overhead bit for input data. As 
the error detecting code, for example, tWo simple parities 
interleaved for each bit may be used as shoWn in (Equation 2) 
and (Equation 3). 

63 (Equation 2) 
P1 = z EXOR(D(2n)) 

n:0 

(Equation 3) 

In (Equation 2) and (Equation 3), the data ranges from D(0) 
to D(127) and EXOR means the Exclusive OR operation. 

Similarly, When the number of bits in one symbol (b) is 6 
bits and the information point (k) is 256 bits, the check point 
(h) is 24 bits (4 symbols) and the code length is 280 bits in 
total. Also in this case, the 2 bits to be the overhead bits are 
used for the error detecting code. 

Furthermore, When the number of bits in one symbol (b) is 
7 bits and the information point (k) is 512 bits, the check point 
(h) is 28 bits (4 symbols) and the code length is 540 bits in 
total. In this case, 6 bits are used for the error detecting code. 
It is effective to use the CRCC as the 6-bit error detecting code 
because the possibility of missing an error is further reduced. 
As described above, by increasing the number of bits in a 

symbol to extend the code length, the degree of redundancy 
can be reduced. HoWever, since the number of operation 
circuits for encoding and decoding and the number of bits to 
be processed at one time are increased and the number of 
Wirings for address is increased, the excessive extension of 
the code length is not alWays preferable. 

Next, an example of a con?guration of the error detection 
and correction circuit according to the present embodiment 
Will be described With reference to FIG. 2. FIG. 2 is a block 
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diagram showing a con?guration of the error detection and 
correction circuit according to an embodiment of the present 
invention. 

The error detection and correction circuit according to the 
present embodiment is composed of a register ?le 10 that 
divides input data (1A) into symbols in units of b bits (b is an 
integer of 5 to 7), an error detection calculation circuit 20 
(second encoding means) that adds a check bit for detecting 
an error, a parity calculation circuit 30 (?rst encoding means) 
that adds an error detecting and correcting code of a symbol 
unit, a syndrome calculation circuit 50, an error calculation 
circuit 60, an error correction circuit 70 that performs error 
detection and correction for reproduced data in units of sym 
bols, an error detection calculation circuit 80 that checks the 
presence of an error in the corrected data, a register ?le 90 and 
others, and the error detection and correction circuit con?g 
ures a recording/reproducing device, a semiconductor 
memory or others together With a storage 40. 

For example, the storage 40 is a semiconductor storage 
such as DRAM, SRAM, ?ash memory, EEPROM or EPROM 
or a magnetic memory. Also, a memory cell in the storage 40 
is not limited to a binary memory cell and may be that utiliZ 
ing a multivalued technology. 

Next, an operation of the error detection and correction 
circuit according to the present embodiment Will be described 
With reference to FIG. 2 and FIG. 3. FIG. 3 is a diagram 
shoWing a How of data in the error detection and correction 
circuit according to an embodiment of the invention. In FIG. 
3, the horizontal axis may be regarded as a time axis but is 
regarded as an axis representing the data Width on Which 
calculations are performed in parallel When high speed is 
required. 

The input data (1A) having an integral multiple of 8 bits, 
Which is input to an input terminal 1, is converted (divided) 
into data (symbols) (10A) having a constant bit Width in the 
register ?le 10. In this example, 16 bytes or 128 bits are set to 
one encoding block, and one symbol is converted into 5 bits 
(b:5) in this case. The data Width and the number of added 
bits in one symbol (b) are as described in FIG. 1. 

The data (10A) is input to the error detection calculation 
circuit 20, and simple parities P1 and P2 of 2 bits are calcu 
lated from (Equation 2) and (Equation 3) and added to the 
data (20A). The data (20A) is input to the parity calculation 
circuit 30 and the storage 40. In the parity calculation circuit 
30, a parity (4 symbols) having a 2-symbol error correction 
capability is calculated and is output to the storage 40 as 
stored data (30A) together With the data portion (20A). 

Next, the data (40A) reproduced from the storage 40 is 
input to the syndrome calculation circuit 50 and the error 
correction circuit 70. In the syndrome calculation circuit 50, 
four syndromes S0, S1, S2 and S3 are calculated (50A) by a 
check matrix for the error correcting code data (40A), and the 
result thereof is output to the error calculation circuit 60. 
When tWo errors occur, the positions AD1 andAD2 Where the 
errors have occurred and the magnitudes of the errors E1 and 
E2 are calculated by using the four syndromes S0, S1, S2 and 
S3 in the error calculation circuit 60 (60A). The data is output 
to the error correction circuit 70 to correct tWo or feWer errors 

included in the reproduced data (40A) (70A). 
The data is input to the error detection calculation circuit 80 

to check Whether or not an error has occurred in the data 
(70A) after the error correction from the 2-bit simple parities 
P1 (Equation 2) and P2 (Equation 3) (80A). If an error is 
detected, it is determined that erroneous correction or error 
detection failure has occurred, and a ?ag (80F) is output to the 
system. The output of the error detection calculation circuit 
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6 
80 (80A) is output to the register ?le 90, and the original 
recorded data (90A) in units of 8 bits is recovered and output 
to an output terminal 2. 
When 32 bytes or 256 bits are set to one encoding block, 

one symbol is set to have 6 bits (b:6) to be processed. FIG. 4 
shoWs a How of data When one symbol has 6 bits (b:6). 

Similarly, When 64 bytes or 512 bits are set to one encoding 
block, one symbol is set to have 7 bits (b:7) to be processed. 
In this case, the overhead bit (check bit) has 6 bits. 

Note that, in the error correction processing, there is a 
problem that When errors more than the correction capability 
occur, the erroneous correction occurs and errors are 

increased. The erroneous correction can be detected by the 
error detecting code according to the embodiment. HoWever, 
When a further larger error occurs, the erroneous correction 
occurs and the erroneous correction cannot be detected by the 
error detecting code in some cases. 

For its solution, another embodiment Will be described 
beloW. In this method, Whether the detected error is a random 
error or a burst error is estimated from the magnitude and 
position of the error, and the error correction processing is 
sWitched according to the result of estimation. 

This embodiment Will be described With reference to FIG. 
5. FIG. 5 is a diagram shoWing a f loW of data in the error 
detection and correction circuit according to another embodi 
ment of the present invention (case of b:6). Although an 
example Where 6 bits are set to one symbol to be processed 
Will be shoWn here, the encoding is the same as that in the 
above-mentioned embodiment. An example Where three 
types of errors occur at the reproduction Will be shoWn. In this 
example, Whether the detected error is a random error or burst 
error is estimated from the magnitude of the error, and then 
the correction processing is sWitched. 

The reproduced data 1 shoWs the case Where a 1-bit error 
occurs at tWo positions, and 2-symbol (independent 2 bits) 
error correction is performed in this case. 
The reproduced data 2 shoWs the case Where an error 

occurs in tWo symbols estimated to be at physically adjacent 
positions on the semiconductor chip (storage 40) (referred to 
as burst error), and the 2-symbol error correction is performed 
in this case. 
When it is estimated that tWo burst errors other than those 

occur as in the reproduced data 3, since there is the possibility 
that another larger error has occurred, the error correction 
circuit 70 does not perform error correction. Instead, a ?ag as 
the error detection is output to commit the processing to a 
higher system. The higher system performs rereading (repro 
ducing) or data discarding, for example. By this means, the 
possibility of erroneous correction can be signi?cantly 
reduced. 

Further, by performing erasing correction to the symbol 
Which is determined to have a failure in advance, the perfor 
mance of the error correction can be improved. 
As described above, in the error detection and correction 

circuit and the semiconductor memory incorporating the 
same according to the embodiments, an error detecting code 
of a bit unit is added and an error detecting and correcting 
code having the error correction capability of tWo or more 
symbols is employed for a soft error that occurs in a storage 
such as a semiconductor memory, and thereby a storage sys 
tem With high reliability can be provided. 

In the foregoing, the invention made by the inventors of the 
present invention has been concretely described based on the 
embodiments. HoWever, it is needless to say that the present 
invention is not limited to the foregoing embodiments and 
various modi?cations and alterations can be made Within the 
scope of the present invention. 
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INDUSTRIAL APPLICABILITY 

The present invention is applicable to a semiconductor 
memory, a recording/reproducing device and the like. 

The invention claimed is: 
1. An error detection and correction circuit Which encodes 

input data having an integral multiple of 8 bits and stores the 
encoded data in a storage, and decodes original information 
from a reproduction signal of the storage, comprising: 
means for dividing the input data into symbols in units of b 

bits Where b is an integer of 5 to 7; 
?rst encoding means for adding an error detecting and 

correcting code of a symbol unit to the data divided into 
symbols; 

second encoding means for adding a number of check bits 
for detecting an error based on a difference betWeen the 
data divided into symbols con?gured of a multiple of b 
bits and the input data having the integral multiple of 8 
bits; 

means for recording the data added With the error detecting 
and correcting code in the storage; 

decoding means for performing error detection and correc 
tion in units of symbols to data of the reproduction signal 
read from the storage, by using the error detecting and 
correcting code; and 

checking means for checking presence of an error in the 
data corrected in the decoding means, by using the check 
bits. 

2. The error detection and correction circuit according to 
claim 1, 

Wherein the ?rst encoding means adds an error detecting 
and correcting code having an error correction capabil 
ity of at least tWo symbols. 

3. The error detection and correction circuit according to 
claim 1, 

Wherein the decoding means performs 2-symbol error cor 
rection only When it is determined that a 1-bit error at an 
independent symbol position occurs at tWo positions. 

4. The error detection and correction circuit according to 
claim 1, 

Wherein the decoding means performs 2-symbol error cor 
rection only When it is determined that an error occurs in 
tWo symbols Which are estimated to be at physically 
adjacent positions on the storage. 

5. The error detection and correction circuit according to 
claim 1, 

Wherein erasure correction is performed to a symbol Which 
is determined to have a failure in advance. 

6. The error detection and correction circuit according to 
claim 1, 

Wherein the second encoding means adds a 2-bit check bit 
to 128 bits of the input data, 

the ?rst encoding means adds an error detecting and cor 
recting code Whose one symbol is 5 bits to the data added 
With the check bit, and 

the decoding means performs error detection and correc 
tion Whose one symbol is 5 bits to data of a reproduction 
signal from the storage. 

7. The error detection and correction circuit according to 
claim 1, 

Wherein the second encoding means adds a 2-bit check bit 
to 256 bits of the input data, 

the ?rst encoding means adds an error detecting and cor 
recting code Whose one symbol is 6 bits to the data added 
With the check bit, and 
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8 
the decoding means performs error detection and correc 

tion Whose one symbol is 6 bits to data of a reproduction 
signal from the storage. 

8. The error detection and correction circuit according to 
claim 1, 

Wherein the second encoding means adds a 6-bit check bit 
to 512 bits of the input data, 

the ?rst encoding means adds an error detecting and cor 
recting code Whose one symbol is 7 bits to the data added 
With the check bit, and 

the decoding means performs error detection and correc 
tion Whose one symbol is 7 bits to data of a reproduction 
signal from the storage. 

9. A semiconductor memory having a storage con?gured of 
a highly-integrated semiconductor integrated circuit and an 
error detection and correction circuit incorporated therein, 

Wherein the semiconductor memory is con?gured to record 
input data having an integral multiple of 8 bits and 
comprises: 

means for dividing the input data into symbols in units of b 
bits Where b is an integer of 5 to 7; 

encoding means for adding an error detecting and correct 
ing code having an error correction capability of at least 
tWo symbols to the data divided into symbols; 

means for recording data added With the error detecting 
and correcting code in the storage; 

a storage for storing the data to Which the error detecting 
and correcting code is added in the encoding means; and 

decoding means for performing error detection and correc 
tion in units of symbols to data of a reproduction signal 
read from the storage, and 

the input data is encoded and recorded in the storage and 
original information is decoded from the reproduction 
signal of the storage. 

10. The semiconductor memory according to claim 9, 
Wherein, When 128 bits are set to one encoding block, it is 

divided into symbols in units of 5 bits, When 256 bits are 
set to one encoding block, it is divided into symbols in 
units of 6 bits, and When 512 bits are set to one encoding 
block, it is divided into symbols in units of 7 bits. 

11. A semiconductor memory having a storage con?gured 
of a highly-integrated semiconductor integrated circuit and 
an error detection and correction circuit incorporated therein, 

Wherein the semiconductor memory is con?gured to record 
input data having an integral multiple of 8 bits and 
comprises: 

means for dividing the input data into symbols in units of 5 
bits When an encoding unit block is 128 bits, dividing the 
input data into symbols in units of 6 bits When the encod 
ing unit block is 256 bits, and dividing the input data into 
symbols in units of 7 bits When the encoding unit block 
is 512 bits; 

encoding means for adding an error detecting and correct 
ing code of a symbol unit to the data divided into sym 
bols; 

means for recording data added With the error detecting 
and correcting code in the storage; 

a storage for storing the data to Which the error detecting 
and correcting code is added in the encoding means; and 

decoding means for performing error detection and correc 
tion in units of symbols to data of a reproduction signal 
read from the storage. 

12. The semiconductor memory according to claim 9, 
Wherein a number of bits are added to a number of extra bits 

occurring in the symbol division to provide the number 
of symbol division unit bits, and the error correcting 
code is assigned thereto. 
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13. A semiconductor memory having a storage con?gured 
of a highly-integrated semiconductor integrated circuit and 
an error detection and correction circuit incorporated therein, 

Wherein the semiconductor memory is con?gured to record 
input data having an integral multiple of 8 bits and 
comprises: 

means for dividing the input data into symbols in units of b 
bits Where b is an integer of 5 to 7; 

5 

encoding means for adding a bit to an extra bit occurring in 10 
the division into symbols to provide a b-bit con?gura 

10 
tion, and further adding bits in units of b bits as needed 
to assign an error detecting and correcting code to the 
bits; 

means for recording data added With the error detecting 
and correcting code in the storage; 

a storage for storing the data to Which the error detecting 
and correcting code is added in the encoding means; and 

decoding means for performing error detection and correc 
tion in units of symbols to data of a reproduction signal 
read from the storage. 

* * * * * 


