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DETECTION CIRCUIT AND DETECTION 
METHOD OF CARRIER OFFSET 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a demodulation technique 

for demodulating a received signal subjected to FSK (Fre 
quency Shift Keying) modulation, and particularly to a carrier 
offset detection technique for detecting the offset of the car 
rier frequency betWeen the receiving side and the transmitting 
side. 

2. Description of the Related Art 
In recent years, in order to perform transmission/reception 

of data among multiple electronic devices, various Wireless 
communication systems according to various standards and 
methods have been proposed. For example, in the Bluetooth 
communication system, the carrier Wave is subjected to FSK 
modulationusing binary digital data composed of ls and 0s as 
the modulation data. In such a Wireless communication sys 
tem, in a case in Which difference in the carrier frequency 
(carrier offset) has occurred betWeen the transmitter side and 
the receiver side, the carrier offset leads to a dif?culty in 
precise demodulation. Accordingly, the receiver side includes 
a circuit Which detects the carrier offset. 
[Patent Document 1] 
Japanese Patent Application Laid Open No. Hl0-98500 

SUMMARY OF THE INVENTION 

The present invention has been made in vieW of such a 
situation. Accordingly, it is a general purpose of the present 
invention to provide a technique Which alloWs the carrier 
offset to be detected With high precision in a short period of 
time. 
An embodiment of the present invention relates to a carrier 

offset detection circuit Which is provided to a demodulation 
circuit Which demodulates a received signal subjected to FSK 
(Frequency Shift Keying) modulation, and Which detects off 
set in the carrier frequency betWeen the transmitting side and 
the receiving side. The carrier offset detection circuit includes 
a Zero-crossing detection unit and an offset detection. The 
Zero-crossing detection unit receives a base band signal in the 
form of a digital signal Which indicates the level of the fre 
quency shift of the received signal using the carrier frequency 
on the receiving side as a reference frequency, and detects a 
Zero-crossing point at Which the base band signal and a base 
band signal obtained by delaying the former base band signal 
cross each other. The offset detection unit sets an offset value 
of the carrier frequency to the value of the base band signal at 
a timing of the Zero-crossing point thus detected. 

In the Wireless communication system employing a pre 
amble in Which the value alternately sWitches between 1 and 
0, the Zero-crossing point occurs at an intermediate timing at 
Which transition betWeen “ l ” and “0” occurs, i.e., at a timing 
at Which the frequency shift becomes 0. Accordingly, With the 
aforementioned embodiment, the value of the base band sig 
nal is acquired at a timing of the Zero-crossing point at Which 
the frequency shift becomes Zero, thereby detecting the car 
rier offset in a short period of time for the preamble. 

Another embodiment of the present invention also relates 
to a carrier offset detection circuit Which is provided to a 
demodulation circuit Which demodulates a received signal 
subjected to FSK (Frequency Shift Keying) modulation, and 
Which detects offset in the carrier frequency betWeen the 
transmitting side and the receiving side. The carrier offset 
detection circuit includes a preamble detection unit and an 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
offset detection unit. The preamble detection unit receives a 
base band signal in the form of a digital signal Which indicates 
the level of the frequency shift of the received signal using the 
carrier frequency on the receiving side as a reference fre 
quency, and detects a preamble from the base band signal. 
The offset detection unit performs smoothing processing on 
the base band signal, and sets the offset value to the value of 
the base band signal Which has been subjected to the smooth 
ing processing over the preamble period. 

In the Wireless communication system employing a pre 
amble in Which the value alternately sWitches between 1 and 
0, it is assumed that, in a case in Which the carrier offset is 
Zero, the average of the frequency shift over the preamble 
period is Zero. In other Words, in a case in Which the average 
of the frequency shift over the preamble period does not 
match Zero, the value thus calculated represents the carrier 
offset. Thus, With the above-described embodiment, the car 
rier offset can be detected in a short period of time for the 
preamble. 

It is to be noted that any arbitrary combination or rear 
rangement of the above-described structural components and 
so forth is effective as and encompassed by the present 
embodiments. 

Moreover, this summary of the invention does not neces 
sarily describe all necessary features so that the invention 
may also be a sub-combination of these described features. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Embodiments Will noW be described, by Way of example 
only, With reference to the accompanying draWings Which are 
meant to be exemplary, not limiting, and Wherein like ele 
ments are numbered alike in several Figures, in Which: 

FIG. 1 is a block diagram Which shoWs a con?guration of a 
receiver of a Wireless communication system according to an 
embodiment; 

FIG. 2 is a block diagram Which shoWs a con?guration of 
the a preamble detection unit shoWn in FIG. 1; 

FIG. 3 is a block diagram Which shoWs a con?guration of 
the preamble detection unit shoWn in FIG. 1; 

FIG. 4 is a block diagram Which shoWs a con?guration of 
an offset detection unit shoWn in FIG. 1; 

FIGS. 5A and 5B are operation Waveform diagrams for the 
preamble detection unit shoWn in FIG. 1; 

FIGS. 6A and 6B are operation Waveform diagrams for the 
preamble detection unit shoWn in FIG. 1; and 

FIG. 7 is an operation Waveform diagram for an offset 
adjustment unit shoWn in FIG. 4. 

DETAILED DESCRIPTION OF THE INVENTION 

The invention Will noW be described based on preferred 
embodiments Which do not intend to limit the scope of the 
present invention but exemplify the invention. All of the fea 
tures and the combinations thereof described in the embodi 
ment are not necessarily essential to the invention. 

In the present speci?cation, the state represented by the 
phrase “the member A is connected to the member B” 
includes: a state in Which the memberA and the member B are 
physically and directly connected to each other; and a state in 
Which the member A and the member B are indirectly con 
nected to each other via another member that does not affect 
the electric connection therebetWeen. In the same Way, the 
state represented by the phrase “the member C is provided 
betWeen the memberA and the member B” includes a state in 
Which these members are indirectly connected to each other 
via another member that does not affect the electric connec 
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tion therebetWeen, in addition to the state in Which the mem 
berA and the member C, or the member B and the member C 
are directly connected. 

FIG. 1 is a block diagram Which shows a con?guration of a 
receiver 1000 of a Wireless communication system according 
to an embodiment. A transmitter (not shoWn) and the receiver 
1000 of the Wireless communication system transmits/re 
ceives a carrier Wave subjected to FSK (Frequency Shift 
Keying) modulation. Description Will be made beloW assum 
ing that the Wireless communication system performs com 
munication stipulated by the Bluetooth standard. However, 
the present invention is not restricted to such an arrangement. 
Also, the present invention can be applied to other standards. 
The receiver 1000 may be mounted on various kinds of infor 
mation communication devices such as cellular phone termi 
nals, personal computers, digital cameras, and home elec 
tronics. 

The transmitter transmits a high-frequency signal (RF sig 
nal) Srf subjected to FSK modulation, Which is obtained by 
modulating a carrier Wave using a digital signal of binary data 
(composed of ls and 0s) as the modulation signal. The 
receiver 1000 receives the RF signal Srf transmitted from the 
transmitter, and demodulates the digital signal from the RF 
signal. The receiver 1000 includes an antenna 2, a frequency 
conversion circuit 4, an FM detection circuit 6, and a carrier 
offset detection circuit (Which Will be referred to as “offset 
detection circuit” hereafter) 8. 

Via the antenna 2, the RF signal (modulated Wave) at a 
carrier frequency of 2.4 GHZ subjected to the FSK modula 
tion is received. In reality, the carrier frequency is constantly 
changing due to frequency hopping. The frequency conver 
sion circuit 4, the FM detection circuit 6, and the offset 
detection circuit 8 forms a demodulation circuit Which per 
forms demodulation of the RF signal Srf. The RF signal Srf is 
input to the frequency conversion circuit 4. The frequency 
conversion circuit 4 performs frequency conversion (doWn 
conversion) on the RF signal at 2.4 GHZ so as to divide the RF 
signal into the in-phase component BB_I and the quadrature 
component BB_Q. The PM detection circuit 6 generates, 
based upon the in-phase component BB_I and the quadrature 
component BB_Q, a digital base band signal iq_avrg Which 
indicates the level of the frequency deviation of the RF signal 
Srf. In the Bluetooth system, the symbol rate is 1 MHZ, and 
the base band signal iq_avrg generated by the FM detection 
circuit 6 is sampled at 8 MHZ. Furthermore, in the present 
embodiment, let us say that the bit number of the base band 
signal iq_averg is 9 bit. Moreover, the level of the frequency 
shift indicated by the base band signal iq_averg is quantiZed 
in increments of 1.95 kHZ. 

In the Wireless communication system, the carrier fre 
quency on the transmitter side and the carrier frequency used 
in demodulation performed by the receiver 1000 does not 
exhibit perfect matching. Accordingly, the offset detection 
circuit 8 detects the offset (carrier offset) of the carrier fre 
quency betWeen the receiving side and the transmitting side, 
and outputs an offset signal OFS_O Which indicates the 
amount of the carrier offset. The receiver 1000 performs 
demodulation processing With reference to the offset amount 
detected by the offset detection circuit 8. 

The offset detection circuit 8 includes a delay buffer 100, a 
preamble detection unit 200, and an offset detection unit 300. 
The offset detection circuit 8 receives the base band signal 
iq_avrg and an access code detection signal ACCDET as 
input signals. The access code detection signal ACCDET is a 
signal Which indicates the access code in the ?rst 72 bits of the 
packet. The access code detection signal ACCDET is gener 
ated by an unshoWn circuit, and is input along With the base 
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4 
band signal iq_avrg. The access code detection signal ACC 
DET is set to the loW-level state during a period for the 72-bit 
data from the head in the base band signal iq_avrg, folloWing 
Which the access code detection signal ACCDET is set to the 
high-level state. 
As described above, the base band signal iq_avrg is a signal 

sampled at 8 MHZ Which is eight times of the symbol rate of 
1 MHZ. The delay buffer 100 generates a delayed signal 
delay4 Which is delayed by four sampling periods, i.e., by a 
period of 1/2 symbols Worth, a delayed signal delay8 Which is 
delayed by eight sampling periods, i.e., by a period of a single 
symbol Worth, and a delayed signal delay12 Which is delayed 
by tWelve sampling periods, i.e., by a period of 3/2 symbols 
Worth. The delay buffer 100 may be con?gured of a sift 
register including multiple latch circuits (delay circuits) con 
nected in a cascaded manner. Also, the delay buffer 100 may 
have other con?gurations. 

In the digital Wireless communication, a preamble includ 
ing a predetermined bit pattern is located in the ?rst feW bits 
from the head in a packet data. In the Bluetooth system, the 
four-bit area from the head in the packet is set aside for the 
preamble, and stores pattern data of “1010” or “0101”. The 
preamble detection unit 200 is a circuit Which detects the 
preamble. 
The preamble is located at the head of the packet data. 

Accordingly, the preamble is demodulated Without being 
subjected to the correction of the carrier offset. Accordingly, 
it is dif?cult to detect the preamble based upon the demodu 
lated data. In order to solve this problem, the preamble detec 
tion unit 200 according to the present embodiment makes 
comparison betWeen the base band signal iq_avrg Which is 
used as a base signal and the signal shifted relatively from the 
base band signal iq_avrg by a period of a single symbol Worth, 
i.e., the delayed signal delay8, and detects the intersection 
(Zero-crossing point) of these tWo signals. In a case in Which 
there is a pattern of“ 1 01 0” or “0101”, the Zero-crossing point 
is detected according to a predetermined rule. The preamble 
detection unit 200 outputs a Zero-crossing signal Zc_en, 
Which is sWitched to a predetermined level (high level) at a 
Zero-crossing timing. Detailed description Will be made later 
regarding the preamble detection unit 200. 
The offset detection unit 300 latches the base band signal 

iq_avrg at the timing of the Zero-crossing signal Zc_en. In the 
ideal state in Which the carrier offset betWeen the transmitting 
side and the receiving side is Zero, it is assumed that the 
frequency shift With respect to the pattern data “1010” 
becomes Zero at an intermediate timing at Which the data 
transits betWeen 1 and 0, i.e., at every Zero-crossing point. In 
other Words, in a state in Which a carrier offset has occurred, 
the value of the frequency deviation at the timing of the 
Zero-crossing point at Which the data transits betWeen 1 and 0, 
i.e., the value of the base band signal iq_avrg at the timing of 
the Zero-crossing point at Which the data transits betWeen 1 
and 0 represents the amount of the carrier offset. Accordingly, 
the offset detection unit 3 00 outputs the value of the base band 
signal iq_avrg latched at the timing of the Zero -crossing point, 
as the offset value OFF_O of the carrier frequency. 

Also, from another perspective, the offset detection unit 
300 performs the folloWing processing. In the ideal state in 
Which the carrier offset is Zero, it is assumed that the time 
average of the frequency shift (base band signal iq_avrg) over 
the preamble period in Which the “1010” pattern or “0101” 
pattern is repeated is Zero. In other Words, in a state in Which 
a carrier offset has occurred, the average of the frequency 
deviation represents the carrier offset amount. Accordingly, 
the offset detection unit 300 performs smoothing processing 
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on the base band signal iq_avrg, and outputs the base band 
signal iq_avrg thus smoothed as the carrier offset value 
OFS_O. 

The above is the overall con?guration of the receiver 1000. 
Detailed description Will be made beloW in order regarding 
the con?gurations of the preamble detection unit 200 and the 
offset detection unit 300. 

FIG. 2 and FIG. 3 are block diagrams Which shoW the 
con?guration of the preamble detection unit 200. The pre 
amble detection unit 200 includes an initial Zero-crossing 
detection unit 210, a ringing removal unit 220, a pattern 
detection unit 240, and an offset difference limiter unit 250. 
FIG. 2 shoWs detailed con?gurations of the initial Zero-cross 
ing detection unit 210 and the ringing removal unit 220. FIG. 
3 shoWs detailed con?gurations of the pattern detection unit 
240 and the offset difference limiter unit 250. FIGS. 5A and 
5B and FIGS. 6A and 6B are operation Waveform diagrams 
for the preamble detection unit 200. 

The initial Zero-crossing detection unit 210 detects the 
timing at Which the difference betWeen the base band signal 
iq_avrg and the delayed signal delay8 becomes Zero, as the 
Zero-crossing point. The initial Zero-crossing detection unit 
210 generates a Zero-crossing signal Zc_org3 Which sWitches 
to the high-level state at a timing of the Zero-crossing point. 
FIG. 5A is an operation Waveform diagram for the initial 
Zero-crossing detection unit 210. 

The initial Zero-crossing detection unit 210 shoWn in FIG. 
2 includes an adder 212, a latch circuit 214, and an XOR gate 
216. The adder 212 subtracts the delayed signal delay8 from 
the base band signal iq_avrg. Using the enable signal EN8M, 
the latch circuit 214 latches the sign bit (highest-order bit) 
S1[9] of the l0-bit difference signal S1[920] output from the 
adder 212. The enable signal EN8M is a clock signal at a 
frequency of 8 MHZ that matches the sampling frequency of 
the base band signal iq_avrg. On the other hand, the clock 
signal CLK24M is a clock signal at a frequency of 24 MHZ. 
The XOR gate 216 creates the exclusive-OR (XOR) of the 
sign bit S1[9] of the difference signal S1 obtained from the 
adder 212 and the sign bit S1[9] of the difference signal S1 
latched by the latch circuit 214. The output of the XOR gate 
216 is the Zero-crossing signal Zc_org3. 

The Zero-crossing signal Zc_org3 detected by the initial 
Zero-crossing detection unit 210 includes unnecessary Zero 
crossing points Which have occurred unrelated to the pre 
amble of “1010” (or “0101”). The ringing removal unit 220 
removes pseudo Zero-crossing points due to the ringing of the 
Waveform, Which are a part of the unnecessary Zero-crossing 
points. FIG. 5B is an operation Waveform diagram for the 
ringing removal unit 220. 

During the preamble period, each Zero-crossing point 
occurs When the amplitude changes according to the pattern 
“1010” (or “0101”). Accordingly, it is assumed that the dif 
ference betWeen the value of the base band signal iq_avrg at 
a certain timing near the Zero-crossing point and the value 
thereof a short period before (or after) the former timing 
Would exhibit a relatively large value. On the other hand, at 
each pseudo Zero-crossing point Which is erroneously 
detected due to the ringing in the Waveform, there is a ten 
dency for the difference in the value of the base band signal 
iq_avrg betWeen a timing near the Zero-crossing point and 
another timing a short period before the former timing to 
exhibit a small value. Accordingly, in a case in Which the 
difference betWeen the value of the base band signal iq_avrg 
at a timing near the Zero-crossing point and the value of the 
base band signal iq_avrg at another timing a predetermined 
period before the former timing is smaller than a predeter 
mined threshold value, the ringing removal unit 220 removes 
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6 
this Zero-crossing point. This processing alloWs the pseudo 
Zero-crossing points to be removed. The Zero-crossing signal, 
from Which the pseudo Zero-crossing points have been 
removed, Will be referred to as “Zero-crossing signal 
Zc_org2”. 

In a case in Which the difference betWeen the value of the 
base band signal iq_avrg (delayed signal delay4) at a timing 
1/2 symbols (4 sampling periods) before a Zero-crossing point 
and the value of the base band signal iq_avrg (delayed signal 
delay12) at a timing 3/2 symbols (12 sampling periods) 
before the Zero-crossing point is smaller than a threshold 
value sub_thd, the ringing removal unit 220 removes this 
Zero-crossing point. 
The ringing removal unit 220 shoWn in FIG. 2 includes an 

adder 222, an absolute value circuit 224, a comparator 226, an 
AND gate 228, a 3-bit counter 230, a comparator 232, and an 
AND gate 234. The adder 222 subtracts the delayed signal 
delay4 from the delayed signal delay12. The absolute value 
circuit 224 creates the absolute value S3 of the subtraction 
result. The comparator 226 compares the absolute value S3 
With the threshold value sub_thd. The output S4 of the com 
parator 226 is used as a mask signal. 
The AND gate 228 makes the logical AND of the initial 

Zero-crossing detection signal Zc_org3 and the mask signal 
S4, thereby masking the initial Zero-crossing detection signal 
Zc_org3 using the mask signal S4. The output Zc_org2 of the 
AND gate 228 is a Zero-crossing detection signal in Which the 
Zero-crossing points due to the ringing of the Waveform have 
been removed. In order to remove remaining unnecessary 
Zero-crossing points Which cannot be removed using the 
mask signal S4, the ringing removal unit 220 furtherperforms 
the following processing. 

During the preamble period, the Zero-crossing point occurs 
at a cycle of the symbol rate, i.e., a cycle of 1 MHZ. Accord 
ingly, in a case in Which the time interval betWeen the adjacent 
Zero-crossing points is smaller than a predetermined thresh 
old value, the AND gate 228 removes the latter Zero-crossing 
point. In the circuit shoWn in FIG. 2, in a case in Which the 
time interval betWeen the adjacent Zero-crossing points is 
smaller than 0.5 ps (1/2 symbols:4 sampling periods), the 
AND gate 228 performs Zero-crossing point removing pro 
cessing. 
The 3-bit counter 230 starts counting processing based 

upon the enable signal EN8M every time the Zero-crossing 
signal Zc_org2 is sWitched to the high-level state, i.e., every 
Zero-crossing timing. The comparator 232 compares the 
count value Zc_org2_cnt counted by the 3-bit counter 230 
With a predetermined threshold value. In FIG. 2, the threshold 
value is 3 (3b011). The AND gate 234 removes the pseudo 
Zero-crossing points from the Zero-crossing signal Zc_org2 
using the output S5 of the comparator 232 as a mask signal. 
The output of the AND gate 234 is output as the Zero-crossing 
signal Zc_org to the pattern detection unit 240 Which is a 
doWnstream component. 

Description Will be made With reference to FIG. 3. The 
0101/1010 pattern detection unit (Which Will be referred to as 
“pattern detection unit” hereafter) 240 detects the pattern 
“0101” (or “1010”) of the preamble With reference to the 
Zero-crossing signal Zc_org. During a period other than the 
preamble period, the Zero-crossing point occurs When the 
data transits from 0 to 1 or 1 to 0 occurs. Accordingly, the 
pattern detection unit 240 is provided in order to extract the 
pattern “1010” (or “0101”) included in the preamble. 

Focusing on the pattern “0101” (or “1010”), Zero-crossing 
point occurs every symbol. In other Words, determination can 
be made that the Zero-crossing points Which have not 
occurred every symbol do not correspond to the preamble. 
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That is to say, determination can be made that such Zero 
crossing points have occurred in a data period other than the 
preamble period. 

With regard to each of the pulses in the Zero -crossing signal 
Zc_org, in a case in Which there is no Zero-crossing pulse 
approximately one symbol before a given pulse in the Zero 
crossing signal Zc_org, the pattern detection unit 240 shoWn 
in FIG. 3 removes this pulse by masking processing. Focusing 
on a given pulse, in a case in Which there is no pulse in a range 
With the point in time one symbol (8 sampling periods) before 
the pulse as the midpoint betWeen the point in time tWo 
sampling periods before the midpoint and the point in time 
tWo sampling periods after the midpoint (i.e., a range betWeen 
the point in time 10 sampling periods before the pulse of 
interest and the point in time 6 sampling periods before the 
pulse of interest), the pattern detection unit 240 removes this 
pulse. 

The pattern detection unit 240 includes: multiple, i.e., ten 
latch circuits 242 Which operate as a delay circuit; an OR gate 
244; and an AND gate 246. Each of the latch circuits 242 
delays the data input from the previous-stage component by 
one sampling period. The sixth-stage through tenth-stage 
latch circuits 242 output signals obtained by delaying the 
Zero-crossing signal Zc_org by 6 sampling periods through 10 
sampling periods, respectively. 
The OR gate 244 creates the logical OR of the output 

signals of the sixth-stage through tenth-stage latch circuits 
242. The AND gate 246 receives the Zero-crossing signal 
Zc_org Which has not been subjected to delay processing and 
the output Zc_org_dly_en of the OR gate 244. In a case in 
Which there is a high-level state in any one of the signals 
delayed by delay periods ranging between six sampling peri 
ods and ten sampling periods from the Zero-crossing signal 
Zc_org Which is input to the AND gate 246 at the same time, 
the OR gate 244 outputs an output signal Zc_org_dly_en at the 
high level. Accordingly, in a case in Which there is not high 
level state in any one of the signals delayed from the Zero 
crossing signal Zc_org by delay periods ranging betWeen six 
sampling periods and ten sampling periods, the AND gate 246 
masks the Zero-crossing signal Zc_org. FIG. 6A is an opera 
tion Waveform diagram for the pattern detection unit 240. 

The offset difference limiter unit 250 further masks the 
false-detection pulses in the Zero-crossing signal Zc_en_org. 
Speci?cally, the offset difference limiter unit 250 performs 
sampling processing on the offset signal ofs_org generated by 
the offset detection unit 300 shoWn in FIG. 1 every time pulse 
(i.e., every Zero-crossing point) occurs in the Zero-crossing 
signal Zc_en_org. In a case in Which the difference in the 
sampled value betWeen the preceding adjacent Zero-crossing 
points is greater than a predetermined threshold value, the 
offset difference limiter unit 250 masks this pulse. The offset 
signal ofs_org is a signal obtained by smoothing the base 
band signal iq_avrg. 

The offset difference limiter unit 250 includes anAND gate 
252, a latch circuit 254, an adder 256, an ab solute value circuit 
258, a comparator 260, and anAND gate 262. 

The AND gate 252 outputs the logical AND of the enable 
signal EN8M and the Zero-crossing signal Zc_en_org. The 
latch circuit 254 performs sampling processing on the offset 
signal ofs_org using the output of the AND gate 252. The 
latch circuit 254 delays the offset signal ofs_org by the pulse 
interval of the Zero-crossing signal Zc_en_org. 

The adder 256 subtracts the delayed signal seri_thd_ofs 
from the offset signal ofs_org, thereby generating the differ 
ence seri_thd_diff_org. The absolute value circuit 258 creates 
the absolute value seri_thd_diff of the difference seri_thd 
_diff_org. The comparator 260 compares the absolute differ 
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8 
ence value seri_thd_diff With a predetermined threshold 
value S7. For example, the threshold value is set to 24 (Which 
corresponds to 46.8 kHZ). In a case in Which the absolute 
difference value seri_thd_diff is smaller than the threshold 
value S7, the comparator 260 outputs the output signal S8 at 
the high level. The AND gate 262 performs masking process 
ing on the Zero-crossing signal Zc_en_org using the output S8 
of the comparator 260. 
The offset difference limiter unit 250 removes the Zero 

crossing points due to rapid change in the carrier offset. The 
output Zc_en of the offset difference limiter unit 250 is output 
to a doWnstream component, i.e., the offset detection unit 
300. FIG. 6B is an operation Waveform diagram for the offset 
difference limiter unit 250. 

FIG. 4 is a block diagram Which shoWs a con?guration of 
the offset detection unit 300. The offset detection unit 300 
performs sampling processing on the data that corresponds to 
the base band signal iq_avrg using the Zero-crossing signal 
Zc_en, and detects the carrier offset. Thus, such an arrange 
ment suitably detects the carrier offset during the preamble 
period. 
The offset detection unit 300 includes an offset detection 

block 310 and an offset adjustment unit 340. 
The offset detection block 310 includes a smoothing circuit 

311, a latch circuit 320, a selector 322, a selector 324, a latch 
circuit 326, and an adder 328. The smoothing circuit 311 
performs smoothing processing on the base band signal 
iq_avrg. The smoothing circuit 311 includes an adder 312, an 
adder 316, and an divider 318. 
The adder 312 creates the sum of the base band signal 

iq_avrg and the delayed signal delay8 (Which is essentially 
the average, giving consideration to the divider 318 Which is 
a doWnstream component). Each of three latch circuits 314 
delays its input by one symbol. The adder 316 creates the sum 
of the outputs of the adder 3 12 and the three latch circuits 314. 
The divider 318 divides the sum output from the adder 316 by 
8. The smoothing circuit 311 calculates the moving average 
S9 of the base band signal iq_avrg in increments of symbol 
periods thereof, thereby smoothing the base band signal 
iq_avrg. 
The three latch circuits 320 delay the output of the divider 

318 by three symbols. The moving average S9 thus delayed is 
output as the offset signal ofs_org to the offset difference 
limiter unit 250 of the preamble detection unit 200 described 
above. 
The selector 322 receives the offset signal ofs_org via the 

input 1, and receives the output signal of a limiter 330 via the 
input 0. The selector 322 selects the offset signal ofs_org at a 
timing at Which the Zero-crossing signal Zc_en generated by 
the preamble detection unit 200 is sWitched to the high-level 
state. 
The selector 324 receives the output signal of the selector 

322 via the input 1, and receives the output signal of the 
limiter 330 via the input 0. An inverter 325 inverts the access 
code detection signal ACCDET. The selector 324 selects the 
output of the selector 322 at a timing at Which the inverted 
access code detection signal ACCDET is sWitched to the 
high-level state. 
As described above, during the period for the access code 

Which occupies the ?rst 72 bits in the packet, the access code 
detection signal ACCDEC is in the loW-level state, folloWing 
Which the access code detection signal ACCDEC is sWitched 
to the high-level state. Accordingly, during a period in Which 
the Zero-crossing detection signal Zc_en is in the high-level 
state, and the access code detection signal ACCDET is in the 
loW-level state, the selectors 322 and 324 select the offset 
signal ofs_org. OtherWise, the selector 324 outputs the output 
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S10 of the limiter 330. By providing the selector 324, such an 
arrangement prevents the carrier offset from being detected 
based upon the Zero-crossing point erroneously detected in 
the code other than the access code. 

The latch circuit 326 latches the output of the selector 324 
in order to synchronize the timing operation. The output of the 
latch circuit 326 is output as the OSF_O Which indicates the 
amount of the carrier offset. 

After the period for the access code, the offset detection 
unit 300 performs ?ne adjustment of the value of the carrier 
offset based upon the value of the subsequent base band 
signal iq_avrg. The offset adjustment unit 340 generates a 
correction value adj_data used for the ?ne adjustment. The 
adder 328 of the offset detection block 310 adds the correc 
tion value adj_data to the offset signal OFS_O. The limiter 
330 limits the range of the output of the adder 328. Speci? 
cally, the output of the limiter 330 is limited to a range 
betWeen —256 and +256 (betWeen —500 kHZ and +500 kHZ). 
In the Bluetooth system, the bandWidth of one channel is l 
MHZ. By providing the limiter 330, such an arrangement 
prevents the carrier offset from being adjusted beyond the 
bandWidth. 

The offset adjustment unit 340 includes a slicing/ edge 
detection unit 350, a counter 360, and an adjustment data 
generating unit 370. FIG. 7 is an operation Waveform diagram 
for the offset adjustment unit 340. 

The slicing/edge detection unit 350 slices the base band 
signal iq_avrg using the offset signal OFS_O, and generates a 
count clear signal cnt8_clr Which is sWitched to the high-level 
state every time these tWo signals cross each other. The slic 
ing/edge detection unit 350 measures the cycle period (pulse 
interval) of the count clear signal cnt8_clr, and generates the 
correction value adj_data according to the cycle period. 

The slicing/edge detection unit 350 includes a comparator 
352, a latch circuit 354, and an XOR gate 356. The compara 
tor 352 generates a signal iq_high Which is in the high-level 
state When the base band signal iq_avrg is greater than the 
offset signal OFS_O. The latch circuit 354 delays the signal 
iq_high by one sampling period. The XOR gate 356 outputs 
the exclusive-OR of the signals iq_high and iq_high_dly. The 
output (count clear signal) cnt8_clr of the XOR gate 356 is 
sWitched to the hi gh-level state every time the level transition 
of the signal iq_high occurs. 

The counter 360 is an octal counter. The counter 360 is 
reset every time the count clear signal cnt8_clr is sWitched to 
the high-level state, and is incremented according to the 
enable signal EN8M. The count value cnt_8 counted by the 
counter 360 is input to a selector 372. 

The enable signal EN8M has a sampling frequency eight 
times of the symbol rate of l MHZ. Accordingly, in a case in 
Which the counter value cnt_8 is near 7, there is no need to 
correct the carrier offset. The adjustment data generating unit 
370 generates the correction value adj_data according to the 
count value cnt_8. 

The adjustment data generating unit 370 includes the selec 
tor 372, a sign inverter 374, a selector 376, and a selector 378. 

The selector 372 includes eight inputs, and selects any one 
of these inputs according to the count value cnt_8. The num 
ber of the inputs of the selector 372 should be determined 
according to the base of the number system of the counter 
360. As an example, in a case in Which the counter value cnt_8 
matches 0, 3, 6, or 7, the correction value is set to 0. In a case 
in Which the counter value cnt_8 matches 1 or 2, the correc 
tion value is set to —l (—l .95 kHZ). In a case in Which the count 
value cnt_8 is 4 or 5, the correction value is set to 1 (+1.95 
kHZ). It should be noted that the settings of the correction 
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10 
value has been described for exemplary purposes only. Also, 
the correction value may be adjusted as desired. 

The sign inverter 374 and the selector 372 invert the value 
of the correction value S12 according to the value of the signal 
iq_high_dly. Speci?cally, the sign inverter 374 inverts the 
sign of the output of the selector 372. The selector 376 
receives the output S12 of the selector 372 via the input 1, and 
receives the output S13 of the sign inverter 374 via the input 
0. When the signal iq_high_dly is in the high-level state, the 
selector 376 selects the signal S12. OtherWise, the selector 
376 selects the signal S13 Which is the inverted sign signal. 
The selector 378 receives the signal S14 via the input 1, and 

receives the value “0” via the input 0. The selector 378 outputs 
the signal S14 as the correction value adj_data every time the 
offset signal OFS_O and the base band signal iq_avrg cross 
each other, i.e., every time the count clear signal cnt8_clr is 
sWitched to the high-level state. OtherWise, the correction 
value adj_data is set to 0. By providing the offset adjustment 
unit 340, such an arrangement suitably adjusts the carrier 
offset according to the change in the carrier offset even if the 
carrier offset changes at an intermediate point in time during 
the packet. 
The receiver 1000 according to the present embodiment 

detects the carrier offset OFS_O in a short period of time for 
a preamble, and performs demodulation processing With ref 
erence to the carrier offset thus detected. 
The settings of the logical values of the signals, such as the 

high-level state and the loW-level state of the signals, have 
been described in the present embodiment for exemplary 
purposes only. The settings can be freely modi?ed by invert 
ing the signals using inverters or the like. 

While the preferred embodiments of the present invention 
have been described using speci?c terms, such description is 
for illustrative purposes only, and it is to be understood that 
changes and variations may be made Without departing from 
the spirit or scope of the appended claims. 
What is claimed is: 
1. A carrier offset detection circuit Which is provided to a 

demodulation circuit Which demodulates a received signal 
subjected to FSK (Frequency Shift Keying) modulation, and 
Which detects a carrier offset frequency betWeen a transmit 
ting side and a receiving side, comprising: 

a Zero-crossing detection unit Which receives a base band 
signal in the form of a digital signal Which indicates a 
level of the frequency deviation of the received signal 
from the carrier frequency on the receiving side, and 
detects a Zero-crossing point at Which the base band 
signal and a base band signal obtained by delaying the 
base band signal by one symbol cross each other; and 

an offset detection unit Which determines a value of the 
base band signal at a timing of the Zero-crossing point 
detected by the Zero-crossing detection unit as the car 
rier offset frequency, 

Wherein the offset detection unit performs smoothing pro 
cessing on the base band signal, and determines a value 
of the base band signal smoothed by the smoothing 
processing at the timing of the Zero-crossing point 
detected by the Zero-crossing detection unit as the car 
rier offset frequency, and 

Wherein the offset detection unit calculates a sum of the 
base band signal and the signal obtained by delaying the 
base band signal by one symbol, and performs smooth 
ing processing on the summed signal. 

2. An information communication device including a car 
rier offset detection circuit according to claim 1. 

3. A carrier offset detection circuit Which is provided to a 
demodulation circuit Which demodulates a received signal 
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subjected to FSK (Frequency Shift Keying) modulation, and 
Which detects a carrier offset frequency between a transmit 
ting side and a receiving side, comprising: 

a Zero-crossing detection unit Which receives a base band 
signal in the form of a digital signal Which indicates a 
level of the frequency deviation of the received signal 
from the carrier frequency on the receiving side, and 
detects a Zero-crossing point at Which the base band 
signal and a base band signal obtained by delaying the 10 
base band signal by one symbol cross each other; and 

an offset detection unit Which determines a value of the 
base band signal at a timing of the Zero-crossing point 
detected by the Zero-crossing detection unit as the car 
rier offset frequency, 

Wherein the Zero-crossing detection unit includes a ringing 
removal unit con?gured such that, in a case in Which a 
difference betWeen the value of the base band signal at 
the Zero-crossing point detected by the Zero-crossing 
detection unit and the value of the base band signal a 
predetermined period of time before the Zero-crossing 
point is smaller than a predetermined threshold value, 
the Zero-crossing point is masked. 

4. A carrier offset detection circuit Which is provided to a 
demodulation circuit Which demodulates a received signal 
subjected to FSK (Frequency Shift Keying) modulation, and 
Which detects a carrier offset frequency betWeen a transmit 
ting side and a receiving side, comprising: 

a Zero-crossing detection unit Which receives a base band 
signal in the form of a digital signal Which indicates a 
level of the frequency deviation of the received signal 
from the carrier frequency on the receiving side, and 
detects a Zero-crossing point at Which the base band 
signal and a base band signal obtained by delaying the 
base band signal by one symbol cross each other; and 

an offset detection unit Which determines a value of the 
base band signal at a timing of the Zero-crossing point 
detected by the Zero-crossing detection unit as the car 
rier offset frequency, 

Wherein the Zero-crossing detection unit includes a ringing 
removal unit con?gured such that, in a case in Which a 
time interval betWeen the Zero-crossing point detected 
by the Zero-crossing detection unit and a previous Zero 
crossing point is smaller than a predetermined threshold 
value, the Zero-crossing point detected by the Zero 
crossing detection unit is masked. 

5. A carrier offset detection circuit Which is provided to a 
demodulation circuit Which demodulates a received signal 
subjected to FSK (Frequency Shift Keying) modulation, and 
Which detects a carrier offset frequency betWeen a transmit 
ting side and a receiving side, comprising: 

a Zero-crossing detection unit Which receives a base band 
signal in the form of a digital signal Which indicates a 
level of the frequency deviation of the received signal 
from the carrier frequency on the receiving side, and 
detects a Zero-crossing point at Which the base band 
signal and a base band signal obtained by delaying the 
base band signal by one symbol cross each other; and 

an offset detection unit Which determines a value of the 
base band signal at a timing of the Zero-crossing point 
detected by the Zero-crossing detection unit as the car 
rier offset frequency, 

Wherein the Zero-crossing detection unit includes a pattern 
detection unit con?gured such that, in a case in Which 
there is no Zero-crossing point at a timing approximately 
one symbol period before the Zero-crossing point 
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12 
detected by the Zero-crossing detection unit, the Zero 
crossing point detected by the Zero-crossing detection 
unit is masked. 

6. A Carrier offset detection circuit Which is provided to a 
demodulation circuit Which demodulates a received signal 
subjected to FSK (Frequency Shift Keying) modulation, and 
Which detects a carrier offset frequency betWeen a transmit 
ting side and a receiving side, comprising: 

a Zero-crossing detection unit Which receives a base band 
signal in the form of a digital signal Which indicates a 
level of the frequency deviation of the received signal 
from the carrier frequency on the receiving side, and 
detects a Zero-crossing point at Which the base band 
signal and a base band signal obtained by delaying the 
base band signal by one symbol cross each other; and 

an offset detection unit Which determines a value of the 
base band signal at a timing of the Zero-crossing point 
detected by the Zero-crossing detection unit as the car 
rier offset frequency, 

Wherein the Zero-crossing detection unit includes an offset 
difference limiter circuit Which performs sampling pro 
cessing, at every timing of the Zero-crossing point 
detected the Zero-crossing detection unit, on a signal 
obtained by performing smoothing processing on the 
base band signal, and is con?gured such that, in a case in 
Which a difference betWeen a signal sampled at the Zero 
crossing point and a signal sampled at a previous Zero 
crossing point is smaller than a predetermined threshold 
value, the Zero-crossing point detected by the Zero 
crossing detection unit is masked. 

7. A carrier offset detection circuit Which is provided to a 
demodulation circuit Which demodulates a received signal 
subjected to FSK (Frequency Shift Keying) modulation, and 
Which detects a carrier offset frequency betWeen a transmit 
ting side and a receiving side, comprising: 

a Zero-crossing detection unit Which receives a base band 
signal in the form of a digital signal Which indicates a 
level of the frequency deviation of the received signal 
from the carrier frequency on the receiving side, and 
detects a Zero-crossing point at Which the base band 
signal and a base band signal obtained by delaying the 
base band signal by one symbol cross each other; and 

an offset detection unit Which determines a value of the 
base band signal at a timing of the Zero-crossing point 
detected by the Zero-crossing detection unit as the car 
rier offset frequency, 

Wherein the offset detection unit receives a detection signal 
Which indicates Whether or not the base band signal 
matches an access code, 

and Wherein, in a case in Which the base band signal matches 
the access code, the offset detection unit determines the value 
of the base band signal at a timing of the Zero-crossing point 
detected by the Zero-crossing detection unit as the carrier 
offset. 

8. A carrier offset detection circuit Which is provided to a 
demodulation circuit Which demodulates a received signal 
subjected to FSK (Frequency Shift Keying) modulation, and 
Which detects a carrier offset frequency betWeen a transmit 
ting side and a receiving side, comprising: 

a Zero-crossing detection unit Which receives a base band 
signal in the form of a digital signal Which indicates a 
level of the frequency deviation of the received signal 
from the carrier frequency on the receiving side, and 
detects a Zero-crossing point at Which the base band 
signal and a base band signal obtained by delaying the 
base band signal by one symbol cross each other; and 
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an offset detection unit Which determines a value of the 
base band signal at a timing of the Zero-crossing point 
detected by the Zero-crossing detection unit as the car 
rier offset frequency, 

Wherein the offset detection unit compares the base band 
signal With a current carrier offset frequency, detects a 
cycle at Which a magnitude relation betWeen the base 
band signal and the current carrier offset frequency 
changes, and corrects the current carrier offset fre 
quency based upon the cycle detected. 

9. A carrier offset detection circuit Which is provided to a 
demodulation circuit Which demodulates a received signal 
subjected to FSK (Frequency Shift Keying) modulation, and 
Which detects a carrier offset frequency betWeen a transmit 
ting side and a receiving side, comprising: 

a preamble detection unit Which receives a base band signal 
in the form of a digital signal Which indicates a level of 
the frequency deviation of the received signal from the 
carrier frequency on the receiving side, and detects a 
preamble from the base band signal; and 

an offset detection unit Which performs smoothing pro 
cessing on the base band signal, and determines a value 
of the base band signal smoothed over a period at Which 
the preamble is detected as the carrier offset frequency, 

Wherein the offset detection unit calculates a sum of the 
base band signal and the signal obtained by delaying the 
base band signal by one symbol, and performs smooth 
ing processing on the summed signal. 

10. A carrier offset detection circuit Which is provided to a 
demodulation circuit Which demodulates a received signal 
subjected to FSK (Frequency Shift Keying) modulation, and 
Which detects a carrier offset frequency betWeen a transmit 
ting side and a receiving side, comprising: 

a preamble detection unit Which receives a base band signal 
in the form of a digital signal Which indicates a level of 
the frequency deviation of the received signal from the 
carrier frequency on the receiving side, and detects a 
preamble from the base band signal; and 

an offset detection unit Which performs smoothing pro 
cessing on the base band signal, and determines a value 
of the base band signal smoothed over a period at Which 
the preamble is detected as the carrier offset frequency, 

further comprising a Zero-crossing detection unit Which 
detects a Zero-crossing point of the base band signal and 
a base band signal obtained by delaying the base band 
signal by one symbol, Which occurs in a period for the 
preamble, 

Wherein the offset detection unit determines the base band 
signal smoothed by the smoothing processing at the 
Zero-crossing point as the carrier offset frequency. 
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11. The carrier offset detection circuit according to claim 

10, Wherein the Zero-crossing detection unit includes a ring 
ing removal unit con?gured such that, in a case in Which a 
difference betWeen the value of the base band signal at the 
Zero-crossing point detected by the Zero-crossing detection 
unit and the value of the base band signal a predetermined 
period of time before the Zero-crossing point is smaller than a 
predetermined threshold value, the Zero-crossing point is 
masked. 

12. The carrier offset detection circuit according to claim 
10, Wherein the Zero-crossing detection unit includes a ring 
ing removal unit con?gured such that, in a case in Which a 
time interval betWeen the Zero-crossing point by the Zero 
crossing detection unit detected and a previous Zero-crossing 
point is smaller than a predetermined threshold value, the 
Zero-crossing point detected by the Zero-crossing detection 
unit is masked. 

13. The carrier offset detection circuit according to claim 
12, Wherein the Zero-crossing detection unit includes a pat 
tern detection unit con?gured such that, in a case in Which 
there is no Zero-crossing point at a timing approximately one 
symbol period before the Zero-crossing point detected by the 
Zero-crossing detection unit, the Zero-crossing point detected 
by the Zero-crossing detection unit is masked. 

14. The carrier offset detection circuit according to claim 
10, Wherein the Zero-crossing detection unit includes an off 
set difference limiter circuit Which performs sampling pro 
ces sing, at every timing of the Zero -crossing point detected by 
the Zero-crossing detection unit, on a signal obtained by per 
forming smoothing processing on the base band signal, and is 
con?gured such that, in a case in Which a difference betWeen 
a signal sampled at the Zero-crossing point and a signal 
sampled at a previous Zero-crossing point is smaller than a 
predetermined threshold value, the Zero-crossing point 
detected by the Zero-crossing detection unit is masked. 

15. The carrier offset detection circuit according to claim 
10, Wherein the offset detection unit receives a detection 
signal Which indicates Whether or not the base band signal 
input matches an access code, 

and Wherein, in a case in Which the base band signal input 
matches the access code, the offset detection unit deter 
mines the value of the base band signal at a timing of the 
Zero-crossing point detected by the Zero-crossing detec 
tion unit as the carrier offset frequency. 

16. The carrier offset detection circuit according to claim 
10, Wherein the offset detection unit compares the base band 
signal With a current carrier offset frequency, detects a cycle 
at Which a magnitude relation betWeen the base band signal 
and the current carrier offset frequency changes, and corrects 
the current carrier offset frequency based upon the cycle 
detected. 


