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METHOD AND APPARATUS FOR ENCODING 
AND DECODING IMAGE BY USING LARGE 

TRANSFORMATION UNIT 

CROSS-REFERENCE TO RELATED PATENT 
APPLICATION 

This application is a continuation of US. application Ser. 
No. 12/85 5, 884, ?led in the US. Patent and Trademark O?ice 
on Aug. 13, 2010, Which claims priority from Korean Patent 
Application No. 10-2009-0074895, ?led onAug. 13, 2009, in 
the Korean Intellectual Property O?ice, the disclosures of 
Which are incorporated herein by reference in their entireties. 

BACKGROUND 

1. Field 
The exemplary embodiments relate to a method and appa 

ratus for encoding and decoding an image, and more particu 
larly, to a method and apparatus for encoding and decoding an 
image by transforming an image of a pixel domain into coef 
?cients of a frequency domain. 

2. Description of the Related Art 
In order to perform image compression, most of image 

encoding and decoding methods and apparatuses encode an 
image by transforming an image of a pixel domain into coef 
?cients of a frequency domain. A discrete cosine transform 
(DCT), Which is one of frequency transform techniques, is a 
Well-known technique that is Widely used in image or sound 
compression. An image encoding method using the DCT 
involves performing the DCT on an image of a pixel domain, 
generating discrete cosine coef?cients, quantiZing the gener 
ated discrete cosine coe?icients, andperforrning entropy cod 
ing on the generated discrete cosine coe?icients. 

SUMMARY 

The exemplary embodiments provide a method and appa 
ratus for encoding and decoding an image by using more 
e?icient discrete cosine transform (DCT), and also provide a 
computer readable recording medium having recorded 
thereon a program for executing the method. 

According to an aspect of an exemplary embodiment, there 
is provided an image encoding method including the opera 
tions of setting a transformation unit by selecting a plurality 
of adjacent prediction units; and transforming the plurality of 
adjacent prediction units into a frequency domain according 
to the transformation unit, and generating frequency compo 
nent coe?icients; quantiZing the frequency component coef 
?cients; and performing entropy encoding on the quantiZed 
frequency component coe?icients. 

The operation of setting the transformation unit may be 
performed based on a depth indicating a level of siZe-reduc 
tion that is gradually performed from a maximum coding unit 
of a current slice or a current picture to a sub-coding unit 
comprising the plurality of adjacent prediction units. 

The operation of setting the transformation unit may be 
performed by selecting a plurality of adj acent prediction units 
on Which prediction is performed according to a same pre 
diction mode. 

The same prediction mode may be an inter-prediction 
mode or an intra-prediction mode. 

The image encoding method may further include the 
operation of setting an optimal transformation unit by repeat 
edly performing the aforementioned operations on different 
transformation units, Wherein the aforementioned operations 
include the operations of setting the transformation unit by 
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2 
selecting a plurality of adjacent prediction units, transform 
ing the plurality of adjacent prediction units into the fre 
quency domain according to the transformation unit and gen 
erating the frequency component coef?cients, quantiZing the 
frequency component coe?icients and performing the 
entropy encoding on the quantiZed frequency component 
coe?icients. 

According to another aspect of an exemplary embodiment, 
there is provided an image encoding apparatus including a 
transformer for setting a transformation unit by selecting a 
plurality of adjacent prediction units, transforming the plu 
rality of adjacent prediction units into a frequency domain 
according to the transformation unit, and generating fre 
quency component coef?cients; a quantiZation unit for quan 
tiZing the frequency component coef?cients; and an entropy 
encoding unit for performing entropy encoding on the quan 
tiZed frequency component coe?icients. 

According to another aspect of an exemplary embodiment, 
there is provided an image decoding method include the 
operations of entropy-decoding frequency component coef 
?cients that are generated by being transformed to a fre 
quency domain according to a transformation unit; inverse 
quantiZing the frequency component coe?icients; and 
inverse-transforming the frequency component coef?cients 
into a pixel domain, and reconstructing a plurality of adjacent 
prediction units comprised in the transformation unit. 

According to another aspect of an exemplary embodiment, 
there is provided an image decoding apparatus including an 
entropy decoder for entropy-decoding frequency component 
coef?cients that are generated by being transformed to a 
frequency domain according to a transformation unit; an 
inverse-quantization unit for inverse-quantiZing the fre 
quency component coe?icients; and an inverse-transformer 
for inverse-transforming the frequency component coef? 
cients into a pixel domain, and reconstructing a plurality of 
adjacent prediction units comprised in the transformation 
unit. 

According to another aspect of an exemplary embodiment, 
there is provided a computer readable recording medium 
having recorded thereon a program for executing the image 
encoding and decoding methods. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above and other features of the exemplary embodi 
ments Will become more apparent by describing in detail 
exemplary embodiments thereof With reference to the 
attached draWings in Which: 

FIG. 1 is a block diagram of an image encoding apparatus 
according to an exemplary embodiment; 

FIG. 2 is a diagram of an image decoding apparatus accord 
ing to another exemplary embodiment; 

FIG. 3 is a diagram of a hierarchical coding unit according 
to another exemplary embodiment; 

FIG. 4 is a block diagram of an image encoder based on a 
coding unit according to another exemplary embodiment; 

FIG. 5 is a block diagram of an image decoder based on a 
coding unit according to another exemplary embodiment; 

FIG. 6 illustrates a maximum coding unit, sub-coding 
units, and prediction units according to another exemplary 
embodiment; 

FIG. 7 is a diagram of a coding unit and a transformation 
unit according to another exemplary embodiment; 

FIGS. 8A and 8B illustrate division shapes of a maximum 
coding unit, a prediction unit, and a transformation unit 
according to another exemplary embodiment; 
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FIG. 9 is a block diagram of an image encoding apparatus 
according to another exemplary embodiment; 

FIG. 10 is a diagram of the transformer; 
FIGS. 11A through 11C illustrate types of a transformation 

unit according to another exemplary embodiment; 
FIG. 12 illustrates different transformation units according 

to another exemplary embodiment; 
FIG. 13 is a block diagram of an image decoding apparatus 

according to another exemplary embodiment; and 
FIG. 14 is a ?owchart of an image encoding method, 

according to an exemplary embodiment. 
FIG. 15 is a ?owchart of an image decoding method, 

according to another exemplary embodiment. 

DETAILED DESCRIPTION 

Hereinafter, the exemplary embodiments Will be described 
in detail With reference to the attached draWings. In the exem 
plary embodiments, “unit” may or may not refer to a unit of 
siZe, depending on its context, and “image” may denote a still 
image for a video or a moving image, that is, the video itself. 

FIG. 1 is a block diagram of an apparatus 100 for encoding 
an image, according to an exemplary embodiment. 

Referring to FIG. 1, the apparatus 100 includes a maximum 
encoding unit dividing unit 110, an encoding depth determin 
ing unit 120, an image data encoder 130, and an encoding 
information encoder 140. 

The maximum encoding unit dividing unit 110 can divide 
a current picture or slice based on a maximum coding unit that 
is an encoding unit of the largest siZe. That is, the maximum 
encoding unit dividing unit 110 can divide the current picture 
or slice to obtain at least one maximum coding unit. 

According to an exemplary embodiment, an encoding unit 
can be represented using a maximum coding unit and a depth. 
As described above, the maximum coding unit indicates an 
encoding unit having the largest siZe from among coding 
units of the current picture, and the depth indicates the siZe of 
a sub coding unit obtained by hierarchically decreasing the 
coding unit. As a depth increases, a coding unit can decrease 
in siZe from a maximum coding unit to a minimum coding 
unit, Wherein a depth of the maximum coding unit is de?ned 
as a minimum depth and a depth of the minimum coding unit 
is de?ned as a maximum depth. Since the siZe of an coding 
unit decreases from a maximum coding unit as a depth 
increases, a sub coding unit of a k”’ depth can include a 
plurality of sub coding units of a (k+n)th depth (k and n are 
integers equal to or greater than 1). 

According to an increase of the siZe of a picture to be 
encoded, encoding an image in a greater coding unit can 
result in a higher image compression ratio. HoWever, if a 
greater coding unit is ?xed, an image cannot be ef?ciently 
encoded by taking into account the continuously changing 
image characteristics. 

For example, When a smooth area such as the sea or sky is 
encoded, the greater an coding unit is, the compression ratio 
can increase. HoWever, When a complex area such as people 
or buildings is encoded, the smaller an coding unit is, the 
more a compression ratio can increase. 

Accordingly, according to an exemplary embodiment, a 
different maximum image coding unit and a different maxi 
mum depth are set for each picture or slice. Since a maximum 
depth denotes the maximum number of times by Which a 
coding unit can decrease, the siZe of each minimum coding 
unit included in a maximum image coding unit can be vari 
ably set according to a maximum depth. 

The encoding depth determining unit 120 determines a 
maximum depth. The maximum depth can be determined 
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4 
based on calculation of Rate-Distortion (R-D) cost. The 
maximum depth may be determined differently for each pic 
ture or slice or for each maximum coding unit. The deter 
mined maximum depth is provided to the encoding informa 
tion encoder 140, and image data according to maximum 
coding units is provided to the image data encoder 130. 
The maximum depth denotes a coding unit having the 

smallest siZe, Which can be included in a maximum coding 
unit, i.e., a minimum coding unit. In other Words, a maximum 
coding unit can be divided into sub coding units having dif 
ferent siZes according to different depths. This is described in 
detail later With reference to FIGS. 8A and 8B. In addition, the 
sub coding units having different siZes, Which are included in 
the maximum coding unit, can be predicted or transformed 
based on processing units having different siZes. In other 
Words, the apparatus 100 can perform a plurality of process 
ing operations for image encoding based on processing units 
having various siZes and various shapes. To encode image 
data, processing operations such as prediction, transforma 
tion, and entropy encoding are performed, Wherein process 
ing units having the same siZe may be used for every opera 
tion or processing units having different siZes may be used for 
every operation. 

For example, the apparatus 100 can select a processing unit 
that is different from a coding unit to predict the coding unit. 
When the siZe of a coding unit is 2N><2N (Where N is a 

positive integer), processing units for prediction may be 
2N><2N, 2N><N, N><2N, and N><N. In other Words, motion 
prediction may be performed based on a processing unit 
having a shape Whereby at least one of height and Width of a 
coding unit is equally divided by tWo. Hereinafter, a process 
ing unit, Which is the base of prediction, is de?ned as a 
‘prediction unit’. 
A prediction mode may be at least one of an intra mode, an 

inter mode, and a skip mode, and a speci?c prediction mode 
can be performed for only a prediction unit having a speci?c 
siZe or shape. For example, the intra mode can be performed 
for only prediction units having the siZes of 2N><2N and N><N 
of Which the shape is a square. Further, the skip mode can be 
performed for only a prediction unit having the siZe of 
2N><2N. If a plurality of prediction units exist in a coding unit, 
the prediction mode With the least encoding errors can be 
selected after performing prediction for every prediction unit. 

Alternatively, the apparatus 100 can perform frequency 
transformation on image data based on a processing unit 
having a different siZe from a coding unit. For the frequency 
transformation in the coding unit, the frequency transforma 
tion can be performed based on a processing unit having a siZe 
equal to or smaller than that of the coding unit. Hereinafter, a 
processing unit, Which is the base of frequency transforma 
tion, is de?ned as a ‘transformation unit’. The frequency 
transformation may be a Discrete Cosine Transform (DCT) or 
a Karhunen Loeve Transform (KLT). 
The encoding depth determining unit 120 can determine 

sub coding units included in a maximum coding unit using 
RD optimiZation based on a Lagrangian multiplier. In other 
Words, the encoding depth determining unit 120 can deter 
mine the shapes of a plurality of sub coding units divided 
from the maximum coding unit, Wherein the plurality of sub 
coding units have different siZes according to their depths. 
The image data encoder 130 outputs a bitstream by encoding 
the maximum coding unit based on the division shapes, i.e., 
the shapes Which divide the maximum coding unit, as deter 
mined by the encoding depth determining unit 120. 
The encoding information encoder 140 encodes informa 

tion about an encoding mode of the maximum coding unit 
determined by the encoding depth determining unit 120. In 
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other Words, the encoding information encoder 140 outputs a 
bitstream by encoding information about a division shape of 
the maximum coding unit, information about the maximum 
depth, and information about an encoding mode of a sub 
coding unit for each depth. The information about the encod 
ing mode of the sub coding unit can include information about 
a prediction unit of the sub coding unit, information about a 
prediction mode for each prediction unit, and information 
about a transformation unit of the sub coding unit. 

Since sub coding units having different siZes exist for each 
maximum coding unit and information about an encoding 
mode must be determined for each sub coding unit, informa 
tion about at least one encoding mode can be determined for 
one maximum coding unit. 

The apparatus 100 can generate sub coding units by 
equally dividing both height and Width of a maximum coding 
unit by tWo according to an increase of depth. That is, When 
the siZe of a coding unit of a kth depth is 2N><2N, the siZe of a 
coding unit of a (k+l)’h depth is N><N. 

Accordingly, the apparatus 100 according to an exemplary 
embodiment can determine an optimal division shape for 
each maximum coding unit based on siZes of maximum cod 
ing units and a maximum depth in consideration of image 
characteristics. By variably adjusting the siZe of a maximum 
coding unit in consideration of image characteristics and 
encoding an image through the division of a maximum coding 
unit into sub coding units of different depths, images having 
various resolutions can be more e?iciently encoded. 

FIG. 2 is a block diagram of an apparatus 200 for decoding 
an image according to an exemplary embodiment. 

Referring to FIG. 2, the apparatus 200 includes an image 
data obtaining unit 210, an encoding information extracting 
unit 220, and an image data decoder 230. 

The image data obtaining unit 210 acquires image data 
according to maximum coding units by parsing a bitstream 
received by the apparatus 200 and outputs the image data to 
the image data decoder 230. The image data obtaining unit 
210 can extract information about a maximum coding unit of 
a current picture or slice from a header of the current picture 
or slice. In other Words, the image data obtaining unit 210 
divides the bitstream in the maximum coding unit so that the 
image data decoder 230 can decode the image data according 
to maximum coding units. 

The encoding information extracting unit 220 extracts 
information about a maximum coding unit, a maximum 
depth, a division shape of the maximum coding unit, an 
encoding mode of sub coding units from the header of the 
current picture by parsing the bitstream received by the appa 
ratus 200. The information about a division shape and the 
information about an encoding mode are provided to the 
image data decoder 230. 

The information about a division shape of the maximum 
coding unit can include information about sub coding units 
having different siZes according to depths included in the 
maximum coding unit, and the information about an encoding 
mode can include information about a prediction unit accord 
ing to sub coding unit, information about a prediction mode, 
and information about a transformation units. 

The image data decoder 230 restores the current picture by 
decoding image data of every maximum coding unit based on 
the information extracted by the encoding information 
extracting unit 220. The image data decoder 230 can decode 
sub coding units included in a maximum coding unit based on 
the information about a division shape of the maximum cod 
ing unit. A decoding process can include a prediction process 
including intra prediction and motion compensation and an 
inverse transformation process. 
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6 
The image data decoder 230 can perform intra prediction 

or inter prediction based on information about a prediction 
unit and information about a prediction mode in order to 
predict a prediction unit. The image data decoder 230 can also 
perform inverse transformation for each sub coding unit 
based on information about a transformation unit of a sub 
coding unit. 

FIG. 3 illustrates hierarchical coding units according to an 
exemplary embodiment. 

Referring to FIG. 3, the hierarchical coding units according 
to an exemplary embodiment can include coding units Whose 
Width><heights are 64x64, 32x32, 16x16, 8x8, and 4x4. 
Besides these coding units having perfect square shapes, cod 
ing units Whose Width><heights are 64x32, 32x64, 32x16, 
16x32, 16x8, 8x16, 8x4, and 4x8 may also exist. 

Referring to FIG. 3, for image data 310 Whose resolution is 
1920x1080, the siZe of a maximum coding unit is set to 
64x64, and a maximum depth is set to 2. 

For image data 320 Whose resolution is 1920x1080, the 
siZe of a maximum coding unit is set to 64x64, and a maxi 
mum depth is set to 4. 

For image data 330 Whose resolution is 352x288, the siZe 
of a maximum coding unit is set to 16x16, and a maximum 
depth is set to 1. 
When the resolution is high or the amount of data is great, 

it is preferable, but not necessary, that a maximum siZe of a 
coding unit is relatively great to increase a compression ratio 
and exactly re?ect image characteristics. Accordingly, for the 
image data 310 and 320 having higher resolution than the 
image data 330, 64x64 can be selected as the siZe of a maxi 
mum coding unit. 
A maximum depth indicates the total number of layers in 

the hierarchical coding units. Since the maximum depth of the 
image data 310 is 2, a coding unit 315 of the image data 310 
can include a maximum coding unit Whose longer axis siZe is 
64 and sub coding units Whose longer axis siZes are 32 and 16, 
according to an increase of a depth. 
On the other hand, since the maximum depth of the image 

data 330 is l, a coding unit 335 of the image data 330 can 
include a maximum coding unit Whose longer axis siZe is 16 
and coding units Whose longer axis siZes is 8, according to an 
increase of a depth. 

HoWever, since the maximum depth of the image data 320 
is 4, a coding unit 325 of the image data 320 can include a 
maximum coding unit Whose longer axis siZe is 64 and sub 
coding units Whose longer axis siZes are 32, 16, 8 and 4 
according to an increase of a depth. Since an image is encoded 
based on a smaller sub coding unit as a depth increases, the 
exemplary embodiment is suitable for encoding an image 
including more minute details in scenes. 

FIG. 4 is a block diagram of an image encoder 400 based on 
a coding unit, according to an exemplary embodiment. 
An intra predictor 410 performs intra prediction on predic 

tion units of the intra mode in a current frame 405, and a 
motion estimation unit 420 and a motion compensation unit 
425 perform inter prediction and motion compensation on 
prediction units of the inter mode using the current frame 405 
and a reference frame 495. 

Residual values are generated based on the prediction units 
output from the intra predictor 410, the motion estimation 
unit 420, and the motion compensation unit 425, and the 
generated residual values are output as quantiZed transform 
coef?cients by passing through a transformer 430 and a quan 
tiZation unit 440. 
The quantiZed transform coef?cients are restored to 

residual values by passing through an inverse-quantization 
unit 460 and a frequency inverse-transformer 470, and the 
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restored residual values are post-processed by passing 
through a deblocking unit 480 and a loop ?ltering unit 490 
and output as the reference frame 495. The quantized trans 
form coe?icients can be output as a bitstream 455 by passing 
through an entropy encoder 450. 

To perform encoding based on an encoding method accord 
ing to an exemplary embodiment, components of the image 
encoder 400, i.e., the intra predictor 410, the motion estima 
tion unit 420, the motion compensation unit 425, the trans 
former 430, the quantization unit 440, the entropy encoder 
450, the inverse-quantization unit 460, the frequency inverse 
transformer 470, the deblocking unit 480 and the loop ?lter 
ing unit 490, perform image encoding processes based on a 
maximum coding unit, a sub coding unit according to depths, 
a prediction unit, and a transformation unit. 

FIG. 5 is a block diagram of an image decoder 500 based on 
a coding unit, according to an exemplary embodiment. 
A bitstream 505 passes through a parsing unit 510 so that 

encoded image data to be decoded and encoding information 
necessary for decoding are parsed. The encoded image data is 
output as inverse-quantized data by passing through an 
entropy decoder 520 and an inverse-quantization unit 530 and 
restored to residual values by passing through a frequency 
inverse-transformer 540. The residual values are restored 
according to coding units by being added to an intra predic 
tion result of an intra predictor 550 or a motion compensation 
result of a motion compensation unit 560. The restored cod 
ing units are used for prediction of next coding units or a next 
picture by passing through a deblocking unit 570 and a loop 
?ltering unit 580. 

To perform decoding based on a decoding method accord 
ing to an exemplary embodiment, components of the image 
decoder 500, i.e., the parsing unit 510, the entropy decoder 
520, the inverse-quantization unit 530, the frequency inverse 
transformer 540, the intra predictor 550, the motion compen 
sation unit 560, the deblocking unit 570 and the loop ?ltering 
unit 580, perform image decoding processes based on a maxi 
mum coding unit, a sub coding unit according to depths, a 
prediction unit, and a transformation unit. 

In particular, the intra predictor 550 and the motion com 
pensation unit 560 determine a prediction unit and a predic 
tion mode in a sub coding unit by considering a maximum 
coding unit and a depth, and the frequency inverse-trans 
former 540 performs inverse transformation by considering 
the size of a transformation unit. 

FIG. 6 illustrates a maximum coding unit, a sub coding 
unit, and a prediction unit, according to an exemplary 
embodiment. 

The apparatus 100 and the apparatus 200 according to an 
exemplary embodiment use hierarchical coding units to per 
form encoding and decoding in consideration of image char 
acteristics. A maximum coding unit and a maximum depth 
can be adaptively set according to the image characteristics or 
variably set according to requirements of a user. 
A hierarchical coding unit structure 600 according to an 

exemplary embodiment illustrates a maximum coding unit 
610 Whose height and Width are 64 and maximum depth is 4. 
A depth increases along a vertical axis of the hierarchical 
coding unit structure 600, and as a depth increases, heights 
and Widths of sub coding units 620 to 650 decrease. Predic 
tion units of the maximum coding unit 610 and the sub coding 
units 620 to 650 are shoWn along a horizontal axis of the 
hierarchical coding unit structure 600. 

The maximum coding unit 610 has a depth of 0 and the size 
of a coding unit, i.e., height and Width, of 64x64. A depth 
increases along the vertical axis, and there exist a sub coding 
unit 620 Whose size is 32x32 and depth is l, a sub coding unit 
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8 
630 Whose size is 16x1 6 and depth is 2, a sub coding unit 640 
Whose size is 8x8 and depth is 3, and a sub coding unit 650 
Whose size is 4x4 and depth is 4. The sub coding unit 650 
Whose size is 4x4 and depth is 4 is a minimum coding unit, 
and the minimum coding unit may be divided into prediction 
units, each of Which is less than the minimum coding unit. 

Referring to FIG. 6, examples of a prediction unit are 
shoWn along the horizontal axis according to each depth. That 
is, a prediction unit of the maximum coding unit 610 Whose 
depth is 0 may be a prediction unit Whose size is equal to the 
coding unit 610, i.e., 64x64, or a prediction unit 612 Whose 
size is 64x32, a prediction unit 614 Whose size is 32x64, or a 
prediction unit 616 Whose size is 32x32, Which has a size 
smaller than the coding unit 610 Whose size is 64x64. 
A prediction unit of the coding unit 620 Whose depth is l 

and size is 32x32 may be a prediction unit Whose size is equal 
to the coding unit 620, i.e., 32x32, or a prediction unit 622 
Whose size is 32x16, a prediction unit 624 Whose size is 
16x32, or a prediction unit 626 Whose size is 16x16, Which 
has a size smaller than the coding unit 620 Whose size is 
32x32. 
A prediction unit of the coding unit 630 Whose depth is 2 

and size is 16x 1 6 may be a prediction unit Whose size is equal 
to the coding unit 630, i.e., l6><l6, or a prediction unit 632 
Whose size is 16x8, a prediction unit 634 Whose size is 8x16, 
or a prediction unit 636 Whose size is 8x8, Which has a size 
smaller than the coding unit 630 Whose size is 16x16. 
A prediction unit of the coding unit 640 Whose depth is 3 

and size is 8x8 may be a prediction unit Whose size is equal to 
the coding unit 640, i.e., 8x8, or a prediction unit 642 Whose 
size is 8x4, a prediction unit 644 Whose size is 4x8, or a 
prediction unit 646 Whose size is 4><4, Which has a size 
smaller than the coding unit 640 Whose size is 8x8. 

Finally, the coding unit 650 Whose depth is 4 and size is 4><4 
is a minimum coding unit and a coding unit of a maximum 
depth, and a prediction unit of the coding unit 650 may be a 
prediction unit 650 Whose size is 4><4, a prediction unit 652 
having a size of 4x2, a prediction unit 654 having a size of 
2x4, or a prediction unit 656 having a size of 2x2. 

FIG. 7 illustrates a coding unit and a transformation unit, 
according to an exemplary embodiment. 
The apparatus 100 and the apparatus 200, according to an 

exemplary embodiment, perform encoding With a maximum 
coding unit itself or With sub coding units, Which are equal to 
or smaller than the maximum coding unit, divided from the 
maximum coding unit. 

In the encoding process, the size of a transformation unit 
for frequency transformation is selected to be no larger than 
that of a corresponding coding unit. For example, When a 
encoding unit 710 has the size of 64x64, frequency transfor 
mation can be performed using a transformation unit 720 
having the size of 32x32. 

FIGS. 8A and 8B illustrate division shapes of a coding unit, 
a prediction unit, and a transformation unit, according to an 
exemplary embodiment. 

FIG. 8A illustrates a coding unit and a prediction unit, 
according to an exemplary embodiment. 
A left side of FIG. 8A shoWs a division shape selected by 

the apparatus 100, according to an exemplary embodiment, in 
order to encode a maximum coding unit 810. The apparatus 
100 divides the maximum coding unit 810 into various 
shapes, performs encoding, and selects an optimal division 
shape by comparing encoding results of various division 
shapes With each other based on R-D cost. When it is optimal 
to encode the maximum coding unit 81 0 as it is, the maximum 
coding unit 810 may be encoded Without dividing the maxi 
mum coding unit 810 as illustrated in FIGS. 8A and 8B. 
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Referring to the left side of FIG. 8A, the maximum coding 
unit 810 Whose depth is 0 is encoded by dividing it into sub 
coding units Who se depths are equal to or greater than 1. That 
is, the maximum coding unit 810 is divided into 4 sub coding 
units Whose depths are 1, and all or some of the sub coding 
units Whose depths are 1 are divided into sub coding units 
Whose depths are 2. 
A sub coding unit located in an upper-right side and a sub 

coding unit located in a loWer-left side among the sub coding 
units Whose depths are 1 are divided into sub coding units 
Whose depths are equal to or greater than 2. Some of the sub 
coding units Whose depths are equal to or greater than 2 may 
be divided into sub coding units Whose depths are equal to or 
greater than 3. 

The right side of FIG. 8A shoWs a division shape of a 
prediction unit for the maximum coding unit 810. 

Referring to the right side of FIG. 8A, a prediction unit 860 
for the maximum coding unit 810 can be divided differently 
from the maximum coding unit 810. In other Words, a predic 
tion unit for each of sub coding units can be smaller than a 
corresponding sub coding unit. 

For example, a prediction unit for a sub coding unit 854 
located in a loWer-right side among the sub coding units 
Whose depths are 1 can be smaller than the sub coding unit 
854. In addition, prediction units for some (814, 816, 850, and 
852) of sub coding units 814, 816, 818, 828, 850, and 852 
Whose depths are 2 can be smaller than the sub coding units 
814, 816, 850, and 852, respectively. In addition, prediction 
units for sub coding units 822, 832, and 848 Whose depths are 
3 can be smaller than the sub coding units 822, 832, and 848, 
respectively. The prediction units may have a shape Whereby 
respective sub coding units are equally divided by tWo in a 
direction of height or Width or have a shape Whereby respec 
tive sub coding units are equally divided by four in directions 
of height and Width. 

FIG. 8B illustrates a prediction unit and a transformation 
unit, according to an exemplary embodiment. 
A left side of FIG. 8B shoWs a division shape of a predic 

tion unit for the maximum coding unit 810 shoWn in the right 
side of FIG. 8A, and a right side of FIG. 8B shoWs a division 
shape of a transformation unit of the maximum coding unit 
810. 

Referring to the right side of FIG. 8B, a division shape of a 
transformation unit 870 can be set differently from the pre 
diction unit 860. 

For example, even though a prediction unit for the coding 
unit 854 Whose depth is 1 is selected With a shape Whereby the 
height of the coding unit 854 is equally divided by tWo, a 
transformation unit can be selected With the same siZe as the 
coding unit 854. Likewise, even though prediction units for 
coding units 814 and 850 Whose depths are 2 are selected With 
a shape Whereby the height of each of the coding units 814 
and 850 is equally divided by tWo, a transformation unit can 
be selected With the same siZe as the original siZe of each of 
the coding units 814 and 850. 
A transformation unit may be selected With a smaller siZe 

than a prediction unit. For example, When a prediction unit for 
the coding unit 852 Whose depth is 2 is selected With a shape 
Whereby the Width of the coding unit 852 is equally divided 
by tWo, a transformation unit can be selected With a shape 
Whereby the coding unit 852 is equally divided by four in 
directions of height and Width, Which has a smaller siZe than 
the shape of the prediction unit. 

FIG. 9 is a block diagram of an image encoding apparatus 
900 according to another exemplary embodiment. 
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Referring to FIG. 9, the image encoding apparatus 900 

according to the present exemplary embodiment includes a 
transformer 910, a quantization unit 920, and an entropy 
encoder 930. 
The transformer 910 receives an image processing unit of 

a pixel domain, and transforms the image processing unit into 
a frequency domain. The transformer 910 receives a plurality 
of prediction units including residual values generated due to 
intra-prediction or inter-prediction, and transforms the pre 
diction units into a frequency domain. As a result of the 
transform to the frequency domain, coe?icients of frequency 
components are generated. According to the present exem 
plary embodiment, the transform to the frequency domain 
may occur via a discrete cosine transform (DCT) or Karhunen 
Loeve Transform (KLT), and as a result of the DCT or KLT, 
coef?cients of frequency domain are generated. Hereinafter, 
the transform to the frequency domain may be the DCT, 
hoWever, it is obvious to one of ordinary skill in the art that the 
transform to the frequency domain may be any transform 
involving transformation of an image of a pixel domain into a 
frequency domain. 

Also, according to the present exemplary embodiment, the 
transformer 910 sets a transformation unit by grouping a 
plurality of prediction units, and performs the transformation 
according to the transformation unit. This process Will be 
described in detail With reference to FIGS. 10, 11A, 11B, and 
12. 

FIG. 10 is a diagram of the transformer 910. 
Referring to FIG. 10, the transformer 910 includes a selec 

tion unit 1010 and a transform performing unit 1020. 
The selection unit 1010 sets a transformation unit by 

selecting a plurality of adjacent prediction units. 
An image encoding apparatus according to the related art 

performs intra-prediction or inter-prediction according to a 
block having a predetermined siZe, i.e., according to a pre 
diction unit, and performs the DCT based on a siZe that is less 
than or equal to that of the prediction unit. In other Words, the 
image encoding apparatus according to the related art per 
forms the DCT by using transformation units that are less than 
or equal to the prediction unit. 

HoWever, due to a plurality of pieces of header information 
added to the transformation units, added overheads are 
increased as the transformation units are decreased, such that 
a compression rate of an image encoding operation deterio 
rates. In order to solve this problem, the image encoding 
apparatus 900 according to the present exemplary embodi 
ment groups a plurality of adjacent prediction units into a 
transformation unit, and performs transformation according 
to the transformation unit that is generated by the grouping. 
There is a high possibility that the adjacent prediction units 
may include similar residual values, so that, if the adjacent 
prediction units are grouped into one transformation unit and 
then the transformation is performed thereon, a compression 
rate of an encoding operation may be highly increased. 

For this increase, the selection unit 1010 selects the adja 
cent prediction units to be grouped into one transformation 
unit. This process Will be described in detail With reference to 
FIGS. 11A through 11C and 12. 

FIGS. 11A through 11C illustrate types of a transformation 
unit according to another exemplary embodiment. 

Referring to FIGS. 11A through 11C, a prediction unit 
1120 With respect to a coding unit 1110 may have a division 
shape obtained by halving a Width of the coding unit 1110. 
The coding unit 1110 may be a maximum coding unit, or may 
be a sub-coding unit having a smaller siZe than the maximum 
coding unit. 








