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(57) ABSTRACT 

An apparatus for transferring serial data (e.g., a serial inter 
face using a single Wire) generally includes a detector con 
?gured to detect a ?rst level time period and a second level 
time period of an input signal, and a computing unit con?g 
ured to compute a duty or duty cycle of the input signal and 
generate an output signal based on the duty or duty cycle. 
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SERIAL INTERFACE, APPARATUS 
INCLUDING THE SAME, AND METHOD OF 

USING THE SAME 

CROSS REFERENCE TO RELATED 
APPLICATION 

This application claims the bene?t of the Patent Korean 
Application No. 10-2009-0035028, ?led on Apr. 22, 2009, 
Which is hereby incorporated by reference as if fully set forth 
herein. 

BACKGROUND OF THE DISCLOSURE 

1. Field of the Disclosure 
The present invention relates to a serial interface and an 

apparatus and method for serial interfacing, and more par 
ticularly, to an apparatus including a serial interface and a 
method for serial interfacing in Which data input/reception 
and reset functions are possible using a duty or duty cycle of 
an input signal. 

2. Discussion of the RelatedArt 
As mobile devices pursue siZe reduction, high integration, 

and loW poWer consumption, the siZe of components used in 
mobile devices is being reduced, and poWer terminals and 
signal terminals are being simpli?ed. Especially, as internal 
signal terminals in mobile devices such as cellular phones, 
PMPs, and MP3 players, instead of conventional buses, high 
speed Serial Interfaces are increasingly used due to their loW 
poWer consumption, contribution to siZe reduction, high 
speed capability and/or operations, and simple design. 
The signal transmission method simpli?ed as described 

above Was typically embodied as I2C, USB, or One-Wire, 
presently. Especially, the One-Wire interface, having a poW 
erful performance in making fast transmission/reception of 
signals among a plurality of chip components through one 
signal terminal, is Widely used in cellular phones. 

FIG. 1 illustrates a block diagram of an integrated circuit 
(IC) that includes a conventional single Wire interface. The IC 
includes an input, an output, an enable/ set or reset (EN/ SET) 
input, and a core portion 10. The core portion 10 is intended 
to be generally representative of circuits that function to cre 
ate an output signal (e.g., OUTPUT) using the input signal 
(e.g., INPUT) and the EN/SET input connected to a sensing 
circuit 20. The sensing circuit monitors the EN/ SET signal at 
the EN/ SET input and determines if that voltage is constantly 
high, constantly loW, or toggling. Based on this determina 
tion, the sensing circuit 20 outputs tWo types of signals: a 
periodic signal or clock signal (CLOCK) and an enable signal 
(ENABLE). The clock signal and the enable signal control 
operation(s) of an N-bit counter 30. The counter 30 counts 
rising transitions of the clock signal Whenever the sensing 
circuit 20 asserts the enable signal. The counter 30 is reset 
When the enable signal is not asserted. 
As shoWn in FIG. 1, the counter 30 receives both the clock 

and enable signals. The ?rst rising transition of the EN/ SET 
signal raises the enable signal ENABLE and causes the 
EN/ SET signal to be forWarded as the clock signal cycles. The 
counter 30 responds by increasing its value to one at the ?rst 
rising edge or high logic level of the clock signal, for example. 
The subsequent rising transitions cause the counter 30 to 
increment its value to tWo, three and so on. The counter 30 is 
reset to Zero When the sensing circuit 20 transitions the enable 
signal ENABLE to a loW value. An N-bit output of the counter 
30 controls a ROM 40. The ROM 40 has a total of 2N Words, 
each having M bits. Each M-bit Word corresponds to one 
control state for the circuit. The N-bit output of the counter 30 
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2 
selects a particular M-bit Word Within the ROM 40. The 
selected control state and the enable signal are passed to the 
core portion 10. The core portion 10 is con?gured to adjust its 
operation to match the selected control state. 

HoWever, the conventional single Wire interface device 
employs a pulse counting technique in Which as many clock 
cycles as data Words in ROM 40 are required. For an example, 
256 bits may be required to transmit “256” as a numerical data 
Word, and thus, the ef?ciency of using the clock is loW When 
the amount of data is large. When a large amount of data is 
transmitted, such inef?cient clock use causes a problem in 
that transmission speed becomes sloW, and poWer consump 
tion increases depending on the number of times the clock 
signal sWitches. 

SUMMARY OF THE DISCLOSURE 

Accordingly, the present invention is directed to a serial 
interface, an apparatus including a serial interface, and a 
method for serial interfacing (e.g., transferring serial data) in 
Which data input and reset functions are possible and/or con 
trolled using a duty or duty cycle of an input signal. 

Additional advantages, objects, and features of the disclo 
sure Will be set forth in part in the description Which folloWs 
and in part Will become apparent to those skilled in the art 
upon examination of the folloWing or may be learned from 
practice of the invention. The objectives and other advantages 
of the invention may be realiZed and attained by the structure 
(s) particularly pointed out in the Written description and 
claims hereof as Well as the appended draWings. 

To achieve these objects and other advantages and in accor 
dance With the purpose(s) of the invention, as embodied and 
broadly described herein, an apparatus for serial interfacing 
(or transferring serial data) generally includes a detector con 
?gured to detect (or determine) a ?rst level time period and a 
second level time period of an input signal (e. g., the respective 
lengths of time that an input signal has a ?rst logic level and 
a second, different logic level); and a computing unit con?g 
ured to compute a duty or duty cycle of the input signal and 
generate (or provide) an output signal based on the duty or 
duty cycle (e.g., of the input signal). In preferred embodi 
ments, the apparatus or interface has or consists of a single 
Wire or a single pin. 

In another aspect of the present invention, a method for 
serial interfacing (or transferring serial data) includes receiv 
ing an input signal having a ?rst level and a second level; 
detecting or determining a period (e.g., length of time) of the 
?rst level and a period or length of time of the second level, 
respectively; generating a binary signal based on a ratio of the 
period of the ?rst level and the period of the second level (or 
percentage of the period of the ?rst level of the corresponding 
cycle of the incoming signal); and outputting one or more 
binary signals during a predetermined time period as data or 
a control signal. 

It is to be understood that both the foregoing general 
description and the folloWing detailed description of the 
present invention are exemplary and explanatory and are 
intended to provide further explanation of the invention as 
claimed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The accompanying draWings, Which are included to pro 
vide a further understanding of the disclosure and are incor 
porated in and constitute a part of this application, illustrate 
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embodiment(s) of the disclosure and together With the 
description serve to explain the principle(s) of the disclosure. 
In the drawings: 

FIG. 1 illustrates a block diagram of an integrated circuit 
(IC) con?gured to provide a conventional single Wire inter 
face. 

FIG. 2 illustrates a block diagram of an apparatus con?g 
ured to provide (or including) a single Wire serial interface in 
accordance With an exemplary embodiment of the present 
invention. 

FIG. 3 illustrates a diagram of signal Waveforms for 
explaining an operation of a single Wire serial interface in 
accordance With an exemplary embodiment of the present 
invention. 

DESCRIPTION OF SPECIFIC EMBODIMENTS 

Reference Will noW be made in detail to the speci?c 
embodiments of the present invention, examples of Which are 
illustrated in the accompanying draWings. Wherever pos 
sible, the same reference numbers Will be used throughout the 
draWings to refer to the same or like parts. Con?gurations and 
operations of the present invention shoWn on draWings 
attached thereto and described With reference to the draWings 
are generally described as at least one of the embodiments of 
the present invention. HoWever, technical aspects and essen 
tial con?guration(s) and operation(s) of the present invention 
are not necessarily limited by the description herein. 

The terms used in the present disclosure are selected from 
general Words used Widely presently as far as possible. HoW 
ever, in particular cases, there can be terms that Were selected 
at the inventor’ s discretion or for other reasons. In those cases, 
because the implication of the term(s) is described in relevant 
parts of this detailed description, it may be required to under 
stand the present invention, not by simple names of the terms, 
but by the implication(s) of the terms. 
An apparatus for single Wire serial interfacing (or transfer 

ring serial data; e. g., a single Wire serial interface) is 
described With reference to FIGS. 2 and 3. FIG. 2 is a block 
diagram illustrating an apparatus for single Wire serial inter 
facing (or transferring serial data) in accordance With an 
exemplary embodiment of the present invention. FIG. 3 illus 
trates a diagram of signal Waveforms for explaining operation 
(s) of the exemplary single Wire serial interface in accordance 
With embodiments of the present disclosure. 

Referring to FIG. 2, the apparatus for serial interfacing (or 
transferring serial data) according to an exemplary embodi 
ment includes ?rst and second edge triggered timers 100 and 
200 and a detector 300. The ?rst and second edge triggered 
timers 100 and 200 may be integrated as one component. The 
apparatus for serial interfacing (or transferring serial data) 
further includes a computing unit con?gured to compute and 
externally transmit an output to, for example, a ROM or a 
decoder Which receives the output to output data or a control 
signal. The computing unit includes a clock generator 400, a 
duty or duty cycle computing unit 500, a data comparator 600, 
a shift register 700, and a latch 800. 

The detector 300 detects or determines a level time period 
of an input signal EN/DATA, for example, a loW level time 
period (e.g., the amount of time at Which the input signal has 
a loW binary logic level) and a high level time period (e.g., the 
amount of time at Which the input signal has a high binary 
logic level). 

The input signal generally has a ?rst level signal (e.g., a loW 
logic level) and a second level signal (e. g., a high logic level) 
during each cycle thereof (e.g., the period from a ?rst rising 
transition of the input signal to the next successive rising 
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4 
transition of the input signal, or the period from a ?rst falling 
transition of the input signal to the next successive falling 
transition of the input signal). The ratio of the ?rst level time 
period to the second level time period is referred to as a duty. 
Alternatively, the ratio of (i) the period of the ?rst level (e. g., 
a high logic level) of the input signal to (ii) the period of the 
corresponding cycle of the input signal (e.g., the period from 
a ?rst rising edge to a next, successive rising edge) may be 
referred to as a duty cycle (Which may also be expressed as a 
percentage). Here, let us assume that the ?rst and second level 
signals have high and loW levels (e.g., binary logic levels), 
respectively, or vice versa. 
The computing unit computes the duty or duty cycle of the 

input signal and generates an output signal based on the duty 
or duty cycle of the input signal. The output signal externally 
transmitted from the computing unit may comprise one or 
more binary or binary logic signals as data or as a control 
signal (or a command) Which is forWarded to a destination 
such as a core portion 10 of an electronic product as shoWn in 
FIG. 1. 
The ?rst and second edge triggered timers 100 and 200 

receive the input signal and output an enable signal ENB and 
a load signal Load, respectively. In one variation, the ?rst and 
second edge triggered timers 100 and 200 may be level (e. g., 
logic level)-triggered timers. For example, When the input 
signal has a ?rst level (for example, a high level) during a time 
period “tload” or more (e.g., for at least a ?rst time period 
having a ?rst predetermined length), the second timer 200 
generates and outputs the load signal. When the input signal 
has a second level (for example, a loW level) during a time 
period “toff’ or more (e.g., for at least a second time period 
having a second predetermined length) after the input signal 
has the ?rst level during the time period “tload”, the ?rst timer 
100 generates and outputs an off signal. That is, When trans 
mission of input data into the apparatus/ serial interface is 
completed, the off signal is output as a reset signal or a disable 
signal, Which resets or disables the apparatus for serial inter 
facing (or transferring serial data), and the data is output from 
the latch 800. When the input signal has the second level even 
after the time period “toff” elapses, the ?rst timer 100 gener 
ates the enable signal ENB Which is output to, for example, 
the core portion 10 in FIG. 1. 
More speci?cally, When the input signal EN/ DATA is in a 

high logic state for at least the time period “tload” or longer 
(e.g., for at least a predetermined reference time), the second 
timer 200 outputs the load signal to the latch 800, so that the 
latch 800 receives N-bit data or digital signals from (e.g., 
stored in) the shift register 700. 
The detector 300 (or the apparatus or serial interface as a 

Whole) may detect a loW level time period and a high level 
time period of the input signal (e.g., as explained herein) in 
units of pulses (e.g., clock cycles). For example, at every 
cycle of the input signal, the detector 300 detects each of the 
time periods tL1, tL2, . . . , tLn in Which the input signal (e. g., 
DATA) has a loW logic level or loW state, and each of the time 
periods tHl, tH2, . . . , tHn in Which the input signal has a high 
logic level or high state The detector 300 then forWards each 
loW state and each high state of the input signal (e.g., as part 
of or along With the loW state and high state time period 
information) to the duty (e. g., duty cycle) computing unit 500. 
The clock generator 400 receives the input signal and out 

puts a clock signal (e.g., Clock). For example, the clock 
generator 400 generates the clock signal in synchronization 
With a falling edge of the input data signal, and forWards the 
clock signal to the shift register 700. Thus, in one embodi 
ment, the clock generator 400 may comprise a clock recovery 
circuit, con?gured to recover a periodic/clock signal from an 
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incoming data signal (Which may be digital or analog, but is 
preferably digital). The clock signal (Clock) is output to the 
shift register 700, Which stores an output signal (e.g., a serial 
output signal) from the comparator 600 in sequence. 

The duty or duty cycle computing unit 500 computes the 
duty or duty cycle of the input signal based on the loW state 
time periods tL1, tL2, . . . , tLn and the high state time periods 
tH1, tH2, . . . , tHn that correspond to the loW-level incoming 

data signals and the high-level incoming data signals, respec 
tively. For example, the duty computing unit 500 converts the 
loW-level signals and the high-level signals (e. g., incoming 
data DATA) from the detector 300 into electrical signals such 
as a voltage or a current (or alternatively, a digital or analog 
signal) before computing the duty or duty cycle. 
The data comparator 600 receives the duty or duty cycle 

information (e.g., as a digital or analog signal) and a reference 
signal, compares the duty or duty cycle information With the 
reference signal, and outputs a digital signal, for example, a 
binary signal including or consisting of Zero (0) and one (1) 
logic level states. For example, the reference signal may be set 
to an analog value betWeen Zero (0) and one (1) or a digital 
value betWeen an “all Zeros” state and an “all ones” state. For 
example, the data comparator 600 may generate a binary 
signal of one (1) if the duty or duty cycle has a value that is less 
than the reference signal, or a binary signal of Zero (0) if the 
duty or duty cycle has a value that is equal to or larger than the 
reference signal. For example, in the case of an analog signal 
from the duty computing unit 500, if the reference signal has 
a value of 0.5, the data comparator 600 may forWard “0” as a 
1-bit digital (binary) signal to the shift register 700 When the 
high level time period is longer than the loW level time period, 
or vice versa. 

The shift register 700 stores the binary signals, in an input 
order, from the data comparator 600 in synchronization With 
the clock signal from the clock generator 400. Namely, the 
shift register 700 stores one or more binary signals or N-bit 
data during a data transmission period and outputs one or 
more binary signals or N-bit data to the latch 800 in response 
to the clock signal from the clock generator 400. 

The latch 800 con?gures a forWarding unit. The latch 800 
is con?gured to load the one or more binary signals from the 
shift register 700 in response to the load signal, and output the 
one or more binary signals as data or a control signal (a 
command) in response to the enable signal ENB. 
An operation for single Wire serial interfacing (or transfer 

ring serial data using a single Wire) in accordance With an 
exemplary embodiment of the present disclosure is explained 
beloW. 
Upon reception of the input data signal, the second timer 

200 determines Whether or not the input data signal is in a 
high state for a predetermined period of time (e.g., the load 
time period “tload” or longer) in order to determine the begin 
ning of data transmission. That is, if the input data signal is in 
a high logic state for the load time period “tload” or longer, an 
active load signal is output, so that the latch 800 receives the 
digital signals sequentially from the shift register 700. 

Then, the detector 300 detects or determines each of the 
loW state time periods tL1, tL2, . . . , tLn and each of the high 
state time periods tH1, tH2, . . . , tHn of the input signal at 
every cycle of the input signal. 

Then, the duty or duty cycle computing unit 500 computes 
the duty or duty cycle of the input signal and outputs the duty 
or duty cycle to the data comparator 600. 

Then, the data comparator 600 compares a digital or analog 
value representative of the duty or duty cycle With the refer 
ence value and generates a digital output signal (e.g., out), for 
example, a binary signal. In one example, if the set reference 
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6 
value is 0.5, the data comparator 600 forWards, to the shift 
register 700, a “0” bit if the duty or duty cycle value is equal 
to or higher than 0.5 or a “1” bit if the duty or duty cycle value 
is loWer than 0.5. 
As described above, the single Wire serial interface, appa 

ratus including the same, and method for single Wire serial 
interfacing (or transferring serial data using a single Wire 
interface) have the folloWing advantages. 
The clock use ef?ciency is excellent. For example, While 

256 bits are required to transmit “256” as a numerical data in 
the conventional art, the present apparatus and method 
requires only an 8-bit signal (i.e., 256:28) since it is obtained 
by comparing 8 duties or duty cycles for transmission of 
“256”. Accordingly, a large amount of data can be transmitted 
at a high transmission rate even at the same clock frequency, 
and poWer consumption can be signi?cantly reduced. The 
greater the number of bits to be transmitted, the greater the 
clock signal ef?ciency in embodiments of the invention. In 
other Words, the clock use ef?ciency may be as high as 2”/n 
When n bits of serial data are transferred using the present 
single Wire serial interface. 

It Will be apparent to those skilled in the art that various 
modi?cations and variations can be made in the present 
invention Without departing from the spirit or scope of the 
inventions. Thus, it is intended that the present invention 
covers the modi?cations and variations of this invention pro 
vided they come Within the scope of the appended claims and 
their equivalents. 

What is claimed is: 
1. An apparatus for transferring serial data, comprising: 
a detector con?gured to detect a ?rst level time period and 

a second level time period of an input signal; 
a duty or duty cycle computing unit con?gured to convert 

a value of a duty or duty cycle of the input signal into an 
electric signal; 

a data comparator con?gured to compare the electric signal 
With a reference signal and output a binary signal; 

a binary signal storage unit con?gured to store one or more 
binary signals, load the one or more binary signals in 
response to a load signal, and output the one or more 
binary signals in response to an enable signal; and 

a timer con?gured to receive the input signal and output the 
load signal and the enable signal. 

2. The apparatus according to claim 1, Wherein the duty or 
duty cycle computing unit computes the duty or duty cycle for 
each cycle of the input signal. 

3. The apparatus according to claim 1, Wherein the binary 
signal storage unit comprises: 

a shift register con?gured to store the one or more binary 
signals during a predetermined time period and output 
the one or more binary signals stored during the prede 
termined time period in response to a clock signal; and 

a forWarding unit con?gured to load the one or more binary 
signals in response to the load signal and output the one 
or more binary signals as data or as a control signal in 
response to the enable signal. 

4. The apparatus according to claim 3, further comprising: 
a clock generator con?gured to receive the input signal and 

output the clock signal. 
5. The apparatus according to claim 1, Wherein the timer 

comprises: 
a ?rst timer con?gured to receive the input signal and 

output the load signal; and 
a second timer con?gured to receive the input signal and 

output the enable signal. 
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6. The apparatus according to claim 1, wherein the duty or 
duty cycle represents a ratio of the ?rst level time periodto the 
second level time period. 

7. The apparatus according to claim 6, Wherein the refer 
ence signal has a value betWeen Zero (0) and one (1). 

8. The apparatus according to claim 7, Wherein if the ratio 
is equal to or greater than the reference signal, the binary 
signal is Zero (0), and if the ratio is less than the reference 
signal, the binary signal is one (1). 

9. The apparatus according to claim 1, Wherein When the 
input signal has a ?rst level for at least a ?rst predetermined 
time period, the timer generates the load signal. 

10. The apparatus according to claim 9, Wherein When the 
input signal has a second level for at least a second predeter 
mined time period, the timer generates an OFF signal for 
disabling the apparatus. 

11. The apparatus according to claim 9, Wherein When the 
input signal has a second level for more than a third prede 
termined time period, the timer generates the enable signal. 

12. A method of transferring serial data, comprising: 
receiving an input signal having a ?rst level and a second 

level; 
detecting a period of the ?rst level and a period of the 

second level, respectively; 
generating a binary signal based on a ratio of (i) the period 

of the ?rst level to (ii) the period of both the ?rst level and 
the second level, Wherein generating the binary signal 
comprises: 
comparing the ratio With a reference signal having a 

value betWeen Zero (0) and one (1); and 
generating the binary signal of Zero (0) if the ratio is 

equal to or more than the reference signal or the binary 
signal of one (1) if the ratio is less than the reference 
signal; and 

outputting the binary signal corresponding to the ratio as 
data or a control signal When the ?rst level is maintained 
for at least a ?rst predetermined time period. 

13. The method according to claim 12, Wherein outputting 
the binary signal comprises outputting a sequence of binary 
signals. 
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14. The method according to claim 12, Wherein outputting 

the binary signal comprises storing the binary signal, loading 
the binary signal in response to a load signal, and outputting 
the binary signal in response to an enable signal. 

15. The method according to claim 14, Wherein the load 
signal and enable signal are output by a timer con?gured to 
receive the input signal. 

16. A method of transferring serial data, comprising: 
receiving an input signal having a ?rst level and a second 

level; 
detecting a period of the ?rst level and a period of the 

second level, respectively; 
generating a binary signal based on a ratio of (i) the period 

of the ?rst level to (ii) the period of both the ?rst level and 
the second level, Wherein generating the binary signal 
comprises: 
comparing the ratio With a reference signal having a 

value betWeen Zero (0) and one (1); and 
generating the binary signal of Zero (0) if the ratio is 

equal to or more than the reference signal or the binary 
signal of one (1) if the ratio is less than the reference 
signal; and 

outputting the binary signal corresponding to the ratio as 
data or a control signal When the ?rst level is maintained 
for a ?rst predetermined time period and the second level 
is maintained for a second predetermined time period. 

17. The method according to claim 16, Wherein outputting 
the binary signal comprises outputting a sequence of binary 
signals. 

18. The method according to claim 16, Wherein outputting 
the binary signal comprises storing the binary signal, loading 
the binary signal in response to a load signal, and outputting 
the binary signal in response to an enable signal. 

19. The method according to claim 18, Wherein the load 
signal and enable signal are output by a timer con?gured to 
receive the input signal. 


