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CONTROLLING THE USE OF ACCESS 
POINTS IN A TELECOMMUNICATION 

SYSTEM 

FIELD OF THE INVENTION 

This application relates to a telecommunications network 
including a radio access network for Wirelessly transmitting 
betWeen a mobile telecommunications device and a base 
station. This application also relates to a method of changing 
a base station With Which a mobile telecommunications 
device is registered. 

BACKGROUND TO THE INVENTION 

There have recently been proposals to alloW access to the 
features and services provided by GSM and UMTS netWorks 
other than by accessing those netWorks in the conventional 
manner by signalling betWeen the mobile terminal and a 
conventional base station (macro base station) that has a 
dedicated connection to an MSC and provides coverage in the 
cell occupied by the mobile terminal using cellular telecom 
munication (e.g. GSM or UMTS) communication transport 
protocols. It has been proposed to increase netWork capacity 
by providing additional special base stations (femto base 
stations), referred to as access points (APs), for example at a 
subscriber’s home. 

Communications betWeen the access point and the netWork 
are IP based communications, and may be, for example, 
transmitted over a broadband IP netWork (and routed via the 
Internet). HoWever, the quality of such broadband IP connec 
tions are variable, and not under the control of the telecom 
munications netWork provider. 

SUMMARY OF THE INVENTION 

According to the system described herein, a method of 
changing the base station With Which a mobile terminal is 
registered includes varying the quality of the signals trans 
mitted to a mobile telecommunications device by the base 
station to simulate a reduction in quality of the received signal 
at the mobile telecommunications device. 

Changing of the base stations With Which a mobile terminal 
is registered in a conventional GSM or UMTS mobile tele 
communications netWork is preformed by a handover proce 
dure de?ned in the Standards. HoWever, When a base station 
is not a conventional base station but an access point (for 
example, connected to the GSM or UMTS mobile telecom 
munications netWork core via a broadband IP netWork), addi 
tional challenges arise. The quality of the connection to the 
GSM or UMTS mobile telecommunications netWork core is 
variable. In accordance With the system described herein, by 
varying the quality of the signals transmitted to a mobile 
telecommunications device by the base station (e.g. access 
point) to simulate a reduction in quality of the received signal 
at the mobile telecommunications device, the base station can 
cause a handover to another base station. This may be advan 
tageous if it is determined that the connection to the GSM or 
UMTS mobile telecommunications netWork core is poor. 

To achieve this forced mobile behaviour the transmit poWer 
of the base station may be varied, or the signal may be arti? 
cially (deliberately) distorted prior to transmission by the 
base station. 

According further to the system described herein, a tele 
communications netWork includes a radio access netWork 
comprising a plurality of base stations for Wirelessly trans 
mitting data betWeen a mobile telecommunications device 
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2 
and the base stations, Wherein some of the base stations are 
connected by cellular telecommunications transport to the 
netWork and some of the base stations are connected by IP 
transport to the netWork, and Wherein the IP transport con 
nected base stations monitor the quality of the IP transport 
connection to the netWork and are con?gured to cause the 
mobile telecommunications devices to de-register With them 
When the quality of the IP transport connection is poor. 

In the embodiments, the mobile telecommunications 
devices that are caused to de-register With the IP transport 
connected base stations re-register With cellular telecommu 
nications transport connected base stations. 

The IP transport connected base stations may cause the 
mobile telecommunications devices to de-register With them 
by varying the transmit poWer of the base station, or the IP 
transport connected base stations may cause the mobile tele 
communications devices to de-register by distorting signals 
prior to transmission of those signals by the base station to the 
mobile telecommunications device. This apparent reduction 
in radio quality Will be sensed by the mobile terminal and Will 
tend to cause handover to another base station. 
The IP transport connected base stations may monitor the 

class of communication occurring betWeen a mobile telecom 
munications device and the netWork for the purpose of decid 
ing When to cause the mobile telecommunications device to 
de-register. Some communications betWeen the mobile ter 
minal and the core netWork are more time critical than others. 
There are four different quality of service (QoS) classes, or 
traf?c classes, in UMTS: 
l. Conversational class 
2. Streaming class 
3. Interactive class 
4. Background class 

If a loW time-critical class of communication is occurring, 
then a loWer quality of the IP transport connection to the 
netWork may be tolerated before causing handover. 
The IP transport connection to the netWork may comprise 

a DSL broadband connection. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Embodiments of the system described herein Will noW be 
explained, by Way of example, With reference to the accom 
panying draWings, in Which: 

FIG. 1 is a diagrammatic draWing of certain elements of a 
mobile telecommunications netWork for use in explaining the 
operation of such a netWork; and 

FIG. 2 shoWs a modi?ed mobile telecommunications net 
Work for receiving IP based communications from an access 
point in addition to communications from a conventional base 
station. 

In the draWings like elements are generally designated With 
the same reference sign. 

DETAILED DESCRIPTION OF VARIOUS 
EMBODIMENTS 

Certain elements of a mobile telecommunications net 
Work, and its operation, Will noW brie?y be described With 
reference to FIG. 1. 

Each base station (BS) corresponds to a respective cell of 
its cellular or mobile telecommunications netWork and 
receives calls from and transmits calls to a mobile terminal in 
that cell by Wireless radio communication in one or both of 
the circuit sWitched or packet sWitched domains. Such a sub 
scriber’s mobile terminal is shoWn at l. The mobile terminal 
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may be a handheld mobile telephone, a personal digital assis 
tance (PDA) or a laptop computer equipped with a datacard. 

In a GSM mobile telecommunications network, each base 
station comprises a base transceiver station (BTS) and a base 
station controller (BSC). A BSC may control more than one 
BTS. The BTSs and BSCs comprise the radio access network. 

In a UMTS mobile telecommunications network, each 
base station comprises a node B and a radio network control 
ler (RNC). An RNC may control more than one node B. The 
node B’s and RNC’s comprise the radio access network. 

Conventionally, the base stations are arranged in groups 
and each group of base stations is controlled by one mobile 
switching centre (MSC), such as MSC 2 for base stations 3,4 
and 5. As shown in FIG. 1, the network has another MSC 6, 
which is controlling a further three base stations 7,8 and 9. In 
practice, the network will incorporate many more MSCs and 
base stations than shown in FIG. 1. The base stations 3,4,5,7,8 
and 9 each have dedicated (not shared) connection to their 
MSC2 or MSC6itypically a cable connection. This prevents 
transmission speeds being reduced due to congestion caused 
by other tra?ic. 

Each subscriber to the network is provided with a smart 
card or SIM which, when associated with the user’s mobile 
terminal identi?es the subscriber to the network. The SIM 
card is pre-programmed with a unique identi?cation number, 
the “Intemational Mobile Subscriber Identity” (IMSI) which 
is not visible on the card and is not known to the subscriber. 
The subscriber is issued with a publicly known number, that 
is, the subscriber’s telephone number, by means of which 
calls to the subscriber are initiated by callers. This number is 
the MSISDN. 

The network includes a home location register (HLR) 10 
which, for each subscriber to the network, stores the IMSI and 
the corresponding MSISDN together with other subscriber 
data, such as the current or last known location of the sub 
scriber’s mobile terminal. 
When the subscriber wishes to activate their mobile termi 

nal in a network (so that it may make or receive calls subse 
quently), the subscriber places their SIM card in a card reader 
associated with the mobile terminal (terminal 1 in this 
example). The mobile terminal 1 then transmits the IMSI 
(read from the card) to the base station 3 associated with the 
particular cell in which the terminal 1 is located. In a tradi 
tional network, the base station 3 then transmits this IMSI to 
the MSC 2 with which the BS 3 is registered. In a network 
using the functionality described in 3GPP TS 23.236, the base 
station follows prescribed rules to select which MSC to use, 
and then transmits this IMSI to the selected MSC. 
MSC 2 now accesses the appropriate location in the HLR 

1 0 present in the network core 12 and extracts the correspond 
ing subscriber MSISDN and other subscriber data from the 
appropriate storage location, and stores it temporarily in a 
location in a visitor location register (VLR) 14. In this way, 
therefore the particular subscriber is effectively registered 
with a particular MSC (MSC 2), and the subscriber’s infor 
mation is temporarily stored in the VLR (V LR 14) associated 
with that MSC. 
When the HLR 10 is interrogated by the MSC 2 in the 

manner described above, the HLR 10 additionally performs 
an authentication procedure for the mobile terminal 1. The 
HLR 10 transmits authentication data to the MSC 2 in “chal 
lenge” and “response” forms. Using this data, MSC 2 passes 
a “challenge” to the mobile terminal 1 through base station 3. 
Upon receipt of this data, the mobile terminal 1 passes this 
data to its SIM and produces a “response”. This response is 
generated using an encryption algorithm on the SIM and a 
unique Ki on the SIM. The response is transmitted back to the 
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4 
MSC 2 which checks it against its own information for the 
subscriber which checks it against information that it has 
obtained for that subscriber from the HLR 10 in order to 
complete the authentication process. If the response from the 
mobile terminal 1 is as expected, the mobile terminal 1 is 
deemed authenticated. At this point the MSC 2 requests sub 
scription data from the HLR 10. The HLR 10 then passes the 
subscription data to the VLR 14. 
The authentication process will be repeated at regular inter 

vals while the mobile terminal 1 remains activated and can 
also be repeated each time the mobile terminal makes or 
receives a call, if required. 

Each of the MSCs of the network (MSC 2 and MSC 6) has 
a respective VLR (14 and 11) associated with it and operates 
in the same way as already described when a subscriber 
activates a mobile terminal in one of the cells corresponding 
to one of the base stations controlled by that MSC. 
When the subscriber using mobile terminal 1 wishes to 

make a call, having already inserted the SIM card into the 
reader associated with this mobile terminal and the SIM has 
been authenticated in the manner described, a call may be 
made by entering the telephone number of the called party in 
the usual way. This information is received by the base station 
3 and is then routed to the called party via the MSC 2. By 
means of the information held in the VLR 14, MSC 6 can 
associate the call with a particular subscriber and thus record 
information for charging purposes. 
The MSCs 2 and 6 support communications in the circuit 

switched domainitypically voice calls. Corresponding 
SGSNs 16 and 18 are provided to support communications in 
the packet switched domainisuch as GPRS data transmis 
sions. The SGSNs 16 and 18 function in an analogous way to 
the MSCs 2 and 6. The SGSNs 16, 18 are equipped with an 
equivalent to the VLR for the packet switched domain. 
From the description above, it will be understood that the 

coverage area of a mobile telecommunications network is 
divided into a plurality of cells, each of which is served by a 
respective base station. In order to allow a mobile terminal to 
maintain a call when the mobile terminal moves outside the 
coverage area of a cell, the call must be switched to an alter 
native cell automatically. The call must be routed to the new 
cell before handover can be effected whilst maintaining the 
connection with the old cell until the new connection is 
known to have succeeded. Handover is a time critical process 
requiring action to be taken before the radio link with the 
original cell degrades to such an extent that the call is lost. 
Handover requires synchronisation of events between the 
mobile terminal and the network. 

Handover between two cells served by the same MSC is 
relatively straightforward. The handover process is more 
complex when a mobile terminal moves between a ?rst cell 
served by a ?rst MSC and a second cell served by a second 
MSC. The VLRs of the MSCs and the HLR additionally have 
to be updated to re?ect that the mobile terminal is now in a cell 
served by the second MSC. 
When a calling party (whether a subscriber within the 

mobile telecommunications network or outside it) attempts to 
call a mobile terminal within the network, that mobile termi 
nal must be paged. Paging is a process of broadcasting a 
message which alerts a speci?c mobile terminal to take some 
actioniin this example, to notify the terminal that there is an 
incoming call to be received. If the network knows in which 
cell the mobile terminal is located, it is only necessary to page 
in that cell. However, if the mobile terminal is moving within 
the network, the precise cell in which the mobile terminal is 
located may not be known. It will therefore be necessary to 
perform paging in a number of cells. The greater the number 
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of cells in which paging must occur, the more use of valuable 
signalling capacity within the network. 

However, if the HLR is to always have an up-to-date record 
of the cell in which each mobile terminal is located so that the 
current cell is occupied by a terminal is always know, this will 
require a large amount of location updating signalling 
between the mobile terminal and the HLR in order that the 
HLR has up-to-date records of the cells occupied by each 
mobile terminal. This is also wasteful of valuable signalling 
capacity. 
As indicated above, the HLR is updated each time a mobile 

terminal moves from the coverage area of one MSC to another 
MSC and from one SGSN to another SGSN. However, typi 
cally the area covered by a single MSC and SGSN is large, 
and to page all the cells covered by a single MSC and SGSN 
would require a signi?cant amount of paging signalling. 

The problems of excessive use of signalling capacity by 
paging a multiplicity of cells or performing a multiplicity of 
frequent location updates is solved in a known manner by 
dividing the coverage area of the mobile telecommunications 
network into a plurality of location areas (LAs) and into a 
plurality of routing areas (RAs). 
A location area relates to a particular geographical area for 

communications in the circuit-switched domain. Typically, 
although not necessarily, a location area is larger than the area 
of a single cell but is smaller than the area covered by one 
MSC. Each cell within the network broadcasts data indicative 
of the identity of its location area. The mobile terminal uses 
this data to determine when it moves into a new location area. 
The terminal stores its last known location area on its SIM. 
This information stored on the SIM is compared with the 
location area information broadcast by the local cell. The 
identities of the two location areas are compared. If they are 
different, the mobile terminal determines that it has entered a 
new location area. The mobile terminal then gains access to a 
radio channel and requests a location update. If the MSCNLR 
is the same for the new and old location areas, the network can 
immediately authenticate the mobile terminal and note the 
change of location area. However, if the mobile terminal is 
moved to a different MSC/V LR, the MSCNLR addresses a 
message to the HLR. The HLR notes the new location and 
downloads security parameters to allow the network to 
authenticate the mobile. It also passes on subscription details 
of the user to the new VLR and informs the old VLR to delete 
its records. 
A routing area relates to a particular geographical area for 

communications in the packet-switched domain. Typically, 
although not necessarily, a routing area is larger than the area 
of a single cell but is smaller than the area covered by one 
SGSN. A routing area is typically, although not necessarily, 
smaller than a location area. There may be many routing areas 
within one location area. Each cell within the network broad 
casts data indicative of its routing area (in addition to the data 
mentioned above indicative of the identity of its location 
area). The mobile terminal uses this received data to deter 
mine when it moves to a new routing area. The terminal stores 
the last known routing area on its SIM. The information 
stored on the SIM is compared with the routing area informa 
tion broadcast by the local cell. The identities of the two 
routing areas are compared. If they are different, the mobile 
terminal determines that it has entered a new routing area. The 
mobile terminal then gains access to a radio channel and 
requests a routing area update. 

There have recently been proposals to allow access to the 
features and services provided by GSM and UMTS networks 
other than by accessing those networks in the conventional 
manner by signalling between the mobile terminal and a 
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6 
conventional base station (macro base station) that has a 
dedicated connection to an MSC and provides coverage in the 
cell occupied by the mobile terminal using cellular telecom 
munication (e.g. GSM or UMTS) communication transport 
protocols. It has been proposed to increase network capacity 
by providing additional special base stations (micro base 
stations), referred to as access points (APs), for example at a 
subscriber’s home. 

FIG. 2 shows elements for providing access to a GSM or 
UMTS network by both a conventional base station 3 and an 
access point (AP 20). The AP 20 provides a radio link 21 to 
mobile terminal 1. 

In the ?rst embodiment, the radio link 21 from the AP 20 to 
the mobile terminal 1 uses the same cellular telecommunica 
tion transport protocols as the conventional base station 3 but 
with a smaller rangeifor example 25 m. The AP 20 appears 
to the mobile terminal 1 as a conventional base station, and no 
modi?cation to the mobile terminal 1 is required to operate 
with the AP 20. The AP 20 performs a role corresponding to 
that ofa GSM BTS 22 and BSC 26 and/or UMTS Node B and 
RNC. 

Communications between the access point 20 and the core 
network 12 are IP based communications, and may be, for 
example, transmitted over a broadband IP network (and 
routed via the Internet). The communications are routed via 
MSC 32 or SGSN 34. The access point 20 converts the cel 
lular telecommunications transport protocols used for signal 
ing in conventional GSM or UMTS networks used between 
the mobile terminal 1 and the AP 20 to IP based signalling. 
The connection 23 between the access point 20 and the core 

network 12 may use the PSTN telephone network. Typically 
a DSL cable connection connects the access point 20 to the 
PSTN network. The data is transmitted between the access 
point 20 and the core network 12 by IP transport/DSL trans 
port (a backhaul connection). The bandwidth of the cable 
connection between the access point and the telephone 
exchange is shared with multiple other users (typically 
between 20 and 50 other users). This means that the speed of 
transmission of data between the access point 20 and the 
telephone exchange varies signi?cantly in dependence upon 
the activities of the other access point devices sharing the 
connection. Likewise, the route that the data follows between 
the telephone exchange and the ?nal destination (the network 
core 12 in this embodiment) will also affect the speed of 
transmission between the access point 20 and the core net 
work 12. 
The access point 20 may be connected to the core network 

12 by means other than a DSL cable and the PSTN network. 
For example, the access point 20 may be connected to the core 
network 12 by a dedicated cable connection that is indepen 
dent of the PSTN, or by a satellite connection between the 
access point 20 and the network core 12. These methods of 
connecting the access point 20 to the network core 12 suffer 
from the same limitations as the DSL cable connection to the 
PSTN network. That is, the connection between the access 
point and the network core 12 is shared between multiple 
users and the speed of transmission of data and the quality of 
the connection is variable, being outside the control of the 
network core 12. 

This variability of transmission speed between the access 
point 20 and the core network 12 should be contrasted with 
the much more consistent transmission speed between the 
conventional base station of a mobile telecommunications 
network and the core network 12. In a conventional mobile 
telecommunications network the base station is connected by 
an exclusive, dedicated connection to the MSC 2/SGSN 16 
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and network core 12. The connection is not shared With other 
base stations, and therefore its speed Will not depend upon 
other tra?ic of other devices. 

Using an access point 20 connected to the core netWork via 
an IP netWork does have advantages. Existing broadband 
DSL connections can be used to link mobile terminals With 
the netWork core 12 Without using the capacity of the mobile 
telecommunications netWork radio access netWork, or Where 
there is no conventional radio access netWork coverage. For 
example, UMTS coverage could be provided by an access 
point 20 Where there is no conventional UMTS coverage 
(perhaps only GSM coverage). 

In accordance With a ?rst embodiment, because the access 
point 20 appears to a mobile terminal 1 to be a base station that 
is conventionally connected to the netWork core 12, it is 
important that the access point 20 provides a minimum qual 
ity of service (QoS) to the user, or they may become dissat 
is?ed With the netWork. 

In accordance With an important feature of this embodi 
ment, the access point 20 is con?gured to monitor the quality 
or speed of the link 23 betWeen the access point and the 
netWork core 12. The quality or speed is determined to be 
poor, the present invention provides a mechanism for tending 
to cause the mobile terminal 1 to register With another base 
stationithat is, to perform handover to that other base sta 
tion. Brie?y, When the measurements made by the access 
point 20 of the quality or speed of the connection betWeen the 
access point 20 and the netWork core 12, is poor, the access 
point 20 then reduces the transmission poWer of the radio 
connection to the mobile terminal 1 and/ or deliberately gen 
erates or simulates noise in the radio transmissions to the 
mobile terminal 1. That is, the quality of the radio link 
betWeen the access point 20 and the mobile terminal 1 is 
deliberately reduced. This simulates the situation When the 
mobile terminal 1 nears the edge of the cell served by the 
access point 20, and causes the mobile terminal to begin the 
conventional handover procedure to an alternative base sta 
tion that provides coverage in a different cell. 
A mobile telecommunications terminal operating in accor 

dance With the GSM or UMTS Standards, during its idle time 
slots, scans the Broadcast Control Channel (BCCH) of up to 
sixteen neighbouring cells. The mobile terminal forms a list 
of six best cells for possible handover, based on the received 
signal strength and/ or quality (i.e. the error rate in the 
received signal). The information in this list is passed to the 
base station (Which may be an access point) With Which the 
mobile terminal is currently registered at least once per sec 
ond, and is, in turn, transmitted to the netWork core 12. The 
information list is used by a handover algorithm implemented 
in the netWork core 12. The algorithm that determines When 
handover occurs is not speci?ed in the GSM or UMTS Stan 
dards. The algorithms essentially trigger a handover When the 
current base station provides a received signal at the mobile 
terminal 1 beloW a predetermined quality received threshold, 
and Where a better quality signal is available from a neigh 
bouring base station. 
As indicated above, in the embodiment the access point 

may trigger a handover of a mobile terminal registered With it 
When the quality of the connection 23 betWeen the access 
point and netWork core is poor. The access point may monitor 
the quality of the connection betWeen the access point and the 
netWork core 12 by determining the latencyifor example, by 
measuring the time that it takes a data packet to be transmitted 
betWeen the access point 20 and the netWork core 12. When 
the connection 23 is idle, the access point 20 may periodically 
poll the netWork core 12 by sending it a predetermined mes 
sage and determining hoW long it takes to receive a reply 
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message back. This, of course, provides an indication of the 
speed of the connection 23 betWeen the access point 20 and 
the netWork core 12. 
A threshold value may be set Which indicates the minimum 

speed or quality that is acceptable for the link 23 betWeen the 
access point and the netWork core 12. Alternatively, rather 
than a simple threshold value being set, the access point could 
compare the speed/ quality of the communication betWeen the 
access point 20 and the netWork core 12 With the quality/ 
speed information that is obtained When the mobile terminal 
1 scans the broadcast control channel (BCCH) in the manner 
described above. The access point 20 receives this informa 
tion as it passed via the access point to the netWork core 12 as 
part of the usual operation of the mobile terminal in accor 
dance With a GSM or UMTS Standards. The access point 20 
may be adapted to store this information in the memory 
location. The access point may then be con?gured to compare 
the speed/quality that the access point can provide (in vieW of 
the quality of the connection 21 betWeen the terminal 1 and 
the access point and of the connection 23 betWeen the access 
point 20 and the netWork core 12) With the speed/quality of 
connection available from the neighbouring base stations and 
to determine Whether it Would be advantageous to perform a 
handover operation on this basis. 
As discussed above, in a conventional arrangement Where 

radio coverage is provided by a conventional base station 
connected to the netWork core 12, signalling betWeen the base 
station and the netWork core 12 alloWs an algorithm provided 
in the netWork core 12 to determine When handover should be 
performed and to coordinate handover to a neighbouring base 
station by sending appropriate instructions to the mobile ter 
minal (via the base station), to the base station itself and to the 
MSC of the present cell, and to the base station and MSC of 
the neighbouring cell to Which handover is to occur. 

HoWever, in the present embodiment, because the quality 
of the connection 23 betWeen the access point 20 and the 
netWork core 12 is not controlled by the netWork core 12, and 
because this connection 23 may not operate at all at some 
times, it is desired to be able to cause the mobile terminal 1 to 
handover to a neighbouring base station Without requiring 
any signalling betWeen the access point 20 and the netWork 
core 12. 

According to the ?rst embodiment of the invention, When it 
is determined that handover from the access point 20 should 
occur to a neighbouring base station, the access point 20 
reduces the poWer of the transmitted signal to the mobile 
terminal 1. This simulates the radio conditions as the mobile 
terminal 1 moves toWards the edge of the cell for Which the 
AP 20 provides radio coverage. Thus, reducing the transmit 
ted poWer by the access point 20 prompts handover to occur to 
a neighbouring base station in accordance With the GSM or 
UMTS Standards. 

Reduction of the transmitted poWer from the access point 
20 may be in the pilot channel only, this being the channel 
Whose signal strength is typically monitored to determine 
When to perform handover. The pilot channel is an unmodu 
lated, direct sequence spread spectrum signal transmitted by 
a base station or mobile terminal. The pilot channel provides 
a phase reference for coherent demodulation in addition to 
providing a means for signal strength comparisons betWeen 
base stations Which is conventionally used When determining 
When handover should be performed. The poWer of the other 
transmission channels may be maintained at the usual level. 

According to a second embodiment, the access point 20 
deliberately distorts the signals (for example, by introducing 
arti?cial noise) before transmitting them to the mobile termi 
nal 1. This simulates Worsening conditions in the radio trans 
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missions between the mobile terminal 1 and the access point 
20 and prompts, in a similar manner to the ?rst embodiment, 
handover to occur from the access point to a neighbouring 
base station in accordance with the GSM or UMTS Stan 
dards. 

According to a third embodiment, the access point 20 sends 
a special message to the mobile terminal 1 to cause the mobile 
terminal 1 to register with a base station different from the 
access point 20. Preferably, the signalling to cause this han 
dover uses conventional signalling in the GSM or UMTS 
Standards. For example, the access point 20 may indicate that 
the location area or routing area occupied by the mobile 
terminal 1 has changed. 
An example will now brie?y be described in which the 

access point 20 indicates to the mobile terminal 1 that the 
location area occupied by the mobile terminal 1 has changed. 

In normal use the access point 20 broadcasts a particular 
location area identity (LA1) by which the location area occu 
pied by the access point 20 is uniquely identi?ed. Each cell 
provided by the core network has a cell global identity (CG1) 
used by a mobile terminal when in the cell. The current CG1 
occupied by mobile terminal 1 is stored in the core network 
12. The CG1 is a concatenation of the LA1 and a cell identity 
(C1) and uniquely identi?es a given cell. When the mobile 
terminal I initially enters the location area that is served by 
the access point 20, the access point 20 passes to its associated 
MSC 32 the CG1 of the cell. 

Conventionally, when a mobile terminal moves from a ?rst 
location area to a second location area, the mobile terminal 
detects that a different LA1 (from that stored in the mobile 
terminal) is being broadcast by the local base station. The 
mobile terminal then sends a location area update (LAU) 
request to the core network 12. The request includes the ?rst 
(current) LA1 and the mobile terminal’s current temporary 
mobile subscriber identity (TMSI). The MSC with which the 
mobile terminal is currently registered then sends a new 
TMS1 to the mobile terminal 1. When the mobile terminal 
moves from a ?rst (current) location area to a second (new) 
location area, which is administered by a different MSC, 
similar steps occur and the different MSC requests user pro 
?le information from the original MSC. 

Each MSC of the network has a table mapping each LA1 to 
an address of an MSC in the network through which signal 
tra?ic for the mobile terminal in the LA identi?ed by the LA1 
is routed. Thus, each LA1 is mapped to the address of a 
particular MSC. 

According to the third embodiment, if the access point 
wishes to indicate that the location area of the mobile terminal 
1 has changed (despite the mobile terminal 1 possibly having 
not moved relative to the location of the access point 20), the 
access point 20 generates an LAUACCEPT message contain 
ing a TMS1 with a network resource identi?er (NR1) value 
identifying and targeting a different MSC from the MSC 32 
with which the access point 20 is connected. For example, the 
target MSC may be the MSC 2 which is connected to the base 
station 3. The LAU ACCEPT message contains a LA1 corre 
sponding to that of a location area served by the base station 
3 and MSC 2. 

The mobile terminal 1 accepts the LAU ACCEPT message 
and stores the further LA1 and TMSI. The mobile terminal 
then compares the received LA1 with the LA1 stored on the 
terminal and determines that they are different. The mobile 
terminal 1 then sends a location area update request to the 
network core 12 via the access point 20. The request contains 
the TMS1 and the further LA1 received in the LAU ACCEPT 
message. When the access point 20 receives the location area 
update request it derives the NR1 from the TMS1 and uses the 
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NR1 to route the request to the MSC 2, via the core network 
12. Signal tra?ic from the mobile terminal 1 is thereby trans 
ferred from the MSC 32 to the MSC 2. The MSC 2 then 
identi?es the previous MSC, MSC 32, using its table and 
using the further LA1, which maps the further LA1 to the 
address of MSC 32. MSC 2 then retrieves the mobile termi 
nal’s context information from the MSC 32. The MSC 2 now 
associated with the mobile terminal 1 will then cause the 
mobile terminal 1 to register with a base station associated 
with the MSC 2, such as base station 3. 
A similar procedure may be used to cause the mobile 

terminal registered in the different base station to be per 
formed by instructing the mobile terminal to perform a rout 
ing area update. 

Although potentially disadvantageous for the reasons dis 
cussed above, according to a fourth embodiment of the inven 
tion, the access point 20 may signal to the core network 12 via 
the broadband connection to instruct the mobile terminal 1 to 
handover to a neighbouring base station. When such an 
instruction is received at the network core 12 from the access 
point 20, the network core 12 then generates signalling to the 
terminal 1 to cause the mobile terminal to handover to a base 
station different from the access point 20. For example, data 
for determining whether handover should be performed may 
be retrieved from the mobile terminal 1 in the conventional 
manner. That is, the mobile terminal transmits a list of the six 
best cells for possible handover, based on the received signal 
strength and/or quality as determined during a scan of the 
BCCH. The list of six best cells is passed from the mobile 
terminal 1 to the access point 20. Conventionally, the infor 
mation list is transmitted to the core network 12 and is used by 
a handover algorithm in the network 12 to trigger a handover. 
In accordance with a fourth embodiment, the access point 20 
may modify the information list received from the mobile 
terminal 1, prior to passing this to the network core 12. The 
modi?cation may alter an entry in the list corresponding to the 
received signal strength and/or quality of the access point 20, 
and may amend that entry of the list to indicate that the 
received signal strength and/or quality is worse than it actu 
ally is. That is, the information list is modi?ed to simulate a 
list that might appear as the mobile terminal moves away from 
the access point 20 towards other base stations that provide a 
better received signal strength and/ or quality. Alternatively, 
rather than modifying the entry in the information list corre 
sponding to the access point 20, the other entries may be 
modi?ed to indicate that the received signal strength and/or 
quality corresponding to those base stations is better than it 
actually is. Either way, the information is modi?ed to indicate 
that the received signal strength and/or quality at the access 
point 20 is relatively poor. When the information list is 
received from the access point 20, this can be processed by the 
handover algorithm in the conventional manner. No further 
modi?cation to the algorithm or the signalling that causes 
handover is required. 
As indicated above, a problem with this fourth embodi 

ment is that, if the broadband connection quality is very poor, 
such instructions may never reach the network core via the 
broadband connection. 
Some communications between the mobile terminal 1 and 

the core network 12 are more time critical than others. There 
are four different quality of service (QoS) classes, or tra?ic 
classes, in UMTS: 
l. Conversational class 
2. Streaming class 
3. Interactive class 
4. Background class 
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Conversational real-time services, such as a normal voice 
call or video telephony, are most sensitive to delays. In such a 
communication class any delay in signalling Will generally be 
unacceptable to the users. 

In the real-time streaming class, data How should be su?i 
ciently fast and reliable for the content to be reproduced live 
at the mobile terminal 1. This data How is a one-Way transport 
in Which the time relation (variation) betWeen the information 
entities, samples or packets Within the How is preserved. This 
class is less time critical than the conversational class because 
the data transport is one-Way, and it is possible that a buffer of 
data may be maintained in order that real-time reproduction 
of content may be maintained if there is a temporary delay in 
data transport to the mobile terminal 1. 

Traditional internet applications, such as Web broWsing, 
email transmission, FTP and neWs are the main uses of the 
interactive and background classes. 

In accordance With an optional feature of the system 
described herein, the access point 20 is able to determine 
Which class of communication is being performed With the 
mobile terminal 1. If the access point serves multiple mobile 
terminals, then the class of communication being performed 
With each mobile terminal may be determined. This (or these) 
determinations can then be used to assist in making appropri 
ate communication handling and handover decisions. 

For example, if it is determined that the quality of the 
broadband connection betWeen the access point 20 and the 
core netWork 12 is poor, the access point 20 might tempo 
rarily stop communications in the background class, Which 
Would increase the bandWidth available for other communi 
cations With mobile terminals that have a higher priority class. 
For example, if a ?rst mobile terminal is perhaps performing 
a routine back-up of the photographs stored on that mobile 
terminal as a background class operation, and another termi 
nal registered With the same access point 20 is participating in 
a video conference, the access point 20 may temporarily halt 
the background back-up of the photographs in order to alloW 
the mobile terminal performing the video conferencing to use 
the full bandWidth of the broadband connection betWeen the 
access point 20 and the core netWork 12. 

Alternatively, if the quality of the broadband connection 
betWeen the access point 20 and the netWork core 12 is deter 
mined to be too poor to perform particular classes of commu 
nication, the access point 20 cause mobile terminals regis 
tered With it Which are undertaking such communication 
classes to handover to a neighbouring base station, Where an 
appropriate quality of service can be provided. Mobile termi 
nals performing less time critical communication classes 
could remain registered With the access point 20 and perform 
a relatively loW time-delay sensitive communications With a 
core netWork 12 via the broadband connection betWeen the 
access point 20 and the core netWork 12. 
When multiple mobile terminals have registered With an 

access point, the reduction in the transmitted poWer of access 
point Will, as Well as generally causing mobile terminals 
registered With the access point 20 to tend to handover to a 
neighbouring base station, Will tend to cause mobile terminals 
furthest from the access point 20 to perform handover ?rst. 
This Will occur because the poWer of the reduced poWer 
transmitter signal Will suffer greater losses during transmis 
sion over the greatest distance to the most distant mobile 
terminals. Consequently, the mo st distant terminals from the 
access point 20 Will tend to perform handover ?rst. Every 
time a mobile terminal registered With the access point 20 
performs handover to a neighbouring base station, this 
increases the proportion of the bandWidth of the broadband 
connection betWeen the access point 20 and the core netWork 
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12 for the remaining mobile terminal. Therefore, after han 
dover of each mobile terminal from the access point 20 to a 
neighbouring base station, the adequacy of the quality of the 
broadband connection betWeen the access point 20 and the 
core netWork 12 should be re-evaluated to determine Whether 
it is suf?cient to support the communications from the 
remaining mobile terminals Which are registered With the 
access point 20. 

In the embodiments described above, the access point 20 is 
con?gured to appear to the mobile telecommunications 
device 1 as a conventional base station that communicates 
With the mobile terminal 1 using GSM or UMTS protocols in 
accordance With the Standards and the licensed radio spec 
trum. Alternatively, the access point 20 could communicate 
With the mobile terminal 1 by any other suitable technologyi 
for example, by a Bluetooth® connection, WiFi or another 
unlicensed mobile access (U MA) protocol, Which alloWs the 
GSM or UMTS features to be provided using a non-GSM/ 
USM bearer technology. 
The core netWork 12 may be con?gured to charge for 

communication services provided to the mobile terminal 1 on 
a different basis When the mobile terminal 1 is connected to 
the core netWork 12 via an access point 20, rather than a 
conventional base station. 
The access point 20 may be con?gured to instruct the 

mobile terminal 1 to display an indicationisuch as a visual 
indication, When it is connected to the netWork core 12 via the 
access point 20. This may be particularly useful if communi 
cation services are charged for on a different basis When the 
mobile terminal 1 is connected to the netWork core 12 via the 
access point 20. 

Although in the embodiments described, arrangements for 
performing a handover from an access point 20 to a conven 
tional base station have been described, the handover from the 
access point 20 could be to another access point. Also, When 
a mobile terminal 1 is registered With a conventional base 
station, handover to an access point, such as access point 20, 
Will be performed Without requiring any modi?cation to the 
underlying signalling that occurs betWeen the mobile termi 
nal 1 and the netWork core 12. A handover algorithm on the 
netWork core 12 Will receive the information list of the sur 
rounding base stations (including the access point 20) deliv 
ered from the mobile terminal 1 in the usual manner. When 
the relative quality of the signals from the six best base 
stations is received and analysed by the handover algorithm 
on the netWork core, if it is determined that the access point 20 
provides the best radio coverage for the mobile terminal 1, 
then handover to that access point Will be instructed using the 
conventional underlying signalling betWeen the mobile ter 
minal 1, the base station With Which it is currently registered, 
the access point 20 and the netWork core 12. 

Other embodiments of the invention Will be apparent to 
those skilled in the art from a consideration of the speci?ca 
tion or practice of the invention disclosed herein. It is 
intended that the speci?cation and examples be considered as 
exemplary only, With the true scope and spirit of the invention 
being indicated by the folloWing claims. 

The invention claimed is: 
1. In a telecommunications netWork including a radio 

access netWork having a plurality of base stations for Wire 
lessly transmitting data betWeen a mobile telecommunica 
tions device and the base stations, Wherein some of the base 
stations are connected by cellular telecommunications trans 
port to the telecommunications netWork and some of the base 
stations are connected by IP transport to the telecommunica 
tions netWork, a method of de-registering a given mobile 
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telecommunications device from a given IP transport con 
nected base station comprising: 

monitoring, at the given IP transport connected base sta 
tion, quality of an IP transport connection of the given IP 
transport-connected base station to the telecommunica 
tions network; 

causing, at the given IP transport-connected base station, 
the given mobile telecommunications device to de-reg 
ister from the given IP transport connected base station, 
When the quality of the IP transport connection is poor, 
by varying quality of the signals transmitted to the given 
mobile telecommunications device in order to simulate a 
reduction in quality of a received signal at the mobile 
telecommunications device. 

2. A method of claim 1, Wherein the varied quality is the 
transmit poWer of the base station. 

3. A method of claim 1, Wherein the signal is distorted prior 
to transmission by the base station. 

4. A telecommunications netWork, comprising: 
a radio access netWork comprising a plurality of base sta 

tions for Wirelessly transmitting data betWeen a mobile 
telecommunications device and the base stations, 
Wherein some of the base stations are connected by 
cellular telecommunications transport to the telecom 
munications netWork and some of the base stations are 
connected by IP transport to the telecommunications 
netWork, and Wherein at least a given IP transport con 
nected base station is con?gured to monitor quality of an 
IP transport connection of the given IP transport con 
nected base station to the telecommunications netWork 
and is con?gured to cause the mobile telecommunica 
tions device to de-register With the given 1P transport 
connected base station, When the quality of the IP trans 
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port connection is poor, by varying quality of signals 
transmitted to the mobile telecommunications device in 
order to simulate a reduction in quality of a received 
signal at the mobile telecommunications device. 

5. The telecommunications netWork according to claim 4, 
Wherein the mobile telecommunications device is caused to 
de-register With the given IP transport connected base station 
and is con?gured to re-register With a cellular telecommuni 
cations transport connected base station. 

6. The telecommunications netWork of claim 4, Wherein 
the given IP transport connected base station is con?gured to 
cause the mobile telecommunications device to de-register 
With the given IP transport connected base station by varying 
the transmit poWer of the base station. 

7. The telecommunications netWork of claim 4, Wherein 
the given IP transport connected base station is con?gured to 
cause the mobile telecommunications devices to de-register 
by distorting signals prior to transmission of the signals by the 
base stations to the mobile telecommunications device. 

8. The telecommunications netWork according to claim 4, 
Wherein the given IP transport connected base station is con 
?gured to monitor the class of communication occurring 
betWeen the mobile telecommunications device and the tele 
communications netWork for the purpose of deciding When to 
cause the mobile telecommunications device to de-register. 

9. The telecommunications netWork according to claim 7, 
Wherein the IP transport connection to the telecommunica 
tions netWork comprises a DSL broadband connection. 

10. The telecommunications netWork according to claim 4, 
Wherein the radio access netWork is part of a GSM or UMTS 
mobile telecommunications netWork. 


