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(57) ABSTRACT 

A disposable litter pan that is made of a ?exible material, 
preferably biodegradable non-plastic material, such as ther 
mally pressed cardboard or other paper ?ber material treated 
with an aqueous coating that inhibits degradation of the pan in 
the presence of ?uids. The pan is a generally self-supporting 
pan structure having two end walls, two sidewalls, and a ?oor; 
wherein the ?oor having several perforations, openings, or 
ori?ces sized to allow unused cat litter to be sifted into a 
retaining pan underneath that can be of the same or imperfo 
rate construction. The litter pan folds, allowing the sidewalls 
to engage in a manner that does not allow litter or excrement 
to escape. The pan can be retained in the folded condition by 
an integral latching arrangement that also can serve as a 
handle. 

21 Claims, 10 Drawing Sheets 
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DISPOSABLE FOLD-UP SIFTING ANIMAL 
LITTER FILTERING PAN 

CROSS-REFERENCE 

This application claims all bene?ts from and priority to, 
under 35 U.S.C. Section 1 19(e), US. Provisional Application 
Ser. No. 61/097,870, ?led Sep. 18, 2008, the entirety ofWhich 
is hereby expressly incorporated herein by reference. 

FIELD 

The present invention relates generally to an animal litter 
pan, particularly to a disposable, biodegradable pan Which is 
perforate in construction to enable separation of still usable 
litter from excrement in the litter, and Which can be folded to 
facilitate sifting and for ease of disposal. 

BACKGROUND 

One of the least desirable chores in cat oWnership is clean 
ing the cat litter box. The most common litter box for a house 
cat is a square or rectangle-shaped plastic tub Which is ?lled 
With urine-absorbent litter material. The litter material is usu 
ally either clay or granular cellulose. The litter material is 
usually sifted after a particular period of use, such as a feW 
days, With a hand held scoop. 

Other cleaning solutions consist of disposable cat litter box 
liners that are made of paper or plastic, able to be folded into 
a bag like con?guration to dispose of the entire cat litter in the 
pan at any given time. US. Pat. No. 5,488,929 discloses an 
example of this type of cat litter pan liner. Disposable cat litter 
boxes have also been created, usually consisting of a single 
sheet of Water resistant corrugated cardboard. As disclosed in 
US. Pat. No. 5,566,641, the litter box is a one-time use, 
alloWing a user to throW aWay everything in the box, not just 
the used litter but any leftover unused litter as Well. 

While US. Pat. No. 5,121,712 discloses a liner that is 
perforated to alloW sifting of used litter so unused litter can be 
returned to the litter box, the liner is made of plastic, Which 
cats do not like. For Whatever reason, cats are uncomfortable 
Walking on plastic sheeting such that this type of perforate 
plastic liner can result in a cat not using the litter box. 

It is desirable to not Waste the unused cat litter, but be able 
to easily separate and remove the animal excrement and 
“used” litter and do so in a manner that is not repugnant to a 
cat. 

SUMMARY 

The present invention is directed to an animal litter holding 
and ?ltering pan that is particular Well suited for use With cats 
that can sift unused litter, While retaining Waste, and can be 
folded for easy disposal. The pan is made of a biodegradable 
thermally pressed cardboard or other paper/cellolosic ?ber 
material treated to inhibit degradation in the presence of 
Water, urine, excrement and the like. Such treatment can be in 
the form of an aqueous coasting or treatment that suitably 
impregnates the material from Which the pan is made. The pan 
has several perforations that can be staggered or arranged in 
roWs located along a fold region of a hinge arrangement that 
permits unused litter to pass through the pan into a pan of like 
(perforate) or non-perforate construction underneath thereby 
optimiZing the use of litter. By locating the perforations along 
the fold line, not only is ?ltering of excrement from still useful 
litter performed more e?iciently, but the excrement tends to 
How and accumulate along the fold line so it becomes opti 
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2 
mally positioned over the perforations. Thereafter, once the 
still unused litter has drained through the perforations, the 
excrement ?lled folded pan can be throWn aWay. 
A ?lm or liner can be used to cover the perforations in a 

manner Where it can be removed either prior to use or prior to 
disposal. In one embodiment, such a liner or ?lm is of peel 
aWay construction and is attached, such as by an adhesive or 
the like, to a surface of the bottom of the pan. In one preferred 
embodiment, a peel aWay liner or ?lm is attached to the 
bottom surface of the bottom Wall of the pan and covers all of 
the perforations of the pan. 

In one embodiment of the invention, the pan may be nested 
into a non-perforate pan, an imperforate pan of similar con 
struction, or a traditional cat litter box. This alloWs a pet 
oWner to sift the litter, alloWing the unused litter to collect in 
the pan beloW. 

In one embodiment of the invention, the sideWalls may 
have slits formed doWnWardly to create a hinge When the litter 
pan is folded. 

In another embodiment of the invention, the sideWalls of 
the cat litter pan can be continuous, and have fold lines in a 
dual triangular shape generally in the middle portion of the 
sideWalls. This alloWs the pan to be folded, While the side 
Walls have a telescoping connection to prevent litter from 
escaping out the side. 

In another embodiment, there can be “soft” creases along 
either side of the main fold line on the sideWalls of the litter 
pan. These soft creases aid in making a 90 degree fold at the 
right spot, alloWing the sides to ?t snugly together When the 
pan is folded in half. 

In another embodiment, the pan is equipped With an inte 
grally formed latching arrangement that retains the pan in a 
closed condition, such as after sifting has been performed, 
With the latching arrangement con?gurable to also provide a 
handle. 

Objects, features, and advantages of the present invention 
include one or more of the folloWing: to provide a litter pan 
that is made of a ?exible material, preferably biodegradable 
non-plastic material, such as thermally pressed cardboard or 
other paper ?ber material treated With an aqueous coating that 
inhibits degradation of the pan in the presence of ?uids; to 
provide a litter box that is a generally self-supporting pan 
structure having tWo end Walls, tWo sideWalls, and a ?oor; to 
provide a litter box that has a ?oor having several perfora 
tions, openings, or ori?ces siZed to alloW unused cat litter to 
be sifted into a retaining pan underneath; to provide a cat litter 
box that has a fold line bisecting the litter pan to alloW the 
entire pan to be folded in half, Wherein the sideWalls connect 
telescopically to ensure a secure ?t that does not alloW litter or 
excrement to escape; to provide a disposable cat litter pan 
Wherein the pan is further designed to alloW excrement to 
naturally How and accumulate along the fold line over the 
perforations; a disposable cat litter pan that is simple, easy 
and sanitary to use; to provide a cat litter box that is stable and 
made of ?brous material that cats more readily accept; to 
provide a disposable cat litter pan that is easy to manufacture, 
lightweight, rugged, durable, reliable, economical to manu 
facture, and/or Which is easy to assemble and use. 

Various other features, advantages and objects of the 
present invention Will be made apparent from the folloWing 
detailed description and the draWings. 

DRAWING DESCRIPTION 

Preferred exemplary embodiments of the invention are 
illustrated in the accompanying draWings in Which like ref 
erence numerals represent like parts throughout and in Which: 
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FIG. 1 is a top perspective vieW of one embodiment of a 
sifting biodegradable disposable litter pan of the present 
invention, showing the litter pan substantially ?at in an open 
condition after sifting has been performed. 

FIG. 2 is a top perspective vieW the biodegradable dispos 
able pan ?lled or charged With litter. 

FIG. 3 is a top perspective vieW of the pan of FIG. 2 Where 
excrement has created clumps in some of the litter in the 
biodegradable disposable pan leaving other litter unused and/ 
or unspoiled. 

FIG. 4 is a top perspective vieW of the biodegradable dis 
posable pan, shoWing the litter pan moderately folded, and 
illustrating operation of a integrally formed hinge arrange 
ment. 

FIG. 5 is a top perspective vieW the biodegradable dispos 
able pan folded even more, shoWing movement of the clumps 
and unused/unspoiled letter toWard a perforate sifting region 
located in the area of the hinge arrangement. 

FIG. 6 is a top perspective vieW of the biodegradable dis 
posable litter sifting pan folded even more than in FIG. 5; 

FIG. 7 is a top perspective vieW of the biodegradable dis 
posable pan nearly completely closed shoWing that unused/ 
unspoiled cat litter sifted from the pan has fallen into a retain 
ing pan underneath that can be of the same biodegradable 
disposable and sifting construction or Which can be of imper 
forate construction. 

FIG. 8 is a top perspective vieW of the biodegradable dis 
posable pan opened to shoW hoW the unused/unspoiled cat 
litter has been sifted from it leaving only clumps of feces 
absorbing litter. 

FIG. 9 illustrates the pan in a completely closed condition 
ready to be disposed of in a garbage bag, garbage can or the 
like; 

FIG. 10 illustrates a top plan vieW of a second preferredpan 
embodiment in an opened condition. 

FIG. 11 is a partial fragmentary perspective vieW of the pan 
of FIG. 10 in a fully closed condition 

FIG. 12 is a top plan vieW of a third preferred pan embodi 
ment in an opened condition. 

FIG. 13 is a top plan vieW ofthe pan ofFIG. 12 With folding 
accommodating tabs in a fold facilitating position. 

FIG. 14 is a top front perspective vieW of the pan of FIGS. 
12 and 13 With the pan halves being folded toWard the closed 
position shoWing folding or displacement of the folding 
accommodating tabs. 

FIG. 15 is a partial fragmentary side elevation vieW of a 
portion of the pan sideWalls shoWing the pan in at least a 
semi-opened condition illustrating details of construction of a 
second preferred hinge arrangement. 

FIG. 16 is a side elevation vieW ofa portion ofa sideWall of 
illustrating the second preferred hinge arrangement With the 
pan in a folded condition. 

FIG. 17 is a top plan vieW of a fourth preferredpan embodi 
ment in an opened condition that is equipped With a handle 
arrangement. 

FIG. 18 is a top plan vieW of the fourth preferred pan 
embodiment in a fully closed and latched condition. 

DETAILED DESCRIPTION 

FIGS. 1-10 illustrate a ?rst embodiment of a disposable 
sifting cat litter pan 20 of this invention. The pan 20 includes 
a bottom or ?oor 22, tWo upWardly extending sideWalls 24, 
and tWo upWardly extending end Walls 26, forming a gener 
ally self-suppor‘ting pan structure that can be constructed to 
have a depth of at least about one and one-half inches. To 
facilitate acceptance and consistent usage by a cat, the dis 
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4 
posable cat litter pan 20 is composed of a cellulosic material, 
such as paper ?ber, cardboard or the like. It can be treated, 
such as With a liquid, poWder or other material, in a manner 
that inhibits the effects of urine, feces and Water. In the pre 
ferred embodiment shoWn in the FIGS. 1-10, the pan 20 is 
formed of one-piece, unitary and substantially homogenous 
construction being made of a cellulosic material, such as 
paper ?ber or cardboard, so as to be of fold-up and sifting 
construction that is disposable after use. In at least one pre 
ferred embodiment, the pan 20 is made of a biodegradable 
thermally pressed cardboard or other paper/cellulosic ?ber 
material treated With an aqueous coating that inhibits degra 
dation in the presence of Water, urine, feces and the like. It can 
also be impregnated With such an aqueous urine, Water, and 
feces degradation inhibiting liquid or other inhibiting mate 
rial. 

FIG. 1 illustrates the disposable cat litter pan 20 after it has 
been used to sift and remove unused/unspoiled litter but 
before disposal. It includes a hinge arrangement 28 that 
extends generally transversely across at least a portion of the 
bottom 22 of the pan 20 generally dividing the pan 20 into a 
plurality of pan halves 30, 32 that are folded over one another 
during use, forming a convenient, easy to carry, disposable 
satchel-like case 34 (FIGS. 7, 9 and 18) that encases sifted 
litter clumps 36 holding feces and/ or urine in a manner that is 
advantageously quick and easy to dispose of Without coming 
into direct contact thereWith. 

In the preferred embodiment shoWn in FIG. 1, the hinge 
arrangement 28 is formed at least in part by a fold region 38 
that is de?ned by at least tWo fold lines 40, 42 that extend 
transversely substantially along the entire pan bottom 22 and 
Which preferably are integrally formed in the bottom 22. At 
least a portion of each fold line 40, 42 can be integrally 
formed by scoring part of the pan bottom 22, such as during 
forming or molding of the pan 20. 
The hinge arrangement 28 can also include a pair of slits or 

cuts 44, 46 in each sideWall 24 that runs adjacent to and can be 
in line With or otherWise in communication With one end of a 
corresponding fold line 40, 42. The slits or cuts 44, 46 form a 
?ap 48 out of a portion of each sideWall 24 that permits 
adjacent portions of each sideWall to slide inWardly of the ?ap 
48 during folding of one pan half 30 over the other pan half 32 
increasing the ease of folding While preventing loss of 
unused/unspoiled litter left in the pan 20. 
Along and adjacent to the fold region 38 is a perforate litter 

sifting region 50 that includes at least a plurality of pairs, i.e., 
at least three, of perforations 52 that each extend completely 
through the pan bottom 22. The perforations 52 can be 
arranged in lines, such as is depicted in the bottom of pan half 
30 or in a staggered array, such as is depicted in the bottom of 
pan half 32. There is at least a plurality of pairs of, i.e., at least 
three, perforations 52 disposed betWeen the fold lines 40, 42 
and at least a plurality of pairs of perforations 52 disposed 
outWardly of each fold line 40, 42. 
The perforations 52 are siZed generally to alloW unused/ 

unspoiled cat litter 54 to pass through, While retaining that 
Which formed into clumps 36 resulting from the absorption of 
excrement. In one preferred embodiment, each perforation 52 
has a diameter of about one-eight of an inch. Each perforation 
52 preferably has a diameter of at least one-sixteenth of an 
inch and a diameter of no greater than three-eighths of an 
inch. 
The pan 20 is shoWn generally overlying and nesting in 

another pan, 20', only a small portion of Which is shoWn in 
FIG. 1, in Which unused cat litter 54 is disposed. Pan, 20', can 
have the same perforate sifting construction as pan 20 or can 
be of imperforate construction. In one embodiment, pan, 20', 
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is one of at least a plurality of pairs of pans having the same 
construction as pan 20 With the pans being nested or stacked 
one on top of another. 

If desired, each such pan 20 can come prepackaged With a 
layer of unused/unspoiled cat litter 54 in it that is intended to 
be makeup litter intended to make up for litter in the overlying 
pan 20 that ends up getting used and disposed of. Thus, in one 
preferred implementation, there is at least a thin layer of 
unused/unspoiled cat litter in each pan 20 located beloW the 
top pan 20 With the pans all stacked together one on top of 
another forming a prepackaged pan stack each being pre 
charged With litter. It is anticipated that the top pan Would be 
pre-charged With the most unused/unspoiled litter as a certain 
percentage of it, perhaps more than 50%, Would be expected 
to remain unused/unspoiled and pass through the perforations 
52 of the top pan 20 into the pan 20 immediately underneath. 
It is anticipated that the bottom-most pan (not shoWn) in the 
pan stack Would be shaped similarly to or same as pan 20 but 
be of imperforate construction. 

In any event, pan, 20', is located underneath pan 20 to 
receive the remaining unused or unspoiled litter 54 that has 
been sifted through the perforations 52 of the pan’s litter 
sifting region 50 When the pan 20 is picked up, folded along 
fold region, and/or shaken to cause the unused/unspoiled 
litter 54 to fall through the perforations 42 in pan 20 into the 
pan, 20', beloW. Of course, the order in Which these steps are 
taken can vary from that set forth in the preceding sentence. 

FIG. 2 illustrates a preferred embodiment of the pan 20 
stacked in a pan arrangement 56 composed of at least a 
plurality of pairs of stacked pans 20 nested in the manner 
shoWn With at least the uppermost pan 20 coming pre-charged 
With fresh litter 58. It is contemplated that the pan arrange 
ment 56 comes prepackaged in a box, carton, or is Wrapped in 
plastic. As previously discussed, the bottommost pan can be 
of imperforate construction. Each pan 20 located beloW the 
top pan 20 and above the bottommost imperforate retainer 
pan (not shoWn) can also come pre-charged With a layer of 
fresh litter 58. 

It is contemplated that the top pan 20 is pre-charged With 
the most fresh litter 58 With each pan 20 nested underneath 
having a lesser amount of pre-charged litter 58. This is 
because during use and operation, it is anticipated that the 
majority of the litter 58 in the top pan 20 Will end up being 
sifted through the perforations 52 into the pan 20 immediately 
beloW. In one preferred implementation, the top pan is pre 
charged With the greatest amount of fresh litter 58, the second 
pan nested immediately underneath the top pan is charged 
With a lesser amount of litter 58, the third pan nested imme 
diately underneath the second pan is charged With an even 
lesser amount of litter 58, and so forth. In another preferred 
implementation, the top pan 20 is charged With the mo st litter 
58, the imperforate pan is charged With the second greatest 
amount of fresh litter 58, the pan that nests in the imperforate 
pan is charged With the third greatest amount of fresh litter, 
and so forth. Routine testing and experimentation can be 
employed to optimiZe the amount of litter pre-charged in the 
top pan 20, as Well as each successive nested pan 20, and the 
imperforate bottom pan. 

The disposable pan 20 is placed in a location typical of 
Where any other litterpan Would be located in a house or other 
environment Where a cat lives or otherWise frequents. Since 
the height of each pan sideWall 24 and end Wall 26 is selected 
so that the height of the stacked pan arrangement 56 provides 
a height loW enough that a cat can get into and out of the 
uppermost pan 20. In a preferred embodiment, the combined 
height of the stack 56 is no greater than about ten to tWelve 
inches or so to enable a cat to easily get in to and out of the 
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6 
uppermost pan 20 and any intermediate pan 20 depending 
upon hoW many pans 20 have been disposed of. In a preferred 
embodiment, the combined height is loW enough Where a cat 
approaching a stacked pan arrangement 56 can visually see at 
least a small portion of the litter in the exposed, uppermost 
pan 20. 

With reference to FIG. 3, use of the top litterpan 20 by a cat 
results in cat excrement causing litter 58 in the pan 20 to 
absorb the excrement and form clumps 36. When a suitable 
amount of clumps 36 have been formed or When odor there 
from becomes undesirably noticeable, it is time to dispose of 
the clumps 36 along With the topmost pan 20. 

With reference to FIG. 4, the top pan 20 is manually 
grasped along each end Wall 26 and lifted free of the pan 20 
underneath. As the top pan 20 is lifted, the Weight of the litter 
and excrement in the pan 20 causes the tWo pan halves 30, 32 
to begin converging together as a result of folding about the 
hinge arrangement 28. With additional reference to FIGS. 
5-7, continued folding of the pan halves 30, 32 together 
causes the unused/unspoiled cat litter 54 in the pan 20 to begin 
?oWing out of the perforations 52 of the litter sifting region 50 
leaving the clumps 36 in the folded pan 20.As folding occurs, 
?aps 48 permit the outer edges of the sideWalls 24 to be 
brought toWard each other Without interference While also 
keeping unspoiled/unused litter 54 in the pan 20 Where it can 
be sifted into the pan beloW. It is important that folded pan 20 
remain over the pan 20' in Which it Was nested so that the 
unused/unspoiled litter 54 ?oWs out the perforations 52 in the 
bottom 22 of the pan 20 and into the pan 20' located imme 
diately underneath. 

If desired, and in one preferred implementation of a 
method of using a disposable pan 20 constructed in accor 
dance With the present invention, the pan 20 being folded is 
also shaken either during or after folding to facilitate How of 
unused/unspoiled cat litter 54 from the perforations 52 of the 
litter sifting region 50 of the pan 20. Shaking can be done as 
needed until all or virtually all of the unused/unspoiled cat 
litter 54 has been sifted into the pan 20' beloW. 
As is best shoWn in FIG. 7, folding is performed until the 

side Walls 24 and end Wall 26 of each pan half 30, 32 overlies 
one another causing the halves 30, 32 to enclose the clumps 
36 Within a satchel-like case 34. If desired, one or both halves 
30, 32 can be con?gured With or to otherwise provide a latch 
arrangement 60a, 60b that can be con?gured to engage each 
other, so that at least one engages a portion of end Wall 26, or 
another latching con?guration that retains the halves 3 0, 32 in 
a substantially completely folded condition Where the side 
Walls 24 and end Walls 26 of the pan halves 30, 32 contact or 
otherWise engage one another. Additionally, one or both pan 
halves 30, 32 can be equipped With a handle 62 (generically 
depicted in phantom in FIG. 7) that can be integrally formed 
With or otherWise attached to one or both pan end Walls 26. In 
this regard, such a latch arrangement, e.g., latch arrangement 
60a and 60b, can be used to retain pan halves 30, 32 in a 
completely closed or substantially completely closed condi 
tion permitting a person to grasp the resultant case 34 formed 
therefrom, such as using one or more handles, e.g., handle 62, 
enabling it to be carried aWay and disposed of, such as by 
placement in a garbage bag, a garbage can or the like. An 
example of one suitable handle 62 is an oval or otherWise 
oblong cutout in the pan end Wall 26. 

FIG. 8 illustrates the pan 20 in a semi-opened condition 
afterperforming the folding, shaking and sifting operations to 
shoW that all or nearly all of the unused/unspoiled litter 54 has 
been sifted into the pan 20' underneath. FIG. 9 illustrates the 
litter sifting, feces holding pan 20 in its completely closed 
condition With the unused/unspoiled litter 54 deposited in the 
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pan 20' underneath. It should be noted that the pan 20' under 
neath in the example shown in FIG. 9 has a bottom 22' of 
imperforate construction. Such a bottom most pan can be and 
preferably is con?gured With a hinge arrangement that is the 
same as or similar to pan 20. 

FIGS. 10 and 11 shoW another embodiment of a pan 20b 
that need not be of perforate construction and Which includes 
a hinge arrangement that is similar to or same as the pan 20 
shoWn in FIGS. 1-9. The pan 20b is formed of a sheet, such as 
a sheet of cellulosic or other ?brous construction, Which is 
three dimensionally contoured to form a bottom or ?oor 22 
that can be generally planar, a pair of upraised and spaced 
apart sideWalls 24, and a pair of spaced apart end Walls 26. 
Such a pan can be of one-piece, unitary and substantially 
homogeneous construction having integrally formed fold 
lines that divide the pan into a pair of halves 30, 32 that are 
outer sections Which are separated by a middle section 33 
de?ned by a pair of fold lines 40, 42 that extend from side to 
side of the bottom 22. 
As is shoWn in phantom, the middle section 33 can have a 

plurality of pairs of perforations 52 that extend completely 
therethrough and Which are siZed to permit ?oW of clean litter 
While opposing passage of excrement. The middle section 33 
forms along With fold lines 40, 42 a hinge arrangement 28 that 
serves to facilitate folding of the tWo pan halves 30, 32 into a 
container 68 that When closed holds at least excrement in a 
manner permitting its convenient and sanitary disposal. As 
previously discussed, such a pan 20b is nestable Within a 
plurality of other pans of like construction so as to be sold in 
a prepackaged manner in a store. Such a prepackaged 
arrangement can include litter in each one of at least a plural 
ity of pans 20b With the litter in the uppermost pan 20b 
captured in place by packaging material that can be plastic 
?lm, cellophane, paper or the like. 
Where the pan 20b is of imperforate construction, it can be 

the bottommost pan of a stack of nested pans that are of 
perforate construction, such as the pan 20 shoWn in FIGS. 1 -9. 
If desired, such a bottom most pan 20b can be con?gured to be 
imperforate by placing a liner 66 that can be a ?lm or other 
thin covering over the perforations 52 to prevent any litter 
from falling onto the ?oor or another unintended surface. 
Such a liner or ?lm 66 can be attached to an underside of the 
bottom Wall 22 over all of the perforations 52 to prevent litter 
from ?oWing out the perforations unless and until a user peels 
aWay the liner or ?lm 66. In a preferred embodiment, the liner 
or ?lm 66 is attached to the pan underside so a cat in the litter 
cannot come into contact With it. This provides a user With the 
ability to open another package of nested pans before peeling 
aWay the liner or ?lm 66 alloWing unused litter to ?oW into the 
uppermost pan of the neWly opened package. If desired, each 
such pan 20b in a stack of nested pans can include such a peel 
aWay liner or ?lm 66. 

FIG. 11 shoWs the pan 20b With one half 30 folded over the 
other half 32 about the fold lines 40, 42 of the hinge arrange 
ment 28 forming a substantially closed container 68 in Which 
excrement is conveniently contained in a sanitary manner. 
The outer edge of each sideWall 24 and end Wall 26 can 
include an outWardly extending lip 70, 72 that abut When the 
halves 30, 32 are completely folded over one another. Each 
such lip 70, 72 can be or include an outWardly extending ?at 
?ange. This same feature can also be present in the pan 
embodiment 20 shoWn in FIGS. 1-9. Abutment of the lips 70, 
72 helps to ensure that unused litter as Well as excrement does 
not pass betWeen them When the pan is folded over and 
closed. When the halves are completely folded over one 
another, each ?ap 48 that extends along the side edge of the 
middle section 33 extends outWardly generally perpendicu 
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8 
larly to the abutting lips 72 of corresponding sideWalls 24. 
Each such ?ap 48 can abut against lips 72 also helping to 
prevent passage of unused litter and excrement from a closed 
pan While facilitating folding of one of the halves 30 over the 
other one of the halves 32. 

FIGS. 12-14 illustrate a second preferred embodiment of a 
pan 200 that can be of perforate construction and Which 
employs another type of fold facilitating ?ap 74 that extends 
along at least a portion of a side of the middle section 33. Each 
?ap 74 is de?ned by a fold line 76 that can be an extension of 
one of the fold lines 40, 42 on one side and a slit or cutout 78 
in a sideWall 24 that can be located at or adjacent Where the 
other one of the fold lines, 40, 42 terminate. In addition, a 
further slit or cutout 80 extending along at least a portion of an 
outside edge of middle section 33 de?nes a bottom edge 82 of 
the ?ap 74 such that during closure of the pan 200, each one 
of the ?aps 74 bends about fold line 76 into the interior 
helping to facilitate folding as Well as helping to keep unused 
litter and excrement inside. 

FIGS. 15-16 illustrate another hinge arrangement 2811 that 
can be used With a pan, e.g., pan 20-20c, constructed in 
accordance With the present invention that requires no slits or 
cuts in pan sideWalls 24a and 24b With a portion of one 
sideWall 24b telescoping inside a portion of the other sideWall 
2411 during folding of one pan half 30, 32 over other pan half 
30, 32. A closure 84, such as depicted in phantom, can be 
attached to one sideWall 24a and be attachable to the other 
sideWall 24b, such as is depicted in FIG. 16, When the pan is 
folded into the closed position. An example of such a closure 
84 can be in the form of tape or the like. Such a closure can 
also be of tWo-piece construction having one closure element 
84a attached to one of the sidewalls 24a be engageable With 
any other closure element 84b attached to the other one of the 
sideWalls 2411 such as is shoWn in FIG. 15.An example of such 
a multiple piece closure 84a, 84b, is a hook and loop fastener 
having one closure piece 84a attached to one of the sideWalls 
24b With a portion extending outWardly therefrom that is 
attachable to another closure piece 84b attached to the other 
one of the sideWalls 24b When the pan halves 30, 32 are folded 
over one another into the closed position thereby helping to 
secure and maintain them in the closed position. As a result of 
the tight seams in the region of the continuous or uninter 
rupted hinge arrangement 2811 that are formed When the pan is 
folded and closed, there are no gaps through Which unused/ 
unspoiled cat litter can leak through during folding of the pan. 

FIG. 15 illustrates the construction of the hinge arrange 
ment 2811 more clearly by depicting a portion of the pan When 
the pan is in a partially folded condition. The hinge arrange 
ment 28a is formed using a plurality integrally formed scores 
or fold lines 64a, 64b, and 640 that can be of perforate con 
struction Which form at least one crease in at least one of the 
sideWalls 24a, 24b With the sideWalls 24a, 24b being uninter 
rupted by any cut or slit. Such an arrangement produces a 
generally continuous or uninterrupted substantially straight 
sideWall 24 When the pan is in its fully open condition. 

FIGS. 17 and 18 illustrate a still further preferred embodi 
ment of a pan 20d that is constructed in accordance With the 
present invention and Which includes a further hinge arrange 
ment 28b formed by a panel 86 that can be of ?exible and 
imperforate construction extending from one side of pan 
intermediate interrupted portion 88 of the sideWall 24 of one 
pan half 3 0, 32 to the other side of the intermediate interrupted 
portion 88 of the sideWall 24 of the other pan half 30, 32 on 
each side. 

Each panel 86 can be made of a ?exible and resilient 
material, such as of a plastic ?lm or sheeting that is attached 
to part of the sideWall 24 on each side of the interrupted 
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portion 88 as Well as to part of the bottom Wall 22 along or 
adjacent a corresponding outside edge 90 of the middle sec 
tion 33. Each panel 86 can have a portion (not shoWn) that 
overlaps sideWall 24 and/or bottom Wall 22 interiorly or exte 
riorly With the overlapping panel portion attached in any 
suitable manner including using an adhesive, using a heat 
seal, or using a mechanical attachment arrangement that can 
include staples, barbs or the like. When the pan 20d is dis 
posed in the folded condition, such as is shoWn in FIG. 18, 
each panel 84 ?exibly is foldable over a portion of itself in a 
manner that helps keep unused litter and excrement inside. 

Pan 20d also includes a preferred embodiment of a handle 
closure 91 that enables the pan halves 30, 32 to be retained in 
the closed position by an integrally formed latching arrange 
ment 92, forming a closed disposable container 68 (FIG. 18), 
While providing an integrally formed handle 94 that is easy to 
grasp. The handle closure 91 includes a ?rst elongate handle 
?ap 96 that extends outWardly from one end Wall 26 of one of 
the pan halves 30, 32 that has a pair of slots 98 formed therein 
that each receives a corresponding ear 100 formed in a second 
elongate handle ?ap 1 02 that extends upWardly from the other 
end Wall 26 of the other one of the pan halves 30, 32. 
When the pan halves are folded over one another about the 

hinge arrangement, each ear 100 of ?ap 97 to is inserted into 
a corresponding slot 98 in ?ap 96 forming latching arrange 
ment 92 that can be of releasable construction. When this is 
done, both ?aps 96, 97 overlie one another de?ning a handle 
94 that is easy and convenient for a person to grasp to pick up 
the pan 20d in its closed condition to dispose of it. 

FIGS. 1-18 also illustrate a number of preferred sifting 
arrangements formed of at least a plurality of pairs of perfo 
rations 52. For example, as is best shoWn in FIG. 8, the middle 
section de?ned betWeen fold lines 40, 42 have a plurality of 
roWs of perforations 52 With each roW including a plurality of 
pairs of perforations 52. In addition, the bottom of each one of 
the pan halves 30,32 has a plurality of roWs of perforations 52 
With each roW having a plurality of pairs of perforations 52. 

In one preferred embodiment, the perforations 52 in the 
middle section of the bottom 22 located betWeen the fold lines 
40, 42 has perforations 52 that are larger in siZe than the 
perforations in the bottom 22 of either pan half 30, 32 to 
facilitate more rapid egress of unused litter from the middle 
section When the pan halves 30, 32 are being folded to make 
folding easier While simultaneously minimiZing the amount 
of unused litter that remains in the pan When it is in the fully 
closed condition. 

In another preferred embodiment, such as is depicted in 
FIG. 10, only the middle section 33 of the pan bottom 22 is 
equipped With perforations 52. For example, in the embodi 
ment shoWn in FIG. 10, the middle section 33 can have a 
plurality of roWs or a plurality of pairs of roWs of perforations 
formed therein With no perforations in either pan half 30, 32. 

In a still further preferred embodiment, such as is depicted 
in FIG. 17, there canbe a single roW of perforations 52 formed 
in the middle section 33 of the bottom 22 along With at least 
one roW of perforations 52 formed in the bottom 22 of at least 
one of the pan halves 30, 32. For example, in the pan 20d 
shoWn in FIG. 17, the bottom 22 of each pan halves 30, 32 
have at least one roW of perforations 52 formed therein. The 
middle section perforations 52 can be larger than the perfo 
rations 52 in either or both pan halves 30, 32 to further 
optimiZe How of unused litter from the pan When being folded 
and closed. 

With continued reference to FIG. 17, pan 20d illustrates a 
preferred sifting arrangement having a single roW of perfora 
tions 52 extending centrally along the middle section 33 of the 
bottom 22 that is bracketed by a generally triangular arrange 
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10 
ment of perforations 52 in the bottom 22 of each pan half 30, 
32 With the apex or outermost perforation 52 closest to end 
Wall 26 being generally centrally located relative to a longi 
tudinal the extending centerline 104 that extends through end 
Walls 26 as Well as handle ?aps 96, 102. As a result of being 
centrally disposed in this manner, How of unused litter par 
ticulate matter as the pan is being folded up is maximiZed 
While excrement, including feces and clumped and/or used 
litter, is retained inside the closed pan. 

It is also to be understood that, although the foregoing 
description and draWings describe and illustrate in detail one 
or more preferred embodiments of the present invention, to 
those skilled in the art to Which the present invention relates, 
the present disclosure Will suggest many modi?cations and 
constructions as Well as Widely differing embodiments and 
applications Without thereby departing from the spirit and 
scope of the invention. The present invention, therefore, is 
intended to be limited only by the scope of the appended 
claims. 

It is claimed: 
1. A disposable litter pan arrangement comprising a litter 

pan formed of a litter-holding bottom Wall With a fold region 
formed therein and a perforate litter sifting region disposed 
along the fold region; and a peel aWay ?lm attached to an 
underside of the bottom Wall covering the perforate litter 
sifting region preventing litter in the pan from passing 
through the litter sifting region and alloWing unused litter to 
pass through the perforate litter sifting region When removed. 

2. The disposable litter pan arrangement of claim 1 Wherein 
the bottom Wall has a pair of sides and a pair of ends, Wherein 
the fold region is disposed intermediate the bottom Wall ends 
dividing the pan into a plurality of folding pan sections, 
Wherein the bottom Wall is imperforate betWeen the perforate 
litter sifting region and each bottom Wall end, and Wherein the 
perforate litter sifting region comprises a plurality of pairs of 
perforations covered by the peel aWay ?lm attached to the 
underside of the bottom Wall. 

3. The disposable litter pan arrangement of claim 1 Wherein 
the fold region comprises at least one fold line generally 
bisecting the bottom Wall dividing the pan into a pair of 
folding pan halves that fold about the fold line. 

4. The disposable litter pan arrangement of claim 3 Wherein 
the fold region comprises a plurality of spaced apart generally 
parallel fold lines having a plurality of the perforations of the 
perforate litter sifting region disposed betWeen the fold lines. 

5. The disposable litter pan arrangement of claim 1 com 
prising a pre-packaged pan stack having a plurality of litter 
pans each formed of a litter-holding bottom Wall With a fold 
region formed therein and a perforate litter sifting region 
comprised of a plurality of pairs of perforations disposed 
along the fold region, a peel aWay ?lm attached to an under 
side of the bottom Wall covering the perforations of the per 
forate litter sifting region alloWing litter to pass through the 
perforations in sifting unused litter from fecal matter in the 
pan When removed, a charge of unused litter disposed in each 
one of the plurality of pans, and Wherein one of the plurality 
of pans is nested in the other one of the plurality of pans. 

6. A disposable litter pan arrangement comprising: 
a pre-packaged pan stack having a plurality of litter pans 

each formed of a litter-holding bottom Wall With a fold 
region formed therein and a perforate litter sifting region 
comprised of a plurality of pairs of perforations disposed 
along the fold region, a peel aWay ?lm attached to an 
underside of the bottom Wall covering the perforations 
of the perforate litter sifting region preventing litter in 
the pan from passing through the litter sifting region and 
alloWing litter to pass through the perforations in sifting 
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unused litter from fecal matter in the pan When removed, 
a charge of unused litter disposed in each one of the 
plurality of pans; 

Wherein one of the plurality of pans is nested in the other 
one of the plurality of pans; and 

Wherein the amount of the charge of the unused litter in an 
upper one of the plurality of nested pans is greater than 
the amount of the charge of unused litter in a loWer one 
of the plurality of nested pans underlying the upper one 
of the plurality of nested pans. 

7. The disposable litterpan arrangement of claim 6 Wherein 
a bottommost one of the pans of the pre-packaged pan stack 
has an imperforate bottom Wall. 

8. The disposable litterpan arrangement of claim 6 Wherein 
each charge of unused litter comprises a clumping litter that 
includes one of a clay and cellulose. 

9. The disposable litterpan arrangement of claim 6 Wherein 
the fold region comprises at least one fold line generally 
bisecting the bottom Wall dividing the pan into a pair of 
folding pan halves that fold about the fold line. 

10. The disposable litter pan arrangement of claim 6 
Wherein the plurality of nested pans has a combined stack 
height so a cat sees the charge of unused litter in an uppermost 
one of the plurality of nested pans. 

11. The disposable litter pan arrangement of claim 10 
Wherein the combined stack height of the pre-packaged pan 
stack has a height of about ten to tWelve inches. 

12. A disposable litter pan arrangement comprising a pre 
packaged pan stack having a plurality of pans With each one 
of the plurality of pans including a litter-holding bottom Wall 
having a litter sifting region comprised of a plurality of per 
forations and a fold region formed therein, a peel aWay ?lm 
adhesively attached to an underside of the bottom Wall cov 
ering the perforations preventing litter in the pan from passing 
through the perforations and alloWing unused litter to pass 
through the perforations in sifting unused litter from clumped 
litter and fecal matter in the pan When manually removed, and 
a charge of unused litter disposed therein, and Wherein one of 
the plurality of pans is nested in the other one of the plurality 
of pans. 

13. The disposable litter pan arrangement of claim 12 
Wherein the amount of the charge of the unused litter in an 
upper one of the plurality of nested pans is greater than the 
amount of the charge of unused litter in a loWer one of the 
plurality of nested pans underlying the upper one of the plu 
rality of nested pans. 

14. The disposable litter pan arrangement of claim 13 
Wherein each charge of unused litter comprises a clumping 
litter that includes one of a clay and cellulose. 

15. The disposable litter pan arrangement of claim 12 
Wherein, for each one of a plurality of the pans, (a) the bottom 
Wall has a pair of sides and a pair of ends, (b) the fold region 
is disposed intermediate the bottom Wall ends dividing the 

20 

25 

40 

45 

50 

12 
pan into a plurality of folding pan sections, and (c) the bottom 
Wall is imperforate betWeen the litter sifting region and each 
bottom Wall end. 

16. The disposable litter pan arrangement of claim 12 
Wherein, for each one of a plurality of the pans, (a) the fold 
region comprises at least one fold line generally bisecting the 
bottom Wall into a pair of folding pan halves that fold about 
the at least one fold line, and (b) the perforations of the litter 
sifting region extend along the at least one fold line. 

17. The disposable litter pan arrangement of claim 12 
Wherein the fold region is de?ned by a pair of spaced apart and 
elongate fold lines formed in the bottom Wall that generally 
bisect the bottom Wall into a pair of halves that fold about the 
fold region toWard one another and Wherein the litter sifting 
region extends along the fold region. 

18. A disposable litter pan arrangement comprising a pre 
packaged pan stack having a plurality of pans With each one 
of the plurality of pans comprising (a) a litter-holding bottom 
Wall having a fold region formed therein and a litter sifting 
region comprised of a plurality of pairs of perforations cov 
ered by a peel aWay ?lm adhesively attached to an underside 
of the bottom Wall covering the perforations of the litter 
sifting region and (b) a charge of unused litter disposed 
therein, Wherein one of the plurality of pans is nested in the 
other one of the plurality of pans, Wherein the amount of the 
charge of the unused litter in one of the plurality of nested 
pans is greater than the amount of the charge of unused litter 
in another one of the plurality of nested pans underlying the 
upper one of the plurality of nested pans, and Wherein the peel 
aWay ?lm alloWs unused litter to pass through perforations of 
the litter sifting region When peeled aWay. 

19. The disposable litter pan arrangement of claim 18 
Wherein the amount of the charge of the unused litter in an 
upper one of the plurality of pans is greater than the amount of 
the charge of unused litter in a loWer one of the plurality of 
pans underlying the upper one of the plurality of nested pans. 

20. The disposable litter pan arrangement of claim 18 
Wherein, for each one of a plurality of the pans, (a) the bottom 
Wall has a pair of sides and a pair of ends, (b) the fold region 
is disposed intermediate the bottom Wall ends dividing the 
pan into a plurality of folding pan sections, and (c) the bottom 
Wall is imperforate betWeen the litter sifting region and each 
bottom Wall end. 

21. The disposable litter pan arrangement of claim 20 
Wherein, for each one of a plurality of the pans, (a) the fold 
region comprises at least one fold line generally bisecting the 
bottom Wall into a pair of folding pan halves that fold about 
the fold line, (b) the perforations of the litter sifting region 
extend along the at least one fold line from adjacent one side 
of the bottom Wall to adjacent the other side of the bottom 
Wall, and (c) the bottom Wall is imperforate from each bottom 
Wall end to adjacent the fold region. 

* * * * * 


