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USER EXPERIENCE FOR MULTIPLE 
SIMULTANEOUS CONNECTIONS ON AN 

INSTANT MESSAGING PROGRAM 

TECHNICAL FIELD 

The subject matter relates generally to an instant messag 
ing (IM) program, and more speci?cally, to a user experience 
With multiple simultaneous connections on the instant mes 
saging program. 

BACKGROUND 

An IM program may offer a user access to multiple IM 
connections on several communication devices (e.g., a per 
sonal computer or a mobile cellular phone). Typically, these 
multiple connections may require the user to log in every time 
on the various communication devices. The multiple connec 
tions on the IM program present many challenges for users in 
managing and maintaining all of the connections. For 
example, the IM programs may provide connections to 
tWelve devices, creating havoc on keeping track of the con 
nections on all the devices. 

Furthermore, instant messages may appear on a device that 
is logged on to an IM program, but is not actively participating 
in the IM. Unfortunately, an individual using the “inactive” 
device may vieW the instant messages Without the user’s 
permission. Even Within the IM program, there is little indi 
cation of knoWledge and control of the multiple connections. 
Thus, existing IM programs that provide multiple connec 
tions are not up to the tasks of developing a user interface in 
controlling the connections, monitoring all the devices that 
are logged on, and ensuring privacy of the user. 

To further illustrate the problems of multiple connections, 
the user may receive repetitive instant messages on several 
communication devices logged on the system and may have 
to pay for instant messages sent to a mobile device. As a 
result, the user experience is often frustrating, such as vieW 
ing repetitive instant messages and having to close the instant 
messages separately on each communication device. The 
problem of instant messages on a mobile device has not been 
addressed. Thus, the instant messages may unnecessarily be 
sent to the mobile device, Which can be very expensive and 
reduce or drain the battery poWer of the mobile device. Con 
sequently, existing IM programs have not found a Way to 
control the multiple communications transmitted to or 
received on the communication devices and in particular to a 
mobile device. 

Multiple connections provide an aggregated vieW of a 
user’s presence, Multiple Points of Presence (MPOP), but 
these programs and systems fall short in keeping the multiple 
connections “alive” or connected to the program. This is 
troublesome since the user may desire to sWitch communica 
tion from one device to another device. Thus, these multiple 
connections on instant message programs have not provided 
a satisfying user experience. 

SUMMARY 

This Summary is provided to introduce a selection of con 
cepts in a simpli?ed form that are further described beloW in 
the Detailed Description. This Summary is not intended to 
identify key features or essential features of the claimed sub 
ject matter, nor is it intended to be used to limit the scope of 
the claimed subject matter. 

In vieW of the above, this disclosure describes establishing 
multiple simultaneous connections on a program or service to 
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2 
enhance a user experience. The user interface and the multiple 
simultaneous connections on communication devices associ 
ated With the user improve the ef?ciency and convenience of 
logging on, logging out, and monitoring connections on the 
communication devices for any communication device, 
locally or remotely. Also, the user interface for multiple 
simultaneous connections alloWs the user to control and to 
maintain privacy of the communication. 

The messenger server Will establish multiple simultaneous 
connections for the communication devices of the user, Which 
has a user interface to issue a noti?cation to indicate a request 

for communication, a neWs alert, an email, or any type of 
alerts to the communication devices. By responding on a 
particular communication device, the user Will cause the 
communication to transmit to that particular communication 
device, Which is considered “active” at the desires of the user. 
To further increase the user experience, the resultant commu 
nication transmitted to or received from the active device may 
be replicated to the other communication devices to not miss 
any communication. To cater to the mobility needs of the user, 
the multiple simultaneous connections are kept “alive” or 
connected, enabling the user to sWitch from one device to 
another device Without having to discontinue the communi 
cation or log in every time. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The Detailed Description is set forth With reference to the 
accompanying ?gures. The teachings are described With ref 
erence to the accompanying ?gures. In the ?gures, the left 
most digit(s) of a reference number identi?es the ?gure in 
Which the reference number ?rst appears. The use of the same 
reference numbers in different ?gures indicates similar or 
identical items. 

FIG. 1 is an overvieW block diagram of an exemplary 
instant messaging environment. 

FIG. 2 is a block diagram of an exemplary instant messag 
ing system. 

FIG. 3 is a block diagram shoWing an exemplary messen 
ger server of the system of FIG. 2. 

FIG. 4 is block diagram of an exemplary multiple simulta 
neous connections to enhance the user experience of the 
system of FIG. 2. 

FIG. 5 is a block diagram of an exemplary algorithm for 
notifying and responding on a non-mobile device of the sys 
tem of FIG. 2. 

FIG. 6 is a ?owchart shoWing an exemplary algorithm for 
notifying and responding on a mobile device of the system of 
FIG. 2. 

FIG. 7 is a ?owchart shoWing an exemplary process for 
notifying and responding on a mobile device of the algorithm 
of FIG. 6. 

FIG. 8 is a schematic shoWing an exemplary user interface 
for signing in ofthe system of FIG. 2. 

FIG. 9 is a schematic shoWing an exemplary user interface 
for privacy options of the system of FIG. 2. 

FIG. 10 is a schematic shoWing an exemplary user interface 
for interactive options of the system of FIG. 2. 

DETAILED DESCRIPTION 

OvervieW 
This disclosure is directed to multiple simultaneous con 

nections on a program or service, and is shoWn and described 
in the context of enhancing a user experience. This enhance 
ment is accomplished through user interfaces, user interac 
tions, servers, and system responses. The user interface for 
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the multiple simultaneous connections allows the user to 
maintain and to control connections on the communication 
devices and to ensure privacy. The user is aWare of Which 
communication devices are connected to the program. A ben 
e?t to the user is that signing in or logging on to an IM 
program on a neW communication device Will not cause the 
other communication devices to sign out or log off the pro 
gram. Furthermore, the user interface ensures the user options 
for privacy by choosing to hide instant messages on a com 
munication device that is not actively participating in the 
communication. 

In one aspect, an algorithm, knoWn as a non-mobile algo 
rithm, responds to the noti?cation requesting communica 
tion, email, or alerts. The non-mobile algorithm constructs a 
state diagram for sending the noti?cations, emails, or alerts to 
the communication devices that are logged into an IM pro 
gram. If the user responds on the non-mobile device, the 
communication continues to transmit to and receive from the 
non-mobile device, in the active mode. 

In another aspect, another algorithm, knoWn as a mobile 
algorithm, responds to the noti?cation requesting communi 
cation, email, or alert. The mobile algorithm constructs a state 
diagram for sending the noti?cations or alerts to the commu 
nication devices that are logged into an IM program. If the 
user responds on the mobile device, the communication con 
tinues to transmit to and receive from the mobile device, 
Which is in the active mode. 

In another aspect, another algorithm, knoWn as sWitching 
algorithm, responds to the user sWitching communication 
from one communication device to another device. The 
sWitching algorithm constructs a state diagram for sending 
the noti?cations, emails, or alerts to the communication 
devices that are logged into an IM program. For example, the 
user responds on a ?rst device continuing the communication 
to transmit to and receive from the ?rst device, Which is in the 
active mode. To further enhance the user experience, the 
multiple simultaneous connections are alive, enabling the 
user to sWitch from one communication device to another 
device Without having to discontinue the communication or 
logging back into the program. 

Thus, the user interface and the multiple simultaneous 
connections on the IM program vastly improve the e?iciency 
and convenience of the user experience. The user experience 
for multiple simultaneous connections described herein are 
not limited to any particular application or netWork, but may 
be applied in many contexts and environments. By Way of 
example and not limitation, the user experience for multiple 
simultaneous connections may be employed in IM programs, 
IM services, IM netWorks, programs, applications, netWorks, 
and the like. For example, the user experience on different 
communication devices With multiple simultaneous connec 
tions could be used in .NET Messenger Service, MSN® 
Messenger, WindoWs LiveTM, WindoWs LiveTM Messenger, 
WindoWs Mobile®, WindoWs®, and WindoWs VistaTM. 
Exemplary Instant Messaging Environment 

FIG. 1 is an overvieW block diagram of an exemplary 
instant messaging (IM) environment 100 for providing IM 
access. A user 102 With communication devices 104 may 
access IM through an application program 106 or a service 
108. IM provides real-time communication, Which means 
current or actual communication betWeen tWo or more users 

or supports asynchronous communication like o?lline mes 
sages. The term “user” 102, and “consumer” may be used 
interchangeably to describe a person or an entity using a 
communication device and/or a person or an entity subscrib 
ing to a program or service. The programs 106 or the services 
108, include technology resources, Which include access to 
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4 
the Web, databases, email, ?le sharing, voice, video, games, 
softWare programs, and the like. 
Communication devices 104 that are suitable for use, 

include but are not limited to, a cellular phone 104(a), a 
personal digital assistant 104(b), a personal computer 104(0), 
and the like. These various types of communication devices 
104 in operation With the programs 106 or the services 108 
enable the user 102 to conduct an activity, such as communi 

cating With others, transmitting or receiving data, text, video, 
audio, email, accessing Web pages for information, accessing 
shared folders, or ?les, sharing information With others, and 
the like. The user 102 may access the application 106 or 
service 108 for Work related purposes or for personal use. The 
terms application and program are used interchangeably to 
describe capabilities that alloWs the user 102 access to real 

time communication, such as IM, or asynchronous commu 
nication like o?lline messages. For example, the program or 
application may be doWnloaded onto the user’s communica 
tion devices 104. 
ShoWn in FIG. 1, is an exemplary implementation of a 

messenger server 110(a) implementing the IM application 
106 or IM service 108 on a netWork or an IM netWork (not 

shoWn). A mobile server 110(b) may be included to help 
manage the mobile communication devices Working in coop 
eration With the messenger server 110(a). The netWork or the 
IM netWork may be de?ned as hardWare, softWare, and media 
connecting information technology resources. Typically, net 
Works or IM netWorks are formed by connecting clients, 
servers, a number of other components like routers, sWitches, 
and the like through a communication media. FIG. 3 dis 
cusses the messenger server 110(a) in more detail. 

Illustrated in FIG. 1 is the messenger server 110(a) that 
provides the program 106 or the service 108 to the commu 
nication devices 104 of the user 102, to communicate in 
real-time or support asynchronous communication like 
o?lline messages With one or more computing devices of 
individuals. The computing devices, may include, but are not 
limited to a personal computer 120, a ?le server 122, a man 
agement server 124, a Web server 126, a database server 128, 
and the like. These devices may be associated With individu 
als knoWn as user 130(a), 130(b), . . . 130(n) or With other 

individuals, businesses, education facilities, government 
associations, hospitals, and the like. 

Turning to FIG. 2, this ?gure illustrates an exemplary sys 
tem 200 for implementing the IM program of multiple simul 
taneous connections to enhance the user experience. The 
system 200 illustrates architecture of some components on a 
client side 202 and a server side 204. Alternatively, these 
components may reside in multiple other locations. For 
instance, all of the components of FIG. 2 may exist on the 
client side 202. Furthermore, tWo or more of the illustrated 
components may combine to form a single component at a 
single location. 
The client side 202 includes communication devices 104 to 

provide real-time communication or support asynchronous 
communication like o?lline messages on the system 200. The 
term “communication device” means a device alloWing the 
user 102 to interact With an electronic information system or 
the like. The communication devices 104 include but are not 
limited to, a cellular phone 104(a), a personal digital assistant 
(PDA) 104(b), a personal computer 104(c), a laptop computer 
104(d), a desktop computer 104(e), a Workstation 104(f), or 
other similar devices. The devices 104 that are considered 
non-mobile, include the personal computer 104(c), the laptop 
computer 1 04(d), the desktop computer 1 04(e), and the Work 
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station 104(f). The devices 104 that are considered mobile, 
include the cellular phone 104(a), the PDA 104(1)), and the 
laptop computer 104(d). 
As illustrated, the server side 204 of the system 200 

includes an IM program 106, an IM service 108, a messenger 
server 110(a), and a mobile server 110(b). ShoWn are tWo 
options of providing IM access, the program 106 and the 
service 108, Which are merely examples and are not to be 
limiting. The user 102 doWnloads the IM program 106 from 
an IM provider to the communication devices 104. The user 
102 may access the IM service 108 through a Web service 
provider or Web broWser Without having to doWnload soft 
Ware. This is advantageous When accessing IM through a 
public facility, such as the library, employer’s computer, com 
munication devices With limited memory capacity, and the 
like. Having described the messenger server 110(a) and the 
mobile server 110(b) as separate entities, a single messenger 
server may serve both functions. 

FIG. 2 speci?cally illustrates the messenger server 110(a) 
and the mobile server 110(b) on the server side 204 commu 
nicating via a netWork 206 With the communication devices 
104 on the client side 202. The netWork 206 may include the 
Internet, a Local Area Network (LAN), a Wide Area Network 
(WAN), a Wireless network, business WiFi LANs, home WiFi 
LANs, public WiFi hotspots, WiMAX Wide area netWorks, 
cellular technologies, and/or the like. Also, the cellular 
devices function in either unlicensed Wireless or licensed 
cellular technologies, such as unlicensed IEEE 802.11 Wire 
less networking standard and licensed cellular technology, 
such as global system for mobile communications (GSM) or 
code division multiple access (CDMA). 

In an exemplary implementation, the user 102 may use the 
laptop computer 104(d) at home by accessing a WiFi LAN 
located in his or her home. The WiFi LAN may enable the 
user 102 to access a broadband data service, such as Digital 
Subscriber Line (DSL) service, satellite Internet service, or 
cable modem service. 
Messenger Server 

FIG. 3 illustrates example components, denoted generally 
at 300, Within the messenger server 110(a) of FIG. 2 in more 
detail. The messenger server 110(a) may be con?gured as any 
suitable computing device capable of implementing an IM 
program 106 or service 108 With multiple simultaneous con 
nections. In one exemplary con?guration, the messenger 
server 110(a) comprises at least one processing unit 302 and 
memory 304. The processing unit 302 may be implemented 
as appropriate in hardWare, softWare, ?rmWare, or combina 
tions thereof. SoftWare or ?rmWare implementations of the 
processing unit 302 may include computer- or machine-ex 
ecutable instructions Written in any suitable programming 
language to perform the various functions described. 
Memory 304 may store programs of instructions that are 

loadable and executable on the processor 302, as Well as data 
generated during the execution of these programs. Depending 
on the con?guration and type of computing device, memory 
304 may be volatile (such as RAM) and/ or non-volatile (such 
as ROM, ?ash memory, etc.). The messenger server 110(a) 
may also include additional removable storage 306 and/or 
non-removable storage 308 including, but not limited to, 
magnetic storage, optical disks, and/or tape storage. The disk 
drives and their associated computer-readable media may 
provide non-volatile storage of computer readable instruc 
tions, data structures, program modules, and other data for the 
communication devices. 

Turning to the contents of the memory 304 in more detail, 
may include an operating system 310, one or more applica 
tion programs 106 or service 108 for implementing all or a 
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6 
part of the instant messaging program With multiple simulta 
neous connections. In one implementation, the memory 304 
includes the IM program 106 including a user interface mod 
ule 312 and a data management module 314. The user inter 
face module 312 includes but is not limited to, presenting the 
user With a user interface for the IM program to sign or sign 
out of the program, to prompt the user to indicate presence, to 
illustrate messages are on hold or not shoWn, and to display 
connected and disconnected communication devices 104. 
The data management module 314 stores and manages stor 
age of information, such as pro?le information, contact infor 
mation, display picture, sounds, communication devices of 
the user 102, and the like, and may communicate With one or 
more local and/or remote databases or services. 

The memory 304 further includes a presence module 316 
and a data management module 318. The presence module 
316 may identify signing in and out of the IM program 106, 
the status of the user 102, and the like. The endpoint manage 
ment module 318 includes but is not limited to, tracking a 
state of the different communication devices 104, signing in 
and out of the IM program 106, and the like. The endpoint 
management module 318 interacts With the presence module 
316 and the data storage module 314 to perform connections, 
disconnections, search functions, such as performing 
searches to identify the communication devices that are 
logged on, logged off, state of the communication devices, the 
status of the user 102, and the like. 
Computer storage media includes volatile and non-vola 

tile, removable and non-removable media implemented in 
any method or technology for storage of information such as 
computer readable instructions, data structures, program 
modules or other data. Memory 304, removable storage 306, 
and non-removable storage 308 are all examples of computer 
storage media. Additional types of computer storage media 
that may be present include, but are not limited to, RAM, 
ROM, EEPROM, ?ash memory or other memory technology, 
CD-ROM, digital versatile disks (DVD) or other optical stor 
age, magnetic cassettes, magnetic tape, magnetic disk storage 
or other magnetic storage devices, or any other medium 
Which can be used to store the desired information and Which 
can accessed by the messenger server 110(a) or other com 
puting device. 
The messenger server 110(a) may also contain communi 

cations connection(s) 320 that alloW the messenger server 
110(a) to communicate With the mobile server 110(b), the 
user terminals, and/or other devices on the netWork 206. 
Communications connection(s) 320 is an example of com 
munication media. Communication media typically embod 
ies computer readable instructions, data structures, and pro 
gram modules. By Way of example, and not limitation, 
communication media includes Wired media such as a Wired 
netWork or direct-Wired connection, and Wireless media such 
as acoustic, RF, infrared and other Wireless media. The term 
computer readable media as used herein includes both storage 
media and communication media. 
The messenger server 110(a) may also include input 

device(s) 322 such as a keyboard, mouse, pen, voice input 
device, touch input device, etc., and output device(s) 324, 
such as a display, speakers, printer, etc. The messenger server 
110(a) may include a database hosted on the messenger 
server 110(a) include, but is not limited to, a contact list, 
pro?le information, display name, display picture, mobile 
phone number, netWork addresses, list of the communication 
devices 104, and the like. All these devices are Well knoWn in 
the art and need not be discussed at length here. 
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Multiple Simultaneous Connections With Mirroring 
FIG. 4 is a block diagram illustrating mirroring of the 

communication and establishing multiple simultaneous con 
nections 400 for implementing the exemplary IM system of 
FIG. 2. The solid lines extending from the user 102 indicate 
signing in or logging on to the messenger server 110(a) to 
establish the multiple simultaneous connections. The user 
102 signs on to the IM program 106 With the communication 
devices 104, Which may also be referred to as endpoints. The 
system 200 enhances the user experience by alloWing the user 
102 to log on or sign in to one communication device 104 
Without logging off or signing out of another communication 
device 104. In an exemplary implementation, the multiple 
simultaneous connections Will transmit communication to all 
of the alive non-mobile communication devices to ensure the 
user 102 Will not miss any messages. 

In an exemplary implementation, the user 102 signs in on a 
desktop computer 104(e) at home. The cellular phone 104(a) 
automatically signs in to the IM program 106 upon activating 
the communication device 104, Without signing off the user 
102 from the desktop computer 104(e). Thus, the user 102 
may respond on the desktop computer 104(e) or the cellular 
phone 104(a). 

In an exemplary implementation, When the user 102 signs 
in a second communication device 104 to the IM program 
106, by default, the messages and noti?cations sent to the ?rst 
communication device Will be put on hold. In another imple 
mentation, the user 102 may decide to not put messages on 
hold. The messages and noti?cations Will continue to transmit 
to the ?rst device but the WindoWs are hidden and the sounds 
associated With receiving IM are muted. Thus, the user 102 
may protect the privacy of the communication and avoid 
annoying sounds and popups for a person using the ?rst 
communication device, such as the desktop computer 104(e). 
Once the user 102 signs in or logs on a neW communication 

device 104 to the IM program 106, a noti?cation of a neW 
connection alerts the user 102. This neW connection is 
included on a list of the communication devices 104 con 
nected on the IM program 106. Thus, the user 102 may 
monitor and control the connections of the communication 
devices 104, remotely and locally. An added bene?t is that the 
user 102 may disconnect the communication device 104 
remotely. 

Noti?cations sent to the user 1 02 include but are not limited 

to, a request for communication, alert, email, sports scores, 
neWs alerts, and other types of contents. The noti?cations 
may further include ring tones, audible noti?cations, or visual 
indications. The term “approximately” indicates that the noti 
?cations may arrive at tWo or more communication devices 
104 at slightly different times, oWing to device capabilities, 
netWork conditions, geographical factors affecting the differ 
ent devices, and the like. The messenger server 110(a) sends 
or issues noti?cations for the request for communication, 
email, or alert to the communication devices 104 signed or 
logged into the IM program. Once the user 102 responds on a 
particular communication device, the communication contin 
ues to transmit to that particular communication device, 
Which is considered in the “active” mode and particularly, at 
the desires of the user 102. 

To ensure the user 102 does not miss any communication, 
the messenger server 110(a) replicates or mirrors the result 
ant communication transmitted to or received from the active 
communication device to the other non-mobile communica 
tion devices. For illustrative purposes, the solid lines illustrate 
the communication replicated or mirrored on the non-mobile 
communication devices. For example, the user 102 responds 
on the laptop computer 104(d), so communication may be 
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8 
replicated or mirrored from the laptop computer 104(d) (in 
the active mode) to the personal computer 110(c) to the Work 
station 1040’) and to the desktop computer 104(e). This may 
vary depending on Which communication devices 104 are in 
the active mode and Which communication devices 104 are 
signed into the IM program. This is for illustration purposes 
only as there is no particular order. 

In an exemplary implementation, the presence and com 
munication is synchronized across all the communication 
devices 104. The user 102 signs on and the presence infor 
mation is kept in synchronization across all the endpoints, 
enabling the users 130(a) . . . 130(n) to monitor the user’s 

presence. Also, the synchronization alloWs the user 102 to 
retrieve information, ?les, audio, and the like on a non-mobile 
device that Was initially sent to the mobile device. 

In FIG. 4, the dashed lines illustrate the communication 
from the non-mobile communication devices that may be 
mirrored or replicated to and from the mobile devices. The 
dashed lines indicate the communication may be replicated or 
mirrored When the user 102 responds on the mobile device. 
For example, the user 102 responds on cellular phone 104(a), 
the communication Will be replicated to the non-mobile 
devices. 

HoWever, if the user 102 chooses to not respond on the 
mobile device and responds on the non-mobile device, the 
communication transmitted to and from the non-mobile com 
munication devices Will not be replicated or mirrored to the 
mobile devices. This is to prolong battery poWer of the mobile 
device and to not incur expenses for use of the mobile device. 
Thus, the messenger server 110(a) Will not replicate or mirror 
the communication on the mobile device. HoWever, the con 
nection is kept alive on the mobile device. Furthermore, the 
user 102 may retrieve a history of the communication trans 
mitted on the non-mobile communication devices, by select 
ing an option on the mobile device. FIGS. 6 and 7 Will discuss 
this in more details. 

In an exemplary implementation, the user 102 may sign in 
to three communication devices, such as the mobile phone 
104(a), personal computer 104(0), and laptop computer 104 
(d), and receive noti?cation of request for communication, 
email, or alerts on these communication devices. Assuming 
the user 102 receives noti?cations, for example, on all three 
communication devices, the messenger server 110(a) sends 
the noti?cations to the number for the mobile phone 104(a) 
and the identi?ed netWork addresses for the personal com 
puter 104(0) and the laptop 104(d). 

In an exemplary implementation, the user 102 may access 
IM on the laptop computer 104(d) or the desktop computer 
104(e) While aWay from home or the o?ice. By Way of illus 
tration, the user 102 may access his or her oWn desktop 
computer 104(e) remotely, Without being in or near the o?ice. 
In another example, the user 102 may close a conversation on 
one communication device 104, Which Will close conversa 
tion on all of the communication devices 104. This makes it 
more ef?cient for the user 102 in not having to vieW repetitive 
messages and having to close each conversation on all of the 
communication devices 104. 
Responding to Noti?cation 

FIGS. 5-7 illustrate exemplary Ways in Which the user 102 
associated With the communication devices 104 may respond 
to the noti?cation to respond, the alert, or email. For conve 
nience only, the process ?oWs are described in connection 
With certain components shoWn in FIGS. 2 and 4. HoWever, it 
is understood that the process ?oWs may be performed With 
other components Without departing from the spirit and scope 
of the description. These processes highlight additional 
actions facilitated by responding, and do not replace the mul 
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tiple simultaneous connections protocol 400. Instead, the pro 
cesses of FIGS. 5-7 may be utilized in conjunction With and in 
addition to process 400. 

FIG. 5 illustrates an exemplary process 500 for responding 
to the noti?cation to request communication, email, or alert. 
An algorithm, knoWn as a non-mobile algorithm, sends a 
noti?cation from the messenger server 110(a), on the server 
side 204 and Waits for a response to the noti?cation requesting 
communication, email, or alert. As mentioned previously, the 
mobile server 110(b) may be included as a separate compo 
nent. The non-mobile algorithm constructs a state diagram for 
sending the noti?cations or alerts to the communication 
devices 104, located on the client side 202. If the user 102 
responds on the non-mobile device, the communication con 
tinues to transmit to and receive from the non-mobile device, 
Which is in the active mode. 

This algorithm 500 is described With reference to the desk 
top computer 104(e), the personal computer 104(0), and the 
PDA 104(b), While other devices may similarly utiliZe this 
process. ShoWn at Noti?cations 502, represent the messenger 
server 110(a) sending or issuing noti?cations of a request to 
respond to a communication invitation, email, or alert to the 
three communication devices, that are signed in to the pro 
gram 106. At Respond 504, represents the desktop computer 
104(e) sending a response to the messenger server 110(a), to 
respond to the invitation request, alert, or to receive email on 
the desktop computer 104(e). 

Illustrated at Not Respond 506, the personal computer 
104(c) connection is kept alive, but is not active, due to not 
responding. ShoWn at Not Respond 508, represents the PDA 
104(b) not responding to the messenger server 110(a) to the 
request to communicate, alert, or to receive email on the PDA 
104(b). Again, the connection for the PDA 104(b) is kept 
alive. 

In an exemplary implementation, the PDA 104(b) does not 
respond to the noti?cation, the PDA 104(b) Will display a 
message informing the user 102 that the communication Was 
ansWered on another communication device 104, also 
referred to as another endpoint. Furthermore, the user 102 has 
an option to resume the communication on the PDA 1 04(1)) by 
taking further action. In another example, the user 102 may 
query the last several messages sent to the desktop computer 
104(e), and choose to resume the communication on the PDA 
104(b) after revieWing the history. 
At Mirror 510, represents the communication sent to the 

active desktop computer 104(e) is replicated or mirrored to 
the personal computer 104(c), Which is signed in or logged 
on, but is not actively used to participate in the communica 
tion and is a non-mobile device. Replicating or mirroring 
communication comprises receiving noti?cations, transmit 
ting and receiving communication or instant messages, 
changing presence information, changing pro?le informa 
tion, changing contact list, changing group information, and 
opening and closing a conversation on the active device is 
mirrored on the other one or more non-active and non-mobile 
devices associated With the user 102. The mirroring improves 
the ef?ciency and convenience for the user 102, Who does not 
vieW repetitive messages or need to close conversations on 
each communication device 104 signed or logged into the 
system 200. 

FIG. 6 illustrates a process 600 for responding to the noti 
?cation to request communication, the email, or the alert. An 
algorithm, knoWn as a mobile algorithm, responds to the 
noti?cation requesting communication, email, or alert. The 
mobile algorithm constructs the state diagram for sending the 
noti?cations or alerts to the communication devices 104 
located on the client side 202. If the user 102 responds on the 
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10 
mobile device, the communication continues transmitting to 
and receiving from the mobile device, Which is in the active 
mode. 

This algorithm 600 is described With reference to the desk 
top computer 104(e) and the PDA 104(b), While other devices 
may similarly utiliZe this process. ShoWn at Noti?cations 
602, represent the messenger server 110(a) on the server side 
204 sending the noti?cations of the request to respond to the 
communication invitation, email, or alert. The mobile server 
110(b) may be included With the messenger server 110(a) on 
the server side 204. By Way of illustration, the desktop com 
puter 104(e) and the PDA 104(b) may receive this noti?ca 
tion. 
ShoWn at Not Respond 604, represents the desktop com 

puter 104(e) not responding to the messenger server 110(a) to 
the communication request, to receive email, or alert on the 
desktop computer 104(e). HoWever, the connection is kept 
alive on the desktop computer 104(e). 
At Respond 606, represents the PDA 104(b) responding to 

the messenger server 110(a) to the request for communica 
tion, to receive email, or the alert on the PDA 104(b). The 
communication Will continue to transmit to and receive from 
the PDA 104(b). 
At Mirror 608, represents the communication sent to the 

active device, the PDA 104(b), is replicated or mirrored to the 
inactive and non-mobile device, the desktop computer 104 
(e). Thus, the replicating or the mirroring of the communica 
tion alloWs the user 102 to close the communication Without 
vieWing repetitive messages and to ensure the communica 
tion is sent to the alive communication devices, in order to not 
miss any messages. Also, the user 102 may be able to retrieve 
?les or email later on the non-mobile device, the desktop 
computer 104(e), if the user 102 initially received the ?le or 
video When the user 102 Was communicating on the PDA 
104(b), in the active mode. 

In an exemplary implementation, the user 102 may be 
actively participating in a conversation on the desktop com 
puter 104(e). The messenger server 110(a) sends noti?cations 
of incoming neW messages, emails, or alerts to the PDA 
104(b) only When there is no activity on other non-mobile 
devices, based on the user’s pro?le. 

Similar to the algorithms described above, a sWitching 
algorithm, describes hoW the user 102 may sWitch commu 
nication from a ?rst communication device to a second com 
munication device. The sWitching algorithm constructs a 
state diagram for sending the noti?cations or alerts to the 
communication devices 104 that are logged on to the IM 
program 106. The user 102 responds on the ?rst device, the 
communication is transmitted to and received from the ?rst 
device, Which is in the active mode. To further enhance the 
user experience, the multiple simultaneous connections are 
kept alive, enabling the user 102 to sWitch from the ?rst 
device to the second device Without having to discontinue the 
communication. 

In an exemplary implementation, the user 102 may sign 
into three communication devices, the mobile phone 104(a), 
the personal computer 104(0), and the laptop 104(d), receive 
noti?cations of request for communication, email, or alert on 
these communication devices. For example, the user 102 
responds on the personal computer 104(0) and Wants to 
sWitch to the laptop computer 104(d) in order to be mobile. As 
the laptop computer 104(d) is alive, the user 102 may easily 
activate the laptop computer 104(d) to start transmitting and 
receiving communication. Thus, this enhances the mobility 
features for the user 102. 

FIG. 7 illustrates a process How 700 for responding to the 
noti?cation to request communication, email, or alert on the 
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mobile device of FIG. 6. For ease of understanding, FIG. 7 
shows various aspects of the method 700 within separate 
blocks. However, FIG. 7 shows these blocks in the order 
presented only for convenience, but not for limitation. Imple 
mentations of the processing represented in these blocks may 
perform this processing in any order, without departing from 
the scope and spirit of the description. 

In addition, implementations of the process ?ow 700 may 
combine or further subdivide any number of the described 
process blocks. Moreover, implementations of the process 
?ow 700 may omit one or more of the described blocks. For 
convenience only, the process ?ow 700 is described in con 
nection with certain components shown in FIGS. 2, 3, and 6. 
However, it is understood that the process ?ow 700 may be 
performed with other components without departing from the 
spirit and scope of the description. 

Block 702 represents the messenger server 110(a) estab 
lishing multiple simultaneous connections when the user 102 
logs on to the IM program 106 or IM service 108. Once signed 
in, multiple points of presence (MPOP) of the communication 
devices 104 will be available to show the list to the user 102 
and to synchroniZe the presence information of the user 102 
across all endpoints. By way of illustration, the desktop com 
puter 104(e) and the PDA 104(b) are the non-mobile and 
mobile communication devices, respectively. This presence 
information may include, for example, the communication 
devices that are active and alive, the status of the user 102, 
friendly name, personal status message (PSM), display pic 
ture, network addresses, cellular numbers, and the like. 

Block 704 represents issuing or sending noti?cations of 
request to communicate, email, or alert from the messenger 
server 110(a) through the IM program 106 or the IM service 
108. By way of illustration, the desktop computer 104(e) or 
the PDA 104(b), may receive noti?cations from the messen 
ger server 110(a) based on the user’s pro?le information, the 
active and alive modes of the communication devices 104 and 
a number/ a network address for the communication devices 
104. The messenger server 110(a) is one example, but other 
services or one or more servers relating to the IM program 
may be connected to an application server to send this noti 
?cation. 

Additionally, distinctive alert or tones may accompany the 
transmission in blocks 704 to distinguish the noti?cations as 
a request, an email, an alert, or an urgent message. These 
types of noti?cations may further include audible noti?ca 
tions, visual indications, vibrations, and the like, depending 
on the communication devices and the user’s pro?le. 

Block 706 represents receiving a response from the user 
102 in response to the request, email, or alert. Block 708 
represents a decision for the user 102, whether to respond on 
the mobile device, the PDA 104(b). If the conditions to the 
noti?cation conditions are satis?ed, then the process ?ow 
may take Yes branch 710 to block 712 to continue or to send 
the communication to this mobile device, PDA 104(b). Being 
in the active mode indicates communication is transmitted to 
or received on this mobile device. 

From block 712, the process ?ow may proceed to block 
714, where the communication is transmitted to the non 
mobile devices. Only the non-mobile devices that are alive 
will receive communication transmitted on the mobile 
device. Thus, the communication to the mobile device, PDA 
104(b) is replicated or mirrored to the non-mobile devices. 

Furthermore, blocks 712 and 714 may be transmitted over 
one or more networks, as the mobile communication device 
passes into the proximity of other networks. The process ?ow 
700 may transmit the noti?cation over a circuit-switched 
network and/or a packet-switched network. 
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Returning to block 708, which represent the decision 

whether to respond to the noti?cation on the PDA 104(b). If 
the conditions to responding on the mobile device are not 
satis?ed, then the process ?ow may take No branch 716 to 
block 718. Block 718 represents the non-mobile device 
responding to the noti?cation and the communication trans 
mitting to the non-mobile communication device, the desktop 
computer 104(e). As mentioned, the user 102 may be able to 
retrieve ?les or video later on the non-mobile devices, such as 
the desktop computer 104(e), when the user 102 initially 
received the ?le or video while the PDA 104(b) was in the 
active mode. However, once the user 102 responds to the 
invitation for a video ?le on one communication device, the 
other invitations may be cancelled. 

Block 720 illustrates the connection is kept alive on the 
mobile device, the PDA 104(b), even though the user 102 did 
not respond on that device. By keeping the connection alive, 
the user 102 may switch from the desktop computer 104(e) to 
the PDA 104(b) while continuing the communication. 
Exemplary User Interface 

FIGS. 8-10 illustrate an exemplary user interface usable 
with the IM system of FIG. 2. FIG. 8 shows an options 
interface 800, which allows the user to sign in to the system. 
Speci?cally, the options interface 800 includes a text-based 
sign in portion 802, which allows the user to enter general 
criteria, such as automatically running, opening, or showing 
Windows LiveTM Messenger, allow automatic sign in when 
connected to the internet, and use the same display picture 
and personal message. The text-based sign in portion 802 is 
shown as a structured sign in form, but could additionally or 
alternatively include one or more freeform sign in ?elds. The 
text-based sign in portion 802 is provided for its ease and 
effectiveness at automatically running or signing the user to 
Windows LiveTM Messenger with the same display picture 
and personal message once the user 102 signs in. 

Since at least some users 102 have clear preferences for 
multiple communication device features, the options inter 
face 800 also includes a sign in at more than one place portion 
804. This allows the user 102 to sign in while maintaining 
control and privacy of the communication. The text-based 
sign in portion 802 and 804 are provided for its ease and 
effectiveness at accurately recognizing signing in at more 
than one place, putting messages on hold, signing out and 
renaming this place, which is readily recorded in the data. For 
example, the user 102 has chosen “Keep me signed in here, 
but don’t show my messages (put messages on hold)” option. 
Based on the text to the sign in interface 802 and sign in at 
more than one place 804, the system 200 signs in the user 102. 
The options interface 800 includes, a text-based rename place 
portion 806, illustrating how the user 102 may rename this 
place, such as the log in location or the communication 
device. 

In an exemplary implementation, the user 102 may sign in 
or log on from a ?rst endpoint on the communication device 
to the application program 106 on the server 110(a). The user 
102 may sign in or log on with another communication device 
to the ?rst endpoint. Thus, the other endpoints may connect to 
the ?rst endpoint, rather than connecting directly to the server 
110(a). 

In another exemplary implementation, all the endpoints in 
a corporation can connect to the server 110(a) through a 
smaller number of endpoints within the corporation. Thus, 
connecting the endpoints this way has no direct effect regard 
ing the user 102. 

FIG. 9 shows a privacy interface 900, which allows the user 
102 to determine messages are shown or on hold on the 

system 200. Speci?cally, the privacy interface 900 includes a 



US 8,244,878 B2 
13 

text-based portion 902, Which shows the user 102 the mes 
sages are on hold. Thus, the user 102 may decide to resume or 
go for other options. The privacy interface 900 also includes 
a text-based portion 904 that illustrates the messages are not 
shoWn because the user 102 is signed in at another place. The 
user may select resume, sign out, or get help. 

Furthermore, the privacy interface 900 includes a text 
based portion 906 to illustrate the messages have been placed 
on hold. Thus, the user 102 may prevent another individual 
from vieWing messages on another alive communication 
device by not shoWing the messages or by holding these 
messages. Also, the user 102 may prevent sending annoying 
sound noti?cations and hiding popup to the non-active com 
munication device (used by the other individual). 

FIG. 10 illustrates an IM options interface 1000, Which 
alloWs the user 102 to relate presence information, pro?le 
information, privacy, and signing out on the system 200. 
Interface 1002 illustrates a display picture and a friendly 
name. In particular, the options interface 1000 includes a 
presence portion 1004, Which alloWs the user 102 to indicate 
presence as online, busy, be right back, aWay, in a call, out to 
lunch or appear o?line. The options interface 1000 also 
includes pro?le information 1006, such as changing display 
picture, changing signature sound, and changing display 
name. Furthermore, there is an interface section 1008 Where 
the user 102 may decide to put messages on hold or sign out 
from here. There are additional sign out such as signing out 
from here, from school, and from everyWhere, as shoWn at 
interface 1010. 

In an exemplary implementation, the user 102 may log off 
from one endpoint Without affecting the other endpoints. For 
example, the user 102 may sign out from home While keeping 
the connections alive at school and at Work. Thus, the user 
experience is bene?cial, satisfying, and e?icient With the 
multiple simultaneous connections on the IM program. 

The subject matter described above can be implemented in 
hardWare, or softWare, or in both hardWare and softWare. 
Although the subject matter has been described in language 
speci?c to structural features and/or methodological acts, it is 
to be understood that the subject matter de?ned in the 
appended claims is not necessarily limited to the speci?c 
features or acts described above. Rather, the speci?c features 
and acts are disclosed as exemplary forms of implementing 
the claimed subject matter. For example, the methodological 
acts need not be performed in the order or combinations 
described herein, and may be performed in any combination 
of one or more acts. 

The invention claimed is: 
1. A method for multiple simultaneous connections on an 

instant messaging program, implemented at least in part by a 
communication device, the method comprising: 

establishing multiple simultaneous connections for com 
munication transmitted to or received from communica 
tion devices associated With a user implemented on an 
instant messaging program, Wherein the communication 
devices comprise mobile communication devices and 
non-mobile communication devices; 

issuing noti?cations to the communication devices: 
hiding WindoWs and sounds associated With receiving 

instant messages and noti?cations on communication 
devices that are not actively participating in the commu 
nication; 

When a response from the mobile communication device is 
received, the communication is transmitted to or 
received from the mobile communication device that is 
in an active mode; 

mirroring the communication transmitted to or received 
from the mobile communication device that is in the 
active mode to the other non-mobile communication 
devices; 
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When a response from a ?rst communication device is not 

received, the communication to be transmitted to the 
?rst communication device is put on hold, such that the 
communication is not to be transmitted to the ?rst com 
munication device; 

When a response from a second communication device is 
received, the communication is transmitted to or 
received from the second communication device that is 
in an active mode; 

indicating presence on the communication devices With 
multiple points of presence, Wherein the communication 
devices are in synchronization With each other; 

monitoring connections of the communication devices to 
the instant messaging program; and 

disconnecting one of the communication devices from the 
instant messaging program remotely. 

2. The method of claim 1, Wherein the mirroring commu 
nication comprises receiving noti?cations, transmitting and 
receiving instant messages, changing presence information, 
changing contact list, changing group information, and open 
ing and closing a conversation on an active device is mirrored 
on the other communication devices. 

3. The method of claim 1, further comprising keeping the 
multiple simultaneous connections alive or open to receive 
communication or noti?cations. 

4. The method of claim 1, further comprising sWitching 
communication from the ?rst communication device to the 
second communication device of the communication devices, 
as the connections are kept alive. 

5. The method of claim 1, further comprising sending a 
noti?cation of a list of the communication devices connected 
to the instant messaging program. 

6. The method of claim 1, further comprising establishing 
a connection to an instant messaging program or service 
implemented on a Web broWser. 

7. The method of claim 1, further comprising retrieving a 
history of the communication transmitted to or received on 
the communication devices. 

8. A computer-readable storage device comprising com 
puter-executable instructions that, When executed on a pro 
cessor, perform the method as recited in claim 1. 
9A system for establishing multiple simultaneous connec 

tions on an instant messaging program, implemented by com 
puter-executable instructions comprising: 

a memory; 
a processor coupled to the memory for establishing mul 

tiple simultaneous connections; 
the processor is con?gured to: 
establish multiple simultaneous connections for commu 

nication devices associated With a user to an instant 
messaging program, Wherein the connections indicate 
presence on the communication devices With multiple 
points of presence; 

issue noti?cations to the communication devices: 
hide WindoWs and sounds associated With receiving instant 

messages and noti?cations on the communication 
devices that are not actively participating in the commu 
nication; 

When a response from a ?rst communication device that is 
a mobile communication device is received, communi 
cation is further transmitted to or received from the ?rst 
communication device that is in an active mode; 

Wherein the communication is mirrored on non-mobile 
communication devices that are connected to the instant 
messaging program; 

When a response from a ?rst communication device is not 
received, the communication that is to be transmitted to 
the ?rst communication is put on hold in Which the 
communication is not to be transmitted to the ?rst com 
munication device; 
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When a response from a second communication device is 
received, the communication is transmitted to or 
received from the second communication device that is 
considered to be in an active mode; and synchronize 
information betWeen the communication devices logged 5 
on the instant messaging program. 

10. The system of claim 9, further comprising a user inter 
face module con?gured to issue a noti?cation of a list of the 
communication devices that are connected to the instant mes 
saging program. 

11. The system of claim 9, further comprising a user inter 
face module con?gured to enable logging on or off from one 
communication device Without logging off the other commu 
nication devices. 

12. The system of claim 9, further comprising an endpoint 15 
management module con?gured to maintain the simulta 
neous connections by keeping the connections alive for com 
munication or noti?cations transmitted to or received from 
the communication devices; the endpoint management mod 
ule further con?gured to keep the connections alive to enable 
sWitching communication on the ?rst communication device 
to the second communication device. 

20 

13. The system of claim 9, further comprising the processor 
con?gured to retrieve information transmitted initially to the 
communication devices. 

14. The system of claim 9, further comprising the processor 25 
con?gured to encrypt the communication and information 
transmitted to or received on the instant messaging program. 

15. A computer-readable storage device comprising com 
puter-executable instructions that, When executed on a pro 
cessor, perform the methods as recited in the system of claim 30 

16. A messenger server con?gured to mirror communica 
tion transmitted to or received from communication devices, 
the messenger server comprising: 
amemory; 
the messenger server coupled to the memory Which 

includes an instant messaging program; Wherein the 
messenger server is con?gured to: 

issue noti?cations to communication devices; 
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hide WindoWs and sounds associated With receiving instant 

messages and noti?cations on the communication 
devices that are not actively participating in the commu 

nication; 
When a response from a mobile communication device is 

received, transmit to and receive communication from 
the mobile communication device; 

mirror the communication transmitted to or received from 
the mobile communication device to other non-mobile 

communication devices; 
When a response from the ?rst communication device is not 

received, the communication that is to be transmitted to 
the ?rst communication is put on hold in Which the 
communication is not to be transmitted to the ?rst com 

munication device; 
When a response from a second communication device is 

received, the communication is transmitted to or 
received from the second communication device that is 
in an active mode; 

indicate presence on the one or more devices With multiple 

points of presence, Wherein presence enables synchro 
niZation of the communication devices; and 

maintain the simultaneous connections by keeping the con 
nections alive or open, Wherein the alive or open con 

nection enables sWitching from a ?rst communication 
device to a second communication device to continue 

the communication. 
17. The messenger server of claim 16, further comprising 

signing in or signing off from one communication device Will 
not affect the status of the other communication devices. 

18. The messenger server of claim 16, further comprising 
closing communication on one communication device Will 
close communication on the communication devices logged 
in to the instant messaging program. 

* * * * * 


