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To all whom, it may concern: 
_ Be it known that I, WILLIAM H. HOELL, a 

citizen of the United States, residing at 
Grand (lane, in the parish of De Soto and 
State of Louisiana,' have invented new and 
useful Improvements in Paper-Roll Holders, 
of which the followin is a speci?cation. 

This invention re ates to a paper - roll 
holder, the object being to provide a simple 
devlce of this character for effectively sup— 
porting one or more rolls of wrapping-paper. 
_ In the drawings accompanying and form 
lng art of this speci?cation I illustrate a 
sump e form of embodiment of the invention 
which to enable those skilled in ‘the art to 
practlce said invention I will set forth in de 
tail in the following description, while the 
novelty of said invention will be covered in 
the clalm succeeding said description. In 
the form of embodiment shown I provide 
means for cutting the wrapping—paper as 
desired. 
The paper-roll holder maybe used with 

advantage in stores and other places and is 
strong, yet su?iciently light to be placed upon 
a counter or table. 

Referring to said drawings, Figure 1 is a 
perspective view-of a paper-roll holder em 
bodying my invention. Fig. 2 is a trans 
verse sectional view of the same. . 

Llke characters refer to like parts through 
i > out both the views. 
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A paper-roll holder involving my inven 
tion has a pair of rollers arranged in c0opera— 
tlve relation, as will hereinafter appear, to 
constitute a support for a paper-roll. In the 
form of the invention shown there are two 
pairs of these rollers, one pair being arranged 
above the other. The framework for sup 
porting the paper-roll-supporting rollers may 
be of any desirable character. It is repre 
sented as including two uprights or side 
frame members, as 2. These uprights or side 
frame members may be of any suitable shape. 
They are represented as consisting of two 
Vertical opposite branches and transverse 
bars connecting said branches at the top, the 
branches presenting legs for supporting the 
apparatus upon a counter, table, or other de 
vice. The said frame members 2 are of rod 
iron, and their branches are shown as con 
nected by cross-pieces, as 3. Each frame 
member 2 is provided with two superposed 
cross-pieces, the _ upper and lower cross 
pieces of the respective frame members being 
in horizontal alinement and serving in the 

present case as bearings for paper-roll rollers, 
as 4. I show four of these rollers'4, and they 
are arranged in cooperating pairs, one air 
being disposed above the other. The ro ers 
4 may be of wood or metal, or part wood and 
metal, or any other suitable material, and 
their opposite ends are provided with headed 
ins, as 5, the shanks of the pins being circu 
ar, constituting journals and being adapted 
to rotate or turn in notches, as 6, in the cross 
pieces or bearings 3. The notches provide 
for the instant removal of any one or more of 
the rollers. The upper rollers 4 are sepa 
rated vertically a distance from the lower 
rollers sufficient to assure the ready lifting 
from their bearings’ independently of eachv 
other of said lower rollers. 

I prefer to peripherally roughen the rollers 
4, and this result I can secure in a simple 
manner by placing the pointed pins or barbs, 
as 7, in irregular order upon the eripheries 
of the wooden rollers. The roug ened sur 
faces of the said rollers 4 prevent endwise 
and lateral motion of the paper-rolls, and 
thereby assure the straight unwinding of the 
paper. Connecting the branches of the side 
frame members 2 are metallic strips 8. These 
strips serve a double function. They act as 
braces for increasing the stability of the 
structure and as cutters for the paper led 
from the paper-rollers. The strips 8 there 
fore constitute a part of the framework and 
constitute combined braces and cutters. The 
cross-pieces 3 serve as side braces, as well as 
bearings for the rollers 4. The framing of 
the apparatus is of skeleton form, thereby as—; 
suring lightness, although it is quite strong. 
Several of the members of the framing serve 
other offices than as frame members. 
By my paper-roll holder I overcome serious 

defects possessed by certain pa er-roll hold 
ers with which I am familiar. 11 certain ex 
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isting paper-roll holders the paper-rolls are ' 
supported upon rods extending through large 
spaces through the center of said paper-rolls. 
When these paper-rolls are laid down, they 
flatten. Besides this said rods are subjected 
to breakage, and the blocks used in connec 
tion therewith frequently become out of 
order. As will be understood from what has 
been stated, I overcome these disadvantages 
and in a sim 1e and thoroughly feasible man 
ner. It wil be obvious that a paper-roll is 
supported by a pair of cooperating rollers ar 
ranged side by side, and in the present case 
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these two rollers constitute the sole support > 
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forapaper-roll. This support isinthe nature 
of a cradle and an antifriction device. The 
paper~rollers can be instantly mounted in 
place for use, and when in place the paper can 
be unwound therefrom and in a rapid man 
ner without possibility of the paper-roll col 
lapsing or anything else getting out of order. 
Two rollers 4 are therefore arranged side by 
side in adj acence with each other in parallel 
ism and in horizontal alinement, so as to pre 
sent a support for a paper-roll the paper 
from which can be cut readily by the cooper 
ating cutter 8. 
What I claim is—— 
A paper-roll holder comprising two oppo 

site frame members each consisting of two 
legs and a transverse member connecting 
said legs at their tops, a pair of cross-bars 
connecting the legs of each frame member, 
the cross-bars of one frame member being in 
horizontal alinement with the cross-bars of 
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the opposite frame member, and each of them 
having a pair of notches, two pairs of hori 
zontally-alined wooden rollers having journal 
portions at their opposite ends adapted to be 
removably ?tted in the notches of the respec 
tive' bars, each pair of rollers constituting a 
direct support for a paper-roll, being of wood 
and peripherally roughened, and two pairs of 
knives extending from the legs of one frame 
member to the legs of the opposite frame 
member for bracing the device and located 
respectively above said cross-bars and above 
the axes of the respective rollers. 

In testimony whereof I have hereunto set 
my hand in presence of two subscribing wit 
nesses. 

WILLIAM H. HOELL. 
Witnesses: 

E. W. HOELL, 
FLOYD A. HOELL. 
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