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To all rah/0m it nwty concern/.- 7 
Be. it known that I, MARTIND. LYKE, a 

’ citizen of the United States, residing at Ever 
green, in the county of Bradford and State of 
Pennsylvania ,have invented certain new and 
useful‘ Improvements in Bottles; and I do 
hereby declare the following to be a full, clear, 
and- exact description of the invention, such 
as .will enable others skilled in the art to 
which it appertains to make and use the same, 
reference being had to the accompanying 
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drawings, and to the letters of reference 
marked thereon, which form a part of this 
speci?cation. . 

This invention relates to new and useful 
improvements in bottles; and the object in 
view is'to produce a. device of this character 
in which the bottle is provided with an inlet 
passage which leads from the upper end of 
the bottle to and communicating with the 
lower end, while the bottle proper is pro 
vided with a suitable vent. - . 

To this end and to such others as the inven 
tion may pertain the same consists in the pe 
culiar construction of the bottle and in the 
combination, arrangement, and adaptation 
of parts, all as will be more fully hereinafter 
described, shown in the accompanying draw 
ings, and then speci?cally de?ned in the ap 
pended claims. - 
The invention is clearly illustrated in the 

accompanying drawings, which, with the let 
ters of reference marked thereon, form a part 
of this speci?cation, and in which-— 

Figure 1 is a central vertical section of a 
bottle constructed in accordance with my in 
vention. Fig. 2 is a cross-section upon line 2 
2 of Fig. 1. Fig. 3 is a cross-section upon 
line 3 3 of Fig. 1. Fig. 4: is a central vertical 
section of a slightly-modi?ed form of the bot 
tle, and Fig. 5 is a cross—section upon line 5 5 
of Fig. 4. - _ ‘ 

Reference now being had to the~ details of 
the drawings by letter, A designates the bot 
tle, which consists of the body portion B, 
having at its upper end an air vent or 0 en 
ing ‘0, adapted when the bottle has been led 
to be ermanently-closed or sealed by the use 
of mo ten glass or other substance adapted to 
‘effect a permanent closure. 
D is a passage-way which at its upper end 

is provided with a suitable opening or neck 
E, the said passage extending downward, 
preferably along one of the sides of the bottle, 
to a point near the bottom or lower end 
thereof, where the lower end of the vertical 

. portion of the said passage is provided with a. 
concave bottom D’,~from which lower end of 
said vertical portion of the passage commu— 
nication is had through a horizontal opening 
D2 into a vertically and downwardly extend 
ing passage D3, through the open lower end 
of which passage D3 communication is had 
with the interior of the bottle at a oint near 

I the bottom ‘thereof, as shown in t e accom 
panying drawings. 

In Figs. 4 and 5 of the drawings I have 
illustrated a slight modi?cation in the con 
struction of the bottle, in which modi?ca 
tion I have shown the passage-way D as con 
structed upon the outside of the bottle in 
stead of inclosing the same’ within. the body 
portion of the bottle, as illustrated in 1.. 
In use when it is designed to ?ll the bottle 
'the vent O is left open, and the liquid is 
poured through the neck E and passage D 
into the bottle. It will be noted that the 
liquid in entering the bottle passes down 
ward through the passage D, entering the 
main chamber of the bottle at a point adja—~ 
cent to the bottom of the bottle. When the 
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bottle has been ?lled, the vent O is perma- . 
nently closed in any suitable manner, but 
preferably by molten ‘glass, which cannot be 
tampered with or removed without breaking 
or injuring the bottle. The vent being thus 
closed, the neck E is closed by cork or other 
stopper adapted to the purpose. When it 
is designed to remove the contents of the bot 
tle, the cork is removed from the neck E, and 
the contents of the bottle can be readily 
poured out through the passage D. The 
contents of the bottle having been removed, 
it will be found impossible‘ to re?ll the bottle 
by reason of the fact that the air-vent C be 
ing permanently closed and the main cham 
ber of the bottle being thus ?lled with air an 
effort to re?ll the bottle will result merely in 
?lling the tube or passage D. The liquid pass 
ing into the main chamber of the bottle 
through the lower end of the said passage 
way will rise to a point upon the level of the 
extreme lower end of the passage, and by rea 
son of being trapped within the main cham 
ber of the bottle the liquid will not rise above 
this level. 
move the air thus trapped within the cham 
ber of the bottle by inserting a pipe of rubber 
or other material into the body of the bottle 
through‘ the open passage D, it will be noted 
that in forcing the tube downward through 
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the passage the end of the tube will come into Y 
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contact with the concaved seat D, provided 
near its lower end, and will thus be prevent 
ed from continuing in its course downward 
into the bottle. 
While I have in this application shown and 

described a speci?c form of bottle, it will be 
at once evident that the shape of the bottle 
and the relative position of the tube or pas 
sage-way D may be varied without departing 
from the spirit of my invention, which con 
templates, broadly, the combination with a 
bottle havin means whereby the same may 
be hermetica ly sealed on a passage-way lead 
ing from the upper to the lower end of the bot 
tle and communicating with the inner chan1~ 
ber thereof at a point adjacent to its lower 
end, and it will be noted at once that the 
speci?c shape of the tube or passage-way 
used in connection with the bottle must of 
necessity be made to conform to the form of 
bottle in connection with which it is used. 
Having thus described my invention, what 

I claim to be new, and desire to secure by 
Letters Patent, is— 

1. A bottle, having a main chamber, with 
an air-duct adapted to be permanently closed 
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and having an inlet-passage, leading from the 
upper end of the bottle and communicating, 
at its lower end, With the interior thereof at a 
point near the bottom of the bottle, the said 
inlet-passage being curved or provided with 
an angle at a point near its lower end, sub 
stantially as described and for the purpose 
speci?ed. 

2. The herein-described bottle, having a 
main chamber provided with an air-duct, as 
described, and a passage-way leading from 
the upper end of the bottle downward and 
communicating with the interior of the bot 
tle at a point adjacent to the bottom thereof, 
the said passage-way being provided with an 
acute angle at a point near its lower end and 
provided, at the said angle, with a concaved. 
shoulder D’, substantially as described and 
for the purpose speci?ed. 

In testimony whereof I hereunto a'l?x my 
signature in the presence of two witnesses. 

MARTIN D. LYKE. 
Witnesses : 

A. L. HOUGH, 
FRANKLIN H. I-IOUGH. 
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