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ISAAC H. GARSON, OF ROCHESTER, NEW YORK, ASSIGNOR TO THE GARSON 
VENDING MACHINE COMPANY, A CORPORATION OF NEW JERSEY; 

CiGAR-VENDING MACHINE. ' 

No. 841,083. 

To all rah/011m it may concern. 
Be it known that I, ISAAC H. GARsoN, of 

Rochester, in‘ the county of Monroe and 
' State of New'York, have invented certain 
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- enlarged scale. 
taken transversely .of the operating-shaft,’ 

50 

new and useful Improvements in Cigar-Vend- . 
ing Machines; and I do hereby declare the 
following to be a full, clear, and exact de 
scription of the same, reference being had to 
the‘accompanyii 1g drawings, forming a part 
of this speci?cation, and to the reference-nu 
merals marked thereon. - 
My present invention relates to improve 

ments in vending-machines, particularly of 
the kind for vending'andhandling cigars and 
other similar articles which are liable to 
breakage and injury in handling; and the pur 
pose of my present invention is to provide a 
device of this kind which is capable of deliv 
ering the cigars or other articles to the pur 
chaser directly from the original stamped 
package without liability of breaking or 
otherwise injuring them ‘and in such a way 
that each cigar will be visible to the pur 
chaser immediately before delivery from the 
package, the present application being a'di 
vision of my former application, Serial No. 
237,138, ?led December 16, 1904. 
To these and other ends the invention con 

sists in certain improvements and combina 
tions of parts, all as will be hereinafter more 
fully explained, the novel features being 
pointed out in the claims at the end of the 
speci?cation. 

In the drawings, Figure 1 is a plan view of 
a vending-machine constructed in accordance 
with my invention, the top of the casing be 
ing removed. Fig.2 is a vertical sectional 
view of the same on the line 2 2 of. Fig. 1. 
Fig. 3 is a vertical sectional View‘ on the line’ 
3 3 of Fig. llookinr in the direction of the 
arrow. Fig. 4 is a ;fragmentary‘ view show 
ingthe locking device for the drawer on an 

Fig. 5 is a sectional view 

showing the arrangement of the devices for 
. locking and unlocking the drawer and for op 
erating the agitating devices of the hopper; 
and Fig. 6 is a sectionalview on the line 6 6 
of Fig. 3 looking in the‘direction of- the ar 
row, showing the actuating device for the de 
livery mechanism. - 

Speci?cation of Letters Patent. ~Patented Jan. 8, 1907. 

‘ Original application ?led December 16, 1904, Serial No. 23 7,138. Divided and this application ?led March 6,1905. Serial No. 248.373. 

Similar reference-numerals in the several 
?gures indicate similar parts. a 
As hereinbefore stated, the present appli 

cation is a division of my prior application, 
Serial No. 237,138, ?led December 16, 1904, 
which shows a complete vending-machine 
which is adapted particularly for handling 
cigars and other frangible articles, which is 
provided with coin-controlled mechanism 
which is particularly adapted for a machine 
of this kind, the coin-controlled mechanism 
being covered in the aforesaid prior applica 
tion and the delivery mechanism for handling 
the cigars being reserved for this application. 
A cigar-vending machine constructed in 

accordance with my invention comprises in 
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the present instance a casing 1, which may be‘ ' 
of any desired con?guration and dimensions, 
which is preferably rendered transparent by 
the use of the panels 2, which may be com- . 
posed of lass or other transparent material 
which inc oses the sides and top of the casing, 
a hinged or removable closure 3 being pro 
vided, preferably at the top of the casing, for 
the purpose of permitting of access to the in 
terior thereof.‘ The lower portion of the eas 
ing is preferably composed of a box 4, which 
is adapted to contain a portion of the mech— 
anism of the machine and is separated from. 
the up er portion of the casing by a partition 
5, the atter‘being provided with an aperture 
6, within which is ?tted a hopper 7, the ex 
terior dimensions of which are such as to per 
mit it to enter between the sides of an-ordi 
nary cigar box or receptacle 8 from which 
the to or bottom has been previously re 
move , it being preferable in the present in 
stance to remove the bottom of the box and 
place the latter over the hopper with its cover 
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or lid 9 opened and supported against the rel- . 
atively inclined support 10 of the casing in 
the manner shown in Figs. 1,2, and 3, for this , 
enables the cigars to be exhibited in their 
original form and package to the purchaser 
an permits ready inspection of the package 
and its contents by the revenue of?cials, as 
required by the revenue laws. The hopper 7 
preferably extends only partially into the 
ox or receptacle, andfor the prupose of sup 

porting the box in the'proper position the 
?ange 11 may be employed,which surrounds 
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the hop er and forms an abutment for the 
lower e ges of the box. 
The bottom of the hopper 7 is inclined 

from its ends toward its center, where it is 
provided with the elongated aperture 12, be 
neath which operates a carrier 13, which is 
mounted on a sleeve 14, ,revolubly'?tted over 

‘ the shaft 15, the periphery of the carrier13 
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being provided with a series of axially-ar 
ra ed pockets 16, which are cigar-shaped to 
rea ily. receive a cigar of ordinary dimen 
sions, rollers or other antifriction devices 17 
being preferably ?tted in the‘ walls of the 
pockets to enab the cigars to readily enter 
and leave the pockets of the carrier with the 
slightest friction and pressure, a similar roller 
17a being employed on the adjacent edge of 
the hopper‘7, if desirable, to facilitate the pas 
sage of the cigar from the carrier. “At one‘ 
s1 ' e of thecarrier 13 is provided a receptacle 
for the rece tion of the articles from the car 
rier, .a slida le drawer 18 being em loyed in' 
the present instance which is capa le of be 
i withdrawn from the casing of the ma 
chine by the purchaser when one or more 
cigars or other articles have been deposited 
therein by the carrier. At the opposite side 
of the carrier 13 are mounted the agitating 
devices, which are preferably employed for 
arranging the ci ars or other articles within 
the hopper, so t at they will properly enter 
the carrier, and in the present instance they 
embody the curved ?ngers 19 19, which are 
mounted on a rotatable shaft 20 and are ar 
ranged to operate through the corresponding 
slots 21 21, formed in the bottom of the 
hopper, the ‘carrier 13 being divided into 
separate sections to enable the extremities of 
these agitating-?ngers to partially enter the 
pockets thereof asv they are carried'past the 

. discharge-aperture of the hopper, and as these 
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?ngers are lifted in a manner that will here 
inafter appear the cigar which is adjacent 
thereto wil gradually slide over thecurved 
portion‘ thereof'until it rests in the adjacent 
pocket of the carrier, the release of the ?ngers 
causing them to suddenly drop back, and 
thereby bring another cigar into operative 
position to enter the carrier at the next suc 
ceeding operation. . ' . 

Between the separate sections of the car 
rier 13 are arran ed the arms 22 22, which 
are each provide with a slot or aperture 23 
to receive the sleeve 14 as a support about 
whichthe said arms may move as a fulcrum, 
the upper end of each arm being so arranged 
‘as to be enga ed by each cigar in its corre 
sponding poc et of the carrier prior to its 
discharge therefrom to cause a tilting motion 
of the arms, and as the opposite ends of these 
arms are connected to the crank 24, which is 
?xed 'to a rock-shaft 25, an oscillatory mo 
tion will be thereby imparted to the arms, 
which will cause the crank 26, which is ?xed 

841,083 

to the opposite’ shaft end, to be elevated. 65 
This crank 26 is provided with a pin 27, 
which connects it with the link 65, fixed to 
the shaft 64, the operation of these partsbe 
ing hereinafter more fully describe . ' 

For the purposes of the present application 
it is immaterial as to the particular form of 
mechanism which is employed for controlling 
the operation of the delivery mechanism; 
but I prefer to employ the form shown and 
described in the aforesaid prior application, 
the carrier-operating mechanism of which I 
will describe generally as consisting of .a 
ratchet-wheel 48, fixed to the sleeve ' 14, 
which carries the carrier 13, and provided 
with a pawl 47, pivotally mounted‘ on the 
arm '49, which is ?xed to the operating-shaft 
15, so that operation of the said shaft will 
cause the pawl 47 'to rotate vthe ratchet 
wheel 48, and consequently the carrier 13, an 
arm 51 being preferably provided on the 
shaft 15 to operate between the fixed sto s 
Y52 and 53 to permit the pawl to travel on y 
the distance of one tooth of the ratchet at 
each actuationjof the operating-shaft. , _ 
For the purpose of returning the operat 

ing-shaft 15 to its normal position after be 
ing operated a spring 71 may be employed, 
one end of which is attached to the shaft and 
the other end is attached to a relatively fixed 
portion of the machine. ' _ 
To the sleeve 14, whichoperates the car 

rier, is ?xed a toothed disk or cam 72, with 
which cooperates a roller or projection 73, 
which is attached to a pivoted lever 74, the 
latter being normally held in operativev en 
gagement with-the cam by the spring 75, 
which will operate to resist; the rotation of 
the carrier, and it is providedat its free end 
with a‘ link 76, which serves to connect the 
said lever with the lever 77 and the crank 78, 
The lever 77 is pivoted at 79 and provided at 
its opposite end with a plunger 80, which is 
arranged to cooperate with the locking de 
vice for the drawer, the said device embody 
ing in the present instance a ?exible arm 81., 
which is fixed at one end to the rear portion 
of the drawer, the free end being provided 
with a shoulder 82, which is adapted to de 
tachably engage the adjacent portion 83 of 
the casing to prevent the removal of the 
drawer, the plunger 80 operatin to depress 
the arm 81, and thereby unlock t e shoulder 
82 from the correspondin abutment formed 
by the casing, and for t e urpose of pre 
venting the premature re ocking of the 
drawer I prefer to employ the spring 84, 
which serves to actuate the drawer forwardly 
immediately after being unlocked. . 

In preparing the machine for vending th 
cigars a box or packa e containing cigars, 
the bottom preferably 0% 
viously removed, is fitted around the outside 
of the hopper so that the latter projects up 
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wardly into theinterior of the box, and this 
will cause some of the cigars to fall through 
the hopper into readiness to enter the pock- 
ets of the carrier while the rest of the cigars 
of the package will retain substantially their 

the package, extending 
practicallylto the top thereof and in full view 
of the-purchaser. Assuming that a coin of 
the proper denomination has been deposited 

10430 unlock/the mechanism, the carrier-oper— 
at" "*mechanismembodying‘the ‘v disk 48 
will e in readiness for operation by the co 

~ operating pawl 47 , the latter being connected,‘ 
‘ to the operating-shaft 15, and as the ratchet 
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" carrier and also 

48 is ?xed to the sleeve 14, which carries the 
carrier 13, a corresponding rotary motion 
.will be imparted to the carrier, causing the 
foremost cigar, which rests in a correspond 
ing pocket of the carrier, to move toward the 
drawer 18, and while the cigar is being thus 
advanced it will engage the adjacent ends of 
the arms 22, causing the latter to be rocked 
about the shaft 15 as a center, and, as the 
free ends of these arms are being depressed by 
the cigar resting in a pocket of the carrier 
the latter may roll without sliding on the 
ends of these arms, and as the cigar is pressed 
forwardly by rolling engagement of the roller 
,17 of the carrier and in passing o?'of'these 
arms will have a rolling enga ement with the 
roller117a theldelivery-of eac cigar is effect 
ed with theileast amount of friction, thus 
preventing it from being broken or otherwise, 
injured. These arms are employed for fa 
cilitating the ejecting of thé‘cigars ‘from the ' 

for controlling the machine, ‘ 
so that unless there is a cigar in the carrier 
ready for delivery the arms 22 will not be 
operated, and this will leave the machine un 
locked until it has been re?lled, when the 
?rst cigar delivered by the carrier will 'ope1'~‘ 
ate suitable devices-to relock the‘ machine. 
While the carrier is operating to deliver a ci 
gar, the cam .72, which ismounted to rotate 
therewith, will operate upon the roller-orpro 

as. _ jectionr 73*"t'o ‘oscillate the arm ‘ 7 4, and ‘ 
the ‘latter is connected¢through the llllk ‘Z6 
‘to the lever 77 andthe-c?inkss the locking 
‘device 81 will be disengaged-from the abut‘ 
ment 83 by the depression ofi'the plunger 80, 
thereby unlocking the drawer v18 to- permit 

, withdrawal thereof, and thus render the arti 
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cles delivered bythe carrier 15 accessible to' 
the purchaser. Simultaneously with the un 
locking of the drawer the crank 7-8,wh1ch1s 
also actuated b the cam 72, will oscillate the 
shaft 20, there y causing the agitating-lint 
ers 19,,which are carried, thereby to be oscil 
ated through the slots 21 in the hoppem'the' 
successive operation of these ?ngers operat 
ing upon the cigars in the hopper to cause 
them to rgroperly arrange themselves in" 

the carrier. The roller or projection _73 mil 

the revenue laws and 

‘tral aperture therein, 

vertical side walls 

- inner sides of_.a 

‘enter the longitudinal pockets'iefr 7' 

Q 

return to‘the relative position shown in Fig. 
5 when the delivery of the cigar has been 
completed by the carrier, and as the drawer 
18 is returned within the casing the ?exible 
arm 81 will automatically spring into posi— 
tion to lock the drawer,'the plunger 80 at 
this time being elevated. 
A cigar-vending machine constructed in 

accordance with my invention is well adapt 
ed to the various requirements which are 
(placed upon machines of this kind both by 

also thoserendering it 
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necessary that the cigars should be handled 
without breakage or other injury and vended 
and exhibited in such away that the cigars 
may be realdlkily inspected by the purchaser, 
for by plac~ g the box over the exterior of 
the hopper and so- as to ?t snugly around it 
the ‘box will be positioned relatively to the , 
hopper so that the entire exterior surface of 
the box'containing the usual stamps, labels, 
and other well-known inscriptions and mark 
ings to be all observed and inspected by the 
purchaser,-and by employing the rollers for 
producing a rolling engagement with the ci 
gars as they are being lifted out of their 
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pockets of the carrier and passed over the. I 
ejecting-arms, which they also operate, se~ 
curity from breakage will be obtained, and 
this is a’prerequisite to a device of this kind. 

I claim as my invention— ‘ 
1. In a cigar-vending machine, the combi 

nation with a suitable casing Slida??ibOlQ'SllP' 
port arranged in the casing and having acen 

of a hopper ?tted into 
the‘ aperture of the box-support and having 

extending upwardly be 
yond the box-support and adapted to rest 
within and cooperate with'the inner sides of ' 
a box resting on said support. 

2. In a cigar-‘vending machine, the combi~ 
nation with a suitable casing, and an up: 
wardly-extendin v?ange having its upper 
edge lying in a orizontal plane to forma 
box-support, of a hopper ?tted within the 
?ange and 

within-and cooperate with the 
box resting on said ?ange. ' 

.3. "1d,..?rm0i ar-vendin machine, the com 
bination" wit a suitab e casing, and a rec 
ta ' lar - vertically-extending ?ange ar 
ranged in the casing having a horizontal up 
per edge. adapted to form a c1gar~boxsup~ 
port, of ahopper having portions mclosed 
and centered by the ?ange, and vertically» 
extending‘ ortions projecting above the up 
per edge 0 the ?ange and arranged to coop 
erate with the inner sides of a cigarlbo'x to 
center it in relation to said ?ange.‘ ' ' 
p > 4. Ina device for vending cigars, the com 
hination with a suitable ‘casing, and a hopper 
“mounted therein, of a rotary delivery device 

ranged to rest 

mounted in cooperative relation with the, 

7 ‘having vertical sides projecting I 
1-above {the top ledges vHof- the ?ange “and ar- 
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’ hopper andzwhaving pockets for 

.tos» 

‘or cigar-container‘ mounted t erein, of a ro-J 

1,5 

cigars;»»£rom theihopper, lclgarsengaging roll» 
ers,jonrnaledwv on the“ delivery device between 
the pockets thereof and a relatively ?xed" 
roller adjacentlvto the drum and arranged to 
receive each cigar betweenit and the drum; 
during the discharge of thevcigars from the 
delivery device. - 

5. In a device-for vending cigars, the com 
bination with ‘a suitable casm ,and' a hopper 

tatable drum having a ‘series of axially-an" 
ranged cigar-receiving pockets therein, roll- , 
are on the drum between the pockets-thereof 
and a roller journaled at the .discharge-open- , 
ing of the hopper in proximity to the drum 

' and arranged to produce rolling engagement 
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the cigars as the latter are ushed past 
it by the ro lers on the drum w ' e the cigars 
are resting in their respective pockets of the 

. drum ' > 

6. In a device for vending cigars, the com; 
bination with a suitable casin ,‘a hopper ar- ' 
ranged therein and having’ "char e-aper 
tnres therein, and a roller journale at one 
side of the discharge-aperture of thehopper, 
‘of a rotatable drum'provided with axially 
arranged cigar-receiving pocketsfor carrying 
the cigars past saidroller, and‘roller's mount-" 
ed'onthe drum and arrangedto engage the 
cigars in-their respective pockets for ushing 
them with rolling engagement past t e ?rst 

35 

mentioned ‘roller. 1 I , . _- - 

‘ 7.111 a ‘device'for, vending cigars, the com 
bination- with a hopper having a discharge 
aperture formed therein,‘ of a rotatable car 
r1er mounted in cooperative relation with the 
hopper and having pockets therein to re 

' ceive the cigars therefrom, an arm mounted 
.40 

its 
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transversely ‘of. the carrier and ‘adapted to be 
actuated by' engagement with an article in 
the carrier, and a relatively-‘‘ ?ned roller, 
mounted “opposite to the said arm to,__co6per-~ 
ate with the cigar while it is in engagement 
with the said arm.‘ , ' ‘ 

8, In a vdevice for vending cigars, the com 
bination with a hopper having a discharge 
aperture formed therein, of a delivery-car 
ner mounted in cooperative relation there-' 
with and‘ provided with axially-arranged 
pockets to‘receive the cigars, and agitating~ 
?ngers-mounted to o erate 1n a direction 
transversely of the poo ets of the carrier and 
having portions extending into ‘the pockets 
thereoflfor arranging the cigars to "properly: 
enter the pockets. ' 

' ' 9'. In a vending-machine, the combination 
'. with acasing, a receptacle for, the articles to 
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be-vended, and a delivery device coopera 
tively , arranged therewith,’ of- a drawer move; 
ably mounted in the casing, a locking device 
for normally retaining the drawer within the 
casing, and means controlled by the opera 
tion of the delivery device for unlockirigthe 
drawer. , 

~ relatively ?xed portion-mefthegasmg’for loclée . 
> ing the drawerWithin the casing;za-cam c0 

canoes 

105111 a, vending~machine, the combina» 
tion with}a-reccptaclefor\the articles to be " ' 
vendeii, Vanda‘ delivery device cooperativeiy, 
arrangediiitherewqithg of, a drawer movablyr; " 
mounted inthecasing', a-?exiblearm coepera g 
‘tively'rl'arranged between“ the drawerand \' " 

trolled by the operation’of ‘the delivery vd; ' _ 
vice, and an arm operated thereby and cod gags-c‘ 
crating with the saidwarm'wfor unlocking t e“. ' 
drawer. , ' ~ ~ . 

11-. In a cigar-vending. machine, the com~' . 
bination with a suitable ho per or cigancone 
tainer, of a rotatable drnm aving: a series of 8c 
axially-extending pockets having their walls 
curved at the bottoms of the pockets to con; 
form substantially'te the transverse curvae ' 
ture of the cigars, and normally holding the 
cigars centered‘ in the’ drum, and rollers jour 
naled 'in the drum at points between ‘the 
pockets thereof and normally above the ci ars 
resting therein, ‘and serving to produce rol ing 
engagement with the cigars 1n discharging”, 
the latter from their pockets of'the drum”, > 90 

12. In a device forvending cigars, the com 
bination with. a hopper having a discharge 
aperture formed therein, of a rotatable drum 

85 

mnounted in cooperative relation with the 
hopper and having axially—extending pockets 
therein to receive the cigars therefrom, a piv 
oted arm extending transversely of the drum 
having a portion arranged to be engaged by 
the cigars while in the pockets of the drum, a 
relatively fixed roller journaled- opposite to 
the pivoted arm and adjacent to the periph~ 
cry of the drum, and arranged to engage the 
cigars while-Yin engagement with the said arm, 
and a roller journaled in the walls of each of 
the pockets of the carrier and mounted to en~ 
gageabehind the cigars to eject them between 
the cooperating ortionpof the said arm and 
the ‘ relatively fixed roller, and operating 
means for the drum. I _ ,_ 

13. In a device for vending cigars, the com 
bination with a hopper having a discharge» 
aperture formed therein, of a rotatable drum 

- mounted in1 cooperative relation with the 
hopper and having a series of axially-eXtend-.: 
ing pockets formed thereinior the reception 
of the cigars from‘ the hopper, an oscillatory 
arm pivoted transversely‘ of the axis'of the 
hopper and having aportion adaptedtosco 
operate with the cigarsi.,while-_ leavin 3 
,pockets-oflthehdmm, means for‘ impartin rat,» 
ongitudinal‘mdtion tothesai'c'l-‘iarm latter is being moved;abentgitsépivotiby ‘the 
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cigar in the‘ drum,__.andiopemting means for I 
the drum. . 

14.- Inadevice for vending cigars, the com 
bination with a hopper having‘ a ‘discharge 
aperture therein, of a rotatable drum mount» 
ed in cooperative relation- with the hopper 

I25 

- and having a series of axially ~ extending 
pockets therein for the receptien of the cigars r 30 , 

no 
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from the hopper-fan oscillatory arm mounted r against the cooperating portion of the said 
to o erate in a plane transversely of the axis‘ arm‘ to operate the latter, ' and operating 19 
of t e drum and having portions projecting means'for the drum. ~ 
into the pockets of the drum, means for-mov- , " > _ _ ‘ ‘ Is GA'RSON ' 

5 ing the said arm outwardly of the drum while 1 ' I I v ' Y ' ‘ 

the-said armis being swu about its pivot, Witnesses’: - _ - ‘ 
rollers journaled in the w s of the pockets _CLARENCE' A. BATEMAN, 
for engaging the cigars" and moving them G. WILLARD RICH. 


