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To @ZZ whom, it uta/y concern: 
Be it known that l, JOHNL. BULLooK, a 

citizen of the United States, residing at Hes 
ter, in-the county of Granville and State of 
North Carolina, have invented certain new 
and useful lm rovemen ts in Tob aoco-Curing 
Apparatus, o which the following is a speci 
fication, reference being had therein to the 
accompanying drawings. ' 

This invention relates to improvements in 
furnaces or heaters for drying apparatus, and 

, more particularly for tobacco-curing houses. 

25 

30 

35 

45 

SO 

55 

The object of the invention is to provide a 
simple and practical knockdown or sectional 
furnace which may be readily adapted for use 
in tobacco-curing houses or the like of differ 
ent sizes. ' 

Further objects and advantages of the in 
vention, as well as the structural features by. 
means of which they are attained, will be 
made clear by an examination of the follow 
ing specification, taken in connection with the 
accompanying drawings, in which 

Figure 1 is a horizontal section through a 
tobacco-curing house or shed, showing my 
improved furnace in top plan. Fig. 2 is a 
vertical longitudinal section through the 
same. Fig. 3 is a perspective view of the 
furnace and the heat-‘radiating smoke-pipes 
connected thereto; and Fig. 4 is a perspec 
tive view of one ofthe sections of the furnace, 
showing its parts separated. 

Referring to the drawings by numeral, 1 
denotes a curing house or shed of any form ` 
and construction, and 2 denotes , my im 
proved furnace orheater, which, as shown, 
consists of three similar sections 3 4 5. These 
sections are arranged in longitudinal aline 
ment with each other, with their adjacent 
ends telescoping or overlapping, so as to form 
a continuous fire-box. ‘Each of-the sections 
consists of two rectangular side plates 9, hav 
ing apertures located adjacent to their up 
per edges, and atop plate 6, also of rectangular 
form, with longitudinally- extending flanges 
7 depending from its side edges. The flanges 
7 are arranged at right angles to the top ' 
plate 6 and are also formed at suitable points 
with apertures which register with the aper 
tures in the side plates to receive transverse 
fastening-bolts 8. The top plates are exposed 
to the direct contact of the flames from the 
fire in the furnace, and I preferably make 
them thicker than the side plates in order to 
prolong the life of the furnace. One end of 

>rectangular side plates 

the section 3 extends through a suitable open 
ing in one of the walls of the housing 1 and is 
closed by a suitable door 10. ' The fuel is in 
serted in the fire-box through this outer end 
of the section 3. The section 5 has its ‘outer 
end closed by a cap or end plate 12, which 
has on three of its sides right-angularly-pro 
jecting íianges adapted to-engage the outer 
faces of the top and side plates of the section 
5 and to be secured thereto by bolts or other 
suitable fastenings.y A thimble 13 projects 
from the end plate 12 and is telescoped byone 
end of a horizontally-arranged flue 14, the 
other end of which is connected to a-vertical 
flue 1 5. The latter has its upper end connect 
ed to one end of a flue 16, which extends 
around the housing 1, and has at its opposite 
end an outlet-flue 17 projecting outside of 

«Y the housing. 
By constructing the furnace as above de 

scribed it will be seen that it may be quickly 
and easily set up or taken down, and when 
taken apart it may be packed in a small 
space for shipment or storage. By making 
it of a plurality of telescoping sections a 
greater or less number of them may be em 
ployed, according to the size of the house or 
shed to be heated, so that the proper tem 
perature may be readily maintained in the 
latter. 
Having thus described my invention, what 

I claim as new, and desire to secure by Let 
ters Patent of the United States, is» 

1. A furnace of the character described, 
comprising a plurality of knockdown sec 
tions arranged in end-to-end alinement with 
their adjacent ends telescoping or overlap 
ping, each of said sections comprising side 
plates, top plates, and detachable fastenings 
connecting said top _and side plates, a door 
closing the outer end of one of the endmost 
sections, and a cap or end plate closing the 
outer end of the other endmost section and 
provided with a thimble for the reception of 
a smoke-flue. ' 

2. VA furnace of the character described, _ 
comprising a plurality of knockdown sec 
tions arranged in end-to-end alinement with 
their adjacent ends telescoping or overla  
ping, each of said sections comprising paralfel 

having apertures ad- ̀ 
jacent to their upper edges, a rectangular top 
plate having integral, longitudinally-extend 
ing flanges depending from its side edges and 
formed with apertures to aline with the aper 
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tures in said side plates, fastening-bolts passed 
through said allning apertures and detaoh- the purposes set forth. 
ably securing the top plate upon said side In testimony whereof I hereunto affix rny 
plate?, 1a door closing the open outer end oí i signature in presence of tWo witnesses. ` 
one o ‘ t 1e endinost sections, and a cap or en 
plate arranged upon the outer end of the i JOHN L‘ BULLOCK' 
other endrnost section and having integral Í Witnesses: 
Hanges detaohahly secured to said section ' _ WV. R. FLEMING, 
and an integral thirnble for the reception of a T. D. AIKEN. 

smoke~pipe, substantially asshoWn and'for ro 


