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To all whom it 'netz/,7] concer/L: 
Be it known that l, WILLIAM Snnrennn, a 

citizen of 'the United States,residing at Troy, 
in the county of Rensselaer and State of New 
York„ have invented certain new and useful 
Improvements in Securing l/Vigs in Place ; 
and l do hereby declare the following to be a 
full, clear, and exact description of the inven 
tion, such as will enable others skilled in the“ 
art to which it appertains to make and use 
the same. ‘ 

My invention relates to improvements in 
the material for securing wigs and toupces in 
place, which is disclosed in my Patent No. 
833,092, dated October 9th, 1906. In that 
patent is described a material which consists 
of a thin, narrow strip of flexible material 
adapted to serve as an intermediate flexible 
connection and adhesive carrier between the 
wig or toupee and the scalp1 and being for 
that purpose coated on both sides with an 
adhesive material. In use a short strip of 
the material is applied to the inner surface of 
the wig at appropriate points and the wig is 
then applied to the scalp, the adhesive mate 
rial on the underside of the strips adhering 
to the scalp. I find that in the use of this 
material, it sometimes occurs that the strip 
of flexible material, instead of adhering to the 
wig when the wig is removed is left on the 
scalp. The object of my present invention 
is to overcome this objectionable feature. I 
accomplish this object by spreading the ad 
hesive material over a greater area on the 
side of the strip which is placed next the wig, 
than on the side which comes into contact 
with the scalp. The result ofso doing is that 
when the wig is lifted from the head the pull 
tending to separate the surfaces between 
which the adhesive material is located docs 
not occur until the wig has been lifted sufli 
ciently to begin to separate the surface of 
smaller area which is next the scalp. The 
greater area which is in adherence with the 

i under surface of the wig, besides having itself 
the greater adhesiveness due to its extent, 
gives lwhat is practically an increased lever 
age to the pull tending to separate the strip 
from the scalp over that tending to separate 
the strip :from the wig. The result is that 
the strip will in all cases adhere to the wig 
and never to the scalp. 
In the drawings I have illustrated two 

_ different ways in which the adhesive material 
55 may be spread on the surface of the strip 

which 1s to come into contact with the head, 

it being understood that the surface of the 
strip which is to come into contact with the 
wig is entirely covered with the adhesive ma 
terial. 

Referring to the drawings, Figure l repre 
sents the under surface of a toupee with 
three strips of my holding material in place 
thereon, Fig. 2 represents a strip of the hold 
ing material showing the exterior protective 
coverings; F ig. 3 represents the surface of a 
strip which is to come into contact with the 
scalp and on which there is a short space at 
each end uncovered bythe adhesive material, 
and Fig. ¿t represents a similar surface in 
which there isa margin around the entire 
surface left free from the adhesive material. 

'l‘he flexible connecting and adhesive-carry 
ing strip comprises a strip of some appropri 
ate textile material a, one surface of which is 
entirely covered with the adhesive material 
indicated at I), while thc other surface is only 
partially covered with adhesive material, as 
indicated at b’. For the purpose of conven 
ient shipment and handling, both surfaces 
of the strip are protected with a removable 
covering of protective gauze, or the like, in 
dicated at c. 

ln use, the protective covering is 'first re 
moved from that side of the strip which is to 
be applied to the wig, and the strip is so ap 
plied. '.l`l’1cprotective covering may then be 
removed from the side of the strip which is to 
be applied to the scalp, and after all of the 
strips are so applied in the proper places, the 
wig is pressed onto the head. On the re 
moval of the wig, the extent of the adhesive 
material in contact with the wig will insure 
that the strip will adhere to the wig and not 
to the scalp in the manner which has been do 
scribcd. ' 

Though l have illustrated and described as 
the preferred form a strip in which the ad 
hesive material completely covers the sur 
face applied to the wig7 yet, it will be obvious 
that this is not necessarily so, so long as the 
extent of the adhesive material on this sur 
face is materially greater than on the surface 

_ which is to be applied to the scalp. 
What l claim is : 
l. Means for securing wigs or toupees in 

place, comprising a thin, narrow strip of ilexi 
ble material adapted to serve as an interme 
diate flexible connection and adhesive car 
rier between the wig or toupce and the scalp, 
said strip being provided on both sides with 
an adhesive coating, the area of the adhesive 
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which eovers only the Iniddle portion of the 
strip leaving an uncovered portion at each 
end, substantially as described. 

In testimony whereof I aHiX my signature7 
in presence of two witnesses. 

ÑÑILLIALÍ SLEICHER. 

coating on one side being greater than on the 
other, as and Jfor the purpose described. 

2. Means for securing wigs or tonpees in 
place, Comprising a tliin7 narrow strip of ÍleXi- l 

5 ble materiel adapted to serve as an interine- l 
diate ÍleXible connection and adhesive ear 
rier between the Wig or toupee and the scalp, 
said strip being` entirely covered on one side ÑVitnesses: 
with an adhesive coating, and being provided J. F. ÑVI-IELAN, 

[o on the other side with an adhesive coating I. M. ÑVITMAN. 


