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(57) ABSTRACT 

The invention concerns an electrical connection device (1) 
designed to be implanted inside an animal’s body to provide 
an electrical connection between several electrical wires, 
characterized in that it comprises: 

a housing (10) comprising at least one opening (11) formed 
at the surface of said housing (10) at the end of at least 
one cavity formed inside the housing (10), said cavity 
being designed to receive a ?rst electrical wire through 
opening (11); 

electrical interconnection means (8) to establish an electri 
cal connection between said ?rst electrical wire and at 
least one second electrical wire; 

a means for maintaining the position of the ?rst electrical 
wire in the corresponding cavity, said position mainte 
nance means having a cam (13) rotatably mounted in the 
housing to compress said ?rst electrical wire against the 
inner walls of the cavity during rotation of cam (13) in a 
direction tending to insert said ?rst electrical wire inside 
the corresponding cavity. 
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ELECTRICAL CONNECTION DEVICE 
IMPLANTABLE IN THE HUMAN BODY 

This is a non-provisional application claiming the bene?t 
of International application number PCT/EP2010/055426 
?led Apr. 23, 2010. 

FIELD OF THE INVENTION 

5 

The present invention concerns electrical connections in 10 
the medical ?eld, and more particularly an electrical connec 
tion device implantable in the body of an animal, in particular 
in the human body. 

TECHNICAL BACKGROUND 

There have been major advances in electrical equipment 
designed to be installed inside a patient’s body within the past 
few years. We can cite, as non-limiting examples, medical 
devices implanted to compensate for failure of a natural 
organ, such as the heart, for example, devices that monitor 
certain physiological parameters, or even devices suitable to 
deliver a particular dose of a particular therapeutic substance 
at a given time and in a speci?c part of the body. 

This development has been such that it is not rare for 
several electrical medical devices to be implanted in the body 
of the same patient. This is the case, for example, for certain 
treatments that must take place in several separate areas, in 
the case where it is necessary to have an electrical device 
implanted to supervise the operation of other implanted 
devices, in the case where an implanted electrical device 
supplies other implanted devices, etc. 

Very often, the various electrical implanted medical 
devices in a patient need to be connected together electrically, 
for example to have a centralized power supply system, or so 
that data can be exchanged among the various devices. 

There is therefore a need to facilitate the electrical connec 
tions among these various implanted devices. 
A goal of the present invention is therefore to provide an 

electrical connection device designed to be implanted inside 
an animal’s body, such as a human, to electrically connect 
various electrical devices. 

In particular, a goal of the present invention is to provide an 
electrical connection device implantable in an animal’s body, 
such as a human, providing reliable electrical connection, 
with “calibrated” extraction between the electrical devices 
while offering simplicity of use, especially in terms of con 
necting electrical wires together. 

DISCLOSURE OF THE INVENTION 

To this end, an electrical connection device is proposed, 
designed to be implanted inside an animal’s body to provide 
an electrical connection between several electrical wires, 
characterized in that it comprises: 

a housing comprising at least one opening formed at the 
surface of said housing at the end of at least one cavity 
created inside of the housing, said cavity being designed 
to receive a ?rst electrical wire through the opening; 

electrical interconnection means to establish an electrical 
connection between said ?rst electrical wire and at least 
one second electrical wire; 

a means for maintaining the position of the ?rst electrical 
wire in the corresponding cavity, said positioning main 
tenance means having a cam rotatably mounted in the 
housing to compress said ?rst electrical wire against the 
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2 
inner walls of the cavity during rotation of the cam in a 
direction tending to insert said ?rst electrical wire inside 
the corresponding cavity. 

Some preferred but non-limiting aspects of this electrical 
connection device, taken alone or in combination, are the 
following: 

the cam has a pro?le with a compression portion designed 
to compress the ?rst electrical wire against the inner 
walls of the cavity, said compression portion comprising 
means designed to mechanically engage the ?rst electri 
cal wire. 

the compression portion is serrated, toothed, and/or rough. 
the position maintenance means comprises an actuator 

means to rotate the cam. 

the position maintenance means comprises a locking 
means to lock the cam in position when said cam is in 
position to compress the ?rst electrical wire. 

the locking means comprises a locking component slidably 
mounted in the housing and designed to be inserted into 
a complementary rail provided in the cam so as to pre 
vent any rotation movement of the cam. 

the locking means further comprises a spring mechanism 
designed to automatically lock the locking component 
when it is positioned at the end of course in the comple 
mentary rail of the cam. 

the device further comprises sealing means arranged at the 
opening formed in the housing at the end of the cavity so 
as to insulate the inside of the cavity from the outside of 
the housing. 

the surface of the housing comprises a recess in the periph 
ery of the opening, said recess being designed to coop 
erate with a protrusion provided on said ?rst wire so as to 
form a gasket between the inside of the cavity and the 
outside of the housing when said ?rst electrical wire is in 
position in the cavity. 

the recess has a cylindrical, truncated or hemispherical 
shape. 

the device is characterized in that: 
the housing comprises several openings formed at the 

surface of said housing at the end of the cavities 
created inside of the housing, each cavity being 
designed to receive at least one electrical wire; 

the electrical interconnection means are arranged to 
establish a given electrical connection between the 
various wires; and 

the device further comprises position maintenance 
means at the openings provided at the surface of the 
housing, the maintenance means associated with each 
opening having an identical structure and function. 

the cavities are longitudinal and extend along an axis, the 
axes of the various cavities being contained in a same 
single plane, called cavity plane, each cam being rotat 
ably mounted in the housing with regard to a normal axis 
of rotation of the cavity plane. 

According to another aspect of the invention, an electrical 
connection assembly is proposed, characterized in that it 
comprises: 

an electrical connection device such as described previ 
ously, and 

at least one electrical wire designed to be inserted into the 
opening formed at the surface of the housing of the 
electrical connection device, said electrical wire having 
a sheath portion with a protrusion over the entire periph 
ery of the electrical wire, said protrusion being arranged 
on the electrical wire at a position speci?cally chosen so 
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that the protrusion rests on the surface of the housing at 
the opening when said electrical wire is in position in the 
cavity. 

Some preferred but non-limiting aspects of this electrical 
connection assembly are the following: 

the protrusion has a cylindrical, conical or hemispherical 
shape. 

the protrusion is created on a sleeve designed to be posi 
tioned aron the electrical wire. 

the protrusion has a shape complementary to the recess 
provided at the surface of the housing at the opening, so 
as to form a gasket between the inside of the cavity and 
the outside of the housing when said ?rst electrical wire 
is in position in the cavity. 

DESCRIPTION OF THE FIGURES 

Other characteristics and advantages of the invention will 
appear from the following description, which is purely illus 
trative and non-limiting and should be read with regard to the 
attached drawings, in which: 

FIG. 1 is a schematic representation of the electrical con 
nection system proposed; 

FIG. 2 is a schematic representation of one embodiment of 
the electrical connection device presented; 

FIGS. 3 to 5 are schematic representations of the various 
embodiments of the sealing means for the electrical connec 
tion device of FIG. 2. 

DETAILED DESCRIPTION OF THE INVENTION 

As seen above, there are more and more implanted medical 
devices requiring continuous power supply by means of an 
electrical connection cable, acting as a power cable, posi 
tioned percutaneously and therefore having the disadvantage 
that it can become infected at the percutaneous passage and 
that this infection can spread to the implanted medical device, 
which one is seeking to avoid. 

In addition to the fact that there are a certain number of 
medical devices for which it is impossible to stop operation 
for a suf?ciently long time to be able to replace the infected 
power supply cable without putting the patient’s life in dan 
ger, there are also a certain number of cases where the power 
supply cable cannot be replaced independently of the medical 
device. In these cases, it is necessary, if we wish to stop the 
progress of the infection, to replace the entire medical assem 
bly made up of the implanted medical device and the percu 
taneous power cable, which represents very high costs, both 
with regard to the equipment to be replaced and to the surgical 
procedure itself. 

In order to resolve this issue, we propose a novel electrical 
connection system that has the feature of being removable 
with regard to the implanted medical device, while having a 
back-up power supply parallel to the main power supply; this 
back-up power supply allows supplying the implanted medi 
cal device when the main power supply cable of the connec 
tion system that is infected must be removed to be replaced. 
As is shown schematically in FIG. 1, the electrical connec 

tion system proposed comprises a main power supply cable 4 
with a certain number of electric wires that allow passing an 
electrical current between a power supply device 3 external to 
the human body and electrical medical device 2 implanted in 
the patient’s body. This main power cable 4 preferably has the 
same characteristics as the conventional power supply cable; 
in particular, main power supply cable 4 is designed to be 
positioned percutaneously to electrically connect external 
power supply system 3 to implanted medical device 2. 
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4 
The special feature of this proposed electrical connection 

system resides in the electrical connection between main 
supply cable 4 and implanted medical device 2. Indeed, the 
end of the main power cable 4 designed to be connected to 
electrical implanted medical device 2 has a particular connec 
tion device 1, which is designed, on the one hand, to allow an 
electrical connection between the wire of the same electrical 
phase of main power supply cable 4 and electrical implanted 
medical device 2, this connection being done by means of 
particular connectors and interconnection means, and which 
further includes additional connectors arranged to allow an 
electrical connection between the electrical wires of 
implanted medical device 2 and electrical wires external to 
main power cable 4. 

Connection device 1 positioned at the implanted end of 
main power supply cable 4, and for which we will show a 
particular embodiment later on in this text, thus allows con 
necting a second assembly of electrical wires, assembled, for 
example, in a secondary electrical cable 6, to implanted medi 
cal device 2. In particular, the electrical connection system 
proposed therefore permits having a second power supply in 
parallel to the ?rst power supply so as to be able to supply 
power to implanted medical device 2 by this second power 
supply if this proves necessary. 

Let’s take the non-limiting example of the case where the 
implanted medical device is an implanted left ventricular 
assist device (LVAD) heart pump, for which continuous 
power supply is usually provided by means of an electrical 
cable ?xed in a non-removable manner to the pump, and 
coupled percutaneously to a power source outside the patient. 

Such heart assist pumps are generally implanted tempo 
rarily in the patient, but implantation durations are becoming 
increasingly longer today, so that it is not rare for the power 
supply cable to break or become infected from the corre 
sponding percutaneous passage. As soon as the infection 
begins at the percutaneous passage, the infection spreads 
along the power cable in the direction of the heart assist pump, 
and it is therefore vital to be able to stop this spread of the 
infection before it reaches the pump in order to save the 
patient’s life. 
By using a heart assist pump associated with a power 

supply system in the form of the electrical connection system 
proposed, it is possible to stop the spread of the infection by 
replacing the main power supply cable in a relatively simple 
and inexpensive way. 

In fact, in this case, electrical implanted medical device 2, 
i.e., the heart assist pump, is connected to a main power 
supply cable 4 by means of a particular electrical connection 
device 1 that allows connecting a second power supply cable 
6 parallel to main power supply cable 4. Thus, when main 
power supply cable 4 is infected, it is possible to connect a 
second power supply source to the implanted electrical medi 
cal device by means of a second power supply cable 6 con 
nected to electrical connection device 1. With such a connec 
tion system, it is therefore possible to cut the main power 
supply while continuing to provide the heart assist pump with 
power by means of second power supply cable 6 coupled to a 
power source, thus guaranteeing the continuous operation of 
the pump. 
As soon as the heart assist pump is supplied by a secondary 

power source, it is possible to disconnect main power cable 4 
from connection device 1 so as to remove it from the patient 
and eliminate any source of infection. Main power supply 
cable 4 can therefore be replaced easily without putting the 
patient’s life in danger by stopping an implanted medical 
device since this device continues to be supplied by means of 
second power supply cable 6 connected to electrical connec 
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tion device 1. Once infected main power supply cable 4 is 
removed, a new one can be inserted under sterile conditions, 
to connect to electrical connection device 1 on one side and to 
external power supply source 3 on the other side, so that the 
heart assist pump can again be supplied with power by means 
of main power supply cable 4. In this case, emergency power 
supply cable 6, positioned for purposes of the procedure, can 
be removed, and the percutaneous passage for main electrical 
supply cable 4 reclosed so as to return implanted electrical 
medical device 2 to standard operation by means of main 
power supply cable 4 connected to external power supply 
source 3. 

In order to be conducted under optimal conditions for 
success, the change of main power supply cable 4 requires a 
rigorous surgical protocol meeting several requirements: 

?rst, connect emergency power supply cable 6 under sterile 
conditions, by making a ?rst antiseptic surgical 
approach opposite connection device 1 coupled to elec 
trical implanted medical device 2; 

second, remove infected main power supply cable 4 by 
disconnecting it from connection device 1, and by pull 
ing it to the outside of the body while avoiding spreading 
the infection that one seeks to eradicate. 

Therefore, it is necessary to perform a surgical procedure 
requiring very rigorous antisepsis near an area infected by 
bacteria that are not exceptionally resistant to current antibi 
otics. 

According to another embodiment of the invention, the 
proposed electrical connection system is implanted, con 
nected on one side to implanted medical device 2 and on the 
other side to external power supply device 3, by means of 
main power cable 4 connected to proposed connection device 
1, the connection system further comprising an emergency 
power cable 6 whose electrical wires are connected to addi 
tional connectors of connection device 1 so as to be intercon 
nected with the electrical wires of the same phase of the 
electrical implanted medical device 2. 

In this case, emergency power supply cable 6 is connected 
at one of its ends to connection device 1, and is connected at 
its other end to speci?c connection means 7 by means of 
which it is possible to connect said emergency power supply 
cable 6 to a power source outside the patient. 

This assembly composed of emergency power supply 
cable 6, by means of additional electrical connections 7, 
combined with connection device 1 presented, constitutes an 
additional emergency electrical connection (AEEC). 

Additional electrical connection means 7 positioned at the 
free end of emergency power supply cable 6 can have differ 
ent forms. Preferably, connection means are used that are 
designed to be positioned subcutaneously so as to be easily 
accessible by a practitioner from outside the patient without 
necessarily having to make speci?c incisions. 

For example, a socket positioned subcutaneously and com 
prising connectors in the form of female sockets can be used, 
in which it is possible to implant pins connected to an external 
power supply source, and by means of which electricity can 
be conducted to emergency power supply cable 6. 

Preferably, these subcutaneous connection means 7 are 
arranged and positioned in the patient so as to be easily and 
reliably accessible from the outside. 

Subcutaneous connector 7 may, for example, have the form 
of an open housing having several internal compartments 
insulated electrically from one another, each compartment 
being ?lled with a conductive material into which the electri 
cal connection plugs can be inserted. The conductive material 
of each compartment is further connected to the electrical 
wires of emergency power supply cable 6. Furthermore, a 
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6 
sealing membrane seals the housing, said sealing membrane 
being formed of an insulating and ?exible material designed 
for insertion of electrical connection plugs from outside the 
housing through said sealing membrane to the conductive 
materials of the compartments. 

In addition to being able to manage the problems of chang 
ing the power supply cable in case of infection from the 
percutaneous passage, such an embodiment of the connection 
system having an emergency power cable 6 positioned in situ 
further allows being able to quickly substitute a second power 
supply source for main power supply source 3 in case this 
source fails, or, for example, when main power supply cable 
4 is damaged and can no longer supply electrical implanted 
medical device 2 with power. 
As has already been mentioned, the electrical connection 

system proposed can be adapted to any type of implanted 
medical device preferably requiring a continuous power sup 
ply. 

The electrical connection system proposed is especially 
suited to power supply for electrical medical devices serving 
to ensure the functioning of a failed organ, as is the case, for 
example, of the heart assist pump presented. 
The electrical connection system proposed can also be 

used for other types of electrical implanted medical devices, 
such as, for example, devices intended to deliver medicinal 
substances directly inside the human body in a controlled 
manner. 

This particular electrical connection system can also be 
used in order to electrically supply an implanted power gen 
eration device, such a power generation device being gener 
ally connected to several other implanted medical devices 
inside the patient’s body. 

Moreover, the electrical connection system proposed may 
be used to electrically connect any type of internal electrical 
device, i.e., implanted in the patient, to any type of external 
electrical device, including devices for collecting data mea 
sured inside the patient’s body. 

Electrical connection device 1 proposed comprises special 
electrical interconnection means 8 that allow connecting the 
electrical wires of main cable 4 to the electrical wires of the 
same phase of electrical implanted medical device 2 on one 
side, and to connect the electrical wires of a possible emer 
gency power supply cable to the electrical wires of the same 
phase of electrical implanted medical device 2 on the other 
side. These interconnection means 8 can have a more or less 

complex structure. 
According to the simplest form, the different connectors 

are connected by soldered wiring. According to a more com 
plex embodiment, the interconnection means are created by 
means of a printed circuit that associates the connectors 
together so as to connect the electrical wires of the same phase 
according to a particular diagram, de?ned according to the 
needs identi?ed. 

According to one particular embodiment, interconnection 
means 8 can be activated via a selector that allows changing 
the electrical connections, for example to connect either main 
power supply cable 4 or emergency power supply cable 6 to 
electrical implanted medical device 2. In this case, a diode, for 
example, can indicate what electrical port is operational. 

Electrical connection device 1 used in the electrical con 
nection system proposed at the end of main power supply 
cable 4 can have different forms as long as electrical connec 
tion device 1 is adapted for implantation within the human 
body, and that it allows reliable electrical connection between 
various electrical wires coming from various devices or 
cables while offering removable connection of these different 
electrical wires. 
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In fact, for the electrical connection system presented 
above, it is vital to be able to have a connection device 1 that 
allows removable and reliable connection of main power 
supply cable 4, as well as removable, and as reliable as pos 
sible, connection of a possible secondary power supply cable 
6, called emergency cable or backup cable. 

According to one particular embodiment, such as illus 
trated in FIG. 2, an electrical connection device 1 is proposed 
in the form of a housing 10 that comprises a certain number of 
internal cavities inside which it is possible to insert electrical 
wires 12 by means of openings 11 arranged at the surface of 
housing 10. Furthermore, electrical connection device 1 has 
interconnection means (not shown) that are designed to estab 
lish a speci?c electrical connection between the various elec 
trical wires 12 inserted into electrical connection device 1, so 
as, in particular, to connect electrical wires 12 of the same 
phase provided for a power supply. 

Note that housing 10 can have any shape, for example 
rectangular or oval. Moreover, the housing is preferably 
designed in a biocompatible material, as is any element mak 
ing it up that could come into contact with the interior of the 
patient’s body. 
As mentioned above, it is necessary for electrical connec 

tion device 1 presented to be designed for a removable con 
nection of electrical wires 12, while guaranteeing that elec 
trical wire 12 is reliably held in position in the corresponding 
cavity when it is not wished for electrical cable 12 to be 
disconnected from electrical connection device 1. 

For this purpose, housing 10 integrates position mainte 
nance means 13, preferably at each opening, so as to hold 
electrical wire 12 inserted through corresponding opening 11 
in position. More precisely, the position maintenance means 
proposed comprises a cam 13 mounted rotatably in housing 
10 so as to compress electrical wire 12 against the inner walls 
of the cavity when this wire is inserted through corresponding 
opening 11. 
Cam 13, mounted rotatably in housing 10, therefore has a 

compression portion that can compress electrical wire 12 
against the inner walls of the corresponding cavity when cam 
13 is in a particular position, and a surface called neutral, 
which does not exert any pressure on electrical wire 12 when 
it is facing this surface. 

Preferably, cam 13 is mounted rotatably in housing 10 so 
that rotation of cam 13 in a direction tending to insert elec 
trical wire 12 inside the cavity brings the compression surface 
of the cam opposite said electrical wire 12 so as to compress 
it against the inner wall of the corresponding cavity. 

Thus, when cam 13 is activated rotatably so as to come to 
compress the corresponding electrical wire, the rotation 
movement of cam 13 tends to insert the wire into housing 10 
which is preferable for the reliability of the electrical connec 
tion within electrical connection device 1. 

Preferably, the compression surface of cam 13 is adapted 
so as to mechanically engage electrical wire 12 designed to be 
compressed. Thus, the compression portion of cam 13 can, 
for example, be serrated or toothed, and/or rough, so that the 
compression surface can come to be engaged inside the 
sheath provided aron electrical wire 12. Such a serrated or 
toothed compression surface of cam 13 allows not only a 
better engagement of electrical wire 12 in the cavity of hous 
ing 10, but also allows electrical wires with slightly different 
dimensions to be held in position 13. In fact, these diameter 
differences can be compensated for by the depth of insertion 
of the notches or teeth inside the sheath surrounding electrical 
wire 12. 

According to a preferred embodiment, the position main 
tenance means further has a locking means (14, 15) designed 
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8 
to lock cam 13 when it is in the position of compressing 
electrical wire 12. This locking means (14, 15) therefore 
prevents electrical wire 12 from being able to be removed 
from housing 10 unintentionally. 

Such a locking means (14, 15) further comprises a locking 
component 14, slidably mounted, for example, inside hous 
ing 10, and being designed to cooperate with a complemen 
tary rail 15 provided in cam 13 for position maintenance. 
When cam 13 is turned so that the compressionportion comes 
to compress electrical wire 12 against the inner wall of the 
cavity, locking component 14 comes to be inserted inside 
complementary rail 15 provided in cam 13. Locking compo 
nent 14 slides inside complementary rail 15 provided in cam 
13 until it comes to stop against the closed end of comple 
mentary rail 15 where a mechanism to lock locking compo 
nent 14 in complementary rail 15 is provided. This mecha 
nism can be, for example, a spring mechanism arranged to be 
automatically activated when locking component 14 is placed 
in a speci?c position inside complementary rail 15, for 
example stopped against the closed end of said complemen 
tary rail 15. 

Thus, when cam 13 is in a position to compress electrical 
wire 12 against the inner walls of the cavity, this cam 13 is 
held locked in position by locking means (14, 15) described. 
This prevents electrical wire 12 from being withdrawn from 
connection device 1, which guarantees a reliable electrical 
connection between the various electrical wires 12. If it 
proves necessary to remove said electrical wire 12, it is suf 
?cient to deactivate locking means (14, 15), for example by 
triggering the spring mechanism, if applicable. 

Furthermore, electrical connection device 1 can be 
adjusted so that inserting electrical wires 12 into housing 10 
is done in a sealed manner, i.e., the inside of the cavities 
created in housing 10 are insulated from the external environ 
ment of housing 10 when electrical wires 12 are in position, 
connected into said electrical connection device 1. To this 
end, it is preferable to create the seal mentioned at each of 
openings 11 created in housing 10. 

Housing 10 can, for example, have a recess 111 at the 
peripheries of openings 11, said recess being designed to 
cooperate with a protrusion 121 provided on electrical wire 
12 so that the cooperation between protrusion 121 and recess 
111 forms a gasket between the inside of the cavity and the 
outside of housing 10 when electrical wire 12 is in position 
connected to the inside of the cavity. 

FIGS. 3, 4 and 5 illustrate particular embodiments of such 
a sealing arrangement by the cooperation of a recess 111 
created in opening 11 of housing 10 with a protrusion 121 
provided on electrical wire 12 intended to be inserted into said 
opening 11. 
As illustrated in FIG. 3, recess 111 can have a cylindrical 

shape, protrusion 121 provided aron electrical wire 12 then 
further having a cylindrical shape aron the wire, comple 
mentary to cylindrical recess 111 created at the periphery of 
opening 11 of the housing. 

According to another embodiment such as illustrated in 
FIG. 4, recess 111 created at opening 11 has a truncated shape 
designed to cooperate with a protrusion 121 having a ring 
shape that is further truncated surrounding wire 12. 
A recess 111 can further be provided at opening 11 having 

a hemispherical shape to cooperate with a protrusion 121 
created around electrical wire 12 and also having a hemi 
spherical shape designed to cooperate with the hemispherical 
shape of recess 111. 
Note that these last two embodiments are particularly 

effective to guarantee a certain seal between the inside of the 
cavity and the outside of housing 10 since the seal will be 
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ensured even if there are imperfections when recess 111 is 
formed in the housing and/or protrusion 121 is formed on 
electrical wire 12. 
An embodiment can further be considered in which the 

surface of housing 10 at opening 11 does not have any recess, 
in which case the seal between the inside of the cavity and the 
outside of housing 10 is ensured by protrusion 121 alone 
provided on wire 12 that rests against opening 11 and thus 
guarantees a certain seal. In this case, protrusion 121 can also 
have any shape, preferably hemispherical, truncated, or even 
cylindrical. 

Protrusion 121 provided on electrical wire 12 can be 
directly formed in the insulating sheath surrounding said 
electrical wire 12. According to a preferred embodiment, 
protrusion 121 provided to surround electrical wire 12 is 
formed in a sleeve that is designed to surround the insulating 
sheath of electrical wire 12 so that it is possible to position 
said protrusion 121 anywhere with regard to the end of elec 
trical 12 that one wishes to connect to connection device 1. 
This is even more advantageous in that the position of pro 
trusion 121 with respect to opening 11 is critical for the seal 
between the inside of the cavity and the outside of housing 10 
to be as effective as possible. Even more preferably, cam 13, 
designed to hold wire 12 in position inside the cavity, is 
designed to cooperate with the sleeve bearing protrusion 121 
around wire 12 so that cam 13 can hold in position not only 
electrical wire 12, but also protrusion 121 corresponding to it. 

Furthermore, cam 13 has actuator means 16 that bring said 
cam 13 into the desired position, to hold electrical wire 12 
?xed inside housing 10, for example, or to release this elec 
trical wire 12. These actuator means 16 can have the shape of 
a speci?c notch, for example, into which it is possible to slide 
a tool from the outside of housing 10, such as, for example, a 
screwdriver, so that cam 13 can be rotated inside housing 10 
mechanically, by a practitioner, which guarantees an even 
better reliability of electrical connection device 1 presented. 

Although electrical connection device 1 has been pre 
sented in reference to the electrical connection system 
described above, its use is obviously not limited to the elec 
trical connection system described. In particular, such an 
electrical connection device 1 can be used to connect together 
electrical medical devices implanted inside the patient’s 
body, or even to enable electrical connection between an 
implanted power source and one or more electrical implanted 
medical devices, etc. 

Moreover, electrical connection device 1 presented has 
been described in reference to a single cavity and a single 
opening provided for the connection of a single electrical 
wire. It goes without saying that the corresponding technical 
teaching can be adapted to form an electrical connection 
device 1 with several cavities, several openings and several 
position maintenance means for wires designed to be inserted 
into each opening, the interconnection means provided inside 
electrical connection device 1 being adjusted according to the 
needs of the electrical connection that one wishes to create by 
means of electrical connection device 1 presented. 

Likewise, the electrical connection system has been pre 
sented in relation to the single issue of power supply for an 
electrical implanted medical device. However, it could be 
adapted for other purposes, for example to guarantee continu 
ous transmission of data received by the implanted medical 
device or data controlling this implanted medical device. 
Preferably, the electrical connection system presented is used 
to ensure continuous power supply, as well as to permit reli 
able transmission of particular data, which simply requires 
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10 
adjusting the number of electrical wires integrated into the 
various cables, and the number of connectors of the connec 
tion device. 
The reader will understand that numerous modi?cations 

can be introduced without materially exceeding the scope of 
the novel teachings and advantages described here. Conse 
quently, all modi?cations of this type are intended to be 
incorporated in the scope of the invention. 
The invention claimed is: 
1. An electrical connection device (1) designed to be 

implanted inside an animal’s body to enable an electrical 
connection between several electrical wires, wherein it com 
prises: 

a housing (10) comprising at least one opening (11) formed 
at the surface of said housing (10) at the end of at least 
one cavity formed inside the housing (10), said cavity 
being designed to receive a ?rst electrical wire through 
opening (11); 

electrical interconnection means (8) to establish an electri 
cal connection between said ?rst electrical wire and at 
least a second electrical wire; 

a position maintenance means for maintaining the position 
of the ?rst electrical wire in the corresponding cavity, 
said position maintenance means having a cam (13) 
rotatably mounted in the housing to compress said ?rst 
electrical wire against the inner walls of the cavity dur 
ing rotation of cam (13) in a direction tending to insert 
said ?rst electrical wire inside the corresponding cavity, 

wherein the cam (13) comprises a pro?le with a compres 
sion portion designed to directly compress the ?rst elec 
trical wire against the inner walls of the cavity, said 
compression portion comprising means designed to 
mechanically engage the ?rst electrical wire. 

2. The device of claim 1, wherein the compression portion 
is serrated, toothed, and/ or rough. 

3. The device of claim 1, wherein the position maintenance 
comprises an actuator means (16) to rotate the cam. 

4. The device of claim 1, wherein the position maintenance 
means comprises a locking means (14, 15) to lock cam (13) in 
position when said cam (13) is positioned to compress the ?rst 
electrical wire. 

5. The device of claim 4, wherein the locking means com 
prises a locking component (14) slidably mounted in the 
housing and designed to be inserted into a complementary rail 
(15) provided in the cam (13) so as to prevent any rotation 
movement of cam (13). 

6. The device of claim 5, wherein locking means (14, 15) 
further have a spring mechanism designed to automatically 
lock locking component (14, 15) when it is positioned at the 
end of course in complementary rail (15) of cam (13). 

7. The device of claim 1, wherein it further comprises 
sealing means arranged at the opening formed in the housing 
at the end of the cavity so as to insulate the inside of the cavity 
from the outside of the housing. 

8. The device of claim 7, wherein the surface of the housing 
comprises a recess (111) in the periphery of the opening, said 
recess (111) being designed to cooperate with a protrusion 
(121) provided on said ?rst wire so as to form a sealing joint 
between the inside of the cavity and the outside of housing 
(10) when said ?rst electrical wire is in position in the cavity. 

9. The device of claim 8, wherein recess (111) has a cylin 
drical, truncated or hemispherical shape. 

10. The device of claim 1, wherein: 
the housing comprises several openings (11) formed at the 

surface of said housing (10) at the end of the cavities 
formed inside the housing (10), each cavity being 
designed to receive at least one electrical wire; 
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electrical interconnection means (8) are arranged to estab 
lish a given electrical connection among the various 
wires; and 

the device further comprises position maintenance means 
at openings (11) provided at the surface of housing (10), 
the maintenance means associated with each opening 
(11) having an identical structure and function. 

11. The device of claim 10, wherein the cavities are longi 
tudinal and extend along an axis, the axes of the various 
cavities being contained in a same single plane, called cavity 
plane, each cam (13) being rotatably mounted in housing (10) 
around a normal axis of rotation of the cavity plane. 

12. An electrical connection assembly, wherein it com 
prises: 

an electrical connection device (1) designed to be 
implanted inside an animal’ s body to enable an electrical 
connection between several electrical wires, compris 
ing: 

a housing (10) comprising at least one opening (11) formed 
at the surface of said housing (10) at the end of at least 
one cavity formed inside the housing (10), said cavity 
being designed to receive a ?rst electrical wire through 
opening (11); 

electrical interconnection means (8) to establish an electri 
cal connection between said ?rst electrical wire and at 
least a second electrical wire; 

a position maintenance means for maintaining the position 
of the ?rst electrical wire in the corresponding cavity, 
said position maintenance means having a cam (13) 
rotatably mounted in the housing to compress said ?rst 
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electrical wire against the inner walls of the cavity dur 
ing rotation of cam (13) in a direction tending to insert 
said ?rst electrical wire inside the corresponding cavity, 

wherein the cam (13) comprises a pro?le with a compres 
sion portion designed to directly compress the ?rst elec 
trical wire against the inner walls of the cavity, said 
compression portion comprising means designed to 
mechanically engage the ?rst electrical wire; 

at least one electrical wire designed to be inserted into the 
opening formed at the surface of the housing of the 
electrical connection device, said electrical wire having 
a sheath portion with a protrusion (121) over the entire 
periphery of the electrical wire, said protrusion (121) 
being arranged on the electrical wire at a position spe 
ci?cally chosen so that protrusion (121) rests on the 
surface of housing (10) at opening (11) when said elec 
trical wire is in position in the cavity. 

13. The assembly of claim 12, wherein recess (121) has a 
cylindrical, truncated or hemispherical shape. 

14. The assembly of claim 12, wherein protrusion (121) is 
formed on a sleeve designed to be positioned aron the 
electrical wire. 

15. The assembly of claim 12 taken in combination with 
claim 8, herein protrusion (121) has a shape complementary 
to recess (111) provided at the surface of the housing at 
opening (11), so as to form a sealing joint between the inside 
of the cavity and the outside of housing (10) when said ?rst 
electrical wire is in position in the cavity. 

* * * * * 
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