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UNITED sTATEs PATENT OFFICE. 
JOHN C. BARRY, OF PARKERSBURG, WEST VIRGINIA. 

BOX. 

No.‘~ 869,156. Speci?cation of Letters Patent. Patented Oct. 22, 1907. 

Application ?led September 5. 1906- Serial No. 333.310. 

To all whom it may concern: 
Be it known that 1, JOHN C. BARRY, a citizen of the 

United States, residing at Parkersburg, in the county 
of Wood and State of West Virginia, have invented new 
and useful Improvements in Boxes, of which the fol 
lowing is a speci?cation. 

This invention relates to boxes or cases designed es 
pecially for use in carrying engineers’ supplies, and 
has for its objects to produce a comparatively simple, 
inexpensive device of this character which will prop 
erly receive and hold the various supplies, and one 
wherein the supplies may be stored in compact form 
and the device as a whole present a neat, compact ap 
pearance. ' 

With these and other objects in view, the invention 
comprises the novel features of construction and com 
bination of parts more fully hereinafter described. 

In the accompanying drawings: Figure 1 is a front 
elevation of a box embodying the invention. Fig. 2 
is a top plan view of the same. Fig. 3 is an end view 
thereof. Fig. 4 is a perspective view, showing the box 
in open condition. Fig. 5 is a plan view of the box 
with the cover removed. ' 

Referring to the drawings, it will beseen that the 
box comprises a front wall 1, a rear wall 2, end walls 
3, a bottom 4 and a lid or cover 5, the latter being at 
tached to the rear wall 2 by means of hinges 6, while 
the front wall 1 is attached at its lower edge to the bot 
tom 4 by hinges 7, whereby the wall 1 together with the 
lid 5 may be moved to open position, as seen in Fig. 
4, the opening movement of said parts being limited 
respectively by means of chains 8 and 9. _ 
The bottom 4 of the case, which is ‘removable and 

has an upstanding marginal ?ange, is provided on its 
inner face with a series of upstanding ?anges forming 
sockets or steps 10, 11, 12, in which are ?tted respec 
tively the lower ends of a plurality of oil cans 13,14, 
15, there being also formed on said bottom a socket or 
step 16 adapted to receive the lower end of'a ?lling 
can 1.7 and a plurality of sockets or steps 18, 19, 20, in 
which are ?tted respectively the lower ends of a pair 
of hand oilers 21, 22, and a torch 23, while formed in 
the box and on the lid 5 thereof are a plurality of com 

partments 24,‘ 25, 26, 27, 28, 29, adapted to receive 
respectively the various books which it is customary 
for the engineer to carry, such, for instance, as a book 
of rules, a time book, a coal book, and one or more 

_mechanical works, together withA-Avarious small ar 

ticles and tools, such as gaskets, water glasses, gloves, 
cap, &c. 
The box, which is provided on its cover with a fold 

able bail or handle 30 and on its ends with similar bails 
or handles 31 may be temporarily locked in closed po 
sitionlby means of locking bolts 32 slidably mounted 
in bearings 33 on the cover and adapted for engage 
ment with keepers 34 ?xed upon the end walls 3, on 
which are also pivoted latching hooks 35 arranged for 
engagement with pins or keepers 36 ?xed to the ends 
of the front wall 1 for holding said wall in closed posi 
tion when the cover 5 is open, while carried by the 
cover 5 is a hasp-37 adapted for engagement with a 
staple 38 ?xed on the front wall 1, but in turn receives 
the shackle of a lock 39 for securing the box inclosed 
condition. 
In practice, the various articles composing the equip 

ment are arranged in the case, as seen in Fig. 4, the 
case being during transportation closed and locked, as 
in Figs. 1, 2 and 3, it being understood, of course, that 
the case may be readily opened to permit removal of 
its contents when circumstances require.‘ It may be 
mentioned that while the engineer is on duty the bot 
tom or tray 4 having the cans positioned thereon may 
be removed from the case and placed in a proper po 
sition within the engine cab to permit of convenient 
access being had to the cans, &c. 
Having thus described my invention, what I claim 

is: 
1. An cngineer’s supply box having a pivoted cover and 

front wall, the latter being provided at its ends with pro 
jecting pins, fastening hooks pivoted on the end walls of 
the box for engagement with the pins to ?x said front wall 
in closed position, means for locking the cover in closed 
position, and a removable tray arranged in the box and 
having upstanding ?anges attached thereto and forming 
a number of sockets to receive respectively the lower ends 
of a plurality of vessels. 

2. An engineer‘s supply box having a pivoted cover and 
front wall, means for temporarily locking the latter in 
closed position, sliding bolts mounted on the cover, keepers 
attached to the end walls of the box for engagement by 
said bolts to secure the cover in closed position, and a re 
movable tray arranged in the box and provided with a 
plurality of sockets to receive the lower ends of a plurality 

oflvessels. 
In testimony whereof, I a?ix my signature in presence of 

two witnesses. 
JOHN C. BARRY. 

Witnesses: 
P. H. MoRoNnY, 
E. L. COLEMAN. 
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