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`To all‘whom it may concern: . . 
Be 1t known that I, HERMAN HAWLEY, a 

I lcitizen of the United States, residin at’New 
York city, borough of Brooklyn, an State of 
New York, have invented certain new and 

Specification of Letters Patent. Patented June 16, 1908. 

1907. Serial No. 369,206. 

A ' said mold being similar to those which have 
heretoforebeen used in this art. 
As the braiding operation progresses, the 

covering is built up around thetube 1 until 

useful Improvements in Ornamental Holders ~` a considerable distance beyond the open end 
and Method of Producing the Same, of which 

A the following is a full, clear, and' exact de 

l0. 
scription. 
My invention is designed for the produc- . 

tion of an ornamental holder suitable Jfor 

`ö`f the tube, as shown in Fig. 3. 
vof the_braid are then cut, and the free end 4 
thus formed is tucked within the o en end 
oi' thetube, as shown in Fig. 4. T e elas 

lholding small articles,.as for example, hair ering and the fold 4 holds the latter in con 
pins, .and the >same resides in the novel con 
struction of such holder and in the method 
whereby the holder may be formed from a 
tube closed at one end and provided with a 
-braided covering by which various ornaí 

i‘ mental eiiects may be reduced according to 
the material used for t e covering, the braidr 
being longer than the tube, and having its 

.l free >end tucked within the'open end olî' the 
.tube to form a fold andheld 1n contact-with 
>the bore 'thereoic by theelasticity or tension 
of the strands of. the braid, ' ` . 

In Aorder that my invention may be more 
’. fully understood reference is hereby made to 
the accompanying drawing, in which.: 

. Fi ure l1 is a side' elevation showing the 
tubu ar member to which the braided cover 
ing is tov be applied; Fig. 2 is a similarview 
showing the >tube partly covered by the 
braided covering; Flg. 3 is a similar view 
showing the relation of the parts at the time 

i' ' the braiding operation is stop ed and the 
35 braid cut, and Fiv. 4 is a centra vertical sec 

tion Vofthe completed device-_v ` 
- Ä. `Corresponding parts are designated by the 

` _ same reference numerals in- the various views. 
1 - The tube l which is to form the body of 
the holder may be of the form shown in the 
drawing, or of any other desired shape, and 
may be of any suitable material, but prefer 

 >to luse the ordinary glass test' tube when the 
, ‘ holder is for receiving hat pins. 

, _45. 

This tube is 
toA beplaced in any of the well known ma 
chines for ap lying a braided covering, and in 
starting to Íliraidthe covering a mold 2 is 
preferably' used Jfor holding ,the ends of the 
strands 3 comprising the braided covering, 

`>tactïwith the bore of the tube so that it is not 
necessaiîßtogcement the fold to the wall of 
Íthe tube, although, of course, this can be 
done if desired. ` A loo 5 of ribbon or other 
suitable. material is t en stitched to the 
.braid to form a means for suspending the 
holder i'rom a support. ‘ 
Having now described my invention, what 

yI claim as new and desire «to secure by Letters 
Patent, is as follows: - ‘ 

_ 1. The method of producing an ornamen 
tal holder, which ’consists in'iirst braidinß 
around a mold and then around a tube closed 
at one end strands of any desired material 
working toward the open end and continuing 
until the braid exceeds4 the Vlength of 'the 

open end of the tube, and then tucking the 
free end of the braid into the open end of the 

the strands draws the fold into contact with 
the bore of the tube. i 

2. >As a new article of manufacture, a 
holder comprising a tube closed at one end, a 
mold adjacent Said end and a braid. covering 
surrounding said tube, the covering being 

tucked within the tube as a fold and held in 
contact with the bore thereof by the elas 
ticity or tension of the strands of the braid. 

In witness whereof, I subscribe my signa 
ture, in the presence of two witnesses. 

~ HERMAN HAWLEY. 

Witnesses : 'i  

JULrUs THALHEIM, 
WILLIAM H. SoHLos. 
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tube, severing the braid at a point beyond the  
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longer than the tube and having its cut end ~ 
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