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To all whom it may concern: ‘ ' 

~ Be it known that I, CHARLES E. DOUGH 
ERTY, a citizen of the United'St'ates of Amer, 
ica, residing at Elizabeth, in the county of 
Union and State of New Jersey, have-invent 
ed new and useful Improvements in Bottle 
Stoppers, of which the following ‘is a speci? 
cation. ' ' ~ 

This invention- is ‘an improved stopper for 
bottles, particularly for use in bottles con 
taimng poison or other da erous'subs tances, 
the object of the inventiotiieing to provide a 
stopper which also forms a cap and which 
necessarily consumes some time while it is‘ 
being removed from'the bottle so that‘ it 
serves to indicate that the contents ofthe 
bottle are of unusual character, to' caution 
the personusing the bottle. - _ > I’ - 
T e said invention consists ‘in the con 

struction, combination and arrangement of 
devices hereinafter ‘shown and described. 
In the accompanying 'drawings,—'Figure 1 

is a side elevation of a bottle provided with 
a stopper and a cap. constructed in accord 
ance with this invention. Fig. 2 is a sectional 
view of the same. Fig. 3 is a detail trans 
‘verse sectional view through the stopper and 
cap. - , . - v ' 

The bottle 1, which may otherwise be of: 
any‘suitable construction, is provided on the 

suitable point with 
- screw~threads>2. ' The mouth of the bottle is 
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’ threads6 to engage 

?ared, as at 3. 1 The stopper 4, which may be 
made of glass or of any others'uitable mate 
rial, is of inverted truncated conical form. to 
?t the ?ared mouth of the bottle, and its 
base‘ or outer end is 
is of such size and shape/ as to inclose the 
mouth and outer ,end of the neck of the bot 
tle' and is provided with interior screw 

the threads 2,0n the neck 
ofthe bottle and effect a ‘tight screw connec 
-tion therewith and also serve to wedge or 
seat the stopper tightly inthemouth of the 
bottle. Preferably the said cap. is of polyg 
onal form cross sectionally to provideangu 

good grlppmg larl‘ disposed faces 7 to afford 
su aces and facilitate the application of-the 

- stopper; and ca to. and removal thereof from 
» .ottle. the 

which bearsagainst the outer side‘ of 
neckof the bottle is here shown as 

e. sleeve portion of the‘ cap 
the 

provided 
- at its internal] . threaded end with externally‘ 
located, annu ar‘ heads 8‘ which serve to. 
strengthen the ‘construction thereof and also 

united to a’cap 5 which: 

serve to enhance the appearance of the bot 
tle and ca . , 

- It‘ will ‘be understood from the foregoing 
that the stopper can only be removed from 
the bottle by unscrewing the cap, which op 
eration necessarily consumes some little time 
and serves to caution the person opening the 
bottle and to apprise him that its contents 
are of unusual character. . Small children 
will be unable to operate such stopper. 

I do not desire to limit myself to the pre- - 
cise construction and arran ement of devlces 
herein shown and describe as modi?cations 
may be made therein within the scope of the 
ap ended claims. ‘ ' 

' aving thus described the invention, what 
is claimed as new, is z—— 

1.' In combination with a bottle having a 
screw thread on its neck at a distance from its 
mouth, a cap having a sleeve (portion to ?t on 
the mouth of the bottle, sai sleeve portion 
being interiorly threaded at its lower end to 
engage the threads of the bottle neck and be 
ing further provided with externally located 
annular beads to strengthen the construction 
‘of the threaded portion of the sleeve, and a 
stopper on the innerside of the cap and dis 
posed within the sleeve, said stopper being 
united to the cap and ’movable therewith 
when the sleeve. ls-screwed or ‘unscrewed on 
the bottle. I .’ 

2. In combination with ‘a bottle having a 
screw thread on itsneck at a distance from 
its mouth, a cap having a’sleeve ortiyon to ?t 
on the mouth of the bottle, sai sleeve por 
tion being interiorly threaded at its lower end 
to engage the threads of the bottle neck and 
being further rovided withv externally lo 
cated annular heads to strengthen the con 
struction of the threaded portion of the 
sleeve, and a sto per on the inner side of the 
cap and dispose within the sleeve, said stop 
per being united to the cap and movab e 
therewith when 
screwed on the bottle, said sleeve having an 
gularly dis osed faces on that portion thereof 
which is a ove the beads to afford gripping 
surfaces. , ' 

In. testimony whereof I af?x my 
in presence of two witnesses. 

I CHARLES E. DOUGHERTY. 
, Witnesses: _ 

WILLIAM SHUSTER, 
LEO Snos'rnn. 
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