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To all whom it may concern: a ' 
Be it known that I, WILLIAM ‘HENRY 

BARNES, a citizen of the United'States, re 
siding at Homewood, in the county‘of Scott 
and State of Mississippi, have invented cer 
tain new and useful Improvements in Surgi 
cal Instruments, of which‘the following is av 

, speci?cation. 

10 

' fetus. _ 

of the child is causedby asphyxiation, when‘ 
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This invention provides an instrument for 
use in connection with childbirth, in thecase 
of breech presentations, to conduct ‘air to the 

In many cases ofstillbirth‘ the death 

a large proportion of them could be'saved by 
proper ventilation,and it is for this purpose 
that the instrument provided by this inven 
tion; is designed.‘ ' ‘ V I I‘ 

When read in connection with the descrip 
tion herein, the formation and details ofthe . 
invention willbe apparent from the‘ accom 
panying drawingsforming part hereof; ‘ 

Like reference-characters refer to corre 
sponding parts in the several views of the 
drawings, of which- ‘ , 

Figure 1 is a side View; Fig. 2 is aview of 
the other side ;‘ Fig. 3 is an edge view; Fig. 4 
is a longitudinal sectional view; and Fig. 5 
is an end view. ' V v ' ‘ 

Referring more particularly ‘to the draw: 
ings, 6 designates a spoon-like somewhat flat- ‘ 

, tened portion having a concaveor hollowed 
' out portion 7 therein. Extending from por 
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tion 6 is a grip portion-8, formed by reducing 
the material extending from ‘the spoonelike 
portion, and leaving a substantially flat cross 1 
surface 9. Extending “from‘ this surface‘ to 
the bowl 7 is an air orventilating conduit 10. 
The material of the instrument coincident 
with surface 9 is somewhat'raised above the 
remainder of the spoon-like portion, to‘ re, 
duce the liability of tissues slipping thereover 
and interfering with entrance of air into pas 
sagelO. >3 “ '7 ' 

The instrument should be made .of metal, 
hard rubber, or any other suitable non-aloe 
sorbent material capable of receiving. a high 
polish and of being readily ‘sterilized-p.‘ " I 
The instrument is to be used in breech pres 

entations, when‘ the body of. the child is ex 
pelled and the expulsion pains ‘stop. ‘ In 
such cases the child will ordinarily soon die 
from ‘asphyxia. By inserting this instru 
ment, however, ‘and ?tting its bowl portion‘ 

over the mouth of the child, it‘ receives air 
and can breathe and live until the head can 
‘be'expelled. The bowl or spoon-like portion 
being somewhat ?attened, the instrument 
may be readily inserted to the proper posi 
tion without injury to the mother or to the 
fetus; and the instrument is su?iciently 
broad at its ?attened portion to entirely 
‘cover the mouth of'the fetus, so as to prevent’ 
surrounding tissues stopping up the mouth 
‘and. interfering with respiration through the 
air-conduit.‘ ‘ v 

To introduce the ventilator, when the body 
of the child is expelled and the pains stop, 
leaving the head in‘the mother, the physician 
raises the child with one hand, or has his as 
sistant do it, then inserts a ?nger, draws 
down the chin slightly, and passes the instru 
ment under the chin and over the mouth, 
letting the upper or spoon end rest on the 

‘ upper maxillary bone, whereby the spoon 
vlike bowl'will be over the mouth of the child 
and the air-passage in communication with 
the child’s mouth, whereby air is furnished 

‘ to the child during the period mentioned. 
The instrument may remain in this position 
until the head is expelled, as it does not inter 
fere with the exit of the head, the instrument 
coming away with the head; or, if desired, 
‘the instrument may be Withdrawn just be 
,fore exitof the head. 7 

‘Having thus described my invention, What 
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I claim as new, and desire to secure by Let- » 
ters ‘Patent, is 

i- 1'. An instrument comprising a hollowed 
out portionv‘adapted to be inserted into a 
motherat childbirth, a grip portion extend 
.ingfrom said hollowed out portion in a man 
:ner to project from the mother when the in 
strument is in' place, and an air-conduit ex 
tending from the hollowed out portion to the 
projecting end of the grip portion, said in 
strument being. of general ?attened contour 
throughout its length, and crossed on the 
side opposite to the hollowed out portion by 
a raised portion, and being adapted to lie 
with itsihollowedt out portion over themouth 
and against‘ the chin of the fetus. 

‘ 2. An instrument comprising a spoon-like 
bowled portion on one side adapted to be in 
sorted into a mother at childbirth, a grip por 
tion extendedtherefrom, a raised portion ad 
‘jacent to the'grip portion on the side of the 
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instrument opposite to the spoon-like por~ i In‘ testimony whereof I have e?ixed my 
tion, and an air-conduit extending from the ‘ signature, in presence of two witnesses. 
bowled portion toward the end of the frrip , - , .w T , ,. , , r 7‘ 
portion, the instrument from end to endj on XVILLIAM Huh hi B‘M‘hhb 

5 the side with the bowled portion being ?at- Witnesses: 
J. L. TANNER, tened and arranged to lie over the mouth and 

against the chin of a fetus. 1 O. H. NOBLIN. 


