
C. G. GOULD. 
HOLDER FOR CLOTHES LINES, 6w. 
APPLICATION FILED JULY 21, 190B. 

Patented June 29, 1909. 926,405; 

GZ/vi Emma’ ' waJay/éf 
. . 

?ttozuuao : 

THE‘ Numz'ls Pzrsn; 00., WASHINGTON. a‘ c. 



UNITED STATES PATENT OFFICE. _ 

“CORNELIUS O. GOULD, OF PHILADELPHIA, PENNSYLVANIA, ASSIGNOR, BY MESNE ASSIGN 
MENTS, TO THE GOULD FASTENER COMPANY, OF PHILADELPHIA, PENNSYLVANIA. 

HOLDER FOR CLOTHES~LINES, &c. 

No. 926,405. 

To all whom it may concern: 
Be it known that I, CORNELIUS C. GOULD, 

. a citizen of the United States, residing in the 
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city and county of Philadelphia, State of 
Pennsylvania, have invented a new and use 
ful Holder for Clothes-Lines, &c., of which 
the following is a speci?cation. 
My invention consists of a holder for a 

clothes line, etc., composed of members 
which are adapted to have the line hooked or 
looped thereon and held by a tight bight 
against slipping and admitting of the easy 
application and removal of the line, while 
also having means for ?rmly securing it to a 
fence, post, etc., and retaining it uniformly 
thereon, as will be hereinafter described, the 
novel features being pointed out in the 
claims. 
For the purpose of explaining the inven 

tion, the accompanying drawing illustrates a 
satisfactory reduction of the same to prac 
tice, but the important instrumentalities 
thereof may be varied, and so it is to be un 
derstood that the invention is not limited to 
the speci?c arrangement and organization 
shown and described. 

Figure 1 represents a perspective view of a 
holder for a line, etc., embodying my inven 
tion. Fig. 2 represents a side elevation 
thereof. F1g. 3 represents a plan view 
thereof. 

Similar letters of reference indicate corre 
sponding parts in the ?gures. 

Referring to the drawing:—-A designates 
the holder, the same being composed of the 
side arms B, B, the central bar C, the vertical 
limb or hook D, the vertical shoulder E, and 
screw shank F, said parts being continuous 
of each other and formed of a single piece of 
bearing wire or other suitable metal or mate— 
rial. The shoulder E is of the form of a loop, 
and has the shank F extending therethrough 
and projecting rearwardly therefrom. One 
of the side arms B is continuous of one of the 
side members G of the shoulder E, and the 
other side arm is continuous of the inner end 
of the screw shank F. The inner terminals 
of said arm B are bent and crossed as at H, 
and thereby interlocked with each other and 
with the top part of the other member J of 
the shoulder E. The arms B converge to the 
portions K, Where they approach the central 
bar C and form together a pair of jaws, be 
tween which the clothes line or rope will be 
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placed and held as shown in Fig. 1, said arms 
then diverging and continued inwardly to 
ward each other forming the bends L, which 
add resiliency to said arms, each bend then 
forming one of the two members M, M, of 
which the central bar C is composed, said 
members being continued upwardly and bent 
into the limb D, which joins the inner termi 
nal portions of said members, and is adapted 
to have the line or rope looped or hooked 
over the same, as shown in Fig. 1, the invon- . 
tion being hereinafter described as a holder 
for a clothes line. 
The operation is as follows :—The device is 

screwed into a fence, post, etc., by the shank 
F, when the shoulder E abuts against said 
fence, etc. , and so ?rmly retains its position, 
the remaining portion of the device project 
ing outwardly from the fence, etc. A clothes 
line is bent into the form of a loop P, which 
latter is passed upwardly from below through 
the space N rearward of the limb D, and then 
hooked upon the latter, the portions Q of the 
line extending from said loop P, then being 
drawn between the side arms B and central 
bar C, when owing to the converging nature 
of said arms, and the jaws they form with 
said arms, they will be wedged therewith, the 
resultant bight preventing the line from slip 
ping from said jaws or the limb l). \Vhen 
the line is released, the loop P may be raised, 
when the line leaves the jaws and post and 
may be drawn through the space N, and so 
entirely disconnected from the holder, it be 
ing evident that the space N readily permits 
the movement of the loop and adjacent por 
tions of the line in the application and re 
moval of the same, said space being occa 
sioned by terminating the inner end of the 
bar C some distance forward of the rear ends 
of the side arms. 
Having thus described my invention, what 

I claim as new and desire to secure by Let 
ters Patent, is :— 

1. In a holder of the character stated, 
arms, a bar intermediate thereof and forming 
a resilient connection between said arms, and 
a hook rising from the inner end of said inter 
mediate bar. 

2. A holder of the character stated com 
prising side arms, a bar forming a resilient 
connection between the front ends of said 
side arms, a hook extending at substantially 
a right angle to said bar at the inner end 
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thereof between the ends of said arms, said 
arms being at the sides of said bar and form 
ing jaws therewith. 

3'. A holder of the character stated com 
prising side arms, a bar forming a resilient 
connection between the front ends of said‘ 
side arms, a hook extending at substantially 
a right angle to said bar at the inner end 
thereof between the ends of said arms, said 
arms being at the sides of said bar and form 
ing jaws therewith, and an attaching device 
extending from one of said arms. 

4. In a holder of the character stated, a 
plurality of arms, a bar, and a vertical hook, 
the latter rising ‘from said bar at the inner 
end ‘thereof, and arms beingrespectively at 
the sides of said bar forming jaws therewith, 
and an att-achingdevice extending from one 
of said arms, and a vertical loop forming a 
shoulder continuous of ‘the rear of the other 
arm, said attaching device passing through 
said loop. 

5. In a holder of the character stated, an 
arm, and a bar at the side thereof forming a 
jaw, an attaching member for the holder, a 
hook rising from ‘the inner end of said bar 
and a ‘loop forming a shoulder continuous of 
said arm at the inner end thereof, said mem 
ber passing through said loop. 

6. A ‘line holder of the character stated 
composed of side arms, an intermediate bar 
and a limb rising from the inner end of said 
bar, said arms being joined at their front ‘and 
rear ends, the inner terminal of said bar 
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being removed from the inner terminals of 
said side arms forming a space for the inser 
tion and removal of a line into and from the 
same. 

7. In a holder of the character stated, pair of arms, a bar intermediate thereof, the 
rear ends of said arms being interlockingly 
crossed, said arms converging toward their 
front ends, resilient means connecting said 
front ends and joining said bar, and an at 
taching member for the holder at the rear 
end thereof. 

8. In a holder of the character stated, a 
pair of arms, a bar intermediate thereof, the‘ 
rear ends of said arms being interlockingly 
crossed, said arms converging toward their 
‘front ends, there being resilient means con 
necting each front end to said bar, and a 
shoulder at the rear end of one of said arms. 

9. A line holder of the character stated 
composed of a pair of arms, a bar intermedi 
ate thereof, the rear ends of said arms being 
interlockingly~crossed, said arms converging 
toward their front ends, there being resilient 
means connecting each front end to said’bar, 
an attaching member for the holder project~ J 
ing vfrom the rear end of one of said arms, 
and a shoulder on the rear end of the other 
arm. 

CORNELIUS C. GOULD. 

IWitnesses: 
JOHN A. IVIEDERSHEIM, 
HARRY C. DALTON. 
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