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To all whom it may concern: 
Be it known that we, GEORGE WV. MYERS 

v and GEORGE E. MYERS, citizens of the United 
b‘tates, residing at Cheshire, in the county of 
New Haven and State of Connecticut, have 
invented certain new and useful Improve 
ments in Combination Articles of Furniture, 
of which the following is a speci?cation. 
This invention relates to a single struc 

ture, which by adjustment of its parts can 
be utilized either as a seat or as a table 
with an adjustable top. ' 
In the drawings-Figure 1 is a front ele 

vation of the device. Fig. 2 is a side eleva 
tion thereof. Fig. 3 is a top elevation there 
of. Fig. 4: is a section on the line B—-B of 
Fig. 1. Fig. 5 is a section on the line B-—B 
of Fig. 1 showing the device in use as a 
seat. Figs. 6 and 7 are sections on the line 
B—B of Fig. 1 showing the device in use 
as a table and the adjustable feature of the 
top. Figs. 8 and 9 are detail views showing 
the construction of the swiveled eye. . 

Referring more speci?cally to the drawing j 
the two side uprights or standard supports 1 
are each formed of two lower members a j 
and two upper members a’, each pair of1 
members as at a a’ forming a leg support, \ 
said members being lnwardly inclined and 
united near the middle points thereof as at 

2. A cut- away portion 3 is formed in said j 
side uprights for the reception of the sub- l, 
stantially rectangular block members 4. v 
Oppositely arranged and secured to the outer j 
sides of said block members are the bars I) l 
which, together with cross slats 6', form a 5 
seat for the device. 
In the embodiment of the invention illus 

trated in the drawings eyes (Z d’ are swiveled j 
and mounted on the inner sides of the block 

members 4., at. The member 0 is pivotally supported on the base 6 of a U-shaped j 

bracket whose side arms 6’ c2 of equal pre- , 
determined lengths as shown pass freely 
through the eyes (Z (Z’ and have secured to 1 
their ends knobs or balls 63 e3 to prevent j 
the withdrawal of the arms from the eyes. 
These arms are free to move lengthwisej 
through the eyes in order to permit the 
member 0 to rest upon the tops of the side 
uprights when the member 6 is used as a , 
table top. The swivelly mounting of the 1 
eyes (Z cl’ permits the member 0 to be moved 1, 
horizontally on the side uprights, as indi 
cated in Figs. 6 and 7 , to permit the member i 
when used as a table top to extend more or I 

less beyond one side of the side uprights so 
that the article can be used as a writing table. 

“Then the member 0 is used as the back 
of a seat it is turnedv down in the position 
shown in Fig. 5, the arms 0’ a2 being suitably 
supported, as for instance, by the pins or 
stops f shown in the drawings, the knobs 
e3 e3 at the ends of the arms coming in 
contact with the eyes (Z cl’, preventing the 
arms from passing down through and out 
of the eyes. 
The swivel mounting of the eyes which We. 

have illustrated in the drawings contem 
plates recessing the inner sides of the block 
members slightly and fixing the plates 9 
over said recesses, the shanks of the eyes 
passing through openings in said plate 9 
and having secured to them behind the plate 
a bearing washer g’. 

It is evident that the construction of the 
various parts of the device can be altered, 
particularly as to the shape and location of 
the U-shaped bracket, and the method of 
supporting the member 0 thereon. It is our 
desire not to limit ourselves to the speci?c 
construction shown as it is apparent that in 
place of the bracket independent arms could 
be utilized and that these arms could project 
down into the slots in the side uprights. 
There is, however, one advantage in using 
the U-shaped bracket, and that is that by 
this construction the arms are bound to move 
together and thus obviate any cramping 
tendency when the member 0 is moved. 

“7e claim as our invention : 
1. A combination article of furniture com 

? prising side uprights having normally hori 
zontal alining table supports at the top 
thereof, a seat member extending between 
and connecting said uprights, swivel mount 
ed eyes positioned at opposite inside points 
upon said uprights, a U-shaped bracket hav 
ing a base and side arms, said arms being 
loosely mounted within said eyes and 
slidable therein said arms being of equal 
predetermined lengths and provided with 
knobs at their free ends to prevent complete 
withdrawal therefrom, supporting stops car 
ried at opposite points upon each side up 
right and adapted to be engaged by the arms 
limiting the movement thereof, a movable 
?at member pivoted to the base of said 
bracket and adapted to completely rest upon 
said table supports and slidably movable 
thereon in a horizontal position, and in 
either direction to swing to either outer side 
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of said uprights forming the back for said 
seat member. 

2. A combination article of furniture com 
prising side uprights, a seat member extend 
ing between and connecting said side up 
rights, a table top, a bracket on which said 
top is pivoted, said bracket having integral 
side arms, swiveled guide supports for the 
free ends of said arms mounted in said side 
uprights, said arms being of equal prede 
termined lengths and freely movable length 
wise through said guides whereby said top 
is ?atly slidable to any horizontal position 
upon the top and projects to any distance be 
yond either top edge of said side uprights 
and adaptable as the back of said seat mem 
ber at either outside of the uprights. 

3. A combination article of furniture com 
prising side supports, a cut away portion 
provided in said supports, block members po~ I 
sitioned in said cut- away portions, opposite j 
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bars secured to the outer sides of 
said block members and forming a seat mem 
her, a table top, a U-shaped bracket said 
top pivoted on said bracket, integral side 
arms of equal predetermined lengths pro 
vided upon said bracket, swiveled guide sup 
ports for the free ends of said arms mounted 
in said block members, said arms freely 
movable lengthwise through said guides 
whereby said top is ?atly slidable in both 
directions upon the end supports and adapt 
ed to swing to either outer side of said sup 
ports forming the back for said seat mem 
ber. 
In testimony whereof We affix our signa 

tures in the presence of two witnesses. 
GEORGE lV. MYERS. 
GEORGE E. MYERS. 

Witnesses : 
ANNA A. Mums, 
MINNIE A. MYERs. 
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