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UNITED STATES PATENT OFFICE. 
SELMA KARLSON, OF CHICAGO, ILLINOIS. 

TRASH RECEPTACLE AND CREMATORY. 

969,879. 
Application ?led May 13, 1910. 

To all whom it may concern. 
Be it known that I, SELMA Kancsox, a 

citizen of the United States, and resident 
of Chicago, in Cook county, Illinois, have 
invented certain new and useful Improve 
ments in Trash Receptacles and Crema 
tories; and I do hereby declare that the fol 
lowing description of my said invention, 
taken in connection with the accompanying 
sheet of drawings, forms a full, clear, and 
eXact speci?cation, which will enable others 
skilled in the art to which it appertains to 
make and use the same. 

This invention has general reference to 
improvements in a trash receptacle and 
crematory; and it consists, essentially, in the 
novel and peculiar combination of parts 
and details of construction, as hereinafter 
first fully set forth and described and then 
pointed out in the claims. 
In the drawings already referred to, 

which serve to illustrate this invention more 
fully, Figure 1 is a perspective view of this 
device illustrating the general arrangement 
of this device, but slightly modi?ed as to the 
upper band that connects the vertical corner 
angle bars, and the ?lling wires 18, which 
in this ?gure are shown as horizontally and 
vertically disposed, while in the remaining 
?gures these ?lling wires are illustrated as 
diagonally arranged. Fig. 2 is a longitudi 
nal sectional elevation of the same showing 
the upper band 15 formed with an out 
wardly-projecting ledge upon which the 
cover B is adapted to be supported. Fig. 3 
is a sectional plan of one of the vertical 
corner bars forming part of this receptacle, 
the ?gure being drawn on a larger scale. 
Fig. 4: is a sectional elevation of a portion 
of this device illustrating a part of the cover 
and the means for supportlng and locking 
the same to the structure. Fig. 5 is a simi 
lar view depicting a portion of the pan and 
one of the vertical corner angle bars and 
some of the ?lling wires. 
Like parts are designated by correspond 

ing characters and symbols of reference in 
all the ?gures. 
The object of this invention is the produc 

tion of a sanitary, e?icient, durable and 
economical receptacle for waste paper, and 
other combustible trash which accumulates 
in a household, factory, store and other es 
tablishments, and the proper disposition of 
which by removal by the health depart 
ment is not always satisfactory. To ac 
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complish this result, I construct a trash 
receptacle A, preferably of rectangular con 
tour,land provide the same with a cover B, 
and an ash receptacle or pan C. The trash 
receptacle I form with four vertically dis 
posed angle bars 12, which I connect near 
their lower ends by horizontal angle bars 13, 
one of the limbs of which is inwardly pro 
jecting to afford a ledge or shelf upon which 
the pan or ash tray C rests. The lower end 
of each of the vertical angle bars 12 is 
slightly curved to afford feet upon which 
the apparatus may rest and upon which it 
is supported sutliciently above the ?oor to 
provide for ventilation below the pan C, 
as will hereinafter more fully appear. The 
upper ends of the vertical angle bars 12 are 
connected by a band 15, said band being an 
angle bar to which the cover B is hinged by 
a pair of hinges 16, and to which it may be 
locked by a catch or other suitable means 17. 
This angle bar has one of its limbs verti 
cally disposed to afford means for attach 
ment of the ?lling wires, and it has its other 
member 15a outwardly disposed to afford a 
ledge upon which the cover B may rest. 
The corner angle bars 12 are provided with 
?lling wires 18, suitably fastened in the va 
rious bars in any secure manner, said ?lling 
wires being rather large in diameter to re 
sist bending when heated. 
To enable this device being readily car 

ried about, I provide the same at opposite 
sides with so-called trunk handles 19, which 
permit of their being turned down, but not 
turned upward beyond a horizontal position, 
as shown in Figs. 1 and 2. 
The ?lling wires may be horizontally and 

vertically arranged, as shown in Fig. l, or 
they may be diagonally disposed as illus 
trated in the remaining ?gures. 
In use, waste paper, cartons, and other 

combustible matter is placed into the recep 
tacle A by lifting the cover B. When it is 
desired to dispose of the accumulated trash, 
the receptacle is carried out of doors and the 
cover B locked and then the contents of the 
receptacle ignited, which, owing to the fact 
that air can readily reach the burning mat 
ter through the spaces between the ?lling 
wires, will cause rapid and complete com 
bustion of the Waste material, the resultant 
ashes of which will be retained in the tray 
C, from which the same may be readily re 
moved. 
As heretofore stated, the ?lling wires are 
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made rather heavier than necessary to serve 
as a basket, for the reason that when the 
contents are being burned said wires become 
heated, though not su?iciently so to disar 
range the parts because the air current to 
,which they are exposed will prevent their‘ 
being overheated, as is also the case with 
the bottom of the ash pan» G which is ele 
vated above the ground and permits air to 
pass underneath the pan to keep the same 

' reasonably cool. ’ 

It will now be observed that this device 
serves as a receptacle‘ wherein trash may be 
temporarily received and stored, and as a 
crematory when it is desired to dispose of 
the accumulated waste matter by burning 
the same in the open. air without danger of 
setti-ngtfire to surrounding objects. 

In-Fig. v1, I have shown the filling wires 
'18- as being horizontally and vertically dis 
posed, while in Figs. 2, 4t, and 5 these ?lling 
wires are diagonally. arranged. In this Fig. 
1 "I have also shown the upper band 15 as 
being formed from ?at ‘material, while in 
Figs. 2. and 4, I have illustrated this band 
as being constructed from-angle-iron. While 
I ‘prefer the latter construction, Iv do-not 
wish to con?ne myself to the same. So 
‘may other minor details of construction be 
varied‘without.departing from the scope of 
my invention. 
Having thus fully describedthis inven 

tion,'Ir claim as new and desire‘ to secure to 
.me by LettersrPatent of the United States—— 

1. Av rectangular trash. receptacle and cre 
vmatory, comprising, ' in combination, verti 
cally disposed corner angle bars, lower angle 
bars‘ connecting said corner angle bars above 
the lowerends of the latter, sa1d lower angle 
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bars having one of their limbs inwardly 
disposed to afford shelving, the vertical 
limbs of said lower angle bars affording 
means for attachment of ?lling wires, a pan 
removably disposed upon said inwardly dis 
posed limbs, upper angle bars connecting 
said corner angle bars at their upper ends, 
a cover hingedly secured to one of said up 
per angle bars, a catch adapted to lock said 
cover in closed condition, said upper angle 
bars having one limb outwardly vdisposed to 
afford a ledge, said cover being adapted to 
be carried upon said ledge in closed condi 
tion, and ?lling wires, said ?lling wires be— 
ing attached to the limbs of the vertical cor 
ner bars and the horizontally disposed mem 
bers of said upper and lower bars. 

2. A rectangular trash receptacle and cre 
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matory, comprising, in combination, verti- I 
cally disposed angle bars, lower- angle bars 
connecting said corner angle bars above the 
lower end of the latter, said lower angle bars 
having one of their limbs inwardly disposed 
to a?Iord shelving, the vertical limbs of 
said lower angle bars a?ording means for 
attachment of ?lling wires, a’ pan removably 
disposed upon said inwardly disposed limbs, 
an upper bar connecting said corner angle 
bars at their upper ends, a cover hingedly 
secured to said upper bar, a catch on said 
upper bar adapted to lock said cover in 
closed condition, and ?lling wires, said: ?ll 
ing wires being attached to the limbs of the 
vertical. corner angle bars and to the upper 
and lower connecting bars. 

SELMA- KARLSON. 
‘Vitnesses: ' 

EMILY KARLsoN, 
MICHAEL J. STARK. 
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