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To all whom it may concern: 
'Be it known that I, JosHUA E. ‘JORDAN, a 

citizen of the United States, residing at Wa 
terville, county of Kennebec, State of Maine, 
have invented certain new and useful Im 
provements in Shoulder-Pads, of which the 
following is a speci?cation, reference being 
had therein to the accompanying drawing. 
This invention relates to a shoulder pad 

and particularly to a construction adapted I 
to receive and retain a strap upon the shoul- - 
der of the user to prevent slipping thereof. 
The invention has for an object to rovide 

a novel and improved construction of shoul-_ 
der pad comprising‘ an elongated body hav 
ing one longitudinal edge thereof of greater 
thickness than the other, said body being 
provided with strap retaining clips to hold a 
strap against lateral movement upon the pad. 
Other and further objects and advantages 

of the invention will be hereinafter set forth 
and the novel features thereof de?ned by the 
appended claims. - - 

showing the a plication of the invention; 
Fig. 2 is a similar view‘of the pad; Fig. 3 is 
a bottom plan thereof; and Fig. 4 is a cross 
section showing the embedded clip therein. 
Like numerals of reference refer to like 

parts in the several ?gures of the‘ drawing. 
The numeral 10 designates the body of the 

pad which may be formed of any desired 
material, preferably of rubber or other elas 
tic substance which will permit its bending 
longitudinally as shown in Fig. 1 and also 
to cause it to closely conform to the shoulder 
of the wearer. One of the longitudinal 
edges of this pad is of greater thickness than 
the other as shown at 11 and is adapted to be 
disposed next the arm of the wearer to pro 
duce a level surface upon the shoulder by 
which the strap 12 will be held against slip~ 
ping thereon. This structure forms a pad 
of tapered cross-section as shown in Figs. 2 
and 4, the under surface thereof being rough- 
ened or provided with longitudinal ribs 13 
which prevent the slipping of the pad upon 
the clothing when in position. 
The pad is preferably formed by molding 

and the retaining clip 14 is embedded there 
in as shown in Fig. 4:. The free ends 15 of 
this clip extend upward at each side of the 

In the drawing-Figure 1 is a perspective _ 

pad and are bent inward above the body 
thereof so as to overlap and embrace the 
strap 12 to prevent either vertical or' longi 
tudinal movement thereof upon the pad and 
also to hold the pad in position upon the 
strap when the latter is removed from the 
shoulder so that these two parts will remain 
in proper relation and can be instantly ap 
plied‘ by the single movement of 
strap 11 on theshoulder. 
The formation of thewpad by molding 

from an elastic material, such asprubber, per 
mits the application of the clips thereto by 
a single operation and ?rmly embeds them 
therein, while the longitudinal corrugations 
of the ribs upon the inclined surface of the 
pad effectually retains it against slipping 
upon the shoulder, particularly when the 
Weight of an article suspended from the 
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strap is applied thereon. _ The pad, under ’ - 
such pressure, conforms itself to the shoul 
der of the wearer and provides a yielding 
and comfortable support for the weight of 
any article carried thereby. It will, there 
fore, be seen that the invention presents a 
simple, e?icient and economically construct 
ed ormof shoulder pad, particularly adapt 
~ed for the use of letter carriers and'other 
persons having occasion to carr a weight 
suspended by a strap upon the s oulder. 
'Having described my invention and set 

forth its merits, what I claim and desire to 
seizure by Letters Patent is— 

1. A shoulder pad comprising an elastic 
body portion, the lower face of which is in 
clined and corrugated, and strap retaining 
clips ' projecting above its upper surface 
whereby its upper face, when in use, main 
tains a lateral level surface and its under 
face prevents slipping from the‘shoulder. ' 

2. A shoulder pad comprising a molded 
elastic body, the lower face of which is lat 
erally inclined and corrugated, and strap re-\ 
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tai'ning clips embedded in its body and pro- " 
jected above its u per face. _ 
In testimony w ereofI a?ix my signature 

in presence of two wltnesses. 

JOSHUA E. JORDAN. 

Witnesses: 
Gnonorn A. FALES, 
JOHN E. NELsoN. 


