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, Be it known that I, 'WEBSTER L. MARBLE, 
a citizen of the United States, residing at 
Gladstone, in the county of Delta and State 
of Michigan, have invented new and useful 
Improvements in Means for Attaching Sup 
plemental Barrels to Firearms, of which the 
following is a specification. 
This invention relates to firearms, and its 

object is to provide an ordinary rifle or shot 
gun with an additional or supplemental bar 
rel adapted to use ammunition of much 
smaller caliber than the regular bai-rel or 
barrels, so that the hunter can kill small 
game without consuming the large and more 
expensive cartridges necessary for said regu 
lar barrels. `If one has a gun loaded for 
large game, one hesitates to use it on small 
animals, on account of the expense involved 
in firing a good deal of large ammunition 
and also because of the danger of tearing to 
pieces a small bird or animal if a large 
caliber ball is used. But by means of my 
small caliber supplemental barrel one can 
readily pick up small game at small expense. 
My supplemental barrel is arranged paral 

lel with the main barrel, and is attached 
thereto by simple fastening devices which 
permit it to be easily and quickly taken off. 
when it is not Wanted. It is light and incon~ 
spicuous,'and in some cases it help-s the bal 
ance of the piece. The catch or trigger for 
releasing the firing pin is located in such a 
position that it can be readily operated by 
the thumb of the left hand, without alter 
ing the grip of said hand on the forearm 
of the gun. L 
Other features of novelty and the advan~ 

tages accruing therefrom will appear in the 
following description: 
In the accompanying drawing, which rep 

resents the application of my invention to a 
Remington automatic repeating rifle, Figure 
1 is a side elevation of the barrel of such a 
ñrearm, with my supplemental barrel secured 
thereto. Fig. 2 is a front elevation of both 
barrels. Fig. 3 is a sectional view of the 
muzzle end of both barrels. Fig. 4 is a cross 
section on the line 11i-f4, Fig. 1. Fig. 5 is a 
larger view of the breech-loading and firing 
mechanism of the supplemental barrel. Fig. 
6 is a cross section on the line 6-«6, Fig. 5. 
In the Remington automatic rifle, the bar 

rel proper 1 is inclosed in a jacket 2, with an 
annular s ace between them for the spring 
3 which orms a part of the automatic re 

peating mechanism. The spring is confined 
by a sleeve ¿1 which screws on the outside of 
the barrel at its muzzle; a washer 5 being 
interposed between the spring and the sleeve. 
A bushing 6 having a flange 7, in which are 
notches 8, for a s anner wrench, is'screwed 
into the end of tie jacket and centers the 
barrel therein. I utilize this bushing to 
clamp a bracket 9 which forms the support 
for the muzzle of my supplemental barrel 10 
of smaller caliber than the main barrel 1. 
The bracket consists of a plate of metal 
provided with two holes, one of which fits 
the outside of the bushing 6. The annular 
rim of metal surrounding this hole is held 
between the end of the jacket and the Ílangc 
7 on the bushing. Below the jacket the plate 
is narrower and contains a cylindrical hole 
in which is screwed a bushing 11, which is 
bored eccentrically to receive the muzzle 
end of the supplemental barrel. The muz 
zle is preferably formed in a sleeve 12 which 
is screwed upon the front end of the barrel 
10, so that by turning said sleeve its shoulder 
13, formed preferably by reducing the ex 
ternal diameter of the end of said sleeve, 
can be forced firmly against the inner end 
of the bushing 11 enables the supplemental 
barrel rigidly in place. The eccentricity 
of the bushing 11 enables the psuplemental 
barrel to be adjusted toward or away from 
the main barrel to bring it into the proper 
alinement, by the sim le operation of rotat 
ing said bushing. When once adjusted it is 
held in place by a set screw 11’. 
The rear end of the supplemental barrel is 

provided with a breech 14;, concaved on its 
upper side at 15 to fit the under side of the 
jacket 2, and having a rearwardly .project 

' lng tongue 16 which enters a groove in a stir 
rup 17 fastened to the under side of the 
jacket, preferably by means of a stra or 
clip 18 passing up over said jacket an at 
tached to the stirrup by the screws 19. A 
set screw 20 is tap ed through the stirrup 
and bears against t e tongue 16 to hold 1t 
rigidly in lace; said tongue abutting 
against the lient end of the forearm 21. 
The mechanism for openin and closing the 
breech to permit the cartri ge to be inserted, 
and the firing mechanism, form no part of 
the present invention, having been shown, 
described and claimed in a companion ap 
plication Serial No. 555,216, filed April 13, 
1910. It may be said, however, that the 
knurled head, 22, is attached to the tiring 
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bolt orhammer and that when it is drawn 
back it is caught by the catch 28 secured to 
the flat spring 24 and protruding through 
an opening in the breech 14. The trigger 
25 is a pin extending across the breech and 
bearing against the free end of the spring. 
The button 26 on the end of this pin lies in 
a position to be readily pressed by the thumb 
of the hunter _when his left hand grasps the 
forearm 21. It will be seen that this sup 
plemental barrel can be easily attached to or 
detached from the gun; that it is not 4in the 
way and does not interfere with the ordinary 
use of the gun; it is controlled by the cus 
tomary sights on the gun and can be adjust 
ed to shoot in alinement with the main bar 
rel, and it aids in giving a better balance 
to the Remington automatic riíie shown in 
the drawings. _ 
Having thus described my invention, what 

I claim is: 
l. The combination with _a repeating fire.7 

arm having a barrel inclosed in a jacket, of a 
bushing screwed into the muzzle end of said 
jacket, a plate clamped by said bushing, and 
a supplemental barrel of smaller caliber hav 
ing its muzzle end supported in said plate. 

2. The combination with a repeating fire 
arm having a barrel inclosed in a jacket, of 
a 'Íianged bushing screwed into the muzzle 
end of said jacket, a plate having 'an annular 
portion concentric with the barrel and 
clamped between the end of the jacket and 
the flange on the bushing, and a supple~ 
mental barrel of smaller caliber supported in 
the plate. 

3. The combination with a repeating fire 
' arm, of a plate clamped to its muzzle end 
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and provided with a cylindrical hole, an ec 
centrieally bored bushing in said hole, and a 
supplemental barrel of smaller caliber than 
the main barrel and having its muzzle end 
supported in said bushing. 

4. The combination with a repeating the' 
arm, of a plate clamped toV its muzzle end 

Copies of this patent may be obtained for 

990,575 

and provided with a cylindrical hole, an ec 
centrically bored bushin in said hole, a sup 
plemental barrel of smaIler caliber than the 
main barrel, a sleeve movable lengthwise on 
the muzzle end of said> supplemental bar~ 
rel, and a shoulder portion on said sleeve en 
gaging with said bushing. 

5. The combination with a repeating ?ire 
arm, of a plate clamped to its muzzle end 
and provided with a hole, an eccentrically 
bored bushing in said hole, a supplemental 
barrel of smaller caliber than the main bar» 
rel, a sleeve screwed on the muzzle end of 
said supplemental barrel, and a reduced porà 
tion on said sleeve entering said bushing. 

6. The combination with a repeating Íire 
arm, of a supplemental barrel of smaller 
caliber than the main barrel, a breech for 
said supplemental barrel having a tongue, a 
stirrup on which said tongue rests, and means 
for clamping said stirrup to the main barrel. 

7. The combination with a repeating fire 
arm, of a supplemental barrel of smaller 
caliber than the main barrel, a breech for 
said supplemental barrel having a tongue 
adapted to abut against the forearm of the 
gun, a notched stirrup in which said tongue 
is received, and a clip for securing said stir 
rup to the main barrel. 

8. The combination with a repeating fire 
arm, of a supplemental barrel of smaller 
caliber than the main barrel, a breech for 
said supplemental barrel having a tongue 
adapted to abut against the forearm of the 
gun, a notched stirrup in which said tongue 
is received, a clip for securing said stirrup 
to the main barrel, and a set screw in said 
stirrup for securing said tongue. 
In testimony whereof I have signed my 

name to this speciiication in the- presence of 
two subscribing Witnesses. 

j WEBSTER L. MARBLE. 
Witnesses: 

DELBERT J. CAL'DE‘R, 
CLAUDE E. HAWKI‘NS. 

five cents eacïh, by addressing the “ Gömmi'ssîuner uf rate?ts, 
Washington, D. C.” ` 
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