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PROCESS AND MATERIAL FOR WARHEAD 
CASINGS 

The invention described herein Was made in the perfor 
mance of of?cial duties by an employee of the Department 
of the Navy and may be manufactured, used, licensed by or 
for the Government for any governmental purpose Without 
payment of any royalties thereon. 

FIELD OF THE INVENTION 

The invention is related to the ammunitions and explo 
sives ?eld and in particular to insensitive munitions. 

BACKGROUND OF THE INVENTION 

Ammunition casings, formed from hardened materials, 
generally stainless steel, have met many of the needs of 
modern Warfare, While failing to meet others. The choice of 
stainless steel has yielded casings Which have a great deal of 
strength and have been able to Withstand the rigors of 
combat. HoWever, at the same time, stainless steel, as a 
metal, has several disadvantages. 

The main disadvantage of the use of stainless steel casings 
has been in the reaction of the encased ammunition to 
heating, including ?res Within ammunition storage areas. 
With a hardened shell having a melting point higher than the 
ignition temperature of the enclosed ammunition, stainless 
steel casings contain the expanding gases created during 
ammunition cook-off. When the pressure of the expanding 
gases is great enough, the casing ruptures explosively, 
generating explosion damage and metal fragments. In order 
to preclude a chain reaction of stored munitions, land-based 
ammunition dumps are typically divided into a series of 
bunkers separated by su?icient distance to isolate one bun 
ker from another. This type of isolation is not available for 
shipboard ammunition storage due to the limited available 
space and due to the proximity of other ?ammable or 
explosive materials including fuels, oxygen, high voltage 
electrical circuits and the like. 

Additionally, because of the hardened nature of the stain 
less steel casings, all machining must be performed after the 
initial molding of the casing. This means that the interior of 
a holloW cylindrical casing must be machined using special 
tools. This process is lengthy and sloWs the time of manu 
facture for casings. Finally, although hardened materials, 
such as stainless steel, provide high tensile strength, this 
strength comes at the cost of Weight. The Weight of the 
casing can affect the ease of transportation of the ammuni 
tion itself and the ?ight characteristics of encased missile 
Weapons. 

Numerous other prior art technologies have addressed the 
problems of munition cook-off on shipboard. For example, 
US. Pat. No. 4,991,513 describes a means for providing 
vent holes in munition casing using a tWisting mechanism to 
open or close the holes (analogous to opening and closing a 
salt or pepper shaker). 

Each of these prior technologies has resulted in further 
disadvantages, increased Weight, poor sealing of the casing, 
increased complexity requiring operator action to ready the 
munition, increased cost and other disadvantages. What is 
desired is a munition casing having increased strength, 
loWer Weight, less cost, While still retaining the insensitive 
characteristics When subjected to high temperatures or ?re. 

SUMMARY OF THE INVENTION 

It is an object of this invention to provide a casing 
material capable of breaking doWn at temperatures less than 
the ignition point of common explosives. 
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2 
It is another object of the invention to provide a material 

Which loses structural integrity at high temperatures such 
that any burning gases Within the casing can be safely 
vented. 

It is yet another object of the invention to provide a 
material Which has both a high tensile strength and a loW 
Weight. 

It is still another object of the invention to provide a 
process for forming Warhead casings from this material 
Which is faster, more ef?cient and less costly than previous 
manufacturing processes. 

Accordingly, the invention is a carbon ?ber-resin muni 
tion casing and a process for forming casings through ?ber 
Winding Which alloWs the interior of the casing to be formed 
during casing construction. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The foregoing objects and other advantages of the present 
invention Will be more fully understood from the folloWing 
detailed description and reference to the appended draWings 
Wherein: 

FIG. 1 is a ?oWchart of the manufacturing process; 

FIG. 2 is a depiction of a Warhead casing made from the 
material of the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

Referring noW to FIG. 1, the process for manufacturing 
the casing material, designated generally by the reference 
numeral 100, is shoWn With its major steps. In step 103, the 
mandrel is prepared to accept the spooled carbon ?ber. In the 
present invention, the mandrel acts as a mold, and the 
exterior shape of the mandrel determines the interior shape 
of the resulting casing. 

In step 106, the carbon ?ber thread is prepared. In the 
preferred embodiment, dual strands With a high ?lament 
content Were found to provide best results; hoWever, the 
number of strands Wound at once could be changed to suit 
the speci?c end product desired. The ?lament content deter 
mines the strength of the resulting material. For high tensile 
strength applications, including Warhead casings, high ?la 
ment content carbon ?bers yield better results. 
The prepared carbon thread from step 106 is passed 

through a loW velocity resin in step 109. The type of resin 
selected Will determine the glass transition temperature of 
the resulting casing. It is important that the ignition tem 
perature of the materials enclosed by the casing exceed the 
glass transition temperature of the resin. In the preferred 
embodiment, the 8132 Niteta Was found to yield several 
advantages. First, the glass transition range of the resin Was 
betWeen 200 and 250 degrees Fahrenheit. Additionally, the 
resin cured at room temperature, thus minimiZing the need 
for special curing procedures. Although 8132 Niteta yielded 
several key advantages, the use of other similar resins in the 
manufacturing process Would be Within the scope of the 
present invention. 

Once the carbon ?ber thread has been coated With resin in 
step 109, it is tightly Wound about the mandrel in step 112. 
The thread must be tightly Wound about the mandrel in order 
to provide strength and the ability to hold the shape of the 
mandrel after the completion of the manufacturing process. 
In order to maintain structural integrity of the resulting 
casing, it is important that the ?ber be Wound as a continuous 
thread. Breaking the thread jeopardiZes the integrity of the 
casing formed through the process. 
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The entire process between steps 106 and 112 may be 
completed one or more additional times to provide higher 
tensile strength to the resulting casing. In the preferred 
embodiment, three separate layers of carbon ?ber Were used, 
With the second layer longitudinally, in order to provide 
tensile strengths exceeding 3000 pounds. 

Once the Winding steps 106, 109, and 112 have been 
completed as many times as desired, the completed mold 
must be alloWed to cure and harden in step 115. 

The resulting hardened casing is removed from the man 
drel during step 118, yielding a ?nished product. Because 
the shape of the mandrel can be used to form all inner 
surfaces including making screW threads, no additional 
processing is required on the inner surfaces. The outer 
surfaces of the casing are machined if necessary in step 121, 
thus yielding a completed ?nished casing. 

This novel method of manufacture alloWs the Windings 
process to include functions of the internal machining Which 
results in more accurate internal dimensions, faster manu 
facturing times, and more ef?cient use of materials. Since 
the manufacturing process is faster and less complex, manu 
facturing costs are reduced. 

An example of the resulting casing is shoWn in FIG. 2. 
Casing 200 is a holloW cylindrical tube approximately six 
inches in length. Inner surface 212 and outer surface 209 of 
casing 200 are smooth as a result of the Winding and 
machining process. The thickness of the Wall of casing 200 
is approximately 1.5 millimeters. Interior screW threads 203 
are formed during the Winding process. External threads 206 
are formed by machining the resulting casing after Winding. 
This particular example, the preferred embodiment of the 
present invention, combines tensile strengths exceeding 
3000 pounds With glass transition and resin breakdown 
temperatures under 250 degrees Fahrenheit. 

Although the invention has been described relative to a 
speci?c embodiment thereof, there are numerous variations 
and modi?cations that Will be readily apparent to those 
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4 
skilled in the art in the light of the above teachings. It is 
therefore to be understood that, Within the scope of the 
appended claims, the invention may be practiced other than 
as speci?cally described. 
What is claimed as neW and desired to be secured by 

Letters Patent of the United States is: 
1. A process for manufacturing a Warhead casing com 

prising the steps of: 
machining a mandrel such that an exterior mandrel sur 

face is formed replicating a ?nished interior surface of 
a desired Warhead casing including internal screW 
threads; 

coating continuous carbon ?ber threads With a loW vis 
cosity resin to yield resin coated threads; 

Winding said continuous resin coated threads onto a 
mandrel to form a Warhead casing having ?nished 
interior screW threads; and 

curing and ?nishing said Warhead casing. 
2. A process for manufacturing a Warhead casing as in 

claim 1 Wherein said step of Winding further comprises 
Winding a plurality of threads onto a mandrel in a plurality 
of separate layers. 

3. A process for manufacturing a Warhead casing as in 
claim 1 Wherein said loW viscosity resin has a glass transi 
tion temperature after curing of less than 250 degrees 
Fahrenheit. 

4. A process for manufacturing a Warhead casing as in 
claim 2 Wherein said threads have a high level of ?lament 
content. 

5. A process for manufacturing a Warhead casing as in 
claim 1 Wherein said step of curing and ?nishing further 
comprises: 

alloWing the resin to harden; 
removing the hardened resin case from the mandrel; and 
machining the outer surface of said hardened resin case. 

* * * * * 


