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ABSTRACT OF THE DISCLOSURE 

A luggage rack for carrying luggage or the like on an 
automotive vehicle comprising a pair of spaced mrulti-sided 
load constraining side members, at least one cross mem 
ber extending laterally between the side members, means 
on the opposite ends of the cross member and cooperable 
guideway means on one side of each of the side members 
for securing the cross member to the side members in a 
manner such that the cross member is longitudinally mov 
able along the side members, at least one stanchion member 
for supporting each of the side members, each of the 
stanchion members having a lower end portion adapted 
to be ?xedly secured to the vehicle, means for securing the 
upper ends of the stanchions to one side of the adjacent of 
the side members other than the sides thereof along which 
the guideway means are located, whereby the cross mem 
ber may be moved longitudinally of the side members 
without interfering with the stanchions, the last mentioned 
means including screw means extending between the upper 
ends a)‘ the stanchions and the side members and disposed 
out of longitudinal alignment with the guideway means, 
a transversely extending wind de?ector adapted to direct 
a ?ow of wind toward a rear portion of the automotive 
vehicle, and means for supporting the wind de?ector on 
the rearward terminal ends of side members independent 
of the cross rail. 

This invention relates generally to means for carrying 
luggage and the like on automotive vehicles and, more 
particularly, to a new and improved luggage rack con 
struction adapted to be operativcly mounted on the roof 
of an automotive vehicle. 
The luggage rack of the present invention employs 

a pair of side rails which extend longitudinally along the 
opposite sides of the roof of an automotive vehicle. The 
side rails are of uniform cross section and have outwardly 
facing channels or nonplanar surfaces which are matingly 
engageable with the upper ends of a plurality of stanchions 
which serve to support the rack upon the vehicle roof. 
By this means, the stanchions may be connected to the 
side rails at almost any desirable longitudinal position. 
The side rails are interconnected by a pair of cross rails, 
at least one of which is longitudinally adjustable with 
respect to the other, whereby to vary the size of the space 
bounded by the side rails and cross rails in accordance 
with the size and type of load being transported. The 
ends of the aforesaid side rails are provided with suitable 
end caps or with mounting brackets for supporting a wind 
de?ector which can be mounted on the luggage rack at the 
rear end thereof. 

It is accordingly a general object of the present inven 
tion to provide a new and improved luggage rack in which 
any number of stanchions may be readily secured to the 
longitudinally extending side rails and at virtually any 
desirable longitudinal position thcrealong. 

It is another object of the present invention to provide 
a new and improved luggage rack of the above character 
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which is constructed of standard components that may be 
cut to various desired lengths to accommodate luggage 
racks specifically designed for different vehicles, thereby 
minmizing the special tooling and accompanying ex 
penses required to fabricate speci?c luggage racks for 
each type of vehicle and vehicle model. 

It is still another object of the present invention to pro 
vide a new and improved luggage rack of the above char 
acter which may have its ornamental appearance changed 
by merely varying the size and con?guration of the end 
caps provided on the opposite ends of the side rails there 
of, which changes are possible without requiring any 
retooling for the remaining luggage rack components. 

It is a further object of the present invention to provide 
a new and improved luggage rack of the above character 
which features novel and inexpensive means for intercon 
necting the various components thereof without exposing 
the fastening means employed. 

It is yet another object of the present invention to pro 
vide a new and improved luggage rack of the above char 
acter wherein the brackets for interconnecting the cross 
rails to the side rails are universally angularly adjustable 
relative to one another whereby to accommodate vehicle 
roofs of various contours. 

It is another object of the present invention to provide 
a luggage rack of the above character wherein one or 
more of the cross rails may be angularly adjusted to 
minimize wind noise. 

It is still another object of the present invention to pro 
vide a new and improved luggage rack of the above char 
acter which particularly lends itself to the use of superior 
metals which are light-weight, rust-proof and pleasant in 
appearance. 

It is yet a further object of the present invention to 
provide a luggage rack of the above character which is 
adapted to be easily secured or mounted on the roof of 
an automotive vehicle. 

It is still another object of the present invention to 
provide a luggage rack of the above character which is 
strong, easily assembled, reasonable in cost and which 
is durable in construction. 

Other objects and advantages of the present invention 
will be apparent from the following detailed description 
taken in conjunction with the accompanying drawings, 
wherein: 
FIGURE 1 is an elevated perspective view of the lug 

gage rack of the present invention mounted on the roof 
of a partially illustrated automotive vehicle; 
FIGURE 2 is another elevated perspective view of the 

luggage rack of the present invention on a somewhat 
larger scale than that shown in FIGURE 1; 
FIGURE 3 is an enlarged top elevational view, partially 

broken away, of the luggage rack shown in FIGURES 
1 and 2; 
FIGURE 4 is an enlarged side clevational view, partially 

broken away, of the structure illustrated in FIGURE 3; 
FIGURE 5 is a front end view on a reduced scale of 

the structure illustrated in FIGURE 4; 
FIGURE 6 is an enlarged fragmentary cross sectional 

view taken along the line 6——6 of FIGURE 4; 
FIGURE 7 is an enlarged fragmentary cross sectional 

view taken along the line 7——7 of FIGURE 4; 
FIGURE 8 is an enlarged fragmentary cross sectional 

view taken along the line 8—8 of FIGURE 4; 
FIGURE 9 is a transverse cross sectional view taken 

along the line 9—9 of FIGURE 8; 
FIGURE 10 is a transverse cross sectional view taken 

along the line 10-—10 of FIGURE 3; 
FIGURE 11 is an enlarged fragmentary cross sectional 

view taken along the line 11-11 of FIGURE 8; 
FIGURE 12 is a fragmentary cross sectional view taken 

along the line 12-42 of FIGURE 8; 
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FIGURE 13 is a fragmentary cross sectional view taken 
along the line 13—13 of FIGURE 8; 
FIGURE 14 is a transverse cross sectional view taken 

along the line 14-14 of FIGURE 8; 
FIGURE 15 is a fragmentary perspective view of a 

section of one of the luggage supporting base rails in 
corporated in the luggage rack illustrated in FIGURES 
1, 2 and 3; 
FIGURE 16 is a fragmentary cross~sectional view of 

the structure illustrated in FIGURE 15; 
FIGURE 17 is a fragmentary cross-sectional view taken 

along the line 17-17 of FIGURE 16; 
FIGURE 18 is an enlarged fragmentary perspective 

view of a portion of the wind deflector and mounting 
means therefor incorporated in the luggage rack illus 
trated in FIGURES l, 2 and 3; 
FIGURE 19 is a side elevational view of a modi?ed 

construction of the luggage rack of the present invention, 
as shown operatively mounted on a truck vehicle or the 
like; 
FIGURE 20 is a fragmentary side elevational view of 

an end portion of the modi?ed luggage rack construction 
illustrated in FIGURE 14; 
FIGURE 21 is a top elevational view of the structure 

illustrated in FIGURE 20; 
FIGURE 22 is an enlarged side elevational view, par 

tially broken away, of a modi?ed construction of the 
present invention; 
FIGURE 23 is a fragmentary cross-sectional view taken 

along the line 23-23 of FIGURE 22: 
FIGURRE 24 is a view similar to FIGURE 22 and illus 

trating another modi?ed construction of the present in 
vention; and 
FIGURE 25 is a fragmentary cross-sectional view taken 

along the line 25—-25 of FIGURE 24. 
Referring now to FIGURES l and 2 of the drawings, a 

luggage rack 10, constructed in accordance with an exem~ 
plary embodiment of the present invention, is shown oper 
atively mounted on a substantially ?at roof portion 12 of 
a conventional automotive vehicle 14. The luggage rack 
10 includes a pair of identical elongated spaced parallel 
side rails 16 and 18 which extend longitudinally of the 
roof portion 12 along the opposite sides thereof. The 
luggage rack 10 also includes a plurality of longitudinally 
extending base rails, generally designated 20, and trans 
versely or laterally extending cross rails 22, 23 and base 
rail support straps 24 which, together with the side rails 
16 and 18, are secured to the roof portion 12 by means 
of a plurality of laterally and longitudinally spaced stan 
chions, generally designated by the numeral 26. 
As ‘best seen in FIGURES 10 and 11, the side rails 16 i 

and 18 are generally tubular in transverse cross section 
and de?ne elongated central cavities 28. The outboard 
sides of the rails 16 and 18 are formed with longitudi 
nally extending, generally V-shaped channels 30, and the 
inboard sides of the rails 16, 18 are formed with longi 
tudinal openings 32 which are communicable with cavities 
28 and above and below which vertically spaced, laterally 
inwardly projecting and longitudinally extending ?ange 
sections 34 and 36, respectively, are formed. The lower 
and upper sides of the flange sections 34 and 36, respec 
tively, are formed with vertically aligned grooves or re 
cesses 38 and 40 which are coextensive of the rails 16, 18 
and function in a manner later to be described. 
As best seen in FIGURES 4, 8, 11 and 13, the side rails 

16 and 18 are supported upon the roof portion 12 of the 
automotive vehicle 14 by the plurality of upwardly ex 
tending and forwardly and inwardly inclined stanchions 
26, the upper ends of which are formed with side rail 
engaging sections 42 that are complementary to and 
adapted to contiguously engage the outboard sides of the 
side rails 16 and 18. In particular, the sections 42 include 
upper portions 44 adapted to contiguously engage the 
channels 30 and lower portions 46 which are adapted 
to contiguously engage the lower Outboard sides of the 
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4 
side rails 16, 18 in the manner illustrated in FIGURE 11. 
It will be seen that since the side rails 16 and 18 are of 
uniform cross section along their entire lengths, the 
stanchions 26 are adapted to engage and be rigidly 
secured to the side members at substantially any desired 
longitudinal location along the rails 16 and 18, whereby 
to provide ?exibility and universality of installation. As 
best illustrated in FIGURES 8 and 11, the upper end 
sections 42 of each of the stanchions 26 is secured to its 
associated side rail 16 or 1.8 by means of a pair of suit 
able screws, bolts or the like 48 which extend through 
suitable openings 50 in the inboard ends of the chan 
nels 30, suitable access to the screws 48 being provided 
through the longitudinally extending openings 32 and 
cavities 28 to facilitate assembly and disassembly of the 
stanchions 26 and side rails 16, 18. 
The lower end of each of the stanchions 26 is formed 

with a generally rectangular shaped base section 52 which, 
as best illustrated in FIGURES 8 and 13, is adapted to 
bear upon the roof portion 12 of the vehicle 14 to support 
the luggage rack 10 thereon. The base sections 52 are 
formed with longitudinally spaced countersunk bores 54 
through which suitable screws, bolts or the like 56 extend 
for rigidly securing the stanchions 6 to the roof portion 
12. Suitable gasket members 58, which have substantially 
the same conformation as the base sections 52 and are 
constructed of a resilient and deformable material such 
as rubber or the like, are provided interjacent the lower 
side of each of the stanchion base sections 52 and the 
roof portion 12, as best seen in FIGURE 13. 
As illustrated in FIGURES 1 through 3, the plurality 

of longitudinally extending base rails 20 are laterally 
spaced between the side rails 16 and 18 and are mounted 
directly above the upper surface of the roof portion 12 
of the automotive vehicle 14. As seen in FIGURES 15 
through 17, each of the base rails 20 is generally M 
shaped in transverse cross section and comprises inclined 
outer sides 60 and 62 which terminate at their lower 
sides in laterally inwardly extending ?ange sections 64 
and 66, respectively. The plurality of base rails 20 are 
adapted to be secured to the luggage rack 10‘ by means 
of two longitudinally spaced base rail support straps 24 
which extend transversely between the base sections 52 
of the front and rear laterally aligned pairs of stanchions 
26. As best seen in FIGURE 13, the outer ends of the 
straps 24 are bent 90° upwardly, as seen at 68, and are 
nested within generally rectangular shaped recesses 70 
formed in the inboard sides of the base sections 52 of the 
stanchions 26, the upturned end sections 68 being rigidly 
secured within the recess 70 by suitable screws, bolts 
or the like 72. It will be noted that the lower sides of the 
straps 24 are spaced slightly above the upper surface of 
the roof portion 12, as best seen in FlGURE 13. 
The base rails 20 and support straps 24 are rigidly 

interconnected by means of a plurality of interengage 
able notches or recesses formed in the members 20 and 
24, as best illustrated in FIGURES 14 through 16. In 
particular, at the intersection of each of the base rails 
20 and the support straps 24, the side sections 60, 62 
and ?ange sections 64, 66 of the base rail members 20 are 
cut away, as best seen at 74 in FIGURES 16 and 17. At 
the same intersection locations, the transversely extend 
ing support straps 24 are cut away along their opposite 
edges in a manner such that a pair of deformable tab 
sections 76 and 78 are formed. The cut away sections 74 
of the base rails 20 are of substantially the same length 
as the widths of the straps 24 after the straps 24 have 
been cut to form the sections 76, 78, whereby the sections 
74 of the base rail members 20 are adapted to have the 
cut away sections of the straps 24 nested therewithin, as 
best seen in FIGURE 15. After the members 20 and 24 
have been thus assembled, the tab sections 76 and 78 may 
be deformed downwardly from the position illustrated 
by the dotted lines in FIGURE 17 to the position illus 
trated by the solid lines in this figure, whereby the sec 
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tions 76, 78 engage the flange sections 64 and 66 to 
lockingly secure the base rail members 20 to the support 
straps 24 and thus preclude any relative lateral or longi~ 
tudinal movement between these members. 

Referring now to FIGURES 3 and 8, the cross rail 22 
extends transversely between the rear ends of the side rails 
16 and 18 and is adapted to be adjustably secured at its 
Opposite ends thereto, whereby to vary the size of the 
space bounded by the side rails 16 and 18 and the cross 
rails 22 and 23 extending laterally thcrebetween. More 
particularly, the opposite ends of the cross rail 22 are se 
cured to the inboard sides of the side rails 16 and 18 by 
means of a pair of retainer or support brackets, one of 
which is illustrated in FIGURE 8 and designated by the 
numeral 80. The bracket 80 is formed with a laterally in 
wardly projecting lug portion 82 that is adapted to be in 
serted within the adjacent end of the cross rail member 22 
which, as illustrated in FIGURE 9, is generally oval 
shaped in transverse section. A generally ?at shoulder 84 
extends outwardly around the outboard end of the lug 
portion 82 and is adapted to have the end of the cross rail 
22 abut thereagainst. The end of the cross rail 22 is rigidly 
secured to the bracket 80 by means on a suitable locking 
screw, bolt or the like 86 which extends upwardly through 
a suitable countersunk aperture 88 in the lower side of the 
cross rail 22 and thread-ably engages a suitable opening 90 
in the lower side of the lug portion 82, as best seen in 
FIGURE 11. 
As seen in FIGURE 8, the retaining bracket 80 includes 

a forwardly projecting section 92 which is adapted to be 
adjustably secured to the inboard side of the side rail 16, 
the section 92 being of substantially the same height as the 
inboard dimensions of the side rail 16 so that a substan 
tially smooth and pleasant appearing contour is provided 
between these members upon assembly thereof. The sec 
tion 92 is provided with a pair of outwardly extending 
boss portions 94 and 96 which are longitudinally aligned 
and adapted to be nested within the longitudinally extend 
ing opening 32 de?ned between the upper and lower ?ange 
sections 34 and 36 of the side rail ‘16. The rearmost boss 
portion 94 is formed with an outwardly projecting reduced 
size section 98 upon which an annular washer 100 is car 
ried, the washer 100 being slightly thinner in section than 
the vertically aligned grooves 38 and 40 in the ?ange sec 
tions 34, 36 and being slidably carried within the grooves 
38, 40, as best seen in FIGURES 11 and 12. The outer 
most end of the section 98 is peened or crimped radially 
outwardly as seen at 102 in FIGURE 8 whereby to secure 
the washer 100 on the boss portion 94. An outwardly di 
rected bore 104 is formed in the forwardmost end of the 
section 92 of the bracket 80, which bore is countersunk 
at its inboard end and extends laterally outwardly through 
the boss portion 96, as seen in FIGURE 8. An externally 
threaded screw, bolt or the like 106 is rotatably mounted 
within the bore 104 and is adapted to threadably engage 
a central bore 108 formed in a rectangularly shaped slide 
member 110 which is slidably carried within the grooves 
38 and 40 on the side rail 16 and is adapted to be inserted 
into the grooves 38, 40‘ from the end of the side rail 16 
prior to assembly of the luggage rack .10. The screw 106 
is provided with an enlarged, externally knurled head 
section 112 which facilitates manual tightening thereof. 
It will be seen that as the screw 106 is tightened, the slide 
member 110 will be drawn laterally inwardly toward the 
boss portion 96 whereby to compress the portion of the 
flange sections 34 and 36 interjacent with the grooves 38 
and 40 and the inboard ends of the ?ange sections 34 and 
36, thus tightly securing the bracket 80 and hence the ad 
jacent end of the cross rail 22 to the side rail 16. Upon 
loosening the screw 106, the bracket 80' may be longi 
tudinaly adjusted along the side rail 16 to facilitate po 
sitioning the cross rail 22 at any desired longitudinal loca 
tion along the side rail 16, as will be apparent. 
As best seen in FIGURES 1 through 3, the cross rail 

23 which extends laterally between the forward ends of 
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the side rails 16 and 18 comprises right and left sections, 
23a and 23b, each of which extends half-way across the 
roof portion 14 of the vehicle 12. The inboard ends of 
the sections 23a and 23b intersect at a position slightly 
forwardly of the outboard ends thereof, which inboard 
ends are supported upon the roof portion 12 by a center 
stanchion member best illustrated in FIGURES 4 and 7 
and generally designated by the numeral 112. The stan 
chion 112 generally comprises a lower mounting section 
114 and an upper cross rail support section 116 between 
which a forwardly and upwardly inclined medial section 
118 extends and is integrally connected therewith. The 
upper cross rail support section 116 is formed with a 
pair of laterally outwardly projecting tongue or lug por 
tions 120 and 122 which, as illustrated in FIGURE 7, are 
slightly smaller in cross section than the interior of the 
cross rail sections 23a and 23b. The inboard ends of the 
sections 23a, 23b are adapted to ?t over the lug portions 
120 and 122 and abut against spaced parallel surface por 
tions 124 and 126, respectively, formed on the opposite 
sides of the stanchion section 116 eircumjacent the por 
tions 120 and 122. The inboard ends of the cross rail sec 
tions 23a and 23b are rigidly secured to the stanchion 
member 112 by means of a pair of locking screws, bolts or 
the like (not shown) which extend upwardly from the 
lower sides of the sections 23a and 23b through suitable 
apertures 128 and 130 and lockingly engage the lower 
sides of the lug portions 120 and 122. Preferably the for 
ward side of the stanchion section 116 is formed with a 
pair of inclined surface portions 132 and 134 which are 
substantially coplanar with the forward sides of the cross 
rail sections 23a and 23b, whereby to provide a pleasant 
appearing contour at the juncture of the sections 23a, 23b 
and stanchion 112. 
The lower mounting section 114 of the stanchion mem 

her 112 extends longitudinally of the rack 10 and is 
preferably longitudinally aligned with the center base rail 
20, the section 114 being rigidly secured to the roof por 
tion 14 of the vehicle 12 by a suitable screw, bolt or the 
like 136 which extends downwardly through a suitable 
countersunk aperture 138 formed in the rear end of the 
section 114, as seen in FIGURE 7. The forward end of 
the aforesaid center base rail 20 preferably abuts against 
the rear end of the stanchion section 114 in the manner 
illustrated in FIGURES 4 and 7. 
The outboard ends of the cross rail sections 23a and 

23b are adapted to be supported on the forwardmost ends 
of the said rails ‘16 and 18, respectively, by means of a 
pair of the hereinbefore described retainer brackets 80 
which, together with a pair of forwardly extending end 
caps generally designated 140, are rigidly connected to 
forward ends of the side rails 16 and 18. More particularly 
and as best illustrated in FIGURE 6, the outboard end 
of the cross rail section 23a is adapted to have the laterally 
inwardly projecting lug portion 82 of its associated re 
tainer bracket 80 inserted therewithin, the outboard end 
of the rail section 23a being cut at a predetermined angle 
so as to contiguously engage the ?at shoulder 84 formed 
on the retainer bracket 80 around the outboard end of the 
lug portion 82. The lug portion 82 is formed with an in 
clined rearwardly directed face portion 142 which is dis 
posed at an angle relative to the shoulder 84 so as to tight 
ly engage the adjacent inner peripheral portion of the 
outboard end of the cross rail section 23a. A suitable lock 
ing screw, bolt or the like (not shown), extends upwardly 
through a suitable aperture 144 formed in the lower side 
of the cross rail section 23a and threadedly engages a suit 
able aperture 146 on the lower side of the lug portion 82, 
whereby to rigidly secure the section 23a and bracket 
80 together. 

It will be seen that the retaining bracket 80, shown 
in FIGURE 6, is reversed with respect to the bracket 80 
described in connection with the rear cross rail 20‘ and 
shown in FIGURE 8; that is, the section 92 of the bracket 
80 in FIGURE 6 extends rearwardly along the inboard 
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side of the side rail 16 instead of forwardly as does the 
section 92 of the bracket 80 in FIGURE 8. It will be 
seen, however, that the boss portions 94 and 96 of the 
bracket 80 in FIGURE 6 are adapted to be nested within 
the opening 32 de?ned between the upper and lower ?ange 
sections 34 and 36 of the side rail 16 in the same manner 
that the boss portions of the bracket 80 in FIGURE 8 fit 
within the opening 32. As seen in FIGURE 6, bracket 80 
is rigidly secured to the forward end of the side rail 16 
by means of a suitable countersunk screw 148 that extends 
through an opening, which is similar to the opening 104 
shown in FIGURE 8, in the boss portion 96 and thread» 
ably engages the central bore 150 formed in a rectangular 
shaped slide member 152 that is slidably carried in the 
grooves 38 and 40 of the side rail 16 and is identical in 
construction to the aforedescrib-ed slide member ‘110 de 
scribed in connection with FIGURE 8. It will be noted 
that the screw 148 is not provided with a knurled head 
section as is the screw 106 since the bracket 80 and cross 
rail section 23a are not intended to be longitudinally ad 
justed relative to the side rail 16. It will also be noted 
that the boss portion 94 of the bracket 80 is not provided 
with a slide washer as is the aforedescribed boss portion 
94 of the bracket 80 shown in FIGURE 8. 
The end cap member 104 which is associated with the 

forwardmost end of the slide rail 16 is best shown in 
FIGURE 6 and comprises a forwardly projecting, gen~ 
erally pointed section 154 and a rearwardly extending 
mounting section 156, the latter of which terminates at 
its rearmost end in a generally L-shaped tang 158 which 
is adapted to be lockingly secured to the inboard side of 
the laterally outboard portion of the side rail 16 by one 
of the screws 48 utilized to secure the upper side rail en 
gaging section 42 of the associated stanchion member 26 
to the side rail 16, as hereinbefore described. The rear 
most end 160 of the tang 158 extends transversely within 
the cavity 28 ot' the side rail 16 and preferably tightly en 
gages the opposite sides thereof thus serves to further 
secure the end cap 140 to the forward end of the side rail 
16. A medial portion of the laterally inboard side of the 
end cap member 140 is formed with a laterally inwardly 
projecting boss portion 162 which is laterally aligned with 
the lug portion 82 of the retainer bracket 80, the end cap 
140 being rigidly secured to the retainer bracket 80 by 
means of an elongated bolt 164 which extends laterally » 
through a suitable opening 166 in the inboard end of the 
lub portion 82 and is threaded within a suitable bore 168 
in the boss portion 162. The inboard side of the forwardly 
projecting section 154 of the end cap 140 is formed with 
an inwardly projecting shoulder 170 which is adapted to 
engage the forward end of the retainer bracket 80, as best 
seen in FIGURE 6. The shoulder 170 and tang 158 are 
preferably formed such that a substantially smooth con 
formation is provided between the outboard side of the 
side rail 16, the forward side of the retainer bracket 80 
and the opposite sides of the cross rail section 2321, where 
by to provide substantially smooth surfaces at the juncture 
of the members 16, 80, 140 and 23a. 

It will be seen from the above description that the end 
cap member 140, retainer bracket 80, side rail 16, cross 
rail section 23a and stanchion 26. are secured together at 
the forward outboard edge of the luggage rack 10 in a 
manner such that a minimum number of fastening means, 
i.e., screws, bolts and the like are exposed, thereby sub 
stantially enhancing the appearance of the luggage rack 
10 of the present invention. 

It may also be noted that with the present design, the 
conformation of the end caps 140 may be changed slightly 
from year to year without requiring any changes in the 
rest of the component members of the luggage rack 10, 
whereby to provide for annual design variations in ac 
cordance with automotive vehicle model changes. 
As illustrated in FIGURES l, 2 and 18. the luggage 

rack 10 is provided with an elongated wind de?ector, 
generally designated 172, which extends laterally across 
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the rear end of the rack 10 directly above and slightly 
rearwardly of the rear window 174 of the vehicle 12. The 
wind dellcctor 172 is slightly arcuate in transverse section 
and is preferably constructed of a substantially rigid non 
corrosive material such as aluminum. stainless steel, plas 
tic, or the like. The deflector 172 is adapted to be secured 
to the rear end of the luggage rack 10 by means of a pair 
of laterally spaced support brackets, generally designated 
by the numeral 176, which are mounted on the rear ends 
of the side rails 16 and 18. More particularly, the brackets 
176, one of which is illustrated in FIGURE 18, com 
prise downwardly tapered sections 178 which are adapted 
to be secured to the lorwardmost side of the wind de~ 
ilector 172 by means of suitable screws, bolts, or the like 
180. The sections 178 terminate at their upper ends in 
longitudinally extending mounting sections 182 which 
have substantially the same outer ‘conformation or cross 
sectional shape as the exterior of the side rails 16 and 18. 
The t‘oruarn'most ends of the mounting sections 182 are 
formed with integral tongue sections 184, as best seen in 
l'ilGURE 8, which are of an identical con?guration in 
lransversc cross section to the central cavity 28, opening 
32, and grooves 34 and 36 of the side rails 16 and 18, 
as best seen in FIGURE 14, these tongue sections 184 
thereby being adapted to be inserted within the rear ends 
of the side rails 16 and 18 in the manner illustrated in 
FIGURE 8. The brackets 176 are formed with substan 
tially ?at shoulder portions 186 around the tongue sec 
tions 184, which portions 186 are adapted to abut against 
the rear ends of the side rails 16 and 18. The brackets 
176 and hence the wind de?ector 172 are adapted to ‘be 
rigidly secured to the rear end of the luggage rack 10 by 
means of a plurality of suitable screws, bolts or the like 
187 which extend upwardly through suitable openings 188 
in the lower sides of the side rails 16 and 18 and thread 
ably engage suitable apertures 190 in the tongue sections 
184 ol‘thcbrackcts176. 

Referring now to FIGURES l9 through 21, a slightly 
modified construction of the luggage rack 10 of the 
present invention is shown operalively mounted on a 
panel-type truck vehicle 200 having a substantially ?at, 
elongated root‘ portion 202, the construction of the 
luggage rack 10 being substantially identical to that here 
inbefore described with the exception that a plurality of 
stanchions 26 are utilized to support each of the side 
rails 16 and 18 on the roof portion 202, and that the 
provision of the wind de?ector 172 is omitted. It will 
be apparent, of course, that the additional stanchions 26 
which are provided for the support of each of the side 
rails 16 and 18 are adapted to be rigidly secured to the 
roof portion 202 and to the side rails 16 and 18 in a 
manner identical to that described hereinbefore. 
Due to the fact that the modi?ed construction of the 

luggage rack 10 of the present invention is not provided 
with the aforedcscribed wind de?ector 172 and hence not 
with the wind de?ector mounting brackets 176, a pair of 
the hereinbefore described end caps 140 are provided on 
the rear ends of the side rails 16 and 18 and are secured 
thereto by having their L-shaped tang sections 158 se 
cured within the cavities 28 of the side rails 16 and 18 
by the screws 48 used for securing the rearrnost stan 
chions 26 to the side rails 16 and 18, as hereinabove 
described. In the instant embodiment of the luggage 
rack 10, the rear cross rail 22 is supported by a pair of 
the above~described retainer brackets 80 which are ad 
justably secured to the side rails 16 and 18 by means of 
suitable knurled screws 106 that threadably engage a 
pair of slide members (not shown) which are longitudi 
nally slidable within the grooves 38 and 4!] of the side 
rails 16 ‘and 18. The cross rail 22 is adapted to be rigidly 
secured to the lug portion 82 of the retainer bracket 80 
by means of a suitable locking screw (not shown) which 
extends upwardly through a suitable aperture in the 
lower side of the cross rail 22 and threadably engages 
the lug portion 82 in a manner identical to that shown 
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in FIGURE 8. It will be noted that the lug portions 82 
of the retainer brackets 80 are not secured to the end 
caps 140 as was the case with the bracket 80 and end 
cap 140 described in connection with FIGURE 6, thus 
permitting the retainer brackets 80 and the rear cross 
rail 22 supported thereby to be longiudinally slidable 
relative to the end caps 140 and side rails 16 and 18. 
Accordingly, the cross rail 22 may be longitudinally ad 
justed to vary the size of the space bounded by the cross 
rail 22 and side rails 16 and 18 in accordance with the 
size ‘and type of load to ‘be transported within the luggage 
rack 10. 

Referring now to FIGURES 22 and 23, another slight 
ly modi?ed construction of. the luggage rack 10 of the 
present invention comprises a pair of longitudinally ex— 
tending spaced parallel side rails which are similar in 
construction to the aforcdescribed side rails 16 and 18 
and one of which is illustrated herein and designated by 
the numeral 204. The side rail 204 is generally tubular 
in transverse cross section and de?nes an elongated cen 
tral cavity 206. The outboard side of the rail 204 is 
formed with a longitudinally extending, generally V 
shaped channel 208 which is preferably identical in con 
?guration to the channels 30 in the above-described side 
rails 16 and 18 so that the side rail 204 may be sup 
ported upon the roof portion of an automotive vehicle 
or the like by the same stanchion members 26 utilized 
to support the above-described side rails 16 and 18. Ac 
cordingly, the side rail 204 is shown rigidly secured to 
one of the aforedescribed stanchion members 26 by a 
suitable screw, ‘bolt or the like 210 in a manner identical 
to that shown in FIGURE ll. The inboard side of the 
side rail 204 is generally cylindrical in conformation 
about an axis extending longitudinally of the side rail 
204. An opening 212 is formed in the inboard side of 
the rail 204, which opening 212 is coextensive of the rail 
204 and is communicable with the central cavity ‘206. 

The side rail 204 is adapted to support one end of one 
or more lateraly extending cross rails for longitudinal 
sliding movement, one of which rails is illustrated in 
FIGURES 22 and 23 and designated by the numeral 214. 
Preferably the cross rail 214 is identical in construction 
to the cross rails 22 and 23 previously described. The 
outboard end of the cross rail 214 is adapted to be se 
cured to the inboard side of the side rail 204 by means 
of an elongated retainer plate, generally designated 216 
and best seen in FIGURE 22. The retainer plate 216 is 
somewhat cylindical in transverse section and is there 
by adapted to contiguously engage the outer periphery 
of the inboard side of the side rail 204 as illustrated. . 
The medial or central section of the retainer plate 216 
is formed with a laterally inwardly projecting embossed 
portion 218 which de?nes a substantially ‘?at surface ‘220 
against which the outboard end of the cross rail 214 is 
adapted to engage or abut. The central section of the 
embossed portion 218 is in turn formed with a laterally 
inwardly projecting embossed portion 222 which is pref 
erably axially aligned with the axis of the cross rail 214, 
The retainer plate 216 is rigidly secured to the end of 
the cross rail 214 by means of a suitable screw, bolt or 
the like 224 which extends through a central opening 
226 in the embossed portion 222 and threadably engages 
a suitable opening 228 in a plug member 230 which is 
press ?tted or similarly secured within the end of the 
cross rail 214, as best seen in FIGURE 23. 
The retainer plate 216 is adapted to be secured to the 

inboard side of the side rail 204 by means of a pair of 
suitable screws, bolts or the like 232 which extend lateral 
ly outward through the opening 212 in the side rail 204 and 
are threaded within suitable openings 234 in a tapping 
plate 236 which extends longitudinally within the cavity 
206 and is of substantially the same length as the retainer 
plate 216. As best seen in FIGURE 22, the laterally in 
board side of the tapping plate 236 is arcuate in shape 
to conform with the inner periphery of the laterally in 
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board side of the side rail 204. It will be seen from the 
construction thus described, that upon tightening the 
screws 232, the tapping plate 236 and retainer plate 216 
compress the adjacent portions of the inboard side of 
the side rail 204, whereby to lockingly secure the cross 
rail 214 at a preselected longitudinal position along the 
side rail 204; however, upon loosening the screws 232, 
the cross rail 214 may be moved longitudinally relative 
to the side rail 204 for the purpose of adjustment, as 
above described. Furthermore, at such time as the screws 
232 are loosened, the cross rail 214 may be pivoted either‘ 
upwardly or downwardly relative to the side rail 204 
and stanchion 26 secured thereto, as illustrated by the 
phantom lines in FIGURE 22, whereby to provide for 
limited angular adjustment of the side rail 204 and 
stanchion 26 relative to the outboard end of the cross 
rail 214. With this construction, the cross rail 214 and 
side rail 204 may be appropriately adjusted such that the 
cross rail 214 extends substantially horizontally across 
the roof portion of the associated automotive vehicle re 
gardless of the particular conformation or contour of the 
roof portion to which the lower end of the stanchion 
member 26 is operatively secured, hence, the above con 
struction provides for universality of installation of the 
luggage rack 10 of the present invention. 

Referring now to FIGURES 24 and 25, in a con 
struction of the luggage rack of the present invention 
which is slightly modi?ed from that shown in FIGURES 
22 and 23, there is provided a side rail 204, stanchion 
26, cross rail 214, tapping plate 236, and plug mem 
ber 230, all of which members are identical in construc~ 
tion and operation to the component members designated 
by like numerals in FIGURES 22 and 23. The luggage 
rack construction shown in FIGURES 24 and 25 also 
includes a retainer plate 238 which is of substantially 
the same construction as the aforedescribed retainer plate 
216, with the exception that a pair of laterally inwardly 
projecting ear portions 240 and 242 are formed in the 
embossed medial section 218 instead of the embossed 
portion 222. As best seen in FIGURE 25, the ear por 
tions 240 and 242 are generally arcuate in shape and 
are designed such that the upper and lower surfaces 244 
and 246 thereof, respectively, contiguously engage the 
inner periphery of the interior surface of the cross rail 
214. The plate 238 is secured to the end of the cross 
rail 214 by means of a suitable bolt 248 which extends 
through a washer 250 disposed in the portion 218 and 
is threaded within the plug 230. The plate 238 is con 
nected to the tapping plate 236 by the bolts 232, as 
above described. With this construction, the cross rail 
214 may be rotated slightly along its longitudinal axis, 
as seen by the phantom lines in FIGURE 25, together 
with being longitudinally adjustable and angularly ad 
justable in the same manner as described in connection 
with FIGURES 22 and 23. Accordingly, the cross rail 
214 may be rotatably adjusted to the optimum position 
wherein objectionable wind noise, which may be pro 
duced during operation of the automotive vehicle to 
which the luggage rack is attached, is reduced to a 
minimum. 

It will be seen from the foregoing description that the 
present invention provides a novel luggage rack wherein 
two or more stanchion members may be utilized to op 
cratively mount the side rails thereof, which stanchion 
members may be secured to the side rails at any de 
sired longitudinal position. It will also be seen that the 
present invention provides a luggage rack which is 
adapted to be operatively mounted on vehicle roof por 
tions of various conformations or contours. Furthermore, 
the luggage rack of the present invention may be easily 
installed in a manner such that the various fastening 
means, i.e., screws, bolts or the like, incorporated therein, 
are substantially hidden from view, whereby to enhance 
the appearance of the rack. Preferably, the various side 
rails, cross rails and base members hereinabove de 
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scribed are fabricated of extruded aluminum or a similar 
lighiweight, noncorrosive material, resulting in the 
luggage rack requiring relatively low cost tooling, such a 
conslruction also minimizing the structurally accured 
weight and providing a corrosion-resistant assembly 
which is extcrmely pleasant in appearance. Toward this 
cnd, transversely extending grooves 252 may be provided 
in the various cross rails 22. 23, and 214, which grooves 
may be painted or similarly decorated. 

While it wilt be apparent that the embodiments herein 
illustrated are well calculated to ful?ll the objects above 
sxa ed, it “ill be appreciated that the luggage rack 10 of 
the present invention is susceptible to modi?cation, varia 
tion and change without departing from the proper scope 
or fair meaning of the subjoined claims. 
What is claimed is: 
1. In a rack for carrying luggage or the like on an 

automotive vehicle, 
a pair of longitudinally extending spaced parallel side 

members, 
at least one cross member extending laterally between 

said side members, 
a plurality of stanchion members each having a portion 

secured to the vehicle and a portion secured to said 
side members for supporting the rack on the vehicle, 

said side members and said stanchion members having 
matingly cngageable surface portions whereby said 
stanchion members may be secured to said side mem 
bers at any longitudinal position thereon, 

means movably interconnecting said cross member and 
said side members whereby said side members are 
rotatable relative to said cross member about axes 
extending substantially at right angles to said cross 
member, and 

means for movably securing said cross member to said 
side members for limited rotative movement about 
an axis extending parallel to said cross member. 

2. In a rack for carrying luggage or the like on an auto 
motive vehicle, 

a pair of longitudinally extending spaced parallel side 
members, 

said side members having hollow end portions and later 
ally outwardly directed channel portions, 

a plurality of stanchion members for supporting the 
rack on the vehicle, 

said stanchion members having portions engageable 
with said channel portions, and 

a plurality of end cap members each including a mount 
ing section insertable within said end portions of said 
side members. 

3. The invention as set forth in claim 2 which includes 
wind de?ecting means extending transversely between 
said side members. 

4. In a rack for carrying luggage or the like on an au 
tomotive vehicle, 

a pair of longitudinally extending spaced parallel side 
members having longitudinally extending channels 
formed therein and having substantially hollow end 
portions, 

a plurality of stanchion members each having a lower 
portion secured to the vehicle and an upper portion 
engageable with said channels in said side members, 

a plurality of end caps having tang portions disposed 
within the hollow end portions of said side rails and 
portions extending longitudinally away from said side 
rails, and 

means for securing said upper portions of said stanchion 
members and said tang portions of said end caps to 
said side members. 

5. in a rack for carrying luggage or the like on an au~ 
tomotive vehicle, 

a pair of longitudinally extending spaced parallel side 
members having longitudinally extendingr channels 
formed therein and having substantially hollow end 
portions, 
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12 
a plurality of stanchion members each having a lower 

portion secured to the vehicle and an upper portion 
engageable with said channels in said side members, 

a plurality of end caps having portions ?xedly secured 
within the hollow end portions of said side rails and 
portions extending longitudinally away from said side 
rails, 

a plurality of cross members extending laterally be 
tween said side members, 

a pair of retaining brackets rigidly secured to the oppo 
site ends of each of said cross members, and 

means for securing the opposite ends of said one cross 
member to the end caps mounted on the adjacent 
ends of said side members. 

6. The invention as set forth in claim 5 wherein one 
of said cross members and one pair of said retaining 
brackets are longitudinally slidable relative to said end 
caps and said side members. 

7, In a rack for carrying luggage or the like on an au 
tomotive vehicle, 

a pair of longitudinally extending spaced parallel side 
members having longitudinally extending channels 
formed therein, 

a plurality of stanchion members each having a portion 
secured to the vehicle and a portion engageable with 
said channels in said side members for supporting the 
rack on the vehicle, 

each of said side members de?ning a longitudinally 
extending central cavity, 

slideway means longitudinally slidable within said cav~ 
ities of said side members, 

at least one cross member extending laterally between 
said side members, and 

means on the opposite ends of said cross member con 
nectible to said slidcway means for securing said 
cross members for longitudinally Sliding movement 
and for pivotable movement about axes extending 
parallel to said side members. 

8. in a rack for carrying luggage or the like on an 
automotive vehicle. 

a pair of longitudinally extending spaced parallel side 
members, 

at least one cross member extending laterally between 
said side members, 

means for movably securing said cross member to said 
side members for limited rotative movement about 
an axis extending parallel to said cross member, 

means for movably securing said side members to said 
cross member for universal movement about axes 
extending substantially parallel to said side members, 
and 
plurality of stanchion members engageable with said 
side members whereby said stanchion members may 
be secured to said side members at any longitudinal 
position thereon. 

9. In a rack for carrying luggage or the like on an 
automotive vehicle, 

a pair of longitudinally extending spaced parallel side 
members having hollow end portions, 

at least one cross member extending laterally between 
said side members, 

means for movably securing said cross members to said 
side members for limited rotative movement about 
an axis extending parallel to said cross member, 

means for movably securing said side members to said 
cross member for universal movement about axes 
extending parallel to said side members, 

a plurality of stanchion members each having an up 
per portion of a complementary conformation to 
surface portions on said side members whereby said 
stanchion members may be secured to said side mem 
bers at any longitudinal position thereon, 

a plurality of end caps having ?rst portions engaged 
with end portions of said side rails and second por 
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tions extending longitudinally away from said side 
rails, and 

means disposed within the interior of said side mem 
bers for rigidly securing said upper portions of said 
stanchion members and said ?rst portions of said 
end caps to the ends of said side members. 

10. In a rack for carrying luggage or the like on an 
automotive vehicle, 

a pair of longitudinally extending spaced parallel side 
members, 

said side members having hollow end portions and 
channel portions, 

a plurality of stanchion members for supporting the 
rack on the vehicle, 

said stanchion members each having a portion en 
gageable with said channel portions, 

a plurality of end cap members each including a mount 
ing section insertable within the end of one of the 
side members, 

a wind de?ector extending transversely between said 
side members adjacent the rear end of the rack and 
adapted to de?ect a ?ow of wind toward a rear por 
tion of the automotive vehicle, 

at least one cross member extending laterally between 
said side members, 

means movably interconnecting said cross member and 
said side members whereby said side members are ro 
tatable about axes extending substantially at right 
angles to one of said members. 

11. In a rack for carrying luggage or the like on an 
automotive vehicle, a pair of longitudinally extending 
spaced parallel side members, each of said side members 
having a longitudinally extending outwardly directed chan 
nel formed therein, a plurality of stanchion members 
for supporting the rack on the vehicle and each com 
prising a ?rst portion secured to the vehicle and a secured 
portion adapted to be received within the channel of 
one of said side members, at least one cross member 
extending laterally between said side members, means for 
movably securing said cross member to said side mem 
bers for limited rotative movement about an axis extend 
ing parallel to said cross member, and means for mov 
ably securing said side members to said cross member for 
universal movement about axes extending parallel to said 
side members. 

12. The invention as set forth in claim 11 which in 
cludes means supporting said cross member on said side 
members for longitudinally sliding movement relative to 
said side members. 

[13. In a rack for carrying luggage or the like on an 
automotive vehicle, 

a pair of longitudinally extending spaced parallel side 
members, 

each of said side members having a hollow end por 
tion at the rear end thereof, 

a wind de?ector extending transversely between said 
side members adjacent the rear ends of the rack and 
adapted to direct a flow of wind toward a portion 
of the vehicle, and 

bracket members having portions received within said 
hollow end portions of said side members and se 
cured to said side members. said bracket members 
being operable to support said wind de?ector ad 
jacent the opposite ends thereof] 

14. In a rack for carrying luggage or the like on an 
automotive vehicle, 

a pair of laterally extending spaced parallel side mem 
bers having longitudinally extending laterally out 
wardly directed channels formed thereon, 

at least one cross-member extending transversely be‘ 
tween said side members, 

a plurality of stanchion members each having a por 
tion secured to the vehicle and a portion engageable 
with the channel of one of said side members for 
supporting the rack on the vehicle, whereby said 
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14 
stanchion members may be secured to said side mem 
bers at any longitudinal position thereon, and 

means on the opposite ends of said cross member and 
cooperable means on the laterally inner sides of said 
side members for securing said cross member to 
said side members in a manner such that said cross 
member may be adjusted longitudinally of said side 
members without interfering with said stanchion 
members. 

15. In a rack for carrying luggage or the like on an 
automotive vehicle, 

a pair of laterally extending spaced parallel side mem 
bers having longitudinally extending laterally out 
wardly directed channel formed thereon, 

at least one cross member extending transversely be 
tween said side members, 

a plurality of stanchion members each having a por 
tion secured to the vehicle and a portion engageable 
with the channel of one of said side members [or 
supporting the rack on the vehicle, whereby said 
stanchion members may be secured to said side mem 
bers at any longitudinal position thereon, 

bracket means on the opposite ends of said cross mem 
ber, 

channel de?ning means extending longitudinally of said 
side members on the laterally inner sides thereof, 
and 

slideway means connectable to said bracket means and 
longitudinally slidable within said channel de?ning 
means, whereby said cross member may be adjusted 
longitudinally of said side members without inter 
ferring with said stanchion members. 

[16. In a rack of carrying luggage or the like on an 
automotive vehicle, 

a pair of longitudinally extending spaced parallel side 
members, 

a plurality of stanchion members for supporting the 
rack on the vehicle, 

a wind de?ector extending transversely between said 
side members adjacent the back end of the rack 
and adapted to direct a ?ow of wind toward a rear 
portion of the automotive vehicle, and 

end cap means mounted on and extending rearwardly 
from said side members for securing said wind de 
?ector thereto] 

17. In a rack for carrying luggage or the like on an 
automotive vehicle, 

a pair of longitudinally extending spaced parallel side 
members, 

a plurality of stanchion members for supporting the 
rack on the vehicle, 

a wind de?ector extending transversely between said 
side members adjacent the back end of the rack and 
adapted to direct a ?ow of wind toward a rear por 
tion of the automotive vehicle, and 

end cap means mounted on and extending rearwardly 
from said side members and comprising the sole 
means for cantilever supporting said wind de?ector 
on said side members. 

18. In a rack of carrying luggage or the like on an 
automotive vehicle, 
a pair of longitudinally extending spaced parallel 

side members, 
support means for supporting said side members on 

the vehicle, 
the rearward ends of said side members extending in 

a cantilever manner rearwardly from‘ said support 
means, 

at least one cross rail extending transversely between 
said side members, 

a transversely extending wind de?ector adapted to 
direct a ?ow of wind toward a rear portion of the 
automotive vehicle, and 

means for supporting said wind de?ector on the rear 
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ward terminal ends of side members independent 
of any cross rail. 

19. A luggage rack as de?ned in claim 18 wherein said 
means for supporting said wind de?ector is telescopically 
engageable with the rearward ends of said side members. 

20. A luggage rack as de?ned in claim 18 which in 
cludes means de?ning a recessed portion adjacent the 
rearward ends of said side members, and wherein said 
means for supporting said wind deflector includes por 
tions receivable within said recessed portions. 

21. A luggage rack as de?ned in claim 20 wherein said 
recessed portion defines a longitudinally extending guide 
way and wherein said support means de?nes the rearward 
terminal end of said guideway. 

22. A luggage rack as defined in claim 18 wherein said 
means for supporting said wind de?ector comprises a 
support member having a ?rst section connected to said 
wind de?ector and a second section engageable with the 
rearward ends of said side members, said second section 
of said support member having a portion thereof of sub 
stantially the same cross-sectional shape as said side 
members and forming a rearward projecting extension 
thereof. 

23. A luggage rack as de?ned in claim 22 wherein the 
rearward ends of said side members are formed with 
longitudinally extending recessed portions, and wherein 
said support member closes the rearward end of said 
recessed portion. 

24. In a rack for carrying luggage or the like on an 
automotive vehicle, 
a pair of spaced multi-sided load constraining side 

members, 
at least one cross member extending laterally between 

said side members, 
means on the opposite ends of said cross member and 

cooperable guideway means on one side of each of 
said side members for securing said cross member to 
said side members in a manner such that said cross 
member is longitudinally movable along said side 
members, 

at least one stanchion member for supporting each of 
said side members, 

each of said stanchion members having a lower end 
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portion adapted to be ?xedly secured to the vehicle, 
and 

means for securing the upper ends of said stanchions 
to one side of the adjacent of said side members 
other than said sides thereof along which said guide 
way means are located, whereby said cross member 
may be moved longitudinally of said side members 
without interfering with said stanchion, 

said last mentioned means including screw means ex 
tending between said upper ends of said stanchions 
and said side members and disposed out of longi 
tudinal alignment with said guideway means. 
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