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Matter enclosed in heavy brackets [] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

ABSTRACT OF THE DISCLOSURE 

A hollow cylindrical body has an apertured lower end 
portion for frictionally attaching removable tips. A mova 
ble piston, within the body, extends into the lower end 
portion. A collar is ?xed to the upper portion of the 
piston and moves within a calibrating cup. The calibrating 
cup also moves within the body. Depressing a knob at 
tached to the upper end of the piston will overcome the 
tension in a primary spring, which is interposed between 
a portion of the piston an dthe body, until the calibrating 
collar strikes the bottom of the calibrating cup constituting 
the calibration movement of the piston. An over-shoot of 
travel by the piston may be accomplished by further de 
pressing the knob against the action of a relatively stitf 
secondary spring interposed between the bottom of the 
cup and the body. 

This invention relates generally to pipetting systems, 
and the invention has reference more particularly to a 
novel micropipetting system that is adapted to dispense 
liquids such as plasma or reagents with an exceedingly 
high degree of accuracy and reproducibility. 

Pipetters as heretofore used for dispensing liquids have 
been generally objectionable for various reasons such as 
lack of accuracy in reproducibly dispensing desired de 
?nite quantities of liquids, lack of cleanliness due to 
manual handling of the dispensing tips used or other 
causes such as cross-contamination, or because the 
pipetters used have been complicated in structure and 
expensive to purchase and difficult to use. 
The principal object of the present invention is to pro 

vide a novel pipetting system that is suitable for accurately 
dispensing liquids in the range of ?ve to one thousand ,, 
lambdas (microliters) and which is so constructed and 
arranged as to eliminate cross-contamination or otther 
contamination of the samples dispensed. 
A feature of the present invention is to provide a novel 

pipetting system of the above character employing a 
precision micro pipetter in conjunction with a combined 
instrument rack and tip loading tray together with a tip 
extractor, the system being so constructed and arranged 
that there is no manual touching of the tips used. 
Another feature of the present invention is to provide a 

novel pipetting system of the above character employing 
precision molded, non-wettable, disposable plastic tips. 

Other features and advantages of the present invention 
will become more apparent after a perusal of the following 
speci?cation taken in connection with the accompanying 
drawings wherein: 
FIG. 1 is a perspective view of the novel pipetting 

system of this invention, showing the manner of using the 
instrument rack and tip loading tray together with the tip 
extractor; 

FIG. 2 is an enlarged fragmentary view taken along 
the line 2—2 of FIG. 1; 
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FIG. 3 is an enlarged view looking at the underside 

of the tip extractor; 
FIG. 4 is an enlarged part sectional view taken along 

the line 4—4 of FIG. 2; 
FIG. 5 is a fragmentary view showing the pipetter in 

use; 
FIG. 6 is a plan view of the instrument rack and tip 

loading tray; 
FIG. 7 is a sectional view taken along the line 7——7 of 

FIG. 6; 
FIG. 8 is an enlarged fragmentary view showing the 

manner of removing a tip from its loading tray; 
FIG. 9 is a view taken along the line 9--9 of FIG. 8; 

and 
FIG. 10 is a fragmentary view of a slightly modi?ed 

‘structure of pipetter. 
Similar characters of reference are used in the above 

?gures to designate corresponding parts. 
Referring now to FIGS. 1 through 9 of the drawings, 

FIG. 1 illustrates the novel micropipetting system as a 
whole, shown comprising two boxes 2 and 3, the box 2 
supporting a pipetter or instrument rack and tip loading 
tray 4 while the box 3 supports a tip extractor 5. The 
instrument rack and tip loading tray 4, as shown in detail 
in FIGS. 6 and 7, consists of a preferably plastic base 6 
of generally rectangular shape having 3 depending pe 
ripheral ?ange 7 together with a protruding peripheral lip 
8 for enabling the rack and tip loading tray to be in 
serted into the upper portion of box 2 and retained upon 
the top edge of this box. This rack and tip loading tray 
is formed with a plurality of depending tip receiving 
receptacles 9 that are mutually spaced for receiving and 
supporting tapered tips 10 which latter are precision 
molded, chemically resistant and non-wettable as well as 
disposable after a single use. The tips 10 are shown 
formed with ribs 14, the lower shoulder ends of which 
abut the top of base 6 to support the tips thereon. It will 
be noted that the tips 10 are internally tapered and con 
formably receive the tapered lower ends of the novel 
pipetters 11 of this invention. In shipping the pipetting 
system, the tips 10 are normally contained in plastic bags 
which are found within the boxes 2 and 3. In use, the 
number of tips intended to be used during any one day 
are usually removed from the plastic bags and inserted 
into the receptacles 9 in the loading tray 4, the plastic 
bags in the meantime having been preferably stored away 
in a suitable place such as a cabinet. 
The pipetters 11 used in conjunction with the tips 10 

are adapted to be mounted in depending open-ended 
mutually spaced socket members 12 provided in the cen 
tral portion of the plastic base 6 of the instrument rack 
and tip loading tray 4, these socket members 12 each 
being provided with an annular step for supporting the 
pipetters 11, as especially shown in FIG. 7, the pipetters 
having an annular shoulder 13 for resting on the socket 
member steps when not in use. 
The pipetters 11 comprise a main hollow cylindrical 

body 16 that is open at its lower end and into which is 
threaded the upper enlarged end portion 17 of a depend 
ing hollow stem or lower tubular body 18 of reduced di 
ameter, said body 18 having a tapered frusto-conical 
lower end portion 19 below the shoulder 13 for con 
formably and snugly ?tting onto the tips 10. It will be 
noted that with the end portion 19 inserted into a tip 10, 
an annular space 20 is provided between shoulder 13 and 
the top of the tip 10 so as to enable ready removal of the 
tip by use of tip extractor 5 as will further appear. 
Tip extractor ‘5 comprises a ?at, rectangular top por 

tion 21 provided with a depending peripheral ?ange 22 
extending around three of its sides for abutting the 
outer upper edge portions of three sides of box 3, the 
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fourth side of top portion 21 being spaced from the 
fourth side of box 3 when mounted thereon so as to 
leave an open space 24. Tip extractor 5 also has an inner 
?ange 23 slightly spaced from ?ange 22 for receiving 
the upper edges of the box 3 therebetween, said inner 
?ange extending also along the fourth side of top portion 
21 adjacent opening 24 and being inwardly curved at 25 
surrounding a transverse slot 26 provided in the top por 
tion 21, slot 26 being of su?icient width to accom 
modate the tapered portion 19 of stem 18 just below 
shoulder 13 and above tip 10 when a tip is attached to 
the tapered portion 119. Thus, the space 20 will permit 
the insertion of tapered end portion 19 when it is desired 
to remove a tip, such removal being accomplished by 
tilting pipetter 11 slightly as illustrated in FIG. 1, thus 
removing the tip 10 without manually touching the same, 
to prevent contamination. 
The pipetter 11 comprises an upper exterior plunger 

knob 27 that is attached to the upper end of a plunger 
piston 28 that extends through the upper end of the body 
16 and downwardly within the hollow interior thereof and 
has a calibrating collar 29 ?xed thereon that is slidable 
vertically within a calibrating cup 30 which in turn is 
slidable within the interior body 16. A secondary rela 
tively stiff ooil compression spring 31 abuts at its upper 
end against the bottom of calibrating cup 30, thus urging 
the upper edge of this cup into abutting relation to the 
inner surface of the top of body 16, while the lower end 
0 fthis spring abuts the top of a spring retainer sleeve 
32 that extends downwardly within body 16 and abuts 
an O-ring retainer disc 33 which in turn abuts the top 
of stem 18. 
The plunger piston 28 has a reduced lower portion or 

piston 34 that extends downwardly within body 16, 
through disc 33, and within stem 18. The hollow interior 
of stem 18 is of such diameter as to permit a sliding 
?t for the piston 34, and, with the knob 27 and calibrat 
ing collar 29 in their uppermost positions as shown in 
FIG. 4, there remains a space 35 within stem 18 to allow 
downward movement of this piston. Piston 34 is shown 
provided with a reduced extension 36 which extends 
downwardly into the tapered portion 19 of stem 18, the 
central aperture within this tapered portion accommo 
dating extension 36 with a sliding ?t. The upper surface 
of enlarged end portion 17 of stem 18 is centrally recessed 
to accommodate an O-ring 37 which surrounds the piston 
34- in sealing relation, this O-ring 37 being retained in 
place by the retainer disc 33. A primary compression 
spring 38 surrounds piston ‘34 within body 16 and abuts 
at one end against the main body of plunger piston 28 and 
at its other end against a suitable recess provided in O 
ring retainer disc 33. This spring is of considerably less 
strength than the secondary spring 31. 

In operation, the user will grasp the pipetter as illus 
trated in FIG. 1, with the body 16 held in the hand so 
that the plunger knob 27 can be operated by the thumb. 
As this knob is depressed against the tension of primary 
spring 38, a stop will be encountered, i.e., the engagement 
of calibrating collar 29 with the bottom of calibrating cup 
30, the knob 27 then being in the dot-dash position shown 
in FIG. 4. This travel from the released position to the 
stop is the primary or calibrating movement and com 
presses primary spring 38 somewhat. Now, with addition 
al pressure, the plunger knob may be depressed to its 
lowest position, i.e., when the under-surface of this knob 
directly engages the top of body 16 as illustrated in FIG. 
5. This travel beyond the calibrating range is the second 
ary or overshoot movement. 
To pick up and deliver a precise quantity of liquid, 

the user will ?rst remove the pipetter from its socket 
member 12 in instrument rack and tip loading tray 4. 
He will then guide the tapered portion 19 of stem 18 into 
the bore of a tip ‘10, pressing ?rmly down and vertically 
withdrawing. This will remove the tip 10 as friction will 
retain the tip on the pipetter. The knob 27 is now de 
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4 
pressed to the ?rst stop, i.e., performing the primary 
or calibrated movement, as evidenced by collar 29 strik 
ing the bottom of cup 30 before the tip is introduced into 
the sample solution. The tip is now introduced into the 
sample solution approximately one-eighth of an inch deep, 
and the plunger knob 27 is allowed to return smoothly 
to its initial position, whereupon the pipetter can be re 
moved from the sample solution and the tip wiped, if 
desired, with a lint-free material without touching the 
tip opening. The tip is now introduced into a receiving 
vessel such as test-tube 39, placing the tip against the 
side-wall thereof. The plunger knob 27 is now smoothly 
depressed to the ?rst stop, and, after a pause, depressed 
to the second and lowest position against the tension of 
secondary stiff spring 31, as illustrated in FIG. 5. With 
the knob held in the lowest position, the pipetter instru 
ment is slowly withdrawn with the tip ‘10 sliding against 
the inner wall of the test-tube 39 to remove all traces 
of liquid, whereupon the pipetter is introduced into the 
notch 26 of tip extractor 5, as shown in FIG. 1, to re 
move the tip 10. 

The movement of the knob 27 to the ?rst stop causes 
the piston 34 to move from the solid line position shown 
in FIG. 4 to the dotted line position shown therein, and 
this is the length of movement that takes place during 
loading of the pipetter. The movement from the dotted 
line position to the bottom of space 35 represents the 
over-travel of the piston during the movement of the 
plunger 27 to the second or lowest position of the piston 
34, thus causing reduced extension 36 of this piston 
to over-travel from its dotted position shown in FIG. 
4 to its lowest dotted position shown in full lines in 
FIG. 5, with the lowest end of this reduced extension 
of the piston, substantially ?ush with the lower end of 
tapered portion 19. This over-travel of the piston, i.e., 
beyond the calibrated range, serves to eliminate sub 
stantially all traces of liquid in the tip 10. By varying the 
thickness of calibrating collar 29 and/or the size of cup 
30 and diameter of piston extension 36, the capacity of 
the pipetter may be varied. If desired, the plunger piston 
34 may be made of uniform diameter throughout its 
length as shown at 34’ in FIG. 10. In this ?gure, the pri 
mary spring 38' is shown extending within the tubular 
body 18’, and the O-ring is positioned adjacent the ta 
pered portion 19'. 

Since many changes could be made in the above con 
struction and many apparently widely different embodi 
ments of this invention could be made without departing 
from the scope thereof, it is intended that all matter con 
tained in the above description or shown in the accom 
panying drawings shall be interpreted as illustrative and 
not in a limiting sense. 
What is claimed is: 
1. In a pipetting system, a pipetter comprising a hollow 

cylindrical body having a substantially ?at top portion and 
a frusto-conical apertured lower end portion, a hollow 
frusto-conical tip shaped for conformably and frictionally 
engaging said frusto-conical body lower end portion to 
retain said tip on said body portion, a piston movable 
within said body and projecting into said frusto-conical 
lower end portion, the upper end portion of said piston 
projecting upwardly through the top portion of said body, 
a knob attached to the upper end of said piston exteriorly 
of said body, a relatively weak primary compression 
spring surrounding said piston and interposed between a 
portion of the same and said body to urge said piston up 
wardly within said body, a calibrating cup within said 
body adjacent the top portion thereof, a calibrating collar 
?xed on said piston and normally abutting the inner sur 
face of said body top portion and movable within said 
cup, and a secondary relatively stitf compression spring 
interposed between the bottom of said cup and said body, 
the depressing of said knob by overcoming the lower ten 
sion of said primary spring until said calibrating collar 
strokes the bottom of said calibrating cup constituting the 
calibrated movement of said piston, further depressing said 
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knob against the increased tension of said relatively stiff 
secondary spring until said knob abuts the top portion of 
said body constituting the over-shoot travel of said piston. 

2. In a pipetting system as de?ned in claim 1, an O-ring 
surrounding and scaling said piston Within said cylindrical 
pipetter body, an ‘O-ring retainer engaging said O-ring 
on one side and said primary spring on the other, and a 
retaining sleeve within said pipetter body and abutting said 
O-ring retainer at one end in surrounding and guiding 
relation to said primary spring and abutting said second 
ary spring at its other end. 

3. In a pipetting system as de?ned in claim 1 wherein 
said pipetter removable tips are provided with rib projec 
tions having stop shoulders, an instrument rack and tip 
loading tray having a ?at top provided with a plurality of 
mutually spaced depending receptacles for receiving said 
tips, said rib projections stop shoulders supporting said 
tips on the top of said rack and tip loading tray, said tray 
having a depending ?ange for ?tting upon the top of a box, 
said rack and tip loading tray having depending socket 
members for supporting said pipetters thereon when not 
in use. 

4. In a pipetting system as de?ned in claim I wherein 
said pipetter body is provided with a reduced lower stem 
portion terminating in said frusto-conical lower end por 
tion for enabling said body to enter narrow vessels and is 
further formed with a projecting shoulder adjoining said 
frusto-conical lower end portion, said shoulder acting as 
a fulcrum point in removing tips from said body in use. 

5. In a pipetting system as de?ned in claim 4, a tip ex 
tractor having a ?at top provided with a peripheral de 
pending ?ange for fitting upon a supporting box, said 
top having a transverse slot for receiving the frusto-conical 
lower end portion of said pipetter above a tip held there 
on, the tilting of said pipetter when entered into the slot 
serving to cause said projecting shoulder in conjunction 
with said tip extractor to eject the tip from said pipetter 
and into the box without manually touching the tip. 

6. In a pipetting system which includes: 
a hand-held pipetter with a hand-operable pump piston 

within a pump chamber, said pump chamber com 
municating with an opening at one end of said pipet 
ter, said opening being surrounded by an end portion 
of the pipetter, and 

a generally conically shaped hollow tip having dif 
ferent size openings at its opposite ends, the largest 
opening of said tip being of a size to frictionally en 
gage said pipetter end portion in a manner to form 
a ?uid-tight seal between an inside surface of said 
tip and on outside surface of the pipetter end portion, 
whereby liquid may be drawn into said tip and dis 
charged therefrom through its smallest opening by 
operation of said pump piston when said tip is fric 
tionally held at its largest end by said pipetter end 
portion, 

the improvement comprising, 
a plurality of ribs extending along an: outside surface 

of said tip between its said opposite ends, said ribs 
terminating at one end thereof a distance from the 
smallest opening of said tip in blunt stop shoulders, 

whereby a plurality of such tips may be removably 
stored‘ in an upright position on a surface having a 
plurality of circular receptacles by resting the stop 
shoulders of said tips against said surface with the 
tip ends having the smallest openings being inserted 
into said circular receptacles, thus allowing a tip to be 
inserted onto said hand-held pipetter by forcing said 
end portion of the pipetter into a tip without con 
taminatio " of handling by hand. 

7. A pipetting system, comprising: 
a hand held pipetter having a body which forms an in 

ternal pump chamber, 
a piston operably mounted in said chamber, said piston 

operable by hand through a connection therewith to 
a knob external of the pipetter body, 
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an end portion of said pipetter body having generally a 
circular cross-section and an aperture therein in liq 
uid communication with said pump chamber, 

a hollow tip having generally a conical shape with a 
largest end thereof shaped for frictional engagement 
with the circular outside surface of said pipetter body 
end portion for retention of said tip on the pipetter 
body, said tip being provided with a plurality of ribs 
on its outside surface which terminate in abrupt stop 
shoulders at the end of the ribs that are furthest 
removed from said large end, said stop shoulders 
being located a distance from a smallest end of said 
tip, and 

an instrument rack and tip loading tray having a sub 
stantially flat top provided with a plurality of re 
ceptacles each for receiving the smallest end of a tip 
with its largest end protruding upward, said ribbed 
projection stop shoulders supporting each of said tips 
on said substantially ?at top of said instrument rack 
and tip loading tray, whereby fresh tips may be suc 
cessively inserted onto said end portion of the pipetter 
body by forcing said end portion through the pipetter 
body downward by hand against and into a tip. 

8. A pipetting system according to claim 7 and addi 
tionally comprising mechanical means for engaging an 
outside surface of said hollow tip in a manner to allow dis 
engagement of the hand-held pipetter from a tip, said 
means for engaging the outside surface of a tip being 
mounted on a container so that a frictionally disengaged 
tip will fall into said container after disengagement from 
the pipetter. 

9. A pipetting system according to claim 7 wherein the 
substantially flat top of said instrument rack and tip load 
ing tray includes a plurality of receptacles for receiving 
said outside surface of said pipetter body end portion in 
a manner to support said pipetter for storage thereof. 

10. For use with a hand-held pipetter having a hand‘ 
operable pump piston within a pump chamber, said pump 
chamber communicating with an opening at one end of 
said pipetter, said opening being surrounded by an end 
portion of the pipetter, a pipetting system comprising: 

a plurality of disposable tips, each of said tips having 
generally a conical shape with a largest end thereof 
shaped for frictional engagement with the end portion 
of said pipetter for retention of the tip on the pipetter 
body, each of said tips additionally being provided 
with an abutment projecting outward from its out 
side surface a distance between said largest end and 
an opposite smaller end of said tip, and 

a tip loading tray having a substantially ?at top and 
provided with a plurality of receptacles for receiving 
a plurality of tips, each receptacle receiving the 
smallest end of a single tip with the tip supported 
against gravity by contact between its abutment and 
a portion of the tray’; ?at top around its associated 
receptacle, each tip having its largest end protruding 
upward, whereby fresh tips may be successively in 
serted onto said end portion of the pipetter body by 
forcing said end portion through the pipetter body 
downward by hand against and into a tip. 

11. For use with a liquid sampling device having a 
body forming an internal pump chamber, a piston op 
erably mounted in said chamber, and an end portion hav 
ing an outside surface of generally a circular cross~section 
with an internal aperture in ?uid communication with 
said pump chamber, a detachable tip, comprising: 

a hollow shell of generally a conical shape forming a 
passage therethrough with a large opening at one 
end and a small opening at an opposite end, said 
large opening having an inside surface shape adapted 
to cooperate with the outside surface shape of said 
liquid sampling device in a manner to permit fric 
tional engagement therebetween, and 

an abutment projecting outward from an outside sur 
face of said shell for supporting in an upright posi 
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tion the weight of said shell with said opposite end 
projecting downward through a circular opening of 
a tray. 

12. For use with a liquid sampling device having a 
body forming an internal pump chamber, a piston op 
erably mounted in said chamber, and an end portion hav 
ing an outside surface of generally a circular cross-sec~ 
tion with an internal aperture in ?uid communication with 
said pump chamber, a detachable tip comprising: 

a hollow shell of generally a conical shape forming a 
passage therethrough with a large opening at one 
end and a small opening at an opposite end, said 
large opening having an inside surface shape adapted 
to cooperate with the outside surface shape of said 
liquid sampling device in a manner to permit fric 
tional engagement therebetween, and 

means providing a supporting surface that is positioned 
said ends for holding said shell upright against the 
force of gravity. 

13. A pipetting system for use with a liquid sampling 
device, comprising: 

a tip holding surface having a plurality of openings 
therein, and 

a plurality of disposable tips, each of said tips includ 
ing a hollow shell of generally a conical shape form 
ing a liquid receiving passage therethrough with a 
large opening at one end and a small opening at an 
opposite end, each of said tips additionally including 
means projecting outward from an outside surface 
of the hollow shell providing a supporting surface 
for contacting said tray about one of said openings 
therein to hold the tip upright against the force of 
gravity while said opposite end extends downward 
through said opening. 

14. The pipetting system of claim 13 wherein said tray 
contact means of each tip includes a projection outward 
from its shell outside surface at a location intermediate 
of its said one and opposite ends. 

15. The pipetting system of claim 13 wherein said tray 
contacting means includes a plurality of ribs extending 
along the shell outside surface in a direction of its length, 
each of said ribs terminating in a blunt stop shoulder 
at one end thereof a distance from said opposite end. 

16. A detachable tip for use with a liquid sampling 
device having an end portion with an outside surface of 
generally a circular cross-section, said tip comprising: 

a hollow shell of generally a conical shape forming a 
?uid passage therethrough with a large opening at 
one end and a small opening at an opposite end, said 
large opening having an inside surface shape adapted 
to cooperate with the outside surface shape of the 
end portion of said liquid sampling device in alman 
ner that permits frictional engagement therebetween, 
and 
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a plurality of ribs extending along an outside surface 

of said shell between its said one and opposite ends, 
each of said ribs terminating at one end thereof a 
distance from the smallest opening of said shell in a 
blunt stop shoulder. 

17. A tip for use with a liquid sampling device, com 
prising: 

a hollow shell of generally a conical shape forming a 
?uid passage therethrough with a large opening at 
one end and a small opening at an opposite end, 
and 

a plurality of ribs extending along an outside surface 
of said shell in a direction of its length, said ribs 
terminating in blunt stop shoulders at one end there 
of a distance from the smallest opening of said tip 
in a manner to provide support of the shell against 
gravity when positioned upright. 

18. A detachable tip for use with a liquid sampling de 
vice having an end portion with an outside surface of gen 
erally a circular cross-section, said tip comprising: 

a hollow shell of generally a conical shape forming a 
passage therethrough with a large opening at one 
end and a small opening at an opposite end, said 
large opening having an inside surface shape adapted 
to cooperate with the outside surface shape of the 
end portion of said liquid sampling device in a man 
ner that permits frictional engagement therebetween, 
and 

means projecting outward from an outside surface of 
said shell for providing a surface intermediate of 
said one end and said opposite ends and capable of 
holding said shell upright against the force of gravity 
about a circular opening in a supporting surface. 
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