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ABSTRACT 

A floor system for grain bins or the like in which free 
standing support legs are positively connected without 
mechanical fasteners to interlocking, channel-shaped 
?oor members so as to substantially prevent lateral and 
vertical relative movement between the ?oor members 
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FLOUR SYSTEM FOR GRAIN BIN 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions made 
by reissue. 

BACKGROUND OF THE INVENTION 

This invention relates to a ?oor system for a grain 
storage bin and more particularly to a floor system 
utilizing interconnected ?oor channels and free-stand 
ing floor supports. 

Grain storage bins are typically made of corrugated 
sheet-metal panels bolted together to form a right cylin 
drical bin and have a conical roof, and are supported on 
a concrete pad or foundation. As is conventional, an 
air-permeable grain-supporting floor is provided in the 
bin above the concrete pad so as to form a plenum 
chamber between the concrete pad and the grain ?oor. 
A fan and air heater assembly located outside the grain 
bin blows heated air into the plenum so that the heated 
air ?ows up through the floor and into the grain for 
drying or otherwise conditioning the grain. Typically, 
the grain floor is located about 12 to 18 inches (30 to 45 
cm.) above the concrete pad so as to provide a plenum 
of sufficient height and volume that the static pressure 
therewithin is substantially uniform under the entire 
area of the grain floor. 

While grain ?oors have been of various con?gura 
tions, this invention is particularly concerned with grain 
bin ?oors made of elongate, prefabricated metal chan 
nels which interlock in side-by-side relation to form a 
continuous grain ?oor. Heretofore, these interlocking 
grain floor channels have been supported above the 
concrete pad in a variety of ways including stacking 
concrete blocks on the concrete pad at speci?ed loca 
tions to support the floor. More recently, metal sup 
ports legs have been used which are free standing on the 
concrete pad and which engage the bottom of the grain 
?oor channels thus eliminating the use of concrete 
blocks and permitting air to circulate freely in the plea 
num. Further these prior free-standing support legs are 
fast to install because they do not need to be bolted or 
otherwise fastened to the concrete pad or to the floor 
members, and no lateral braces between the supports 
are required. 
However, in actual use a serious problem with these 

prior free-standing support legs has, on occasion, been 
encountered which has resulted in the catastrophic 
failure of the grain bin ?oor upon ?lling of the bin with 
grain. More particularly, it is a common practice for the 
user of a grain bin to test the fan and heater system prior 
to filling the bin. Upon start-up of the fan, the static 
pressure in the plenum chamber beneath the grain bin 
floor is, in many instances, sufficient to lift some or all of 
the floor in an empty bin up from the free-standing 
support legs. Since the support legs are free standing 
(i.e., they are not secured to the concrete pad or to the 
grain ?oor), air circulating in the plenum chamber 
could blow over some of the support legs. Upon turning 
off the fan, the ?oor would settle and would be sup 
ported in its proper position by the remaining support 
legs. Since the legs are hidden from view, there is no 
visual way to check the grain bin to ascertain if the 
support legs are properly positioned. Upon ?lling the 
bin with grain, the weight of the grain would cause a 
portion of the grain bin floor not properly supported by 
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2 
the support legs to fail, thus spilling the grain into and 
partially ?lling the plenum chamber. If the failure is not 
detected, a large portion of the grain may not be prop 
erly dried. Of course, if the failure is detected, the bin 
must be unloaded and the damaged floor replaced. The 
unloading of the filled bin with a collapsed floor is a 
time-consuming job and the repair parts for the grain 
bin floor may be expensive and require time to order. 
During the harvest season when the grain bin is primar 
ily used for drying grain, time is of the essence and thus 
failure of the grain bin floor may not only result in 
damage to the grain bin, but spoilage of the grain to be 
dried therein. 

SUMMARY OF THE INVENTION 

Among the several objects and features of this inven 
tion may be noted the provision of a ?oor system for a 
grain bin or the like, such as above described, in which 
free-standing support legs are used and in which these 
support legs positively engage the grain bin ?oor mem 
bers so as to substantially prevent both lateral and verti 
cal movement of the ?oor members relative to the sup 
port legs; the provision of such a floor system which is 
adapted to bear directly on a concrete foundation and 
which need not be secured to the foundation; the provi 
sion of such a floor system in which the free-standing 
support legs cannot be blown or otherwise knocked 
over after installation of the floor thereby insuring the 
structural integrity of the floor system; the provision of 
such a floor system which may be readily installed and 
which does not require the use of fasteners; the provi 
sion of such a floor system which is of light weight and 
yet which is sufficiently strong to withstand the weight 
of the grain filling the bin; and the provision of such a 
floor system which is economical to fabricate and to 
ship. 

Brie?y, a floor system for a grain bin or the like of 
this invention comprises a plurality of channel-shaped 
floor members adapted to be interlocked in side-by-side 
abutting relation to form a substantially continuous 
?oor surface. The floor surface further includes a plu 
rality of support legs adapted to be secured to the un 
derside of the ?oor members, to bear against a founda 
tion and to support the ?oor members above the foun 
dation. Each of the ?oor members is a one-piece mem 
ber formed of sheet metal or the like and has a substan 
tially ?at web constituting the above-mentioned floor 
surface of the floor system and a downwardly extending 
flange at each side of its web. Each of these ?oor mem 
ber flanges is approximately perpendicular to the ?oor 
member web, and one of the ?oor member ?anges con 
stituting an inside ?oor ?ange has an inside leg extend 
ing inwardly from its outer end beneath the floor web, 
this inside leg being substantially parallel to the floor 
web. A lip extends upwardly from the inner end of the 
inside floor leg toward the floor web. The other of the 
?oor member flanges constitutes an outside floor ?ange 
and it has an outside floor leg extending outwardly 
beyond the outside floor flange from the lower end 
thereof and has an outside ?oor lip extending upwardly 
from the outer edge of the outside ?oor leg, whereby 
the inside flange, leg and lip of one floor member are 
adapted to be received within the outside ?ange, leg 
and lip of a next adjacent ?oor member so that contigu 
ous floor members are substantially interlocked in side 
by-side abutting relation. Each of the support legs com 
prises a one-piece member formed of sheet metal or the 
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like and is channel shaped in cross-section. Each sup 
port leg has a support web, a ?rst support ?ange at one 
side of the support web, a second support ?ange at the 
other side of the support web, and respecive ?rst and 
second support lips extending outwardly from the ?rst 
and second support ?anges. Means is provided at the 
upper end of the support leg for positively engaging and 
securing the support leg to the ?oor members, this 
means comprising a ?rst bearing surface on the upper 
end of the ?rst support ?ange adapted to support the 
outside floor leg of a ?oor member immediately above 
the support web. For convenience, this last-mentioned 
floor member is referred to as an immediate ?oor mem 
ber. The support member further includes a second 
bearing surface on the second support ?ange adapted to 
support the outside leg of a next adjacent ?oor member. 
The support web of the support leg extends up above 
the level of the ?rst and second bearing surfaces and has 
a ?rst side generally contiguous to the inner face of the 
outside ?ange of the immediate ?oor member and a 
second side generally contiguous to the inner face of the 
inside flange of the immediate ?oor member. The ?rst 
outwardly extending lip of the support member extends 
above the ?rst bearing surface and is disposed on the 
outside of the outside lip of the immediate floor mem 
ber. The second outwardly extending lip of the support 
member extends above the second bearing surface of 
the support member and is disposed on the inside of the 
inner face of the outside ?ange of its respective next 
adjacent ?oor member whereby the ?rst and second 
support lips and the ?rst and second sides of the support 
member substantially prevent lateral movement of the 
support leg with respect to the ?oor members. The ?rst 
support lip has a ?rst notch therein for receiving the 
outside ?oor lip of the immediate ?oor member and the 
second side of the support web has a second notch 
therein for receiving the inside ?oor lip of its respective 
next adjacent ?oor member whereby with the notches 
engaging their respective ?oor lips and with the support 
bearing surfaces bearing against their respective ?oor 
member legs, relative vertical movement between the 
?oor members and the support leg is substantially pre 
vented. 
Other objects and features of this invention will be in 

part apparent and in part pointed out hereinafter. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a side elevational view of a grain bin with a 
portion thereof broken away to illustrate a floor system 
of this invention therein; 
FIG. 2 is a horizontal cross-sectional view of the 

grain bin taken along line 2-2 of FIG. 1 illustrating in 
plan a typical ?oor system of this invention with the 
locations of support legs for the floor system being 
indicated in solid lines for the purpose of clarity; 
FIG. 3 is a perspective view illustrating a portion of 

the ?oor system of this invention as it is being installed 
within the grain bin; 
FIG. 4 is an end elevational view of the portion of the 

?oor system, as it is shown in FIG. 3; 
FIG. 5 is an enlarged perspective view of a portion of 

the ?oor system of this invention showing three ?oor 
members interlocked in side-by-side abutting relation 
and a support leg secured to the underside of one of the 
?oor members constituting an immediate ?oor member; 
and 
FIG. 6 is an enlarged elevational view of the upper 

portion of a support leg and of the ?oor members inter 
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4 
locked and supported by the support leg illustrating 
details of the means for positively securing the support 
legs to the undersurface of the ?oor members. 
Corresponding reference characters indicate corre 

sponding parts throughout the several views of the 
drawings. 

DESCRIPTION OF A PREFERRED 
EMBODIMENT 

Referring now to the drawings, a grain bin, generally 
indicated at 1, is shown to have a ?oor system 3 of this 
invention installed therein. The grain bin is preferably 
secured to a poured concrete foundation pad F and has 
cylindrical side walls 5 of corrugated sheet-metal panels 
with the corrugations running circumferentially around 
the bin. The bin has a generally conical roof 7 formed of 
sheet-metal panels with a center opening 8 at the top 
through which grain is loaded into the bin. As is con 
ventional, suitable doors (not shown) may be provided 
in the side walls and roof of the bin as desired. 

Floor system 3 of this invention comprises a plurality 
of channel-shaped, elongate, air-permeable ?oor mem 
bers 9 interlocked in side-by-side abutting relation with 
their upper faces or webs constituting a substantially 
continuous air-permeable ?oor surface. A plurality of 
support legs 11 is secured to the underside of the ?oor 
members (as shown in FIG. 2) to support the floor 
members above foundation F with the space between 
the foundation and the ?oor members constituting a 
plenum chamber P. As shown in FIG. 1, a fan and 
heater unit, such as is commercially available from 
Grain Systems, Inc., of Assumption, Illinois, is con 
nected to plenum P by a transition duct 15. Thus, the 
fan may blow air (either heated or of ambient tempera 
ture) into the plenum under a relatively low static head 
pressure, for example 0.5 to 5.0 inches (1.2 to 12.7 cm.) 
of water. The air in plenum P is thus exhausted up 
wardly through the air-permeable ?oor and rises 
through the grain in the bin to dry, aerate, or otherwise 
condition the grain. The air is exhausted from the bin 
via center opening 8 or via other outlets (not shown). 
The height that ?oor 3 is raised above foundation F will 
vary depending on bin size, fan size, type of unloading 
equipment used in the bin, and other factors. However, 
the length of support legs 11 generally ranges between 
about 12 and 17 inches (30 and 40 cm.). 
As best shown in FIG. 5, each ?oor member 9 is an 

elongate, one-piece channel formed of sheet metal (e.g., 
ZO-gauge galvanized commercial steel or the like) and 
has a substantially ?at web 17 with elongate transverse 
air slots 18 formed therein. Slots 18 are of such width as 
to prevent grain from passing therethrough, but yet 
enable air to readily ?ow upwardly from plenum cham~ 
ber P into the grain. As heretofore mentioned, the upper 
horizontal surfaces of ?oor webs 17 constitute the sub 
stantially continuous ?at floor surfaces of the grain bin 
?oor. Each ?oor member further includes a pair of 
?anges extending downwardly from web 17 with the 
?ange at one side of the web being referred to as an 
inside ?oor member ?ange and indicated at 19, and with 
the other ?ange being referred to as an outside ?oor 
member ?ange and indicated at 21. Each of these ?oor 
member ?anges is generally perpendicular to ?oor 
member web 17. The inside ?oor member ?ange has an 
inside leg 23 extending inwardly from the lower end of 
the inside ?oor member ?ange beneath ?oor member 
web 17, and the outside ?oor member ?ange has a re 
spective outside leg 25 extending outwardly from the 
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lower end of the outside ?oor member ?ange beyond 
the ?oor member. These legs are generally parallel to 
?oor member web 17. An inside lip 27 projects up 
wardly toward ?oor member web 17 from the end of 
inside leg 23 and an outside lip 29 projects upwardly 
from the outer end of outside leg 25. As is shown in 
FIG. 5, inside ?ange 19, inside leg 23, and inside lip 27 
of one floor member are adapted to be snugly received 
within the outside ?ange 21, outside leg 25 and outside 
lip 27 of a next adjacent floor member so that the two 
adjacent ?oor members are interlocked or securely 
fastened together in side-by-side abutting relation with 
their respective inside and outside ?anges 19 and 21 in 
contiguous relaton and with the horizontal planes of 
their webs 17 coplanar. 
As also shown in FIG. 5, each support leg 11 is a 

one-piece channel-shaped member fabricated of sheet 
metal, preferably of galvanized commercial steel. The 
thickness of the sheet metal from which support legs 11 
are fabricated may be varied in accordance with the 
diameter and height of grain bin 1 in which the ?oor 
support system of this invention is to be used so that the 
support legs will have suf?cient strength to support the 
grain. In certain installations, support legs of heavier 
gauge material are used in speci?ed locations, while 
support legs of thinner gauge material may be used at 
other locations. 
Each support leg 11 is shown to comprise a support 

web 31, a ?rst support ?ange 33 at one side of the sup 
port web, and a second support ?ange 35 at the other 
side of the support web. These ?rst and second support 
?anges have a ?rst lip 37 and a second lip 39, respec 
tively, extending outwardly therefrom and being gener 
ally parallel to the plane of support web 31. Support 
web 31 and support ?anges 33 and 35 have longitudinal 
joggles or ?utes 36 therein to increase their moments of 
inertia and thus their stiffness and resistance to buckling 
under compression column loading. 

In accordance with the ?oor system 3 of this inven 
tion, support legs 11 are each provided with means, as 
generally indicated at 41, for positively securing the 
support legs to the underside of ?oor members 9 so as to 
substantially prevent relative lateral and vertical move 
ment between the support legs and the ?oor members. 
This securing means includes a ?rst bearing surface 43 
formed by an outwardly bent ?ange or shoulder 45 at 
the upper end of the ?rst support ?ange 33. This ?rst 
bearing surface supports the outside leg 25 of a ?oor 
member 9 immediately thereabove, this last-mentioned 
?oor member being referred to as an immediate ?oor 
member and being indicated in FIG. 5 at 9'. Support leg 
11 further includes a bearing surface 47 formed by an 
outwardly extending ?ange or shoulder 49 at the upper 
end of the second support ?ange 35. This second bear 
ing surface supports the outside leg 25 and outside 
?ange 21 of the next adjacent ?oor member indicated at 
9" in FIG. 5. Support ?anges 33 and 35 angle outwardly 
from support web 31 so that bearing surfaces 43 and 47 
extend diagonally across their respective floor member 
legs. 

Support web 31 extends up above the level of bearing 
surfaces 43 and 47 and has a ?rst side edge 51 and a 
second side edge 53. The width of support web 31 be 
tween its above-mentioned side edges is such that with 
the support leg positioned as shown in FIG. 5 relative to 
its immediate ?oor member 9', the support web ?ts 
snugly but yet freely between ?anges 19 and 21 of its 
immediate ?oor member with its ?rst side 51 contiguous 
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the inner face of ?oor ?ange 21 and its second side 53 
contiguous the inner face of its ?oor ?ange 19. The ?rst 
support lip 35 extends up above the level of the ?rst 
bearing surface 43 (see FIG. 6) to constitute a tab on the 
outside of outside lip 29 of its immediate ?oor member 
9'. The upper end of support lip 39 extends up above the 
level of bearing surface 47 thus constituting a second 
tab adjacent the inner face of the outside ?ange 21 of the 
next adjacent ?oor member 9". Thus, the ?rst and sec 
ond sides 51 and 53 of support web 31 and the upper 
ends of support lips 37 and 39 engage the ?oor members 
in such manner as to substantially prevent lateral move 
ment between support leg 11 and ?oor members 9. 

Support web 31 extends above the level of bearing 
surfaces 43 and 47 a distance such that it engages the 
underside of floor member web 17 to support the latter 
between its inside and outside ?anges 19 and 21. As is 
best seen in FIG. 5, support web 31 is so formed that its 
upper edge is not a straight line but is rather irregular. 
This insures that the upper edge of the support web 
bridges the gaps formed in ?oor web 17 by slots 18 and 
thus distributes loading over the length of support web 
31. 
As is best seen in FIG. 6, the upper end of ?rst sup 

port lip 37 has a ?rst notch 55 therein for receiving the 
outside lip 29 of immediate ?oor member 9' with a 
portion of the support lip 37 defining the upper edge of 
notch 55 being disposed above the upper edge of out 
side ?oor lip 29. Thus, with outside ?oor lip 29 received 
in ?rst notch 55 and with outside ?oor ?anges 25 bear 
ing on bearing surface 43, relative vertical movement 
between the ?oor members and the support members is 
substantially prevented. As shown in FIG. 5, a second 
notch 57 is provided in second side edge 53 of support 
web 31 for receiving the outside ?oor lip 29 of the next 
adjacent ?oor member 9" with a portion of support web 
31 de?ning the upper edge of second notch 57 overlying 
the upper edge of the last-said outside ?oor member lip. 
Thus, with the outside lip 29 of the next adjacent ?oor 
member received in second notch 57 and with the bot 
tom outside leg 25 of the next adjacent ?oor member 
bearing on bearing surface 47, relative vertical move 
ment between the support and the next adjacent ?oor 
member is also substantially prevented. Still further it 
will be appreciated that while the above'described se 
curing means 41 may permit support leg 11 to be slid 
lengthwise along floor members 9, the support leg can 
not be rotated (i.e., tipped) in fore-and-aft direction 
relative to the ?oor members and thus cannot be inad 
vertently knocked over in either lateral or fore-and-aft 
direction. 
As shown in FIGS. 3 and 4, floor system 3 of this 

invention is preferably installed in a circular grain bin 1 
by ?rst placing the shortest length ?oor member 9 adja 
cent the wall of the bin. As shown in FIG. 2, three 
support legs 11 are required for this ?rst ?oor member. 
At locations, as indicated at 59 and 61 in FIG. 2, addi 
tional support legs 11 are positioned to bear on founda 
tion F to receive the next ?oor member of the ?oor 
system. More speci?cally, the support legs at locations 
59 and 61 are positioned so that their bearing surfaces 47 
engage the bottom face of outside leg 25 of the ?rst 
placed ?oor member and so that the outside lip 29 of the 
?rst-placed ?oor member is received in second notches 
57 of the support legs at positions 59 and 61. This prop 
erly locates the support legs at positions 59 and 61 rela 
tive to the ?rst-placed ?oor member. It will be noted 
that each interior ?oor member 9 in FIG. 2 is thus sup 
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ported by the support legs immediately therebelow and 
by the support legs to the immediate right and left 
thereof. However, in bins of other sizes, support legs 
may only be required for every other ?oor member (see 
FIG. 4). 
The next ?oor member 9 to be placed is then installed 

on the now correctly located support legs at positions 
59 and 61 by inserting its outside lip 29 in the ?rst 
notches 55 of the last-mentioned support legs and by 
rotating the ?oor member downwardly on the bend line 
between its outside leg 25 and lip 29 so that its inside 
?ange l9, inside leg 23, and inside lip 27 are received 
within the outside ?ange 21, the outside leg 25, and the 
outside lip 29 of the ?rst-placed ?oor member. As the 
last-placed ?oor member is rotated downwardly, its 
inside lip, inside leg and inside ?ange snap into position. 
This may be accomplished by a workman placing his 
foot over the inside ?ange of the last-placed ?oor mem 
ber and applying his weight thereto. In this manner 
adjacent ?oor members and support legs are positively 
interlocked. Additional support legs at locations 63 and 
65 (see FIG. 2) are then installed at the ends of this 
last-installed ?oor member. The remainder of the ?oor 
members are then installed on after the other in a man 
ner similar to that described above until the entire ?oor 
system 3 is complete. As is conventional, ?ashing 67 is 
then installed around the outer margin of the ?oor sys 
tem and the inside walls of the grain bin to prevent grain 
from falling through gaps between the ends of the ?oor 
members and the bins. 
The bin shown in FIG. 2 is 15 feet (4.5 m.) in diameter 

and requires approximately 114 support legs 11. Bins of 
larger size require more support legs. For example, a 
48-foot (14.6 m.) diameter bin may require about i126 
support legs. 

In view of the above, it will be seen that the several 
objects of the invention are achieved and other advanta 
geous results attained. 
As various changes could be made in the above con 

structions without departing from the scope of the in 
vention, it is intended that all matter contained in the 
avove description or shown in the accompanying draw 
ings shall be interpreted as illustrative and not in a limit 
ing sense. 
What is claimed is: 
l. A ?oor system for grain bins or the like comprising 

a plurality of channeLshaped ?oor members adapted to 
be interlocked in side-by-side abutting relation to form a 
substantially continuous ?oor surface and a plurality of 
vertical supports adapted to be secured to the underside 
of said ?oor members and to support the ?oor members 
above a foundation or the like, each of said ?oor mem 
bers being a one-piece member formed of sheet metal or 
the like and having a substantially ?at web constituting 
the horizontal surface of said ?oor system and a down 
wardly extending ?ange at each side of the web, one of 
said ?anges constituting an inside ?oor ?ange having an 
inside leg extending inwardly from the outer end of said 
inside ?oor ?ange beneath said ?oor web, said inside leg 
being substantially parallel to said floor web, and a lip 
extending upwardly toward said ?oor web from the 
inner end of said inside ?oor leg, the other of said ?oor 
?anges constituting an outside ?oor ?ange having an 
outside ?oor leg extending outwardly from the lower 
end thereof beyond the outside floor ?ange and an 
outside ?oor lip extending upwardly from the outer 
edge of said outside ?oor leg whereby the inside ?ange, 
leg and lip of one floor member are adapted to be re 
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8 
ceived within the outside ?ange, leg and lip of a next 
adjacent ?oor member so that adjacent ?oor members 
are substantially interlocked in side-by-side abutting 
relation; each of said supports comprising a one-piece 
member of sheet metal or the like and being channel 
shaped in cross-section, said support having a support 
web, a ?rst support ?ange at one side of the support 
web, a second support ?ange at the other side of the 
support web, said ?rst and second support ?anges each 
having a respective support lip at the outer ends thereof 
extending outwardly, and means at the upper end of the 
support for positively engaging and securing said sup 
port to said ?oor members, this last-said means compris 
ing a ?rst bearing surface on the upper end of said ?rst 
support ?ange adapted to support the outside ?oor leg 
of a ?oor member immediately above said support web, 
this last-said ?oor member being referred to as an imme 
diate ?oor member and a second side generally contigu 
ous to the inner face of the inside ?ange of said immedi 
ate ?oor member, a second bearing surface on said 
second support ?ange adapted to support the outside 
leg of a next adjacent ?oor member, said support web 
extending up above the level of said ?rst and second 
bearing surfaces and having a ?rst side generally contig 
uous to the inner face of the outside ?ange of said imme 
diate ?oor member and a second side generally contigu 
ous to the inner face‘ of the inside ?ange of said immedi 
ate ?oor member, said ?rst support lip extending above 
said ?rst bearing surface and being disposed on the 
outside of the lip of said outside ?ange of said immediate 
?oor member, said second support lip extending above 
said second bearing surface and being disposed on the 
inner face of the outside ?ange of its respective next 
adjacent ?oor member whereby said ?rst and second 
support lips and said ?rst and second sides of said sup 
port web substantially prevent lateral movement of said 
support leg relative to said ?oor members, said ?rst 
support lip having a ?rst notch therein for receiving the 
outside ?oor lip of said immediate ?oor member, and 
said second side of said support web having a second 
notch therein for receiving said outside ?oor lip of its 
respective next adjacent ?oor member with the inside 
?oor lip of said immediate ?oor member being snugly 
received in said outside ?oor lip of said next adjacent 
?oor member whereby with said respective ?oor lips 
being received in their respective notches, and with said 
support bearing surfaces bearing against their respective 
?oor legs and with said inside lip, leg and ?ange of said 
immediate ?oor member received in the outside lip, leg 
and ?ange of the next adjacent ?oor member, relative 
vertical movement between said ?oor members and said 
supports is substantially prevented. 

2. A ?oor system as set forth in claim 1 wherein said 
?oor member webs have a plurality of transverse slots 
therein of such width as to prevent the passage of grain 
therethrough and to permit air from below said ?oor to 
be blown into the grain. 

3. A ?oor system as set forth in claim I wherein said 
?rst and second support bearing surfaces are each con 
stituted by a horizontal shoulder extending from the 
upper ends of said ?rst and second support ?anges, and 
wherein said shoulders of said ?rst and second support 
?anges of each support leg angle outwardly whereby 
said ?rst and second support bearing surfaces extend 
from one side to the other of their respective outside 
?oor member legs engageable therewith. 
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4. A ?oor system as set forth in claim 1 wherein said 
support ?anges have longitudinal ?utes therein for stiff 
ening the support against buckling. 

5. A ?oor system as set forth in claim 1 wherein said 
?rst support lip of said support has a portion de?ning 
the upper edge of said ?rst notch disposed above the 
upper edge of the outside ?oor lip of said immediate 
?oor member, and wherein said support web has a por 
tion de?ning the upper edge of said second notch dis 
posed above the upper edge of the inside ?oor lip of said 
immediate ?oor member and above the upper edge of 
the outside ?oor lip of said next adjacent ?oor member, 
said portions of said notches extending out over the 
?oor member lips disposed in their respective notches 
so as to prevent vertical movement of said ?oor mem 
bers with respect to said support and to permit the floor 
members to be snapped into position on its support thus 
positively interconnecting said supports to said floor 
members. 

6. In a floor system for a grain bin or the like compris 
ing a plurality of ?oor members interlocked in side-by 
side abutting relation to form a substantially continuous 
?oor surface and a plurality of vertical supports adapted 
to be secured to the underside of said ?oor members to 
support said ?oor members above a foundation, each of 
said ?oor members being a one-piece member of formed 
sheet metal or the like and being channel shaped in 
cross-section and having a substantially flat web consti 
tuting the horizontal ?oor surface of said ?oor system 
and a downwardly extending ?ange at each side of the 
?oor web, each of said ?oor ?anges being approxi 
mately perpendicular to said ?oor web, one of said ?oor 
?anges constituting an inside ?oor ?ange having an 
inner leg extending inwardly from the outer end of said 
inside ?oor ?ange beneath said ?oor web, said inside leg 
being substantially parallel to said ?oor web, and a lip 
extending upwardly toward said ?oor web from the 
inside of said inside leg, the other of said ?oor ?anges 
constituting an outside ?oor ?ange having an outside 
leg extending outwardly beyond said outside ?oor 
?ange from the lower end thereof and an outside lip 
extending upwardly from the outer edge of said outside 
leg whereby the inside ?ange, leg and lip of one floor 
member are adapted to be received within the outside 
?ange, leg and lip of ana adjacent ?oor member so that 
contiguous ?oor members are interlocked in side-by 
side abutting relation, each of said supports comprising 
a one-piece member formed of sheet metal or the like 
and being channel shaped in cross section, said support 
having a support web, a ?rst support ?ange at one side 
of the support web, and a second support ?ange at the 
other side of the support web, said ?rst and second 
support ?anges each having a respective support lip at 
the outer ends thereof extending outwardly: wherein 
the improvement comprises means at the upper end of 
the support for positively securing the support to said 
?oor members including a ?rst bearing ?ange on the 
upper end of said ?rst support ?ange adapted to support 
the outside leg of the ?oor member immediately there 
above, this last‘said ?oor member being referred to as 
an immediate ?oor member, a second bearing ?ange of 
the upper end of said second support ?ange adapted to 
support the outside leg of the next adjacent inner ?oor 
member, said support web extending up above the level 
of said ?rst and second bearing ?anges and having a 
?rst side generally contiguous to the inner face of the 
outside ?ange of said immediate ?oor member and a 
second side generally continguous to the inner face of 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

10 
the inside ?ange of said immediate ?oor members, said 
?rst support lip extending above said ?rst support bear 
ing ?ange and being disposed on the outside of the lip of 
said outside ?ange of said immediate ?oor member, said 
second support lip extending above said second support 
bearing ?ange and being disposed on the inner face of 
the inside ?ange of the next adjacent inner floor mem 
ber whereby said ?rst and second support lips and said 
?rst and second sides of said support web substantially 
prevent lateral movement of said support relative to 
said ?oor members, said ?rst support lip having a ?rst 
notch therein for receiving the outside ?oor lip of said 
immediate ?oor member, said second support side hav 
ing a second notch therein for receiving said outside 
?oor lip of the next adjacent ?oor member, said ?rst 
support lip further having an edge de?ning a portion of 
said ?rst notch overlying the upper edge of said outside 
floor lip of said immediate ?oor member and said sup 
port web having an edge de?ning a portion of said 
second notch overlying the upper edge of said outside 
?oor lip of the next adjacent ?oor member and the 
upper edge of the inside ?oor lip of said immediate ?oor 
member whereby with said support bearing surfaces 
bearing against their respective ?oor legs and with said 
notches receiving the respective ?oor lips, relative ver 
tical movement between said ?oor members and said 
supports is substantially prevented. 

7. The method of installing interlocking channel 
shaped ?oor members in side-by-side abutting relation 
on free-standing, vertical, channel shaped support legs 
resting on a foundation to form a substantially continous 
?oor for a grain bin or the like, each of said ?oor mem 
bers being a one-piece member of formed sheet metal or 
the like and being channel-shaped in cross-section and 
having a substantially ?at web constituting the horizon 
tal ?oor surface of said ?oor system and a downwardly 
extending ?ange at each side of the ?oor web, each of 
said ?oor ?anges being approximately perpendicular to 
said ?oor web, one of said ?oor ?anges constituting an 
inside ?ange having an inner leg extending inwardly 
from the outer end of said inside ?oor ?ange beneath 
said ?oor web, said inside leg being substantially paral 
lel to said ?oor web, and a lip extending upwardly 
toward said floor web from the inside of said inside leg, 
the other of said ?oor ?anges constituting an outside 
?oor ?ange and having an outside leg extending out 
wardly beyond the outside ?oor ?ange from the lower 
end thereof and an outside lip extending upwardly from 
the outer edge of said outside leg whereby the inside 
?ange, leg and lip of one ?oor member are adapted to 
be received within the outside ?ange, leg and lip of an 
adjacent ?oor member so that contiguous ?oor mem 
bers are interconnected in side-by-side abutting relation, 
each of said supports comprising a one-piece member 
formed of sheet metal or the like and being channel 
shaped in cross section, said support having a support 
web, a ?rst support ?ange at one side of the support 
web, and a second support ?ange at the other side of the 
support web, said ?rst and second support ?anges each 
having a respective support lip at the outer ends thereof 
extending outwardly, said support having a ?rst bearing 
?ange on the upper end of said ?rst support ?ange, a 
second bearing ?ange 0n the upper end of said second 
support ?ange, a ?rst notch in said ?rst support lip, and 
a second notch in said support web, wherein the method 
comprises: 

placing a plurality of said supports on said foundation 
for supporting the ?oor‘ members; 
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inserting the outside ?oor lip of one of said ?oor 
members constituting a ?rst ?oor member in the 
?rst notches of its supports and rotating said ?rst 
?oor member downwardly so that its inside ?oor 
lip is snapped into position in the second notches of 
its supports; and 

inserting the outside ?oor lip of a next-to-be-installed 
?oor member in the ?rst notches of its supports and 
rotating this next to be installed ?oor member 
downwardly on its supports so that its inside ?oor 
lip is snugly received in the outside ?oor lip of the 
previously installed ?oor member and so that it is 
snapped into position in said second notches of its 
supports thereby to interlock the installed ?oor 
members together in said side-to-side abutting rela 
tion and to positively interconnect the ?oor mem 
bers to their supports so as to prevent relative verti 
cal movement of said supports in said floor mem 
bers. 

8. In a ?oor system for a grain bin having a plurality of 
side-by-side ?oor members interlocked together and a 
plurality of channel-shaped ?oor support members bearing 
on a foundation and supporting said ?oor members above 
the foundation, wherein the improvement comprises: each 
of said ?oor support members having means thereon fbr 
snap fit securement of said ?oor support member onto said 
?oor members so as to prevent relative vertical movement 
between said ?oor members and said ?oor support mem 
bers. 

9. In a ?oor support system as set forth in claim 8 
wherein each of said channel-shaped ?oor support mem 
bers has a support web, a ?rst ?ange at one side of the 
support web and a second ?ange at the other side of said 
support web, at least one of said ?anges having a support lip 
at the outer end thereof a bearing surface at the upper end 
of each of said support ?anges for engagement by portions 
of said ?oor members, said support web and said support 
11; extending above the level of said bearing surfaces for 
preventing relative lateral movement between said ?oor 
members and said ?oor support members, said snap fit 
securement means comprising a notch in the portions of 
said ?oor support member extending above the level of said 
bearing surfaces for the snap fit reception of a portion of 
said ?ooring members thereby to prevent relative vertical 
movement between said ?ooring members and said ?oor 
support member. 

10. In a ?oor support system as set forth in claim 9 
further having a second notch in said portions of said ?oor 
support members above the level of said bearing surfaces 
fbr the snap fit reception of other portions of said ?oor 
members with one of said notches being in said support lip 
on one side of said ?oor support member and with the other 
of said notches being in said support web on the other side 
of said ?oor support member. 

II. In a ?oor system for a grain bin or the like compris 
ing a plurality of floor members interlocked in side-by-side 
abutting relation to form a substantially continuous ?oor 
surface and a plurality of vertical supports adapted to be 
secured to the underside of said ?oor members to support 
said ?oor members above a foundation, each of said ?oor 
members being a one-piece member of formed sheet metal 
or the like and being channel-shaped in cross-section and 
having a substantially ?at web constituting the horizontal 
?oor surface of said ?oor system and a downwardly ex 
tending ?ange at each side of the ?oor web, one of said 
?oor ?anges constituting an inside ?oor ?ange having an 
inner leg extending inwardly from the outer end of said 
inside ?oor ?ange beneath said ?oor web, said inside leg 
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being substantially parallel to said ?oor web, and a lip 
extending upwardly toward said ?oor web from the inside 
of said inside leg, the other of said ?oor ?anges constituting 
an outside ?oor ?ange having an outside leg extending 
outwardly beyond said outside ?oor ?ange from the lower 
end thereof and an outside hp extending upwardly from 
the outer edge of said outside leg whereby the inside ?ange, 
leg and lip of one ?oor member are adapted to be received 
within the outside ?ange, leg and lip of an adjacent ?oor 
member so that contiguous ?oor members are interlocked 
in side-by-side abutting relation, each of said supports 
comprising a one-piece member formed of sheet metal or 
the like and being channel-shaped in cross-section. said 
support having a support web, a ?rst support ?ange at one 
side of the support web, and a second support ?ange at the 
other side of the support web, said ?rst and second support 
?anges each having a respective support lip at the outer 
ends thereof extending outwardly: wherein the improve 
ment comprises means at the upper end of the support for 
positively securing the support to said ?oor members in 
cluding a ?rst bearing surface on the upper end of said ?rst 
support ?ange adapted to support the outside leg of the 
?oor member immediately thereabove, this last-said ?oor 
member being referred to as an immediate ?oor member, 
a second bearing surface of the upper end of said second 
support ?ange adapted to support the outside leg of the 
next adjacent inner ?oor member; said support web ex 
tending up above the level of said first and second bearing 
?anges and having a first side generally contiguous to the 
inner face of the outside ?ange of said immediate ?oor 
member and a second side generally contiguous to the 
inner face of the inside ?ange of said immediate ?oor 
members, said first support lip extending above said ?rst 
support bearing surface and being disposed on the outside 
of the lip of said outside flange of said immediate ?oor 
member, said second support lip extending above said 
second support bearing ?ange and being disposed on the 
inner face of the inside ?ange of the next adjacent inner 
?oor member whereby said first and second support lips 
and said ?rst and second sides of said support web substan 
tially prevent lateral movement of said support relative to 
said ?oor members, said portions of said support lips and 
said portion of said support web extending above the level of 
said bearing surfaces being referred as upwardly extending 
portions, the latter having at least one notch therein for the 
snap-fit reception of a ?oor lip of a respective ?oor member 
whereby with said legs of said ?oor members bearing on 
said support bearing surfaces and with said ?oor lip of said 
respective ?oor member received in said notch, relative 
vertical movement between said ?oor members and said 
supports is substantially prevented. 

12. The method of installing interlocking channel 
shaped ?oor members in side-by-side abutting relation on 
free-standing, vertical, channel-shaped support legs resting 
on a foundation to form a substantially continuous ?oor for 
a grain bin or the like, each of said ?oor members being a 
one-piece member of formed sheet metal or the like and 
being channel-shaped in cross-section and having a sub 
stantially ?at web constituting the horizontal ?oor surface 
of said ?oor system and a downwardly extending ?ange at 
each side of the ?oor web, each of said ?oor ?anges being 
approximately perpendicular to said ?oor web, one of said 
?oor ?anges constituting an inside ?ange having an inner 
leg extending inwardly from the outer end of said inside 
?oor ?ange beneath said ?oor web, said inside leg being 
substantially parallel to said ?oor web, a lip extending 
upwardly toward said ?oor web from the inside of said 
inside leg, the other of said ?oor ?anges constitutes an 
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outside ?oor ?ange having an outside leg extending out 
wardly beyond the outside ?oor ?ange from the lower end 
thereof and an outside lip extending upwardly from the 
outer edge of said outside leg whereby the inside ?ange, leg 
and lip of one ?oor member are adapted to be received 
within the outside ?ange. leg and lip of an adjacent ?oor 
member so that contiguous ?oor members are intercon 
nected in side-by-side abutting relation, each of said sup 
ports comprising a one-piece member formed of sheet metal 
or the like and being channel-shaped in cross-section, said 
support having a support web, a ?rst support ?ange at one 
side of the support web, and a second support ?ange at the 
other side of the support web. said first and second support 
?anges each having a respective support lip at the outer 
ends thereof extending outwardly, said support having a 
?rst bearing surface on the upper end of said first support 
?ange, a second bearing surface on the upper end of said 
second support ?ange, a notch in said first support lip. 
wherein the method comprises: 
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14 
placing a plurality of said supports on said foundation 

for supporting the ?oor members; 
inserting the inside ?oor lip of one of said ?oor members 

constituting a first ?oor member on the second bear 
ing support surfaces of its supports and rotating said 
first ?oor member downwardly so that its outside ?oor 
lip is snapped into position in the notches of its sup 
ports,- and 

inserting the inside ?oor ?ange and inside ?oor lip of a 
next-to-be-installed ?oor member in the outside ?oor 
?ange of the first ?oor member and rotating this next 
to be installed ?oor member downwardly on its sup 
ports so that its inside ?oor lip is snugly received in the 
outside ?oor ?ange and lip of the previously installed 
?oor member and so that it is snapped into position in 
said notches of its supports thereby to interlock the 
installed ?oor members together in said side-to-side 
abutting relation and to positively interconnect the 
floor members to their supports so as to prevent rela 
tive vertical movement of said supports in said ?oor 
members. 

1i i l i it 
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CERTIFICATE OF CORRECTION 
PATENT N0. : Re _ 31,368 Page 1 of 3 

DATED : September 6, 1983 

INVENTOR(S) I Mark A. 'I'rumper 

It is certi?ed that error appears in the above-identi?ed patent and that said Letters Patent 
is hereby corrected as shown below: 

Claims 8 and 9 should read as follows : 
8. In a floor system for a grain bin having a plurality 

of side-by-side floor members interlocked together and a 
plurality of generally vertical channel-shaped floor support 
members bearing on a foundation and supporting said floor 
members above the foundation, wherein the improvement comprises: 
each of said floor support members having means thereon for 
snap fit securement of said floor support member onto said 
floor members so as to prevent relative vertical movement 
between said floor members and said floor support members, 
each of said channel-shaped floor support members having a 
web, a first flange at one side of the web and a second flange 
at the other side of said web, a bearing surface at the upper 
end of each of said support flanges engageable with portions 
of said floor members, said floor support member having at 
least one portion extending above the level of said bearing 
surfaces for preventing relative lateral movement between said 
floor members and said floor support member, said snap fit 
securement means comprising a notch in the portions of said 
floor support member extending above the level of said bearing 
surfaces for the snap fit reception of a portion of said 
flooring members thereby to prevent relative vertical movement 
between said flooring members and said floor support member. 
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9. In a floor support system for a grain bin having a 
plurality of side-by-side floor members interlocked together 
and a plurality of channel-shaped floor support members bearing 
on a foundation and supporting said floor members above the 
foundation, wherein the improvement comprises: each of said 
floor support members having means thereon for snap fit 
securement of said floor support member onto said floor members 
so as to prevent relative vertical movement between said floor 
members and said floor support members, each of said channel 
shaped floor support members having a support web, a first 
flange at one side of the support web and a second flange at the 
other side of said support web, at least one of said flanges 
having a support lip at the outer end thereof, a bearing surface 
at the upper end of each of said support flanges for engagement 
by portions of said floor members, said support web and said 
support lip extending above the level of said bearing surfaces 
for preventing relative lateral movement between said floor 
members and said floor support members, said snap fit securement 
means comprising a notch in the portions of said floor support 
member extending above the level of said bearing surfaces for 

~ the snap fit reception of a portion of said flooring members 
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thereby to prevent relative vertical movement between 
sald flooring members and said floor support member. 
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[57] ABSI'RACI‘ 
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REEXAMINATION CERTIFICATE 
ISSUED UNDER 35 U.S.C. 307 

THE PATENT IS HEREBY AMENDED AS 
INDICATED BELOW. 

Matter enclosed in heavy brackets [] appeared in the 
patent,buthasbeendeletedandisnolongerapartofthe 
patent: matter printed in italics indicates additions made 
tothepstent. 

AS A RESULT OF RBI-EXAMINATION, IT HAS 
BEEN DETERMINED THAT: 

The patentability of claim 6-12 is confirmed. 

ClaimslandSaredeterminedtobepatentableas 
amended. 

Claims 2-4, dependent on an amended claim, are 
determined to be patentable. 

1. A ?oor system for grain him or the like comprising 
a plurality of channel-shaped ?oor members adapted to 
be interlocked in side-by-side abutting relation to form a 
substantially continuous ?oor surface and a plurality of 
vertical supports adapted to be secured to the underside 
of said ?oor members and to support the floor members 
above a foundation or the like, each ofsaid floor mem 
bersbeingaone-piwememberformedofsheet metal or 
the like and having a subaantially ?at web constituting 
the horizontal surface of said ?oor system and a down 
wardly extending ?ange at each side of the web, one of 
said ?anges constituting an inside ?oor ?ange having an 
inside leg extending inwardly from the outer end of said 
inside floor ?ange beneath said ?oor web, said inside leg 
being substantially parallel to said ?oor web, and a lip 
extending upwardly toward said ?oor web from the 
inner end of said inside floor leg. the other of said ?oor 
?anges constituting an outside ?oor ?ange having an 
outside ?oor leg extending outwardly from the lower 
end thereof beyond the outside ?oor ?ange and an 
outside floor lip extending upwardly from the outer 
edge of said outside ?oor leg whereby the inside ?ange, 
legandlip ofone floor memberareadaptcdtobere 
ceived within the outside ?ange, leg and lip ot'a next 
adjacent ?oor member so that adjacent ?oor members 
are substantially interlocked in side-by-side abutting 
relatiomeaehofsaidsupportscomprisingaone-piece 
membcrofsheetmetalorthelikeandbeing channel 
shaped in cross~scction, said support having a support 
web,a?rstsuppottilangeatonesideofthesupport 
web,asecondsupport?angeattheothersideofthe 
support web, said ?rst and second support flanges each 
having a respective support lip at the outer ends thereof 
extending outwardly, and means at the upper end of the 

25 

65 

2 
support for positively engaging and securing said sup 
port to said ?oor members, this last-said means compris 
ing a ?rst bearing surface on the upper end of said ?rst 
support ?ange adapted to support the outside ?oor leg 
of a ?oor member immediately above said support web, 
this last-said ?oor member being referred to as an imme 
diate ?oor member [and a second side generally con 
tiguous to the inner face of the inside ?ange of said 
immediate ?oor member], a second bearing surface on 
said second support ?ange adapted to support the out 
side leg of a next adjacent ?oor member, said support‘ 
web extending up above the level of said ?rst and sec 
ond bearing surfaces and having a ?rst side generally 
contiguous to the inner face of the outside ?ange of said 
immediate. ?oor member, said ?rst support lip extending 
above said ?rst bearing surface and being disposed on 
the outside of the lip of said outside ?ange of said imme 
diate ?oor member, said second support lip extending 
above said second bearing surface and being disposed 
on the inner face of the outside ?ange of its respective 
next adjacent ?oor member whereby said ?rst and sec 
ond support lips and said ?rst and second sides of said 
support web substantially prevent lateral movement of 
said support leg relative to said ?oor members, said ?rst 
support lip having a ?rst notch therein for receiving the 
outside ?oor lip of said immediate ?oor member, and 
said second side of said support web having a second 
notch therein for receiving said outside ?oor lip of its 
respective next adjacent ?oor member with the inside 
floor lip of said immediate ?oor member being snugly 
received in said outside ?oor lip of said next adjacent 
?oor member whereby with said respective ?oor lips 
being received in their respective notches, and with said 
support bearing surfaces bearing against their respective 
floor legs and with said inside lip, leg and ?ange of said 
immediate ?oor member received in the outside lip, leg 
and ?ange of the next adjacent ?oor member, relative 
vertical movement between said ?oor members and said ' 
supports is substantially prevented. 

5. A ?oor system as set forth in claim 1 wherein said 
?rst support lip of said support has a portion de?ning 
[the] an upper [edge] portion of said ?rst notch dis 
posed above the upper edge of the outside ?oor lip of 
said immediate floor member, and wherein said support 
web has a portion de?ning [the] an upper [edge] 
portion of said second notch disposed above the upper 
edge ofthe inside ?oor lip ofsaid immediate ?oor mem 
ber and above the upper edge of the outside ?oor lip of 
said next adjacent floor member, said portions of said 
notches extending out over the ?oor member lips dis 
posed in their respective notches so as to prevent verti 
calmcvementofsaid?oormemberswithrespectto 
saidsupportandtopermitthe?oormemberstobe 
snapped into podtion on its support thus positively 
interconnecting said supports to said ?oor members. 
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