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[57] ABSTRACT 
A device for detecting a key switch operation capable 
of detecting an operating state of a plurality of key 
switches which are commonly connected with respect 
to each row line (block line) at one terminal thereof and 
commonly connected with respect to each column line 
at the other terminal thereof. thereby constituting a 
switch matrix. lfa signal is provided on all column lines. 
the signal is transmitted to a block line through a key 
switch which is in operation and thereby a block includ 
ing the key switch in operation is detected A signal is 
then supplied from the detected block line to a column 
line only through the key switch in operation in the 
detected block. The position of the key switch in opera 
tion is known by detecting the columnn line on which 
the signal arrives. According to an embodiment of the 
invention. capacitance elements are provided both on 
the block lines and on the column lines for effecting 
delivery of the signal by charging and discharging of 
these capacitance elements. There is also disclosed a 
construction in which detected blocks are once stored 
in a memory and positions of key switches in operation 
in the detected blocks are detected and stored block by 
block. The stored blocks and key switch positions are 
codi?ed to produce key codes identifying the key 
switches in operation. 

12 Claims. 14 Drawing Figures 
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DEVICE FOR DETECTING A KEY SWITCH 
OPERATION 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion: matter printed in italics indicates the additions made 
by reissue. 

BACKGROUND OF THE INVENTION 

This invention relates to a key switch operation de 
tection device capable of efficiently detecting opera 
tions of a number of key switches. 

Various proposals have been made for detecting an 
operating state(making or breaking) of one or more key 
switches provided in a device such as a keyboard of an 
electronic musical instrument which has a large number 
of key switches. 
There is a conventional device in which conductors 

are individually connected to respective key switches 
and outputs delivered on these conductors are individu 
ally detected. This device requires a complicated wiring 
and therefore is uneconomical. Besides. this device 
requires a large number of connection terminals for 
connecting such wiring to a circuit utilizing the result of 
detection of the key switch states so that it is unsuited 
for a circuit design employing a semiconductor inte 
grated circuit in which the number of connection pins 
available for use is limited. 
There is another proposal according to which key 

switches are arranged in a matrix circuit so that each of 
these key switches will be identified by a column line 
(input line) and a row line (output line) on which the 
key switch is disposed and an operating state of each 
key switch is detected by sequentially scanning all of 
the key switches. Such proposal is disclosed in the is 
sued U.S. Pat. No. 3.882.751. The proposed device is 
advantageous in that the number of conductors to be 
connected between the outside circuit and the key 
switches can be saved. This device, however, has a 
problem that an undesirable time delay sometimes oc 
curs between the actual making or breaking of the key 
switches and detection thereof because all of the key 
switches must be scanned one by one. Further. time 
required for detecting the states of all of the key 
switches is ?xed depending upon the scanning speed so 
that if there are only a few key switches in operation 
among a large number of key switches, a substantial 
waste of time occurs due to the ?xed time for detection. 
To reduce such waste of time, the rate of the clock used 
in the system must be increased with resulting adverse 
effects on the system such as increase in the power 
consumption. 
With a view to improving the disadvantages in the 

above described proposal, the applicant has proposed 
novel key switch detection systems in its issued US. 
Pat. No. 3,899,95l and copending application Ser. No. 
602631 now US. Pat. No. 4,033,221. These systems 
basically depend upon scanning of a key switch matrix 
circuit to detect the operating or nonoperating state of 
the key switches and the improvement resides in pro 
viding a device for reducing the scanning time by scan 
ning only necessary sections from among all the key 
switches. Such improvement has succeeded only in 
reduction of the scanning time, but yet the unavoidable 
waste of time inherent in the scanning systems has re 
mained unsettled. Even if the scanning section is limited 
only to necessary section(s) in the above scanning sys 
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2 
term. the probability that the switchesjn a nonoperating 
state are included in the scanning section(s) is fairly 
high. Accordingly. such nonoperating key switches 
must be equally scanned and waste of time still occurs. 

Furthermore. if a low rate clock is desirable in a 
circuit utilizing the result of detection of the key 
switches for reasons of simpli?cation of the circuit de~ 
sign. reduction of power consumption and reduction of 
manufacturing costs. the above described waste of time 
accompanying the scanning system must be eliminated. 
The prior art scanning system apparently has limitations 
in eliminating such waste of time. 

SUMMARY OF THE INVENTION 

It is, therefore. an object of the invention to reduce 
time required for detecting the operation of the key 
switches to a maximum possible extent. 
According to the present invention. each ofa number 

of key switches is connected at one terminal thereof 
(e.g. a terminal on a movable contact side) to a first 
detection circuit and at the other terminal thereof (e.g. 
a terminal on a stationary contact side) to a second 
detection circuit. In one detection operation mode. 
signals are applied from the ?rst detection circuit to the 
second detection circuit in parallel through the key 
switches to enable the second detection circuit to per 
form a necessary detection operation. In another detec 
tion operation mode. signals are applied from the sec 
ond detection circuit to the first detection circuit in 
parallel through the key switches to enable the ?rst 
detection circuit to perform a necessary detection oper 
ation. The operating or nonoperating state of the key 
switches is detected in accordance with results of the 
detection operation in the first and second detection 
circuits. 
The detection operation includes storage of signals 

and the signals are passed through key switches in oper 
ation and stored in the first or the second detection 
circuit. Checking ofthe respective key switches is made 
simultaneously in parallel and only signals having 
passed through the key switches inoperation are stored 
in the first or the second detection circuit. If the object 
of detection is making of a key switch "the key switch 
in operation" means a key switch which is ON and ifthe 
object of detection is breaking of a key switch. “the key 
switch in operation" means a key switch is OFF. 

Describing the basic concept of the present invention 
more speci?cally, a number of key switches are divided 
into blocks and block codes (block identifying codes) 
are assigned to the respective blocks for identifying 
each block. whereas note codes (note identifying codes) 
are assigned to the respective key switches in each 
block for identifying each key switch. A common note 
code is assigned to key switches of the same note re 
gardless of blocks to which the key switches belong. 
The key switches can be individually identified by key 
codes which are combinations of the block codes and 
the note codes. The key switches of the same note are 
commonly connected at one terminal thereof to consti 
tute respective note lines which in turn are connected to 
a note detection circuit (i.e. the ?rst detection circuit) 
while the key switches of the same block are commonly 
connected at the other terminal thereof to constitute 
respective block lines which are connected to a block 
detection circuit (i.e. the second detection circuit). 
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BRIEF DESCRIPTION OF THE DRAWINGS 

FIGS. I and 2 are block diagrams schematically 
showing the basic construction of the device according 
to the invention; 

FIG. 3 is a block diagram showing an embodiment of 
the invention in connection with a key switch circuit 
and a note detection circuit: 

FIGS. 4(a) and 4(b) are block diagrams showing the 
same embodiment in connection with a block detection 
circuit; 

FIG. Sis a diagram showing how each key switch is 
identi?ed by a block and a note; 

FIG. 6 is a diagram illustrating symbols used for 
designating logical circuits; 

FIG. 7 is a block diagram showing an example of a 
device for generating mode signals designating various 
detection operation modes; 

FIGS. 8(a) through 8(n) are timing charts for explain 
ing operations of the component parts shown in FIGS. 
3 and 4; 

FIG. 9 is a schematic block diagram showing another 
embodiment of the invention in connection with a key 
switch circuit; 

FIG. 10 is a schematic block digram showing still 
another embodiment of the invention in connection 
with a key switch circuit; 
FIG. 11 is a block diagram showing a different exam 

ple of the note detection circuit producing a start code; 
FIG. 12 is a block diagram showing an operation . 

control circuit relating to the modi?ed embodiment; 
and 

FIGS. 13(a) through 13(e) are timing charts for ex 
plaining production of control pulses used in the circuit 
shown in FIG. 12. 

DESCRIPTION OF PREFERRED 
EMBODIMENTS 

As shown in FIG. 1, conductors nr-n,l (note lines) 
representing respective notes are connected to termi 
nals la (movable contacts) disposed on one side of each 
key switch in a key switch group 1. whereas conductors 
bf-bm- (block lines) representing respective blocks are 
connected to terminals 1b (stationary contacts) disposed 
on the other side of each key switch in the key switch 
group 1. The conductors n/—n,, are connected to a note 
detection circuit 2 and the conductors bl-bm to a block 
detection circuit 3. Accordingly, thwe total number of 
the conductors connected to the key switch group 1 is 
much less than the total number of the key switches. If 
the total number of the key switches in the present 
embodiment is represented by n><m. the total number 
of the conductors required is only n+m. 

Detection of all of the key switches is completed by 
implementation of several different detection operation 
modes (hereinafter brie?y to as "operation mode" or 
"mode"). 

In the ?rst one of these modes, a signal is supplied 
from a signal source 21 of'the note detection circuit 2 to 
all the key switches in parallel via the conductors n/-n,,. 
The signal is passed only through the closed contact of 
the key switch or key switches in operation to a corre 
sponding one of the conductors br-bm. The detected 
signal (i.e. from which conductor(s) the signal(s) are 
delivered) is stored in a block memory 31 of the block 
detection circuit 3. By this arrangement, the block or 
blocks in which the key switch or switches in operation 
exist are detected. The timing of the storing of the de 
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tected key switches is in synchronization with a ?rst 
mode signal S| designating the ?rst mode. 

In the second mode, a single block among the block 
or blocks stored in the memory 31 is extracted by a 
single block extraction unit 32 and thereupon a signal is 
applied through one of the conductors b/—bm corre 
sponding to the extracted block to the stationary 
contacts of the respective key switches of the extracted 
block. The signal from the block detection circuit 3 is 
passed to one or more of the conductors n/—n,, con 
nected to the movable contacts of the respective key 
switches for notes covered by the extracted block and 
corresponding to the key switches in operation. This 
detected signal (i.e. from which conductor(s) the sig 
nal(s) and delivered) is stored in a note memory 22 of 
the note detection circuit 2. Accordingly. which one or 
ones of the key switches in the extracted block are in 
operation is detected. The extracting operation in the 
single block extraction unit 32 and the storing operation 
in the note memory 22 are performed in synchroniza 
tion with a second mode signal S; designating the sec 
ond mode. 

In the second mode. key switches which are in opera 
tion can be individually identi?ed by combination of a 
single block name extracted by the single block extrac 
tion unit 32 and one or more note names stored in the 
note memory 22. 

It will be understood from the foregoing that one 
feature of the present invention is the construction in 
which the key switches 1 are connected between the 
note scanning circuit 2 and the block detection circuit 3 
and detection ofthe key switches 1 in operation is made 
by transmitting signals in opposite directions through 
the key switches 1. According to the invention. the 
terminals 1a and lb ofthe key switches 1 are not ?xedly 
used as either input terminals or output terminals but the 
input side and output side of both terminals are reversed 
depending upon the operation mode. ie whether the 
operation mode is the ?rst mode or the second mode. 

If a circuit (not shown) utilizing the result of detec 
tion ofthe key switches permits, the output ot‘the single 
block extraction unit 32 and the parallel outputs of the 
respective notes from the note memory 22 may be di 
rectly supplied to the circuit for providing the circuit 
with the result of key switch detection. If there are 
blocks which still remain stored in the block memory 31 
without being extracted by the single block extraction 
unit 32. the above described second mode is repeated. 
More speci?cally, upon extraction of a certain block 
stored in the block memory 31 and completion of the 
second mode for that block. another block stored in the 
block memory 31 is extracted in response to a next 
second mode signal S3 and the second mode is repeated. 
In this manner, the blocks to which the key switches in 
operation belong and which have been detected and 
stored in the memory 31 in the ?rst mode are extracted 
one by one in response to the second mode signal 5;. 
Thus. detection of all the key switches in operation is 
completed when the second mode is completed with 
respect to all of the Blocks stored in the memory 31. 
Assuming, for example, that a pulse width of the 

mode signals S1 and 52 respectively is I clock time. 
detection of all of the key switches in operation is com 
pleted in only 2 clock times if the key switches in opera 
tion belong to a single block. Even if the key switches 
are in operation in all of the blocks, detection of all of 
the key switches is completed in "m-t-l" clock times 
(e.g. 13 clock times ifm = I2). In the prior key scanning 
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systems. time reqired for detection of all of the key 
switches is I44 clock times in a case where n = 12 and 
n 2 II. 

For convenient in the circuit utilizing the result of 
detection of the key switches. the stored notes in the 
note memory 22 should preferably be delivered out one 
by one in series. 

According to the invention, for achieving the above 
objective. a third mode is provided for delivering out 
the note identifying signals ofthe key switches in opera 
tion from the note memory 22 one by one after the note 
identifying signals have been stored in the memory 22. 

In the third mode, a single one among the notes (i.e. 
note identifying signals) stored in the note memory 122 
is extracted by a stored note extraction unit 23 as shown 
in FIG. 2 (in which like component parts are designated 
by the same reference characters) and a signal repre 
senting the extracted note is applied to an encoder 24 to 
produce a code signal (note code NC) consisting of a 
plural bits and representing the note. The extracting 
operation in the extraction unit 23 is performed in syn 
chronization with a third mode signal 53. This third 
mode is repeated in response to the clock of the system 
unitl the note signals stored in the note memory 22 have 
all been extracted by the note extraction unit 23 and 
corresponding note code signals have all be delivered 
out. Since the third mode is implemented only with 
respect to the notes in the note memory 22. there is no 
room for occurrence of waste of time. If. for example, 
three kinds of notes are stored in the note memory 22. 
the third mode concerning a certain block is completed 
in 3 clock times. Completion of the third mode can be 
known by exhaustion of the contents stored in the note 
memory 22 due to extraction and. upon detection ofthe 
completion of the third mode, the mode is returned to 
the second mode, the single block extraction unit 32 
extracting a next stored block and the note memory 22 
memorizing the notes of the key switches in operation 
in that block. Then, the third mode is implemented 
again. In the third mode concerning a certain block. the 
signal representing the block is stored in a memory-and 
encoder circuit 33 of the block detection circuit 3 
whereby a code signal (block code BC) consisting of 
plural bits and representing the block is produced by the 
circuit 33. Accordingly, the key switches in operation 
are detected by combinations of the block codes BC and 
the note codes NC which are generated in synchroniza 
tion with each other. The codes of the key switches in 
operation are produced one by one in series. 
As described above, the operation mode changes 

from the first mode to the second mode, third mode (or 
repetition thereof), second mode, third mode ..... .. 
When production of the key codes has been completed 
with respect to all of the blocks stored first in the block 
memory 31 (i.e. when the third mode has been com 
pleted), the contents of storage in the block memory 31, 
have all been extracted and the operation mode now 
enters a fourth or stand-by mode. After detection of the 
stand-by mode, the operation mode returns to the ?rst 
mode and the above described detection operation is 
repeated. By repetition of the ?rst to the fourth modes, 
detection of all of the key switches in operation is car 
ried out from time to time. 
According to the invention, not only key switches 

which are turned ON, but also those which are turned 
OFF may be detected by a construction similar to the 
above described one. Such construction may be 
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6 
achieved, for example by inverting polarity of signals 
which are applied to or delivered from the detection 
circuit 2 and 3 through the key switch group I. or by 
employing break contact type switches as the key 
switches. 
One example of the device embodying the invention 

will now be described with reference to FIGS. 3 
through 9. 
FIG. 3 shows an example of a key switch circuit 10 

and a note detection circuit 20. FIG. 4 shows an exam 
ple ofa block detection circuit 30 connected to the key 
switch circuit 10 shown in FIG. 3. 
A number of key switches KS corresponding to the 

respective keys on the keyboard of the electronic musi 
cal instrument are provided in the key switch circuit 10. 
These key switches are commonly connected block by 
block with respect to the blocks Ill-U5. Li-L5 and P1. 
P; at one input terminal thereof (stationary contact) and 
connected to block input-output terminal T| through 
T12 vis conductors (block lines) bi-btg. The key 
switches are connected at the other terminal thereof 
(movable contact) to dodes DD and commonly con 
nected by each note ofC#. D, A#. B and C. Each of 
the commonly connected key switch groups is con 
nected to corresponding one of note input-output termi 
nals Hy-Hu via connectors (note lines)n|-nig. 

In the present embodiment. the key switches are 
divided by blocks according to octave ranges of the 
keyboard so that the notes in each block literally ex 
press the actual note names of the keys. Let us assume 
that as shown in FIG. 5. twelve keys of C#~C are 
assigned to one octave range from the lowest note side 
and that the upper keyboard UK comprises 6l keys of a 
note C of 0th octave through a note C of the ?fth oc 
tave, the lower keyboard LK comprises 6| keys in the 
same manner and the pedal keyboard PK comprises 25 
keys of a note C of the 0th octave through a note C of 
the second octave. 

Accordingly. the blocks Ui—U5 are assigned to the 
octave ranges of the upper keyboard UK. the blocks 
L1—L5 to the octave ranges of the lower keyboard LK 
and the blocks P1. P3 to the octave ranges of the pedal 
keyboard PK. respectively. Consequently, the notes 
C#—C in each of the blocks correspond to the note 
names in the respective octave ranges. In FIG. 3, con 
nections of the key switches are shown in detail with 
respect only to the block U5(i.e. key switches for the 
fifth octave of the upper keyboard UK) and the block 
P|(i.e. key switches for the 0th and the first octave of 
the pedal keyboard PK). The key switches of the other 
blocks U4-P1 are likewise connected to the respective 

conductors n |-n11 for the respective notes C. B.A‘90 C# and also to conductors bg-bt] corresponding to 

these blocks. As will be apparent from FIG. 5. since the 
0th octave includes only one note of C. the note C of the 
0th octave (designated here as Co) is incorporated in the 
blocks U1, L1 and P] for the first octave. Accordingly, 
a key switch of the note Co is additionally included in 
each of the blocks U1, L1 and P|. The key switches of 
the note Co are commonly connected and further con 
nected to a note input-output terminal H13 through a 
condcutor n13 so that the note Co can be distinguished 
from the note C. 

Since the keyboard portion (the key switch circuit 
10) is spaced away from the electric circuit portion 2:. 
30), relatively long wiring is required for the conduc 
tors m-mg and b|~bi2 connecting the key switch circuit 
10 to the note detection circuit 20 and the block detec 
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tion circuit 30. and conductor capacitances Ch. C,, are 
observed. For convenience of explanation. conductor 
capacitance on the block side conductors by-btg is all 
designated by the same reference character Chand con 
ductor capacitance on the note side conductors n |-n n is 
all designated by reference characters C,,. It should be 
noted. however. that conductor capacitance observed 
on one of the conductors b1-b|3 and n|—n|_z is different 
from one observed on another. The present embodi 
ment is so constructed that the conductor capacitances 
Cl. and C,, are positively utilized. 
The note detection circuit 20 (FIG. 3) is composed of 

signal delivery circuits 21-1 through 21-13 correspond 
ing to the signal source 21 (FIGS. 1 and 2) and being 
provided respectively for the note C. B. # and Co. 
detected note memory circuits 22-1 through 22-13 cor 
responding to the note memory 22 (FIGS. 1 and 2) and 
a note code production circuit 240 corresponding to the 
encoder 24 (FIG. 2). As to the respective circuits 21-1 
through 21-13. 22-1 through 22-13 and 23-1 through 
23-13. only the circuits 21-1. 22-1. 23-1. 21-13. 22-13 and 
23-13 concerning the notes C and Co are illustrated in 
detail but the rest of the circuits are all of the same 
construction as these circuits concerning the notes C 
and Co. 
The signal delivery circuits 21-1 through 21-13 are 

adapted to apply voltage VDD to the note input-output 
terminals H|~H13 by switching of transistos TRA pro 
vided for each of the notes. The output from the note 
input-output terminals HPHU are applied to the de- . 
tected note memory circuits 22-] through 22-13. 
The block detection circuit 30 (FIGS. 4(a), (b)) is 

composed of detected block memory circuits 31-] 
through 31-12 corresponding to the block memory 
31(FIGS. 1 and 2) and being provided for the respective 
blocks U5. U4. P3 and Pt, block priority gate circuits 
32-1 through 32-12 corresponding to the single block 
extraction unit 32 (FIGS. 1 and 2), a block code produc 
tion circuit 330 corresponding to the memory-and 
encoder circuit 33 (FIG. 2). a block code temporary 
memory circuit 331(FIG. 4(b)) for temporarily storing 
output Bi‘ — K3‘ of the block code production circuit 
330, a block code output gate circuit 332 (FIG. 4(b)) for 
delivering out the temporarily stored block codes in 
synchronization with the outputs of the note code pro 
duction circuit (240(FIG. 3), and signal delivery circuit 
34-1 through 24-12(FIG. 4(a)) for delivering the block 
signals extracted in a certain priority order by the block 
priority gate circuits 32-1 through 32-12 to the note 
detection circuit 20 via the key switch circuit 10. 
Only the circuits 31-1, 32-1, 34-1, 31-12, 32-12 and 

34-12 concerning the blocks U5 and P1 are illustrated in 
detail but the circuits 31-2 through 31-11, 32-2 through 
32-11 and 341-2 through 34-11 concerning the other 
blocks are of the same construction as the circuits con 
cerning the blocks U5 and Pt. Although the circuits 21-1 
through 21-13, 22-1 through 22-13. 23-1 through 23-13, 
31-1 through 31-12, 32-1 through 32-12, 34-1 through 
34-12 are different from each other, circuit elements (i.e. 
AND gates, OR gates etc.) of these circuits are desig 
nated by the same reference characters irrespective of 
the kind of block or note so long as such circuit ele 
ments perform the same function. 

Before describing about operation of the respective 
circuits, brief explanation will be made about symbols 
used in the accompanying drawings. Inventers are ex 
pressed by the symbol shown in FIG. 6(a), AND gate 
by the one shown in FIGS. 6(b) and (0), OR gate by the 
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8 
one shown in FIGS. 6(d) and (e) and delay flip-flops by 
the one shown in FIGS. (D. An AND gate or OR gate 
with only a few input lines is represented by the symbol 
shown in FIG. 6(b) or FIG. 6(d) and one with a rela 
tively large number of input lines is represented by the 
symbol shown in FIG. 6(c) or FIG. 6(e). In the symbol 
shown in FIG. 6(e) or FIG. 6(e). one input line is drawn 
on the input side of the AND or OR gate and signal 
transmission lines are drawn in such a manner that they 
cross the input line with each crossing point ofthe input 
line and the signal transmission line transmitting a signal 
to the input terminal of the AND or OR gate being 
marked by a circle. Accordingly. the logical formula of 
the AND gate shown in FIG. 6(c) is X=A.B.D. 
whereas the logical formula of the OR gate shown in 
FIG. 6(e) is X=A+B+C. 

In the’ embodiment shown in FIGS. 3 and 4. all the 
key switches in operation are detected by implementa 
tion of the first to the fourth operation modes described 
above. The kind of the operation mode to be imple 
mented is designated by the mode signals Sit-S3. The 
stand-by mode signal 50 designates the fourth mode 
(stand-by mode), whereas the ?rst through third mode 
signals 5], S2, and S3 designate the ?rst. second and 
third modes respectively. The minimum width of the 
signals 50-53 in equal to the period of generation of the 
clock pulse 11),; so that the whole instrument operates in 
synchronism with the clock pulse (b4. 
The period ofthe clock pulse 11),; can be determined as 

desired and set at 24 tts in the present embodiment. 
Besides this clock pulse (b4, a low frequency clock LC 
is used for determining a repetition rate of the key 
switch detection operation. The period of this clock LC 
can be determined as desired and should conveniently 
be 200 its-l ms for detection of the key switches. 
FIG. 7 shows one example of a circuit for generating 

the mode signals 80-53. In a clock edge detection circuit 
41, the low frequency clock LC(of a desired duty fac 
tor) is applied to a delay flip-?op DF] for delaying it by 
one clock (dm) and also to an AND gate Ao whereby 
the pulse rise ofthe low frequency clock LC is detected 
in synchronization with the clock pulse (b4. By this 
arrangement. a starting pulse (differentiation pulse)TC 
having a pulse width equivalent to the period of the 
clock pulse rim is produced with a period of the clock 
L.C. Relationship between the clock pulse (114 and the 
starting pulse TC is as shown in FIGS. 8(a) and 8(b). In 
a mode control circuit 42 in FIG. 7, the stand-by mode 
signal S0 is produced by an AND gate A12 when in 
verted output signals Ql. Q2 of delay ?ip-flops DF4. 
DF5 are both a signal “1". If the starting pulse TC is 
generated during presence of this stand-by mode signal 
S0, i.e. during the stand-by mode. the output of an AND 
gate A14 becomes a signal "1“. The signal “1“ is applied 
to the delay ?ip-?op DF4 via an OR gate CR5 and, 
consequently. the output Q1 becomes a signal "I" one 
clock (rim) later. Since the signal Q; is still signal “1", an 
AND gate A10 is enabled to produce the ?rst mode 
signal 5]. Switching from the stand-by mode to the first 
mode is thus controlled by the starting pulse TC. 
The operation of the embodiment shown in FIGS. 3 

and 4 will now be described with reference also to 
FIGS. 7 and 8. 

In the stand-by mode shown by period t1 in FIG. 8, 
the stand-by mode signal SQ(FIG. 8(0)) is applied to the 
signal delivery circuits 34-1 through 34-12 of the block 
detection circuit (FIG. 4(a)) and thereby brings the 
transistors TRB of the circuits 34-1 through 34-12 into 
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conduction. As a result. wiring capacitance Ch of the 
block conductors b|-b|3is discharged. 
As the ?rst mode signal S| is produced at the period 

t;(FIG. 8(d)). the signal S‘ is applied to the signal deliv 
ery circuits 21-1 through 21-13 of the note detection 
circuit 20(FIG. 3) to bring the transistors TRA into 
conduction. This causes voltage VDD to be applied to 
the key switch circuit 10 via the terminals H|-HU to 
charge the wiring capacitance C" of the note conduc 
tors ni-mi. The voltage signal (i.e. the charge voltage of 
the capacitance C") is simultaneously delivered to the 
conductors of one or more of the blocks (U5-P|) to 
which the key switch or switches KS in operation be 
long via such key switches and fed from the corre 
sponding terminals (T|-T11) to the block detection cir 
cuit 30 (FIG. 4(a)). Accordingly. a signal “I“ is pro 
duced only in the terminal among the terminals Ti-T|3 
corresponding to the blocks in which the key switches 
in operation have been detected. 

In FIG. 4(a). outputs TU5-TP| of the terminals '1'; 
Ti: are respectively applied to the corresponding ones 
of the detected block memory circuits 31-1 through 
31-12. More speci?cally, the signals from the terminals 
Tl-Ttg are applied to AND gates Ai of the circuits 31-1 
through 31-12. The ?rst mode signal S] is also applied to 
the AND gates A|. Accordingly, a signal “1" is stored 
in a delay ?ip-flop DFi through the AND gate A| and 
an OR gate OR! only in the circuits among the circuits 
31-1 through 31-12 corresponding to the blocks in 
which the key switches in operation have been de 
tected. If, for example, the blocks in which the key 
switches in operation have been detected are blocks U5, 
U4, U3 and P}, a signal “l" is stored in the ?ip-?ops 
DF| of the circuits 31-1. 31-2. 31-3 and 31-12. The above 
described ?rst mode is implemented during one clock of 
the period t). ' 

lfa signal "1“ is applied in the ?rst mode to any one 
of the block memory circuits 31-1 through 31-12 from 
the block terminals Tl-Tg, this signal is detected by an 
OR gate 0R7 (FIG. 4(a)) and thereupon an any-block 
signal AB(FIG. 8(g)) representing existence of a block 
with respect to which a key switch in operation has 
been detected. This any-block signal AB is applied to an 
AND gate A13 of the mode control circuit 42 in FIG. 7. 
Since the ?rst mgde signal Si is present at this time, the 
signals Q1 and Q; are both “1" and, accordingly, the 
AND gate A13 is enabled and input D3 of the delay 
?ip-?op DF5 becomes “1" through an OR gate 0R6. 
Since input D| of the flip-?op DF4 at this time is a signal 
“0", the signal Q1 and Q2 become both signal “I" at the 
period t3 (FIG. 8) after lapse of one clock (elm). Accord 
ingly, an AND gate A11 is enabled to produce the sec 
ond mode signal 5;. The delay ?ip-?ops DP] of the 
detected block memory circuits 31-1 through 31-12 
(FIG. 4(a)) at this time contain the signal “l“ and, ac 
cordingly, a signal “I" is fed from the delay ?ip-?ops 
DF] storing the signal “1" to OR circuits 0 R2 of the 
corresponding block priority gate circuits among the 
circuits 32-1 through 32-12. The outputs of the OR gate 
OR; of each of the circuits 32-1 through 32-11 is con 
nected to the OR gate OR; of the circuit of an immedi 
ately subsequent priority order among the circuits 32-2 
through 32-12. Consequently, if there is any one block 
in which a signal is stored, a signal “1" is delivered out 
of the OR gate OR; of the priority gate circuit 32-12 for 
the block P; which is of the lowest priority order and 
this signal constitutes a memory block signal MB(FIG. 
8(h)) representing existence of the block storing the 
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signal. This signal MB is applied to AND gates Ari. 
A|5 and A17 of the mode control circuit 42 in FIG. 7. 
Accordingly, the AND gate AU is enabled simulta 
neously with the generation of the second mode signal 
S; and thereupon another second mode signal S3‘ is 
produced. 

In the above described manner, the second mode 
signals 8; and S3’ are generated at the period t; and the 
operation mode enters the second mode. 

In the second mode in which a single block is ex 
tracted from among the stored blocks. the extraction is 
made in a predetermined priority order in the priority 
gate circuits 32-1 through 32-12 (FIG. 4(a)). In the 
embodiment shown in the ?gure, the priority is given in 
the order ofthe blocks U5. U4. . . L5. L4. . . P2. P1. In 
the circuit 32-1 for the block U5 of the highest priority 
order, the output of an inverter 1| is always a signal “1" 
so that the AND gate A3 is enabled upon receipt of the 
signal “l" from the ?ip-?op DF; of the circuit 31-1. The 
outputs of the ?ip-?ops DF| of the memory circuits 
31-1 through 31-11 for the blocks U5-P3 of higher prior 
ity orders are applied to the inverters I| and the OR 
gates OR; of the circuits 32-2 through 32-12 for the 
blocks U4-P| of the lower priority order. When the 
signal is stored in the higher order blocks U?-PZ, a signal 
“O“ is applied to the AND gates A3 via the inverters I| 
of the lower order blocks U4-P1 for inhibiting the AND 
gates A3. Accordingly, a signal "I" is delivered only 
from the AND gate A3 of a single one of the priority 
gate circuits 32-1 through 32-12. 
Assuming that key switches in operation have been 

detected in the blocks U5, U4. U3and P1, a signal “l" is 
delivered only from the AND gate A3 ofthe circuit 32-1 
for the block U5 at the period t3. The outputs of the 
AND gates A3 of the circuits 152-2 through 32-12 for the 
other blocks U4-Pi are all signal The outputs of the 
AND gates A3 of the respective circuits 324 through 
32-12 are applied directly to AND gates A4 and also 
applied to AND gates A5 after being inverted by invert 
ers I}. 
The second mode signal S: is applied to the AND 

gates A4 and A5 of the priority gate circuits 32-1 
through 32-12, whereas the other second mode signals 
S3’ is applied to the detected note memory circuits 22-1 
through 22-13 of the note detection circuit 20 in FIG. 3. 

Accordingly, at the period t3, the output of the AND 
gate A4 of the priority gate circuit 32-1 is a signal “1" 
and the outputs of the AND gates A4 of the other cir 
cuits 152-2 through 32-12 are a signal Thus, the 
storage of the block U5 only is extracted and the ex 
tracted signal is applied to a block code delivery circuit 
330 and the transistor TRC of the signal delivery circuit 
34-1. The output of the AND gate A4 of the circuit 32-1 
is inverted by an inverter I3 of the circuit 31-1 of the 
same block for inhibiting the AND circuit A; of the 
circuit 31-1. The storage in the ?ip-?op DF1 of the 
circuit 31-1 therefore is cleared. However, the outputs 
of the AND gates A4 of the other circuits 32-2 through 
3242 are a signal “0", so that a signal “l" from the 
inverter I 3 is applied to the AND gates A; of the circuits 
31-2 through 31-12 of the same block whereby the out 
put signals of the ?ip-flops DF] of the respective circuit 
31-2 through 31-12 are self-held. Accordingly storage in 
the ?ip-?ops DF] of the blocks U4, U3 and Pi is main 
tained. The outputs of the AND gates A5 of the other 
circuits 32-12 through 32-12 become a signal "1“ which 
is applied to transistors TRD of the corresponding sig 
nal delivery circuits 34-2 through 34-12. 
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In the above described manner. the transistor TRC is 
brought into conduction and the transistor TRD is 
brought out of conduction in the signal delivery circuit 
34-] for the block U5 while the transistor TRC is 
brought out of conduction and the transistor TRD is 
brought into conduction in the signal delivery circuits 
34-2 through 34-12 for the blocks U4-P1. 

Accordingly. the voltage VDD is applied to the input 
output terminals Tg- T|3 ol' the blocks U4-P| in the key 
switch circuit 10(FIG. 3). thereby charging the wiring 
capacitance Chot" the conductors b3-b|3. This causes the 
diodes DD provided for the key switch groups KS for 
the blocks U4-P1 to be reversely biased with a result that 
the key switches KS of the blocks U4-Pi are electrically 
disconnected from the note conductors n|-ni_z. On the 
other hand. since the potential at the input-output termi 
nal T1 of the block U5drops to the ground potential 
through the transistor TRC, capacitance Ch of the con 
ductor bl is discharged and a signal “0" is applied to the 
key switch KS of the block U5. Thus. the diode DD 
corresponding to the key switch in operation is brought 
into conduction through this diode DD. Since the re 
spective key switches of the block U5 correspond to the 
notes C. B . . . C4 and the conductor capacitance C,I of 

the conductors I'll-"1310f the respective notes have been 
charged during the ?rst mode, the conductor capaci 
tance C" of the note conductors (ni-nlz) corresponding 
to the key switches in operation is discharged via the 
diode DD. the key switches. the terminal T| and the 
transistor TRC of the circuit 34-1. If. for instance. three 
key switches of the notes C. B and E are ON in the 
block U5. the conductor capacitance C” of the conduc 
tors n]. n; and no for the notes C. B and E is discharged 
and the capacitance C" of the other conductors 113-113. 
[Hit-"l3 remains in a charged condition. 

Consequently. a signal “0" is supplied from terminals 
H1. H3 and Ho to the inverters 14 of the detected note 
memory circuits 22-1. 22-2 and 22-9 whereas a signal 
“1" is supplied from terminals Hjt-Hs and Him-H13 to the 
detected note memories 22-3 through 22-8 and 22-10 
through 22-13. Thus. a signal "0“ is delivered from the 
block input-output terminal T] of the extracted block 
U5 to the note input-output terminals corresponding to 
the key switches in operation through these key 
switches inoperation. whereby the notes of the key 
switches in operation are detected. 

In the detected note memory circuits 22-1 through 
22-13, the signals from the terminals Hl-l-lu are in 
verted by the inverters I4 and thereafter applied to 
AND gates A6. The AND gates A‘, also receive the 
second mode signal 5;’ so that a signal “l“ is stored in 
the delay ?ip-flops DF; via the AND gates Ab and the 
OR gates OR; in the memory circuits 22-1, 22-2 and 
22-9 corresponding respectively to the notes C, B and E 
of the detected key switches in operation. In the forego 
ing manner. the second mode is implemented during the 
period t3. For causing the circuits 22-1 through 22-13 to 
store the detected notes, the second mode signal S2’ 
which is different from the second mode signal S; is 
employed so that the detected note will be stored only 
when a stored block exists (MB: 1) and no new storage 
will be made in the third mode as will be described later. 
The second mode ?nishes in one clock. In the next 

period t4(FIG.8). a signal “1" is produced in parallel 
from the ?ip-?ops DF; of the circuits 22-1. 22-2 and 
22-9 storing the detected notes and supplied to the note 
priority gate circuits 23-1. 23-2 and 23-9. The third 
mode is implemented during the period t4. 
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In the third mode in which a single note among the 

stored notes is extracted. this extraction is effected in 
accordance with a predetermined priority order in the 
note priority gate circuits 23-1 through 23-13. In the 
figure. the priority in extraction is given in the order of 
the notes C. B. A#. . . C#. Co. As in the note priority 
gate circuits 23-1 through 23-12. the output of an in 
verter I; in the gate circuit 215-1 for the note C of the 
?rst priority order is always signal "I", and an AND 
gate Ag is enabled when a signal “l“ is applied thereto 
from the ?ip-?op DF: of the memory circuit 22-1. The 
outputs of the ?ip-?ops DFg of the higher notes C-C# 
are applied to the inverters I5 of the lower notes B-Co 
through OR gates CR4 and successively inhibit the 
AND gates A3 of the lower order. The outputs of the 
?ip-?ops DF1 of the respective memory circuits 22-] 
through 22-13 are applied to AND gates A7 of the cir 
cuits 22-1 through 22-13 while the outputs of the flip 
?ops DFZ of the memory circuits 22-1 through 2242 of 
the notes C-C# which are of higher priority orders are 
successively applied to AND gates A7 of the memory 
circuits 22-2 through 22-12. The AND gate A7 of the 
memory circuit 22-1 of the ?rst priority order always 
receives a signal “0" and. accordingly, the stored con 
tents of the ?ip-?op DF; of the circuit 22-1 are not 
self-held. However. the stored contents of the ?ip-?ops 
DF; of the memory circuits 22-2 through 22-12 of the 
lower priority orders are self-held by the output signal 
“1" of the ?ip-?ops DF; of the memory circuits 22-1 
through 22-12 of the higher priority orders. 

Accordingly. a signal “l" is supplied from the prior 
ity gate circuit 23-1 of the note C to a note code deliv 
ery circuit 240 at the period t4. At this period. the out 
put 5 of the other circuits 23-2 through 23-13 are a signal 

Then at a period t5(FIG. 8). the stored contents of 
the circuit 22-1 are cleared so that a signal “1“ is deliv 
ered from the priority gate circuit 23-2 of the note B. At 
a next period tb (FIG. 8). the stored contents of the 
memory circuit 22-2 of the note B are cleared and. 
accordingly the output signal "1“ of the memory circuit 
22-9 for the note E storing the signal “1" is applied to 
the note code delivery circuit 240 via the priority gate 
circuit 23-9. In this manner, the third mode is succes 
sively repeated during clock periods (i.e. three clock 
periods 14-16111 the above example) corresponding to the 
number of the stored notes in the memory circuits 22-1 
through 22-13. 

Since the transistor TRA can be driven by any one of 
the ?rst mode signal S; and the third mode signal S3. the 
transistor TRA in the present embodiment is driven by 
a ?rst and third mode signal S|+3 which can be used 
both for the ?rst mode and the third mode. Since a 
prerequisite for entering the third mode is that the oper 
ation mode in a preceding one clock is either the second 
mode or the third mode. arrangements are made so that 
a signal Q; is applied to AND gates A15, A16 and A11 in 
the mode control circuit 42. The fact that this signal Q; 
is “1" signi?es that the current mode is either the second 
mode or the third mode. When the signal Q2 and the 
memory block signal MB from the OR gate OR; (FIG. 
4(a)) are generated and any note signal AN(F1G. 8(i)) is 
generated upon application to the OR gate ORB of a 
signal "I" which has been applied to the flip-?ops DF; 
of the detected note memory circuits 22-1 through 
22-13, the AND gate A15(F1G. 7) is enabled. The any 
note signal AN represents that a signal of the detected 
note is to be stored in any one of the memory circuits 
22-1 through 22-13. Since the AND gate A17 is enabled 
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whenever the AND gate Ad 15 is enabled. the input 
signals to the ?ip-?ops DF4 and DF|5 are both signal 
"I" and accordingly. the signals Q1 and Q| become 
signal “1" one clock later. When the signals Q| and Q; 
are both signal “I“. this indicates that the third mode 
should be implemented (or being implemented). If the 
any-note signal AN is still produced after entering the 
third modev the output of the AND gate A“, is a signal 
"I“ and this causes the signals D1. D1 to be “1" thereby 
instructing that the third mode is to be continued. Since 
the operation mode is either the ?rst mode or the third 
mode when the signal Q] is “1", this signal Q; is applied 
to the transistor TRA (FIG. 3) as the ?rst and third 
mode signal 5| 1}. If the AND gate A|7(FIG. 7) is en 
abled and the AND gate A15 is not enabled. the second 
mode signals S3 and 52' are generated again. 
When the notes stored in the detected note memory 

circuits 22-1 through 22-12 have all been extracted by 
repetitive implementation of the third mode during the 
periods t4, t5 and t6, the OR gate ORR(FIG. 3) produces 
a signal "0“ and the any-note signal AN becomes “0“. 
This signi?es that the third mode should be ?nished 
with respect to the speci?c block. If there remain any 
stored blocks (i.e. the signal MB=1), the second mode 
must be implemented again. Accordingly. the second 
mode signals 5; and S3’ are produced again in accor 
dance with the output of the AND gate A17. In the 
above described example. signals are still stored in the 
memory circuits 31-2. 31-3 and 31-12 for the blocks U4, 
U3 and P; so that the second mode signals S3 and 53' are 
produced at a period t7(FlG. 8). 

In the second mode at the period t3. the block code 
delivery circuit 330 to which a signal "I" has been 
applied from the priority gate circuit 32-] (FIG. 4(a)) 
for the block U5 produces a block code Kf-Bf" repre 
senting the block U5 and delivers this block code to 
block code temporary memory circuit 331 shown in 
FIG. 4(b). In the block code delivery circuit 330. the 
codes for the respective blocks U5-Pi are formed by 
combining codes K2, K| representing the kind of key 
board and codes B3, B2 and B1 representing the kind of 
octave, as shown in the following Table I. 

TABLEI 
key codes 

Column A Column B 
block codes note codes 

K2 Kl B3 B2 Bl N4 N3 N2 N1 

U 0 1 
key 
board L l U 

P l I 
block 0 O O U 

l 0 0 l 
octave 

2 0 l 0 
3 O l I 
4 l O O 
5 l 0 l 
C# 0 0 0 0 
D 0 O U l 
D# 0 0 l 0 
E 0 l l) 0 
F 0 l U I 

note F# 0 l l 0 
G l 0 U 0 
G# l 0 0 I 
A l 0 l O 
A# l l U 0 
B l l O I 
C l l l 0 
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For example, the code for the block U5 it (‘umprltl‘d u] u 

watt "OI" representing the upper keyboard U and a code 
“l0l“ representing the ?fth octave. In this code, the bits 
K|(Ki") and B|(B|')are respectively signal “I“ and the 
bits K3(K3") and B3(B1‘) are signal In the block 
code delivery circuit 330 an OR gate ORq produces a 
signal of the bit K1‘, an OR gate ORin the bit Ki", an 
OR gate OR|| the bit B1‘. an OR gate OR|2 the bit B3‘, 
an OR gate OR); the bit B!‘ respectively. Accordingly. 
the output signal of the priority gate circuit 32-1 for the 
block U5 is applied to the OR gates ORlll» CR1] and 
ORlft??d the bits K1’, B3‘ and 5;‘ become a signal "1“. 
Consequently, a code "OI IOI" is produced as the block 
code K2‘. K1". B3". B2‘ and Bi " representing the block 
U5. 

In FIG. 4(b), the block code temporary memory 
circuit 331 has memory circuits 33la-331e for the re 
spective bits Kf-B? of the block code. In the ?gure, 
only the memory circuit 331a for the bit K3‘ is shown in 
detail but the other memory circuits 331-b-331e forthe 
other bits K1“-B|' are of the same construction as the 
memory circuit 331a. At the period t3, the block code 
delivered from the block code delivery circuit 330 is 
applied to the memory circuits 331a-331e, each of the 
signals representing the bits Kf-Kf-B? being applied 
to its corresponding memory circuit. In the memory 
circuits 331a-331e, the block code is stored in delay 
?ip-?ops DFb via the OR gates OR|4. The stored signal 
in the ?ip-?ops DR‘, if produced one clock later, i.e. at 
the period t4 and is applied to a block code output gate 
circuit 332 and also self-held at the ?ip-?op DFb via the 
OR gate OR". More speci?cally, since an AND gate 
A11; receives a stand-by mode and second mode signal 
SQ+2 through the inverter I6 and this signal S013 is a 
signal "0" in the operation modes other than the 
standby or the second mode. i.e. in the ?rst or the third 
mode, an inverted signal is "I" during the periods t4, t5 
and ti, and. accordingly, the AND gate A|q is enabled 
and the contents of the ?ip-?ops DFi, are self-held. The 
signal Oi provided by the mode control circuit 42 (FIG. 
7) is utilized as the signal 50+; because the signal 6| is 
“0" in the ?rst or the third mode whereas it is "1“ in the 
second or the stand-by mode. 

In the foregoing manner, the block code Kf-Bf' 
delivered from the block code delivery circuit 330 in 
the second mode at the period t3 as shown in FIG. 80) 
is held in the block code temporary memory circuit 331 
as shown in FIG. 8(k) in the third mode ranging over 
the periods tit-ta At the period t7 at which the operation 
mode is back in the second mode, the block code of the 
block U5 which has been delayed by one clock by the 
?ip-?ops DFg, of the memory circuit 331 is delivered by 
the circuit 331 but this block code is prevented by a 
block code output gate circuit 332 (FIG. 4(b)). 
The outputs of the temporary memory circuit 331a 

331e storing the signals of the respective bits of the 
block code are supplied to AND gates Ago-A24 in the 
block code output gate circuit 332. The AND gates 
Ago-A24 receive also a stored-note signal MN supplied 
from the note detection circuit 20(FIG. 3), so that the 
AND gates are enabled in synchronization with deliv 
ery of a note code. The stored-note signal MN is deliv 
ered from the OR gate 0R4 of the priority gate circuit 
23-13 (FIG. 3) for the note Co of the lowest priority 
order. In the third mode, the signal MN (FIG. 8(1), is 
produced every time the signal "I" is supplied from the 
?ip-?ops DF; of the detected note memory circuit 22-1 
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through 22-13 to a note code delivery circuit 240 via the 
priority gate circuits 23-1 through 23-13. 
The note code delivery circuit 240 in FIG. 3 is pro 

vided for generating codes representing note names 
each of which consists of a plurality of bits N4, N3, N3 
and Ni. Each note C#‘ D . . . B. C is codi?ed as shown 

11'] the column B ofthe Table I. In the note code delivery 
circuit 240. the outputs of OR gates OR“. OR», OR|7 
and ()Ris constitute the signals for the bits N4. N3. N3 
and N. The outputs of the priority gate circuits 23-1 
through 23-13 corresponding to the respective notes are 
applied to the OR gates URN-OR"; in accordance with 
the contents of the column B in Table I. Accordingly. 
contents ofthe note code N4. N3. N3. N1 delivered from 
the circuit 240 in the third mode are “l1l0“ represent 
ing the note C at the period t4, “ll 10" representing note 
B at the period t5 and “0100" representing the note E at 
the period is. These note codes are sequentially deliv 
ered out as shown in FIG. 8(m). The stored-note signal 
MN is also produced in synchronization with the note 
code as shown in FIG. 8(l). 

Accordingly. the AND gates Ago-A14 of the block 
code output gate circuit 332 (FIG. 4(b)) are enabled 
only during the third mode (i.e. periods tit-t6) to contin 
uously produce the block code K1. Ki, B3, B1, B1 for the 
block U5 as shown in FIG. 8(n). Simultaneously, the 
note codes N4. N3. N2. N] for the notes C. B and E are 
sequentially produced. The key switches in operation in 
the key switch circuit 10 can be detected by key codes 
which are combinations ofthe block code K3-B| and the 
note code N4-Ni. Thus, the key codes representing the 
key switches in operation are utilized in a circuit (not 
shown) requiring such key codes. 

In the above described manner, detection of the key 
switches in one block is completed by the repetitive . 
implementation of the third mode and only the key 
codes Kg-Ni ol'the key switches in operation are succes 
sively provided in series without wasting time. 
The lowest key for the O octave in the column B of 

Table I is included in the ?rst octave for convenience of 
actual wiring arrangements of the key switches. The 
block code portion B3, B3. Bl for the lowest key for the 
O octave therefore must be provided as “U, 0, 0“ a 
shown in Table I. For this purpose, a signal CoS repre 
senting the note C of the 0th octave is applied through 
an inverter In to the third input terminal of an AND 
gate A14 corresponding to the bit B in the block code 
output gate circuit 332 (FIG. 4(b)). The signal C05 is 
the output of the note Co from the priority gate circuit 
23-13 (FIG. 3) and signi?es that the note code for the 
note Co has been produced when the output of the 
circuit 23-13 is a signal Accordingly, the AND 
gate A24 of the circuit 332 is inhibited by application 

thereto of the signal C08 and the bit B1 becomes The code of the O octave is thereby produced. When 

the note Co is not extracted. the output of the inverter 
17 is a signal "1“ and the AND gate A24 is not inhibited. 

In case this embodiment is utilized for an electronic 
musical instrument, the AND A25 which receives the 
outputs of the block code temporary memory circuits 
331a, 331b (FIG. 4(b)). i.e. the keyboard codes K2, K1, 
is utilized for producing a single pedal keyboard tone. 
The AND gate A35 detects the code “11" which is the 
code K2, K] of the pedal keyboard P and supplies a 
pedal keyboard detection signal PC representing that 
the detected block belongs to the pedal keyboard to the 
detected note memory circuits 22-1 through 22-13 of 
the detection circuit 20(FIG. 3). This signal PC is in 
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verted by an inverter [it and the inverted signal "0" is 
used for inhibiting the AND gate A7 of the memory 
circuits 22-1 through 22-13. Accordingly, the ?ip-flops 
DF; ol' the memory circuits 22-1 through 22-13 do not 
perform self-holding so that the notes of the key 
switches in operation of the pedal keyboard block de 
tected in the second mode are stored only for one clock 
time and only a single note of the ?rst priority order 
among the stored notes is extracted. Accordingly, the 
third mode lasts only during one clock time in the case 
of the pedal keyboard. If the block is for a keyboard 
other than the pedal keyboard, the signal PC is “0“ and 
the output of the inverter 13 is a signal "1“ so that the 
AND gate A7is not inhibited. The present embodiment 
in which the pedal keyboard P is divided into the two 
blocks P| and P; has a function of giving a priority to 
the block P3111 the production ol‘a single pedal tone. In 
the block detection circuit 30 in FIG. 4(a), a signal TF3 
from the input-output terminal TH is applied to the 
memory circuit 31-11 of the block P2 and also to an 
AND gate A26 through an inverter IQ for inhibiting the 
AND gate A20. The AND gate Ag¢I also receives a 
signal TPi from the input-output terminal T13 of the 
block Pi and delivers this signal TPito the memory 
circuit 31-12 of the block P| only when the AND gate 
A15 is not inhibited. By virtue of this arrangement a 
detection signal is stored only in the memory circuit 
31-11 of the block P3 even in a case wherein a key 
switch in operation has been detected in both the block 
Pi and the block P1 in the ?rst mode. Consequently, the 
second mode is not implemented with respect to the 
block Pi. 

At the period t-;. the second mode signals S1, 53’ are 
produced again as was previously described. Since the 
contents of storage in the memory circuit 31-1 (FIG. 
4(a)) for the block U5 have already become the 
stored signal “1" in the memory circuit 31-2 for the 
block U4 is extracted by the priority gate circuit 32-2 
and a signal "I" is provided by the AND gate A4 ofthe 
circuit 32-2. Thus. the second mode is implemented 
with respect to the block U4 at the period t7 in the same 
manner as at the period t3. At a next clock period 13 
(FIG. 8). the third mode is implemented with respect to 
the detected note of the block U4. Assume. for instance, 
that the key switches for the notes B and A in the block 
U4 the key switch for the note E in the block U3 and the 
key switch for the note E in the block P1 are ON. the 
respective component parts shown in FIGS. 3 and 7 
operate in the same manner as in the above described 
case of the block U5 to produce the signals shown in 
FIG. 8. Then the second and the third modes are re 
peated and detection of all the key switches in operation 
is completed at a period t] 3. More speci?cally, the codes 
Nit-N1 for the notes B and A are produced with the code 
Kz-Bi for the block U4 as shown in FIGS. 8(m) and 8(n). 
Subsequently, the code N4-Ni for the note E is produced 
with the code Kz-Bt for the block U3 and the code N4-N1 
for the note E with the code K2~Bi for the block P1. 
According to FIG. 8, the starting pulse TC is produced 
by the clock edge detection circuit 41 shown in FIG. 7. 
Since, however. the operation mode at this time is the 
third mode, the outputs Q1, Q1 of the ?ip-?op DF4DF5 
of the mode control circuit 42 are both signal “1" and 
the signal 61, 62 are both ‘*0“ so that the pulse TC is 
ignored. At the period t] 3, the stored signals in the block 
memory circuits 31-1 through 31-12 have all been ex 
hausted and the stored block signal MB has therefore 
become Besides, the stored signals in the note 
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memory circuits 22-] through 22-13 have all been ex 

tracted and the any-note signal AN has become “0 Accordingly‘ the outputs of the AND gates AM-Aht of 

the mode control circuit 42 become “0“ and the inputs 
D|, D3 of'the ?ip-?ops DF4 and DF5 become Thus. 
the signals 6|. 6; become “I" at a next clock period n4 
causing the AND gate A11 to produce the stand-by 
mode signal St). The operation mode therefore enters 
the stand-by. ie the fourth. mode. 

If the starting pulse TC is produced in this stand-by 
mode. the ?rst mode signal S] is produced one clock 
later in the same manner as has been previously been 
described (simultaneously with the ?rst and third mode 
signal 51 , 3). Accordingly. the ?rst mode is imple 
mented again and then the second and third modes are 
repeated. In the foregoing manner. the key codes K3, 
K1. B3. . . . N4, . . . N| are successively delivered from 

the note code delivery circuit 240 of the note detection 
circuit 20 and the block code output gate circuit 332 of 
the block detection circuit 30. The period of the low 
frequency clock LC(or pulse TC) determines starting of 
a series of detection operation. If the detection opera 
tion prolongs exceeding the period of the clock LC, the 
repetitive operation is conducted by a period which is 
an integer multiple of the period of the clock LC. 

In the above described embodiment, the voltage VDD 
from the circuits 21-1 through 21-13 of the note detec 
tion circuit 20 and the circuits 34-1 through 34-12 of the 
block detection circuit 30 or ground potential is applied 
to the conductor capacitances C,,, C,, of the key switch 
circuit 10 only for a short time during which such volt 
age is required to charge or discharge the conductor 
capacitances C;,, C,,. Consequently. in the key switch 
circuit 10 and other circuits 22-] through 22-13, power 
is consumed only transiently and not constantly. This 
reduction in power consumption is very advantageous 
in the circuit design. The invention, however, is not 
limited to the above embodiment but may be applied to 
a case wherein no conductor capacitances Cb, C,, are 
used. One such example will be described below. 
FIG. 9 shows another embodiment of the invention is 

connection with the key switch circuit 10. In FIG. 9. 
illustration of circuits other than signal delivery circuits 
21'-1 through 21'-13 of the note detection circuit 20 and 
circuits 34’-1 through 34’-12 of the block detection cir 
cuit 30 is omitted because these omitted circuits are of 
the same construction as those shown in FIGS. 3 and 4. 
Referring to the signal delivery circuits 21'-1 through 
21'-13 oi‘ the note detection circuit 20, the voltage VDD 
is constantly applied through resistors RR to note input 
output terminals I'll-Hi3 of the key switch circuit 10 and 
also to inverters I4 of the detected note memory circuits 
22-1 through 22-13. Accordingly, a signal "1“ is con 
stantly derived through note terminals H|-H13, note 
conductors m-mg, diodes DD, key switches in opera 
tion block conductors bi-biz of the blocks to which the 
key switches in operation belong and block input-out 
put terminals Tl-Tiz, and signals TU5- TP| (signal “l") 
of the blocks in which the key switches in operation 
have been found are supplied to AND gates A| of the 
detected block memory switch circuits 31-1 through 
31-12 (FIG. 4(a)). As the ?rst mode is implemented 
upon generation of the ?rst mode signal S], the detected 
blocks are stored in the corresponding memory circuits 
31-1 through 31-12 (FIG. 4( )). The the operation mode 
enters the second mode and signals of the blocks ex 
tracted by the block priority gate circuits 32-1 through 
32-12 (FIG. 4(a)) with a certain order of priority are 
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applied to transistors TRC of corresponding signal de 
livery circuits 34'-] through 34'-12 (FIG. 9) thereby 
enabling these transistors TRC. The circuit between 
one of the circuits 21'-1 through 2l'-l3 corresponding 
to the note of the key switch in operation and the 
grounded transistor TRC which is now ON conducts 
through one of the terminals T|-T|3 for the block in 
which the transistor TRC is ON. a corresponding one 
ofthe block conductors bi-bil, the key switch in opera 
tion ofthe block and diode DD, one ofthe note conduc 
tors m-nn corresponding to the key switch in operation 
and a corresponding one of the note terminals HI-Hl}. 
As the circuit conducts, a signal "0" is applied to the 
inverter l4 of the note memory circuit corresponding to 
the key switch in operation. The note of the key switch 
in operation thereby is detected and stored in one of the 
memory circuits 22-1 through 22-13, and the second 
mode is implemented. According to this embodiment, a 
constant power is used so that the transistors TRA and 
TRB for charging and discharging the conductor ca 
pacitances Cb. Cn are not required. 
The foregoing description has been made with regard 

to a case where the present invention is applied to de 
tection of the depressed key on the keyboard of an 
electronic musical instrument. Accordingly. a circuit 
utilizing the key code Kz-Ni composed of the block 
code and the note code provided by the note detection 
circuit 20 and the block detection circuit 30 is one 
which produces a musical tone signal of a pitch desig 
nated by the detected key code and as well as controls 
its tone color and volume. 

It should be noted. however, that the invention can 
be applied not only to an electronic musical instrument 
but also to an apparatus such as an input device of a 
computer in which many switches are employed for 
efficiently detecting operation of the switches without 
wasting time. 

In the embodiment shown in FIG. 3 and FIG. 4(a), 
the capacitance C,, on the note side is charged in the ?rst 
mode and the capacitance C,, corresponding to the key 
switch in operation is discharged in the second mode. 
The construction may be modi?ed so that the capaci 
tance C,, is discharged in the ?rst mode. In this case, the 
signal delivery circuits 21-1 through 21-13 and 34-1 
through 34-12 on the note and block sides must be modi 
?ed to some extent. 
FIG. 10 shows an example of such modi?ed signal 

delivery circuits. Transistors TRA' of signal delivery 
circuits 21-1 through 1-13 on the note side are grounded 
and a ?rst mode signal S|(S1+S) is applied to these tran 
sistors TRA', Transistors TRB' of signal delivery cir 
cuits 34-1 through 34-12 on the block side are connected 
to a power source VDD and a stand-by mode signal So 
is applied to these transistors TRB‘. Diodes DD are 
connected in a reverse direction to the embodiment 
shown in FIG. 3. 
When the stand-by mode signal 50 is generated, volt 

age VDD is applied to block terminals Ti-Tig through 
the transistors TRB' thereby charging conductor capac 
itances Chi-Cm; on the block side. Then the first mode 
signal Si is generated and the transistors TRA' are 
brought into conduction thereby discharging conductor‘ 
capacitance C,, on the note side. In response to this 
discharging conductor capacitance (Chi-Cb”) corre 
sponding to the block including the key switch in opera 
tion is discharged. The block including the key switch 
in operation is detected by this discharging of the con 
ductor capacitance. In the detected block. a signal "0" 










