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Disclosed herein is an automatically controlled weigh 
feeding apparatus including a container for pre?lling 
with a substance, :1 device for discharging the substance 
from the container at a controllable rate, apparatus for 
weighing the substance being discharged and for pro 
ducing an electrical signal proportional to that weight, 
a voltage to frequency converter connected to receive 
the electrical signals, a digital computer, apparatus cou 
pled to an output of the voltage to frequency converter 
for inputting data signals to the digital computer, the 
computer being adapted to compute a corrective signal 
based on the input data signals received, and coupling 
apparatus coupled between the computer and the de 
vice for discharging the substance from the container 
for controlling the rate of discharge responsive to the 
corrective signal. 
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WEIGH FEEDING APPARATUS 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions made 
by reissue. 

This is a continuation of application Ser. No. 907,960, 
Filed May 22, 1978, now abandoned. which is a continu 
ation of Ser. No. 748,397, Dec. 7, 1976 now US. Pat. 
No. 4,111,272. 

This is also a continuation-in-part of application Ser. 
No. 913,203, ?led Jun. 6, 1978 (now US. Pat. No. 
4,210, 963), which is a continuation of application Ser. No. 
803,251. ?led Jun. 3, 1977 (now abandoned), which is a 
continuation of application Ser. No. 678,391 (now [1.5. 
Pat. No. 4,054,784), which is a continuation-in-part of 
application Ser. No. 587.869, ?led Jun, 18, 1975 (now 
abandoned). 

BACKGROUND OF THE INVENTION 

This invention relates to feeding systems and it is 
particularly applicable to apparatus for feeding ?uid 
like material. Systems constructed according to the 
present invention are particularly adapted, among other 
possible uses, for accurately feeding a wide variety of 
substances including dry materials regardless of 
whether the material is free-?owing, sluggish, or pres 
sure sensitive; and ranging from amorphous powders to 
?akes, pellets, chunks and even ?bers, as well as liquids. 

Various control weigh feeding systems have been 
known in the past, as for example, the system disclosed 
in US. Patent Application Ser. No. 345,587, ?led Mar. 
28, 1973, which has issued as US. Pat. No. 3,889,848. In 
accordance with this application, there is provided a 
weigh feeding apparatus wherein the discharge rate of a 
?uid substance from a container is maintained at a pre 
determined constant value. The container and its con 
tents are weighted, and an electrical signal is produced 
which signal has an amplitude proportional to the 
weight of the container and its contents. This electrical 
signal, which varies as the contents of the container are 
discharged, is differentiated and applied to a compara 
tor circuit together with a reference signal, wherefore 
the output of the comparator circuit may be used to 
control said discharge rate of the substance as it is fed 
from the container. The comparator output is applied to 
a signal generator for producing a motor drive signal 
for a DC motor having its output shaft connected to 
drive a device for discharging the substance from the 
container. The signal generator may comprise a pulsing 
circuit for controlling a pair of SCR’s which are dis 
posed in a rectifying bridge circuit connected between 
an AC voltage source and the input of the DC motor. 
Accordingly, the speed of the motor is controlled by 
the pulsing circuit, which, in turn, is controlled by the 
algebraic sum of the output signal of a tachometer gen 
erator which is coupled directly to the motor shaft, and 
output signal from the comparator. It can be stated that 
the above-described apparatus provides an accurate 
weigh feeding system, whereby the feeding rate may be 
maintained at a constant value, and wherein the prede 
termined feeding rate may be adjusted by adjusting the 
value of the reference signal source. 

Additionally, the output of the weighing device may 
be applied to a pair of differential ampli?er circuits, 
along with a pair [or] of reference voltage inputs, for 

20 

25 

45 

60 

65 

2 
determining when the contents of the container varies 
above and below desired maximum and minimum ?ll 
levels for the container. That is, circuitry is provided 
for automatically re?lling the container when the 
weight of the substance therein reaches the desired 
minimum weight, and for terminating the ?lling process 
for the container when the fluid substance therein 
reaches the desired maximum weight. Such circuitry 
includes means for maintaining the discharge rate of the 
container at a constant rate equal to the instantaneous 
rate thereof immediately preceding energization of the 
?lling device for the container. Particularly, the pair of 
differential ampli?er circuits are coupled to a pair of 
relay driver circuits for controlling a relay circuit to 
energize the ?lling device when the substance in the 
container reaches the minimum weight, and for main 
taining that ?lling device in an energized state until the 
container is re?lled to its maximum desired level. The 
relay circuit is also coupled to the comparator circuit, 
for controlling the latter to produce a constant output 
during the re?lling process for the container, thereby 
maintaining the discharge rate of the container at the 
value of the particular discharge rate thereof immedi 
ately preceding energization of the ?lling device. 
As pointed out in said US. Pat. No. 3,889,848 in 

certain installations there exists a possibility of physical 
forces impinging upon the weigh feeder from an exter 
nal source, such as wind or air currents, physical 
contact with the weigh feeder by operating personnel, 
or the like, for example. These forces cause the weigh 
feeder to move at a rate that is other than that resulting 
from the linear discharge of the contents of the con 
tainer. Because such additional movement, i.e. accelera 
tion, is an error and has no direct relationship to the 
actual discharge of material from the container, the 
control system could continue to perform its corrective 
function utilizing the erroneous output signal for com 
parison with the ?xed set point reference signal deriva 
tive. The aforementioned patent discloses one means for 
preventing such excessive and adnormal movements of 
the weigh feeder scale from grossly affecting or disturb 
ing the normal operation of the system to thereby pre 
vent large excursions of the output feed rate. 

Disclosed in our patent application Ser. No. 678,391, 
which has issued as US Pat. No. 4,054,784, in one form 
thereof, is a new and improved weigh feeding apparatus 
characterized by a container for a pre?lled substance 
having means for discharging the substance therefrom 
at a controllable rate. A scale system is provided for 
weighing the container pre?lled with the substance and 
an electrical circuit serves to produce a first electrical 
signal proportional in amplitude to the weight, and a 
high gain ampli?er ampli?es the electrical signal. An 
analog-digital converter (ADC) is coupled to the ampli 
?er and a digital computer is adapted to receive pulse 
signals from the ADC for computing and outputting a 
signal corresponding to the signal received. Digital 
analog converter ramp offset means which is controlled 
by the computer outputs a controlled stepping signal, 
that is applied as a second input to the ampli?er means 
to algebraically combine therewith. Each step corre 
sponds to one time cycle of operation, thereby maintain 
ing the output of the ampli?er in a given preselected 
range of amplitude during one time cycle of operation. 
The digital computer as another operation thereof com 
putes a corrective signal based on the signals received, 
and means coupled between the computer and the 
means for discharging the substance from the container, 
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serve to control the rate of discharge responsive to the 
corrective signal. 

SUMMARY OF THE INVENTION 

The present invention is directed to new, improved 
means for accomplishing the foregoing objectives, as 
well as additional objectives, as will become apparent as 
the description proceeds. 
One of the features of the present invention resides in 

the provision of a new and improved weigh feeder 
system, which is capable of controlling more operating 
parameters, which operates faster, which provides a 
faster responsive action, and which is more accurate as 
compared to the prior art systems. In addition, the 
feeder system of the present invention has a memory 
and is capable of taking into account past errors in the 
material flow rate and taking corrective action with 
respect thereto. 

Also, the system is capable of disregarding single or 
multiple extraneous material ?ow rate readings, which 
may be caused by such factors as noise, vibrations, or 
the like, for example. 
To the accomplishment of the foregoing and other 

objectives, the invention contemplates the provision of 
a new and improved weigh feeder apparatus, which 
comprises a container for pre?lling with a substance, 
and means for discharging the substance from the con 
tainer at a controllable rate. Means are provided for 
weighing the substance being discharged, and means 
coupled thereto serve to produce electrical signals pro 
portional in amplitude to the weight determined. A 
voltage to frequency converter, which receives the 
electrical signals, is coupled by electrical circuitry to a 
digital computer for inputting data signals thereto. The 
digital computer is adapted to compute a corrective 
signal based on the input data signals received, and 
means are coupled between the computer and the means 
for discharging the substance from the container for 
controlling the rate of discharge responsive to the cor 
rective signal. 

In one form of the invention, the means for weighing 
the substance being discharged comprises a scale for 
weighing the container pre?lled with the substance, and 
in another form thereof the means for weighing the 
substance being discharged comprises a moving belt 
conveyor wherein the entire belt and its contents are 
weighed. In a third form the means for discharging the 
substance comprises a volumetric type auger feeder 
wherein the entire auger feeder and its contents are 
weighed. 
According to one aspect of the invention, the weigh 

ing means are connected to the voltage to frequency 
converter by a linear variable differential transformer 
and a differential DC ampli?er circuit. 

In one embodiment of the invention, the means cou 
pled to an output of the voltage to frequency converter 
for inputting data signals to the digital computer in 
cludes a ?rst gating circuit, means coupling this gating 
circuit to the voltage to frequency converter, and a 
second gating circuit with an oscillator coupled thereto. 
A ?rst logic circuit is provided for receiving informa 
tion from the computer for selecting a predetermined 
time base period, and means are provided for coupling 
this logic circuit to the gating circuits for enabling 
them. A ?rst counter is connected to the output of the 
?rst gating circuit and a second counter is coupled to 
the output of the second gating circuit. A second logic 
circuit is provided for receiving information from the 
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4 
computer for selecting a predetermined number of peri 
ods to be passed through the ?rst gating circuit. A com 
parator is interposed between the first counter and the 
second logic circuit for determing when the ?rst 
counter has counted the predetermined number of peri 
ods. A bit data latch or register is connected to an out~ 
put of the second counter, and means responsive to the 
comparator are provided for enabling the bit data latch 
to receive bits of data from the second counter and to 
disenable the gating circuits and to reset the ?rst and 
second counters the counter means. In addition, means 
are provided for connecting an output of the bit data 
latch to the digital computer. According to an aspect of 
the invention, the means coupling the ?rst logic circuit 
to the gating circuits for enabling these circuits includes 
a time base generator driven by the oscillator. 

Further, in a form thereof, the invention includes 
means for inputting into the digital computer a prese 
lected feed rate. The computer has programmed therein 
a calculation time cycle and is adapted to store in mem 
ory a series of data signals received for each calculation 
time cycle and computing the corrective signal by com 
paring the signals received with the preselected feed 
rate. The computer is adapted to maintain said correc 
tive signal constant during the time when a preselected 
number of the signals received exceeds preselected 
upper of lower limits during one calculation time cycle. 
Further, the computer is provided with means for cor 
recting the data signals received to compensate for 
BITOI' S due to extraneous noise 

In still another form of the invention, the digital com 
puter is adapted to store in memory a series of data 
signals received for each of the calculation time cycles 
and to compute the slope of the actual feed line during 
each such calculation time cycle. It also compares the 
computed slope during each time cycle with the com 
puted slope for the last preceeding calculation time 
cycle, and determines the percentage variation there 
from, and if the variation is within a predetermined 
range it proceeds to compute the corrective signal cor 
responding to the variation, and if the variation is in 
excess of the predetermined range it maintains the cor 
rective signal constant. 

While the data signals as disclosed herein are derived 
from the weight signal through a voltage to frequency can 
verter. frequency is not the only characteristic of the weight 
signal that might be used to practice the present invention, 
and the present application is not limited to the use of 
frequency. In contrast, copending application Ser. No. 
586. 899 is directed to the use ofa signal having a frequency 
proportional to weight. . 

According to another aspect of the invention, there is 
provided under-weight limit input means and over 
weight input means to the digital computer, and the 
computer is adapted to actuate an alarm when the data 
signals received by the computer exceed one of said 
limits. The computer may also be adapted to integrate 
the preselected feed rate with respect to time and output 
a display corresponding to the desired total feed com 
manded, and to integrate the actual total weight of 
material fed as determined by the data signals received 
and, by comparing said total feed commanded to the 
actual weight of material fed, adjust said corrective 
signal. 

In accordance with other forms of the invention, 
means are provided for operating the system in a volu 
metric mode, and means are provided for automatically 
re?lling the supply container to maintain the supply of 
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material therein within preselected upper and lower 
limits. 

These features of the invention have been outlined in 
order that the detailed description thereof that follows 
may be better understood, and in order that the present 
contribution to the art may be better appreciated. There 
are, of course, additional features of the invention that 
will be described more fully hereinafter. Those skilled 
in the art will appreciate that the conception on which 
this disclosure is based may readily be utilized as the 
basis of the designing of other structures for carrying 
out the various purposes of the invention. It is impor 
tant, therefore, that this disclosure be regarded as in 
cluding such equivalent constructions and methods as 
do not depart from the spirit and scope of the invention. 

Several embodiments of the invention have been 
chosen for purposes of illustration and description, and 
are shown in the accompanying drawings forming a 
part of the speci?cation, wherein: 

FIG. 1 is a schematic side elevation and block dia 
gram of a weigh feeder assembly according to one em 
bodiment of the invention; 
FIG. 2 is a schematic side elevation and block dia 

gram similar to FIG. 1, but showing another embodi 
ment of a weigh feeder assembly; 
FIG. 3 is a schematic side elevation and block dia 

gram similar to FIGS. 1 and 2, but showing still another 
embodiment of a weigh feeder assembly; 
FIGS. 4A and 4B cooperate to form a block diagram 

of the interface circuitry for coupling any one of the 
feeder assemblies of FIGS. 1 to 3 to a computer or 
micro processor; 
FIG. 5 is a block diagram of the inputs and outputs of 

the computer or micro processor according to the in 
vention; 
FIG. 6 is a graphic representation of the output volt 

age which respect to time of the differential ampli?er 
circuit of the present invention; 
FIG. 7 is a graphic representation of the actual mea 

sured feed curve as compared to the desired feed curve, 
using the feeder assembly of FIG. 1; 
FIG. 8 is a graphic representation of the positional 

relationship of the shaft encoder with respect to the 
system noise; 
FIG. 9 is a graphic representation of the output of the 

voltage to frequency converter with respect to time, 
before it is corrected for the induced system noise; 
FIG. 10 is a graphic representation of the output of 

the voltage to frequency converter with respect to time, 
after it has been corrected for the induced system noise; 
FIG. 11 is a graphic representation of the actual mea 

sured feed curve as compared to the desired feed curve 
similar to FIG. 7, but illustrating another mode of pro 
gramming the computer; 
FIG. 12 is a graphic representation of the actual mea 

sured feed curve as compared to the desired feed curve 
using the feeder assemblies of either [FIG 1 or FIG. 
2] FIG. 2 or FIG. 3; 

FIG. 13 is a ?ow chart showing the program start; 
FIG. 14 is a flow chart of the background; 
FIG. 15 is a flow chart of the timer routine of the 

computer; 
FIG. 16 is a flow chart of the keyboard interrupts; 
FIG. 17 is a flow chart of the calculation routine; 
FIG. 18 is a flow chart for computing the scale 

weight and hopper level; and 
FIG. 19 is a chart specifying the subroutine descrip 

tion. 
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6 
In the embodiment of the invention shown in FIG. 1, 

there is illustrated diagrammatically a feeder assembly 
indicated generally at 10, which comprises a container 
12 with a discharge device connected thereto for feed 
ing a substance 14 from the container through a dis 
charge conduit 16. As illustrated, a variable speed DC 
motor 18, connected to a gear-reduction device 20, is 
provided for driving the discharge device. The feeder 
assembly may comprise an auger mechanism as dis 
closed in detail in US. Pat. No. 3,186,602 issued June 1, 
1965. The entire feeding assembly, including the con 
tainer, the discharge device, the motor, and the gear 
reduction device is mounted on a scale 22, which may 
comprise a structure as described in detail in U.S. Pat. 
No. 3,494,507, issued Feb. 10, 1970. 

In accordance with the invention, there is provided a 
detecting device, as for example, a linear variable differ 
ential transformer (LVDT) 24, coupled to the scale for 
providing an electrical signal having an amplitude 
which is proportional to the weight of the container and 
its contents. That is, as the contents of the container 12 
are discharged, a relative movement occurs between 
the windings and the core of the LVDT, thereby caus 
ing a varying output voltage proportional to the vary 
ing weight of the container and its contents. Thus, as the 
substance is discharged from the container, the LVDT 
provides an electrical signal which varies in response to 
such discharge, which may, for example, be a DC volt 
age with a range of the order of from about plus or 
minus 3 volts to about plus or minus 6 volts when the 
material in the container drops from its upper level to its 
lower level. 

In the embodiment of the invention illustrated in 
FIG. 2, there is provided a feeder assembly indicated 
generally at 10 which comprises a volumetric type 
feeder 26 having an upper inlet 28 for receiving material 
to be processed and a lower dispensing outlet 30 for 
dispensing the material 32 onto a conveyor belt 34. A 
variable speed DC motor 35 is provided for driving the 
discharge device. A suitable type of volumetric feeder 
for this purpose is described in detail in the aforesaid 
US. Pat. No. 3,186,602. 
The conveyor belt 34 is carried by a pair of spaced 

rollers 36, one of which is driven by drive means, such 
as a constant speed motor and chain drive, for example 
(not shown). The rollers are mounted on a conveyor 
support frame, not shown. In operation the material 32 
passes from the feeder 26 through the outlet 30 to the 
conveyor belt 34 and is discharged therefrom as at 40 
into a receiving hopper or container 42. Suitable scale 
means for the conveyor belt are described in detail in 
the aforesaid US. Pat. No. 3,494,507. Thus, the con 
veyor belt 34 is mounted in such a manner that the 
entire belt and its contents can be “sensed” or weighed 
by a force sensing load cell, such as the LVDT 24, 
described hereinbefore in connection with the embodi 
ment of FIG. 1. 

In the embodiment of the invention illustrated in 
FIG. 3, there is provided a feeder assembly indicated 
generally at 10, which also comprises a volumetric 
auger type feeder 44, having an upper inlet 46 for re 
ceiving material to be processed and a lower enclosed 
dispensing outlet 48. A particularly suitable type of 
volumetric feeder for this purpose is described in detail 
in the aforesaid U.S. Pat. No. 3,186,602. The feeder 44 
employs an auger (not shown) driven by a motor 50 for 
propelling the material through the outlet 48 into a 
downspout 52, as indicated by arrow 54. The dispensing 
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outlet and the downspout are mounted in ?xedly sealed 
relationship with respect to each other. The downspout 
leads to the inlet of an enclosed auger type conveyor 56, 
which incorporates an auger 58 having a drive shaft 60 
driven at substantially constant speed by a motor, not 
shown, through a chain and pulley system 62. The 
auger 58 serves to move the material through a con 
veyor cylinder 64 to a ?xedly mounted discharge outlet 
66 where it passes into a discharge conduit 68, as indi 
cated by arrow 70. The movable conveyor cylinder 64 
is ?exibly connected in sealed relationship to the ?xed 
downspout 52, as by means of a downspout sleeve 72. In 
addition, the movable cylinder [63] 64 is ?exibly con 
nected in sealed relationship to the ?xed discharged 
conduit 68, by means of a sleeve clamping assembly 74. 
Accordingly, it will be appreciated that the material 
being processed passes through a completely closed 
system from inlet to outlet. A particularly suitable sys 
tem of this type is described in detail in US. Pat. No. 
3,804,298 issued Apr. 16, 1974. The conveyor 64 is 
mounted in a scale-like manner so that the entire con 
veyor assembly and its contents, but not including con 
duits 48 or 68, or the equipment feeding those conduits, 
can be “sensed" or weighed by a force sensing load 
cell, such as the LVDT 24, described hereinbefore in 
connection with the embodiment of FIG. 1. 

In the embodiments illustrated in FIGS. 1, 2 and 3, 
the feeder assemblies 10, having containers and dis 
charge conduits for all types of substances, are particu 
larly suitable for solid particles, but it is to be under 
stood that the combinations described above may also 
be used for controlling the discharge of liquid sub~ 
stances from the containers, wherefore the augers 
would be replaced by pumps. 

Referring next to FIGS. 4A and 48, there is shown 
interface circuitry for coupling the feeder assembly 10 
to a micro processor and memory or computer 76. It 
will be appreciated that any one of the feeder assemblies 
10 of the embodiments of FIGS. 1-3 may be employed 

' with this interface. The LVDT 24, FIG. 4A, is pro 
vided with a rod 78, which is movable in response to the 
weight being measured. A sine wave oscillator 80, 
which may, for example, comprise a Burr-Brown 
Model No. 8692-1001, has outputs 82 and 84 which are 
coupled to inputs 86 and 88 of the LVDT for applying 
an AC input thereto. The LVDT has outputs 90 and 92, 
the output 90 being coupled to an input 94 of a differen 
tial DC ampli?er circuit 96 and the output 92 being 
connected to a summing junction 98 which, in turn, is 
connected to an input 100 of the differential DC ampli 
?er circuit 96. Also, applied to the summing junction 98 
is an offset circuit 102 controlled by an offset adjust 103. 
In addition, the ampli?er circuit 96 is provided with a 
gain adjust 106. In the embodiments illustrated, the 
LVDT signal, which is a DC signal between about 
minus 3 and plus 3 volts depending on the position of 
the movable rod 78, is fed into the differential DC am 
pli?er 96 along with the offset voltage. The offset adjust 
and the gain adjust set the output 104 from the ampli?er 
circuit for plus 5 volts when the portion of the feeder 
system 10 mounted on the scale is empty and for plus 10 
volts when the feeder system is full, as shown in FIG. 6. 
Any suitable ampli?er circuit may be employed such as 
two Model OPOSEJ units, as manufactured by Preci 
sion Monolithics, Inc. for example. The ?rst unit is a 
differential ampli?er circuit, which is followed by a 
variable gain single-ended ampli?er circuit. The output 
104 of the ampli?er circuit 96 is coupled to an input 108 
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8 
of a voltage to frequency converter 110, which outputs 
a corresponding pulse train output at 112 of from 5 KHz 
to 10 KHz. It will be appreciated that the embodiment 
of FIG. 1 is a weight loss system wherein the weight on 
the scale as sensed by the LVDT gradually diminishes 
until the container 12 is empty, and thus the pulse train 
output gradually moves from 10 KHz to 5 KHz. On the 
other hand, in the embodiments of FIGS. 2 and 3, the 
weight on the scale as sensed by the LVDT remains 
substantially constant so that the output of the voltage 
to frequency converter 110 also remains constant. That 
is, if the frequency outputted is at 5 KHz then the rate 
of flow would be zero, and if the frequency is 10 KHz 
then the rate of ?ow would be maximum. In normal 
operation, the frequency outputted would be at a sub 
stantially constant value somewhere therebetween, 
such as at 6 KHz, for example. The voltage to fre 
quency converter may be a Burr-Brown Model VFC 
12, for example. The pulse train is fed to the input 114 of 
an optical isolator 116 which may comprise, for exam 
ple, a Monsanto Corporation Model No. MCL600. The 
optical isolator 116 outputs to a differential line driver 
118, which drives a twisted pair cable 120. The pulse 
train is received by a differential line receiver 122 cou 
pled to the twisted pair cable. 
A 10 MHz. crystal oscillator, or clock, 124 has an 

output 126 coupled to an input 128 of a time base gener 
ator 130 for driving the time base generator. Conword 
I circuit 132, which includes logic circuitry, has an 
input 134 for receiving programmed information from 
the computer 76 and an output 136 coupled to an input 
138 of the time base generator for selecting a particular 
time base period, and responsive thereto the time base 
generator generates a selected time period, i.e. l, 0.5, 
0.25, or 0.125 seconds the start of which is gated by a 
signal from the 10 MHz oscillator. The time base gener 
ator has an output 140 which is coupled to a start input 
142 of gating circuit 1, indicated at 144, and to start 
input 146 of gating circuit II, indicated at 148, so that 
when the time base generator generates a new period 
the gating circuits I and II are enabled. The output 140 
of the time base generator is also coupled to the real 
time clock of the computer 76, via line 141. The output 
126 of the crystal oscillator 124 is coupled to an input 
150 of the gating circuit II, which has an output 152 
coupled to an input 154 (FIG. 4B) of a high speed 24 bit 
counter 156. The differential line receiver 122 has an 
output 158 coupled to an input 160 of the gating circuit 
1, and this gating circuit has an output 162 coupled to an 
input 164 of a counter 166. Now, when the gating cir 
cuits I and II are enabled, the 10 MHz. pulse train from 
crystal oscillator 124 passes through the gating circuit 
II to the high speed 24 bit counter 156, and 5 to 10 KHz 
signal on the differential line receiver output 158 passes 
through the gating circuit I to the counter 166. 
As seen in FIG. 4B, there is provided a conword II 

circuit 168, which includes logic circuitry and has an 
input 170 for receiving information from the computer 
76 indicating the number of periods, outputted by the 
differential line receiver 122, to be measured, ie 4000, 
2000, 1000, or 500. [As] An output 172 of the conword 
II circuit 168 is coupled to an input 174 of a binary 
comparator 176. A second input 178 couples the com 
parator to an output 180 of the counter 166. It will be 
appreciated that the conword I and II circuits 132, 168 
have previously been programmed by the computer 
according to the ratio of the maximum feed rate to the 
desired feed rate of the feeder assembly 10. A feeder 
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assembly with a high desired feed rate will have a rela 
tively large change in weight per unit of time and, once 
the rate is controlled, a large change in the rate of 
change of the pulse train frequency outputted from the 

10 
junction with the time base information furnished by 
line 141. 
When the time base generator 130 initiates a new 

period, the foregoing sequence is repeated. 
voltage to frequency converter 110. This enables mea- 5 A binary number system is employed as the code for 
surements to be made more rapidly according to the information handling because of certain advantages 
following schedule: hereinafter brought out. Thus, the weigh feeder system 

NUMBER OF 
PERIODS RESUL'I‘ANT TIME 

MAX. FEED RATE MEASURE TIME BASE REQUIRED FOR 

RATIO DESIRED FEED RATE (CONWORD II) (CONWORD I) MEASUREMENT 

I To 2 500 .125 sec. 005-01 sec.‘ 
2 TO 4 I000 .250 sec. 0.1-0.2 sec.‘ 
4 T0 8 2000 .500 sec. 0.2-0.4 see.‘ 

B AND ABOVE 4000 1.000 sec. 0.4-0.8 sec.’ 

‘Depends on frequency of pulse train. 

Thus, the number of periods designated by Conword 
II ?xes the number of periods that go through gate I, i.e. 
the number of periods determines the gate cycle. The 
time base (Conword I) starts the operation of the gates, 
such as every 0.125 seconds, for example. The resultant 
time it takes to get It periods, such as 500 for example, 
through gate I is, for example, 0.05 seconds when the 
frequency of the voltage to frequency converter 110 is 
10 KB: and 0.1 seconds when the frequency of the 
voltage to frequency converter is 5 KHz. 
The comparator 176 has an output 182, which is cou 

pled to an input 184 of a two phase one shot 186, having 
a ?rst output 188 and a second output 190. The ?rst 
output 188 is coupled to an input 192 of a 24 bit data 
latch or register 194. The second output 190 of the one 
shot is connected to an input 196 of the high speed 24 bit 
counter 156 and is also coupled to an input 198 of the 
counter 166. The output 182 of the binary comparator 
176 is also coupled to an input 200 of the gating circuit 
I and to an input 202 of the gating circuit II. 

In operation, the counter 166 outputs the number of 
pulses counted to the comparator 176 and when the 
comparator indicates that the number of pulses counted 
equals the preselected number, as indicated by the con 
word II circuit 168, it outputs a signal from its output 
182 to the two phase one shot 186 which, in turn, signals 
the 24 bit data latch 194 to receive 24 bits of data from 
the high speed 24 bit counter 156 which is coupled‘ 
thereto as by coupling 204. The second output 190 of 
the two phase one shot applies a signal at 196 to clear 
and reset the high speed 24 hit counter 156 and a signal 
at 198 to clear and reset the counter 166. At the same 
time the output 182 of the binary comparator 176 out 
puts a signal to the input 200 of the gating circuit Land 
the input 202 of the gating circuit II, to open and reset 
these circuits. These circuits now await the start of a 
new time base generator output. In addition, the output 
182 outputs a signal via one shot 183 to the computer 76, 
indicating that the data is ready. 
Meanwhile, the computer 76 has a minimum of 75 

milliseconds in which to respond to the data ready 
signal. Still referring to FIG. 4B, the 24 bit data latch 
194 has an output 206 coupled to an input 208 of a multi 
plexer 210. The multiplexer also has an input 212 cou 
pled to conword III circuit 214, that receives signals 
from the computer 76 indicating the timing and se 
quence in which the three 8 bit groups of the 24 bit latch 
will be selected to be outputted by the multiplexer 210 
on the line 216 to the computer for processing in con 
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is provided with a digital computer 76, which includes 
processing, memory and control systems. Any suitable 
digital computer may be employed such as a micro 
processor Model lMP16C/300 and memory Model 
IMPl6P/004P, as manufactured by National Semicon 
ductor Corp, or an LSI-ll as manufactured by Digital 
Equipment Corp., for example. 
As best seen in FIG. 5, a plurality of inputs are ap 

plied to the processor to control the same. A conven 
tional off-on switch 218 serves to control the main 
power supply to the processor. A switch 220 is pro 
vided whereby the re?ll sequence may be automatically 
actuated (switch in “auto") when product level reaches 
low level, or at any product level (switch in “manual”), 
or the re?ll sequence may be bypassed (when switch is 
in “bypass"). The re?ll sequence is a procedure wherein 
the motor speed will not lockout for re?ll, thereby 
actuating the re?ll controller, until the computer ?rst 
senses that the scale is undisturbed by foreign influences 
and secondly, senses that the feed rate agrees with the 
set feed rate. Input switch 222 serves to convert the 
system between gravimetric control and volumetric 
control, as desired. This will be explained more fully 
hereinafter. A reset total push button switch 224 serves 
to reset the processor for an entirely new batch of data. 
Also, there is provided a scale weight switch 226, that 
inputs into the processor the scale weight, S, which is 
determined by the size or model of the feeder assembly 
10 being employed in the particular installation. This 
factor is set once and is not adjusted unless a new model 
or size of feeder assembly is installed. 
A motor speed input switch 228 is provided, which is 

set by the operators at a preselected percent in the range 
between 0% to 100%, to input into the processor the 
desired operating speed of the motor when operating 
volumetrically. 

Input switch 230 is actuated by the operator to input 
the desired feed rate R (LBS/HR) into the processor. 
This is a digital word, stored in memory, that represents 
the desired slope of the feed line, which for the embodi 
ment illustrated in FIG. 1 is indicated by curve 232, 
FIG. 7, for example. Input switch 234 is also actuated 
by the operator to input the under weight set point into 
the processor memory. It represents the selected mini 
mum limit of the feed rate range, as is indicated by the 
dotted line 236 in FIG. 7. This limit is expressed as a 
percentage of from 0 to 9.99% below the desired feed 
rate R. Input switch 238 inputs the overweight set point 
into memory. It represents the selected maximum limit 
of the feed range, as is indicated by the dotted line 240 


























