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i 2 
DATA PROCESSING UNIT WITH PIPELINED 

OPERANDS 
i ‘. 

Matter enclosed in heavy brackets I: 1 appears in the 
original patent but forms no part of this reissue specifics. 
tion; matter printed in italics indicates the additions made 
by relssue. 5 . 

BACKGROUbiD OF THE INVENTION 
The present invention relates to a data processing unit 

with pipeline control. and more particularly to a data 
processing unit which executes variable length'instruc 
tions having operand speci?ers for specifying address 
ing modes of operands issued independently from oper 
ation codes for ascertaining operations. = 

in a variable length instruction architecture. the in 
struction length varies even if the length of the opera 
tion code is ?xed. The leading ?eld of the instruction is 
an operation code but the other ?elds have various 
meanings. Accordingly. the meanings of the ?elds in the 
instruction are not uniquely de?ned. Furthermore. since 
the operand speci?ers in the instruction have variable 
lengths depending on the addressing mode. the instruc 
tion length is variable even if the operationgcode is 
?xed. - 

in an instruction decoding unit which handles such 
variable length instruction architecture. if an instruction 
is fetched and decoded parallelly. a large scale hard 
ware is required and a complex control is necessary. 

in a system in which an instruction is fetched and 
decoded one or a plurality of predetermined lengths of 
units at a time. a long time is required to decode the 
instruction and hence high speed processing can not be 
attained. For example. if a basic unit comprises eight 
bits (byte). a basic instruction has a three to sevensbyte 
length. if the instruction is decoded in'synchronism 
with a machine cycle. the machine cycles which are 
equal in number to the number of bytes of the instruc 
tion are necessary to decode the instruction. f, 

‘nuts. in the data'processing unit which handles the 
variable length instruction architecture. it is an impor 
tant factor to increase the speed of the processing of the 
instruction decoding operation to attain anuei'iicient 
Pin-‘line vroowinsj 

SUMMARY OF THE INVENTION 

5 

35 

45 

It is an object oi‘ the present invention to provide a ' 
data processing unit which can carry out the decoding 
of the variable instructions at a high speed. ‘ 

It is another object of the present invention to pro 
vide a data processing unit which can carry out the 
decoding of the Instructions regardless of the number of 
operand speci?ers the instructions may have? 

it is a further object of the present invention to pro 
vide a pipeline controlled data processing unit which 
prepares one operand per machine cycle regardless of 
the length of the operand specifier. I 

it is a still further object of the present invention to 
provide a data processing unit in which if the addressing 
mode of the last operand speci?er in an instruction is a 
register mode. the operand speci?er of the last operand 
is also decoded in'the decode cycle for the operand 
speci?er of the operand immediately preceding to the 
last operand so that the instructions are executed at a 
high speed. - 1 
.According to one aspect of the present invention. 
there is provided a data processing unit for executing 

$5 

60 

65 

2 
variable length instructions in which the operand speci 
?ers for specifying the addressing modes of operands 
are independent from the operation codes for ascertain 
ing operations. and in which not only the instructions 
but also the operands of the respective instructions are 
pipelinecontrolled. 

In accordance with another aspect of the present 
invention. if the last operand speci?er of an instruction 
is the register mode. the operand speci?er of the last 
operand is decoded in the decode cycle for the operand 
speci?er of the operand immediately preceding to the 
last operand. 

In accordance with a further aspect of the present 
invention. at least one operand speci?er of an operand is 
decoded in each machine cycle to prepare different 
operands in order to process a plurality of operands in 
pipeline. 
BRIEF DESCRlPTlON OF THE DRAWINGS 

The other objects and features of the present inven 
tion will be apparent from the following description on 
preferred embodiments when taken in conjunction with 
the accompanying drawings. in which: 
[FIGS 1 to 3] FIGS. M to ID. 2A to 2F. and 3A to 

JP show examples of formats of operand speci?ers of 
variable length instructions used in the present inven~ 
tion. 

FIG. 4 shows a block diagram of one embodiment of 
a data processing unit constructed in accordance with 
the present invention. 

FIGS. 4A to 4E show block diagrams illustrating 
exemplary details of the respective blocks shown in 
FIG. 4. 
HO. 5 shows a chart for explaining functions of 

signals in the circuit shown in FIG. 48. 
FIGS. 6 and ‘I show ?ow charts for the operation of 

the data processing unit shown in FIG. 4. ' 
FIG. 8 shows a chart for illustrating a signal for a 

specific instruction in the circuit shown in FIG. 4B. and 
FIGS. 9 and 10 show (low charts for the operation 

for a speci?c instruction in the data processing unit 
shown in FIG. 4. ' ' 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Before explaining the embodiments of the present 
invention. an instruction set having variable length op 
erand speci?ers is ?rst explained. Such an instruction set 
has been ltnown. The following are two representative 
examples thereof. 
One is an instruction format for a Burroughs Corp. 

computer Bl700 implemented {or a COBOL/RPS ar 
chitecture. it is disclosed in “131700 COBOL/RPG-S 
Language" 10588234)“. Copyright i973. Burroughs 
Corp. 
The other is an instruction architecture having vari 

able length operand speci?era for a Digital Equipment 
Corp. computer VAX ll/‘IBO. it is disclosed in “VAX 
ll Architecture Handbook” Copyright 1979. and U.S. 
Pat. No. 4.241.399. 
FIGS. 1A to 10 show four representative addressing 

modes in the example of the Burrough Corp. Bl'lOO. 
F10. 1A shows an operand speci?er for specifying an 

operand for the short literal mode. A Type ?eld speci 
?es the type of data (presence or absence of sign and 
identi?cation of basic length of a Literal Value ?eld (4 
bits or 8 bits)). and a Length ?eld together with the 
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Type ?eld speci?es the length ofthe Literal Value ?eld. 
Thus. the Literal Value ?eld length may vary from 4 
bits to a maximum of 56 bits (when the Type ?eld speci~ 
?es 8 bits with sign and‘the Length ?eld is 7). 

FIG. IB shows an operand speci?er which speci?es 
an operand for the long‘literal mode. It is used to pro~ 
duce a literal data having a length longer than that 
speci?ed by the short literal mode. 

FIG. 1C shows an operand speci?er which speci?es 
an operand address for the descriptor index mode. The 
data at an address speci?ed by an index value from an 
entry address ofa descriptor table is used as an operand. 

FIG. ID shows an operand speci?er for specifying an 
operand address for the inline descriptor mode. :The 
data at an address speci?ed by a Descriptor ?eld is used 
as an operand. 

It should be understood that the four addressing 
modes described above are only representative exam 
ples and other modes also exist. T 
As shown in FIGS. 1A to 1D. the operand speci?ers 

have variable lengths. in the short literal mode of FIG. 
IA. the length l (bits) occupied by the instruction ?eld 
of the operand speci?er is i+2+3+"Length"X4 (or 
8). and in the long literal mode of FIG. 1B. the length l 
is I +2 + 3 + B +“Length")<4 (or 8). and in the descrip 
tor index mode of FIG. 1C. the length l is 6. and in the 
inline descriptor mode of FIG. 1D. the length l is 63. 

In the instruction architecture ‘described above, the 
portion which speci?es the type of operand or the ad 
dressing mode is de?ned by the operand speci?er and it 
is independent from the operation code While only the 
literal modes and the descriptor modes are considered 
in the above instruction architecture. any other address 
ing modes may be included. ' 
FIGS. 2A to 2F show formats of operand speci?ers 

for six representative addressing modes in the example 
of the DEC VAX ll. FIG. 2A shows a format or an 
operand speci?er for the literal mode. The six-bit data in 
a Literal ?eld is used as an operand. FIG. 2B shows the 
format of an operand speci?er for the register mode. 
Four bits in an Rn ?eld specify an address of a register 
used as an operand. FIG. 2C shows the format of an 
operand speci?er for the displacement mode. The data 
at a memory address equal to the turn of the content of 
a register speci?ed by an Rn ?eld and a displacement 
speci?ed by a Displacement ?eld is used as an operand. 
The length of the displacement may be 8-bita as shown 
in FIG. 2C or it may be [6 bits or 32 bits. FIG. 20 
shows an operand speci?er for displacement with index 
mode in which an index modi?er is added to the ad— 
dressing mode of FIG. 2C. A register at an address 
speci?ed byan Rx?eld is usedasanindearegisterthe 
content of which is added to an address when it is calcu 
lated. FIG. 2B shows the format of an operand speci?er 
for the relative mode. The data at an address equal to a 
sum of the content of the program counter and a dis— 
placement speci?ed by a Displacement ?eld is used as 
an operand. FIG. 2F shows the format of an operand 
speci?er for the absolute mode. An Absolute ?eld apeei‘ 
?es a memory address at which an operand is located. 
The VAX Ii Architecture is characterized in the fact 

that the length of the operand speci?ers are multiples of 
a basic length of I bits (byte). 
As a repertoire of the addressing modes. the 81700 is 

suitable for COBOL or like languages and the VAX II 
is suitable for FORTRAN and PL". FIGS. 3A to 3F 
show examples of Instruction formats which adopt the 
repertoire of the addrcsalng modes of the VAX II and 
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4 
which have bit-variable operand speci?er lengths in 
order to enhance the efficiency of the operand speci?~ 
ers. 

FIGS. 3A and 3B show formats ofoperand speci?ers 
when operands are presented by literal data. when the 
literal data is no longer than ?ve bits. a short literal 
format as shown in FIG. 3A is used. and when the 
literal data is no shorter than six hits. a long literal for 
mat as shown in FIG. 3B is used. 
FIG. 3C shows the format of an operand speci?er for 

the register mode. A register at an address speci?ed by 
an Rn ?eld presents an operand. FIG. 3D shows the 
format of an operand speci?er for the displacement 
mode. It comprises a register at an address speci?ed by 
an Rn ?eld. a Displacement Length ?eld for specifying 
the length of displacement and a Displacement ?eld. 
FIG. 3E shows the format of an operand speci?er for 
the relative mode. It comprises a Displacement Length 
?eld and a Displacement ?eld. FIG. 3F shows the for 
mat of an operand speci?er for the absolute mode. An 
Absolute ?eld speci?es a memory address at which an 
operand is located. 
The formats of the operand speci?ers shown in 

FIGS. 3A to SF are only examples of a number of ad 
dressing modes and many other operand speci?ers exist 
although they are not explained here because they are 
not necessary to the understanding of the present inven 
tion. 

In the instruction formats shown in FIGS. 1 to 3. 
since the addressing mode is de?ned for each operand. 
the independeney of the addressing mode is maintained 
for the operation code and the respective operands. 
However. the limitation to the access type of the oper 
and such as read operand. write operand or read and 
write operand is de?ned by the operation code (depen 
dency to the operation code). Accordingly. the operand 
must be an addressing mode which satis?es the depen 
dency to the operation code. It should be understood 
that otheraccess types than the read. write and read and 
write operands exist. 
The length of the operand (data length) may be con 

aidered to depend on the operation code or it may be 
considered to be specified by the operand speci?er. 
Since the difference therebetween does not affect the 
present invention. the handling of the data length is not 
explained here. 
An embodiment of the present invention is now ex 

plained in detail. While a bit is used as a minimum unit 
to access a memory in the following description. it 
should be understood that the unit of access may be four 
bits (nibble) or either bits (byte). 
FIG. 4 shows a block diagram of one etnbodiment of 

a pipeline controlled data processing unit which embod 
tea the present invention. Abbreviations shown in FIG. 
4 and their formal names are listed below. 

Reference Abbrevia 
Numerals Formal Names ttont 

JOI Matti memory M M 
J02 Memory control unit MCU 
)0) High speed buffer MOI} EM‘ 
104 High speed buffer memory EM; 
400 Instruction fetch tattit lFU 
S00 Instruction decode untt DU 
600 Addrest calculation tlnit AU 
100 operand fetch unit OH‘ 
300 Execution unit EU 
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in FIG. 4. the main memory (MM) 301 stores vari 
able length instructions and operands to be executed by 
the instructions. and it exchanges data withithe high 
speed buffer memories (BM|. 3M1) 303 and 304 under 
the control of the memory control unit (MCU) 301 
The MCU 302 provides addresses throu'gh signal 

lines 320 and transfers data through signal lines 321. 
Signal lines 340 fortn an address bus among 'the MCU 
301 and the 3M1 303 and the BM: 304. and signal lines 
341 form a data bus. The BMr 303 provides addresses to 
the address bus 340 through signal lines 323 and transfer 
data through signal lines 324. 
The BM; 304 provides addresses to the address bus 

340 through signal lines 342 and transfers datla through 
signal lines 343. Serially connected blocks ;from the 
instruction ~fetch unit (lFUl 400 up to the execution unit 
(EU) 800 constitute the pipeline controlled data pro 
cessing unit. I; 
The instruction fetch unit (lFUl400 provides instruc 

tion addresses to the EM‘ 303 through signal lines 327 
and receives read-out instructions through signal lines 
328 to prcfetch the instructions. Signal lines 326 are 
interface signal lines for control signals between the 
[PU 400 and the BM| 303. 
The instruction decode unit (DU) 500 receives in~ 

structions fetched by the IFU 400 and decodes them for 
each operation code and each operand speci?er. Signal 
lines 329 are interface signal lines between tlte'DU S00 
and the IFU v400. a 
The address calculation unit (AU) 600 calculates an 

effective address of an operand in accordance with an 
operation .code decoded by the DU 500 and decoded 
information of an operand speci?er and provides the 
effective address to the operand fetch unit (CPU) 700. 
Signal lines 336 are interface signal lines between the 
DU 500 and the AU 600. l 
The CPU 700 provides the operand address pres 

ented by the AU 600 to the EM; 304 through a signal 
line 330 and receives a corresponding operand through 
a signal line 335. a data bus 334 and signal-lines 331. 
Signal lines 332 are interface signal lines for control 
signals between the OFU ‘I00 and the BM: 304. 
When the BM: 304 contains data on the address pres 

entcd by the CPU 700. it immediately provides the 
corresponding data to a data bus 334 through the signal 
lines 335 and the OFU 700 receives the data on the data 
bus 334 through the signal lines 33!. when the BM; 304 
does not contain the data on the corresponding address. 
it accesses the MM 301 through the MCU 302 to read 
ggtothe data on that address and presents it to the OFU 

s b 

The construction and the function of the high speed 
buffer memory are known. for example. see "A Guide 
to the IBM System/370 Model I68". copyright i971 
lnternational Business Machines Corp. 
The execution unit (EU) 800 receives the operands 

from the OFU 700 to execute the htstructlons. Signal 
lines 838 are interface signal lines between the EU 800 
and the CPU ‘I00 for transferring the operands. 
An interunit bus 410 is a data transfer bus between the 

units IFU 400. DU 900. AU 600 and Eu 800. it is con 
nected with the IFU 400 through signal lines 344i with 
the DU 500 through signal lines 345. with the AU 600 
through signal lines 346 and with the EU through 65 
signal lines 347. _ 
Those units operate essentially independently to 

carry out pipelined processing of the operands 

15 
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6 
Speci?c embodiments of the respective units of the 

data processing unit shown in FIG. 4 are explained with 
reference to FIGS. 4A to 48. 
FIG. 4A shows the con?guration of the [PU 400. 

Abbreviations shown therein and their formal names 
are listed below. 

Reference Abbrevia 
Nurnerala Formal Nantes lions 

40l Instruction bullet I8 
401 Instruction aligner AUG 
40! Control circuit lF-CONT 
404 Fetch pointer Fl’ 
405 Selector SEL 
sou lnerementer INC 

The fetch pointer (F?) 404 points to an address of an 
instruction to be fetched from the BM‘ 303. 

The‘ instruction buffer (1B) 401 stores prcfetched 
data. ' 

The control circuit (lF-CONT) 403 controls the 
memory access to the Bldg 303 through signal lines 326. 
instructs write locations in the [8401 of the data fetched 
from the BMr 303 and permission or inhibition of writ 
ing. through a signal line 21A. and indicates if all data to 
be decoded in the DU 500 have been fetched to the [B 
401. through the signal line 12A. 
The incrementer (INC) 406 is used to update the 

content of the PP 404. 
The selector (SEL) 405 selects data to be loaded to 

the Fl’ 404. The output 23A of the SE1. 405 provides 
the output 21A of the [NC 406 when the instruction is 
to be prcfetched and provides a branch address on sig 
nal lines 344 connected with an interunit bus 4X0 when 
a branch address is to be loaded during the execution of 
a branch instruction. ‘ 
The instruction aligner (AUG) 402 functions to align 

the operand speci?er bit by bit in a sequence of decode 
by the address "A. it may comprise a multi-bit shifter 
which can shill a plurality of bits simultaneously. 
Numeral 14A denotes signal lines which' provides the 

output of the ALIG 402 to the DU 500. it has a signal 
line width equal to the number of bits which includes at 
least one set of operand speci?ers and one set of opera 
tion codes and one set of the operand speci?ers for the 
register mode. 
Numeral 13A denotes signal lines which carry the 

number of bits of data necessary to decode in the DU 
500. 
Those are major elements of the lFU 400. it should 

be understood that many other elements are included. 
H0. 48 shows the speci?c configuration of the in 

struction decode unit (DU) 500. The abbreviations used 
therein and their formal names are listed below. 

Reference Abbrevia 
Nurnerals Formal Names lions 

SOl Microprogram address geners~ ECSAO 
- tron circuit 

502 ‘Selector S81. 
S03 Operantl information memory DCS 
304 Control data generation circuit AClG 
50$ speci?er decoder OS'DEC 
$06 Register node detector RD~DEC 
507 Number of decode bits DBNC 

calculator 
$4 Data allgner D-ALlG 
50° Control etreult D¢CONT 
alt! Decode pointer DP 
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-continued 
Reference Abbrevia- ‘ 
Numerals Formal Names tions 

Sll Selector SEL 
5 l 2 lncrernenter INC 
5 I] Number of necessary decode NBNC 

bits calculator 
SH Address calculation program TPCC 

counter value calculator 

The microprogram address generation circuit (EC 
SAG) 501 generates a leading microprogram address 
108 to be executed in the EU 800 by an operation code 
provided from the lFU 400 through the signal lines 
14A. 
The operand information memory (DCS) 503 stores 

informtlon on operands in an operation code provided 
from the signal lines NA through the selector (SEL) 
502. 5 
The operand speci?er decoder (OS-DEC) 505 de: 

codes an operand speci?er in the signal lines “A. 
The Control data generation circuit (ACIG) 504 gen 

crates a control data 188 for calculating an address of 
an operand in the address calculation unit (AU) [301] 
600 by the output 208 of the DCS $03 and the output 
238 of the OS-DEC 505. - 
The register mode detector (RD-DEC) 506 detects 

an operand speci?er (08) immediately following the 
operand speci?er (OS) decoded by the OS~DEC $05 is 
the register mode or not. If it is the register mode and 
the signal lines 348 permits the simultaneous decode'of 
two operand speci?ers. the RD-DEC 506 loads the 
address 128 of that register to a register (ARR) 610 in 
the AU 600 to be described later and informs it to the 
D-COUNT $09. the ECSAG 501 and the DBNC 507 
through the signal lines 2613. 
The number of decode bits calculator (DBNC) 507 

receives the output 158 of the OS-DEC 505. the output 
268 of the RD-DEC $06 and the output 218 of the 
DCS S03 and calculates the number of bits which are'to 
be read out of the I8 401 and decoded in the same cycle. 
The data aligner (D-ALIO) 508 receives the output 

298 of the OS~DEC 505. the output “A of the AUG 
‘02 and the output 218 of the DCS 503 and realigns the 
literal data. the displacement ?eld or an absolute ad 
dress if it is included in the OS to be decoded. 
The control circuit (‘D-CONT) 609 receives the sig 

nal 12A from the lF-CONT 603. the output 215 of the 
DCS $03. the output 268 of the RD~DEC $06 and the 
output 158 of the A-DEC 603 to control the overall 
operation of the DU 800. 
The decode pointer (DP) 510 points to a leading 

address to be decoded in that machine cycle. ‘ 
The selector (SEL) 511 selects data to be loaded to 

the DP 510. in the execution of a branch instruction. 
when a branch address is set. a branch address provided 
on the lnterunit bus 410 k loaded to the DP 510 through 
the 851. 511. = 
The incrernenter (INC) 812 adds to the content 11A 

of the D? 510 the number of bits 178 of the instruction 
decoded in that cycle to produce a leading address 638 
to be decoded in the next sequential machine cycle.‘ 
The number of necessary decode bits calculator 

(NBNC) 813 receives the output 148 of the 0S~DEC 
$05 and the outputs 21B and 34B of the DCS 503 and 
calculates the number of bits which must have been 
fetched in the 1B 401 to be decoded In that cycle and 
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provides the result to the lF-CONT 603 through the 
signal lines 13A. 
The address calculation program counter value cal 

culator (TPCC) 514 receives the output ZIB ofthe DCS 
$03 and the output 248 of the OS-DEC $05 to calculate 
a value of the program counter to use the effective 
address calculation in the addressing mode correspond 
ing to the program counter (the value of the program 
counter indicating a next sequential address to that of 
the operand speci?er for which the address is to be 
calculated) and loads the result to a register (TPC) 613 
through the signal lines 163. 
FIG. ‘C shows the con?guration of the address cal 

culation unit (AU) 600 shown in FIG. 4. The abbrevia 
tions used therein and their formal names are listed 
below. 

Abbrevia Reference 
Numerals Formal Names tions 

60! [M0] Register AER 
60! Register ACR 
60] Decoder A-DEC 
wt Flag ACVF 
60$ Register AKAR 
60o Register file ARF 
607 V Selector SEL 

608 Selector SEL 
600 Adder A-ADR 
ato Register ARR 
Qll Register DR 
6|! Bus driver DV 
?ll Register TPC 

In FIG. ‘C. the register (AER) 601 retains a leading 
address 108 of a microprogram generated in the 
ECSAO 501 of FIG. 4B. 
The register (ACR) 602 retains control data 188 

which is the output of the AClG 504 of FIG. 4B. 
The decoder (A-DEC) 603 controls the overall oper 

ation of the AU 600 by the combination of the outputs 
of the ACE 602 and the flag (ACVF) 604. 
The flag (ACVF) 604 functions to indicate the excu 

tion of the operation of the AU 600. The ACVF 604 is 
set when a decoded result is presented to the AU 600 by 
the output 145 of the D~CONT $09 and is reset by the 
output 22C of the A-DEC 603 when the address calcu 
lation based on the decoded result is completed. 
The register (ARAR) 605 stores an address 118 of a 

register to be referred to when the operand address is 
calculated. 
The register ?le (ARF) 606 la a group of registers to 

be referred to when the operand address is calculated. 
The output 14C which is the output of ARF 606 corre 
sponding to the address output 23C from the ARAR 
605 is supplied to the selectors (SEL) 607 and 608. 
The selectors (881.)607 and 608 select inputs to the 

adder (A-ADR) 609. _ 
The adder (A-ADR) 609 calculates the address of the 

operand based on the signals selected by the SEL 607 
and 608 and loads the result to a register (MAR) 705 
through the signal lines 16C or provides the result to the 
interunit bus 410 through the bus driver (DV) 612. 
The register (ARR) 610 retains the address 128 of the 

register which is contained in the operand speci?er 
(OS). 
The register (DR) 6" retains the displacement. abso~ 

lute address or literal data which is contained in the 
operand speci?er (OS). and presents it to the SEL 608 
through the signal lines 26C. 
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The register (TPC) 613 retains the value'_of the pro~ 
gram counter to be used in the relativefaddressing 
mode. and supplies the output‘ 25C to the SE1. 607 
corresponding to the program calculated. 

FIG. 4D shows the configuration of the operand 
fetch unit (OFU) shown in FIG. 4. The abbreviations 
used therein and ‘their forntal names are listed below. 

i 
. a 

Abbrevlr Reference 
Numerals Formal Names lions 

70! Register [OER] DER 
70.‘ Register Ol‘CR . 
70.\ Flag OFCVF 
704 Decoder OF-DEC 
70$ Register MAR ‘. 
70o Selector SEL 
701 Register 00R 
708 t Data Alipner OALIO 
70° Register ORR ' 

in FIG. 40. the register [(OER)] (DER) 701 retains 
a leading address 10C of a microprogram. ; ' 
The register (OFCR) 702 retains the output 11C of 

the A-DEC 603 of FIG. 4C. ‘ 
The flag (OFCVF) 703 indicates the execution of the 

operation of the OFU 700. It is set by the output 12C of 
the A~DEC 603 when the result of the address calcula 
tion is presented to the OFU 700 and reset by the output 
220 of the OF-DEC 704 when the operation of the 
OFU 700 to the address is completed. 
The decoder (OF-DEC) 704 controls the overall 

operation of the OFU 700 by the combination of the 
output 200 of the OFCR 702 and the output 210 of the 
OFCVF 703. When all operands have been fetched. it 
provides the signal 130 to the execution unit 800. 
The register (MAR) 705 retains the address 14C of 

the operand and provides the address to the EM; 304 
through the signal line 330. 
The selector (SEL) 706 selects data to be loaded to 

the register (0BR) 707 which retains the operand 231) 
to be loaded through the SEL 706. 
The data aligner (OALIG) 706 receives the data 24D 

from the 081K707 and aligns it to generate the data 
format 140. 
The register (ORR) 709 retains the address 13C of the 

register provided from the ARR 610. of FIG. 46. 
FIG. 45 shows the con?guration of the execution 

unit (EU) 800 shown In FIG. 4. The abbreviations used 
therein and their formal names are listed below. 

Reference - Abbrevla 
Numerals Formal Names tlons 

lOi Mieroprognm controller MPG 
.02 lcroprogram memory BCS 
l0! Mlcrottutnetion register MIR 
I04 ‘elector 881. 
I05 8eleetor 8151. 
I06 ALU BALU 
lot Memory data register MDR 
I09 Bilateral bus driver BDV 
812 General purpose register l‘ile HF 
ill Register ‘ERA! 
"4 iIEL ‘elector 

FIG. 4B moi“ only major elements of the EU 800 
and many other'elements are Included therein although 
they are not explained here because they are Immaterial 65 
to an understanding of the present Invention. 

In FIG. 4B. the mieroprogram controller (MPC’) 801 
controls the memory address of the microprogram 
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memory (ECS) 802. which [receives] provides the 
microprogram 208 from the address 218 specified by 
the NFC 801 and loads it to the microinstruction regis 
ter (MIR) 003. 
The outputs oi‘ the MIR 803 are provided to the OF 

DEC 704 of FIG. 4D through the signal lines 12D. to 
the MPC 801 through the signal lines 22E and to the 
selectors 804 and 814 through the signal lines 235 and 
[2315.] 245. respectively. The outputs of the MIR 803 
are also provided to many other elements although they 
are not shown nor explained here because they are 
immaterial to an understanding of the present invention. 
The selectors 804 and 805 select input data to the 

ALU (EALU) 806. 
The memory data register (MDR) 808 temporarily 

stores the data 3512 from the bus 258 and provides it to 
the BM; 304 through the signal lines 333. the bus 334 
and the signal lines 335. 
The general purpose register ?le (ERF) 812 is a 

group of general purpose registers used by the EALU 
806. It provides data read out by the address from the 
output 335 of the SEL 814 to the SE1. 804 and 805 
through the signal lines 2812. 

. The register (ERAR) 813 retains the register address 
110 which is transferred from the ORR 709 of FIG. 
4D. 
The selector (SEL) 814 selects either the output 325 

of the ERAR 813 or the output 245 of the MIR 803 and 
provides it to the ERP 812 through the signal line 335. 
The bilateral bus driver (BDV) 809 functions to inter 
connect the internal bus 255 of the EU 800 and the 
interunit bus 410. transfer the data generated in the EU 
800 to the other unit and provide the data transferred 
from the other unit to the EU 800. 
An example of an instruction execution sequence in 

accordance with the present embodiment is now ex 
plained with respect to a basic instruction. 
The [PO 400 accesses the BM‘ 303 by the address 

contained in the F? 404 to prel'etch the instruction. If 
the I5 401 has a vacant area to accommodate the data 
read out of the Bhir 303. It reads in the data. If it has no 
vacant area. It neglects the data. The presence or at» 
aence of the vacant area is determined by the iF-CONT 
403 by the content 327 of the Fl’ 404 and the output 11!. 
of the DP 510. In the present embodiment. the data read 
out from BM‘ 303 is stored in the i8 401 when the 1B 
401 has a larger area than the readout width of the data 
from the BM| 303. , 
The ALlG 402 aligns the data in the 1B 401 in the 

sequence of address with the position at the correspond. 
ing address of the i8 401 being at the top while using 
the output 11.‘. of the D? 510 as the address. in the 
present embodiment. the data is aligned bit by bit al 
though it may be aligned byte by byte when the basic 
length of the instruction is a byte. In the first decode 
cycle of the instruction. the DP 510 indicates the ad 
dress of the operation code. Accordingly. the leading 
data from the ALIG 402 corresponds to the operation 
code lield and the operand speci?er of the next sequen~ 
tial first operand is read. In the intermediate decode 
cycle ot’ the instruction. the DP 510 may indicate the 
address of the operand speci?er. in this case. a series of 
data with the operand speci?er corresponding to said 
address being at the top Is read. The output 329 from the 
ALIO 402 has a width wide enough to accommodate at 
least one set of operand-specifiers and an operation 
code. 
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The DU 500 decodes the instructions provided by the 

. ALlG 402. The DU 500 always decodes the output 329 
ofthe ALlG 402. Conditions for completing the decod 
ing are explained below. .3 
The effective data length to be available to decode in 

the 1B 401 is determined by a difference between the FP 
404 and the DP $10. The FP 404 indicates an address to 
be read from the memory at the next memory ‘a'ccess. 
and the DP $10 indica'tu a head memory address to be 
decoded. Thus. the PP 404 is equal to or in advance of 
the DP 510. When the DP 510 is equal to the F? 404. 
there is no effective data in the i8 401. When the DP 
510 is not equal to the PP 404. the difference between 
the FP 404 and the DE’ 510 indicates the effective data 
length. The DU 500 calculates the length necessary for 
decoding by the NBNC 513 and informs the result to 
the lF-CONT 403 in i'the lFU 400 through thersignal 
lines 13A. The IF~CONT 403 compares the content on 
the signal lines 13A with the difference between F? 404 
and the DP 510. and‘when the former is equal to or 
smaller than the latter it determines that the'length 
necessary for decoding is contained in the [B 401 and 
informs this to the D-CONT 509 in the DU 500 through 
the signal lines llArwhen the D-CONT S09 is in 
formed through the signal lines 12A that the necessary 
data for decoding is contained in the [B 401 and is in~ 
formed through the signal lines 158 that the AU 600 is 
ready to receive the decode result. it presents the de 
code result of the DU 500 to the AU 600 to complete 
the operation of the decode cycle. it‘ the data necessary 
for decoding is not contained in the [B 401. or ifthe AU 
600 is not ready to receive the decoded result, the D 
CONT 509 invalidates the process in that decode cycle 
and repeats the same process in the neat sequential cy 
cle. - 

The output 178 of the DBNC 507 is represented by a 
formula (I ): r ‘ 

l‘lB-mslI-e-y (l) 

and the output 13A of the NBNC 513 is represented by 
a formula (2): ' 

UA co 4- 8 +8 5 ,r (21 

where a and B are de?ned as follows: i 
(i) When the DP 510 indicates the addrcss,of the 

operation code. - 

o-the number ofbita of the operation code ‘ 
B-the number of bits of the leading operand spcci~ 

?er following said operation code. -_ 
(ii) When the DP_8I0 indicates the address of the 

operand speci?er. | ~ _ 

a 1-0 

B-the number of bits of said operand specifier. y is 
de?ned as follows: - 

speci?ers are simultaneously (i) When two operand 
decoded. . t 

y - the number of bits of the operand speci?er for the 
register mode Y 

(ii) When only one 
7-0 ; t 

8 is de?ned as follows: 3. 
0) When simultaneous decoding of two operand 

speci?ers is permitted (as indicated) by the output 348 
of the DCS sos). . 1 

6 - the number of bits of the operand speci?er for the 
register mode' - . 

operand speci?er is decoded. 
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(ii) When simultaneous decoding of two operand 

speci?ers is not permitted. 

in the ?rst decode cycle of the instruction. a leading 
?eld provided from the ALIG 402 corresponds to the 
operation code. Thus. the leading ?eld is used as the 
address of the DCS 503 in accessing to the DCS 503. 

In the DCS $03. a one-word address is allocated to 
one operand speci?er of each instruction. As shown in 
FIG. 5. each one-word in the DCS 503 comprises a ?eld 
(AD) indicating a type of access (read. write or read 
and write) of one of a plurality of operand speci?ers 
de?ned by the operation code of the instruction. a ?eld 
(DL) indicating the data length. a ?eld (1A) indicating 
an address in the DCS 503 corresponding to the oper 
and speci?er following said operand speci?er if it‘ is 
included. a ?eld (E) indicating the last operand speci?er 
ofthe instruction and a ?eld (RD) indicating the permis 
sion for simultaneous decoding of two operand speci? 
ers. Other ?elds are also included but they are not ea— 
)laincd here because they are not directly related to the 
present invention. A number of words in the DCS 503 
equal to the number of operand speci?ers contained in 
each instruction are allotted to each instruction. For 
example. three words are allotted to a three-operand 
instruction. It is possible to reduce the memory size of 
the DCS 503 by sharing the same address by different 
instructions if such sharing is permitted. in a ?rst de 
code cycle (ti) of an instruction. the operation code is 
used as the address of the DCS 503. and a ?rst operand 
information speci?ed by the operation code. an address 
(1A) on the DCS $03 of a second operand and other 
information are read out of the DCS 503. The operand 
speci?er of the ?rst operand is read out from the 1B 401 
by the ALIG 402 and decoded by the OS-DEC 505. if 
the operand speci?er includes a displacement. an abso 
lute address or literal data. the D-ALIG 508 reads them 
out and aligns the data fonnat. which is then stored in 
the DR 611. The DU 500 loads the decoded results to 
the registers in the AU 600 and sets the ACVF 604 to 
start the address calculation for the-operand speci?ed 
by the operand speci?er in accordance with the de 
coded result. The number of bits of the instructions 
decoded in that cycle (the number of bits of the opera 
tion codes and the operand speci?ers for the ?rst oper 
ands) ls calculated by the DBNC 507 and it is added to 
the content of the DP 510 by the INC 512 to update the 
content of the DP 510. 
When the instruction has two or more operand speci 

?ers, the information of the second operand speci?ed by 
the operation code is read out of the DCS 503 in the 
next cycle (u) to the ?rst decode cycle (it) for the in 
struction while using the ?eld JA in the information 
read out of the DCS 503 in the cycle u as an address. 
Simultaneously. the ‘operand speci?er-for the second 
operand is read out of the i8 401 by the ALlG 402 and 
it is decoded by the OS-DEC 505 in a similar procedure 
to that of decoding of the operand speci?er for the ?rst 
operand. It‘ the AU [310] 600 has received the de 
coded result of the operand speci?er for the ?rst oper 
and and completed the address calculation for the oper~ 
and by that time and is ready to accept the address 
calculation for the next address. the DU 500 loads the 
decoded result of the operand speci?er for the second 
operand to the registers in the AU 600 and sets the 
ACVF 604 to cause the AU 600 to start the address 
calculation of the operand speci?ed by the operand 
speci?er for the second operand. The number of bits of 
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the instruction decoded in that cycle (the number of bits 
of the operand specifer for the second operand) is cal 
cuiated by the DBNC507 and it is added to the content 
of the D1’ 510 to update the content of the DP ‘510. 
As is apparent from the above description. the DU 

500 decodes one operand speci?er in each machine 
cycle and loads the decoded result to the registers in the 
AU 600 and instruct! the AU 600 to calculate the ad 
dress of the operand based on the decoded result. In the 
?rst decode cycle of the instruction. the operation code 
is used as the address of the DCS 503 and in the'subsc 
quent cycles the information speci?ed by the operation 
code is read out. Thefleading address of the micropro~ 
gram is determined by the ECSAG 501 based ‘on the 
operation code and his loaded to the AER 601. 
When the decoded 'result for the operand speci?er is 

loaded to the registers in the AU 600 from the DU 500 
and the ACVF 604 is set. the AU 600 calculates the 
address of the operand based on the decoded result. 
loads the calculated operand address to the MAR. 705 in 
the OFU 700. loads the operation control information 

- for the OFU 700 to the OFCR 702. and sets the OFCV F 
703 to cause the OFU 700 to start the memory access to 
the address speci?ed by the MAR~705. When the ad 
dress calculation 'of the operand speci?er for the oper 
and has been completed. the AU 600 receives the neat 
operand speci?er following said operand speci?er from 
the DU 500 and calculates the address of the neat oper~ 
and speci?er. in this manner. the AU 600 sequentially 
calculates the addresses of the operands speci?ed by the 
operand speci?ers. one operand speci?er at a time. The 
address calculation for each operand speci?er is not 
always completed in one machine cycle. but it may 
sometimes talte a plurality of machine cycles. After the 
address calculation for one operand speci?er is com 
pleted. the address calculation for the next operand 
s 'teriscarriedoutltisnotnecessarytltattheneat 
operand speci?er belong to the same instruction as that 
of the foregoing operand speci?er. When the ‘address 
calculation for the leading (?rst) operand speci?er in 
the instruction is completed. the AU 600 transfers the 
leading address of the microprogram of the instruction 
stored in the AER 601 to the [OER] DER 701 of the 
OFU 700. ' 

in order to transfer the address calculated by the AU 
aOOtotheOFU'IOQtheOFU‘IOOmustbereadyto 
receive the data from the AU 600. The OFU 700 indi 
cates through the signal line 150 iflt is ready to receive 
the data from the AU 600. In the data transfer-cycle t0 
the OFU 700. the AU 600 checks the signal line 15C and 
only when it determines that the OFU is ready. the AU 
woloadsthedatagenerated thereintotheregistetsin 
theOFU'IOO. When'theOFU700isnotreadytore 
ceive the data. the AU 600 invalidates the promss of 
that cycle and repeats the same process in the next 
cycle. 
The OFU 700 starts its operation when the calculated 

address of the operand speci?er is loaded to the MAR 
705 from the AU 600. the operation control signal for 
the OFU 700 is loaded to the OFCR 702 and the 
OFCVF ‘103 is set. g' I . 
Aprimary functioncftheOFU‘IOOistoaccessthe 

memory based on the address presented by the AU 600 
to fetch the operandrln an addressing mode (cg. imme 
diate mode or literal mode) in which the operand has 
been prepared by the AU 600. the operand (to be pres 
ented to the MAR'IOS) is loaded to the 0311 707 
through the SEL 706 and the memory is not accessed. 
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in several modes which need the memory access. the 

HM; 304 is accessed through the signal lines 332. The 
data read out of the BM; 2104 is loaded to the 0BR 707 
through the SEL 706. The operands in the 0811 707 are 
aligned by the OALlG 708 and then transferred to the 
EU 800. 

In the memory access or transfer of the leading (?rst) 
operand speci?er of the instruction. the leading address 
of the microprograrn stored in the OER 701 is trans 
ferred to the MPC 801. 

in order to load the operand prepared in the OFU 700 
to the 0BR 707. the 0611 707 must contain no data 
prior to said operand. that is. the 0BR 707 must be 
vacant. The EU 800 indicates through the signal line 
120 if the operand in the 0BR 707 has been used. in the 
loading cycle of the operand to the 0BR 707. the OFU 
700 determines if the 0BR 707 is ready to receive the 
operand. if it is rcady.-the OFU 700 loads the operand. 
and if it is not ready the OFU 700 invalidates the pro 
cess of that cycle and repeats the same process in the 
next cycle. 
As described above. the infortnation (operation code 

and operand speci?er) on the instruction decoded by 
the DU 500 is transferred to the EU 800 through the 
AU 600 and the OFU 700. 
The EU 800 accesses the ECS 802 by the leading 

address of the microprogram presented to the MPC 801 
to fetch the microprogram to initiate the execution of 
the instruction. The operand speci?ed by the operand 
speci?er is presented from the 0BR 707. or from the 
ERAR 013 as a register address. if the operand is a 
destination. the address of that operand is loaded to the 
MAR 705. The EU 800 executes the instruction using 
the operands presented from the OFU 700. When the 
result is to be stored in a register. it is stored in the ERP 
812 through the bus 258 and the signal lines 29E. When 
the result is to be stored in a memory. it is temporarily 
stored in the MDR 808 and supplied to the BM; 304 
through the signal lines 333. When the operands pres 
ented by the OFU 700 have been processed. it is indi 
cated to the OFU 700 through the signal line 120 to 
make the OFU 700 ready for the receipt of the next 

d. 
F10. 6 shows a stage flow illustrating an instruction 

flow and a process for executing the instructions. in 
which three instructions 1(1). 1(2) and 1(3) are shown. 
Each of the instructions 1(1) to 1(3) has two operand 
speci?ers. 1n the ?rst cycle (u). the instruction 1(1) is 
fetched (lFm). 1n the next cycle (t1). the operation code 
and the operand speci?er of the ?rst operand are de 
coded (DWI). 1n the next cycle (t3). the effective ad 
dress of the ?rst operand is calculated (Amt) in accor 
dance with the decode result and the operand speci?er 
of the second operand is decoded (0W2). 1n the next 
cycle (t4). the ?rst operand is fetched (oFml) and the 
effective address of the second operand is calculated 
(MW). in the same cycle. the operation code and the 
o d speci?er of the ?rst operand of the instruction 
1(2) are decoded (Dull). in the next cycle. (ts). the 
second operand of the instruction 1(1) is fetched 
(OFWZ) and the effective addresi of the ?rst operand of 
the instruction 1(2) is calculated (Amt) and the operand 
speci?er of the second operand of the instruction 1(2) is 
decoded (Dim). 1n the nest cycle (to). the instruction 
1(1) is executed (Em). and the ?rst operand of the in~ 
structlen 1(2) is fetched (01:11"). the effective address 
of the second operand is calculated (A1112) and the 
operation code and the operand speci?er of the ?rst 












