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[57] ABSTRACI‘ 
A pattern recognition system has both coarse and ?ne 
levels of analysis in which a coarse array representation 
of a workpiece pattern is formed and used to identify 
the workpiece pattern as either a reference character or 
as a member of an ambiguous set of reference characters 
which are represented by identical coarse array repre 
sentations. At least portions of a fine array representa 
tion of a workpiece pattern which has been classi?ed as 
a member of a set of reference characters are compared 
to corresponding portions of fine array representations 
of reference characters in the set identi?ed by the classi 
?cation. The pattern recognition system has a learning 
system through which reference characters may be 
introduced into the recognition system and through 
which a representation of a workpiece pattern which 
was not identi?ed may be incorporated into an existing 
set of reference characters of the recognition system. 
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DUAL LEVEL PATTERN RECOGNITION SYSTEM 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue specifica 
tion; matter printed in italics indicates the additions made 
by reissue. 

BACKGROUND OF THE INVENTION 

This invention relates to identifying patterns as corre 
sponding to one of a set of reference characters. 
A number of pattern recognition systems have been 

devised in which both coarse and ?ne analyses have 
been made of a workpiece pattern. One patent, Yama 
moto et al. (U .5. Pat. No. 3,829,831), discloses a system 
in which a workpiece pattern is converted into a signal 
derived from a coarse array representation of the work 
piece pattern, and classi?ed by comparing the signal to 
a set of pattern-classifying signals. The workpiece pat 
tem is then identi?ed by comparing a signal derived 
from a ?ne array representation of the workpiece pat 
tern to a set of reference signals derived from ?ne array 
representations of reference characters selected in the 
classi?cation analysis. 

SUMMARY OF THE INVENTION 

In general, the invention features a pattern recogni 
tion system having both coarse and ?ne levels of analy 
sis in which a coarse array representation of a work 
piece pattern is formed and used to identify the work 
piece pattern as either a reference character or as a 
member of an ambiguous set of reference characters 
which are represented by identical coarse array repre 
sentations. At least portions of a ?ne array representa 
tion of a workpiece pattern which has been classi?ed as 
a member of a set of reference characters are compared 
to corresponding portions of ?ne array representations 
of reference characters in the set identi?ed by the classi 
?cation. A workpiece pattern which is not identi?ed as 
a reference character during a ?rst coarse and ?ne array 
analysis is re-encoded into coarse and ?ne array repre 
sentations and analyzed again. The pattern recognition 
system has a learning system through which reference 
characters may be introduced into the recognition sys 
tem and through which a representation of a workpiece 
pattern which was not identi?ed may be incorporated 
into an existing set of reference characters of the recog 
nition system. 
The coarse array representation of a reference char 

acter may, according to the invention, operate as an 
address to an entry in a ?rst database. Each ?rst data 
base entry contains a multiplicity ?eld giving the num 
ber of reference characters in the set represented by the 
coarse array representation. Each ?rst database entry 
contains a second ?eld giving a code for a reference 
character having an unambiguous coarse array value or 
an address to an entry in a second database for a pattern 
having an ambiguous coarse array value. There is a 
second database entry for every reference character 
which is not unambiguously de?ned by a coarse array 
representation. Each second database entry contains an 
identifying code for its reference character and at least 
portions of the ?ne array representation of the reference 
character for use in resolving ambiguities between the 
reference character and the other reference characters 
represented by the same coarse array. Second database 
entries for each reference character represented by 
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2 
identical coarse arrays are grouped together sequen 
tially within the second database. 

Also according to the invention, the pattern learning 
system may accept a workpiece pattern as a new refer 
ence character by comparing the coarse array represen 
tation of the workpiece pattern to the coarse array rep 
resentations of an existing set of reference characters. 
For new reference characters for which no identical 
coarse array representation is found, an identifying 
character code is stored in a ?rst database with the new 
coarse array representation of the reference character at 
its address. For a new reference character for which an 
identical coarse array representation is found, second 
database entries for a new set of reference characters 
represented by identical coarse arrays are generated, 
and a ?rst database entry containing the number of 
reference characters in the new set and the address of 
the ?rst of the second database entries for the set is 
established. 
The pattern learning system may use a measure of 

distinctiveness for isolating the most distinctive por 
tions of ?ne array representations of reference charac 
ters represented by identical coarse arrays; the most 
distinctive portions are used by the pattern recognition 
system to resolve ambiguities between reference char 
acters represented by identical coarse arrays. 
Advantages of the pattern recognition system of the 

present invention over prior art systems include shorter 
processing time for each character recognition analysis 
resulting from the fewer character comparisons neces 
sary to unambiguously identify a workpiece character. 
Speci?cally, for reference characters having unambigu 
ous coarse array representations, only coarse analysis 
need be performed. Further, since reference characters 
represented by identical coarse arrays are organized 
into sets of reference characters, called ambiguous sets, 
and ?ne analysis is con?ned to the members of the one 
ambiguous set which shares the same coarse array rep 
resentation as the workpiece character, the number of 
members of the ambiguous set is the maximum number 
of characters examined during ?ne analysis. 
On an even more fundamental level, since the coarse 

analysis is conducted using a coarse array scheme, the 
number of picture elements which are analyzed to iden 
tify a workpiece character or to classify it into a set is 
limited to the number of picture elements in the coarse 
array. 

Further, in ?ne analysis, only the most distinctive 
portions of a ?ne array representation of a reference 
character are examined; therefore, the number of pic 
ture elements which identify a workpiece character not 
having a distinctive coarse array representation is lim 
ited to the number of picture elements in the most dis 
tinctive portions of the ?ne array representations of the 
reference character. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shows a block diagram of an apparatus for 
operating the pattern recognition system of the present 
inventionv 
FIG. 2 shows a block diagram of the D2 Character 

Recognizer shown in FIG. 1. 
FIG. 3 shows a block diagram of an apparatus for 

operating the pattern learning system of the present 
invention. 
FIG. 4 shows diagrammatically the coarse and ?ne 

arrays into which each character is organized. 
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FIG. 5 shows a ?ow charted representation of the 
program which is used to compress a ?ne character 
array into a course character array. 
FIG. 6 shows a flow charted representation of the 

pattern learning system for generating sets of reference 
characters represented by identical coarse arrays and 
entries in a ?rst database for reference characters hav~ 
ing unambiguous coarse array representations. 
FIG. 7 shows a flow charted representation of the 

pattern learning system for generating ?rst database and 
second database entries for reference characters repre 
sented by identical coarse arrays. 

FIG. 8 shows a more detailed flow chart of second 
database entry generation, as shown in FIG. 7. 

FIG. 9 shows a more detailed flow chart of distinc 
tive cell selection, as shown in FIG. 8. 
FIG. 10 shows diagrammatically one of the twelve 

learning matrices constructed during the pattern learn 
ing system for generating DZRAM entries. 
FIG. 11 shows diagrammatically the maximum dis 

crimination matrix which is constructed from the 
twelve learning matrices. 
FIG. 12 shows an example of digitizing and com 

pressing a typical character. 
FIG. 13 shows an example of generating second data 

base entries for characters represented by identical 
coarse arrays. 
FIG. 14 shows the structure by which the entries of 

the ?rst and second databases are organized. 

DETAILED DESCRIPTION 

There is shown in FIG. 1 a block diagram of an appa 
ratus for operating the character recognition system 10 
of the present invention. The system 10 has a digitizer 
12 with which a pattern is quantized into a 6X 8 array of 
binary elements (the ?ne array), the compressor 14 in 
which a 48 element ?ne array is compressed into a 3 X 4 
array of binary elements (the coarse array), and a char 
acter name inputter 20 with multiplexer 22 for accept 
ing the name of the character once a workpiece charac 
ter is identi?ed. 

Pattern recognizing system 10 has a ?rst database 
DIRAM. Each entry thereof being addressed by a 12 
bit value of a coarse array. Each entry in DIRAM has 
a multiplicity ?eld of three bits which contains the num~ 
ber of characters in the reference set which have the 
coarse array value of the entry address. Each entry in 
DIRAM has a second ?eld with contents which depend 
on the value in the multiplicity ?eld of the entry. When 
the entry in the multiplicity ?eld of the entry in I (mean 
ing there is only one reference character with a coarse 
array value equal to the entry address) the second ?eld 
contains the identifying code of the single reference 
character. When the value in the multiplicity ?eld is 
greater than 1 (meaning there are a plurality of refer 
ence characters with coarse array values equal to the 
entry address). The second ?eld contains an address to 
DZRAM. 
DZRAM contains an entry for each reference charac 

ter set which has a coarse array value equal to that of 
any other character. (That is all that do not have un 
shared coarse array values.) All characters with a com 
mon value of coarse array value are called an ambigu 
ous set and the entries therefor are contiguous in 
DZRAM. The ?rst address for the entries of an ambigu 
ous set is that given for the set in DlRAM. 
Each D2 entry is organized into seven ?elds over two 

words of DZRAM memory. In the ?rst word of a D2 

0 

25 

30 

35 

40 

45 

55 

60 

65 

4 
entry, the ?rst and third ?elds contain information iden 
tifying the two subsets of the 48 element ?ne array of 
that reference character which are most discriminating 
with respect to the other members of its ambiguous set; 
the second and fourth ?elds contain the values of the 
identi?ed subsets. The ?fth and sixth ?eld in the second 
word of the D2 entry are reserved; the seventh ?eld 
contains the identifying code for the reference charac 
ter. 

Returning to FIG. 1, the apparatus for use in coarse 
analysis has DIRAM, a ?rst database address register 
DIAR arranged to be loaded with the coarse array 
representation of an workpiece character, a ?rst data 
base buffer register DIBR arranged to accept a 16 bit 
word from DIRAM, and a ?rst database D1 character 
recognizer 16 arranged to be loaded with the ?rst ?eld 
of the D1 entry. 
The apparatus for use in ?ne analysis has DZRAM, a 

second database address register DZAR arranged to be 
loaded with the second ?eld of a D1 entry, a second 
database buffer register DZBR arranged to accept a 16 
bit word from DZRAM, and a second database charac 
ter recognizer 36 arranged to be loaded with the ?ne 
array representation of a workpiece pattern and the ?rst 
word of a D2 entry. 
As seen in more detail in FIG. 2, D2 character recog~ 

nizer 36 has 12 four bit cell registers 40 in which the 48 
element ?ne array representation of the workpiece pat 
tern is stored temporarily during both coarse and ?ne 
analysis, a 16 bit register 44 into which the ?rst word of 
a DZRAM entry is loaded from DZBR, decoders 42, 52 
arranged to select two of the cell registers 40 from 
address location information stored in sections 1 and III 
of register 44, a corresponding bit comparer 46 ar 
ranged to do an exclusive-NOR comparison on the 
contents of the two registers 40 selected by decoders 42, 
52 and the element values stored in sections II and IV in 
register 44, and a disambiguation impossibility recog 
nizer 90 arranged to be enabled by decoders 42, 52 to 
indicate that workpiece pattern can not be identi?ed 
unambiguously but may be one of two or more mem 
bers of an identi?ed ambiguous set. 

In FIG. 3, a block diagram is shown of an apparatus 
for operating the characters learning system 50 of the 
present invention. Learning system 50 shares, with rec 
ognition system 10, controls 30, digitizer 12, compressor 
14, DIRAM, DIAR, DIBR, DZRAM. DZAR and 
DZBR. Learning system 50 has an input counter 54 
arranged to be loaded with the number of reference 
characters to be encoded and inputted into pattern rec 
ognition system 10, a character name selector 56 for 
inputting an identifying binary code CH(0-7) for each 
inputted reference character, and (normally of?ine) 
learning list storage 60 for storing the coarse and ?ne 
array representations and CH(0-7) for every reference 
character. List storage 60 has a set counter 62 arranged 
to be loaded with the number of reference characters in 
storage 60. 

Character learning system 50 has a character learner 
70 arranged to accept the ?rst ?eld of a DIBR entry 
into ambiguity counter 64, the second ?eld into code 
register 76, and CI-l(0-7) and the contents of DZAR into 
D1 entry generator 58, in order to generate a D1 entry 
in D1 entry generator 58 based on the value of ambigu 
ity counter 64. Character learner 70 also has D1 entry 
counter 74 arranged to be loaded with the number of 
entries in DIRAM. 
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For generating D2 entries,“ character learner 70 is 
arranged to accept CI-I(0-7) and the contents of code 
register 76 into ambiguous set storage 66 in order to 
isolate sets of reference characters represented by iden 
tical coarse arrays. Character learner 70 has D2 entry 
generator 68 arranged to accept the ?ne array represen 
tations of every member of an ambiguous set as stored in 
ambiguous sets storage 66 in order to determine the 
most descriminating portions of each reference charac 
ter with respect to the other members of its ambiguous 
set and, accordingly, generate entries for DZRAM. 

OPERATION 

Character Recognition System 
In operation, the character recognition system 10 

uses digitizer 12 to encode workpiece character, into a 
48 element ?ne array of binary numbers representative 
to the positional distribution of optical density within 
the pattern. 
The character is baseline and left-most justi?ed with 

respect to a template with a 6 X 8 array of picture ?elds. 
where the descending portion of a character occupies 
the lower two rows of the array, and an ascending 
portion occupies the ?rst two rows. A value I is as 
signed to an element of the coarse array if any part of a 
character appears in the corresponding ?eld of the tem 
plate and otherwise a 0 is assigned. The ?ne array, 
which is temporarily stored in cell registers 40 within 
D2 character recognizer 48, with values derived from 
one block of four picture ?elds in each register, is com 
pressed into a 3X4 coarse array by operation of com 
pressor 14, which converts the 48-bit output value 
DG(0-47) of digitizer 12 into the compressed 12-bit 
output value of the compressor 14. The conversion is 
equivalent to rede?ning the size of the ?elds of the 
template grid. As seen in FIG. 4, each element of 
CP(0-11) represents the same area as a block of four 
picture elements of DG(0—47). Recognition system It] 
employs a data compression program 15 which essen 
tially establishes a value of “1" to a compressed picture 
element, hereinafter called a cell, if any of the corre 
sponding four picture elements in the ?ne array equals 
“1". A data compression program written in Algol (and 
?owcharted in FIG. 5) follows. In both the program 
and the ?owchart, “a" is a picture element of the ?ne 
array, “0” is a cell of the course array, and “d" is a row 
counter for the coarse array. 

Program: Data Compression 

Examples of digitized compression are shown in FIG. 
11, where the letter “'I‘" of a Courier 12 font is shown 
superimposed on a 6X8 element digitizing grid and in 
?ne and course array representations. 
For the coarse analysis, controls 30 load DIAR with 

CP(0-ll), the coarse array representation of the work 
piece pattern. CP(0-11) operates as an address to a 
DIRAM entry, which is then read into DlBR. Controls 
30 cause D1 character recognizer to be loaded with the 
?rst three bits of DIBR, hereinafter called N, which 
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6 
contain the multiplicity, of reference characters repre 
sented by the coarse array CP(0-11). 

If the ?rst three bits D1BR(0-2) equal zero, then no 
reference character in the current recognition system is 
represented by the coarse array of the workpiece pat 
tern, D1 character recognizer 16 generates a signal X0. 
upon receipt of which controls 30 order a second en 
coding, decompression, and analysis of the workpiece 
character. If recognition system 10 is unable to identify 
the workpiece pattern after a second analysis and the 
signal X0 is generated twice in a row, controls 30 cause 
character name inputter 30 to accept an “unidenti?ed 
character" code. The operator of recognition system 10 
may elect to incorporate the workpiece pattern into the 
set of reference characters by triggering the pattern 
learning system 50, described below. 

If D1BR(0-2) equals one, the coarse array, de?ned by 
CP(0-l1) represents only one reference character. D1 
character recognizer 16 generates a signal X1 which 
causes character name inputter 20 to be loaded with 
DlBR(8-l5), the identifying binary character code for 
the reference character represented by the coarse array 
CP(0-11). Controls 30 then trigger digitizer 12 to digi 
tize the next workpiece character for input into recogni 
tion system 10. 

If D1BR(0-2) is greater than one, the coarse array 
CI-‘(O-ll) represents a distinct ambiguous set of refer 
ence characters. D1 character recognizer 16 generates 
the signal X2 which triggers a ?ne analysis to resolve 
the ambiguity. Controls 30 cause N, the number of the 
reference characters in the ambiguous set so identi?ed. 
to be transferred from D1 character recognizer 16 to 
ambiguity down counter 48 within recognizer 36. Con 
trols 30 also cause DZAR to be loaded with 
D1BR(3-15), the address the ?rst DZRAM entry of the 
ambiguous set so identi?ed. The ?rst word of the 
DZRAM entry addressed by DZAR is read ?rst into 
DZBR and then into register 44 of the D2 character 
recognizer 36. 
As described above, the ?rst word of a DZRAM 

entry for a reference character contains the locations 
and element bit values of the most distinctive portions 
of the reference character with respect to the other 
members in its ambiguous set. In this embodiment, the 
portions analyzed for distinctiveness by character 
learner 70 correspond to cells of a coarse array, one of 
which is shown in FIG. 4. Speci?cally, each of the ?rst 
and third ?elds in a D2 entry contains a binary number 
from 0 to II, identifying which two of the twelve cells 
of a reference character are suf?ciently distinctive to 
resolve ambiguities between the reference character 
and other reference characters in its ambiguous set. The 
second and fourth ?elds contain the element bit values 
of those distinctive cells. The ?rst and third ?elds may 
also contain the number 15, indicating a reference char 
acter of an ambiguous set which can not be unambigu 
ously identi?ed. 
As seen in FIG. 3, controls 30 cause the ?rst and third 

?eld of a D1 entry to be loaded into sections I and III of 
register 44, and the second and fourth ?elds to be 
loaded into sections II and IV of register 44. Decoders 
42, 52, attached to the outputs of section I and III, de 
code the ?rst and third ?elds of the D2 entry and, if the 
binary numbers are between 0 and ll, enable the read 
ing of two of the twelve temporary registers 40; if de 
coders 42, 52 decode the number 15, they enable the 
disambiguation impossibility recognizer 90. 
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We return to character recognition by D2 character 
recognition 36. As described above, cell registers 40 
store the 48 element ?ne array representation of the 
workpiece pattern, one cell to each four bit register 44. 
Decoders 42, 52 enable the reading of the two cell regis 
ters 40 which correspond to the distinctive cells of the 
?ne array. In corresponding bit comparer 4-6, the ele 
ment bit values of Section II and the cell register 40 
enabled by decoded Section I and the element bit values 
of Section IV and the cell register 40 enabled by de 
coded Section III are compared, bit by bit, for equiva 
lance by exclusive-NOR circuitry. 

If both corresponding cells are identical, then the 
workpiece pattern is identi?ed as the reference charac 
ter for which the present DZRAM entry has been gen 
erated. Corresponding bit comparer 46 generates the 
signal Y2 which causes controls 30 to increment DZAR 
so that the second word of the DZRAM entry, which 
contains the identifying binary character code for the 
reference character, is read into DZBR. Y2 also enables 
character name inputter 20 and multiplier 22 to accept 
the identifying character code D2BR(8-15) from 
DZBR, and triggers digitizer 12 to digitize the next 
workpiece character for identi?cation. 

If corresponding bit comparer 46 does not ?nd iden 
tifical corresponding cells, it generates the signal Y1 
which causes controls 30 to start a ?ne analysis of the 
next reference character in the ambiguous set. Controls 
30 decrement the ambiguity down counter 48; if it does 
not equal zero, the ambiguous set contains more refer 
ence characters against which the workpiece pattern 
may be compared, so controls 30 increment DZBR 
twice so as to access the ?rst word of the DZRAM 
entry of the next reference character in the ambiguous 
set. Fine analysis of reference characters continues until 
the workpiece pattern is identi?ed or unit all of the 
members of the ambiguous set have been analyzed. 
When ambiguous down counter 18 is zero and the 

disambiguation recognizer 90 has been activated during 
analysis of the ambiguous set, D2 character recognizer 
38 generates the signal Y0. Upon receipt of Y0, controls 
30 cause DZAR to be incremented and the character 
code in D2 entry ?eld seven to be inputted into charac 
ter name inputter 20 along with an ambiguity indicator. 
In this manner, a similar if not unambiguously identi?ed 
reference character is included in the system output for 
use in visual inspection by the operator. 
When ambiguity down counter 48 equals zero, and 

the disambiguation impossible recognizer 90 has not 
been activated during analysis of the ambiguous set, 
controls 30 order a second encoding, compressing, and 
analysis of the workpiece character. If character recog 
nition system 10 is unable to identify the workpiece 
pattern after the second try, controls 30 cause D2AR to 
be incremented and the character code character in D2 
entry ?eld seven to be loaded into character name in 
putter 20 along with an ambiguity indicator. The opera 
tor of recognition system 10 may choose to incorporate 
the workpiece character into the reference set by trig 
gering 10 character learning system 50. 

CHARACTER LEARNING SYSTEM 50 

Whether the character learning system 50 is triggered 
to add one or more new characters to an existing refer 
ence character set or to incorporate a completely new 
reference set into DlRAM and DZRAM, the proce 
dures which system 50 follows are identical. The only 
difference between the two is that the operator of sys 
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tem 50 clears offline learning list storage 60, which 
normally holds all data on the reference set, and set 
counter 62, which normally holds the number of pat 
terns in the reference set, if an entirely new reference set 
is to be inputted. 

Flowcharted procedures for character learning sys 
tem 50 are shown in FIGS. 6-9. As seen in FIG. 6, 
which shows the procedure for generating D1 entries 
for reference characters having unambiguous coarse 
arrays, the operator of character learning system 50 
loads into input counter 54 the number of characters to 
be inputted. The number in counter 54 thus is either the 
number of characters to be incorporated into an existing 
set reference or the number of members of a new refer 
ence set. The operator of learning system 50 then places 
the ?rst character leftmost and baseline justi?ed onto 
the 6X 8 element digitizing grid of digitizer 12. Control 
is transferred to compressor 14, which comprises the 
?ne array DG(0-47) into the 12 element coarse array 
CP(0-11) with the same compression program de 
scribed above and shown in FIG. 5. System 50 pauses 
until the operator inputs, through character name selec 
tor 56, the binary coded character name CH(0-7) of the 
new reference character. 

Controls 30 then cause the new reference character 
to be added to the reference set by loading the CH(0—7), 
CP(0-11) and DG(0-47) into offline learning list storage 
60 and incrementing set counter 62. Controls 30 then 
decrements input counter 54. If input counter 54 has not 
reached zero, there are more characters to add to list 
storage 60, and control is again transferred to digitizer 
12. 

If input counter 54 is zero, then all new characters 
have been added to list storage 60; controls 30 cause 
character learner 70 of learning system 50 to generate 
DlRAM and DZRAM entries for every reference char 
acter stored in learning list storage 60. Controls 30 gen 
erate signals to clear DIRAM, DZRAM, code register 
76, and D1 entry counter 74. Controls 30 also load input 
counter 54 with the contents of set counter 62 so that 
the number of reference characters that are being en 
tered into character recognition system 50 may be mon 
itored through input counter 54. 

Controls 30 then cause the character code CH(0-7) 
for the ?rst character in storage 60 to be read and 
loaded into D1 entry generator 58 within character 
learner 70. The coarse array CP(0-ll) of the ?rst char 
acter is loaded into DlAR, where it operates as an 
address to a DIRAM entry, which is read into DlBR. 
Controls 30 cause ambiguity counter 64 within charac 
ter learner 70 to be loaded with the ?rst bits of DlBR, 
so that ambiguity counter 64 contains the number, 
called hereinafter “N”, of reference characters repre 
sented by the coarse array CP(0-l1). Controls also 
cause the remainder of DlBR, D1BR(3-15) to be 
loaded into code register 76 with character learner 70. 
When the character code, hereinafter called “P", in 

code register 76 is equal to zero, no previously inputted 
reference character has been represented by the course 
array CP(0-ll) currently stored in DlAR; D1 entry 
generator 58 generates a D1 entry for the reference 
character being inputted. D1 entry counter 74 is incre 
mented to include the new D1 entry, while ambiguity 
counter 64 is incremented and N written into 
D1BR[0—2]; the character code CI-I(0—7) which had 
been stored in D1 entry generator 58 is written into 
D1BR[8—15]. 
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When P does not equal zero (indicating that a D1 
entry had been generated for an earlier-introduced ref 
erence character also represented by coarse array 
CPO-ll), character learner 50 operates to either set up 
an ambiguous set for the reference characters repre 
sented by P and CH(0-7) or to add Cl-l(0-7) to an al 
ready established ambiguous set of which the reference 
character represented by P is a part. 
To determine whether an ambiguous set has already 

been established, N, the number of reference characters 
represented by the coarse array CP(lJ-1l), is examined. 

If N is greater than I, then an ambiguous set having P 
as a member has already been established in ambiguous 
set storage 66; controls 30 cause CH(0—7) to be added in 
storage 66 to that ambiguous set. If N equals 1, no such 
ambiguous se has been established; controls 30 cause an 
ambiguous set to be formed, with P as its ?rst member 
and CH(0—7) as its second member. In both cases, ambi 
guity counter 64 is incremented the include the new 
reference character, and N is loaded into D1BR[0-2]. 
At this point, whether or not the coarse array 

CP(0—11) was found to represent an unambiguous pat 
tern or an ambiguous set, the new D1 entry is written 
into DIRAM at the location addressed by CP(0-11). 
Input counter 54 is then decremented; if it is not equal to 
zero, list storage 60 contains more reference characterst 
to be entered into DIRAM. Controls 30 cause the next 
character in from storage 60 to be read into DIAR and 
character learner 70. If input counter 54 is zero, the 
entire reference set has been read from storage 60; con 
trols 30 trigger the portion of the learning system 50, 
shown in FIG. 8, which generates D2 entries and ?nal 
D1 entries for ambiguous reference characters. 
As seen in FIG. 7, controls 30 causes the value of l to 

be loaded into DIAR and DZAR, so that both the ?rst 
and second database both address registers are set to 
reference their ?rst available memory spaces. Controls 
30 cause the DIRAM location so addressed to be read 
into DIBR. Ambiguity counter 64 is then loaded with 
DlBR[0-2], and its contents N are examined. If N 
equals 0, no reference character in storage 60 is repre 
sented by the coarse array in DIAR; neither D1 nor D2 
entries are generated. Character learner 70 accesses the 
next D1 entry. 

Speci?cally, if D] entry counter 74, which holds the 
number of D1 entries which have not been analyzed, 
equals 0, there are on more D1 entries from which D2 
entries may be generated. The D2 entries for every 
ambiguous set have been generated, so character learn 
ing system 50 ends. 

If D1 entry counter 74 is non-zero, at least one D1 
entry has not yet been analyzed; controls 30 cause 
DIAR to be incremented, and the next addressable D1 
location is read into DIBR. If the ?rst ?eld of the D1 
entry, i.e. N, is equal to one, the coarse array courrently 
in DIAR is representative of the single reference char 
acters identi?ed by D1BR[8-1S]; a D2 entry is not gen 
erated. Since the D1 entry is in ?nal form, controls 30 
cause the next addressable location in DIRAM to be 
analyzed. 

If, instead, N is greater than one, the coarse array 
CP(0-ll) currently in DIAR represents more than one 
reference character. Character learner 70 preceeds to 
generate sequential D2 entries foe each of the reference 
characters represented by CP(0—11) and a D1 entry 
addressing the ?rst of those D2 entries. Character 
learner 70 loads code register 76 with DlBR(8-15) and 
loads D1BR(3-l5) with DZAR, the address of the ?rst 
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10 
available location in DZRAM. Controls 30 writes 
DIBR into the DIRAM entry addressed by DIAR, and 
then generates the D2 entries for every member of the 
ambiguous set of which P is a member. 
As described above, there is a D2 entry for every 

reference character which is not represented by an 
unambiguous coarse array. Each D2 entry consists of 
seven ?elds over two DZRAM words, with the ?rst 
four ?elds containing information as to the location and 
element values of the two most distinctive portions of 
the reference character in issue with respect the other 
members of its ambiguous set. The second word of the 
D2 entry has a reserved ?fth and sixth ?elds and a sev 
enth ?eld which contains the identifying binary charac 
ter code for the reference character in issue. 
As seen in FIG. 8, which is a more detailed ?ow chart 

of the D2 generation portion of FIG. 7, controls 30 
cause character learner 70 to read ambiguous set stor 
age 66 for a list of the binary codes Cl-I(0-7) of all of the 
members of the ambiguous set of which P, as stored in 
code register 76, is a member. Controls 30 then cause 
character learner 70 to read, from of?ine learning list 
storage 60, the ?ne array representations DGIO-47] for 
every member of the isolated ambiguous set. 

Character learner 70 then starts the procedure by 
which most distinctive cells of each member of the 
ambiguous set are isolated. It examines each character 
individually and generates a measure of relative cell 
distinctiveness for every cell of that character with 
respect to every member of the ambiguous set. It orga 
nizes the cell distinctiveness measures into twelve ma 
trices M0~M|1, one matrix for each of the twelve cells in 
a character. 
A representative matrix MK, K=0,l, . . . 11, is shown 

in FIG. 10. Each element of Mg, called Mg(i,j,) is a 
measure of each cell distinctiveness for cell K in charac 
ter i with respect to character j. Each MK is of size 
NXN, having one column and one row for every mem 
ber of the ambiguous set. Since cell distinctiveness of 
character i with respect to character j is the same as that 
of character j with respect to character i (i.e., 
,MK(i,j)=MK(j,i)) and a character compared to itself has 
zero distinctiveness, each matrix MK is symmetric with 
zeroes in its diagonals. 

In this embodiment, the measure of cell distiveness is 
the number of non-identical elements within corre 
sponding 4-element cells of two characters. In other 
words, MK(i,j) is the summation of an exclusive-0R 
comparison of each of the four bits in corresponding 
cells K of two characters i, j. Using this measure the 
value 0 indicates that the corresponding cells are identi 
cal in i and j and a value of 4 indicates that correspond 
ing cells K are totally dissimilar, having the greatest 
amount of relative cell distinctiveness. 
As an illustration, FIG. 13 shows an ambiguous set 

consisting of D, C, and 0, each of which are repre 
sented by the common coarse array 
CP(0-ll)=(llll0llll000), shown in FIG. Be The 
twelve learning matrices for D, C, and 0 are shown in 
FIG. 13.f. As can be easily seen, each element of the 
matrices Mg-MH for character cells below the de 
scencer line, is zero. Further, all of the elements of M1, 
M2, M3, M4, M7, and M3 are zero because correspond 
ing cells 1, 2, 3, 4, 7, and 8 in D, C, and O are identical. 
To generate M0, character learner 70 examines cell 0 

in each of the reference characters D, C, and 0. Since 
cell 0 in C is identical to cell 0 in O, 
M0(C,D) = M0(O,C) = 0, Further, 








