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[57] ABSTRACT 
A signal substitution system for cable television applies 
substitute television program signals in at least one sub 
stitute channel to the transmission cable along with 
signal substitution control signals. The signal substitu 
tion control signals include a plurality of different ter 
minal command signals and a plurality of different event 
command signals. Each of the terminal command sig 
nals includes a respective panelist address signal for 
identifying a respective panelist receiving station and a 
plurality of event identi?cation signals identifying re 
spective events‘ Each of the event command signals 
includes a respective event address signal correspond 
ing to a respective event and a normal channel identi? 
cation signal for identifying a normal channel into 
which a substitute television program is to be switched. 
A controller at each panelist receiving station responds 
to the signal substitution control signals by selectively 
switching a substitute television program into a normal 
channel. The controller stores event signals corre 
sponding to the event identi?cation signals of the re 
spective terminal command signal. When a received 
event address signal corresponds to a local event ad 
dress signal and the received normal channel identi?ca 
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CABLE TELEVISION WITH MULTI-EVENT 
SIGNAL SUBSTITUTION 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions made 
by reissue. 

This invention relates to cable television with con 
trolled signal substitution and more particularly to cable 
television with means for providing selected individual 
panelists’ households with any of a plurality of substi 
tute messages, especially in connection with market 
research. 

Conventional market research has involved subject 
ing selected groups of consumers to particular promo 
tional material and observing their responses. There 
have, however, been dif?culties peculiar to the expos 
ing of the selected group to particular promotional 
material as well as problems peculiar to measuring their 
responses. A particular problem is that the method of 
exposure of the selected group to the promotional mate 
rial may skew the results; that is, the testing itself may 
in?uence the results independently of the material being 
tested. 
The present invention is directed to a cable television 

system wherein selected substitute programs are selec 
tively directed to selected panelists’ households in lieu 
of normal material in such a manner that the panelists 
cannot know that they are not receiving the normal 
material. The invention ?nds particular applicability in 
connection with scanning of panelist response to deter 
mine ‘the reactions of respective panelists to the mes 
sages they receive. 

In respect to television advertising, one approach to 
market research has been to use cable television with a 
split cable as illustrated by US. Pat. No. 3,366,731, 
issued Jan. 30, 1968 to Edward Wallerstein for Televi 
sion Distribution System Permitting Program Substitu 
tion for Selected Viewers. In such a split cable system 
two cables originating from a single transmitting source 
go out in different directions. One advertisement is 
inserted on one cable and another advertisement on 
another cable. A problem that has developed with this 
is that the split of the cable produces control and test 
groups that are not properly matched for market test 
ing. That is, the two cables are directed to different 
neighborhoods at the whim of the cable television com 
pany, whereas the needs of market research are particu 
lar. It has been known to provide two cables side by 
side, so that both cables serve the same neighborhoods 
and are, therefore, likely provide a better match of 
control groups to test groups. However, even here 
there is a problem that once the cables are laid, the 
cables themselves select the groups; that is the televi 
sion viewers are either on cable A or on cable B and do 
not admit of special selection to meet the needs of a 
particular market test. Further, it is not possible to make 
a test requiring subgroups of individuals on one or the 
other of the two cables. 
Another television market research system is shown 

in US. Pat. No. 3,639,686, issued Feb. 1, 1972 to Harold 
R. Walker and Ira Kamen for Television Receiver Cut 
In Device. In one embodiment of this system an auxil 
iary television signal is broadcast throughout a broad 
cast area with a particular control signal identifying the 
class of viewers that is to be reached by the auxiliary 
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2 
television signal. The television receivers have special 
decoders for switching to the special signal under cer 
tain conditions when the receiver receives a particular 
address signal identifying the respective receivers as in 
the class to which the signals are to be transmitted. This 
system also suffers from the limitation that the classes 
are determined by the programming of the various re 
ceiver decoders and cannot thereafter be selected or 
subdivided at the will of the market research people. 

In accordance with the present invention, the mem 
bers of the control and test groups are individually 
determined for any of a plurality of program substitu 
tions, called “events"; that is, a targetable television 
system is provided wherein panelists can be selected 
individually to receive any of a plurality of particular 
television messages. The term "panelists” is used herein 
to identify members of the class of television viewers 
having the specially adapted control units at their re 
ceiving stations to permit selection of particular respec 
tive receivers for receiving substitute messages in lieu of 
normal television messages. However, not every televi 
sion set coupled to the system need be able to receive 
the special messages. That is, not all of the television 
system need be targetable. It is only necessary to have 
representative participants for panelist response scan 
ning sufficient to provide resulting data that yield statis 
tically signi?cant results. In general the panelists will be 
selected in accordance with appropriate market re 
search practice. Further, the term “panelist” is used to 
represent the collection ‘of individuals residing in a par 
ticular household. 
The term “normal" is used herein to signify the mes 

sages, signals or programs provided by the operation of 
the television system in the absence of the substitution 
provided by the present invention. It thus may encom 
pass all messages, signals or programs as may be pro 
vided in the normal course of television programming, 
including special messages, signals or programs trans 
mitted and received over the usual channels to which 
the receivers are ordinarily tunable. The term "pro 
gram” encompasses commercials and other special mes 
sages. 
The targetable television system utilized in the pres 

ent invention comprises a cable television system hav 
ing a head end or central station and a plurality of panel 
ist receiving stations. At the head end station is a trans 
rnitter for transmitting normal television program sig 
nals in normal television transmission channels over a 
transmission able to the panelist receiving stations. At 
each of the panelist receiving stations there is a televi 
sion set and a panelist channel selector by which a 
viewer may select a regular channel for the viewing of 
a normal television program. There is also a cable tele 
vision frequency converter for receiving television pro 
gram signals from the transmission cable and, in re 
sponse to a channel control signal as supplied by the 
channel selector, selectively converting the received 
signals in the selected channel to converted television 
signals suitable for operating the television set. 
The present invention comprises a signal substitution 

system for inserting any of a number of substitute pro 
grams in the programs being received by selected panel 
ists. The substitute programs may be special advertising 
messages sent as part of a market research study. In 
accordance with the present invention, the head end 
station also includes means for applying substitute tele 
vision program signals in at least one substitute channel 
to the transmission cable and for applying substitution 



Re. 33,808 
3 

control signals to the transmission cable. Such substitu 
tion control signals include a plurality of different ter 
minal command signals and a plurality of different event 
command signals. Each of the terminal command sig 
nals includes a respective panelist address signal for 
identifying a respective receiving station and a plurality 
of event identi?cation signals identifying respective 
ones of a plurality of events. Each of the event com 
mand signals includes a respective event address signal 
corresponding to a respective event and a normal chan 
nel identi?cation signal for identifying a normal channel 
into which a substitute program is to be switched. 
At each panelist receiving station there are control 

means responsive to the signal substitution signals for 
selectively switching a substitute television program 
into a normal channel being viewed. The control means 
includes a generator of a local panelist address signal 
corresponding to the respective panelist receiving sta 
tion, a generator of a plurality of local event address 
signals with each of said local event address signals 
corresponding to a local event address signal at each of 
the other panelist receiving stations, and a substitute 
channel selector for producing substitute channel selec 
tor control signals corresponding to at least one substi 
tute transmission channel over which the substitute 
television program signals are sent. A ?rst comparator 
compares each of the received panelist address signals 
with the respective local panelist address signal and 
produces a ?rst match signal when the compared sig 
nals match. In response to a ?rst match signal, a storage 
device stores event signals corresponding to the event 
identi?cation signals of the respective terminal com 
mand signal. A second comparator compares a received 
event address signal with each of the local event address 
signals and produces a second match signal when they 
match. A third comparator responsive to the second 
match signal compares the received normal channel 
identi?cation signal with the channel select signal se 
lected by the viewer and produces a third match signal 
when the compared signals match. A switching circuit 
responds to the stored event signals and the third match 
signal to effect the switching of a substitute channel 
selector control signal to the cable television frequency 
converter in lieu of the channel control signals selected 
by the viewer for a period determined by the signal 
substitution control signals. The selected panelist televi 
sion receiver thereupon receives the program for the 
particular event in the corresponding substitute channel 
in lieu of the program of the channel selected by the 
viewer. Thus, the operators of the system can control 
the television messages being received by the panelists 
and further can target speci?c panelists for receipt of 
particular messages of a plurality of messages. Those 
panelists having local panelist address signals that do 
not match any of the panelist address signals sent by the 
transmitter for particular events do not see the particu 
lar substitute programs. The system operates in such 
way that the viewer cannot tell whether he is receiving 
the normal program or a substitute program. 
The ability to select any of a number of events for 

respective test groups provides great flexibility to the 
market testing. It permits the scheduling of a plurality 
of tests with different test groups for a given commer 
cial break. It permits tests to be given at the same time 
during overlapping commercial breaks on different 
channels. It permits testing with a plurality of test 
groups at the same time. 
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By obtaining data regarding each of the panelists, the 

panelists can be selected more effectively. in general, 
detailed demographic data will be accumulated from 
each of the panelists, who will have volunteered. For 
each marketing test the panelists may be selected in 
such manner as to provide the best statistical informa 
tion for the market research being conducted and [pro 
vided] provide an adequate control group comparable 
to the test group being exposed to the substitute mes‘ 
sages. The control and test groups may be selected in 
whatever manner is believed by the market research 
people to match the relevant criteria. For example, if 
tests are to be run on dog food, there should be groups 
balanced on number of dogs. If tests are to be run on 
cake mixes, there should be groups balanced on cake 
usage and share trends. The test groups can be selected 
by ?rst looking at the behavior history of the respective 
households. The data can include brand purchase data, 
they can include heaviness of product use, or they can 
include propensity to buy on special promotions or 
deals. Custom groups can be picked household by 
household out of a set of cooperating households (pan 
elists). Any subgroups can be sent one set of advertising 
messages while the test get a normal message. All of this 
substitution is in a manner invisible to the viewers on 
the same channel at exactly the same point in time. The 
groups can then be changed almost instantly to do tests 
for some other products. 

In summary, the head end station transmits a signal 
which contains the household by household addresses 
for the test group for each test underway. The transmit 
ter sends a test commercial down an unused cable fre 
quency (such as a mid-band frequency, unviewable 
except upon command from the head end station) in 
parallel with the normal television commercials. Each 
panelist receiving station is then interrogated to deter 
mine whether or not the respective individual television 
receiver is to be turned to the test commercial. If so, for 
the duration of the commercial period the test adver 
tisement is electronically switched to the channel being 
viewed on that receiver. 
An additional feature of the preferred form of the 

invention is to provide a responder-modem at each 
panelist receiving station which sends back an elec 
tronic record of when the respective television set is on 
and to what channel it is tuned. This enables the infor 
mation to be returned to the head end station as to when 
particular substitute messages are actually being re 
ceived rather than merely transmitted, and, indeed, 
when regular messages are being received. 
As stated above, this invention finds particular appli 

cability in connection with panelist response scanning 
for determining the responses of respective panelists to 
the messages they receive. The invention is particularly 
useful in systems where responses are obtained without 
any conscious active responses by the panelists. One 
such system involves the use of product scanners where 
all the panelists need do is to identify themselves by 
producing identi?cation cards at the time of purchase of 
products. Otherwise they not entirely in accordance 
with their usual practices. More particularly, for gro 
cery products at least, universal product coding (U PC) 
has become common. In accordance with one use of the 
present invention, each panelist is provided with a pan 
elist identi?cation card having a scannable address iden 
ti?cation thereon corresponding to the address of his 
receiving station. The identi?cation card is presented to 
the cooperating retail stores where he shops, where the 
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card is scanned by a UPC product scanner along with 
the scanning of purchased products. The work load of 
the panelist is reduced merely to presenting his identifi 
cation card. Data capture is electronic and automatic, 
both for the product and for the panelist identi?cation. 
The panelist never needs to record anything. All data 
are recorded by the UPC scanner. The information 
obtained by the scanner is transmitted to a central pro 
cessing unit for association and correlation of the data 
with the advertisements sent out to the respective panel 
ists. That is, the signals transmitted to the respective 
panelists are identified as the signals sent out by the 
cable television head end, and the responses of the re 
spective panelists are noted by the scanning units and 
transmitted back to a central processing unit for associa 
tion and correlation. 
Another aspect of the invention is in targeted adver~ 

tising. The signal substitution system permits advertis 
ing messages to be sent selectively to those for which it 
is most likely to be effective. From the panelist pro?les, 
it can be determined what sort of products respective 
panelists might be susceptible to. Then the advertising 
spots, which are limited in number, can be used conser 
vatively by sending out different advertising messages 
in a particular time slot, with the respective messages 
going to where they will be most effective. For exam 
ple, if a realtor wishes to advertise a number of proper 
ties, he could cause the messages to correlate with the 
apparent wealth of the panelists, transmitting messages 
relating to expensive properties to the wealthier panel 
ists and messages relating to the less expensive proper 
ties to the less wealthy. Product advertisement could 
well be differentiated on the basis of age or occupation. 
By making all of the panelists reachable on an individual 
basis, the present invention will accommodate any or all 
of such product differentiation. 
Another aspect of the invention is in sending special 

warning messages. 
It is, therefore, a primary object of the present inven 

tion to provide a targetable cable television system with 
controlled signal substitution whereby selected panel 
ists may be individually targeted to receive any of a 
number of substitute messages. 
Other objects and advantages of the present invention 

will become apparent from the following detailed de 
scription, particularly when taken in conjunction with 
the accompanying drawings, in which: 
FIG. 1 is a diagrammatic illustration of a panelist 

response scanning system utilizing the present inven 
tion; 
FIG. 2 is a diagrammatic illustration of a cable televi 

sion head end station according to the present invention 
as used in the panelist response scanning system shown 
in FIG. 1; 
FIG. 3 is a diagrammatic illustration of one of the 

panelist receiving stations according to the present in 
vention as used in the panelist response scanning system 
shown in FIG. 1; 
FIG. 4 is a diagrammatic illustration of the receiver 

controller of the panelist receiving station shown in 
FIG. 3; 
FIG. 5 is a diagrammatic illustration of the terminal 

module of the receiver controller shown in FIG. 4; 
FIG. 6 is a diagrammatic illustration of one of the 

event modules of the receiver controller shown in FIG. 
4; and 
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6 
FIG. 7 is a diagrammatic illustration of the scanners 

and central processor of the panelist response scanning 
system shown in FIG. 1. 
As shown in FIG. 1, the panelist response scanning 

system utilizing the present invention involves the com» 
bination of a targetable cable television system accord 
ing to the present invention with a plurality of scanning 
units located at respective retail stores. The targetable 
cable television used in the preferred embodiment of the 
invention as shown in FIG. 1 is a cable television system 
made up of a cable television head end station 10 and a 
plurality of panelist receiving stations 12 joined by a 
transmission cable 14. There are but three paneliststa 
tions 12 illustrated in FIG. 1; however, it is to be under 
stood that there may be any convenient number for the 
market research to be conducted. For example, 3,500 
has been found to be an acceptable number, and this will 
be the number of panelist stations taken for the sake of 
example in the following description. Scanners 16 are 
disposed in respective stores. Scanners for three stores 
are shown in FIG. 1. However, this, too, is merely for 
the sake of illustration. In general, there will be as many 
stores with such scanners as there are retail outlets of a 
particular kind in a particular area. It is desirable that 
the area near the panelist receiving stations 12 be blan 
keted with participating stores in order to assure statisti 
cal accuracy for the market testing. On [the one side 
[of] the scanners 16 and the cable television system are 
coupled by a central processor 18, and on the other side 
they are coupled by respective panelist identi?cation 
cards 20, the panelist identification cards 20 correspond 
ing to respective panelist receiving stations 12. 

In general, the panelist response scanning system is 
controlled from the central processor 18. A market 
researcher provides the central processor with suitable 
demographic information concerning the panelists. 
When market research tests are to be performed on a 
particular product, suitable advertising messages are 
prepared and furnished to the cable television head end 
station 10. The market researcher determines when 
these particular messages are to be sent and the channels 
suitable for substitution of the messages. This, of course, 
will be arranged with the sponsors who will have ac 
quired the advertising spots in which the messages are 
to be substituted. The market researcher will indicate to 
the central processor 18 the bases for the selections of 
the test groups for the respective tests. As stated above, 
there may, for example, be 3,500 panelists for which 
demographic information is available. The panelists will 
be volunteers who have agreed to supply information 
concerning themselves, to have the special panelist 
receiving stations installed in their homes, and to pres 
ent their identification cards when shopping. From the 
information stored therein, including information pro 
vided from panelist interviews and sales information 
acquired from prior operation of the panelist scanning 
system, the central processor 18 will then determine a 
test group from the panelists, balancing the test group 
with a matched control group that will receive the 
normal messages. The central processor 18 will then 
forward panelist address targeting instructions for each 
test to the cable television head end station 10. These 
instructions will include the tests to be run and the test 
groups of panelists to be sent substitute programs for the 
respective tests. 
The cable television head end station 10 will receive 

signals from distant television stations. It will modify 
the received television signals for application to the 
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cable 14 and will apply normal television signals to the 
cable 14. There may, for example, be 12 channels for 
normal television. For the sake of the tuning of the 
panelist receiving stations, these may correspond to 
VHF channels 2 to 13. These do not necessarily corre 
spond numerically to the channels of the distant sta 
tions. Further, some of the cable channels may contain 
the same television program signals, as, for example, 
when two of the distant stations are on the same televi 
sion network. 
At an appropriate time prior to the time that the test 

commercial is to be transmitted, the head end station 10 
will transmit signal substitution control signals to all of 
the receiving stations on the cable, including all of the 
panelist receiving stations 12. At an appropriate time, 
the head end station 10 sends out one or more substitute 
program signals, and signals indicating the channel into 
which a signal is to be substituted and the initiation and 
termination of the substitution. 
Each of the respective panelist receiving stations 12 

will respond to its own address signal and the other 
control signals by switching substitute program signals 
into a particular channel as and when directed. When 
directed, the respective panelist receiving stations 12 
will transmit back to the cable television head end sta 
tion 10 return data signals indicating the status of the 
respective sets. 
Each of the panelists has his own panelist identifica 

tion card 20 corresponding to his panelist receiving 
station 12. In making purchases at the stores in the area, 
he presents his card 20 at the checkout counters. Each 
checkout counter has a scanning unit for scanning uni 
versal product codes on various products. The respec 
tive identi?cation cards 20 are preferably similarly 
marked with such a code in order that they may be read 
by the scanning units along with the purchased prod 
ucts. The information from the scanning units is then 
transmitted to the central processor 18 for association 
and correlation with the advertising messages being 
tested. The readout on set status is retransmitted by the 
cable television head end station 10 to the central pro 
cessor 18 in order that the information at the central 
processor may include not merely what has been trans 
mitted by the head end station 10 but what has actually 
been appearing on the respective television receivers at 
the panelist receiving stations 12. The central processor 
18 may also provide control information to the respec 
tive scanners 16 as, for example, in the matter of pricing. 
Turning now to the system of the present invention in 

greater detail, a preferred embodiment of the cable 
television head end station 10 is illustrated in FIG. 2. 
Three normal channels are illustrated in FIG. 2; how 
ever, it is to be understood that there may be as many 
channels as desirable for the cable television system, for 
example, 12. The signals from respective television 
stations are demodulated to a base band frequency by 
respective demodulators 24. The respective signals are 
then remodulated by modulators 26 to frequencies ap 
propriate for the respective cable television channels. 
At the same time, substitute program signals are devel 
oped by video tape recorders 28, two being shown as an 
example. Other devices may be used for producing such 
programs. Switches 30 couple the video tape recorders 
to respective modulators 32 for modulating the respec 
tive substitute program signals to appropriate frequen 
cies for transmission on the cable 14. Preferably these 
substitute channels are at frequencies in the television 
mid-band. that is, between the frequencies of broadcast 
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channels 6 and 7. Normally the switches 30 will be 
turned to connect the respective tape recorders 28 to 
the modulators 32. However, these switches may also 
be turned to connect the demodulated signals from 
respective distant stations to the modulators 32, for 
reasons which will be explained below. 
The signal substitution control signals are developed 

by a head end controller 34 for application to the cable 
14. The controller may be best understood by a descrip 
tion of the control system and what is to be achieved. 
An important end to be achieved is essentially instanta 
neous switching of a substitute program into a normal 
program unobtrusively. To make such switching unob 
trusive, it is performed during the vertical interval of 
raster scanning of the receiving television sets. Further 
the switching is to be performed simultaneously at each 
of a large number of individual panelist receiving sta 
tions 12. In addition, this system is to provide efficient 
collection, association and correlation of viewership 
data via a polled return transmission channel. 
The speci?c functions to be implemented by this 

system are as follows: 
(1) Each of the panelists (3,500 in this example) are to 
be included or excluded from a speci?c commer 
cial substitution. 

(2) Each of the television channels (12 in this exam-' 
ple) are to be included or excluded from the spe 
ci?c commercial substitution. 

(3) The substitution must be undetectable to a se 
lected panelist viewing a channel selected for sub 
stitution. 

(4) A plurality of independent commercial substitu 
tions occurring simultaneously are to be handled, 
in addition, each of these substitutions can have 
contiguous, independent substitutions preceding or 
following them. 

Several problems arise from these system objectives. 
First is the desire for the capacity to utilize a single 
substitute commercial transmission and control facility 
for back to back independent commercial substitutions. 
Assuming i second turn around time were acceptable, 
control messages would have to be sent at a minimum 
rate of 14,000 commands per second or an information 
rate of 168,000 baud (for 3,500 panelists and 12 chan 
nels). Such a rate is sufficiently high as to incur a notice 
able cost, and is therefore undesirable. 
An even more severe transmission rate requirement 

arises from the object of undetectable commercial sub 
stitution. In order to switch video programs invisibly, 
the substitution must be made during the vertical blank 
ing intervals between the visible picture fields. This 
amounts to a time period of approximately 1 millisecond 
for standard NTSC (National Television Standards 
Committee) video format. If one attempted to send 
individual control messages to each of the panelists 
during such a short interval, the control messages 
would have to be sent at a minimum rate of 3.5 million 
commands per second or an information rate of over 42 
million baud. This transmission rate would require an 
unacceptably expensive control channel bandwidth. 

Both of these problems are surmounted in the present 
system by a transformation of the problem from that 
stated above in order to take advantage of certain statis 
tics of commercial substitution market research. This 
solution to the problem is based on the following two 
statistics of commercial substitution market research: 

(1) Television commercials are grouped into com 
mercial breaks of under a dozen commercials per 
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break per network. There is suf?cient time be 
tween breaks to transmit reliably any reasonable 
quantity of setup data to all terminals. Addition 
ally, commercial time is one of the most expensive 
resources of the market researcher. The percentage 
of total commercial time purchased per market is 
sufficiently small to make the probability of more 
than 6 substitutions per commercial break over all 
networks vanishingly small. 

(2) For each commercial purchased there are only a 
few independent variables related to the commer 
cial substitution system, such as the commercial 
being overlayed, the substitute commercials, time 
of day, and frequency. The degrees of freedom are 
relatively limited, so only a few independent tests 
can simultaneously use the same commercial substi 
tution. Under these circumstances the set of all 
possible permutations of simultaneous tests is of the 
same order to magnitude as the set of all tests. 
Normally a single test uses a single test group. 

Before each series of tests, the central processor iden 
titles the test group to be used in each commercial sub 
stitution. Each member of each test group is identi?ed 
by an address assigned to his terminal equipment. 
Hence, for each given event, a list of the members of the 
respective test group is all that is need to determine 
which panelist terminals are to respond to the respec 
tive substitution. These lists are transmitted to the re 
spective head end stations 10 well in advance of their 
use, such as a week or so in advance, and are stored in 
a terminal matrix storage device 36. The substitute com 
mercials are also sent to the head end stations 10 for 
play back over the video tape recorders 28. 

Before each commercial break, an operator at the 
head end station 10 utilizes an operator terminal 38 to 
enter into the head end controller 34 a series of event 
de?nitions for the upcoming break. An event is defined 
for each commercial substitution to be made during the 
upcoming break. If two simultaneous substitutions are 
to be made, an event is de?ned for each one. Each event 
de?nition includes the following information: a list of 
the normal television channels on which the commer 
cial is to appear, the substitute channel used for trans 
mitting the substitute commercial, and the list of panel 
ist receiving stations 12 to respond to this substitution. 
As noted earlier, the list of events associated with any 
given commercial break is short enough for timely 
entry by the operator between breaks. 

In accordance with the illustrated embodiment of the 
invention, the transmission of this control information is 
broken into two sets of transmissions to the panelist 
receiving stations 12. The ?rst set consists of a series of 
terminal commands, individually addressed to each 
panelist station. This information can be transmitted at 
any time before the beginning of the commercial break. 
The second consists of event commands transmitted to 
all panelist stations simultaneously. These transmissions 
contain all time dependent control data. 

In setting up for a station break, the operator transfers 
from the terminal matrix storage device 36 to the head 
end controller 34 the [adddresses] addresses of the 
panelist receiving stations 12 for each of the test groups 
for each of a number of events. In the preferred embodi 
ment, 16 events are possible, although event 0 is ordi 
narily reserved for equipment testing. The data may be 
stored in the form of a matrix of panelist addresses by 
events. That is, for each panelist there will be a determi 
nation of for which of the upcoming events that panelist 

20 

25 

45 

50 

55 

65 

10 
is to be a part of the test groups. This information is 
transmitted by the head end controller 34 by way of a 
command transmitter 40 and the cable 14 in binary form 
by transmitting each panelist address and after each 
such address a single binary bit for each event, i.e., yes 
or no, true or not true. These are the terminal com 
mands. Such control signals also include suitable syn 
chronizing and validating bits. One bit may be a com 
mand to return a set status signal. As the terminal com 
mands are sent in series with a terminal command for 
each panelist receiving station, these terminal com 
mands take a time for transmission very long relative to 
a raster scan, but very short relative to the time between 
commercial breaks. They can thus be sent between 
commercial breaks without initiating an event at the 
panelist receiving stations 12. 
Event commands need only identify into which nor 

mal channels a substitute program is to appear and on 
which substitute channel the substitute program is 
transmitted. In the system illustrated, each event com 
mand also includes an event address signal. These event 
commands will be set up by the head end operator in the 
controller 34. These, too, may be in a matrix formed of 
events by channel. That is, for each event there will be 
a determination of which substitute channel is to be 
switched in and into which normal channels it is to be 
switched. There is a capability of switching into multi 
ple channels for a single event in order to meet the 
condition where the same normal programs are being 
carried on more than one channel, as in the case of two 
different channels carrying the same network. To initi 
ate an event, the operator causes the controller 34 to 
transmit by the command transmitter 40 an event com 
mand comprising an event address signal followed by a 
single binary bit fore each channel, i.e., yes or no, true 
or not true. To terminate an event, the operator causes 
the transmitter 40 to transmit an event command in the 
form of an event address with no true channel bits. 
Again, such control signals also include suitable syn 
chronizing and validating bits. The event commands are 
necessarily very short, orders of magnitude shorter than 
the succession of terminal commands, and, hence, can 
be transmitted almost instantaneously during a vertical 
interval. 

In coordination with the initiation of an event, the 
head end operator starts the respective video recorder 
playing the substitute message. This need not be simul 
taneously therewith, however. That is, the respective 
switch 30 may be turned to connect the substitute chan 
nel to the normal channel so that for a particular event 
the normal signals are sent over the substitute channel 
as well as over the normal channel. The substitute chan 
nel can then be switched in shortly before the commer 
cial break so all the operator has to do is switch in the 
respective video tape recorder 28. This reduces the 
number of things the operator has to do at once. Some 
of these operations by the operator may be performed 
automatically; however, typically the timing of com 
mercials is inexact and is performed manually. 
Thus, the head end controller 34 initiates the com 

mand process by transmission of the terminal com 
mands column by column to each panelist station 12, 
each terminal command comprising a terminal address 
corresponding to the column number being transmitted, 
and an event mask vector e bits long, e being the num 
ber of possible events, l6 in this example. As will be 
described in greater detail below, each panelist receiv 
ing station 12 has a preassigned terminal address which 
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it compares with the address ?eld of the terminal com 
mands. li' a command address matches the preassigned 
address, the corresponding event mask vector is stored 
in an event mask register. Typically, suf?cient time 
exists after the manual event de?nition to transmit an 
entire 3500 column matrix many times before the actual 
commercial break begins. This insures reliable reception 
of the data by all panelist receiving station equipment. 
The remaining command information is transmitted 

during the commercial break in the form of event com 
mands. The event commands transmit the event matrix 
along with substitution start and stop timing and substi. 
tute channel assignments, and identi?cation of the chan 
nels in to which substitutions are to be made. Each 
event command transmission consists of an event ad 
dress corresponding to the column number being trans 
mitted, and a channel mask vector c bits long, 0 being 
the number of normal channels, 12 in this example. All 
panelist receiving stations 12 contain e substantially 
identical event command modules, respective ones of 
which respond in unison to every event command. In 
addition to the channel mask vector, a substitute chan 
nel assignment is transmitted with each event transmis 
sion. Substitution is initiated by the transmission of a 
non-zero channel mask, and terminated by the transmis 
sion of a zero mask. Since a non-zero mask is the ?nal 
link necessary to initiate substitution in the illustrated 
system, vertical interval video substitution can be 
achieved by synchronizing this transmission with the 
video signal. Redundancy can be introduced by repeat 
ing this transmission during the vertical interval of sev 
eral successive video ?elds. 
A by-product of the two step control process de 

scribed above is the ability to handle polled return data. 
A valuable extension to a targetable commercial mar 
keting research system is the ability to collect viewing 
statistics of each panelist and to determine if commer 
cials targeted to speci?c panelists have actually been 
viewed. Return data collection can be efficiently added 
to the terminal command phase of the above control 
procedure. During this phase, the terminal command 
matrix is transmitted column by column to the panelist 
receiving stations 12 in the form of event mask vectors 
individually addressed to each station. These com 
mands can be extended one bit to include an optional 
return transmission request. Upon request, each panelist 
receiving station 12 returns the channel number of the 
currently viewed station or zero if the television is off. 
These data can then be received by a return data re 
ceiver 42 at the head end of controller 34 and passed on 
to the central processor 18 as desired for association and 
correlation with purchasing data received from the 
scanners 16. 

All operations of the head end controller 34 may be 
recorded on an operation log printer 43. 

In FIG. 3 is illustrated one of the panelist receiving 
stations 12 of the present invention as used in the panel 
ist response scanning system illustrated in FIG. 1. All 
panelist receiving stations 12 are substantially identical 
except that each will have its own preassigned panelist 
address means and the respective television receivers 
are at the choice of the respective panelists. As shown in 
FIG. 3, the panelist stations 12 include a conventional 
cable television frequency converter 44 which receives 
both the normal and substitute program signals from the 
cable 14 and operates to convert the signal frequency of 
a selected channel to convert the signal from that chan 
nel to a base frequency to which a television receiver 46 
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is tuned. A panelist channel selector 48 is used for tun 
ing the cable television frequency converter 44 to the 
desired normal channel in order to receive the program 
on the selected channel at the television receiver 46. 
The panelist channel selector 48 may be a hand-held 
channel selector which would conventionally be con 
nected directly to the converter 44. However, in accor 
dance with the present invention a receiver controller 
50 is interposed between the panelist channel selector 48 
and the frequency converter 44 in order to permit the 
controlled substitution of program signals. A radio fre 
quency data link receiver 52 is coupled to the cable 14 
for receiving and demodulating the signal substitution 
control signals sent from the head end station. It con 
verts the received signals into digital address and con 
trol data signals for application to the receiver control 
ler 50. Similarly a return data transmitter 53 modulates 
return data for transmission from the receiver controller 
50 to the head end station 10. 
The receiver controller 50 is shown in greater detail 

in FIG. 4. As there shown, the address and control data 
signals are applied to a command receiver data register 
54 which operates upon each command to produce a 
control address signal and a control data signal, each in 
binary form with the address and data bits in parallel. 
Each separate command is identi?ed as a separate com 
mand by synchronizing and validity bits in a conven 
tional manner in order identify and isolate each com 
mand. Upon determining the validity of a command, the 
command receiver data register 54 produces a strobe 
signal. Thus the command receiver data register 54 puts 
out digital address signals with a strobe signal succes 
sively for each of the command signals as they are re 
ceived from the cable 14. The signals corresponding to 
each command are simultaneously applied from the 
command receiver data register 54 to a terminal module 
56 and a plurality of event modules 58. In the illustrated 
embodiment there are 16 event modules 58 numbered 
from 0 to 15, of which only the event 0 module and the 
event 15 module are shown in full line. 
The terminal module 56 is shown in greater detail in 

FIG. 5. As there shown, the control addresses from the 
command receiver data register 54 are applied to a 
comparator 60 for comparison with a local panelist 
address signal from a preassigned terminal address 
means 62. This local panelist address signal corresponds 
to and uniquely identi?es a particular panelist receiving 
station 12. Upon receipt of a strobe signal from the 
command receiver data register 54, the comparator 60 
compares the then current command address with the 
local panelist address signal and provides an output 
signal on a line 64 when the addresses match. As each of 
the command address signals uniquely identi?es a par 
ticular terminal or a particular event, the comparator 
will produce an output signal on the line 64 only when 
the source of command signal includes the address of 
the respective panelist station 12 as contained in the 
preassigned terminal address means 62. The appropriate 
bits of the control data are applied to an event mask 
register 66 and a return data request register 68. The 
comparator output signal on the line 64 is applied as a 
load signal to the event mask register 66 and the return 
data request register 68 to load the respective registers 
with the respective control data designated for the ad 
dressed panelist station 12. 

In summary, the binary data contained in a terminal 
command are entered into the command receiver data 
register 54 as received. The address component is ap 
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plied to the comparator by operation of the strobe sig 
nal indicating valid data. The control data bits indicat 
ing events and the bit indicating the desired for return 
data are applied in parallel to the event mask register 66 
and return data request register 68, respectively, for 
entry only when these control data are contained in the 
terminal command directed to the particular addressed 
panelist station. Any other terminal command or any 
event command is ignored by the terminal module 56, 
and none of the corresponding control data for such 
commands are entered in the registers 66 and 68. 

In FIG. 6 is illustrated one of the event modules 58. 
All of the event modules 58 for a given receiver con 
troller 50 are substantially identical except for their 
respective preassigned event address means 70. Corre 
sponding event modules 58 of all panelist stations 12 are 
substantially identical in order that corresponding 
events may be addressed to all panelists simultaneously. 
All of the control address signals from the command 
receiver data register 54 are applied in parallel to a 
comparator 72 for comparison with an assigned event 
address signal from the preassigned event address 
means 70. The strobe signal is applied to the comparator 
72 in the same manner as the strobe signal is applied to 
the terminal module 56. Similar control data are applied 
in parallel to a channel mask register 74 and a substitute 
channel register 76. 
The comparator 72 acts in the same manner as the 

comparator 60 to determine whether or not the control 
address matches the assigned event address. As each 
assigned address signal is different for each event and is 
different from any terminal address, the comparator 72 
uniquely identi?es command signals commanding a 
particular event. As in the terminal module 56, the com 
parator 72 provides an output signal on a line 78>for 
loading the control data contained in the corresponding 
event command into the respective registers 74 and 76. 
Thus the channel mask register 74 will, when com 
manded by the event command signals, indicate the 
channels into which substitute program signals are to be 
introduced in the particular event. Similarly, the substi 
tute channel register 76 will be made to contain identi? 
cation of the substitute channel from which the substitu 
tion is to be made. 
A multiplexer 80 receives a panelist channel select 

signal from the normal channel selector 48 to indicate 
the normal channel selected by the viewer for viewing. 
The multiplexer 80 compares the panelist channel select 
signal with the channel mask signal from the channel 
mask register 74. The channel mask signal may be in the 
form of binary signals in parallel applied to the input 
terminals of respective two input terminal AND gates. 
The digital signal may be in the form of the output of a 
mechanical selector switch of the panelist channel se 
lector 48. The panelist channel select signal may be 
applied to the second terminal of a respective AND 
gate, so that when the panelist channel select signal 
matches an output from the channel mask register 74, an 
output signal appears on a line 82, as by use of a wired 
OR gate, for application to a substitute enable AND 
gate 84. The other input terminal of the substitute en 
able AND gate 84 is connected to the event mask regis 
ter 66, which indicates whether or not a particular event 
is scheduled for the respective panelist receiving station 
12. When both inputs are in the enabling condition, the 
AND gate 84 directs a substitute enable signal to a data 
path switch 86. 
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Channel select signals both from the substitute chan 

nel register 76 and from the panelist channel selector 48 
are applied to the data path switch 86 of the event 0 
module, which, as commanded, passes one or the other 
as a channel control signal. Each of the subsequent 
event modules 58 receives the channel control signal 
from a prior event module 58 instead of the panelist 
channel select signal. Thus the panelist channel select 
signal is applied to the event 0 module ?rst and, as 
commanded, is thereafter passed as a channel control 
signal in series through the respective data path 
switches 86 to succeeding modules unless a substitute 
channel select signal is switched in. Under the control 
of the substitute enable signal from the substitute enable 
gate 84, each data path switch 86 determines a whether 
the prior channel select signal is to be passed directly 
through the data path switch or the substitute channel 
signal is to be substituted. Whichever signal is selected 
by the data path switch 86, that signal passes on to the 
next event module 58 until, after the event 15 module, 
the last selected channel select signal is applied to the 
cable television frequency converter 44 (FIG. 3). It may 
be noted that the purpose of having the data path 
switches 86 connected in series is to avoid the anoma 
lous condition that would otherwise arise if by mistake 
a particular panelist station 12 were selected for two 
simultaneous events. With the series connection of the 
data path switches 86, the last event module in line that 
effects switching in of a substitute channel will control. 
Of course, if [not] no "substitute enable gate 84 is en 
abled, the panelist channel select signal passes through 
all of the event modules 58 from the normal channel 
selector 48 to the frequency converter 44. 
The panelist channel select signals, the substitute 

channel select signals and the resulting channel control 
signals are preferably digital signals with parallel bits, as 
the signals applied to the multiplexer 80. Alternatively 
they may be series digital signals or analog signals as 
needed for compatability with the particular cable tele 
vision frequency converter 44. 
To summarize the operation of‘ the panelist stations 

12, the terminal command signals are selectively acted 
upon by the respective address terminal modules 56 to 
preset each event mask register 16 to the upcoming 
events to which the respective panelist receiving station 
12 is to respond. These signals are transmitted in ad 
vance of the events, when there is plenty of time. At the 
time of each event, an event command is accepted by a 
respective event module 58, and if the panelist channel 
selector 48 of the respective panelist receiving station 
12 is tuned to a channel designated for that event, an 
output signal is developed on the line 82. If at the same 
time the respective terminal is scheduled for the event 
as indicated by the event enable signal from the event 
mask register 66, the substitute enable gate 84 causes the 
data path switch 86 to effect the signal substitution. The 
signal substitution will end with another event com 
mand addressed to the same particular event module 
and containing a control data signal to the channel mask 
signal register 74 designating no channels. This removes 
the enabling signal from the line 82 and hence returns 
the data path switch 86 to its normally closed condition 
in which the channel select signal from a prior event 
passes right on through. 

In the return data operation, when the control data 
applied to the return data request register 68 indicate 
that return data is to be provided, the return data re 
quest register 68 applies a load signal to a return data 
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register 88 to which the panelist channel select signal is 
applied from the normal channel selector 48 in the digi 
tal form as applied to the multiplexer 80. The preas 
signed terminal address means 62 is also coupled to the 
return data register 88. Upon the occurrence of the load 
signal from the return data register 68, the preassigned 
terminal address and the panelist channel select signal 
are loaded into the return data register 88. The return 
data register 88 is coupled to a return data module 90 
(FIG. 4), whereby, upon application of a transmit en 
able signal from the return data request register 68 to 
the return data module 90, return data are applied to the 
cable 14. Thus, whenever the terminal command signal 
addressed to a particular panelist receiving station 12 
indicates a request for return data, the return data mod 
ule 90 will transmit the return data immediately follow 
ing the respective terminal command. The return data 
are then transmitted to the head end controller 34 (FIG. 
2), whence they may be transmitted immediately or 
from time to time to the central processor 18. 

Panelist response to particular test programs may be 
determined by the scanners 16 as shown in greater detail 
in FIG. 7. Each panelist has a panelist identi?cation 
card 20 corresponding to his panelist station 12. When 
ever he goes to a participating store, he presents his 
identi?cation card at a checkout counter in making his 
purchases of products. As shown in FIG. 7, each check 
out counter has a UPC scanning unit 92. The checker 
causes the UPC scanning unit to scan the respective 
products in a conventional manner. The checker also 
scans the panelist identi?cation card 20. Alternatively, 
the checker may enter the panelist identi?cation address 
by a key-in process. The scanner 16 in each store will 
have as many UPC scanning units 92 as checkout count 
ers. It will also have a single scanner processor 94 for 
processing the data from all scanning units 92 in that 
store. This may be a conventional scanner processor. 
For the present invention, the scanner processor 94 is 
connected to a modem 96 coupled to a communications 
controller 98 in the central processor 18. The communi 
cations controller 98 periodically acts to interrogate the 
scanner processor 94 by way of a modem 100 and an 
autodialer 102. Periodically, such as in the middle of the 
night, the communications controller 98 commands the 
autodialer 102 to interrogate all of the scanners 16 one 
after the other to cause the respective scanner proces 
sors 94 to transmit back to the communications control 
ler 98 all of the product and panelist information ac 
quired during the day. These return signals will include 
panelist, product and store data, whereby for each pur 
chase the product, store and panelist can be identified at 
the communications controller 98. Other information 
transmitted preferably includes the price of each prod 
uct, the total purchases by each panelist at a particular 
time, and the time of each purchase. 
The communications controller 98 may also operate 

through the modem 100 and autodialer 102 to exercise 
certain controls over the scanners 16. For example, the 
price to be charged for particular products for the sake 
of a particular market test may be entered. Of course, 
the retailer must be informed of the prices being 
charged. The central processor 18 may, if desired, act as 
the so-called host for a particular store, providing all 
control and information for a particular scanner proces 
sor 94. 
The communications controller 98 is coupled to a 

central processing unit 104 for both transmitting infor 
mation and receiving commands. The central process 
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ing unit 104 may operate to perform a number of steps, 
such as cleaning data and integrating incoming data 
with past UPC data and demographic information. It 
may accommodate the entry of information concerning 
the use of product coupons or other promotional mate 
rial. It may also accommodate the entry of market con 
ditions. The central professing unit 104 may operate to 
place data in a memory 106 and retrieve information 
therefrom. An operator terminal 107 provides access to 
the central processing unit for the entry of data and the 
giving of instructions. The operator may thus instruct 
the central processing unit 104 to perform various oper 
ations at different times. Upon receipt of instructions to 
select a test group of panelist on certain criteria, the 
central processing unit 104 will cause test groups to be 
selected and stored in a test group storage device 108 
for particular tests. The operator may instruct the build 
ing of test groups based upon past behavior and the 
individual test needs of a client. The information from 
the test group storage device 108 is then from time to 
time transmitted to the head end station 10 through a 
communications to cable television unit 110. 
Although a preferred embodiment of the invention 

has been disclosed, various modi?cations in the system 
and its manner of operation may be made within the 
scope of the invention. For example, the system may be 
used for making what can be considered a negative test, 
where it is the normal advertising message that is being 
tested. That is, the message under test may be that being 
broadcast by the distant television stations. This will 
reach those subscribers on the cable system other than 
the panelists designated for a substitute message. The 
substitute message may then be something unrelated, 
such as a public service message. By this use of the 
invention, the market researchers can be certain the 
selected panelists do not receive the message under test, 
and the differences in purchasing can be judged accord 
ingly. 

It is also possible to have more than one test group at 
a time and provide different substitute messages for the 
different test groups. In this respect it is within the 
scope of the invention to switch a special message into 
a normal channel at the head end station in lieu of a 
message received from a distant station. 

In one manner of operation the test group is changed 
from event to event in a series of tests, such as by vary 
ing the number of times different panelists receive a 
particular advertisement. 
The market research utilizing the present invention 

may be integrated with additional promotional activi 
ties, such as controlled newspaper advertising and the 
use of coupons. Price differentials in different stores 
may be included in the research. The data accumulated 
and utilized may also include data concerning the be 
haviour of nonpanelists. 
There may be conventional means for assuring re 

ceipt of valid signals, with invalid or suspect signals 
being ignored. Multiple sending of the commands will 
then provide the signals ignored earlier. 
What is claimed is: 
1. In a cable television system having head end means 

at a head end station, transmission cable, and a plurality 
of receiving means at respective panelist receiving sta 
tions, said head end means including means for applying 
normal television program signals in normal television 
channels to said transmission cable, and each of said 
receiving means including panelist channel selector 
means under control of a viewer for selecting a normal 
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channel for viewing of a respective normal television 
program, said panelist channel selector means produc 
ing a panelist channel select signal indicative of said 
television channel, a television receiver, and a cable 
television frequency converter for receiving television 
program signals from said transmission cable and re 
sponsive to a channel select signal for selectively con 
verting received television program signals in the re 
spective television channel to converted television pro— 
gram signals acceptable to said television receiver and 
applying the respective converted television program 
signals to said television receiver; 

a targetable signal substitution system comprising 
means at said head end station for applying substi 
tute television program signals in at least one sub 
stitute channel to said transmission cable, and 
means at said head end station for applying signal 
substitution control signals to said transmission 
cable, said signal substitution control signals in 
cluding a plurality of different terminal command 
signals and a plurality of different event command 
signals, each of said terminal command signals 
including a respective panelist address signal for 
identifying a respective panelist receiving station 
and a plurality of event identi?cation signals identi 
fying respective ones of a plurality of events, and 
each of said event command signals including a 
respective event address signal corresponding to a 
respective event and a normal channel identi?ca 
tion signal for identifying a normal channel into 
which a substitute television program is to be 
switched; and 

control means at each panelist receiving station re 
sponsive to said signal substitution control signals 
for selectively switching a substitute television 
program into a normal channel, said control means 
including means for generating a local panelist 
address signal, means for generating a plurality of 
local event address signals with each of said local 
event address signals corresponding to a local 
event address signal at each of the other panelist 
receiving stations, substitute channel selector 
means for producing a substitute channel select 
signal corresponding to a substitute channel, ?rst 
comparison means for comparing the received 
panelist address signal of each terminal command 
signal with said local panelist address signal and 
producing a ?rst match signal when said compared 
panelist address signals match, means responsive to 
said ?rst match signal for storing event signals 
corresponding to said event identi?cation signals of 
the respective terminal command signal, second 
comparison means for comparing a received event 
address signal with each of said local event address 
signals and producing a second match signal when 
said compared event address signals match, third 
comparison means responsive to said second match 
signal for comparing said received normal channel 
identi?cation signal with said panelist channel se 
lect signal and producing a third match signal 
when said compared channel identi?cation and 
channel select signals match, and means responsive 
to said stored event signals and said third match 
signal for switching a substitute channel select 
signal to said cable television frequency converter 
in lieu of the channel select signal selected by the 
viewer for a period determined by said event com 
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mand signals, whereby for said period said televi 
sion receiver receives the program in the corre 
sponding substitute channel in lieu of the program 
of the channel to which the normal channel selec 
tor is set. 

2. A signal substitution system according to claim 1 
including means at each said receiving station for trans 
mitting return signals to said head end station corre 
sponding to the respective said local panelist address 
signal and the channel selected by the respective viewer 
when the respective television is turned on, and means 
at said head end station for utilizing said applied return 
signals. 

3. A signal substitution system according to claim 1 
wherein said means for switching said substitute chan 
nel select signal to said cable television frequency con 
verter so switches such signal only for the period during 
which said compared channel identi?cation and chan 
nel select signals match. 

4. A signal substitution system according to claim 3 
wherein said event command signals are in pairs having 
the same respective event address signal and one of each 
pair includes a normal channel identi?cation signal 
identifying no normal channel, whereby said third com 
parison means is disabled from producing said third 
match signal and said period is thereby terminated. 

5. A signal substitution system according to claim 1 
wherein said event command signals are in pairs having 
the same respective event address signal and one of each 
pair comprises a period termination signal, and said 
control means determines said period from said one of 
each pair of event command signals. 

6. A signal substitution system according to claim 1 
wherein said event command signals are in pairs having 
the same respective event address signal and include 
identi?cation of the timing of said signal substitution, 
and said control means is responsive to said event com 
mand signals by controlling the timing of the onset of 
substitution of a respective substitute television pro 
gram from one of a said pair and the termination of the 
period from the other of the some said pair. 

7. A signal substitution control system according to 
claim 1 wherein one of said event command signals is an 
event start signal and another of said event command 
signals is an event terminate signal. 

8. A signal substitution system according to any one 
of claims 1 to 7 wherein said means for applying substi 
tute television program signals includes means for ap 
plying a plurality of substitute television program sig 
nals in a plurality of respective substitute channels to 
said transmission cable, at least one of said event com 
mand signals includes a substitute channel identi?cation 
signal for identifying a substitute channel from which 
substitute television signals are to be switched, and said 
control means includes means responsive to said substi 
tute channel identification signal for producing said 
substitute channel select signal. 

9. In a television system having a central station. a plu 
rality of receiving means at respective panelist receiving 
stations, each of said receiving means including means ?Jr 
receiving normal television program signals in normal 
television channels, television viewing means, and panelist 
channel selector means under control of a viewer for select 
ing a normal channel for viewing of a respective normal 
television program on said television viewing means, said 
panelist channel selector means producing a panelist chan 
nel select signal indicative of a selected television channel, 
and transmission means ?or coupling said central station to 
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each of said receiving means: a multi-event targetable 
signal substitution system comprising 
means at said central station for applying substitute 

television program signals in at least one substitute 
channel to said transmission means; 

means at said central station for generating a plurality of 
panelist address signals each identifying a respective 
panelist receiving station; 

means at said central station jbr generating in respect to 
each of said respective panelist receiving stations a 
plurality of event identification signals identifying 
respective ones of a plurality of events; 

means at each said panelist receiving station for generat 
ing a local panelist address signal identifying the 
respective panelist receiving station; 

?rst comparison means for comparing the panelist ad 
dress signals generated at said central station with 
local panelist address signals and producing a ?rst 
match signal when said compared panelist address 

' signals match; 
means responsive to said first match signal for storing, at 

the respective panelist receiving station, event signals 
corresponding to said event identification signals for 
the respective panelist receiving station; 

means at said central station for generating a plurality of 
different event command signals and for applying said 
event command signals to said transmission means, 
each of said event command signals including a 
respective event address signal corresponding to a 
respective event; 

means at said central station for generating normal 
channel identi?cation signals for identifying normal 
channels into which substitute television programs are 
to be switched for respective events and for applying 
said normal channel identification signals to said 
transmission means: and 

control means at each panelist receiving station respon 
sive to said event command signals for selectively 
switching a substitute television program to said televi 
sion viewing means. said control means including 
second comparison means for comparing a received 
event address signal with a stored event signal and 
producing a second match signal when said compared 
event address and stored event signals match. third 
comparison means for comparing said received nor 
mal channel identification signal with aid panelist 
channel select signal and producing a third match 
signal when said compared channel identification and 
channel select signals match, and means responsive to 
said second and third match signals for switching a 
substitute channel to said television viewing means in 
lieu of the channel selected by the viewer for a period 
determined by at least one respective said event com 
mand signal. whereby for said period said television 
viewing means receives the program in the correspond 
ing substitute channel in lieu of the program of the 
channel to which the normal channel selector is set. 

10. In a television system having a central station, a 
plurality of receiving means at respective panelist receiving 
stations, each of said receiving means including means for 
receiving normal television program signals in normal 
television channels, television viewing means, and panelist 
channel selector means under control of a viewer for select 
ing a normal channel for viewing of a respective normal 
television program, said panelist channel selector means 
producing a panelist channel select signal indicative of said 
television channel, and transmission means for coupling 
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said central station to each of said receiving means: a mul 
ti-event targetable signal substitution system comprising 
means at said central station for applying substitute 

television program signals in at least one substitute 
channel to said transmission means: 

means at said central station for generating a plurality of 
panelist address signals each identifying a respective 
panelist receiving station; 

means at said central station for generating in respect to 
each of said respective panelist receiving stations a 
plurality of event identification signals identifying 
respective ones of a plurality of events; 

means at each said panelist receiving station ?ar generat 
ing a local panelist address signal identifying the 
respective panelist receiving station; 

?rst comparison means jor comparing the panelist ad 
dress signals generated at said central station with 
local panelist address signals and producing a ?rst 
match signal when said compared panelist address 
signals match; 

means responsive to said first match signal ?Jr storing, at 
the respective panelist receiving station, event signals 
corresponding to said event identification signals for 
the respective panelist receiving station,‘ 

means at said central station for generating a plurality of 
different event command signals and for applying said 
event command signals to said transmission means, 
each of said event command signals including a re 
spective event address signal corresponding to a respec 
tive event and a normal channel identification signal 
for identifying a normal channel into which a substi 
tute television program is to be switched; and 

control means at each panelist receiving station respon 
sive to said event command signals for selectively 
switching a substitute television program to said televi> 
sion viewing means, said control means including 
means for generating a plurality of local event address 
signals with each of said local event address signals 
corresponding to a local event address signal at each of 
the other panelist receiving stations, second compari 
son means for comparing a received event address 
signal with each of said local event address signals and 
producing a second match signal when said compared 
event address signals match, third comparison means 
responsive to said second match signal for comparing 
said received normal channel identification signal 
with said panelist channel select signal and producing 
a third match signal when said compared channel 
identification and channel select signals match, and 
means responsive to said stored event signals and said 
third match signal for switching a substitute channel 
to said television viewing means in lieu of the channel 
selected by the viewer for a period determined by at 
least one respective said event command signal, 
whereby for said period said television viewing means 
receives the program in the corresponding substitute 
channel in lieu of the program of the channel to which 

‘ the normal channel selector is set. 
11. In a television system having a central station, a 

plurality of receiving means at respective panelist receiving 
stations, each of said receiving means including means for 
receiving normal television program signals in normal 
television channels, television viewing means, and panelist 
channel selector means under control of a viewer for select 
ing a normal channel for viewing of a a respective normal 
television program, said panelist channel selector means 
producing a panelist channel select signal indicative of said 
television channel, and transmission means for coupling 
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said central station to each of said receiving means: a mul 
ti-event targetable signal substitution system comprising 
means at said central station ?wr applying substitute 

television program signals in at least one substitute 
channel to said transmission means, 

means at said central station for applying signal substi 
tution control signals to said transmission means, said 
signal substitution control signals including a plural 
ity of different terminal command signals and a plu 
rality of dijyerent event command signals, each of said 
terminal command signals including a respective 
panelist address signal for identifying a respective 
panelist receiving station and a plurality of event iden 
tification signals identt?iing respective ones of a plu 
rality of events, and each of said event command 
signals including a respective event addrem' signal 
corresponding to a respective event and a normal 
channel identification signal for identifying a normal 
channel into which a substitute television program is 
to be switched; and 

control means at each panelist receiving station respon 
sive to said signal substitution control signals for selec 
tively switching a substitute television program to said 
television viewing means, said control means includ 
ing means for generating a local panelist address 
signal identt?ring the respective panelist receiving 
station, means for generating a plurality of local event 
address signals with each of said local event address 
signals corresponding to a local event address signal at 
each of the other panelist receiving stations, substitute 
channel selector means for producing a substitute 
channel select signal corresponding to a substitute 
channel, ?rst comparison means for comparing the 
received panelist address signal of each terminal com 
mand signal with said local panelist address signal 
and producing a ?rst match signal when said com 
pared panelist address signals match, means respon 
sive to said first match signal for storing event signals 
corresponding to said event identi?cation signals of 
the respective terminal command signal, second com 
parison means for comparing a received event address 
signal with each of said local event address signals and 
producing a second match signal when said compared 
event address signals match, third comparison means 
responsive to said second match signal for comparing 
said received normal channel identification signal 
with said panelist channel select signal and producing 
a third match signal when said compared channel 
identification and channel select signals match, and 
means responsive to said stored event signals and said 
third match signal for switching a substitute channel 
to said television viewing means in lieu of the channel 
selected by the viewer for a period determined by at 
least one respective said event command signal, 
whereby for said period said television viewing means 
receives the program in the corresponding substitute 
channel in lieu of the program of the channel to which 
the normal channel selector is set. 

)2. In a television system having a central station, a 
plurality of receiving means at respective panelist receiving 
stations, each of said receiving means including means for 
receiving normal television program signals in normal 
television channels, television viewing means, panelist 
channel selector means under control of a viewer for select 
ing a normal channel for viewing of a respective normal 
television program. said panelist channel selector means 
producing a panelist channel select signal indicative of said 
television channel, and a television frequency converter for 

5 

40 

50 

55 

65 

22 
receiving television program signals and responsive to a 
channel select ‘signal for selectively converting received 
television program signals in the respective television chan 
nel to converted television program signals acceptable to 
said television viewing means and applying the respective 
converted television program signals to said television view 
ing means, and transmission means for coupling said cen 
tral station to each of said receiving means: a multi-event 
targetable signal substitution system comprising 
means at said central station for applying substitute 

television program signals in at least one substitute 
channel to said transmission means; 

means at said central station for applying signal substi 
tution control signals to said transmission means, said 
signal substitution control signals including a plural 
ity of dt?erent terminal command signals and a plu 
rality ofdt?’erent event command signals, each of said 
terminal command signals including a respective 
panelist address signal for identifying a respective 
panelist receiving station and a plurality of event iden 
tification signals identi?ting respective ones of a plu 
rality of events, and each of said event command 
signals including a respective event address signal 
corresponding to a respective event and a normal 
channel identification signal for identi?iing a normal 
channel into which a substitute television program is 
to be switched; and 

control means at each panelist receiving station respon 
sive to said signal substitution control signals for selec 
tively switching a substitute television program to said 
television viewing means, said control means includ 
ing means for generating a local panelist address 
signal identifying the respective panelist receiving 
station. means for generating a plurality of local event 
address signals with each of said local event address 
signals corresponding to a local event address signal at 
each of the other panelist receiving stations, substitute 
channel selector means for producing a substitute 
channel select signal corresponding to a substitute 
channel, ?rst comparison means for comparing the 
received panelist address signal of each terminal com 
mand signal with said local panelist address signal 
and producing a first match signal when said com 
pared panelist address signals match, means respon 
sive to said ?rst match signal for storing event signals 
corresponding to said event identification signals of 
the respective terminal command signal, second com 
parison means for comparing a received event address 
signal with each of said local event address signals and 
producing a second match signal when said compared 
event address signals match, third comparison means 
responsive to said second match signal for comparing 
said received normal channel identification signal 
with said panelist channel select signal and producing 
a third match signal when said compared channel 
identification and channel select signals match, and 
means responsive to said stored event signals and said 
third match signal for switching a substitute channel 
select signal to said television frequency converter in 
lieu of the channel select signal selected by the viewer 
for a period determined by at least one respective said 
event command signal, whereby for said period said 
television viewing means receives the program in the 
corresponding substitute channel in lieu of the pro 
gram of the channel to which the normal channel 
selector is set. 

13. A signal substitution system according to claim 12 
including means at each said receiving station for transmit 
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ting return signals to said central station corresponding to 
the respective said local panelist address signal and the 
channel selected by the respective viewer when the respec 
tive television receiver is turned on, and means at said 
central station for utilizing said applied return signals. 

14. A signal substitution system according to claim 12 
wherein said means for switching said substitute channel 
select signal to said television frequency converter so 
switches such signal only for the period during which said 
compared channel identification and channel select signals 
match. 

)5. A signal substitution system according to claim 14 
wherein said event command signals are in pairs having the 
same respective event address signal and one of each pair 
includes a normal channel identification signal identifying 
no normal channel, whereby said third comparison means 
is disabled from producing said third match signal and 
said period is thereby terminated. 

16. A signal substitution system according to claim 12 
wherein said event command signals are in pairs having the 
same respective event address signal and one of each pair 
comprises a period termination signal. and said control 
means determines said period from said one of each pair of 
event command signals. 

1 7. A signal substitution system according to claim 12 
wherein said event command signals are in pairs having the 
same respective event address signal and include identifica 
tion of the timing of said signal substitution, and said 
control means is responsive to said event command signals 
by controlling the timing of the onset of substitution of a 
respective substitute television program from one of a said 
pair and the termination of the period from the other or the 
some said pair. 

18. A signal substitution system according to claim 12 
wherein one of said event command signals is an event start 
signal and another of said event command signals is an 
event terminate signal. 

19. A signal substitution system according to any one of 
claims 12 to 18 wherein said means for applying substitute 
television program signals includes means for applying a 
plurality of substitute television program signals in a plu 
rality of respective substitute channels to said transmission 
means. at least one of said event command signals includes 
a substitute channel identification signal for identifying a 
substitute channel from which substitute television signals 
are tobe switched, and said control means includes means 

responsive to said substitute channel identi?cation signal 
for producing said substitute channel select signal. 

20. In a television system having a central station, a 
plurality of receiving means at respective panelist receiving 
stations, each of said receiving means including means for 
receiving normal television program signals in normal 
television channels, television viewing means, and panelist 
channel selector means under control of a viewer for select 
ing a normal channel for viewing of a respective normal 
television program on said television viewing means, said 
panelist channel selector means producing a panelist chan 
nel select signal indicative of a selected television channel, 
and transmission means for coupling said central station to 
each of said receiving means: a multi-event targetable 
signal substitution system comprising 

means at said central station for applying substitute 
television program signals in at least one substitute 
channel to said transmission means; 

means at said central station for generating a plurality of 
panelist address signals each identifying a respective 
panelist receiving station; 
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means at said central station for generating in respect to 

each of said respective panelist receiving stations a 
plurality of event identi?cation signals identifying 
respective ones of a plurality of events; 

means at each said panelist receiving station for generat 
ing a local panelist address signal identi?’ing the 
respective panelist receiving station, 

?rst comparison means jbr comparing the panelist ad 
dress signals generated at said central station with 
local panelist address signals and producing a panelist 
match signal when said compared panelist address 
signals match; 

means responsive to said panelist match signal for stor 
ing, at the respective panelist receiving station, event 
signals corresponding to said event identification sig 
nals for the respective panelist receiving station; 

means at said central station for generating a plurality of 
di?'erent event command signals and for applying said 
event command signals to said transmission means, 
each of said event command signals including a re 
spective event address signal corresponding to a respec 
tive event; 

means at said central station for generating normal 
channel identi?cation signals for identifying normal 
channels into which substitute television programs are 
to be switched for respective events and for applying 
said normal channel identi?cation signals to said 
transmission means; and 

control means at each panelist receiving station respon 
sive to said event command signals for selectively 
switching a substitute television program to said televi 
sion viewing means, said control means including 
means responsive to received said event address signal, 
said stored event signals, received said normal channel 
identification signals, and said panelist channel select 
signal for switching a substitute channel to said televi 
sion viewing means in lieu of the channel selected by 
the viewer for a period determined by at least one 
respective said event command signal when said event 
address and stored event signals match and respective 
said channel identification and channel select signals 
match, whereby for said period said television viewing 
means receives the program in the corresponding sub 
stitute channel in lieu of the program of the channel to 
which the normal channel selector is set. 

21. In a television system having a central station, a 
plurality of receiving means at respective panelist receiving 
stations, each of said receiving means including means for 
receiving normal television program signals in normal 
television channels, television viewing means, and panelist 
channel selector means under control of a viewer for select 
ing a normal channel for viewing of-a respective normal 
television program on said television viewing means, said 
panelist channel selector means producing a panelist chan 
nel select signal indicative of a selected television channel. 
and transmission means for coupling said central station to 
each of said receiving means: a multi-event targetable 
signal substitution system comprising 

means at said central station for applying substitute 
television program signals in at least one substitute 
channel to said transmission means; 

means at said central station for generating a plurality of 
panelist address signals each identifying a respective 
panelist receiving station; 

means at said central station for generating in respect to 
each of said respective panelist receiving stations a 
plurality of event identi?cation signals identifying 
respective ones of a plurality of events,‘ 














