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[57] ABSTRACT 
An image sensor device provided with a linear array of 
photoelectric converting elements each having a capac 
itor on a control electrode area of a semiconductor 
transistor is disclosed. The image sensor device is pro 
vided with means for sequentially selecting the photoe 
lectric converting elements, and the potential of the 
control electrode area of the selected photoelectric 
converting element is controlled through said capaci 
tor, thereby accumulating the carriers generated by 
photoexcitation in said control electrode area and read 
ing a voltage generated according to the amount of 
carrier accumulation or dissipating thus accumulated 
carriers. 

4 Claims, 15 Drawing Sheets 
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IMAGE SENSOR DEVICE HAVING PLURAL 
PHOTOELECI'RIC CONVERTING ELEMENTS 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue specifica 
tion; matter printed in italics indicates the additions made 
by reissue. 

This application is a reissue of US. Pat. No. 4,831,454, 
issued May 16, 1989, from application Ser. No. 
07/022,605, which was a continuation of application Ser. 
No. 813,010 ?led Dec. 24, 1985, now abandoned. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to an image sensor de 

vice in which are arranged one- or two-dimensionally 
photoelectric converting elements (hereinafter called 
photosensor cells) each having a capacitor on the con 
trol electrode area of a semiconductor transistor. 

2. Description of the Prior Art 
Recent developments in image sensor devices have 

been principally conducted on devices of the CCD type 
and the MOS type. 
The CCD image sensor device is based on the princi 

ple that potential wells are formed under MOS capaci 
tor electrodes for accumulating electric charges gener 
ated by the entering light, and, in signal reading, said 
potential wells are moved in succession by pulses sup 
plied to the electrodes, thereby transferring the accu 
mulated charges to an output amplifier. On the other 
hand, the MOS image sensor device is based on the 
principle that electric charges generated by the entering 
light are accumulated in photodiodes constituting a 
light-receiving area and each comprising a p-n junction, 
and, in signal reading, MOS switching transistors re 
spectively connected to said photodiodes are turned on 
in succession to transfer the accumulated charges to an 
output ampli?er. 
However, such conventional image sensor devices 

have been associated with the following drawbacks 
which will be a major obstacle in achieving higher 
sensitivity and higher resolving power in the future. 
More specifically, the CCD image sensor devices 

have the drawbacks that (l) the MOS output ampli?er, 
if formed on the same chip, tends to generate, from the 
interface between silicon and a silicon oxide layer, l/f 
noises which are easily noticeable on the image, (2) the 
maximum charge that can be accumulated in a potential 
well is reduced and the dynamic range becomes smaller 
if the number of cells is increased with a higher density 
in order to achieve a higher resolving power, and (3) 
the sequential charge transfer is interrupted if only one 
cell is defective. 
On the other hand, the MOS image sensor devices 

have the drawbacks that (l) a large drop in the signal 
voltage occurs upon signal reading since a wiring ca 
pacitance is connected to each photodiode, (2) a large 
wiring capacitance tends to generate random noises, 
and (3) noises of a tired pattern are present because of 
?uctuation in the parasitical capacitances of the MOS 
switching transistors. Thus, for example, in a two-di 
mensional solid-state image sensor device, image taking 
under a low illumination becomes difficult, and size 
reduction of the cells for achieving a higher density 
deteriorates the S/N ratio, since the wiring capacitance 
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2 
is not signi?cantly reduced while the accumulated 
charge becomes smaller. 

In this manner the CCD and M08 image sensor de 
vices are associated with fundamental problems in 
achieving a higher resolving power. On the other hand, 
there has been proposed a new semiconductor image 
sensor device (European Patent Application Laid-open 
No. 0132076) in which electric charges generated by 
the entering light are accumulated in control electrodes, 
for example bases of bipolar transistors or gates of static 
induction transistors (SIT) or MOS transistors, and the 
accumulated charges are amplified at signal reading by 
the amplifying function of the cells. The structure can 
provide a high output, a wide dynamic range, a low 
noise level and a non-destructive signal reading, thus 
leading to a possibility for a higher resolving power. 
However there is a certain limit in the resolving 

power since this structure, if employed in a two-dimen 
sional image sensor device, is fundamentally based on 
x-y addressing, and each cell is basically composed of a 
conventional MOS cell combined with an amplifying 
element such as a bipolar transistor or a SIT transistor. 
Also in case a large number of cells are arranged for 
achieving a high resolving power, a high-speed function 
is difficult to achieve because shift registers for reading 
the output signals become complicated. Besides, the 
S/N ration becomes lower though the output impe 
dance becomes higher. 
Also a one-dimensional image sensor device is associ 

ated with certain drawbacks which will be explained in 
the following in relation to the accompanying draw 
ings. 
FIG. 1 is a circuit diagram of a conventional one 

dimensional image sensor device containing an array of 
plural photosensor cells, in which electric charges are 
accumulated in capacitors electrically connected to 
control electrode areas. 

Referring to FIG. 1, said photosensor cells 101 are 
linearly arranged, and output terminals thereof are con 
nected, through MOS transistors 5|—5,,, to a common 
output line 20. Said common output line 20 is connected 
to an output terminal 22 through an output amplifier 21, 
and is also grounded through a line-refreshing MOS 
transistor 24. The gates of the MOS transistors 51-5,, are 
respectively connected to terminals 71-7,. of a logic 
circuit 19. 

In such a conventional image sensor device, the opti 
‘ cal information signals of the photosensor cells 101 are 
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serially released through the common output line 20 
and the output ampli?er 21 by serial activation of the 
MOS transistors 51-5,. 
The time required for signal reading from a photosen 

sor cell 101 is proportional to the floating capacity of 
the common output line 20. Consequently, the total time 
required for signal reading rapidly increases with an 
increase in the number n of the photosensor cells 101. 

In this manner, in the conventional structure, the 
high-speed signal reading operation becomes difficult to 
achieve, when the number n of the photosensor cells is 
increased in order to achieve a high resolving power. 

Furthermore, in the above-explained photosensor cell 
101 in which the electric charge generated by photoex 
citation is accumulated in the control electrode, the 
accumulated charge has to be dissipated for refreshing, 
after the signal reading is completed. Since such re 
freshing operation has been conducted at the same time 
for all the photosensor cells 101, so that, particularly in 
a two-dimensional image sensor device, the time from 
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said refreshing operation to the start of signal reading is 
different for all photosensor cells 101, and for this rea 
son it has been difficult to achieve a high-speed opera 
tion and a uniform photoelectric converting property. 

SUMMARY OF THE INVENTION 

In consideration of the foregoing, an object of the 
present invention is to provide a novel image sensor 
device which is no longer associated with the draw 
backs of the conventional image sensor devices. 
Another object of the present invention is to provide 

an image sensor device which can easily provide a high 
output level, a high sensitivity, a low noise level and a 
high resolving power. 

Still another object of the present invention is to 
provide an image sensor device capable of high-speed 
signal reading even when the number of the photosen 
sor cells is increased. 

Still another object of the present invention is to 
provide an image sensor device which is provided with 
a stable photoelectric converting property and provides 
a high output level, a resolving power and a high-speed 
signal reading operation. 

Still another object of the present invention is to 
provide a solid-state image sensor device which allows 
to easily attain a high cell density and to obtain a wide 
dynamic range combined with signi?cantly reduced 
blooming and smear. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a circuit diagram of a conventional image 
sensor device; 
FIG. 2A is a cross-sectional view of a photosensor 

cell of a line sensor constituting an embodiment of the 
present, invention, while FIG. 2B is an equivalent cir 
cuit diagram of said photosensor cell; 
FIG. 3 is a circuit diagram of a ?rst embodiment of a 

line sensor of the present invention; 
FIG. 4 is a timing chart showing the function of said 

?rst embodiment; 
FIG. 5A is a cross-sectional view of a photosensor 

cell constituting a second embodiment of the present 
invention, while FIG. 5B is an equivalent circuit dia 
gram of said photosensor cell; 
FIG. 6 is a circuit diagram of the second embodiment 

of the present invention; 
FIG. 7 is a timing chart showing the function of said 

second embodiment; 
FIG. 8 is a circuit diagram of a third embodiment of 

the image sensor device of the present invention; 
FIG. 9 is a circuit diagram of a fourth embodiment of 

the image sensor device of the present invention; 
FIG. 10 is a chart showing the function sequence of 

said fourth embodiment; 
FIG. 11A is a plan view of a photosensor cell of the 

present invention, while FIG. 11B is a cross-sectional 
view thereof along a line [A-A] I1B—IIB'; 
FIG. 12 is an equivalent circuit digram of said photo 

sensor cells; 
FIG. 13A is a chart showing the relation of the signal 

readout voltage to the accumulated voltage Vp for a 
bias voltage Vbs=0.6 V; while FIG. 13B is a chart 
showing the relation of the signal reading time to said 
bias voltage Vbs; 
FIG. 14A is an equivalent circuit diagram of a photo 

sensor cell at the refreshing operation, while FIG. 14B 
is chart showing the change of base potential in relation 
to the refreshing time; 
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4 
FIG. 15 is a circuit diagram of a solid-state image 

sensor device composed of a linear array of the above 
mentioned photosensor cells and constituting a fifth 
embodiment of the present invention; and 
FIG. 16 is a timing chart showing the function of said 

embodiment. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Now the present invention will be clari?ed in detail 
by embodiments thereof shown in the accompanying 
drawings. 
FIG. 2A is a cross-sectional view of a photosensor 

cell in a ?rst embodiment of a line image sensor device 
of the present invention, and FIG. 2B is an equivalent 
circuit diagram of said photosensor cell. 

Referring to FIG. 2A, on a silicon substrate 1 which 
is rendered n or n+type by doping with an impurity 
such as phosphorus (P), antimony (Sb) or arsenic (As), 
there are formed an array of photosensor cells each of 
which is electrically insulated from the neighboring 
ones by means of separating areas 2 composed of SiO;, 
Si3N4 or polysilicon. On the photosensor cells there is 
formed a passivation layer 13 composed, for example, of 
a PS6 layer. 

The structure of each photosensor cell is as follows. 
On an nr-type area 3 of a low impurity concentration 
formed for example by epitaxy, a p-type area 4 is 
formed by doping with a p-type impurity, and, in a part 
of said p-type area 4 there is formed an n+-type area 5 
by impurity diffusion or by ion implantation. Said p 
type area 4 and n+-type area 5 respectively constitute 
the base and emitter of a bipolar transistor. 
Above said n--type area 3 there is formed an oxide 

layer 6, on which is formed a capacitor electrode 7 of a 
determined area. Said capacitor electrode 7 faces said 
p-type area 4 across an oxide layer 6, whereby the po 
tential of the ?oating p-type area 4 can be controlled by 
pulse voltages applied to the capacitor electrode 7. 
There are further provided an emitter electrode 8 con 
nected to the N+-type area 5; an unrepresented wiring 
for releasing the signals to the exterior from said emitter 
electrode 8; an unrepresented wiring connected to the 
capacitor electrode 7; an n+-type area 11 of a high 
impurity concentration formed on the rear face of the 
substrate 1; and an electrode 12 for supplying a potential 
to the collector of the bipolar transistor. 

In the following there will be explained the basic 
function. Light 14 irradiates the p-type area 4 constitut 
ing the base of the bipolar transistor, whereby a charge, 
composed of holes in this case, corresponding to the 
quantity of incident light, is accumulated in the p-type 
area 4 (accumulating operation). 
The accumulated holes shift the base potential to 

positive. Then a positive signal reading voltage Vr is 
applied to the capacitor electrode 7 to bias the p-type 
area 4 positively, whereby the p-type area 4 in which 
the holes are accumulated is biased in the forward direc 
n'on with respect to the n+-type area 5. Thus a current 
by electrons flows from the n+-type area 5 to the n- 
type area 3, so that the n+-type area 5 and the emitter 
electrode 8 in the ?oating state shows an increase in 
potential. Thus an electric signal corresponding to the 
amount of incident light can be obtained by reading said 
change in the potential of the emitter electrode 8 (signal 
reading operation). 
The charge accumulated in the p-type area 4 can be 

eliminated by grounding the emitter electrode 8 and 
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applying a positive pulse to a positive voltage Vf to the 
capacitor electrode 7, whereby the p-type area 4 is 
biased in the forward direction with respect to the n + 
type area 5 and the accumulated charge is dissipated 
(refreshing operation). Thereafter the above-mentioned 
steps of accumulation, readout and refreshing are re 
peated. ’ 

In short, the above-explained photosensor cell is 
based on the principle that the electric charge generated 
by the incident light is accumulated in the p-type area 4 
constituting the base, and the current from the emitter 8 
to the collector 12 is controlled by the thus accumulated 
charge. Consequently the charge is read after an ampli 
tication due to the amplifying function of each cell. This 
process provides a high output level, a high sensitivity 
and a low noise level and is promising for a higher 
resolving power in the future. 
FIG. 3 is a circuit diagram of a line image sensor 

constituting a ?rst embodiment of the present invention. 
In FIG. 3, photosensor cells SCI-SCn of the structure 
shown in FIG. 2A have mutually connected collector 
electrodes 12. Capacitor electrodes 7 are connected, 
respectively through switching transistors Trl-Trn, to 
output terminals Srl-Sm for signal readout of a shift 
register 101, and further connected, respectively 
through switching transistors Tfl-Tfn, to output termi 
nals Sfl-Sfn for refreshing of said shift register 101. 
The gates of the switching transistors Trl-Trn are 

commonly connected a terminal 102, while those of the 
switching transistors Tfl-Tfn are commonly connected 
to a terminal 103. Said terminals 102 and 103 respec 
tively receive two-phase clocks (b1 and ¢2 to turn on 
and off said switching transistors in synchronization 
with said clock signals. 
The shift register 101 is connected with terminals 102, 

103 and 104 to receive the above-mentioned clock sig 
nals 4:1 and (b2 and to receive a start pulse PS from the 
terminal 104. In synchronization with the two-phase 
clock pulses di] and ¢2, the output terminals Srl-Srn of 
the shift register 101 in succession release signal reading 
pulses of a voltage Vr while the output terminals Sf1 
Sfn release refreshing pulses of a voltage Vf as will be 
explained later. 
The emitter electrodes 8 of the photosensor cells 

SCI-SCn are commonly connected to a signal readout 
line 105, which is connected to an input terminal of an 
output ampli?er 106 and is grounded through a switch 
ing transistor 107. Said switching transistor 107 is pro 
vided to dissipate the charge on the signal readout line, 
and receives, through the gate thereof, a clock signal ¢r 
determining the timing of charge dissipation. 

In the following there will be given an explanation on 
the function of the above-explained embodiment, while 
making reference to a timing chart shown in FIG. 4. 

It is assumed that charges corresponding to the inci 
dent light are already stored in the base areas 4 of the 
photosensor cells SCI-SCn through the accumulating 
step explained above. 
At ?rst a start pulse PS is supplied to the shift register 

101, and a clock signal 411 is supplied to said shift regis 
ter 101 and to the gate of the switching transistor Trl. 
The clock ¢1 turns on the switching transistor Trl, and, 
in synchronization with said clock ¢1 a signal readout 
pulse of a voltage Vr is released from the terminal Sr] 
of the shift register 101. Said signal readout pulse is 
transmitted through the switching transistor Tr] in the 
on-state and is supplied to the capacitor electrode 7 of 
the photosensor cell SCI. In response there is con 
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6 
ducted a signal readout operation as explained before 
whereby the emitter 8 of the photosensor cell SC1 re 
leases a signal representing optical information, which is 
supplied through the line 105 to the output terminal 
after ampli?cation in the output ampli?er 106. 
Upon completion of signal readout from the photo 

sensor cell SCI, the switching transistor 107 is turned 
on by the clock ¢r to ground the signal readout line 105, 
thus dissipating the charge accumulated in the wiring 
capacity. Simultaneously, in response to the clock #2, 
the terminal Sfl of the shift register 101 releases a re 
freshing pulse of a voltage Vf, which is transmitted 
through the switching transistor Tfl turned on by said 
clock (#2 and supplied to the capacitor electrode 7. In 
this manner the charges accumulated in the photosensor 
cell SCI and in the signal readout line 105 are elimi 
nated. 

Subsequently, in response to a clock (b1, the terminal 
Sr2 supplies a pulse of the voltage Vr to the capacitor 
electrode of the photosensor cell SC2, thus effecting the 
signal readout therefrom. 
Upon completion of said signal readout, the photo 

sensor cell SCZ is refreshed by a clock 412, while the 
signal readout line 105 is refreshed by a clock dir. 

In this manner the optical information of all the pho 
tosensor cells SCI-SCn can be serially read by effecting 
the signal readout and refreshing for each photosensor 
cell in synchronization with the clocks ¢1 and 4:2. Since 
each photosensor cell is refreshed at the completion of 
the signal readout operation, the photosensor cells can 
collectively enter the accumulating operation when the 
signal readout and refreshing for the last cell SCn are 
completed. Thereafter the above-explained steps are 
repeated. 
FIG. 5A is a cross-sectional view of a photosensor 

cell constituting a second embodiment of the present 
invention, and FIG. 5B is an equivalent circuit diagram 
of said photosensor cell. 

In the present embodiment, at the elimination of the 
accumulated holes, the p-type area 4 is set at a deter 
mined potential by a MOS transistor to achieve com 
plete refreshing. As shown in FIG. 5A, the refreshing 
MOS transistor is composed of main electrode areas 
consisting of a p-type area 4 and a p-type area 41 formed 
on an n--type epitaxial layer 3, and the capacitor elec 
trode 7 positioned across an oxide layer 6 serves as the 
gate. 

Thus, in the present embodiment, the MOS transistor 
is turned off when a positive voltage is supplied to the 
capacitor electrode 7 but is turned on to connect the 
electrode 42 with the p‘type area 4 when a negative 
voltage exceeding a determined threshold value is sup 
plied. 
FIG. 6 is a circuit diagram of an image sensor device 

constituting the second embodiment of the present in 
vention. In FIG. 6, photosensor cells SCI-SCn are re 
spectively provided with refreshing MOS transistors 
Tl-Tn. The capacitor electrodes 7 of the photosensor 
cells are connected, respectively through switching 
transistors Trf1~Trfn, to output terminals S1-Sn of a 
shift register 201, and the gates of said transistors Trfl 
Trfn are commonly connected to a terminal 202 for 
effecting on-off operations by clocks ¢rf. 

In synchronization with said clocks ¢rf, the shift 
register 201 releases a signal readout pulse of a positive 
voltage Vr and a succeeding refreshing pulse of a nega 
tive voltage-Vf, in succession, from the terminals S1 
Sn. 
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Electrodes 42 of the photosensor cells SCI-SCn are 
commonly connected to a terminal 203, receiving a 
determined refreshing voltage Vrf. Other components 
same as those in the ?rst embodiment are represented by 
same numbers and will not be explained further. 

In the following there will be given an explanation on 
the function of the above-explained second embodi 
ment, while making reference to a timing chart shown 
in FIG. 7. 
When the switching transistor Trfl is turned on by a 

clock 4>rf, the terminal S1 of the shift register 201 re 
leases a signal readout pulse of a positive voltage Vr, 
which is supplied, through said switching transistor 
Trfl, to the capacitor electrode 7 of the photosensor 
cell SCI. Because of said positive voltage Vr the MOS 
transistor T1 remains turned off, and the photosensor 
cell SCI effects a signal readout operation explained 
above. 

Subsequently the terminal 51 supplies a refreshing 
pulse of a negative voltage-Vi‘ to the capacitor elec 
trode 7 of said photosensor cell SC! to turn on the MOS 
transistor T1, whereby the base area 4 releases the 
charge accumulated therein through the electrode 42 
and is set at a determined potential Vrf. Simultaneously 
with said refreshing operation, the switching transistor 
107 is turned on to refresh the signal readout line 105. 
The above-explained operations are effected in suc 

cession in the photosensor cells SCI-SCn and the opti 
cal information is serially released from the output ter 
minal. 
The present embodiment allows to arbitrarily select 

the potential of the base area 4 and to achieve complete 
refreshing by suitably selecting the refreshing voltage 
Vrf. 
Through the MOS transistors Tl-Tn are formed in 

the photosensor cells, they may also be formed on the 
separating area 2. It is also possible to form said separat 
ing area 2 with a semiconductor of the same conductive 
type as the base area 4 to achieve insulation by a p-n 
junction and to form a refreshing MOS transistor by 
maintaining said separating area at a potential Vrf. 

In the following there will be explained a third em 
bodiment of the present invention, employing the pho 
tosensor cells of a structure shown in FIG. 2A. 

In FIG. 8, there are shown phototransistors 
8011-801"; capacitors 8021-802, for respectively trans 
mitting control signals to said phototransistors; sample 
hold circuits 8061-806,I composed of MOS transistors 
8031-803” for on-off controlling the output signals from 
the emitters of the phototransistors 8011-801“, capaci 
tors 8041-804,I for accumulating said output signals, and 
MOS transistors 8051-805" for controlling the readout 
of the output signals from said capacitors; a logic circuit 
819 for controlling the on/off state of the MOS transis 
tors 8051-805“; an amplifier 821 for output signal read 
ing; a common output line; a MOS transistor 814 for 
dissipating the charge accumulated in the common out 
put line 820; a positive voltage input terminal 818; a 
power supply input terminal 815; an output terminal 
822; a control input terminal 823 for supplying a control 
signal to the MOS transistor 824; a control signal input 
terminal 816 for supplying control signals to the MOS 
transistors 8031-803"; a control signal input terminal 817 
for supplying control signals to the capacitors 
802|-802,,; and output terminals 8071-807, of the logic 
circuit. 

In the following is explained the function of the third 
embodiment of the present invention. It is assumed that 
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8 
the MOS transistors 8031-803“, 805 |—805,, and 824 are of 
n-channel type. 

In the accumulation step, the MOS transistors 
8031-803” are turned on by an H-level signal supplied to 
the control signal input terminal 816, while the MOS 
transistors 8051-805, are turned on by H-level signals 
released from all the output terminals 8071-807,I of the 
logic circuit 819, and the MOS transistor 824 is turned 
on by an l-I-level signal entered from the input terminal 
823, whereby all the emitters of the phototransistors 
8011-801,I are grounded. Also a positive bias voltage is 
entered from the positive voltage input terminal 818 to 
positively bias all the collectors of the phototransistors 
8011-8013. 
On the other hand, all the bases of said phototransis 

tors 8011-801” are biased at a negative potential-a Vgp 
by a refreshing operation to be explained later. In this 
state the photosensor cells are irradiated with light to 
accumulate holes in the bases thereof. The voltage ac 
cumulated in the base is represented as Avg. 

In the signal readout operation, the MOS transistors 
81031-803,I are turned on by an H-level signal supplied to 
the control signal input terminal 816 while the MOS 
transistors 8051-805" are turned off by L-level signals 
released from all the output terminals 807 |-807,. of the 
logic circuit 819, whereby the emitters of the phototran 
sistors 8011-801" are connected with the capacitors 
8041-804”. Also all the collectors of the phototransis 
tors 80l|-80l,, are positively biased by a positive bias 
voltage supplied to the input terminal 818. In this state 
a pulse of a positive voltage VREis entered through the 
input terminal 817, whereby, in a photosensor cell irra 
diated by light, the base potential of the phototransistor 
becomes equal to a (VRE-VRF)+AVB to obtain a col 
lector current determined by the base current. Thus the 
output voltage of the phototransistor, representing the 
optical information, is held in the connected capacitor. 
On the other hand, in the photosensor cell not irradiated 
with light, the base voltage of the phototransistor is 
equal to a (V RE-Vgp), which is equal to zero if 
VR5=V1m so that no charge is accumulated in the 
corresponding capacitor. 
For reading the voltages held in the capacitors 

8041-804" through the output terminal 822, the MOS 
transistors Sim-803, are turned off by entering an L 
level signal from the input terminal 816 and I-l-level 
signals are released in succession from the output termi 
nals 8071-807,I of the logic circuit thereby turning on 
the MOS transistors 8051-805, in succession. At each 
readout of the accumulated voltage from the output 
terminal 822 through the amplifier 82], an I-I-level sig 
nal is entered through the input terminal 823 to turn on 
the MOS transistor 824, thereby discharging the capaci 
tor after signal readout, and then the input terminal 823 
is shifted again to the L-level to turn off the MOS tran 
sistor 824. In this manner the signal readout of a line can 
be achieved by effecting the signal readout operation 
from the sample hold circuits 8061-806,l to the output 
terminal 822 in succession. . 
The time required for signal readout of a line is repre 

sented by tm +n(tR51+tR£3), wherein i351 represents 
time required for signal readout from a phototransistcr 
801; to the sample hold circuit 806;, tgn is a time re 
quired for reading the voltage accumulated in the sam 
ple hold circuit 806,- through the output terminal 822, 
and mm is a time required for discharging the capacitor 
804,- of the sample hold circuit 806;. Said readout time 
trim from the capacitor 804,10 the output terminal 822 




















