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[57] ABSTRACT 
A three-dimensional imaging system for obtaining a 
three-dimensional image of an object being scanned 
ultrasonically comprises a source arrangement for se 
quentially transmitting ultrasonic energy toward the 
object in successive directions in a ?rst scanning plane, 
followed by sequential transmission of ultrasonic en 
ergy toward the object in successive directions in suc 
cessive scanning planes parallel to the first scanning 
plane, a detector arrangement for receiving reflected 
energy and converting the re?ected energy to electrical 
signals, and a processor for processing the electrical 
signals to develop reconstructed image data of the ob 
ject, the reconstructed image data comprising forward 
projections of the object into a left image plane and a 
right image plane to form left and right images, respec 
tively, the left and right images forming a stereo pair for 
composite display by a display unit. In a further em 
bodiment of the invention, the source arrangement se 
quentially transmits ultrasonic energy toward the object 
in successive directions in a ?rst scanning plane, and 
repeats the sequential transmission of ultrasonic energy 
in successive scanning planes, the successive planes 
having increasing angular orientations with respect to 
the ?rst scanning plane. Further features of the inven 
tion include the provision of various source~detector 
combinations and arrangements, as well as the simulta 
neous generation of ultrasonic beams having different 
frequencies in different respective directions during 
each given scanning cycle. 

_ 36 Claims, 7 Drawing Sheets 
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THREE-DIMENSIONAL IMAGING SYSTEM 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions made 
by reissue. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a three-dimensional 

imaging system for obtaining a three-dimensional image 
of an object. In particular, the invention relates to a 
three-dimensional ultrasound imaging system for ob 
taining a three-dimensional image of an object scanned 
using ultrasound scanning techniques disclosed below. 

2. Description of the Prior Art 
Ultrasound scanning systems of various types are 

well-known in the prior art. For example, most prior art 
medical ultrasound scanning systems generally utilized 
may be classi?ed as A-type or B-type. 

In an A~type ultrasound scanner, a ?xed transducer 
provides an ultrasound pulse which is directed along a 
?xed path into a body or object. The times of return for 
re?ections from internal organic interfaces are detected 
to provide an indication of the distance to such inter 
faces. 

In a B-type scanner, a pulsed ultrasonic beam is swept 
in a single direction, and, as in the A-type scanner, the 
successive distances or ranges to re?ecting organic 
interfaces are determined by standard intervalometer 
methods. These B-type scanners typically provide an 
indicia of the interface by, in effect, plotting the de 
tected distances against the position of the beam path. 
Various B-type scanners have included a real-time dis 
play, and have effected scanning electrically, for exam 
ple, by use of a phased transducer array. 
US. Pat. No. 4,271,706-Ledley discloses an ultra 

sonic scanner in which an ultrasonic pulse is directed 
into a body and electrical representations of pulse re 
?ections from body interfaces, along the path of the 
ultrasonic pulse, are generated. In the ultrasonic scan 
net of that patent, the ultrasonic signal path is scanned 
through a volume of the body, and position signals 
indicative of the instantaneous position are generated. 
The re?ection signals are selectively gated in accor 
dance with a predetermined function of the path dispo 
sition to provide a display selectively representing de 
sired interfaces situated within a selected contoured 
portion of the volume being scanned. By varying the 
predetermined function, a speci?c desired interface 
surface may be displayed. Provisions for developing a 
three-dimensional display of the selected surface are 
described in the aforementioned patent. 
Other methods and devices for representing electrical 

spatial curves and spatial images of electrically repro 
duced ultrasonic images, X-ray images or cardiac vec 
tor loops, as well as an apparatus for collecting three 
dimensional data relating to the size, shape, location and 
nature of soft tissue organ structures, are disclosed in 
US. Pat. No. 4,292,977-Krause et al and US. Pat. No. 
Re. 30,397-King. In addition, an ultrasonic stereo 
scopic imaging device or apparatus for three-dimen 
sional visualization of an object or substance is disclosed 
in US. Pat. No. 4,028,934—Sollish. 
Arrangements involving arrays of transducers, or of 

ultrasonic transmitters and/or receivers, are disclosed 
in US. Pat. No. 3,292,018-Clynes, US. Pat. No. 
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2 
3,552,382-Mount, and US. Pat. No. 3,577,772-Peril 
hou et al. 
The following US. Pat. Nos. disclose other ultra 

sonic systems and devices: 3,681,977-Wendt et al; 
3,888,238-Meindl et a]; 3,936,797l-Kossoff; 
3,964,296-Matzuk; 4,075,883-Glover; 
4,l09,642-Reid et al; and 4,121,468-Glover et al. 
The ultrasonic arrangements, devices and systems 

described in the aforementioned patents are character 
ized by certain disadvantages. For example, ultrasonic 
arrangements, devices and systems of the prior art failed 
to take advantage of theories relating to texture and 
visual perception, as well as binocular perception. Such 
theories and the related theoretical techniques are dis 
closed in the following two articles: "Texture and Vi 
sual Perception”, by Bela Julesz, Scieni?c American, 
Feb. 1965, pp. 3848; and "The Resources of Binocular 
Perception", by John Ross, Scienti?c America, Mar. 
1976, pp. 80-86. 
Related to the latter observation is the further obser 

vation that ultrasonic arrangements, devices and sys 
tems of the prior art failed to take advantage of the 
advanced state of computer and data processing tech 
nology, and speci?cally failed to take advantage of the 
savings in hardware which can be achieved by develop 
ment and adoption of sophisticated data processing/ 
programming techniques for processing ultrasonic sys 
tem data to derive reconstructed image data for the 
three-dimensional display of three-dimensional images 
of objects scanned by the three-dimensional imaging 
system. 

SUMMARY OF INVENTION 

The present invention relates to a three-dimensional 
imaging system for obtaining a three-dimensional image 
of an object scanned by the imaging system. 
More speci?cally, one embodiment of the three-di 

mensional imaging system of the present invention corn 
prises a source arrangement for sequentially transmit 
ting ultrasonic energy toward and object in successive 
directions in a ?rst scanning plane, and then repeating 
the sequential transmission of ultrasonic energy toward 
the object in the successive directions in successive 
scanning planes parallel to the ?rst scanning plane, a 
detector arrangement for receiving energy re?ected 
from the object and converting the reflected energy to 
electrical signals, and a processor connected to the 
detector arrangement for processing the electrical sig 
nals to develop reconstructed image data relating to the 
object scanned. In particular, the detector arrangement 
is disposed in an image plane displaced from the object 
being scanned and divided into a left image plane and a 
right image plane, the reconstructed image data being 
developed as a result of operation of the processor to 
derive forward projections of the object onto the left 
image plane and the right image plane to develop a ?rst 
image and a second image, respectively, the ?rst and 
second images forming a stereo pair. The system further 
comprises a display unit for displaying the ?rst and 
second images compositely, thus displaying the three 
dimensional image of the object. 

In a further embodiment of the three-dimensional 
imaging system of the present invention, the source 
arrangement sequentially transmits ultrasonic energy 
toward the object in successive directions in a ?rst 
scanning plane, and then repeats the sequential trans 
mission of the ultrasonic energy toward the object in 
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successive directions in successive scanning planes, the 
successive scanning planes having increasing angular 
orientations with respect to the ?rst scanning plane. 
Energy re?ected from the object is converted to electri 
cal signals by the detector arrangement, and then the 
processor processes the electrical signals to develop 
reconstructed image data by deriving forward projec 
tions of the object onto a left image plane and a right 
image plane to develop a ?rst image and a second im 
age, respectively, the latter forming a stereo pair of 
images for composite display on a display unit. 

In accordance with further teachings of the inven 
tion, either a plurality of source-detector pairs, one for 
each scanning plane, can be arranged in a line contained 
within the image plane, and can be arranged to scan the 
object in a ?rst scanning plane and in successive, paral 
lel scanning planes, respectively, for a single source 
detector pair can be disposed at a point (for example, a 
point of intersection between the image plane and the 
?rst scanning plane), and can be arranged to scan the 
object in the frst scanning plane and in successive scan 
ning planes having increasing angular orientations with 
respect to the ?rst scanning plane. 

In addition, scanning in each scanning plane can be 
accomplished either by a single source and a single 
detector, or by a pair of sources and a corresponding 
pair of detectors, or by a single source and a pair of 
detectors. 

Finally, signi?cant savings in scanning time with 
respect to each scanning plane can be achieved by pro 
viding a source which, rather than sequentially scan 
ning in different directions within a given scanning 
plane, simultaneously transmits scanning signals of dif 
ferent respective frequencies in different respective 
directions within a given scanning plane. 

Therefore, it is a primary object of the present inven 
tion to provide a three-dimensional imaging system for 
obtaining a three-dimensional image of an object being 
scanned. 

It is an additional object of the present invention to 
provide a three-dimensional imaging system wherein a 
source arrangement sequentially transmits ultrasonic 
energy toward an object being scanned in successive 
directions in a ?rst scanning plane, and repeats the se 
quential transmission of ultrasonic energy toward the 
object in successive directions in successive scanning 
planes parallel to the ?rst plane. 

It is an additional object of the present invention to 
provide a three-dimensional imaging system wherein a 
source arrangement sequentially transmits ultrasonic 
energy toward an object being scanned in successive 
directions in a ?rst scanning plane, and repeats the se 
quential transmission of ultrasonic energy toward the 
object in successive directions in successive scanning 
planes, the successive scanning planes having increasing 
angular orientations with respect to the ?rst scanning 
plane. 

It is an additional object of the present invention to 
provide a three-dimensional imaging system wherein a 
source arrangement transmits ultrasonic signals having 
different respective frequencies in different respective 
directions toward the object in a ?rst scanning plane, 
and repeats the transmission of ultrasonic signals having 
different respective frequencies toward the object in 
successive scanning planes parallel to the ?rst scanning 
plane. 

it is an additional object of the present invention to 
provide a three-dimensional imaging system having a 
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4 
source arrangement which transmits ultrasonic signals 
having different respective frequencies toward the ob 
ject in different respective directions in a ?rst scanning 
plane, and repeats the transmission of the ultrasonic 
signals having different respective frequencies toward 
the object in successive scanning planes, the successive 
scanning planes having increasing angular orientations 
with respect to the ?rst scanning plane. 

It is an additional object of the present invention to 
provide a three-dimensional imaging system having a 
source arrangement which comprises a plurality of 
source-detector pairs, one for each scanning plane. 

It is an additional object of the present invention to 
provide a three-dimensional imaging system having a 
source arrangement comprising a single source-detector 
pair of performing ultrasonic scanning in a ?rst scan 
ning plane and successive scanning planes, the succes 
sive scanning planes having increasing angular orienta 
tions with respect to the ?rst scanning plane. 

It is an additional object of the present invention to 
provide a three-dimensional imaging system having a 
source arrangement comprising, in_a given scanning 
plane, a single source and a single detector. 

It is an additional object of the present invention to 
provide a three-dimensional imaging system having a 
source arrangement comprising, for a given scanning 
plane, ?rst and second source~detector pairs. 

It is an additional object of the present invention to 
provide a three-dimensional imaging system having a 
source arrangement comprising, for a given scanning 
plane, a single source and a pair of detectors. 
The above and other objects that will hereinafter 

appear, and the nature of the invention, will be more 
clearly understood by reference to the following de 
scription, the appended claims, and the accompanying 
drawings. 

BRIEF DESCRIPTION OF DRAWINGS 

FIGS. lA-lC are graphical illustrations used to de 
scribe binocular perception theory as it relates to the 
present invention. 
FIG. 2A is a diagrammatic representation of one 

embodiment of the present invention, employing paral 
lel scanning planes. 
FIG. 2B is a top view of the embodiment of FIG. 2A, 

as seen along arrow A in FIG. 2A. 
FIG. 2C is a diagrammatic representation of a further 

embodiment of the invention, employing a ?rst scan 
ning plane and successive scanning planes having in 
creasing angular orientations with respect to the ?rst 
scanning plane. 
FIG. 3 is a top view of a further embodiment of the 

invention, employing two source-detector pairs. 
FIG. 4 is a top view of a further embodiment of the 

invention, employing a single source-detector pair. 
FIG. 5 is a top view of a further embodiment of the 

invention, employing a single source and a pair of detec 
tors. 

FIG. 6A is a top view of a further embodiment of the 
invention, employing the transmission of different re 
spective frequencies in different respective directions 
within a given scanning plane. 
FIGS. 68 and 6C are source arrangements and FIG. 

6D is a detector arrangement for implementing the 
embodiment of FIG. 6A. 
FIG. 7 is a block diagram of the three~dimensional 

imaging system of the present invention. 
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FIG. 8 is a ?owchart of the operations performed by 
the image processor 72 of FIG. 7. 

DETAILED DESCRIPTION 

The invention will now be more fully described with 
reference to FIGS. lA-lC, which are utilized to discuss 
binocular perception theory as it relates to the present 
invention. 
FIG. 1A depicts a front view of two planes 10 and 12, 

each containing a random dot pattern. FIG. 1B is a top 
view of the two planes l0 and 12, wherein it is seen that 
the plane 12 is located in front of the plane 10. Also seen 
in FIG. 1B are left and right image planes 14 an 16, 
which can be thought of as corresponding to the image 
planes formed by the retina: of the left and right eyes of 
a person viewing the two planes 10 and 12. In FIG. 1B, 
the dotted lines represented forward projections of the 
patterns, contained on planes l0 and 12, respectively, 
onto image planes 14 and 16, respectively. 
Turning to FIG. 1C, that ?gure depicts the projec 

tions, onto image planes 14 and 16, respectively, of the 
images contained on planes 10 and 12, respectively, of 
FIG. 1B. The projections of the pattern contained on 
plane 10 onto image planes 14 and 16, respectively, are 
designated by reference numerals 10a’ and 10b’, respec 
tively, whereas the projections of the pattern contained 
on plane 12 onto image planes l4 and 16, respectively, 
are designated by reference numerals 12a’ and 12b’, 
respectively. 

If the random dot patterns contained on planes l0 and 
12 are viewed monocularly, only a two-dimensional 
perception results. That is, the monocular perception of 
the random dot patterns contained on planes l0 and 12 
of FIG. 1A will correspond to one or the other of the 
monocular images 10a‘, 12a’ or 10b’, 12b’ appearing on 
image planes 14 and 16, respectively, of FIG. 1C. How 
ever, if the random dot patterns on planes 10 and 12 of 
FIG; 1A are viewed binocularly, the stereo pair of 
images designated 14 and 16, as seen in FIG. 1C, will 
result. 

In terms of human viewing of the patterns contained 
on planes l0 and 12, the human brain acts as a processor 
and processes the stereo pair of monocular images so as 
to form, in the “mind's eye", a three-dimensional image 
of planes 10 and 12. Thus, a human who views planes 10 
and 12 binocularly will perceive plane 12 as being dis 
placed vertically (in the third dimension) with repsect 
to plane 10. 
The present invention exploits the latter theory in the 

development of an ultrasonic imaging system which has 
minimal hardware by virtue of the fact that sophisti 
cated programming techniques are employed to process 
stereo images of re?ected ultrasonic energy so as to 
reconstruct a three-dimensional image of an object 
scanned ultrasonically. 
FIG. 2A depicts a ?rst embodiment of the present 

invention. As seen therein, a plurality of sources SA, 
SB, . . . and detectors DA, DB, . . . are arranged in an 

image plane displaced from an object 20 to be scanned. 
Each of the sources SA, SB . . . is connected to a source 
sequencer 22, which is a conventional sequencing de 
vice for activating each of the ultrasonic sources SA, 
SB, . . . in sequence to scan the object 20. Thus, 
[soruce] source SA will scan the object 20 during a 
first scanning cycle, [course] source SB will scan the 
object 20 during a second scanning cycle, and so forth. 
of course. it is obvious from the disclosure contained 

herein that a single source can replace sources SA, SB, etc. 
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6 
and a single detector can replace detectors DA, DB, etc. in 
FIG. 2A. In such a modification of the arrangement of 
FIG. 2A, the single source and single detector are moved 
from one scanning position or scanning plane to the next 
either by a manual technique or by any conventional motor 
capable ofimparting motion in the desired direction (such 
as that disclosed in previously discussed US. Pat. No. 
4.271. 706-Ledley or in US. Pat. No. 3, 705,26l-Langley), 
or by a combination of manual and motorized techniques. 

Turning to FIGS. 28, which is a top view of the 
embodiment of FIG. 2A, as viewed along arrow A in 
FIG. 2A, scanning of the object 2) by each source (for 
example, source SA) consists of the transmission of 
ultrasonic energy in a ?rst direction 26, followed by 
successive transmissions of ultrasonic energy in direc 
tions displaced by increasing angular amounts from 
direction 26 until transmission in direction 28 is 
achieved. In accordance with well-known ultrasonic 
scanning techniques, the ultrasonic energy will be re 
flected from material, such as as material of the object 
20, appearing in the scan path. Such re?ected ultrasonic 
energy will be detected by detectorsDA, DB, . . . , such 
detectors providing detection outputs to a detector data 
multiplexer 24. 

Detector data multiplexer 24 is a conventional device 
which polls each of detectors DA, DB, . . . in succes 
sion, and in correspondence to the scanning [cyles] 
cycles of sources SA, SB, . . . Data from the detectors 
DA, DB, . . . , as multiplexed by detector data multi 
plexer 24, is provided as a detector data output to the 
image processing system associated with the present 
invention, as described subsequently with reference to 
FIG. 7. 
FIG. 2C is a diagrammatic representation of a second 

embodiment of the invention, wherein a single source S 
and a single detector D are disposed in an image plane, 
designated by reference numeral 34, in opposition to an 
object 20 to be scanned. In this embodiment, ultrasonic 
scanning of the object 20, by means of the transmission 
of ultrasound signals by source 5, takes place in a ?rst 
scanning plane 36, and is then repeated in successive 
scanning planes 38, 40, and so forth, each successive 
scanning plane being angularly displaced from the ?rst 
scanning plane 36 by increasing angular amounts. Ei 
ther a manual technique, or any conventional motor 
capable of imparting motion in two dimensions (such as 
that in previously discussed US. Pat. No. 
4,2'Il,706-Ledley), or a combination thereof, can be 
used to drive the source of FIG. 2C. 
Energy reflected from the object 20 as a result of 

each scanning cycle is received by the single detector 
D, which provides detector data to the image process 
ing system, which will be described in more detail 
below with reference to FIG. 7. At this juncture, it is 
sufficient to state that the image processing system pro 
cesses the detector data so as to develop data represent 
ing forward projections of the object 20 onto image 
plane 34, such as forward projections being repesented 
by the horizontal dotted lines perpendicular to the 
image plane 34 in FIG. 2C. 
FIG. 3 is a diagrammatic representation of a further 

embodiment of the invention, employing two source 
detector pairs. Specifically, a source S1 and a detector 
D1 form a source-detector pair positioned at the center 
of a left image plane 42, while a source 52 and a detec 
tor D2 form a second source-detector pair positioned at 
the center of a right image plane 44. 
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In operation, each source-detector pair scans the 
object 20 with ultrasound energy during a given scan 
ning cycle. Re?ected energy is received by detectors 
D1 and D2, respectively, and corresponding detector 
data are provided to the image processing system. The 
image processing system processes the detector data, in 
a manner to be discussed in more detail below, so as to 
develop image data representing forward projections of 
the object 20 in both the left plane 42 and right plane 44, 
the image data in these two planes forming a stereo pair. 

It is to be recognized that this embodiment of the 
invention, involving two source-detector pairs, can be 
utilized in combination with the embodiment of FIG. 
2A, in which case there would be two source-detector 
pairs for each parallel scanning plane, or can be utilized 
in combination with the embodiment of FIG. 2C, in 
which case there would be two source-detector pairs 
positioned in image plane 34 (see FIG. 2C), which 
source-detector pair would generate successive pairs of 
scans coresponding to scans 36, 38, 40 and so forth, each 
pair of scans angularly displaced with respect to the 
preceding pairs of scans. 
FIG. 4 is a diagrammatic representation of a further 

embodiment of the invention, wherein a single source 
detector pair, comprising source S1 and detector D1, is 
employed. In this embodiment, the source 81 is located 
at a different position with respect to the position of 
detector D], as shown in FIG. 4. When ultrasonic en 
ergy is transmitted by source S] toward the object 20, 
the resulting re?ected energy is received by detector 
D1, which provides detector data to the image process 
ing system, the latter processing the detector data to 
develop image data representing forward projections 
onto the left plane 46 and right plane 48 of FIG. 4. 

Again, it is to be recognized that this embodiment of 
the invention can be combined with the embodiments of 
FIG. 2A or 2C, such that there would be one source 
detector pair for each parallel scanning plane (as in 
FIG. 2A), or one source-detector pair for generating 
each of the angularly displaced scans 36, 38, 40, etc. (as 
in FIG. 2C). 
FIG. 5 is a diagrammatic representation of a further 

embodiment of the invention, involving the employ 
ment of a single source 51 for transmitting ultrasonic 
energy toward the object 20, in combination with two 
detectors D2 and D2, each detector being positioned at 
the center of a respective image plane 50 or 52. Again, 
this embodiment of FIG. 5 can be utilized in combina 
tion with either the embodiment of FIG. 2A, or the 
embodiment of FIG. 2C. 
FIG. 6A is a diagrammatic representation of a further 

embodiment of the invention, wherein a single source 
detector pair S, D is employed to generate, on a simulta 
neous basis, a plurality of scanning beams or signals 
having different respective frequencies in different di 
rections. Thus, a predetermined plurality of beams dis 
posed at predetermined angular intervals from left scan 
ning beam 54 through right scanning beam 56 are gener 
ated simultaneously, with each respective scanning 
beam having a different respective frequency. 
When energy is re?ected, the re?ected energy is 

received by the detector D, and corresponding detector 
data is provided to the image processing system. Thus, 
even though the ultrasonic beams or signals are gener~ 
ated simultaneously, and the corresponding detector 
data is received virtually simultaneously, re?ected en 
ergy corresponding to one ultrasonic transmission can 
be distinguished from re?ected energy corresponding 
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to the other ultrasonic transmissions by virtue of the 
differences in frequency. It is to be recognized that this 
multi-frequency technique can be employed in any of 
the embodiments described above so as to effect simul 
taneous ultrasound beam transmission. This results in an 
extremely short scanning cycle, with overall savings in 
operational time, as well as achievement of the advan 
tage of superior responsiveness of the overall system. 

It is to be appreciated that various source-detector 
arrangements may be utilized in implementing the mul 
ti-frequency technique described above. For example, 
as shown in FIG. 6B, a plurality of crystal oscillators 
61a-6If can be arranged in an angular array around a 
driver 60, the latter successively activating each oscilla 
tor for generating successive signals of different fre 
quencies in respective directions. Alternatively, as 
shown in FIG. 6C, an arrangement of a plurality of 
oscillators 61a'-61f can be connected in common to a 
driver 60', and can be arranged to rotate in an angular 
direction as indicated by the arrow 62, the drive 60' 
being operated at each successive angular position to 
activate a respective one of the oscillators 61a’-61f, thus 
generating signals of different frequencies in different 
respective directions. 
With respect to the detection of the signals of differ 

ent frequencies, a detector arrangement such as that 
shown in FIG. 6D can be employed. Such a detector 
arrangement comprises a receiver 68 connected in com 
mon to a plurality of filters 69a-69f, each ?lter having a 
respective output for providing its respective analog 
data output to the image processor (as discussed below). 
In this manner, the image processor is able to differenti 
ate signals of different frequencies as received from 
different respective scan directions. 

FIG. 7 is a block diagram of the image processing 
system employed with the present invention. As seen 
therein, the image processing system of the present 
invention basically comprises an analog-to-digital con 
verter (ADC) 70, an image processor 72, and a storage 
and display unit 74. 
The ADC 70 is a standard or conventional analog-to 

digital converter which converts the analog detector 
data received from the detector(s) to digital form for 
input to the image processor 72. 
The image processor 72 is a conventional digital com 

puter which is programmed to process the digital detec 
tor data in such a manner (to be described below) as to 
compute the image data representing forward projec 
tions of the re?ected ultaasound energy (and thus of the 
objects encountered by the transmitted ultrasonic en 
ergy) onto the image plane(s), as mentioned above. 
The storage and display unit 74 is a conventional 

storage and display unit which, in response to the digital 
image data (to coordinate data) developed by the image 
processor 72, in correspondence to the computed for 
ward projection data, displays in two-dimensional form 
a virtual three-dimensional image representing the ob 
ject 20 scanned by the ultrasonic scanning system de 
scribed above. 

It is to be noted that the ADC 70 can be implemented 
by any conventional analog-to-digital converter. The 
image processor 72 can be implemented by any conven 
tional image processor, such as the IP 5000 manufac 
tured by DeAnza Systems. The storage and display unit 
74 can be any conventional storage and display unit 
employed in image processing systems, such as the 
RAM‘I‘EK display unit manufactured by Ramtek Cor 
poration. 
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FIG. 8 is a ?owchart of program operations per 
formed by the image processor 72 in accordance with 
the present invention. Referring to FIG. 8, the opera 
tions of the image processor 72 are as follows. when 
processing is to start (block 80), the image process 72 
accepts a re?ection pro?le as a function of time from 
the ADC 70 (block 81). This re?ection pro?le data is 
differentiated to identify re?ective peaks (block 82). 
Each peak identi?ed within the re?ection pro?le is 
selected sequentially (block 83), and a decision is made 
as to whether or not the peak is signi?cant (block 84). 
Signi?cance of a peak is determined based on various 
well-known threshold-related or parameter-related 
techniques, as would be obvious to one of skill in the art. 

If the peak is determined to be signi?cant, the X, Y 
and Z coordinates of the re?ective point are computed 
from the angles and time interval (duration between 
transmission and reception of a signal re?ected from the 
object being scanned) of each peak (block 85). Compu 
tations are performed in accordance with the following 
well-known coodinate equations: 

wherein it is a scaling factor, T is the time interval for 
the re?ected beam, :1),- , d») and ¢k are angles of the beam 
measured with respect to unit vectors 1, J and K. 
Once the computation of the X, Y and Z coordinates 

is carried out, a decision is made as to whether or not 
the coordinates are inside the ?eld of itnerest, using 
further well-known parametric techniques (block 86). If 
the coordinates are inside the ?eld of interest, the com 
puted coordinates are used to project the detected point 
onto left and right stereo views in the storage and dis 
play unit 74 (block 87). 

If (referring to block 84) the peak is determined not to 
be signi?cant, or if (referring to block 86) the coordi 
nates are determined not to be inside the ?eld of inter 
est, or if (referring to block 87) a point is projected onto 
the left and right stereo views in the storage and display 
unit 74, a further determination as to whether or not the 
last peak has been sequentially processed is made (block 
88). If the last peak has not been processed, the next 
peak is sequentially selected (block 83), and processing 
continues (blocks 84-87). If the last peak has been pro 
cessed (block 88), a determination as to whether or not 
the last pro?le has been accepted is made (block 89). 

If the last pro?le has not been accepted, the processor 
accepts another re?ection pro?le (block 81) and pro 
cessing of that re?ection pro?le proceeds. If, on the 
other hand, the last pro?le has been accepted (block 89), 
the processor 72 ceases operation (block 90). 

It should be recognized that the ultrasonic sources 
SA, 81, S2, and so forth, referred to above can be imple 
mented by any conventional source of ultrasonic en 
ergy, as is well known to those of skill in the art. Such 
ultrasonic energy sources are to be adapted to provide 
for ultrasonic scanning of an object in terms of (l) the 
successive transmission of ultrasonic beams in succes 
sively incremented angular directions (as described 
above with respect to FIGS. 2A and 1B), (2) the genera 
tion of successive scanning beam cycles occurring in 
successive scanning planes, the scanning planes having 
increasing angular orientations with respect to a ?rst 
scanning plane (as described above with respect to FIG. 
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2C), and (3) the transmission of a plurality of ultrasonic 
beams of different respective frequencies in different 
angular directions (as described above with reference to 
FIGS. 6A-6D). 

In addition, it is to be recognized that the detectors 
DA, D1, D2, and so forth, described above can be im 
plemented by any conventional detector(s) capable of 
detecting re?ected ultrasonic energy and providing 
corresponding analog detector data to an image pro 
cessing system, provided that such detectors are 
adapted to provide the functions of the present inven 
tion, as described above. 
As is well known to those of skill in the art, the 

sources and detectors described above can be provided 
in the form of transducer elements, arranged either 
singularly or in transducer arrays. With respect to the 
provision of transducer arrays, it is also to be recog 
nized that phased arrays of transducers can be em 
ployed without departing from the scope of the present 
invention. 
While preferred forms and arrangements have been 

shown in illustrating the invention, it is to be clearly 
understood that various changes in detail and arrange 
ment may be made without departing from the spirit 
and scope of this disclosure. 
What is claimed is: 
1. A three-dimensional imaging system for obtaining 

a three-dimensional image of an object, comprising: 
source means for sequentially transmitting ultrasonic 

energy toward said object in successive directions 
in a ?rst scanning plane, said successive directions 
having increasing angular orientations with respect 
to a reference direction, and for repeating the se 
quential transmission of ultrasonic energy toward 
said object in said successive directions in succes 
sive scanning planes parallel to said ?rst scanning 
plane; 

detector means for receiving re?ected energy re 
?ected from material of said object, and for con 
verting said re?ected energy to electrical signals; 
and 

processing means connected to said detector means 
for receiving said electrical signals, and for pro 
cessing said electrical signals to develop recon 
structed image data of said object; 

wherein said detector means is disposed in an image 
plane displaced from said object and divided into a 
left image plane and a right image plane, said detec 
tor means comprising [a plurality of] at least one 
ultrasonic [transducers] transducer arranged 
[in] on a line in said image plane, said line forming 
a boundary between said left image plane and said 
right image plane, said reconstructed image data 
comprising forward projections of said object into 
a ?rst image in said left image plane and a second 
image in said right image plane, said ?rst and sec 
ond images forming a stereo pair; 

said system further comprising display means for 
displaying said ?rst and second images compos 
itely, whereby to display said three-dimensional 
image of said object. 

2. The system of claim 1, wherein said source means 
comprises [a plurality 0t] at least one ultrasonic 
[sources] source arranged [in a line] in said image 
plane [,1 on said line forming [a] said boundary be 
tween said left and right image planes. 



Re. 34,566 
11 

3. The system of claim 1, wherein said source means 
comprises a plurality of ultrasonic sources arranged in a 
line perpendicular both to said ?rst scanning plane and 
to said successive scanning planes. 

4. The system of claim [1] 31, wherein said plurality 
of ultrasonic transducers is arranged in a line perpendic 
ular both to said ?rst scanning plane and to said succes 
sive scanning planes. 

5. The system of claim 1, further comprising addi 
tional source means for sequentially transmitting ultra 
sonic energy toward said object in additional successive 
directions in said ?rst scanning plane, said additional 
successive directions having increasing angular orienta 
tions with respect to an additional reference direction, 
and for repeating the sequential transmission of ultra 
sonic energy toward said object in said additional suc 
cessive directions in said successive scanning planes 
parallel to said ?rst scanning plane. 

6. A three-dimensional imaging system for obtaining 
a three-dimensional image of an object, comprising: 

source means for sequentially transmitting ultrasonic 
energy toward said object in successive directions 
in a ?rst scanning plane, said successive directions 
having increasing angular orientations with respect 
to a reference direction, and for repeating the se 
quential transmission of ultrasonic energy toward 
said object in said successive directions in succes 
sive scanning planes parallel to said ?rst scanning 
plane; 

detector means for receiving re?ected energy re 
?ected from material of said object, and for con 
vening said reflected energy to electrical signals; 
and 

processing means connected to said detector means 
for receiving said electrical signals, and for pro 
cessing said electrical signals to develop recon 
structed image data of said object; 

wherein said detector means is disposed in an image 
plane displaced from said object and divided into a 
left image plane and a right image plane, said re 
constructed image data comprising forward pro 
jections of said object into a ?rst image in said left 
image plane and a second image in said right image 
plane, said ?rst and second images forming a stereo 
pair; 

said system further comprising display means for 
displaying said ?rst and second images compos 
itely, whereby to display said three-dimensional 
image of said object; 

wherein said detector means comprises a ?rst plural 
ity of ultrasonic transducers arranged in a ?rst line 
in said left image plane, each of said transducers of 
said ?rst plurality of transducers being disposed in 
a respective one of said ?rst scanning plane and 
said successive scanning planes, said detector 
means further comprising a second plurality of 
ultrasonic transducers arranged in a second line in 
said right image plane, each of aid transducers of 
said second plurality of transducers being disposed 
in a respective one of said ?rst scanning plane and 
said successive scanning planes. 

7. The system of claim 6, 
wherein said source means comprises a plurality of 

ultrasonic sources arranged along said ?rst line, 
each of said sources being disposed in a respective 
one of said ?rst scanning plane and said successive 
scanning planes, said system further comprising 
additional source means for sequentially transmit 
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ting ultrasonic energy toward said object in addi 
tional successive directions in said ?rst scanning 
lane, said additional successive directions having 
increasing angular orientations with respect to an 
additional reference direction, and for repeating 
the sequential transmission of ultrasonic energy 
toward said object in said additional successive 
directions in said successive scanning planes paral 
lel to said ?rst scanning plane, said additional 
source means comprising a plurality of further 
ultrasonic sources arranged along said second line, 
each of said further ultrasonic sources being dis 
posed in a respective one of said ?rst scanning 
plane and said successive scanning planes. 

8. A three-dimensional imaging system for obtaining 
a three-dimensional image of a three-dimensional ob 
ject, comprising: 

source means disposed at a given point displaced 
from the three-dimensional object for transmitting 
ultrasonic energy from the given point toward the 
three-dimensional object in successive directions in 
a ?rst scanning plane, each successive direction 
having an angular orientation, with respect to a 
reference direction in the ?rst scanning plane, 
which is greater then the angular orientation with 
respect to the reference direction of any preceding 
direction, and for repeating the transmission of 
ultrasonic energy from the given point toward the 
three-dimensional object in successive directions in 
successive scanning planes, wherein each succes 
sive scanning plane has an angular orientation, 
measured at the given point and with respect to 
said ?rst scanning plane, which is greater than the 
angular orientation of any preceding scanning 
plane as measured at the given point and with re 
spect to the ?rst scanning plane, whereby said 
source means transmits ultrasonic energy in said 
?rst scanning plane and in successive scanning 
planes having increasing angular orientations with 
respect to said ?rst scanning plane; 

detector means for receiving re?ected energy re~ 
?ected from material of the three-dimensional ob 
ject as a result of scanning of said three-dimem 
sional object by said source means in said ?rst and 
said successive scanning planes, and for converting 
said reflected energy to electrical signals, wherein 
said detector means is disposed in an image plane 
displaced from the three-dimensional object, the 
image plane being perpendicular to the ?rst scan 
ning plane, the image plane being divided into a left 
image plane and a right image plane; 

processing means connected to said detector means 
for receiving said electrical signals, and for pro 
cessing said electrical [signal] signals to develop 
reconstructed image data of the three-dimensional 
object, said reconstructed image data developed by 
said processing means corresponding to forward 
projections of the three-dimensional object into 
said left image plane to form a ?rst image and into 
said right image plane to form a second image, said 
?rst and second images forming a stereo pair; and 

display means connected to said processing means 
and responsive to said reconstructed image data 
developed by said processing means for displaying 
said ?rst and second images compositely, thereby 
displaying said three-dimensional image of the 
three-dimensional object; 
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wherein said source means comprises an ultrasonic 
source disposed [in said image plane] on a line 
perpendicular [both] to said ?rst scanning plane 
[and to said forward projections, said line forming 
a boundary between said left and right image 
planes]. 

9. A three-dimensional imaging system for obtaining 
a three-dimensional image of a three-dimensional ob 
ject, comprising: 

source means disposed at a given point displaced 
from the three-dimensional object for transmitting 
ultrasonic energy from the given point toward the 
three-dimensional object in successive directions in 
a ?rst scanning plane, each successive direction 
having an angular orientation, with respect to a 
reference direction in the ?rst scanning plane, 
which is greater then the angular orientation with 
respect to the reference direction of any preceding 
direction, and for repeating the transmission of 
ultrasonic energy from the given point toward the 
three-dimensional object in successive directions in 
successive scanning planes, wherein each succes 
sive scanning plane has an angular orientation, 
measured at the given point and with respect to 
said ?rst scanning plane, which is greater than the 
angular orientation of any preceding scanning 
plane as measured at the given point and with re 
spect to the ?rst scanning plane, whereby said 
source means transmits ultrasonic energy in said 
?rst scanning plane and in successive scanning 
lanes having increasing angular orientations with 
respect to said ?rst scanning plane; 

detector means for receiving re?ected energy re 
flected from material of the three-dimensional ob 
ject as a result of scanning of said three-dimen 
sional object by said source means in said ?rst and 
said successive scanning planes, and for converting 
said re?ected energy to electrical signals, wherein 
said detector means is disposed in an image plane 
displaced from the three-dimensional object, the 
image plane being perpendicular to the ?rst scan 
ning plane, the image plane being divided into a left 
image plane and a right image plane; 

processing means connected to said detector means 
for receiving said electrical signals, and for pro 
cessing said electrical signals to develop recon 
structed image data of the three-dimensional ob 
ject, said reconstructed image data developed by 
[sid] said processing means corresponding to 
forward projections of the three-dimensional ob 
ject into said left image plane to form a f'u'st image 
and into said right image plane to form a second 
image, said ?rst and second images forming a ste 
reo pair; and 

display means connected to said processing means 
and responsive to said reconstructed image data 
developed by said processing means for displaying 
said ?rst and second images compositely, thereby 
displaying said three-dimensional image of the 
three-dimensional object; 

wherein said detector means comprises an ultrasonic 
transducer disposed in said image plane on a line 
perpendicular both [of] to said ?rst scanning 
plane and to said forward projections, said line 
forming a boundary between said left and right 
image planes. 

10. A three-dimensional imaging system for obtaining 
a three-dimensional image of an object, comprising: 
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14 
source means for transmitting ultrasonic signals have 

different respective frequencies in different direc 
tions toward said object in a ?rst scanning plane, 
said different directions having increasing angular 
orientations with respect to a reference direction, 
and for repeating the transmission of said ultrasonic 
signals having different respective frequencies 
toward said object in successive scanning planes 
parallel to said ?rst scanning plane; 

detector means for receiving reflected energy re 
flected from material of said object, and for con 
verting said reflected energy to electrical signals 
and 

processing means connected to said detector means 
for receiving said electrical signals, and for pro 
cessing said electrical signals to develop recon 
structed image data of said object; 

wherein said detector means is disposed in an image 
plane displaced from said [boject] object and di 
vided into a left image plane and a right image 
plane, said detector means comprising [a plurality 
of] at least one ultrasonic [transducers] trans 
ducer arranged [in] on a line in said image plane, 
said line forming a boundary between said left 
image plane and said right image plane, said recon 
structed image data comprising forwardprojec 
tions of said object into a ?rst image in said left 
image plane and a second image in said right image 
plane, said ?rst and second images forming a stereo 
Pair; 

said system further comprising display means for 
displaying said ?rst and second images compos 
itely, whereby to display said three-dimensional 
image of said object. 

11. The system of claim 10, wherein said source 
means comprises [a plurality of] at least one ultrasonic 
[sources] source arranged [in a line] in said image 
plane[,] one said line forming [a] said boundary be 
tween said left and right image planes. 

12. The system of claim 10, wherein said source 
means comprises a plurality of ultrasonic sources ar 
ranged in a line perpendicular both to said ?rst scanning 
plane and to said successive scanning planes. 

13. The system of claim [10] 35, wherein said plural 
ity of ultrasonic transducers is arranged in a line perpen 
dicular both to said ?rst scanning plane and to said 
successive scanning planes. 

14. The system of claim 10, further comprising addi 
tional source means for transmitting ultrasonic signals 
having different respective frequencies in different di 
rections toward said object in said ?rst scanning plane, 
said different respective directions having increasing 
angular orientations with respect to an additional refer 
ence direction, and for repeating the transmission of 
said ultrasonic signals having different respective fre 
quencies in different directions toward said object in 
said successive scanning planes. 

15. A three-dimensional imaging system for [obtin 
ing] obtaining a three-dimensional image of an object, 
comprising: 

source means for transmitting ultrasonic signals hav 
ing different respective frequencies in different 
directions toward said object in a ?rst scanning 
lane, said different directions having increasing 
angular orientations with respect to a reference 
direction, and for repeating the transmission of said 
ultrasonic signals having different respective fre 
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quencies toward said object in successive scanning 
planes parallel to said ?rst scanning plane; 

detector means for receiving re?ected energy re?ected 
from material of said object, and for convening said 
re?ected energ to electrical signals: and 

processing means connected to said detector means for 
receiving said electrical signals, and for processing 
said electrical signals to develop reconstructed 
image data of said object; 

wherein said detector means is disposed in an image 
plane displaced from said object and divided into a 
left image plane and a right image plane, said re 
constructed image data comprising forward pro 
jections of said object into a ?rst image in said left 
image plane and a second image in said right image 
plane, said ?rst and second images forming a stereo 
Pall‘; 

said system further comprising display means for 
displaying said ?rst and second images compos 
itely, whereby to display said three-dimensional 
image of said object; 

wherein said detector means comprises a ?rst plural 
ity of ultrasonic transducers arranged in a ?rst line 
in said left image plane, each of said transducers of 
said ?rst plurality of transducers being disposed in 
a respective one of said ?rst scanning plane and 
said successive scanning planes, said detector 
means further comprising a second plurality of 
ultrasonic transducers arranged in a second line in 
said right image plane, each of said transducers of 
said second plurality of transducers being disposed 
in a respective one of said ?rst scanning plane and 
said successive scanning planes. 

16. The system of claim 15, 
wherein said source means comprises a plurality of 

ultrasonic sources arranged along said ?rst line, 
each of said sources being disposed in a respective 
one of said ?rst scanning plane and said successive 
scanning planes, said system further comprising 
additional source means for transmitting ultrasonic 
signals having different respective frequencies in 
different directions toward said object in said ?rst 
scanning plane, said different directions having 
increasing angular orientations with respect to an 
additional reference direction, and for repeating 
the transmission of said ultrasonic signals having 
different respective frequencies in different direc 
tions toward said object in said successive scanning 
planes, said additional source means comprising a 
plurality of further ultrasonic sources arranged 
along said second line, each of said further ultra 
sonic sources being disposed in a respective one of 
said ?rst scanning plane and said successive scan 
ning planes. 

17. A three-dimensional imaging system for obtaining 
a three-dimensional image of an object, comprising: 

source means for transmitting ultrasonic signals hav 
ing different respective frequencies in different 
directions toward said object in a ?rst scanning 
plane, said different directions having increasing 
angular orientations with respect to a reference 
direction, and for repeating the transmission of said 
ultrasonic signals having different respective fre 
quencies in different directions toward said object 
in successive scanning planes, said successive scan 
ning planes having a increasing angular orienta 
tions with respect to said ?rst scanning plane; 
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16 
detector means for receiving re?ected energy re 

?ected from material of said object and for con 
verting said re?ected energy to electric signals; and 

processing means connected to said detector means 
for receiving said electrical signals, and for pro 
cessing said electrical signals to develop recon 
structed image data of said object; 

wherein said detector means is disposed in an image 
plane displaced from said object and divided into a 
left image plane and a right image plane, said re 
constructed image data comprising forward pro 
jections of said object into a ?rst image in said left 
image plane and a second image in said right image 
plane, said ?rst and second images forming a stereo 
pair, said detector means comprising an ultrasonic 
transducer disposed in said image plane on a line 
perpendicular both to said ?rst scanning plane and 
to said forward projections, said line forming a 
boundary between said left image plane and said 
right image plane; 

said system further comprising a display means for 
displaying said ?rst and second images compos 
itely, whereby to display said three-dimensional 
image of said object. 

18. The system of claim 17, wherein said source 
means comprises an ultrasonic source disposed [in said 
image plane] on a line perpendicular [both] to said 
?rst scanning plane [and to said forward projections, 
said line forming a boundary between said left and right 
image planes]. 

19. The system of claim 17, further comprising addi 
tional source means for transmitting ultrasonic signals 
having different respective frequencies in additional 
different directions toward said object in said ?rst scan 
ning plane, said additional different directions having 
increasing angular orientations with respect to an addi 
tional reference direction, and for repeating the trans 
mission of said ultrasonic signals having different re 
spective frequencies in said additional different direc 
tions toward said object in said successive scanning 
planes. 

20. A three-dimensional imaging system for obtaining 
a three-dimensional image of an object, comprising: 

source means for transmitting ultrasonic signals hav 
ing different respective frequencies in different 
directions toward said object in a ?rst scanning 
plane, said different directions having increasing 
angular orientations with respect to a reference 
direction, and for repeating the transmission of said 
ultrasonic signals having different respective fre 
quencies in different directions toward said object 
in successive scanning planes, said successive scan 
ning planes having increasing angular orientations 
with respect to said ?rst scanning plane; 

detector means for receiving re?ected energy re 
?ected from material of said object and for con 
verting said re?ected energy to electric signals; and 

processing means connected to said detector means 
for receiving said electrical signals, and for pro 
cessing said electrical signals to develop recon 
structed image data of said object; 

wherein said detector means is disposed in an image 
plane displaced from said object and divided into a 
let image plane and a right image plane, said recon 
structed image data comprising forward projec 
tions of said object into a ?rst image in said left 
image plane and a second image in said right image 
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plane, said ?rst and second images forming a stereo 
Pair; 

said system further comprising display means for 
displaying said ?rst and second images compos 
itely, whereby to display said three-dimensional 
image of said object; 

wherein said detector means comprises a ?rst ultra 
sonic transducer disposed in said image plane on a 
?rst line perpendicular both to said ?rst scarming 
plane and to said forward projections, and a second 
ultrasonic transducer disposed [to] in said image 
plane on a second line perpendicular both to said 
?rst scanning plane and to said forward [projec 
tions] projections, wherein said source means com 

l0 

cessing said electrical signals to develop recon 
structed image data of the three-dimensional ob 
ject, said reconstructed image data developed by 
said [procesing] processing means corresponding 
to forward projections of the three-dimensional 
object into said left image plane to form a ?rst 
image and into said right image plane to form a 
second image, said ?rst and second images forming 
a stereo pair; and 

display means connected to said processing means 
and responsive to said reconstructed image data 
developed by said processing means for displaying 
said ?rst and second images compositely, thereby 
displaying said three-dimensional image of the 
three-dimensional object. 

22. The system of claim 21, wherein said ?rst line 
divides said left image plane into le? and right portions, 

sonic signals having different respective frequen- and said second line divides said right image plane into 
cies in additional different directions toward said left and right portions, whereby said first ultrasonic 
object in said ?rst scanning plane, said additional 20 transducer is approximately centrally disposed within 
different directions having increasing angular ori- said left image plane and said second ultrasonic trans 
entations with respect to an additional reference ducer is approximately centrally disposed within said 
direction, and for repeating the transmission of said right image plane. ' 
ultrasonic signals having dr?'erenr respective fre- 23.Athree-dimensional imaging system for obtaining 
quencies in said additional different directions 25 a three-dimensional image of a three-dimensional ob 
toward said object in said successive scanning ject, comprising: 
planes, said additional source means comprisingan source means disposed at a given point displaced 
additional ultrasonic source disposed in said image from the three-dimensional object for transmitting 
plane on said second line. ultrasonic energy from the given point toward the 

21. A three-dimensional imaging system for obtaining 30 three-dimensional object in successive directions in 
a three-dimensional image of a three-dimensional ob- a ?rst scanning plane, each successive direction 
ject, comprising: having an angular orientation, with respect to a 

source means disposed at a given point displaced reference direction in the ?rst scanning plane, 

prises an ultrasonic source disposed in said image 15 
plane on said ?rst line, said system further compris 
ing additional source means for transmitting ultra 

from the three-dimensional object for transmitting which is greater then the angular orientation with 
ultrasonic energy from the given point toward the 35 respect to the reference direction of any preceding 
three-dimensional object in successive directions in direction, and for repeating the transmission of 
a ?rst scanning plane, each successive direction ultrasonic energy from the given point toward the 
having an angular orientation, with respect to a three-dimensional objectin successive directions in 
reference direction in the ?rst scanning plane, successive scanning planes, wherein each succes 
which is greater then the angular orientation with 40 sive scanning plane has an angular orientation, 
respect to the reference direction of any preceding 
direction, and for repeating the transmission of 
ultrasonic energy from the given point toward the 
three-dimensional object in a successive directions 

image plane and a right image plane; 
processing means connected to said detector means 

for receiving said electrical signals, and for pro 

measured at the given point and with respect to 
said ?rst scanning plane, which is greater than the 
angular orientation of any preceding scanning 
plane as measured at the given point and with re 

insuccessive scanning planes, wherein each succes- 45 spect to the ?rst scanning plane, whereby said 
sive scanning plane has an angular orientation, source means transmits ultrasonic energy in said 
measured at the given point and with respect to ?rst scanning plane and in successive scanning 
said ?rst scanning plane, which is greater than the planes having increasing angular orientations with 
angular orientation of any preceding scanning respect to said ?rst scanning plane; 
plane as measured at the given point and with re- 50 detector means for receiving re?ected energy re 
spect to the ?rst scanning plane, whereby said flected from material of the three-dimensional ob 
source means transmits ultrasonic energy in said ject as a result of scanning of said three-dimen 
?rst scanning plane and in successive scanning sional object by said source means in said ?rst and 
planes having increasing angular orientations with said successive scanning planes, and for converting 
respect to said ?rst scanning plane; 55 said re?ected energy to electrical signals, wherein 

detector means for receiving reflected energy re- said detector means is disposed in an image plane 
?ected from material of the three-dimensional ob- displaced from the three-dimensional object, the 
ject as a result of scanning of said three-dimen- image plane being perpendicular to the ?rst scan 
sional object by said source means in said ?rst and ning plane, the image plane being divided into a left 
said successive scanning planes, and for converting 60 image plane and a right image plane; 
said re?ected energy to electrical signals, wherein processing means connected to said detector means 
said detector means is disposed in an image plane for receiving said electrical signals, and for pro 
displaced from the three-dimensional object, the cessing said electrical signals to develop recon 
image plane being perpendicular to the ?rst scan- structed image data of the three-dimensional ob 
ning plane, the image plane being divided intoaleft 65 ject, said reconstructed image data developed by 

said processing means corresponding to forward 
projections of the three-dimensional object into 
said left image plane to form a ?rst image and into 
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said right image plane to form a second image, said 
?rst and second images forming a [stero] stereo 
pair; and 

display means connected to said processing means 
and responsive to said reconstructed image data 
developed by said processing means for displaying 
said ?rst and second images compositely, thereby 
displaying said three-dimensional image of the 
three-dimensional object; 

wherein each of said electrical signals received by 
said processing means represents a re?ection pro 
?le for the energy re?ected from the material of 
the three-dimensional object as a result of scanning 
in a respective one of said successive directions, 
said processing means comprising means for per 
forming a differentiation operation to identify re 
?ective peaks in the re?ection pro?le. 

M. The system of claim 23, wherein said processing 
means comprises determining means for determining, 
for each identi?ed re?ective peak, whether or not the 
re?ective peak is signi?cant and, if the re?ective peak is 
insigni?cant, said processing means computes spatial 
coordinates of a corresponding point of re?ection on 
the three-dimensional object. 

25. The system of claim 24, wherein said processing 
means comprises additional determining means for de 
termining whether or not the re?ective peak is the ?nal 
re?ective peak within the re?ection pro?le, and 
wherein, if said determining means determines that the 
re?ective peak is not signi?cant, said additional deter 
mining means determines whether or not the re?ective 
peak is the ?nal re?ective peak within the re?ection 
pro?le, and said processing means procesess a subse 
quent re?ective peak if the re?ective peak is not the 
?nal re?ective peak within the re?ection pro?le, and 
said processing means processes a subsequent re?ection 
pro?le if the re?ective peak is the ?nal re?ective peak 
within the re?ection pro?le. 

26. The system of claim 24, wherein said processing 
means comprises additional means for determining 
whether or not the computed spatial coordinates of the 
corresponding point of re?ection are within a volumet 
ric ?eld of interest and, if the computed spatial coordi 
nates of the corresponding point of re?ection are within 
the volumetric ?eld of interest, said processing means 
computes the coordinates of the projection of the corre 
sponding point of re?ection onto said left image plane 
and said right image plane, respectively. 

27. The system of claim 26, wherein said processing 
means comprises further determining means for deter 
mining whether or not the re?ective peak is the ?nal 
re?ective peak within the re?ection pro?le, and 
wherein, if said additional determining means deter 
mines that the computed spatial coordinates of the cor 
responding point of re?ection are not within the volu 
metric ?eld of interest, said further determining means 
determines whether or to the re?ective peak is a ?nal 
re?ective peak within the re?ection pro?le and, if the 
re?ective peak is not a ?nal re?ective peak within the 
re?ection pro?le, said processing means processes a 
subsequent re?ective peak within the re?ection pro?le, 
and, if the re?ective peak is a ?nal re?ective peak 
within the re?ection pro?le, said processing means 
processes a subsequent re?ection pro?le. 

28. The system of claim 26, wherein said processing 
means comprises further determining means for deter 
mining whether or not the re?ective peak is the ?nal 
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re?ective peak within the re?ection pro?le, and 
wherein, after said processing means computes the co 
ordinates of the projection of the corresponding point 
of re?ection onto said left image plane and said right 
image plane, respectively, said further determining 
means determines whether or not the re?ective peak is 
a ?nal re?ective peak within the re?ection pro?le, and, 
if the re?ective peak is not a ?nal re?ective peak within 
the re?ection pro?le, said processing means processes a 
subsequent re?ective peak, and, if the re?ective peak is 
the ?nal re?ective peak within the re?ection pro?le, 
said processing means processes a subsequent re?ection 
pro?le. 

29. The system of claim 24, wherein said processing 
means comprises computing means for computing the 
spatial coordinates of the corresponding point of re?ec 
tion from a plurality of angles de?ning a direction of 
transmission of the ultrasonic energy transmitted by 
said source means and from a time interval between 
transmission by said source means of the ultrasonic 
energy from the given point toward the threesdimen 
sional object and reception by said-detector means of 
the re?ected energy re?ected from the material of the 
three-dimensional object. 

30. The system of claim 29, wherein said processing 
means comprises computing means for computing the 
spatial coordinates of the corresponding point of re?ec 
tion from the following equations: 

where k is a scaling factor, T is the time interval be 
tween transmission of the ultrasonic energy and recep 
tion of the re?ected energy, I, J and K are unit vectors 
in three-dimensional space, and tin, 01>}- and 4t], are angles 
measured with respect to the unit vectors and de?ning 
the direction of transmission of the ultrasonic energy. 

3]. The system of claim I, wherein said at least one 
ultrasonic transducer comprises a plurality of ultrasonic 
transducers arranged on said line forming said boundary 
between said left image plane and said right image plane. 

32. The system of claim I, wherein said at least one 
ultrasonic transducer is arranged in said image plane on a 
line perpendicular both to said first scanning plane and to 
said forward projections 

33. The system of claim 8, wherein said detector means 
comprises a ?rst ultrasonic transducer disposed in said left 
image plane and a second ultrasonic transducer disposed in 
said right image plane. 

34. The system of claim 9, wherein said source means 
comprises a ?rst ultrasonic source disposed in said left 
image plane and a second ultrasonic source disposed in 
said right image plane. 

35. The system of claim 10. wherein said at least one 
ultrasonic transducer comprises a plurality of ultrasonic 
transducers arranged on said line forming said boundary 
between said left image plane and said right image plane. 

36. The system of claim 10, wherein said at least one 
ultrasonic transducer is arranged in said image plane on a 
line perpendicular both to said first scanning plane and to 
said forward projections. 
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