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[57] ABSTRACT 
A capacitance-type measuring apparatus includes ?rst 
and second support members which are movable with 
respect to one another along a measurement axis; a ?rst 
electrode array and a second electrode disposed on the 
?rst support member; and a third electrode array dis 
posed on the second support member and capacitively 
coupling the ?rst electrode array and second electrode 
for transmission of a signal between the ?rst electrode 
array and second electrode through the third electrode 
array. One of the ?rst electrode array or the second 
electrode is formed to have end portions con?gured 
such that the degree of coupling between the ?rst elec 
trode array and second electrode through the third 
electrode array decreases linearly along the extent of 
each end portion relative to the measurement axis. This 
con?guration permits improved measurement accura 
cies by reducing the effects of tilt between the ?rst and 
second support members which changes the spacing 
between such members along the axis of measurement. 

70 Claims, 6 Drawing Sheets 
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ELECTRODE STRUCTURE FOR 
CAPACITANCE-TYPE MEASURENIENT 

TRANSDUCERS 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions made 
by reissue. 

CROSS REFERENCE TO RELATED APPLICA 
TIONS 
The present application is a continuation-in-part ap 

plication of copending U.S. application Ser. No. 
07/200,368 ?led May 31, 1988, now U.S. Pat. No. 
4,879,508, which in turn is a continuation-in-part of U.S. 
application Ser. Nos. 07/030,346 and 07/031,049, both 
?led Mar. 26, 1987, and Ser. No. 07/035,859, ?led Apr. 
8, 1987 all of which are now abandoned. 

FIELD OF THE INVENTION 

The present invention relates generally to measuring 
devices for making linear and angular measurements, 
and more particularly to a capacitance-type measuring 
transducer with an improved electrode con?guration 
for making measurements of position. 

BACKGROUND OF THE INVENTION 

Numerous capacitance-type measuring devices for 
making linear and angular measurements have been 
developed wherein two support members or scales, on 
which are respectively mounted arrays of discrete, ca 
pacitively coupled electrodes, are displaced relative to 
one another, and the relative positions of the two scales 
are determined by sensing the resulting change in the 
capacitance pattern created by the arrays of electrodes. 
Typically, the capacitance pattern is sensed by applying 
a plurality of periodic signals to one of the electrode 
arrays and measuring the shift in signals resulting from 
the transfer to the other array of electrodes. Such mea 
suring devices have a broad range of applications, from 
large-scale measuring devices such as three-dimensional 
coordinate measuring systems and numerically con 
trolled ?nishing machines, to small-scale devices such 
as portable calipers, micrometers and the like. 

In addition to the increasing popularity of the capaci 
tance-type measuring devices, a wide variety of con?g 
urations and designs bave been proposed which imple 
ment both relative and absolute measurements. While 
various improvements have been made to increase the 
capabilities of such capacitance-type measuring devices, 
there are still disadvantages which limit the accuracy 
with which measurements can be made or increase the 
cost of constructing the measuring devices in order to 
compensate for the accuracies. In particular, many ap 
plications require the ability to obtain low-cost accurate 
measurements even when the devices will be subjected 
to hostile conditions in the environments in which they 
are used. As a result, if the devices are extremely sensi 
tive during use, then their use will be limited by the 
ability to control the application environment or the 
need to obtain accuracy by expensive designs or manu 
facturing techniques. 
More speci?cally, in the use of capacitance-type mea 

suring devices of the type described having two scales 
relatively movable with respect to one another, the gap 
between the scales should be uniform over the entire 
area of overlap. Experience and theoretical calculations 
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2 
show that parallelism in the x/y-plane is the most im 
portant factor affecting accuracy. This sensitivity to tilt 
(i.e., rotation of one scale relative to the other around an 
axis perpendicular to the intended measurement direc 
tion in the plane of the scales) limits the achievable 
accuracy at a given mechanical tolerance in the suspen 
sion system guiding the movement of the two scales 
relative to each other. Or, for a given accuracy speci? 
cation, it may require a tolerance level on the mechani 
cal design that is not practical or is too expensive to 
implement. 
The present invention, therefore, has been developed 

to overcome the speci?c shortcomings in the implemen 
tation of capacitance-type measuring devices and to 
provide an electrode con?guration which improves 
measurement accuracy. 

SUMMARY OF THE INVENTION 

In accordance with one embodiment of the present 
invention, a transducer comprises ?rst and second sup 
port members, the support members being relatively 
displaceable with respect to each other and relative to a 
measurement axis; ?rst electrode structure disposed on 
the ?rst support member and second electrode structure 
disposed on the second support member and capaci 
tively coupled to the ?rst electrode structure; the ?rst 
and second electrode structures each having an elon 
gate con?guration relative to the measurement axis, and 
one of the ?rst and second electrode structures having 
at least one end portion con?gured such that the degree 
of coupling between the ?rst and second electrode 
structures decreases linearly relative to the measure 
ment axis along the extent of each end portion. 

In accordance with another embodiment of the pres 
ent invention, the transducer includes first and second 
electrode structures disposed on the ?rst support mem 
ber; a third electrode structure disposed on the second 
support member and capacitively coupled to the ?rst 
and second electrode structures for transmission of a 
signal between the ?rst and second electrode structures 
through the third electrode structure; and the ?rst and 
second electrode electrode structures are constructed to 
each have an elongate con?guration relative to the 
measurement axis and such that one of the ?rst and 
second electrode structures has at least one end portion 
con?gured such that the degree of coupling between 
the ?rst and second electrode structures through the 
third electrode structure decreases linearly relative to 
the measurement axis along the extent of each end por 
tion. 

Advantageously, the transducer comprises an array 
of ?rst electrodes disposed on the ?rst support member 
in alignment with the measurement axis; an array of 
third electrodes disposed on the second support mem 
ber in alignment with the measurement axis and such 
that different portions of the third electrode array are 
capacitively coupled with the ?rst electrode array in 
dependence on the relative positions of the supporting 
members; and a second electrode disposed on the ?rst 
support member in relative alignment with the ?rst 
electrode array and capacitively coupled with the third 
electrode array in dependence on the relative position 
of the supporting members, one of the ?rst electrode 
array and the second electrode being constructed to 
have the at least one end portion. 

In accordance with a further aspect of the present 
invention, the ?rst electrodes are arranged so as to con 
stitute successive groups of a predetermined number of 
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adjacent electrodes, the groups each having a wave 
length Lt; and the second electrode has a length which 
is less than the length of the ?rst electrode array and is 
substantially equal to an integer number of wavelengths 
Lt. Advantageously, the second electrode is con?gured 
so that the opposite ends thereof terminate in a tapered 
con?guration. The second electrode is also advanta 
geously con?gured so that the effective width of each 
end portion tapers from a full width to terminate at the 
respective ends of the electrode over a distance that is 
substantially equal to an integer number of wavelengths 
Lt. 

In accordance with a further aspect of the present 
invention, the array of ?rst electrodes is formed to de 
?ne an envelope having an elongate con?guration with 
a length which is less than the length of the second 
electrode and substantially equal to an integer number 
of wavelengths Lt. The ?rst electrode array envelope 
advantageously further includes end portions in each of 
which the lengths and/or the widths of the individual 
electrodes progressively taper from a full length/width 
to termination at the respective ends of the array over a 
distance substantially equal to an integer number of 
wavelengths Lt. 
These and other novel features and advantages of the 

present invention are described in or will become appar 
ent from the following detailed description of preferred 
embodiments. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The preferred embodiments will be described with 
reference to the drawing, wherein like elements have 
been denoted throughout the ?gures with like reference 
numerals, and wherein: 
FIG. 1 is a partly schematic, partly diagrammatic 

view of a capacitance-type measuring device. 
FIG. 2A is a diagrammatic view showing the possible 

axis of movement of two support members in a capaci 
tance-type measuring device positioned in a three-di 
mensional coordinate system. 
FIGS. 2B-2F are more detailed schematic depictions 

of the relative movements shown in FIG. 2A. 
FIG. 3 is a diagrammatic view of a capacitance-type 

measuring device including a ?rst embodiment of a 
transducer incorporating a tapered electrode structure 
in accordance with the present invention. 
FIG. 4 is a diagrammatic view of a capacitancetype 

measuring device including a second embodiment of a 
transducer incorporating a tapered electrode structure 
in accordance with the present invention. 
FIGS. 5-8 are plan views of alternative embodiments 

of tapered electrode structures according to the present 
invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

The present invention will be described in connection 
with its application to a linear measurement device. It 
will be understood, however, that the present invention 
is not limited to such measuring devices and may be 
implemented in a broad range of other devices for mak 
ing a variety of measurements. Referring ?rst to FIG. 1, 
there is shown a capacitance-type linear measurement 
caliper 10. The construction and con?guration of the 
caliper 10 may be any of a variety of forms, several 
examples of which are described more fully in appli 
cant’s copending US patent applications Ser. Nos. 
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4 
07/200,368 and 07/200,580, both ?led May 31, 1988, 
and herein incorporated by reference in their entirety. 

Brie?y, the caliper 10 includes a capacitive trans 
ducer 12 and electronic measuring apparatus 100 com 
prising a signal generator 102 and signal processor 104 
for applying electrical excitation signals to transducer 
12 and processing the resultant output signals produced 
by transducer 12 to ascertain a given measurement posi 
tion. Transducer 12 comprises a linear ?rst scale or 
support member 20, and a shorter linear second scale or 
support member 30, slidably mounted with respect to 
member 20 for longitudinal axial displacement along a 
predetermined measurement axis X. Support member 
30 is generally known as the pick-off member and each 
of the members 20 and 30 are generally provided with 
extending caliper arms (not shown) which are used to 
permit measurements of the dimensions of an object. 
The support members 20 and 30 each have a planar 

face on which are disposed various electrode arrange 
ments, or structures 210, 220 and 310, 320, respectively, 
as will be more fully described below. Support members 
20 and 30 are spaced in opposed, parallel relation to one 
another and slidably supported so that the support 
member 30 may be displaced longitudinally along the 
measurement axis with respect to the member 20. By 
way of example, the distance d separating the support 
members 20 and 30 is advantageously on the order of 
0.05 mm (0.002 inch). 
As described below and more particularly in the 

aforementioned copending applications, the electrode 
structures 310 and 320 are disposed adjacent one an 
other on support 30 in relative alignment with the mea 
surement axis X. Likewise, electrode structures 210 and 
220 are electrically connected and disposed adjacent to 
one another on support member 20 in relative alignment 
with the measurement axis. As shown, the excitation 
signal outputs of signal generator 102 are connected to 
the electrodes of structure 310 and signal processor 104 
is connected to electrode structure 320 to receive the 
output of transducer 12. Accordingly, for convenience 
of description, the electrodes of structure 310 (hereinaf 
ter array 310) will be described as ?rst transmitter elec 
trodes, the electrodes of structure 210 (hereinafter array 
210) will be described as ?rst receiver electrodes, the 
electrodes of structure 220 (hereinafter array 220) will 
be described as second transmitter electrodes, and the 
electrode structure 320 will be described as a second 
receiver or detector electrode. It will be appreciated, 
though, that the ability of transducer 12 to produce 
signals indicative of position is not dependent on the 
direction of signal transmission through the transducer. 
Thus, an excitation signal could be applied to electrode 
320, making that electrode a transmitter electrode, and 
transducer outputs could be obtained from electrode 
array 310, making those electrodes receiver electrodes. 
(Arrays 220 and 210 would then be ?rst receiver and 
second transmitter arrays, respectively.) Further, it will 
be appreciated that electrode arrays 210 and 220 can be 
considered functionally as a single array structure ca 
pacitively coupling array 310 and electrode 320. Still 
further, it will be appreciated that electrode 320 also 
can comprise an array of electrodes, as shown in appli 
cant’s aforementioned copending application Ser. No. 
07/200,368. As depicted in FIG. 1, the electrode array 
310 and electrode 320 are disposed on support 30 so as 
to be in opposed spaced relationship to electrodes 210 
and 220, respectively, during relative movement of the 
support members 20 and 30 along the measurement axis. 
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In the embodiment shown, the ?rst transmitter elec 
trodes 310 are formed as a plurality of identical rectan 
gular electrodes uniformly spaced adjacent to one an 
other at predetermined intervals with a pitch Pt to form 
a rectangular envelope having a Width Wt and a length 
Tl extending in the direction of the measurement axis X. 
As shown, successive series of a predetermined number 
greater than 1 (e.g., eight as shown) of adjacent elec 
trodes 312 are respectively connected to a correspond 
ing series of different excitation or input signals, and 
each series of electrodes constitutes a group spanning a 
distance defming one transmitter wavelength Lt. The 
detector electrode 320 has a generally elongate con?gu 
ration in the form of a rectangle having a width Wr and 
a length RI disposed adjacent and parallel to the ?rst 
transmitter electrodes 310 and also extending in the 
direction of the measurement axis X. 

First receiver electrode array 210 comprises a plural 
ity of individual rectangular electrodes 212 uniformly 
spaced adjacent to one another on the support 20 in the 
direction of the measurement axis X. Second transmitter 
electrode array 220 likewise comprises a plurality of 
individual rectangular electrode elements 222 spaced 
adjacent to one another in the direction of measurement 
axis X. Each of the individual electrodes 222 of the 
second transmitter electrode array 220 are electrically 
coupled to corresponding individual electrodes 212 of 
the ?rst receiver electrode array 210. First transmitter 
electrodes 312 and ?rst receiver electrodes 212 are dis 
posed on the supports 20 and 30, respectively, so that 
they maintain an opposed, spaced relationship during 
relative movement of the supports 20 and 30 along the 
measurement axis. Likewise, the detector electrode 320 
and second transmitter electrodes 222 are disposed on 
supports 30 and 20, respectively, so as to maintain an 
opposed, spaced relationship during movement of the 
supports 20 and 30 along the measurement axis. 
As is more particularly described in the aforemen 

tioned copending applications, periodically varying 
excitation signals are applied to the respective groups of 
?rst transmitter electrodes 310 by signal generator 102. 
Signals from the ?rst transmitter electrodes 312 are 
capacitively coupled to the ?rst receiver electrodes 212 
and electrically coupled to the second transmitter elec 
trodes 222. The signals are then transmitted by capaci 
tive coupling to the detector electrode 320, which pro 
duces an output signal that is detected by the signal 
processor 104. The signal processor 104 then provides 
an indication of position by sensing the relationship 
between the signals transmitted by ?rst transmitter elec 
trodes 312 and the signals received by detector elec 
trode 321). 
As was previously mentioned, in capacitance-type 

measuring devices of the type described, movement of 
the members 20 and 30 with respect to one another in 
directions other than the direction of measurement can 
have signi?cant e?'ects on the accuracy of the measure 
ment. More particularly, there is shown in FIG. 2A a 
diagrammatic representation of the support members 20 
and 30 disposed in a three-dimensional coordinate sys 
tem. The coordinate system is de?ned by three axes, X, 
Y and Z, intersecting one another so that each axis is 
orthogonal to the other. The support members 20 and 
30 are shown disposed in opposed relationship to one 
another in planes which are parallel to one another and 
to the plane formed by the X and Y axis. Furthermore, 
the members 20 and 30 are disposed to depict relative 
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6 
movement of the members in a direction along the mea 
surement axis X. 
As will be appreciated, measurement inaccuracies 

can be caused by movement of the support members 20 
and 30 and their associated electrodes with respect to 
one another in directions other than along the measure 
ment axis. Such movements may occur as a result of the 
mechanical tolerances of the parts which mount and 
guide the movement of the individual members 20 and 
30 with respect to one another in the caliper instrument. 
Such movements may also be characterized as four 
alignment parameters, which can be identi?ed as roll, 
tilt, yaw and lateral offset, as more particularly shown 
in FIGS. 2B-2E, respectively. More speci?cally, move 
ment of either of the members 20 and 30 about the X 
axis, as depicted in FIG. 2B, is identi?ed as roll; move 
ment of the support members 20 and 30 about the Y 
axis, as depicted in FIG. 2C, is identi?ed as tilt; move 
ment of the support members 20 and 30 about the Z 
axis, as depicted in FIG. 2D, is identi?ed as yaw; and 
movement of the elements 20 and 30 with respect to one 
another along the Y-axis, as depicted in FIG. 2B, is 
identi?ed as lateral offset (Ld) of displacement. 

In a capacitance-type measuring device, each of the 
four alignment parameters identi?ed as yaw, roll, tilt 
and lateral offset Ld can have an effect on the accuracy 
of the measurement. Each of such movements are in 
direction other than the measurement direction and 
each will in?uence the accuracy of measurement de 
pending upon the degree of movement. It is therefore 
apparent that capacitance-type measuring devices man 
ufactured with large mechanical tolerances in the struc 
ture that maintains the relative positions of the support 
members 20 and 30 and guides their relative movement, 
may lead to inaccurate measurements. Likewise, tight 
ening of such tolerances will result in a more expensive 
manufacturing construction, and therefore higher costs 
for the measuring device. 

In capacitance-type measuring devices of the type 
described, the effects of yaw, roll and lateral offset have 
been lessened by a variety of techniques. More particu 
larly, any sensitivity to yaw and lateral offset can be 
reduced by sufficient overlap between the electrode 
arrays on the members 20 and 30. Furthermore, roll 
does not appear to in?uence the balance between the 
various signals coupled between the ?rst transmitter 
electrodes and detector electrode by way of the ?rst 
receiver electrodes and second transmitter electrodes. 
However, the effect of tilt produces signi?cant mea 
surement inaccuracies in instruments with large me— 
chanical tolerances. 
By way of example, the effect of tilt on various de 

signs can be more clearly understood by reference to 
FIG. 2F, which shows the variation of the gap or spac 
ing d between the elements 20 and 30 along the length 
of a measurement axis to produce spacing hl at one end 
and spacing h2 at the opposite end. In order to illustrate 
the effect of the variable spacing caused by tilt, assume 
a nominal gap of 50 microns in FIG. 2F between the 
two members 20 and 30 and a tilt of one micron per mm 
length of the member 30. For a 4-0 mm long support 30, 
the spacing hl would be 30 microns at one end and the 
spacing h2 would be 70 microns at the other end. In one 
example using an embodiment of the capacitance-type 
device described in US. Pat. No. 4,420,754 having a 
scale wavelength of 2.54 mm, 4 transmitter phases, a 
0.635 mm transmitter electrode pitch, and a 2.54 mm 
transmitter electrode wavelength, the resulting error 
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for the speci?ed tilt will vary over the wavelength of 
the scale 20 and have a peak-to-peak amplitude error of 
about 140 microns. This is an unacceptable error for a 
device like an electronic caliper with a resolution of 10 
microns. In order to keep the error because of tilt down 
to half the resolution (i.e., equal to 5 microns), the me 
chanical tolerances in the guiding system controlling 
the location of the two scales relative to each other 
would need to be improved to be not more than 0.025 
micron/mm, i.e., a 1 micron gap difference along the 40 
mm extent of the scale 30. 

In a second example using an embodiment of the 
capacitance-type measuring device described in appli 
cant’s aforementioned application Ser. No. 07/200,580 
having transmitter electrodes distributed over ?ve scale 
wavelengths and having a scale wavelength of 0.256 
mm, eight transmitter phases, a transmitter electrode 
pitch of 0.160 mm and a transmitter wavelength of 1.28 
mm, the error for the given value of tilt would again 
vary over the wavelength of the scale 21! with a peak-to 
peak amplitude of about 2.5 microns. This is a much 
smaller error because of the shorter wavelength and the 
different sequence in which the phases are connected. 
(The phase sequence is described in applicant's afore 
mentioned application Ser. No. 07/200,368.) But there 
are new uses for this capacitive sensor that require a 
resolution/accuracy of 1 micron, with the potential 
need for further improvement to 0.1 micron. In those 
cases, the 2.5 micron error is unacceptable. In both 
examples, the length of the support member 30 will 
have only a marginal in?uence on the error magnitude 
for a given tilt-angle. 

In accordance with the present invention, it has been 
determined that the effects of tilt can be significantly 
reduced by modifying the geometry of the electrodes 
disposed on support member 30. In particular, by modi 
fying the geometry of the end portions of transmitter 
electrode array 310 or the detector electrode 320 such 
that the degree of coupling between the ?rst transmitter 
electrode array and the detector electrode through the 
?rst receiver and second transmitter electrode arrays 
linearly decreases relative to the measurement axis 
along the extent of each end portion, as described in 
more detail hereinafter, the error caused by tilt can be 
very considerably improved. Speci?cally, in the ?rst 
example above, the error induced by tilt will be reduced 
by a factor of 50, to 2.8 micron. In the second example 
above, the error will be reduced by a factor of 200, to 
the very small value of 0.01 micron. This allows capaci~ 
tance-type devices to be constructed with less mechani 
cal tolerances and thereby enables the production of 
less expensive devices while maintaining an improved 
level of accuracy. 

Referring particularly to FIG. 3, the same general 
caliper construction as shown in FIG. 1 is depicted. In 
the embodiment of the invention illustrated in FIG. 3, 
however, the detector electrode 320’ is constructed to 
have an elongate con?guration in the form of a rectan 
gle terminated at each end by a tapered portion. More 
speci?cally, detector electrode 320' generally includes 
three portions, identi?ed as a rectangular intermediate 
portion 322 and triangular terminal portions 324A and 
324B extending from opposite ends of portion 322 to 
form a tapered electrode con?guration in which the 
effective width of the electrode tapers linearly relative 
to the measurement axis from the full width Wr of the 
portion 322 to termination at each of the respective ends 
326A and 326B over a distance TAl. 
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8 
Advantageously, the triangular portions 324A and 

324B are con?gured as equilateral triangles which form 
a symmetrical taper about the electrode center axis f 
over the distance TAl. In this embodiment, the elec 
trodes 312 of the ?rst transmitter electrode array 310 
form an envelope of generally rectangular con?gura 
tion of length TI, and the plurality of N electrodes 312 
forming an electrode group span a distance of one trans 
mitter wavelength Lt. The detector electrode 320’ is 
con?gured as an elongate electrode having a length R1 
(end to end) which is less than the length TI of the 
envelope of the ?rst transmitter electrodes 310. Fur 
thermore, the detector electrode 320' is advantageously 
constructed so that the length TA1 of the tapered por 
tions 324A and 32413 is equal to one transmitter wave 
length Lt, and the length R1 of the detector electrode 
320' is equal to an integer number of transmitter wave 
lengths Lt. 
The second embodiment shown in FIG. 4 incorpo 

rates an alternative con?guration of the electrode ge 
ometries on support 30 in accordance with the present 
invention. In this embodiment, the detector electrode 
320 has a rectangular con?guration with a length R1. 
The envelope of the ?rst transmitter electrode array 
310', however, is configured to have a length TI less 
than the length R1 of the detector electrode 320 and 
equal to an integer number of transmitter wavelengths 
Lt. In this embodiment, the ?rst transmitter electrodes 
312' form an envelope which is de?ned by an intermedi 
ate portion 314 and two terminating portions 316A and 
316B similar in con?guration to sections 322, 324A and 
324B, respectively, in FIG. 3. 
More particularly, envelope portion 314 is generally 

rectangular in shape and the two triangular portions 
316A and 316B respectively extend from each end of 
portion 314 so that the envelope tapers linearly from the 
full width Wt of portion 314 to termination at each end 
318A and 318B over a distance TAl. Envelope portions 
316A and 316B advantageously have, as depicted, the 
shape of equilateral triangles which form symmetrically 
tapered electrode envelope portions with respect to the 
center axis g extending the length of the elongate array 
310'. As was described in connection with FIG. 3, it is 
preferable that the length TAl of the tapered portions 
316A and 3168 be equal to one transmitter wavelength. 
However, improvements by a factor of 10 in certain 
con?gurations of capacitance-type measuring devices 
have been obtained for lengths TAl equal to one-half 
the transmitter wavelength as shown in the embodiment 
of FIG. 4. 
As shown in FIG. 5, the end portions of an electrode 

structure in the form of an array of discrete electrodes, 
e. g., ?rst transmitter electrode array 310, can also pro 
vide a linear coupling gradient, i.e., the aforementioned 
linear change in the degree of coupling between the ?rst 
transmitter electrode array and the detector electrode, 
by progressively tapering the length, relative to the 
measurement axis X, of the individual electrodes 312" 
comprising the end portions 316A and 316B from the 
full length Le of portion 314 to termination at each of 
the respective ends 318A and 318B over the distance 
'I‘Al. As shown, the tapered electrodes 312" of end 
portions 316A and 316B have the same pitch Pt (mea 
sured between the center lines of adjacent electrodes) as 
the uniform length electrodes of intermediate portion 
314. Preferably, the tapered electrodes are each tapered 
symmetrically with respect to the electrode center line, 
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that is each successive tapered electrode is reduced in 
length equally on both sides of the electrode centerline. 
Although the present invention has been described 

with respect to embodiments having linear tapering 
geometries, it will be appreciated that if the individual 
electrodes of one of the electrode arrays comprising 
transducer 12, eg ?rst transmitter electrodes 
312/312'/312" or ?rst receiver electrodes 212, have 
non-rectangular shapes e.g., triangular or sinusoidal as 
shown applicant’s aforementioned copending applica 
tion Ser. No. 07/200,368 incorporated herein by refer 
ence, then a non-linear tapering geometry will be re 
quired to achieve the linear coupling gradient between 
the ?rst transmitter electrode array and detector elec 
trode over the end portions of the electrode array/elec 
trode provided with the tapered geometry. 

Further, although the preferred embodiments have 
been described above with respect to electrode struc 
tures having symmetrical tapering geometries with 
lengths of taper equal to one transmitter wavelength, 
various degrees of improvement may still be obtained 
with other taper geometries. By way of example, as 
speci?cally described above, improvements in accuracy 
for tilt movements can be obtained with taper lengths 
equal to one-half the transmitter wavelength in certain 
capactive sensor con?gurations. Further, computer 
modelling indicates that taper lengths equal to any num 
ber of integer transmitting wavelengths will give about 
the same improvement in resultant error caused by tilt 
as tapering over one transmitter wavelength. 

Still further, the use of tapered portions of other than 
symmetrical con?guration are contemplated by the 
invention. For example, the taper con?guration of the 
second receiver electrode arrays 320A and 3203 shown 
in FIG. 2A of applicant’s copending application Ser. 
No. 07/200,368 incorporated herein by reference pro 
vides signi?cant improvement over the non-tapered 
geometry shown in FIG. 1 herein. Indeed, if capacitive 
edge effects are not a factor, as long as the effective 
width of the detector electrode or transmitter electrode 
envelope as a function of the X~coordinate (measure 
ment direction) provides the above described linear 
coupling gradient, the geometric shape can vary almost 
in any way within the tapered portions of the elec 
trode/envelope. Three exemplary alternative embodi 
ments of detector electrode 320’ having non-symmetri 
cal and irregularly shaped end portions 324A and 32413, 
which are equivalent to the symmetrical triangular ta 
pering of electrode 320’ shown in FIG. 3, are shown in 
FIGS. 6-8, respectively. Preferably, as shown, end 
portions 324A and 324D have complementary con?gu 
rations, that is, the combined per phase effect of the two 
end portions on multiple phase signals transmitted 
through transducer 12 (between the first transmitter 
electrode array 310 and detector electrode 320 through 
the ?rst receiver electrode array 210 and second trans~ 
mitter electrode array 220) when there is no tilt between 
support members 20 and 30 is substantially the same as 
would be provided by rectangular end portions of the 
same length. 

Capacitive edge effects need not be considered if the 
regions of the tapered portions which have width di 
mensions approaching the nominal dimension of the 
spacing or gap between support members 20 and 30 
constitute a relatively small percentage of the tapered 
portions over one transmitter wavelength Lt. More 
speci?cally, referring to electrode 320 of FIG. 7 as an 
example, the lengths Lma, Lmb of regions 327A and 
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10 
327B of electrode end portions 324A and 32413, which 
have respective widths Wma, Wmb approaching the 
size of the gap between support members 20 and 30, 
preferably should each be less than approximately 5% 
of the distance Lt. 

Further, in the case of the embodiments shown in 
FIGS. 3 and 4, wherein the cooperating electrodes 222 
and 212, respectively, on support member 20 are rectan 
gular in shape, the tapered portions of detector elec 
trode 320' or the envelope of the ?rst transmitter elec 
trode array 310' can have any location in the direction 
of the Y-axis (i.e., can be skewed) within the envelope 
of the cooperating electrodes, as long as their effective 
widths as a function of the X-coordinate provide the 
linear coupling gradient as described above. 
While signi?cant improvements may be obtained 

using the preferred embodiments, other forms of ta 
pered geometries could be used dependent upon the 
degree of improvement desired or achievable with any 
given con?guration. Accordingly, the teachings of the 
inventions can be used to provide improvements for a 
variety of capacitance-type transducers by modifying 
one of the electrode con?gurations on support 30 to 
have a tapered geometry For example, in the type of 
capacitive encoders where each support member con 
tains only one array of electrodes, the present invention 
is applicable with the same effect on sensitivity to tilt. In 
this case, as is shown in FIG. 4, the tapering preferably 
is done on the envelope of the electrodes on the shorter 
of the two support members, whether they are the 
transmitter or the receiver electrodes. 
As can be seen from the above description, the use of 

the linear coupling gradient configuration of the present 
invention in a capacitance-type measuring device pro 
vides an output of improved accuracy for variations in 
the tilt of the support members 20 and 30 with respect to 
one another. The linear coupling gradient may be easily 
implemented by modifying the con?guration of either 
the length or width of individual electrodes in an elon 
gate electrode array, or modifying the width of an elon 
gate unitary electrode structure. In either case, the con 
?guration provides an inexpensive improvement of the 
measurement accuracy which allows the manufacture 
of the mechanical elements forming the capacitance 
type measuring device to less stringent tolerances. This 
reduces the overall cost and allows the measuring de 
vice to be used in applications that would otherwise be 
prohibited by high cost or complexity. 

It will be appreciated that many variations and modi 
?cations are possible in light of the above teachings. It 
is therefore to be understood that the invention may be 
practiced otherwise than as speci?cally described. 
What is claimed is: 
l. A transducer comprising: 
?rst and second support members, said support mem 

bers being relatively displaceable with respect to 
each other, and at least one of said support mem 
bers being displaceable relative to a measurement 
axis; 

?rst electrode means disposed on said ?rst support 
member, and second electrode means disposed on 
said second support member and capacitively cou 
pled to said ?rst electrode means; 

said ?rst and second electrode means each having an 
elongate con?guration extending in the direction of 
the measurement axis, and one of said ?rst and 
second electrode means having two end portions 
con?gured such that the degree of coupling be 
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tween said ?rst and second electrode means de 
creases linearly relative to the measurement axis 
along the extent of each end portion, and such that 
the respective directions of the decrease in the 
degree of coupling for said two end members are 
opposite to each other, so that the effect of tilt 
between said ?rst and second support members on 
a set of signals transferred between said ?rst and 
second electrodes is reduced. 

2. The reducer of claim 1 wherein said one of said 
?rst and second electrode means comprises three por 
tions: a ?rst rectangularly-shaped portion; and second 
and third end portions extending from opposite ends of 
said rectangular portion and constituting said two end 
portions; said second and third end portions having 
complementary con?gurations such that the combined 
per phase effect of said second and third end portions on 
multiple phase signals transmitted between said ?rst and 
second electrode means when there is no tilt between 
said ?rst and second support members is substantially 
the same as would be provided by rectangularly-shaped 
end portions of the same length. 

3. The transducer of claim 2 wherein said second and 
third end portions each have a triangular shape which is 
symmetrical with respect to a center line of said one of 
said ?rst and second electrode means. 

4. The transducer of claim 1 wherein said ?rst elec 
trode means has a shorter length in the measurement 
axis direction than said second electrode means and said 
?rst electrode means constitutes said one of said ?rst 
and second electrode means. 

5. The transducer of claim 1 wherein said ?rst and 
second electrode means respectively comprise arrays of 
discrete ?rst and second electrodes and said ?rst elec 
trodes are arranged in a periodic fashion so as to consti 
tute successive groups of N adjacent electrodes, where 
N is an integer number greater than one, and said 
groups each have a wavelength Lt; and said two end 
portions each has a length in the measurement axis di 
rection substantially equal to an integer number of 
wavelengths Lt. 

6. The transducer of claim 5 wherein said ?rst elec 
trode means has a shorter length in the measurement 
axis than direction said second electrode means and said 
?rst electrode means constitutes said one of said ?rst 
and second electrode means. 

7. The transducer of claim 6 wherein the length of 
said ?rst electrode means is substantially equal to an 
integer number of wavelengths Lt. 

8. The transducer of claim I wherein said ?rst and 
second electrode means respectively comprise arrays of 
discrete electrodes, each of said electrodes has a length 
and a width relative to the measurement axis; and the 
lengths and/or widths of the electrodes comprising said 
two end portions progressively taper in size so as to 
obtain said linearly decreasing degree of coupling. 

9. The transducer of claim 8 wherein said electrodes 
have a rectangular shape and said progressive taper is 
linear. 

10. The transducer of claim 8 wherein said ?rst elec 
trode means: 

constitutes said one of said ?rst and second electrode 
means; 

has a shorter length relative to the measurement axis 
than said second electrode means; and 

comprises three portions: a ?rst rectangularly-shaped 
portion, and second and third end portions extend 
ing from opposite ends of said rectangularly 
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shaped portion and constituting said two end por 
tions. 

11. Transducer of claim 10 wherein the electrodes of 
said first electrode means are arranged in a periodic 
fashion so as to constitute successive groups of N adja 
cent electrodes, where N is an integer number greater 
than one, and said groups each have a wavelength Lt; 
the length of said ?rst electrode means is substantially 
equal to a ?rst integer number of wavelengths Lt; and 
said second and third end portions have a length sub 
stantially equal to a second integer number of wave 
lengths Lt, said second integer number being less than 
said ?rst integer number. 

12. A transducer comprising; 
?rst and second support members, said support mem 

bers being relatively displaceable with respect to 
each other, and at least one of said support mem 
bers being displaceable relative to a measurement 
axis; 

?rst electrode means and second electrode means 
disposed on said ?rst support member; 

third electrode means disposed on said second sup 
port means and capacitively coupling said ?rst and 
second electrode means for transmission of signals 
between said ?rst and second electrode means 
through said third electrode means; and 

said ?rst and second electrode means each having an 
elongate con?guration extending in the direction of 
the measurement axis, and one of said ?rst elec 
trode and said second electrode means having two 
end portions con?gured such that the degree of 
coupling between said ?rst and second electrode 
means, through said third electrode means, de 
creases linearly along the extent of each end por 
tion relative to the measurement axis and such that 
the respective directions of the decrease in the 
degree of coupling for said two end portions are 
opposite to each other, so that the effect of tilt 
between said ?rst and second support members on 
a set of signals transferred between said ?rst and 
second electrode means, through said third elec 
trode means, is reduced. 

13. The transducer of claim 12 wherein said one of 
said ?rst and second electrode means comprises three 
portions: a first rectangularly-shaped portion; and sec 
ond and third end portions extending from opposite 
ends of said rectangularly-shaped portion and constitut 
ing said two end portions, said second and third end 
portions having complementary con?gurations such 
that the combined per phase effect of said second and 
third end portions on multiple phase signals transmitted 
between said ?rst and second electrode means through 
said third electrode means when there is no tilt between 
said first and second support members is substantially 
the same as would be provided by rectangularly-shaped 
end portions of the same length. 

14. The transducer of claim 13 wherein said ?rst 
electrode means comprises an array of discrete ?rst 
electrodes arranged in a periodic fashion so as to consti 
tute successive groups of N adjacent electrodes, where 
N is an integer number greater than one, and said 
groups each have a wavelength Lt; and said second 
electrode means includes said second and third end 
portions and has a length in the measurement axis direc 
tion less than the length of said ?rst electrode means and 
substantially equal to an integer number of wavelengths 
Lt. 
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15. The transducer of claim 14 wherein said second 
and third, end portions each have a length in the mea 
surement axis direction substantially equal to an integer 
number of wavelengths Lt. 

16. The transducer of claim 14 wherein said second 
and third end portions each have an effective width 
which progressively tapers relative to the measurement 
axis so as to obtain said linearly decreasing degree of 
coupling. 

17. The transducer of claim 16 wherein the taper of 
the respective effective widths is linear. 

18. The transducer of claim 17 wherein said second 
and third end portions each have a triangular shape 
which is symmetrical with respect to a center line of 
said second electrode means. 

19. The transducer of claim 13 wherein said ?rst 
electrode means: 
comprises an array of discrete ?rst electrodes ar 

ranged in a periodic fashion so as to constitute 
successive groups of N adjacent electrodes, where 
N is an integer number greater than one, and said 
groups each have a wavelength Lt; 

constitutes said one of said ?rst and second electrode 
means comprising three portions; and 

has a length in the measurement axis direction less 
than the length of said second electrode means and 
substantially equal to an integer number of wave 
lengths Lt. 

20. The transducer of claim 19 wherein said second 
and third end portions each have a length in the mea 
surement axis direction substantially equal to an integer 
number of wavelengths. 

21. The transducer of claim 20 wherein said second 
electrode means has a rectangular shape. 

22. The transducer of claim 21 wherein said ?rst 
electrodes of said ?rst electrode means each have a 
length and a width relative to the measurement axis; and 
the lengths and/or the widths of the ?rst electrodes of 
said second and third end portions progressively taper 
in size so as to obtain said linearly decreasing degree of 
coupling. 

23. The transducer of claim 22 wherein said third 
electrode means comprises an array of discrete third 
electrodes; said third electrodes have a uniform rectan 
gular shape; and said progressive taper is linear. 

24. A transducer comprising: 
?rst and second support members which are rela 

tively displaceable with respect to each other, and 
at least one of which is displaceable relative to a 
measurement axis; 

an array of ?rst transmitter electrodes disposed on the 
?rst support member in alignment with the mea 
surement axis; 

an array of first receiver electrodes disposed on the 
second support member in alignment with the mea 
surement axis and such that different portions of 
the ?rst receiver electrode array are capacitively 
coupled with the ?rst transmitter electrode array in 
dependence on the relative positions of said sup 
port members; 

an array of second transmitter electrodes disposed on 
the second support member in relative alignment 
with the ?rst receiver electrode array and each of 
the second transmitter electrodes being electrically 
connected to a corresponding one of said ?rst re 
ceiver electrodes; and 

detector electrode means disposed on the ?rst sup 
port member in relative alignment with the ?rst 
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14 
transmitter electrode array and capacitively cou 
pled with the second transmitter electrode array in 
dependence on the relative position of said support 
members, one of said ?rst transmitter electrode 
array and said detector electrode means being eon 
?gured to have two end portions con?gured such 
that the degree of coupling between said ?rst trans 
mitter electrode array and said detector electrode 
means through said ?rst receiver and second trans 
mitter electrode arrays decreases linearly along the 
extent of each end portion relative to the measure 
ment axis and such that the respective directions of 
the decrease in the degree of coupling for said two 
end members are opposite to each other, so that the 
effect of tilt between said ?rst and second support 
members on a set of signals transferred between 
said ?rst transmitter electrode array and said detec 
tor electrode means is reduced. 

25. The transducer of claim 24 wherein a predeter 
mined number of said ?rst transmitter electrodes de?nes 
a transmitter wavelength and said ?rst transmitter elec 
trode array forms an envelope having a first rectangular 
portion and second and third end portions extending 
from opposite ends of said rectangular portion, said 
envelope having a length in the measurement axis direc 
tion less than the length of said detector electrode 
means and substantially equal to an integer number of 
transmitter wavelengths. 

26. The transducer of claim 25 wherein said detector 
electrode means has a rectangular con?guration and 
each of said second and third end portions of said enve 
lope extends over a distance in the measurement axis 
direction substantially equal to an integer number of 
transmitter wavelengths. 

27. The transducer of claim 26 wherein said t'nst 
transmitter electrodes each have a length and a width 
relative to the measurement axis; and the lengths and/or 
the widths of the ?rst transmitter electrodes of said 
second and third end portions progressively taper in 
size so as to obtain said linearly decreasing degree of 
coupling. 

28. The transducer of claim 27 wherein said ?rst 
receiver electrodes have a uniform rectangular shape; 
and said progressive taper is linear. 

29. The transducer of claim 28 wherein only the 
lengths of the ?rst transmitter electrodes of said second 
and third end portions progressively taper; and said 
second and third end portions each have a triangular 
shape which is symmetrical with respect to a center line 
of said ?rst transmitter electrode array. 

30. The transducer of claim 24 wherein a predeter 
mined number of said ?rst transmitter electrodes de?nes 
a transmitter wavelength and said detector electrode 
means has an elongate con?guration including a ?rst 
rectangular portion and second and third end portions 
extending from opposite ends of said rectangular por 
tion and each having an effective width relative to the 
measurement axis which tapers so as to obtain said lin 
early decreasing degree of coupling; said detector elec 
trode means having a length in the measurement axis 
direction less than said ?rst transmitter electrode array 
and substantially equal to an integer number of transmit 
ter wavelengths. 

31. A transducer comprising: 
?rst and second support members disposed in op 

posed, spaced relation and movable relative to one 
another along an axis of measurement; 
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?rst electrode array means disposed on said ?rst sup 
port member along said measurement axis, said ?rst 
electrode array means forming a rectangular enve 
lope con?guration having a predetermined length 
in the measurement axis direction; 

second electrode array means disposed on said sec 
ond support member along said measurement axis 
such that different portions of said second elec 
trode array means are capacitively coupled to said 
?rst electrode array means in response to relative 
movement of said ?rst and second support mem 
bers; and 

third electrode means disposed on said ?rst support 
member along said measurement axis such that said 
third electrode means is capacitively coupled to 
different portions of said second electrode array 
means in response to relative movement of said ?rst 
and second support members; said third electrode 
means having an elongate con?guration with a 
length in the measurement axis direction less than 
the predetermined length of said ?rst electrode 
array means envelope, and including a ?rst rectan 
gular portion and second and third end portions 
extending from opposite ends of said rectangular 
portion along said measurement axis and each hav 
ing an effective width which progressively tapers 
along said measurement axis such that the degree of 
coupling between said ?rst electrode array means 
and said third electrode means through said second 
electrode array means decreases linearly over said 
second and third end portions. 

32. The transducer of claim 31 wherein said second 
and third tapered end portions each has a symmetrical 
triangular shape. 

33. The transducer of claim 32 wherein said ?rst 
electrode array means comprises ?rst electrodes spaced 
from one another along the measurement axis such that 
successive groups of ?rst electrodes are formed by 
equal numbers of adjacent ?rst transmitter electrodes, 
said groups each having a wavelength Lt; and the 
length of said third electrode means in the measurement 
axis direction less than the predetermined length of said 
?rst electrode array means envelope and substantially 
equal to an integer number of wavelengths Lt. 

34. The transducer of claim 33 wherein each of said 
second and third tapered end portions has a length in 
the measurement axis direction substantially equal to an 
integer number of wavelengths Lt. 

35. The transducer of claim 33 wherein each of said 
tapered end portions has a length in the measurement 
axis direction substantially equal to one-half said wave 
length. 

36. A transducer comprising: 
?rst and second support members disposed in op 

posed, spaced relation and movable relative to one 
another along an axis of measurement; 

?rst electrode array means disposed on said ?rst sup 
port member along said measurement axis, said ?rst 
electrode array means forming an envelope having 
an elongate con?guration of predetermined length 
in the measurement axis direction and including a 
?rst rectangular portion and second and third end 
portions extending from opposite ends of said rect 
angular portion along said measurement axis; 

second electrode array means disposed on said sec 
ond support member along said measurement axis 
such that different portions of said second elec 
trode array means are capacitively coupled to said 

20 

25 

30 

35 

45 

50 

55 

65 

16 
?rst electrode array means in response to relative 
movement of said ?rst and second support mem 
bers; and 

third electrode means disposed on said ?rst support 
member along said measurement axis such that said 
third electrode means is capacitively coupled to 
different portions of said second electrode array 
means in response to relative movement of said ?rst 
and second support members; said third electrode 
means having a rectangular con?guration and said 
second and third end portions of said ?rst electrode 
array means each being con?gured such that the 
degree of coupling between said first electrode 
array means and said third electrode means 
through said second electrode array means de 
creases linearly over said second and third end 
portions, and such that the respective directions of 
the decrease in the degree of coupling for said 
second and third end portions are opposite to each 
other, so that the effect of tilt between said ?rst and 
third support members on a set of signals trans 
ferred between said ?rst and third electrode means, 
through said second electrode means, is reduced. 

37. The transducer of claim 36 wherein said second 
and third end portions each has a symmetrical triangu 
lar shape. 

38. The transducer of claim 37 wherein said ?rst 
electrode array means comprises ?rst electrodes spaced 
from one another along the measurement axis such that 
successive groups of ?rst electrodes are formed by 
equal numbers of adjacent ?rst electronics, said groups 
each having a wavelength Lt, the length of said ?rst 
electrode array means envelope in the measurement axis 
direction being less than the length of said third elec 
trode means and substantially equal to an integer num 
ber of wavelengths Lt. 

39. The transducer of claim 38 wherein each of said 
second and third end portions has a length in the mea 
surement axis direction substantially equal to an integer 
number of wavelengths Lt. 

40. The transducer of claim 38 wherein each of said 
second and third end portions has a length in the mea 
surement axis direction substantially equal to one-half 
said wavelength Lt. 

41. A capacitance-type measurement transducer com 
prising: 

?rst and second support members, said support members 
being relatively displaceoble with respect to each other, 
and at least one of said support members being dis 
ploceable relative to a measurement axis; 

?rst and second electrode structures disposed on said 
?rst support member; 

a third electrode structure disposed on said second sup 
port member and capacitivebr coupling said ?rst and 
second electrode structures for signal transfer between 
said ?rst and second electrode structures through said 
third electrode structure; 

said first and second electrode structures each having an 
elongate con?guration extending in the direction of 
the measurement axis, and one of said ?rst and sec 
ond electrode structures having two end portions can 
?gured such that the degree of coupling between said 
?rst and second electrode structures, through said 
third electrode structure, decrease relative to the mea 
surement axis along the extent of each end portion. 
and such that the respective directions of the decrease 
in the degree of coupling for said two end members are 
opposite to each other, so that the effect of tilt between 
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said ?rst and second support members on signal tra ns 
fer between said ?rst and second electrode structures 
is reduced. 

42. The transducer of claim 4] wherein said one of said 
?rst and second electrode structures having said two end 5 
portions includes an elongate middle portion intermediate 
said two end portions. 

43. The transducer of claim 41 wherein said ?rst elec 
trode structure comprises an army of discrete ?rst elec 
trodes, a continuous member constitutes said second elec 
trode structure, and said third electrode structure an array 
of discrete third electrode elements. 

44. The transducer of claim 41 further comprising signal 
generating means for applying at least one excitation signal 
to a ?rst one of said ?rst and second electrode structures,‘ 
and signal processing means ?rr providing an indication of 
position in response to output signal(s) received from a 
second one of said ?rst and second electrode structures, 
said output signal(s} varying in accordance with a capaci- 2o 
tance pattern which is created by said third electrode struc 
ture and said ?rst or second electrode structure, and which 
changes as the relative positions of said support members 
change with respect to said measurement axis. 

45. The transducer of claim 42 wherein said middle 25 
portion has a generally rectangular shape, and said two end 
portions each has a generally triangular shape which is 
qmmetrical with respect to a center line of the correspond 
ing electrode structure. 

46. The transducer of claim 43 wherein said ?rst elec- 30 
trodes are arranged in a periodic fashion so as to constitute 
successive groups of N adjacent electrodes. where N is an 
integer number greater than one, and said groups each has 
a wavelength Lt. 

47. The transducer of claim 46 wherein said ?rst elec- 35 
trode structure has a shorter length in the measurement 
axis direction than said third electrode structure and said 
?rst electrode structure constitutes said one of said ?rst and 
second electrode structures. 

48. The transducer of claim 47 wherein the length of 40 
said ?rst electrode structure is substantially equal to a ?rst 
integer number of wavelengths Lt. 

49. The transducer of claim 4 7 wherein each of said ?rst 
electrodes has a length and a width relative to the measure 
ment axis; and the lengths and/or widths of the electrodes 45 
comprising said two end portions progressively taper in size 
so as to obtain said decreasing degree of coupling. 

50. The transducer of claim 49 wherein said electrodes 
have a rectangular shape and said progressive taper is 
linear. 

5]. The transducer of claim 47 wherein said ?rst elec 
trode structure further comprises a rectangularly-shaped 
middle portion intermediate said two end portions 

52. The transducer of claim 48 wherein said two end 55 
portions each has a length in the measurement axis direc 
tion substantially equal to a second integer number of 
wavelengths Lt, said second integer number being less than 
said ?rst integer number. 

53. The transducer of claim 46 wherein said second 50 
electrode structure includes said two end portions and has 
a length in the measurement axis direction less than the 
length of said ?rst electrode structure and substantially 
equal to an integer number of wavelengths Lt. 

54. The transducer of claim 53 wherein said two end 65 
portions each has a length in the measurement axis direc 
tion substantially equal to an integer number of wave 
lengths Lt. 
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55. The transducer of claim 53 wherein said two end 

portions each has a length in the measurement axis direc 
tion substantially equal to one-half of said wavelength Lt. 

56. The transducer of claim 53 wherein said two end 
portions each have an effective width which progressively 
tapers relative to the measurement axis so as to obtain said 
decreasing degree of coupling. 

57. The transducer of claim 56 wherein the taper of the 
respective effective widths is linear. 

58. The transducer of claim 5 7 wherein said end portions 
each has a triangular shape which is symmetrical with 
respect to a center line of said third electrode structure. 

59. The transducer of claim 47 wherein said ?rst elec 
trode structure has a length in the measurement axis direc 
tion less than the length of said second electrode structure 
and substantially equal to an integer number of wave 
lengths Lt. 

60. The transducer of claim 59 wherein said two end 
portions each has a length in the measurement axis direc 
tion substantially equal to an integer number of wave 
lengths Lt. 

61. The transducer of claim 59 wherein said two end 
portions each has a length in the measurement axis direc 
tion substantially equal to one-half of said wavelength Lt. 

62. The transducer of claim 60 wherein said second 
electrode structure has a rectangular shape. 

63. The transducer of claim 62 wherein each of said ?rst 
electrodes has a length and a width relative to the measure 
ment axis; and the lengths and/or widths of the electrodes 
comprising said two end portions progressively taper in size 
so as to obtain said decreasing degree of coupling. 

64. The transducer of claim 63 wherein said progressive 
taper is linear, and said third electrode structure comprises 
rectangular electrode portions. 

65. The transducer of claim 44 wherein: 
said ?rst electrode structure constitutes a ?rst transmit 

ter electrode structure; 
said third electrode structure comprises an array of ?rst 

receiver electrodes disposed on the second support 
member in alignment with the measurement axis and 
such that different portions of the ?rst receiver elec 
trode array are capacitively coupled with the ?rst 
electrode structure in dependence on the relative posi 
tions of said support members, and an array of second 
transmitter electrodes disposed on the second support 
member in relative alignment with the ?rst receiver 
electrode array, with each of the second transmitter 
electrodes being electrically connected to a corre 
sponding one of said ?rst receiver electrodes; and 

said second electrode structure constitutes a detector 
electrode and is disposed on the ?rst support member 
in relative alignment with the ?rst transmitter elec 
trode structure and so as to be capacitively coupled 
with the second transmitter electrode array in depen 
dence on the relative position of said support members 

66. The transducer of claim 44 wherein: 
said ?rst electrode structure constitutes detector-elec 

trode structure; 
said third electrode structure comprises an array of ?rst 

receiver electrodes disposed on the second support 
member in alignment with the measurement axis and 
such that different portions of the ?rst receiver elec 
trode array are capacitively coupled with the second 
electrode structure in dependence on the relative posi 
tions of said support members, and an array of second 
transmitter electrodes disposed on the second support 
member in relative alignment with the ?rst receiver 
electrode array. with each of the second transmitter 
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electrodes being electrically connected to a corre 
sponding one of said ?rst receiver electrodes; and 

said second electrode structure constitutes a ?rst trans 
mitter electrode structure and is disposed on the ?rst 
support member in relative alignment with the detec 
tor electrode structure and so as to be capacitively 
coupled with the ?rst receiver electrode array in de 
pendence on the relative position of said support mem 
bers. 

67. The transducer of claim 41 wherein the degree of 
coupling between said ?rst and second electrode structures 
decreased linearly along the extent of each end portion 
relative to the measurement axis, and said two end portions 
have complementary con?gurations such that the com 
bined per phase e?'ect of said end portions on multiple 
phase signals transmitted between said ?rst and second 
electrode structures through said third electrode structure 
when there is no tilt between said ?rst and second support 
members is substantially the same as would be provided by 
rectangularly-shaped end portions of the same length. 

68. A capacitance-type measurement transducer com 
prising: 

?rst and second support members, said support members 
being relatively displaceable with respect to each other, 
and at least one of said support members being dis 
placeable relative to a measurement 

a ?rst electrode structure comprising an array of discrete 
?rst electrodes disposed on said ?rst support member, 
and a second electrode structure comprising an array 
of discrete second electrodes disposed on said second 
support member and capacitively coupled to said ?rst 
electrode structure; 

said ?rst and second electrode structures each having an 
elongate con?guration extending in the direction of 
the measurement axis, and one of said ?rst and sec 
ond electrode structures having two end portions can 
?gured such that the degree of coupling between said 
?rst and second electrode structures decreases relative 
to the measurement axis along the extent of each end 
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portion, and such that the respective directions of the 
decrease in the degree of coupling for said two end 
portions are opposite to each other, so that the effect of 
tilt between said ?rst and second support members on 
signal transfer between said ?rst and second electrode 
structures is reduced. 

69. A capacitance-type measurement transducer com 
prising: 

?rst and second support members, said support members 
being relatively displaceable with respect to each other, 
and at least one of said support members being dis 
placeable relative to a measurement axis; 

a ?rst electrode structure disposed on said ?rst support 
member, and a second electrode structure disposed on 
said second support member and capacitively coupled 
to said ?rst electrode structure; 

said ?rst and second electrode structures each having an 
elongate con?guration extending in the direction of 
the measurement axis, and one of said ?rst and sec 
ond electrode structures having two end portions sepa 
rated by an elongate middle portion. said end portions 
being con?gured such that the degree of coupling 
between said ?rst and second electrode structures 
decreases relative to the measurement axis along the 
extent of each end portion, and such that the respec 
tive directions of the decrease in the degree of coupling 
for said two end portions are opposite to each other, so 
that the effect of tilt between said ?rst and second 
support members on signal transfer between said ?rst 
and second electrode structures is reduced and said 
middle portion being con?gured such that the degree 
of coupling between said ?rst and second electrode 
structures does not progressively decrease over the 
extend of the middle portion. 

70. The transducer of claim 69 wherein said ?rst elec 
trode structure comprises an array of discrete ?rst elec 
trodes, and said second electrode structure comprises an 
array of discrete second electrodes 
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