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[57] ABSTRACT 

Molded articles having contoured, decorative outer surfaces 
are disclosed. The articles comprise a molded polymer 
substrate and a decorative surfacing ?lm adhered to one side 
of the substrate. The decorative surfacing ?lm comprises a 
substantially molecularly unoriented cast polymer ?lm 
formed from a Weatherable polymer. The articles are par 
ticularly suited for use as automobile body panels and the 
like. Also disclosed is a method for making such articles, and 
a method for making sets of such articles for assembly into 
automobile bodies and the like. 

6 Claims, 2 Drawing Sheets 
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INJECTION MOLDED PLASTIC ARTICLE 
WITH INTEGRAL WEATHERABLE 
PIGMENTED FILM SURFACE 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

This application is a continuation of copending applica 
tion Ser. No. 07/410,662, ?led Sep. 21, 1989, noW 
abandoned, Which in turn is a continuation-in-part of Ser. 
No. 06/924,295 ?led Oct. 28, 1986, noW abandoned“, and 
is a continuation of Sen No. 07/241,856, ?led Sep. 8, 1988, 
now US. Pat. No. 4,931,324, which in turn is a continuation 
in part of Sen No. 06/924,299, ?led Oct. 28, 1986, now US. 
Pat. No. 4,810,540. 

FIELD OF THE INVENTION 

This invention relates to shaped molded polymer articles 
generally, and particularly relates to shaped articles formed 
from a molded polymer substrate Which have a decorative 
surfacing ?lm on the outer surface thereof presenting a 
surface appearance of high quality comparable to a high 
quality automotive paint ?nish. 

BACKGROUND OF THE INVENTION 

The trend in the automobile industry is towards increased 
use of plastic body panels in automobile construction. Use 
of such panels makes it possible to reduce the Weight of the 
automobiles and also to reduce tooling costs arising from 
body styling changes, While providing increased styling 
freedom in car design. Other advantages arising from this 
type of construction include reduced facility costs and 
factory ?oor space requirements, and process cycle times 
alloWing the just-in-time, loW inventory manufacturing of 
parts at or near the automobile assembly plant. See C. 
Kirkland and P. Dickard, Dateline: Detroit. SAE ShoW News 
Bulletins, Plastic Technology, page 103 (April 1986). 
A signi?cant problem With plastic automobile body parts 

is that many of the most desirable molding polymers for 
such parts are not Weatherable. Moreover, many such poly 
mers do not provide a good bonding surface for paints. Even 
Where paint bonding problems are overcome, conventional 
spray-painting techniques pose a signi?cant pollution prob 
lem arising from the evaporation of noxious paint solvents, 
and, further, are very expensive if a high quality, multiple 
coat paint ?nish is to be obtained. Because the overall 
?nished appearance of an automobile is among its most 
important selling features, these problems are serious, and a 
great deal of effort and expense is being devoted to their 
solution. See, for example, Automotive Coatings: Helping 
Detroit Woo Consumers, Chemical Week, page 30, (Jul. 4, 
1984). One approach to this problem is to provide a ?lm 
surface for the plastic part. 

Various molded polymer automobile parts With ?lm sur 
faces have been made in the past. For example, clear, 
unpigmented, nonWeatherable, cast PVC ?lms have been 
used to surface interior automobile parts. Another example, 
US. Pat. No. 3,679,510 to Conley and Ellison, discloses a 
reverse-printed, oriented, polyvinyl ?uoride ?lm (a 
“TEDAR” ?lm) bonded to a molded polymer substrate. 
Such Weatherable, oriented ?lms are excellent for use in 
making side rails and other automobile trim parts. These 
?lms are, hoWever, dif?cult to uniformly internally pigment, 
and are generally not suitable for use in a deep draW molding 
procedure. In order to be useful as a surfacing ?lm on 
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2 
exterior automobile parts, the ?lm must duplicate the surface 
appearance of a quality automobile paint ?nish. The ?nish 
must have high gloss, high distinctness of image (DOI), 
excellent Weatherability and durability under exposure to 
sunlight and temperature extremes, and the ?lm must match 
the solid and metallic colors used in automobile paint 
?nishes. 

Accordingly, an object of the present invention is to 
provide a molded polymer article Which has a Weatherable 
surface. 

Afurther object of the invention is to provide an article as 
described above Which has a high grade decorative ?nish 
suitable for use as an automobile body part. 

An additional object of the invention is to provide an 
article of the type described Which can be deep draW molded 
into various three-dimensional shapes used in automobile 
body parts. 

SUMMARY OF THE INVENTION 

These and other objects and advantages of the present 
invention are achieved in the embodiments illustrated herein 
by the provision of an article having a contoured, decorative 
outer surface, and Which is comprised of a molded polymer 
substrate and a decorative surfacing ?lm adhered to one side 
of the substrate and conforming to the contoured surface. 
The decorative surfacing ?lm comprises a substantially 
molecularly unoriented cast polymer ?lm formed from a 
Weatherable polymer, Which ?lm has pigments, such as 
colored pigments or re?ective ?akes, uniformly distributed 
therein. 
Use of a cast polymer ?lm is important in obtaining 

uniform distribution of the pigments Within the ?lm and 
enables the production of a high-quality decorative surfacing 
?lm With an appearance Which closely simulates the high 
grade automotive paint ?nishes used on automobile body 
parts. Such pigmented, cast, Weatherable ?lms are suitable 
for deep draW molding, as Will be explained beloW, and do 
not require the use of separate pigment layers in addition to 
a protective Weatherable outer layer. 
A shaped article as described above is made by placing 

into a mold having a contoured, three-dimensional molding 
surface, a preformed decorative surfacing ?lm of the type 
described above. Amoldable polymer is then introduced into 
the mold on one side of the surfacing ?lm. The surfacing 
?lm is then molded into a contoured three-dimensional 
con?guration conforming to the molding surface of said 
mold, While molding said polymer to form a shaped article 
With the decorative surfacing ?lm adhered to the outer 
surface thereof. 
The decorative surfacing ?lm also includes a bonding 

layer formed of a thermoplastic thermoformable polymer, 
different from the cast ?lm. The decorative surfacing ?lm is 
placed into the mold With the bonding layer oriented 
inWardly aWay from the molding surface so as to become 
adhered to the moldable polymer. 

Also disclosed herein is a method of making a structure 
such as an automobile body Which has a uniform decorative 
outer surface, Which is comprised of a set of interconnected 
shaped articles, each article being formed from a molded 
polymer material (and optionally from a plurality of differ 
ent moldable polymer materials), and each article having a 
decorative surfacing ?lm on the outer surface thereof pre 
senting a surface appearance of high quality comparable to 
a high quality automobile paint ?nish. Each article in the set 
is preferably formed of a moldable polymer Which is 
selected to provide the desired structural properties to the 
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particular location in the assembled structure in Which it is 
installed. At the same time, While the assembled structure 
may be formed from different structural polymer materials, 
it has an outer surface Which is uniformly colored in 
accordance With a predetermined color scheme (single 
colored, multicolored, etc.). 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic illustration of an apparatus and 
procedure for making molded plastic articles of the present 
invention. 

FIG. 2 is a cross-section of a decorative ?lm, taken along 
the line 2—2 of FIG. 1. 

FIG. 3 is a perspective vieW of an automobile formed 
from a set of molded plastic articles of the present invention. 

FIG. 4 is an exploded vieW of a set of molded plastic 
articles of the present invention. 

FIG. 5 is a cross-section of a molded plastic article taken 
along the line 5—5 of FIG. 4. 

DETAILED DESCRIPTION OF THE 
INVENTION 

Molded plastic articles of the present invention can be 
made by placing a preformed decorative surfacing ?lm 10 
into a mold 11, closing the mold, and injecting a moldable 
polymer 12 into the mold on the inner side of the ?lm 10 (see 
FIG. 1). The decorative surfacing ?lm, as shoWn in FIG. 2, 
comprises a substantially molecularly unoriented Weather 
able cast ?lm 13 Which has pigments uniformly distributed 
therein, and a bonding layer 14 formed of a different 
polymer adhered to the inner side of the cast ?lm. 

Molded plastic articles 20 of the present invention are 
useful in a variety of applications Where it is desired to have 
a high quality paint-like appearance on a molded plastic 
article. Such articles are particularly suitable for use in 
exterior applications such as exterior building panels or as 
outer body panels in an automobile, as illustrated in FIG. 3. 
Such an automobile has a body Which is comprised of a set 
of molded plastic articles 20, as illustrated in FIG. 4. FIG. 5 
illustrates a cross section of a molded plastic article of the 
present invention, With the preformed decorative surfacing 
?lm adhered to the molded polymer substrate 20. FIG. 5 
shoWs that the bonding layer 14 is adhered to the molded 
polymer substrate 20, With the Weatherable cast ?lm 13 on 
the outer surface of the article. 

Cast ?lms for practicing the present invention should be 
selected so they are pigmentable, thermoformable and 
Weatherable. Such ?lms are substantially molecularly unori 
ented cast ?lms, as opposed to ?lms Which have been 
oriented or biaxially oriented. The ?lms are “preformed” 
?lms, in that they are provided as self-supporting sheets of 
material. Such ?lms are prepared by a number of knoWn 
liquid casting methods, such as by spreading a solvent 
solution having a polymer dissolved therein onto a carrier 
With a casting die, doctor bar, or reverse roll coater, then 
evaporating the solvent, and then stripping the polymer ?lm 
from the carrier. The reverse-roll coating method is the 
preferred method of making liquid cast ?lms for the present 
invention. Other liquid casting methods are also knoWn and 
useful for practicing the present invention. In appropriate 
cases, a plastisol, organosol, or dispersion of the polymer 
can be cast onto the carrier instead of a solvent solution. For 
example, polytetra?uoroethylene, Which is virtually 
insoluble, can be cast as a dispersion. Such liquid cast ?lm 
processes, and some current uses of cast ?lms, are discussed 
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4 
in Plastics Engineering, at pages 29—33 (May, 1983). Thus, 
for purposes of the present invention, “substantially molecu 
larly unoriented cast ?lms” are liquid cast ?lms, and not melt 
cast ?lms or ?lms formed by melt extrusion. 

Colored pigments are uniformly distributed in the cast 
?lm by dispersing them in a vehicle compatible With the 
liquid from Which the ?lm is cast, and mixing the vehicle 
With the same prior to casting the ?lm. When a metallic paint 
?nish is desired, re?ective ?ake pigments, such as aluminum 
?akes of the type used to produce metallic ?nishes on 
automobiles, or mica ?akes, either surface treated (e.g., 
pigmented) or not, of the type used in automobile ?nishes, 
are uniformly distributed in the cast ?lm in like manner. U.V. 
screeners are added as needed to improve the Weatherability 
of the cast ?lms. For certain automotive styling effects, the 
cast ?lm 13 may be formed of multiple layers of liquid cast 
molecularly unoriented polymer. For example, the glossy 
Wet look of a base coat/clear coat automotive ?nish is 
achieved by a combination of layers, With the outer or top 
layer being a transparent layer of high gloss and optical 
clarity, and With an underlying opaque layer containing 
colored and/or metallic pigments providing the desired 
color. 

Polymers suitable for forming such Weatherable cast ?lms 
are selected to provide a pigmented ?lm Which Will not 
signi?cantly fade, peel, chalk, or crack, When exposed to the 
environment, for the intended life of the product for Which 
the molded plastic article is made. A number of knoWn 
testing procedures, in Which objects are exposed to either the 
natural environment over an extended time or a harsh 

arti?cial environment for a short time, are used to determine 
the Weatherability of polymers. Such Weatherable polymers 
include ?uoropolymers, acrylate polymers, urethane 
polymers, and blends thereof. Acrylate polymers useful for 
practicing the present invention are obtained from a variety 
of acrylic monomers, such as acrylic and methacrylic acids, 
and their amides, esters, salts, and corresponding nitriles. 
Particularly suitable monomers for such polymers are 
methyl methacrylate, ethyl acrylate, and acrylonitrile. The 
polymers may each be used in the form of homopolymers, 
or With various other monomers Which can be copolymer 
iZed thereWith. Additional illustrative examples of acrylate 
polymers Which may be useful for the present invention are 
thermoplastic polyacrylates and polymethacrylates Which 
are homopolymers and copolymers of acrylic acid ester and 
methacrylic acid ester, such as, for example, polyacrylic acid 
isobutyl ester, polymethacrylic acid methyl ester, poly 
methacrylic acid ethylhexyl ester, polyacrylic acid ethyl 
ester; copolymers of various acrylic acid esters and/or 
methacrylic acid esters, such as, for example, methacrylic 
acid methyl ester/acrylic acid cyclohexyl ester copolymers; 
and copolymers of acrylic acid esters and/or methacrylic 
acid esters With styrene and/or alphamethylstyrene, as Well 
as the graft polymers and copolymers and polymer mixtures 
composed of acrylic esters, methacrylic acid esters, styrene 
and butadiene. A group of transparent, Weatherable blends of 
acrylate polymers and polyvinylidene ?uoride polymers 
useful for practicing the present invention are disclosed in 
US. Pat. No. 3,524,906. The disclosures of this patent, and 
all other patent references cited herein, are speci?cally 
intended to be incorporated herein by reference. 

Fluoropolymers useful for practicing the present inven 
tion include polymers and copolymers formed from 
tri?uoroethylene, tetra?uoroethylene, hexa?uoropropylene, 
monochlorotri?uoroethylene and dichlorodi?uoroethylene. 
Copolymers and terpolymers of these monomers formed 
from ?uoroole?ns such as vinylidene ?uoride are also 
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useful. Further illustrative examples of ?uoropolymers use 
ful for practicing the present invention include polyvinyl 
?uoride, polyvinylidene ?uoride, ?uorinated ethylene/ 
propylene copolymers (“FEP” resins), ethylene/ 
chlorotri?uoroethylene copolymers, vinylidene ?uoride/ 
hexa?uoropropene copolymers, and vinylidene ?uoride/ 
per?uoro (alkyl vinyl ether) dipolymers and terpolymers 
With tetra?uoroethylene. Illustrative of the commercially 
available ?uoropolymer resins useful for practicing the 
present invention are those sold under such trademarks as 
KYNAR, FORAFLON, SOLEF, LUMIFLON, and 
TEFLON. These resins can be formulated and formed by 
liquid casting into ?lms. An illustrative Weatherable polymer 
?lm for use in the present invention is an alloy of an acrylic 
polymer and polyvinylidene ?uoride, such as “FLUOREX® 
(a trademark of Rexham Corporation). 

Urethane polymers useful for practicing the present 
invention are prepared by reacting a polyisocyanate With a 
compound containing at least tWo active hydrogen atoms, 
such as a polyol, a polyamine, or a polyisocyanate. Poly 
urethane resins for use in the present invention should be 
selected from resins in Which the reactants have been chosen 
to provide Weatherable, thermoformable polymers. Numer 
ous suitable polyurethane resins useful for practicing the 
present invention are available. Generally, aromatic poly 
isocyanates tend to yelloW, and aliphatic polyisocyanates are 
more preferred. Particularly noteWorthy recent develop 
ments in this area are disclosed in US. Pat. No. 4,578,426 
(disclosing resins Which give coatings resistant to gasoline 
and having high ?exibility, scratch resistance and Weather 
resistance) and US. Pat. No. 4,501,852 (disclosing chemical 
resistant, abrasion resistant, elastic and durable 
polyurethanes). 

The molded polymer substrate should be selected to 
provide engineering properties (rigidity, etc.) suited to the 
speci?c end use of the particular article made. Such poly 
mers are Well knoWn. Suitable polymers for the molded 
polymer substrate include, for example, polyvinyl chloride, 
polycarbonate, polystyrene, acrylonitrile-butadiene-styrene, 
polyethylene, polypropylene, polyethylene terephthalate 
glycol, nylon, and RIM urethanes. Polyole?n homopolymers 
and copolymers (ionomers, etc.) are inexpensive thermo 
plastic resins Which have excellent molding properties and 
are particularly preferred for practicing the present inven 
tion. Polypropylene, for example, When glass ?lled and 
foamed With a bloWing agent, has performance properties 
suitable for structural or engineering uses. Acid copolymers 
of polyethylene such as “SURLYN” (a trademark of E. I. 
DuPont De Nemours) are similar in performance and in 
addition have exceptional toughness. 

The bonding layer 14 of the decorative surfacing ?lm 10 
comprises a thermoplastic polymer layer applied to the inner 
surface of the cast polymer ?lm 13. In a preferred 
embodiment, the bonding layer 14 comprises a preformed 
?lm of a thermoplastic polymer laminated to the inner 
surface of the cast ?lm. Bonding of the decorative surfacing 
?lm 10 to a polyole?n molded polymer substrate can be 
achieved With an intermediate bonding layer or layers in 
accordance With knoWn laminating procedures, and With 
knoWn adhesives. For example, a decorative surfacing ?lm 
formed of a cast polymer ?lm layer Which is bonded to or 
coated With a fusible ole?n bonding layer can be placed in 
a mold during injection of an ole?n resin. Another approach 
is to bond a PVC ?lm to a cast Weatherable ?uoropolymer 
?lm With an acrylic adhesive and, in turn, bond the PVC ?lm 
to an ole?n ?lm With a polyester isocyanate adhesive. The 
cast polymer ?lm may also be laminated to an ole?n ?lm 
With a permanent type acrylic pressure-sensitive adhesive. 
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6 
In addition to facilitating the bonding of the Weatherable 

cast ?lm to the molded polymer substrate, the bonding layer 
14 serves several additional important functions. Since the 
Weatherable cast ?lm has relatively little inherent tensile 
strength, the bonding layer serves as a reinforcement to 
facilitate handling of the decorative surfacing ?lm, place 
ment of the ?lm into the mold, and also ensures that it 
remains Wrinkle free in the mold during the molding opera 
tion. During molding, as molten plastic is injected into the 
mold cavity and ?oWs to ?ll the cavity, the bonding layer 
acts as a protective stabiliZing layer and as an insulator to 
maintain the high quality outer surface appearance of the 
surfacing ?lm and prevent the injected molten plastic from 
causing heat distortion or ?oW lines Which Would be visible 
on the outer surface of the molded article. Thus, the deco 
rative surfacing ?lm retains the gloss and distinctness of 
image properties Which are characteristic of a high quality 
paint ?nish, such as the type of paint ?nish used on an 
automobile. For shalloW contoured parts, the surfacing ?lm 
may be fed directly from the source roll into the mold cavity. 
In producing deep-draWn, highly contoured plastic articles, 
it is desirable to preform the decorative surfacing ?lm, such 
as by vacuum forming, prior to placement in the mold. The 
thermoformability properties of the thermoplastic bonding 
layer make it possible for the surfacing ?lm to be vacuum 
thermoformed into a desired three-dimensional 
con?guration, and insures that the thus pre-formed surfacing 
?lm retains its pre-formed shape during subsequent handling 
and placement in the mold of the injection molding machine. 
The bonding layer 14 may be from about 0.25 to about 

250 thousandths of an inch thick, and most desirably a 
minimum thickness of 2 mils to ensure good thermoform 
ability and other properties as noted above. 

Preferably, the tear strength of the cast ?lm is less than the 
bond strength of the cast ?lm to the molded polymer 
substrate. This Will prevent tears from forming in the cast 
?lm, running across the surface of the molded article, and 
quickly destroying the article. Instead, the Weatherable cast 
polymer ?lm surface Will ?ake off in small particles When 
disrupted by nicks and scratches from stones and other 
?ying particles, as routinely confronts automobile surfaces. 
The cast Weatherable ?lm is preferably betWeen 0.5 and 

300 thousandths of an inch thick, and most preferably from 
about one to about tWo thousandths of an inch thick. Similar 
molded parts can be achieved With injected ABS and styrene 
by laminating the surface ?lm to a corresponding substrate 
layer of ABS or styrene. 
The present invention is carried out on conventional 

molding equipment in accordance With knoWn techniques. 
Particularly suitable injection-molding equipment and tech 
niques are disclosed in US. Pat. Nos. 4,397,806 and 4,307, 
057 to Hettinga. The decorative ?lm may be heated and 
vacuum formed in a separate forming mold prior to being 
placed in the injection mold, or may be shaped by heat and 
pressure in the injection mold. 

The present invention is particularly suitable for making 
deep draW molded articles. Deep draW articles, and deep 
draW molding procedures, are those in Which the depth of 
the molded article is relatively large in relation to the length 
and Width of the tWo dimensional decorative surfacing ?lm 
from Which the article is made. More particularly, the depth 
of the article should be such that substantial stretching and 
elongation of the decorative surfacing ?lm occurs at least in 
regions of the decorative surfacing ?lm. Such substantial 
stretching and elongation occur When the decorative surfac 
ing ?lm is subjected to elongation of about 25% or more at 
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least in regions thereof. The cast ?lm is preferably formed 
from a polymer selected so that the decorative surfacing ?lm 
Will maintain a paint-like appearance, and Will not stress 
Whiten, When stretched and elongated. 

With the surfacing ?lm of the present invention, it is 
possible to produce a structure formed from a set of 
assembled parts, Wherein each part has a uniform decorative 
outer surface formed by a decorative surfacing ?lm. For 
example, a set of molded plastic automobile parts can be 
produced and assembled as shoWn in FIGS. 3 and 4. This 
method comprises the steps of ?rst placing into a mold a 
preformed decorative surfacing ?lm of the type described 
above, then introducing a moldable polymer into the mold as 
described above, and then molding the surfacing ?lm and the 
polymer, as also described above. These three steps (placing 
the surfacing ?lm into the mold; introducing polymer into 
the mold; molding the surfacing ?lm and the polymer) are 
then repeated for each article in the set, so that each article 
in the set has the same Weatherable cast pigmented polymer 
?lm on the outer surface thereof. As stated above, the articles 
in the set may or may not all be formed of the same moldable 
material. Therefore, for the making of each article, the 
decorative surfacing ?lm has a bonding layer of a material 
Which has been preselected to adhere to the particular 
moldable polymer from Which that particular article is made. 
While molding polymers may thus advantageously differ 
from article to article, and bonding layers may accordingly 
differ from article to article, every article in the set has the 
same cast pigmented ?lm on the outer surface thereof. As a 
result, When the set of molded articles is assembled into the 
aforesaid structure, the need for spray-painting the structure 
to otherWise provide it With a uniform decorative outer 
surface is eliminated. 

The present invention is explained further in the folloWing 
nonlimiting examples. 

EXAMPLE 1 

AWeatherable cast ?lm formed from an alloy of an acrylic 
polymer and polyvinylidene ?uoride (e.g., “FLUOREX”), is 
formed With internal pigments, including re?ective metallic 
?akes. The ?lm is laminated to a polyvinylchloride (PVC) 
?lm With an acrylic adhesive. The multilayered ?lm is then 
placed in a mold, the mold closed, and PVC injected into the 
mold behind the polyvinylchloride bonding layer. The PVC 
molding polymer and the Weatherable ?lm/PVC ?lm lami 
nate are then molded for a time and temperature suf?cient to 
form a shaped article, With the Weatherable ?lm bonded to 
the outer surface thereof by the PVC bonding layer. 

EXAMPLE 2 

The procedure of Example 1 is repeated With polyethyl 
ene terephthalate-glycol (PETG) as the bonding substrate 
and With PETG as the molding polymer to form additional 
molded articles. 

EXAMPLE 3 

The same procedure is carried out as described in 
Example 1 above, except that the cast ?lm is bonded to a 
PETG bonding ?lm, and RIM urethane is used as the 
molding resin. 

EXAMPLE 4 

The same procedure is carried out as described in 
Example 1 above, except that the cast ?lm is bonded to an 
acrylonitrile butadiene styrene (ABS) bonding ?lm, and 
ABS is used as the injection-molding polymer. 
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EXAMPLE 5 

AWeatherable cast ?lm formed from an alloy of an acrylic 
polymer and polyvinylidene ?uoride is bonded to a PVC 
?lm With an acrylic adhesive, and the PVC ?lm is bonded to 
a polypropylene ?lm bonding layer With a polyester isocy 
anate adhesive. An .article is made according to the proce 
dures set forth in Example 1, With polypropylene as the 
molding polymer. Other articles can be made With other 
ole?ns as bonding layers, and With thermoplastic ole?ns, 
knoWn as “TPO polymers,” as molding polymers 

EXAMPLE 6 

A Weatherable cast ?lm formed from a ?uoropolymer, an 
acrylate polymer, a urethane polymer, or a blend thereof, is 
bonded, With an acrylate adhesive, to an ABS, PVC, or nylon 
?lm to form a decorative surfacing ?lm. Articles are made 
With such decorative surfacing ?lms according to the pro 
cedures set forth in Example 1, With nylon molding poly 
mers. 

In the draWings and speci?cation, there has been dis 
closed typical preferred embodiments of the invention. 
Although speci?c terms are employed, they are used in a 
generic and descriptive sense only and not for purposes of 
limitation, the scope of the invention being set forth in the 
folloWing claims. 

That Which is claimed is: 
1. A shaped article having a contoured decorative outer 

surface, comprising a molded polymer substrate having a 
contoured three-dimensional outer surface and a preformed 
decorative sheet material adhered to and conforming to said 
contoured three-dimensional outer surface, said decorative 
sheet material having regions thereof Which have been 
subjected to an elongation of about 25% or more, and said 
sheet material comprising a substantially molecularly unori 
ented liquid-cast Weatherable polymer ?lm comprising an 
alloy of a polyvinylidene ?uoride polymer and an acrylic 
polymer, and a bonding layer formed of a thermoplastic 
polymer different from said cast polymer ?lm, said bonding 
layer being adhered to the [inner] surface of said cast 
polymer ?lm facing said substrate, by an adhesive layer 
betWeen said bonding layer and said cast polymer ?lm, and 
said bonding layer also being adhered to said contoured 
three-dimensional outer surface of said substrate, said cast 
polymer ?lm having pigments [therein] uniformly distrib 
uted throughout the thickness thereof providing color to the 
outer surface of said article, and said bonding layer com 
prising a polyole?n polymer. 

2. A molded plastic article as claimed in claim 1, Wherein 
said bonding layer is formed from a thermoformable ?lm 
having a thickness of from about 0.2 to about 250 thou 
sandths of an inch. 

3. A molded plastic article as claimed in claim 1, Wherein 
said liquid cast ?lm is betWeen 0.5 and 300 thousandths of 
an inch thick. 

4. A molded plastic article according to claim 1 including 
an adhesive layer adhering said bonding layer to said 
substrate. 

5. A molded plastic article according to claim 1 Wherein 
said cast polymer ?lm has re?ective metallic ?akes therein. 

[6. A molded plastic article according to claim 1 Wherein 
said cast polymer ?lm includes an outer transparent layer 
and an underlying pigmented layer containing said pig 
ments.] 

7. A molded plastic article according to claim 1 Wherein 
said molded polymer substrate comprises a polyole?n poly 
mer. 


