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PROCESS FOR COOLING AND 
CALIBRATING ELONGATED OBJECTS 
MADE OF PLASTIC TOGETHER WITH 
COOLING AND CALIBRATING DEVICE 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The invention concerns a process apparatus for cooling an 

elongated extruded plastic object While advancing the object 
in a longitudinal direction through an interior of a closed 
housing. 

2. Description of the Prior Art 
Processes for cooling and calibrating elongated, espe 

cially continuously extruded plastic objects are already 
knoWn according to US. Pat. No. 5,008,051 or EP-D1-0 487 
778 in Which the extruded objects or sections are cooled by 
passage through a continuous cooling chamber. In such a 
continuous cooling chamber, the extruded section is sprayed 
on all sides With coolant, especially cooling ?uid such as 
Water, usually by means of spraying noZZles, so that by the 
end of the passage it exhibits an adequate rigidity and in the 
interior of the continuous cooling chamber a uniform partial 
vacuum is built up so that on groWing cold any collapse of 
the section Walls is prevented. Because of the surface tension 
of the Water, the Water or other cooling ?uid adheres during 
spraying to the surface of the section to be cooled so that the 
subsequently sprayed Water or cooling ?uid runs off over the 
existing ?lm of cooling Water and thus not all of the sprayed 
quantity of coolant comes into contact With the surface of the 
section to be cooled and, therefore, very large quantities of 
Water per unit of time have to be sprayed on to the section 
in order to achieve a minimal cooling of the section during 
passage through the continuous cooling chamber. 

The underlying task of the present invention is to create 
a process for cooling and a cooling and calibrating device for 
extruded objects in Which the energy consumption for the 
cooling of the object can be kept small. 

This task of the invention is solved by a process Which 
comprises the steps of dividing the housing interior by 
support diaphragms into a plurality of consecutive regions 
including an inlet region at one end of the housing and an 
outlet region at an opposite end of the housing, passing the 
object into the inlet region and through calibrating apertures 
in the support diaphragms into the consecutive regions, and 
discharging the object from the outlet region, dividing the 
consecutive regions by a Web extending in the longitudinal 
direction into chambers arranged at respective lateral sides 
of the object, the Web extending a minimal distance from an 
end face of the object, circulating a cooling liquid though the 
consecutive regions by delivering the liquid to the inlet 
region through an inlet port in the housing and removing the 
liquid from the outlet region through an outlet port in the 
housing, each chamber at one side of the object being in 
communication With the chamber at the other side of the 
object in the consecutive region Whereby the circulating 
cooling liquid ?oWs from the chambers on the one side over 
the object into the chambers at the other side, and exposing 
the advancing object to a gradually increasing vacuum in the 
consecutive regions. In so doing it is advantageous that the 
vacuum needed to maintain the required quality of the object 
can be used simultaneously for the transport or for the 
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2 
improved Wetting and for the intensi?ed rinsing around the 
surface of the object. As a result the energy consumption for 
cooling the objects can be considerably reduced as on 
account of the better rinsing around the object a higher 
proportion of the quantity of Water delivered comes into 
direct contact With the surface of the object to be cooled and 
thus the quantity of heat to be extracted can be extracted 
With a loWer total amount of Water per unit of time or With 
respect to the running meter of a manufactured object. 

Furthermore at the same time it is achieved in a surprising 
manner that the additional consumption of energy to over 
come the resistances in the spraying noZZle arrangements, as 
used in the hitherto knoWn processes and device, is avoided. 
Linked With this is also the advantage that less primary 
coolant, especially fresh Water, is required as the quantity of 
coolant turned over and hence the amount lost arising from 
its turnover is less. 

By separating the consecutive regions in a ?uid-tight and 
gas-tight manner, it is possible to use several cooling and/or 
calibrating devices arranged independently of each other one 
behind the other or alternatively to use the section contour, 
Which is required anyWay for guiding and for stabilising the 
cross-sectional shape of the objects, simultaneously for 
subdividing the cooling chamber or the continuous cooling 
chamber. 
The higher vacuum Which can act on the object or Window 

section during progressive cooling ensures the dimensional 
stability and the surface planarity can be used simulta 
neously for the continuous transport of the coolant over 
longer longitudinal regions of the object. 

Applying gradually increasing vacuum independently to 
each one of the consecutive regions makes it possible to 
adjust very delicately and to determine independently in the 
individual regions the height of the coolant level or of the 
Water level together With the quantity of the over?oWing 
coolant passing around the object. 
A simpler process operation is achieved if vacuum pres 

sure is applied to the inlet region and the vacuum is 
permitted to be gradually increased in the consecutive 
regions by providing ?oW openings between the regions, as 
a result of Which the pressure conditions during cooling can 
be easily kept constant also While the process is being 
carried out. 

AbackWash of the coolant can further be prevented if the 
cooling liquid is draWn from the chamber at one side of the 
object into the chamber at the other side of the object in the 
consecutive region by the higher vacuum in the consecutive 
region and is raised above the object as it ?oWs one side to 
the other side. 
A favourable through?oW and agitation of the coolant and 

a simple control of the quantity of coolant to be passed 
through the region in unit time is achieved by jointly 
exhausting the vacuum and removing the cooling liquid 
from the outlet region. 
The task of the invention is, hoWever, also solved inde 

pendently of the solution according to the process, by the 
cooling and calibrating apparatus for cooling an elongated 
extruded plastic object While advancing the object in a 
longitudinal direction, Which comprises a closed housing 
comprising a cover plate, a bottom plate, tWo end Walls and 
tWo side Walls, the cover plate, bottom plate and Walls 
de?ning an interior Wherethrough the object is advanced in 
the longitudinal direction from an inlet region at one end 
Wall of the housing to an outlet region at an opposite end 
Wall, consecutive support diaphragms dividing the interior 
into consecutive regions, the support diaphragms having 
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calibrating apertures through which the object passes and is 
advanced, a web extending in the longitudinal direction and 
dividing the consecutive regions into chambers arranged at 
respective lateral sides of the object, the web extending a 
minimal distance from an end face of the object, an inlet port 
in the housing for delivering a circulating cooling liquid to 
the inlet region and an outlet port in the housing for 
removing the liquid from the outlet region, each chamber at 
one side of the object being in communication with the 
chamber at the other side of the object in the consecutive 
region whereby the circulating cooling liquid ?ows from the 
chambers on the one side over the object into the chambers 
at the other side, and means for applying a gradually 
increasing vacuum to the consecutive regions. The means 
for applying a gradually increasing vacuum comprises an 
exhaust port in the outlet region of the housing, a vacuum 
pump having an intake connected to the exhaust port, and an 
intake port in the inlet region of the housing, the intake port 
being connected to an output of the vacuum pump. It is 
advantageous with such a solution that only by arranging an 
additional longitudinal web for subdividing the continuous 
cooling chamber into different longitudinal regions can the 
vacuum arranged in the cooling chamber or its housing be 
used for the transport of the coolant through this housing. 
A further independent construction of the cooling and 

calibrating device with which the task of the invention can 
likewise be solved an embodiment wherein the web extends 
from the cover plate towards the end face of the object. 
Partitions are mounted on the consecutive support 
diaphragms, the partitions being alternately arranged 
between the cover plate, the web and one of the side walls 
and the other one of the side walls whereby the chambers in 
the consecutive regions at each side are closed off from each 
other. The advantage of this solution lies in that the longi 
tudinal regions of an object or of a section lying opposite 
each other are ever more strongly cooled in successive 
regions and somewhat less strongly in a region immediately 
connected to that so that the strains building up during the 
more rapid cooling can be balanced out again in the subse 
quent region in which a smaller reduction of the temperature 
of the object or a smaller removal of heat takes place. 

In a further embodiment, the web extends from the bottom 
plate towards the end face of the object, and channels below 
the bottom plate connect the inlet and outlet ports for the 
cooling liquid. This is advantageous as by the dimensioning 
of the channels the rate of ?ow or the intermixing of the 
coolant can be reinforced so that parts of the coolant at a 
higher temperature can be cooled down again to a lower 
average temperature by the additional quantity of coolant as 
a result of which the cooling effect of the entire cooling and 
calibrating device can be additionally increased. 

If the inlet and outlet ports are arranged in the support 
diaphragms, it is possible to make do with a lower volume 
for the coolant and less technical outlay for the manufacture 
of the cooling and calibrating device and it is also simple to 
achieve the adjustment of the different partial vacuums in the 
individual regions when the cooling and calibrating device 
is started up. 

According to another embodiment, ?ow conditions or 
turbulence remain approximately constant but are also 
improved in the ?rst and last region in the direction of 
extrusion with an apparatus further comprising a tank hold 
ing the cooling liquid, a pump having an intake connected to 
the tank and an output, a pipe connecting the pump output 
to the inlet port in the housing for delivering the cooling 
liquid to the inlet region, and a pipe connecting the outlet 
port in the housing to the tank for removing the liquid from 
the outlet region into the tank. 
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4 
It is also advantageous, if the apparatus further comprises 

a vacuum pump, a cyclone following the vacuum pump and 
another pump for the cooling liquid arranged in the con 
necting pipe between the outlet port and the tank, that means 
in energy e?iciency terms a more favourable exhaustion of 
the air, for producing the vacuum, and of the coolant 
required for cooling is achieved. 

It is of advantage if the one end wall has an intake opening 
receiving ambient air so that generally throughout the cool 
ing and calibrating device and throughout the respective 
region a simpler formation of the vacuum can occur. 

If the support diaphragms have ?ow openings permitting 
the air to pass therethrough, the entire cooling and calibrat 
ing device can be evacuated in a simple manner with a single 
pump. Also, an exhaust pipe may lead to a single vacuum 
pump used to establish gradually increasing vacuum pres 
sures in the consecutive regions. 

If the means for applying the gradually increasing vacuum 
comprises a vacuum pump and a separate pipe connecting 
each region to the vacuum pump, a sensitive and indepen 
dent regulation of the vacuum in the individual regions can 
be achieved with which the differences in the partial vacuum 
in the individual immediately adjacent regions can be deter 
mined more freely. 
The gradually increasing vacuum causes the level of the 

cooling liquid in each chamber at one side of the object to 
be higher than in the chamber at the other side of the object 
in the consecutive region so that a height difference is 
produced between the water columns in the two chambers 
following immediately on each other which achieves a 
gushing over?ow and hence a good and strongly changing 
wetting of the section and thus a considerable cooling effect. 

It proves advantageous to increase the vacuum gradually 
by at least 0.002 bar, preferably 0.005 bar, as by that means 
a difference in level between the water levels located in the 
two chambers following immediately on each other in a 
region can be so determined that the upper side of the section 
and a part of the upper lateral edge is intensively cooled 
when the coolant over?ows. 

If the minimal distance of the web from the end face of the 
object is between 0.5 mm and 5 mm, even in those regions 
in which the longitudinal web is facing the object or the 
window section, a good ?ow of coolant and hence also a 
good cooling effect adapted to the other regions is achieved. 

If the support diaphragms are spaced from each other in 
the longitudinal direction from the inlet to the outlet region 
at increasing distances, in accord with the continuous hard 
ening of the object during passage through the cooling and 
calibrating device on account of the cooling, those segments 
over which an intensive cooling occurs become larger and 
larger and furthermore with a lower number of regions a 
higher cooling effect can be achieved. 
The side walls of the housing may have recesses displace 

ably receiving and holding the support diaphragms, and the 
recesses may have end faces de?ning a distance extending 
perpendicularly to the longitudinal direction and exceeding 
the width of the support diaphragms. In this way, the section 
contour contained in the support diaphragms can simply 
adapt to tolerance ?uctuations or oscillations in the object or 
window section passing through as a result of which impair 
ments in the surface of the object are adequately avoided. 

If the support diaphragms have ports close to the cali 
brating apertures, continuous laminar ?ows can be set up 
over the entire length of the cooling and calibrating device 
which make possible an intensive cooling of the surface 
regions over the different longitudinal regions of the object. 
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The bottom plate may de?ne ?ow channels recessed into 
the bottom plate and facing the interior of the housing, the 
How channels being in communication with the chambers in 
the consecutive regions, and the How channels may extend 
parallel to the longitudinal direction. Also, the How channels 
may span the consecutive regions and extend from one of the 
regions to at least the center of the consecutive region in the 
longitudinal direction. The How channels may have a rect 
angular cross section in plan view as well as in a plan 
extending perpendicularly to the longitudinal direction. The 
How channels may also have a concave cross section in a 
plan extending perpendicularly to the longitudinal direction, 
and they may be offset from each other in a direction 
extending perpendicularly to the longitudinal direction. The 
How channels may overlap consecutive ones of the regions. 
Furthermore, the apparatus may comprise a plurality of the 
How channels between consecutive ones of the regions, and 
respective ones of the How channels may be alternately 
arranged in the longitudinal direction between the web and 
a respective one of the side walls. These features make a 
plurality of different advantages possible especially in that in 
the immediate vicinity of the object the coolant is shifted 
into a higher ?ow rate and thus the relative velocity between 
the more rapidly ?owing coolant and the object likewise 
advancing in the extrusion direction can be produced more 
simply which in turn initiates a higher wetting frequency of 
the surface of the object by the coolant and thus leads over 
all to an essentially more ef?cient cooling of the object with 
a considerably lower consumption of coolant. 

Finally a good and intensi?ed cooling action of the 
extruded object is also achieved by the following features: 
the How channels may have side walls facing side walls of 
the web facing the side walls of the housing, the side walls 
of the channels being ?ush with the side walls of the web or 
spaced from the side walls of the web by less than 10 mm. 
The support diaphragms may have rectangular openings 
having a length extending perpendicularly to the bottom 
plate which exceeds a width thereof extending parallel to the 
bottom plate and transversely to the longitudinal direction. 
Furthermore, the support diaphragms may have openings 
arranged between the calibrating apertures and the cover 
plate, the openings having lower edges spaced from upper 
edges of the calibrating apertures. Also, the support dia 
phragms may have openings offset from the calibrating 
apertures in a direction extending perpendicularly to the 
longitudinal direction. The web may have a thickness of less 
than 10 mm, preferably less than 5 mm, extending perpen 
dicularly to the longitudinal direction. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the following the invention is explained in more detail 
on the basis of the different embodiments illustrated in the 
drawings. They show: 

FIG. 1—an extrusion plant with a cooling and calibrating 
device according to the invention in side elevation and 
simpli?ed schematic representation; 

FIG. 2—schematic fragmentary view of a cooling and 
calibrating device in simpli?ed perspective representation; 

FIG. 3—the cooling and calibrating device in side 
elevation, taken along the lines III—III in FIG. 4; 

FIG. 4—the cooling and calibrating device according to 
FIGS. 1 to 3 in plan view, taken along the lines IV—IV in 
FIG. 3; 

FIG. 5—the cooling and calibrating device according to 
FIGS. 1 to 4 in front elevation, taken along the lines V—V 
in FIG. 3; 
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6 
FIG. 6—another embodiment of the cooling and calibrat 

ing device according to FIGS. 1 to 5 in front elevation; 
FIG. 7—another embodiment for the construction of the 

inlet and outlet port in a support diaphragm for connecting 
two immediately adjacent regions in side elevation taken 
along the lines VII—VII in FIG. 6; 

FIG. 8—another embodiment of a cooling and calibrating 
device in simpli?ed perspective representation; 

FIG. 9—another embodiment of the cooling and calibrat 
ing device in side elevation taken along the lines IX—IX in 
FIG. 10 and greatly simpli?ed schematic representation; 

FIG. 10—a plan view of the cooling and calibrating 
device in section according to the lines X—X in FIG. 9; 

FIG. 11—the cooling and calibrating device according to 
FIGS. 8 to 10 in front elevation taken along the lines XI—XI 
in FIG. 9; 

FIG. 12—the cooling and calibrating device according to 
FIGS. 8 to 11 in front elevation taken along the lines 
XII—XII in FIG. 9; 

FIG. 13—a further embodiment of the cooling and cali 
brating device in side elevation cut according to the lines 
XIII—XIII in FIG. 14 and simpli?ed schematic representa 
tion; 

FIG. 14—the cooling and calibrating device according to 
FIG. 13 in plan view taken according to the lines XIV—XIV 
in FIG. 13; 

FIG. 15—the cooling and calibrating device according to 
FIGS. 13 and 14 in front elevation taken according to the 
lines XV—XV in FIG. 13; 

FIG. 16—the cooling and calibrating device according to 
FIGS. 13 to 15 in front elevation cut according to the lines 
XVI—XVI in FIG. 13; 

FIG. 17—another construction of the through?ow chan 
nels of the cooling and calibrating device according to FIGS. 
13 to 16 in front elevation section; 

FIG. 18—a further embodiment of the inlet and outlet 
ports in a support diaphragm for connecting regions imme 
diately adjacent to each other Cut in front elevation; 

FIG. 19—a further embodiment of the cooling and cali 
brating device taken in side elevation according to the lines 
XIX—XIX in FIG. 20 and simpli?ed schematic represen 
tation; 

FIG. 20—the cooling and calibrating device according to 
FIG. 13 in plan view taken according to the lines XX—XX 
in FIG. 19; 

FIG. 21—the cooling and calibrating device according to 
FIGS. 19 and 20 in front elevation taken according to the 
lines XXI—XXI in FIG. 19; 

FIG. 22—the cooling and calibrating device according to 
FIGS. 19 to 21 in front elevation taken according to the lines 
XXII—XXII in FIG. 10. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

In FIG. 1 an extrusion plant 1 is shown which comprises 
an extruder 2, an extrusion die 3 and connected behind the 
latter in the extrusion direction—arrow 4, a cooling and 
calibrating device 5. Arranged behind this cooling and 
calibrating device 5 as a further part of the extrusion plant 
1 illustrated in a schematic and simpli?ed manner is a 
caterpillar take-off 6 with which an object 7, for example a 
window section 8, can be manufactured. For this purpose the 
plastic 9 added in granulate form is plasticised in the 
extruder 2 and carried out via a worm conveyor 10 in the 
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direction of an extrusion die 3. To support the take-off 
movement and the moulding process of the object 7 the latter 
is draWn off With the caterpillar take-off 6 after it has been 
cooled doWn sufficiently by the cooling and calibrating 
device 5 that it is adequately hardened for transmitting an 
advancing movement. 

The cooling and calibrating device 5 comprises tWo intake 
callipers 11 arranged one behind the other and a cooling 
chamber 12 arranged behind the latter. The intake callipers 
11 are constructed in the present embodiment as dry calli 
pers and give the object 7 the exact desired external shape. 

The cooling chamber 12 is sub-divided into several 
regions 13,14,15,16,17,18 arranged one behind the other in 
the extrusion direction—arroW 4. The cooling chamber 12 is 
formed by an air- and ?uid-tight housing 19 through Which 
?oWs a cooling liquid, in particular Water 20. For this 
purpose there is a tank 22 arranged for example beneath a 
setting up surface 21 of the extrusion plant 1, from Which the 
cooling liquid, eg the Water 20, is draWn out by means of a 
coolant pump 23 and can be forced through the housing 19 
so that the returning cooling liquid 20 ?oWs back into the 
tank 22 via a return tube 24. In the pipe to the return tube 24 
or in the suction pipe to the coolant pump 23 an appropriate 
Water cooler can be arranged With heat exchangers con 
structed according to the state of the art. It is of course also 
possible, hoWever, to deliver fresh Water repeatedly to the 
coolant pump 23 and to eliminate the used and Warmed 
cooling Water via the return tube 24 into a Watercourse. As 
the necessary devices and arrangements for this purpose are 
adequately knoWn from the prior art they Will not be 
described further in more detail in the folloWing in connec 
tion With the present invention. 

In order to avoid that during the manufacturing process of 
the object 7, that is during cooling, a Wall or several Walls 
or part surfaces of the object 7, in particular the WindoW 
section 8, cave in or sag, the object 7 is exposed to a vacuum 
during passage through the cooling and calibrating device 5 
in the housing 19. This vacuum is produced for example 
With a vacuum pump 25 Which is connected via an exhaust 
pipe 26 and connecting pieces 27 With the individual regions 
13 to 18. Each of the connecting pieces 27 can be connected 
With a tee or a connecting tube on Which a manometer 29 can 

be mounted When needed or permanently for monitoring and 
for adjusting the vacuum in each of the individual regions 13 
to 18. For adjusting, corresponding throttle valves 30 can 
also be provided. Instead of the latter, hoWever, it is also 
possible, by determining the dimensions of through bores 
and connection channels betWeen the individual regions 13 
to 18, With one central exhaust connection for the vacuum 
pump 25, to determine the continuing increase in the 
vacuum in the individual regions 13 to 18 and thus also in 
the extrusion direction according to arroW 4. 

Solely for the sake of good order let it be noted in this 
connection that the coolant pump 23 as Well as the vacuum 
pump 25 and the associated pipe parts are illustrated only 
schematically and in disproportionate siZe in order to be 
better able to explain the arrangement and mode of operation 
of the cooling and calibrating device 5. 

In FIGS. 2 to 5, one embodiment of cooling and calibrat 
ing device 5 is shoWn. 

The function and the construction of the cooling and 
calibrating device 5 is best gathered from the perspective 
vieW in FIG. 2 draWn in the style of a phantom draWing in 
Which side Walls 31, 32 and a support diaphragm 34 receiv 
ing a section contour 33 are illustrated in a simpli?ed 
manner and covering plate 35 (FIG. 3) is removed. The 
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consecutive regions 13 to 18 are de?ned by the support 
diaphragms 34, 36, 37, 38, 39, receiving the section contour 
33 and arranged one behind the other in the extrusion 
direction—arroW 4, in combination With the end Walls 40, 
41. 

Each of these regions 13 to 18 is sub-divided by a 
longitudinal Web 44 arranged betWeen an underside 42 of 
the WindoW section 8 and a base plate 43 into a chamber 45 
and a ?ush chamber 46 at respective sides of the object 7, i.e. 
WindoW section 8. An elevation 47 of this longitudinal Web 
44 is slightly smaller than a distance 48 betWeen the under 
side 42 of the WindoW section 8 and the base plate 43 of the 
housing 19. The resulting gap has a thickness of betWeen 0.5 
and 5 mm, preferably 2 mm, as a result of Which a certain 
?oW connection is formed betWeen the chamber 45 and the 
?ush chamber 46. This suf?ces to cool the object 7 
appropriately, also on the surface facing the longitudinal 
Web 44 by the coolant passing through at right angles to the 
longitudinal Web 44 and ?oWing in the longitudinal direction 
of the latter. 
By means of transverse Webs 49 an outer Wall 50 of the 

housing 19 is arranged at a distance beloW the base plate 43. 
Channels 51, 52, 53, 54, 55 are de?ned by transverse Webs 
49, and connecting channels 56 and 57 are de?ned betWeen 
end Walls 40, 41, and adjacent Webs 49. The connecting 
channel 57 is connected via a connecting pipe 58 and via the 
coolant pump 23 With the tank 22 While the connecting 
channel 56 is likeWise connected to the tank 22 via a 
discharge pipe 59. As can be seen in FIG. 3, the transverse 
Webs 49 are displaced in the longitudinal direction of the 
housing 19, that is in the extrusion direction—arroW 4, With 
respect to the support diaphragms 34 and 36 to 39 and the 
transverse Webs 49 are located in each case betWeen tWo 
support diaphragms immediately adjacent to each other in 
the longitudinal direction—arroW 4. While these transverse 
Webs 49 and the channels can extend over an entire Width 60 
of the housing 19, it is equally possible that they extend in 
each case only betWeen a respective side Wall 31, 32 of the 
housing 19 and the longitudinal Web 44 Which, in this case, 
extends to the outer Wall 50. In order noW to enable a 
continuous passage of the coolant Water 20 through the 
housing 19 in the longitudinal direction—arroW 4—as indi 
cated at 61, the connecting channel 57 is connected via an 
inlet port 62 With the chamber 45 of the region 13 (FIG. 4). 
Adjacent the folloWing support diaphragm 34, in the direc 
tion of transport, in the ?ush chamber 46 located opposite 
the object 7 an outlet port 63 is arranged Which opens out 
into the channel 55, passes through this channel beloW the 
support diaphragm 34 and via a further inlet port 62 noW 
enters into the chamber 45 of the region 14. As is best seen 
from the plan vieW in FIG. 4 the inlet and outlet port 62, 63 
are arranged at a distance from each other in the direction of 
travel in corner regions located diagonally opposite each 
other. In order to enable a continuous passage of Water 20 
from the coolant pump 23 to the tank 22, the coolant Water 
20 must ?oW over an upper side 64 of the object 7 in order 
to go from the chamber 45 into the ?ush chamber 46 as 
passage of the ?uid beloW the object 7, i.e. the WindoW 
section 8 is largely prevented by the longitudinal Web 44. 

Thus, the Water 20 entering through the inlet port 62 ?oWs 
over the upper side 64 of the WindoW section from the 
chamber 45 into the ?ush chamber 46 and via the outlet port 
63 to the channel 55 from Where it enters through the inlet 
port 62 again into the chamber 45 of folloWing region 14. In 
similar fashion, only in the opposite direction the coolant 
Water 20 then ?oWs around the WindoW section 8 in region 
14 and in the further regions 15 to 18 and ?oWs via the upper 


























