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VISIBLE LIGHT AND INFRA-RED COOKING 
APPARATUS 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

This is a continuation of application Ser. No. 08/334,697 
?led on Nov. 7, 1994, noW abandoned, Which Was a con 
tinuation of Ser. No. 07/664,494, ?led on Mar. 5, 1991, noW 
abandoned, Which Was a continuation of Ser. No. 07/195,967 
?led on May 19, 1988, noW abandoned. 

FIELD OF THE INVENTION 

This invention relates to the ?eld of cooking apparatus. 
More particularly, this invention relates to baking and cook 
ing processes that are substantially faster than such pro 
cesses in conventional ovens, and offer sensory improve 
ments in quality for many foodstuffs. 

BACKGROUND OF THE INVENTION 

Ovens for cooking food have been knoWn and used for 
thousands of years. Basically, oven types can be categorized 
in four different forms. The simplest and probably the oldest 
cooking resulted When man put some vegetable or grain 
products on a hot rock next to a ?re, and cooked them 
essentially by the heat transfer method of conduction. With 
a little more re?nement, an enclosure surrounding the heat 
ing element entrapped the heated air giving rise to cooking 
by convective heat transfer. This Was the prototype for the 
modern gas or electric oven. In the past century, radiant 
energy from infra-red radiation sources has been used to heat 
and cook foodstuffs directly. Within the past feW decades, 
microwave radiation has proved useful in alloWing very 
short cooking times for many types of food. 

It has generally been believed that radiation With Wave 
lengths much shorter than 1 pm is not of much value in 
cooking or baking processes, partly because of the Weaker 
interaction of the shorter Wavelengths With the foodstuff 
molecules in terms of general heat transfer, and partly due to 
the inferior penetrating properties of such radiation. In 
particular, it has seemed that visible light, i.e., radiation With 
a Wavelength in the range of 0.4 to 0.7 pm, is not very useful 
in the cooking process. HoWever, if one provides a suf? 
ciently intense source of visible light radiation in conjunc 
tion With infra-red radiation, a novel and very effective 
cooking apparatus results. The combination of the deeply 
penetrating infra-red and the intense visible radiations estab 
lishes a temperature gradient Within the interior of the 
foodstuff. This strong gradient created by the differential 
absorbtion of the infra-red and visible radiations ensures that 
the surface temperature of the foodstuff is hotter than the 
interior, and the products of the cooking, i.e., the Water vapor 
and gases like CO2, are quickly driven to the surface and out 
of the foodstuff. This process results in a very rapid cooking 
of the foodstuff. 

Using intense visible and infra-red radiation to cook food 
has a number of signi?cant advantages. First of all, the 
cooking process is very fast. Bakery products, like piZZa 
crust for example, can be baked 5 to 10 times faster than 
ovens that use only infra-red energy or rely on conventional 
convection and conduction processes. Secondly, the quality 
of the cooking process is enhanced for many foodstuffs. For 
example, crusts become fully cooked With crispy exteriors 
and moist, cheWy interiors. Vegetables are cooked so fast 
that they are virtually steamed in their oWn Water vapor, 
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2 
leaving them hot, but With very little loss of any of their 
nutritive values. 

In general, this is a neW mode of cooking. The potenti 
alities of using this enhanced range of Wavelengths for 
cooking and baking are just starting to be explored, and a 
Whole neW range of cooking techniques should result from 
the invention. 

SUMMARY OF THE INVENTION 

An oven is disclosed for the high-speed, high-quality 
cooking of food items. The oven includes a means for 
impinging high-intensity visible and infrared radiations onto 
a food item, thereby cooking the item at an accelerated rate 
over the use of infra-red cooking alone. This cooking 
process can be aided by conduction. Ordinarily, the radiation 
impinging means is one or more quartz halogen tungsten 
lamps, or equivalent means such as quartZ arc lamps. Typical 
quartz-halogen lamps of this type convert electrical energy 
into black body radiation having a range of Wavelengths 
from 0.4 pm to 45 pm With a peak intensity at approximately 
1 pm. Such lamps produce approximately 7% of their 
radiant energy in the visible range of 0.4 to 0.7 am at peak 
intensity. Each lamp provides about 1.5 kW of radiant 
energy With a signi?cant portion of the energy in the visible 
light spectrum. Typical con?gurations can use one to as 
many as ten lamps operated in unison, and larger ovens 
could use even more lamps. 

One or more of the radiation source lamps may be used in 
the cooking process as necessary. These radiation sources 
are ordinarily positioned above and beloW the food item. 
Certain applications may require that radiation sources sur 
round the food item. The Walls of the surrounding food 
chamber are preferably treated to be highly re?ective. The 
visible and infrared Waves from the radiation sources 
impinge directly on the food item and are also re?ected on 
this inner surface of the oven to strike the food item many 
times and from many angles. This re?ecting action results in 
a greater uniformity of cooking, and since very little of the 
radiation is absorbed in the surrounding re?ecting surface, 
almost all of the radiant energy is converted into heat upon 
and Within the foodstuff. Hence, this process is a very 
ef?cient mode of transferring energy to the foodstuff for 
cooking, and operation is very economical. 

For certain cooking applications, the food item may be 
placed on a radiant energy absorbing and heat conductive 
support platter. Such platter can be selectively heated by 
means of the bottom set of lamps to increase its temperature 
to a point Where it can aid the cooking process by conductive 
heating, if desired. The platter may be perforated in such a 
manner so as to facilitate the removal of internal Water vapor 
and gases from the bottom of the foodstuff. 
The intensity of the radiation from the lamps is control 

lable. Each lamp can be individually controlled or the lamps 
can be operated in unison to provide the desired cooking 
result. It is necessary that this control be performed quickly, 
because of the inherent speed of the cooking process. For 
certain food products, it is necessary that the intensity be 
varied throughout the cooking cycle. Such fast and variable 
intensity control is preferably managed through automatic 
means, such as computer or microprocessor circuits. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a front cross section of a preferred embodiment 
of the present invention. 

FIG. 2 shoWs a side cross section of the preferred embodi 
ment of the present invention. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

FIG. 1 is a front cross section of the preferred embodi 
ment of the present invention. The oven in FIG. 1 includes 
an outer enclosure 10. The enclosure has an inner Wall 12 
coupled to the outer Wall 10. Ordinarily, an insulating layer 
14 is formed betWeen the outer enclosure 10 and the inner 
Wall 12. Because of the inherent speed of the cooking cycle, 
the insulating layer 14 may be a layer of air. 

The energy for cooking is supplied by the loWer radiation 
heating lamps 16 and the upper radiation heating lamps 18. 
These lamps are generally any of the quartZ body, tungsten 
halogen lamps commercially available, e.g., 1.5 KW 208 V 
quartZ-halogen lamps. The oven according to the preferred 
embodiment utiliZes ten such lamps and cooks With an 
average of 10% of the energy in the visible light portion of 
the spectrum, Which is signi?cant. The inner surface of the 
inner Wall 12 is preferably a highly polished, poorly absorp 
tive surface, so that it appears to be very re?ective to the 
Wide spectrum of Wavelengths from the radiant lamps. TWo 
radiation transparent plates 20 and 24 are used to isolate the 
cooking chamber from the radiant sources. These plates can 
be formed from such materials as quartZ or a glass that 
transmits both visible and infra-red radiations. The loWer 
transparent plate 20 is supported by brackets 22a and 22b 
and is positioned above the loWer lamps 16. The upper 
transparent plate 24 is supported by brackets 26a and 26b 
and is positioned beloW upper lamps 18. 

Brackets 28a and 28b support platter 30. The platter 30 is 
positioned above the loWer transparent plate 20 and beloW 
the upper glass plate 24. A food item 32 is positioned on 
platter 30 to be cooked. The control circuit 34, shoWn as a 
circuit block, controls the operation of lamps 16 and 18. 

The lamps 16 and 18 produce very high intensity visible 
and infra-red radiations. Prior art use of radiant energy heat 
sources teach cooking using radiation in the infra-red por 
tion of the electro-magnetic spectrum. For example, see 
Malick U.S. Pat. Nos. 4,481,405 and Bassett 4,486,639. 
Burkhart, in 4,516,486, discloses a radiant energy cooker for 
the exclusive purpose of charring the surface of foods, 
particularly meats. 

The use of both high intensity visible and infrared radia 
tions provides a very rapid method of high-quality cooking 
and baking. The radiant energy from the lamps 16 and 18 
radiates from the bulb in all directions. A portion of the 
energy radiates directly onto the food item 32. The remain 
der of the energy Will be re?ected off the polished surface of 
the preferably metal inner Wall 12 and strike the food item 
32 for more efficient cooking. 

The platter 30 may be formed of a material similar to the 
transparent plates 20 and 24 to alloW even cooking of food 
item 32. HoWever, in some circumstances it may be desir 
able to crisp the bottom of the food item 32. As a particular 
example, When cooking a piZZa, it is desirable that the crust 
be light and crispy, rather than soggy and doughy. In such an 
application, the cooking platter 30 should be formed of a 
radiation absorbing, heat conducting material, such as black 
anodiZed aluminum. In this Way, the loWer lights 16 Would 
rapidly heat the platter 30 to a high temperature in order to 
crisp the bottom of the piZZa. It may also be desirable to 
perforate the platter 30 in order to alloW steam to escape 
from the cooking piZZa dough. The platter 30 should touch 
the support brackets 28a and 28b over very limited areas, so 
that the heat delivered to platter 30 is not lost by conduction. 

It is possible to control the lights 16 and 18 independently 
With the control circuit 34. The control circuit 34, shoWn as 
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4 
a circuit block in FIG. 1, may include a microprocessor or 
a microcontroller and associated memory to store individual 
cooking recipes to control proper heating of the food prod 
uct. 

For example, in cooking a piZZa, it may be desirable to run 
the upper lamps 18 at a reduced poWer level for a time. For 
a piZZa having fresh vegetables, this Would prevent the 
overcooking of the vegetables making them mushy. The 
loWer lamps 16 might be operated at a higher poWer level to 
make the piZZa crust light and crispy. 

FIG. 2 shoWs a side cross section of the preferred embodi 
ment of the present invention. In the preferred embodiment, 
there are 5 loWer lamps 16a through 16e and 5 upper lamps 
18a though 18e. By appropriately selecting the lateral spac 
ing betWeen the lamps relative to the food, even cooking can 
be achieved over the entire surface. A door 40 is also shoWn. 

MicroWave ovens cannot be used in cooking high quality 
freshly prepared piZZa. The commercially available froZen 
piZZas for microWave ovens are precooked and then froZen. 
The piZZa is merely heated to the proper serving temperature 
in the microWave oven, but the result is usually tough and 
soggy. A higher quality piZZa can be baked in a commercial 
grade conduction/convection oven. Here, the piZZa is placed 
directly on the hot ?oor of the oven to properly crisp the 
bottom of the crust (up to 900° F. in a brick oven). 
Unfortunately, the ovens have various “hot” spots and 
require constant operator attention to avoid over or under 
cooking the piZZa, i.e., consistency is a major problem. The 
ovens cook a piZZa in 5 to 20 minutes. ConveyoriZed 
infra-red and hot air convection ovens can cook a piZZa in 5 
to 15 minutes, but have great difficulty in properly crisping 
the bottom of the piZZa. ApiZZa can be cooked in the present 
invention in 35 to 45 seconds. This speed is very important 
in the commercial piZZa market because it enables piZZa to 
be produced in a manner that Would qualify it as a true 
fast-food. 
The energy efficiency of the present invention is illus 

trated by the fact that the energy cost to cook such a piZZa 
is about $0.01. The majority of the radiant energy produced 
by the oven is utiliZed in cooking the piZZa and after the 
cooking process is completed the energy is turned off. In 
contrast, conventional commercial piZZa ovens must be 
preheated to desired cooking temperatures. Ordinarily, the 
oven piZZa restaurant is left on all day, Whether cooking a 
piZZa or not, making the energy consumption signi?cant. 

The oven of the present invention is not limited to cooking 
piZZas. Certain foods are cooked With more consistent and 
reliable results than With conventional techniques. For 
example, cooking vegetables, such as broccoli, so that they 
retain good texture is difficult using prior art techniques. 
Generally, such items are preferred al dente. The short 
cooking times of the present invention, about 20 seconds for 
broccoli, bring the product to serving temperature so rapidly 
that the vegetable maintains its crisp, ?rm texture. 
The oven of the present invention may also be used 

cooperatively With other cooking sources. For example, the 
oven of the present invention may include a microWave 
radiation source. Such an oven Would be ideal for cooking 
a thick food item such as a roast beef. The microWave 
radiation Would be used to cook the interior portions of the 
meat and the infra-red and visible light radiation of the 
present invention Would cook the outer portions. Further, the 
oven according to the present invention could be used With 
a convection oven or With both convention oven and micro 
Wave oven cooking sources. 

The present invention Was described in relation to a 
preferred embodiment. HoWever, it Will be apparent to one 
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skilled in the art that one can change the parameters and still 
practice an invention Within the spirit and scope of the 
present invention. 
What is claimed is: 
1. An oven for cooking and baking food comprising: 
a. a cooking chamber having highly re?ective and poorly 

absorptive inner Wall for re?ecting radiant energy to a 
food position centrally thereof; 

b. a plurality of means for generating radiant energy 
having a signi?cant portion of energy in the visible 
light range of the electromagnetic spectrum, said means 
for generating positioned inside said cooking chamber 
and including at least one source positioned above and 
at least one source positioned beloW said food position 
for impinging at least a portion of said radiant energy 
directly from said radiant energy generating means on 
said food and re?ecting from said inner Wall radiant 
energy not impinging directly on said food for imping 
ing re?ected radiant energy from said radiant energy 
generating means to said food many times from many 
angles; and 

c. a support member Which is transparent to said radiant 
energy for supporting the food at said food position 
While cooking. 

2. The oven according to claim 1 further comprising 
means for differentially controlling each of said plurality of 
sources by time and by intensity. 

3. The oven according to claim 1 further comprising a 
microWave radiation source. 

4. The oven according to claim 1 further comprising a 
convection oven cooking apparatus. 

5. The oven according to claim 4 further comprising a 
microWave radiation source. 

6. The oven according to claim 1 Wherein said means for 
generating radiant energy comprises quartZ body tungsten 
lamps. 

7. The oven according to claim 6 further comprising a 
plurality of radiant energy transparent plates positioned in 
said chamber betWeen said food position and said lamps. 

8. An oven for cooking and baking food comprising: 
a. a cooking chamber having re?ective inner Walls for 

re?ecting radiant energy to a food position centrally 
thereof; 

b. ?ve 1.5 KW quartz-halogen lamps positioned inside 
said cooking chamber above said food position and ?ve 
1.5 KW quartz-halogen lamps positioned inside said 
cooking chamber beloW said food position generating 
at least 6 KW of radiant poWer With a signi?cant 
portion of radiant energy in the visible light range of the 
electromagnetic spectrum, said lamps positioned in 
said chamber for impinging direct and re?ected radiant 
energy on said food; and 

c. a support member Which is transparent to said radiant 
energy for holding the food at said food position While 
cooking. 

9. A piZZa oven for cooking and baking a raW piZZa pie 
and forming a cooked piZZa therefrom, said piZZa having a 
crust formed of dough and toppings formed of any variety of 
foodstuffs comprising: 

a. a cooking chamber having re?ective inner Walls for 
re?ecting radiant energy to a piZZa location centrally 
thereof; 

b. a plurality of 1.5 KW quartZ halogen lamps generating 
at least 6 KW of radiant poWer With a signi?cant 
portion of radiant energy in the electromagnetic spec 
trum having Wavelengths in the range of visible light, 
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6 
said lamps having a ?rst group of lamps inside said 
cooking chamber positioned above said piZZa location 
and a second group of lamps inside said cooking 
chamber positioned beloW said piZZa location for 
impinging at least a portion of said radiant energy 
directly onto said piZZa; 

c. a plurality of plates Which are transparent to radiant 
energy positioned betWeen said piZZa location and said 
lamps; and 

d. means for controlling the ?rst group of lamps and the 
second group of lamps independently by time and 
intensity. 

10. ApiZZa oven for cooking and baking a raW piZZa pie 
and forming a cooked piZZa therefrom, said piZZa having a 
crust formed of dough and toppings formed of any variety of 
foodstuffs comprising: 

a. a cooking chamber having re?ective inner Walls for 
re?ecting radiant energy to a piZZa location centrally 
thereof; 

b. a plurality of 1.5 KW quartZ halogen lamps generating 
at least 6 KW of radiant poWer With a signi?cant 
portion of radiant energy in the electromagnetic spec 
trum having Wavelengths in the range of visible light, 
said lamps having a ?rst group of ?ve lamps inside said 
cooking chamber positioned above said piZZa location 
and a second group of ?ve lamps inside said cooking 
chamber positioned beloW said piZZa location for 
impinging at least a portion of said radiant energy 
directly onto said piZZa; 

c. a plurality of plates Which are transparent to radiant 
energy positioned betWeen said piZZa location and said 
lamps; and 

d. means for controlling the ?rst group of lamps and the 
second group of lamps independently by time and 
intensity. 

11. A method of cooking and baking a raW piZZa pie in a 
cooking chamber having re?ective inner Walls comprising 
the steps of: 

a. generating at least 6 KW of radiant poWer having 
substantially ten percent of the radiant energy in the 
electromagnetic spectrum having a Wavelength in the 
order of 0.4 pm to 0.7 pm by using a plurality of quartZ 
body tungsten lamps, said lamps having a ?rst group of 
lamps inside said cooking chamber positioned above 
said piZZa and a second group of lamps inside said 
cooking chamber positioned beloW said piZZa for 
impinging at least a portion of said radiant energy 
directly onto said piZZa; 

b. positioning a plurality of plates Which are transparent 
to radiant energy betWeen said piZZa and said lamps; 
and 

c. controlling the ?rst group of lamps and the second 
group of lamps differentially by time and intensity. 

12. An oven for cooking a food item having a ?rst 
temperature, Wherein said oven comprises: 

a. a cooking chamber having re?ective inner Walls for 
re?ecting radiant energy to a food position therein; 

b. means mounted in said cooking chamber generating at 
least 6 KW of radiant poWer With a substantial portion 
of radiant energy in the electromagnetic spectrum hav 
ing a range of Wavelengths from 0.4 pm to 4.5 pm With 
a peak intensity at approximately 1.0 pm and including 
a signi?cant portion having Wavelengths in the range of 
0.4 to 0.7 pm for impinging at least a portion of said 
energy from said generating means directly on the food 
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and for impinging re?ected energy from said generat 
ing means on the food; and 

c. a support member Which is transparent to said radiant 
energy for supporting the food at said food position. 

temperature, said second temperature being higher than 
said ?rst temperature; and 

c. re?ecting a second portion of said energy to the food 
position to strike the food many times from many 
angles. 

16. A method of cooking a food item having a ?rst 
temperature, comprising the steps of: 

a. generating at least 6 KW of radiant poWer having a 
substantially 10% portion of radiant energy in the 
electromagnetic spectrum having Wavelengths in the 
range of visible light; 

b. directing a ?rst portion of said energy to impinge 
directly on the food in a food position in order to bring 
the food to a speci?ed second temperature, said second 
temperature being higher than said ?rst temperature; 
and 

c. re?ecting a second portion of said energy to the food 
position. 

17. A method of cooking and baking a raW piZZa pie and 

40 

45 

8 
a. a ?rst group of quartZ body tungsten halogen lamps and 

a second group of quartZ body tungsten halogen lamps, 
each group including ?ve lamps, said lamps generating 
at least 6 KW of radiant poWer and generating a 

13~ The (“fen of Claim _12 WhefeiI} Said Portion of radiant 5 signi?cant portion of radiant energy in the electromag 
energy 1n Sald Spectrum 1S_ Substantlauy ten percfint- netic spectrum having a Wavelength in the range of 0.4 

14. An oven for cooking a food item having a ?rst um to (17 um; and 

temperature’ Wherem Sald Oven Compnses: _ b. an enclosure surrounding said lamps, the enclosure 
a‘ quartz body tungstén'halogen lamp means generatmg at having an outer surface and an inner surface, said inner 

least 6 of radlant Power Wlth radlant energy 0n1y> 10 surface being re?ective of said radiant energy to a food 
sa1d radiant energy having a range of Wavelengths from position Within Said inner Surface and 

0'4 to 45mm with a pet‘k intensity at2.1pprOXiI,nate1y 1,0 c. means for mounting said lamps in said enclosure 
M and mcludmg a .Slgm?cant Pomon havmg a 51g‘ Whereby portions of said energy Will impinge directly 
m?cant pomqn of radlant energy In the electromagnenc on at least opposite sides of the food in order to bring 
gpgcmlfn havmg Wavelengths 1n the range of 0'4 “In to 15 the food to a speci?ed second temperature, said second 

' um’ _ _ _ temperature being higher than said ?rst temperature. 
b. an enclosure surrounding said lamp means, said enclo- 19_ An Oven for Cooking and baking food Comprising: 

.Sure having an Quter surfmle and an inner, Surface’ Said a. a cooking chamber having re?ective inner Walls for 
inner surface being re?ective of said radiant energy to re?ecting radiant energy to a food position Centrally 
a food position centrally of said inner surface and 20 thereof. 

0 means for ‘Pountmg .Sald lamps.m. sal,d enclosure b. at least ?ve quartZ body tungsten lamps positioned 
whereby Pomons. of éald energy W111 .lmplnge dlreqly inside said cooking chamber above said food position 
on at least opposl.te sldes of the food In Ordef to bnng and at least ?ve quartZ body tungsten lamps positioned 
the food to a spécl?éd Second temPeramre’ Sald Second inside said cooking chamber beloW said food position, 
temperature belng hlgher than Saul ?rst temperature‘ 25 said lamps generating at least 6 KW of radiant poWer 

15' A method O.f Fooling a fooffi Item havmg a ?rst and generating radiant energy having a signi?cant 
temperature’_compns_lng t 6 Step} 0 ' _ _ portion of energy in the visible light range of the 

a‘ generfmng at dlfferent po_sm9ns for 1mP1ngement_On electromagnetic spectrum, said lamps positioned for 
opposite sides of food a signi?cant portion of radiant impinging at least portions of Said radiant energy 
energy in the electromagnetic spectrum having Wave- 30 directly on Said food. and 

lellgthé 1n the range 0? Vlslble hght; _ _ c. a container Which is transparent to said radiant energy 
b‘ (llrecnng a ?rst_por_non of Sald enérgy to lmplrlge for holding the food at said food position While cook 

directly on opposite sides of the food in a food position mg 
In Order to bnng the food to a Specl?ed Second 35 20. ApiZZa oven for cooking and baking a raW piZZa pie 

and forming a cooked piZZa therefrom, said piZZa having a 
crust formed of dough and toppings formed of any variety of 
foodstuffs comprising: 

a. a cooking chamber having re?ective inner Walls for 
re?ecting radiant energy to a piZZa location centrally 
thereof; 

b. a plurality of quartZ body halogen lamps for generating 
a signi?cant portion of radiant energy in the electro 
magnetic spectrum having Wavelengths in the range of 
visible light, said lamps having a ?rst group of ?ve 
lamps inside said cooking chamber positioned above 
said piZZa location and a second group of ?ve lamps 
inside said cooking chamber positioned beloW said 
piZZa location, said lamps generating at least 6 KW of 
radiant poWer for impinging at least a potion of said 
radiant energy directly onto said piZZa; 

c. a plurality of plates Which are transparent to radiant 
energy positioned betWeen said piZZa location and said 
lamps; and 

forming a cooked piZZa therefrom, said piZZa having a crust 
formed of dough and toppings formed of any variety of 
foodstuffs comprising: 

a. generating radiant poWer of at least 6 KW having 
radiant energy in the electromagnetic spectrum having 
approximately 10% of its Wavelengths in the range of 
visible light by energiZing lamps positioned above and 
beloW the piZZa; 

b. directing energy to impinge directly on the piZZa; and 
c. controlling the lamps independently by time and inten 

sity. 
18. An oven for cooking a food item having a ?rst 

temperature, Wherein said oven comprises: 

55 d. means for controlling the ?rst group of lamps and the 
second group of lamps independently by time and 
intensity. 

2]. The oven according to claim 1 wherein said means for 
generating radiant energy generates energy in the electro 
magnetic spectrum having a range of wavelengths from 0.4 
am to 4.5 am with a peak intensity at approximately 1.0 am. 

22. The oven according to claim 1 wherein said signi?cant 
portion of energy in the visible light range is approximately 
seven percent. 

23. The oven according to claim 1 wherein said signi?cant 
portion of energy in the visible light range is approximately 
seven percent and higher. 

60 

65 



Re. 36,724 
9 

24. The method of claim 15 wherein said energy in the 
electromagnetic spectrum has a range of wavelengths from 
0.4 um to 4.5 um with a peak intensity at approximately 1.0 
um. 

25. The method of claim 15 wherein said signi?cant 
portion of energy in the range of visible light is approxi 
mately seven percent. 

26. The method of claim 15 wherein said signi?cant 
portion of energy in the range of visible light is approxi 
mately seven percent and higher 

27. An oven for cooking and baking food comprising: 
a. a cooking chamber having a highly reflective and 
poorly absorptive inner wall for reflecting radiant 
energy to a food position centrally thereof; 

b. a plurality of means for generating radiant energy 
having energy in the infrared range and in the visible 
light range of the electromagnetic spectrum and 
wherein said means for generating radiant energy 
generates energy in the electromagnetic spectrum hav 
ing a range of wavelengths from 0.4 um to 4.5 um with 
a peak intensity at approximately 1.0 gm, said means 
for generating positioned inside said cooking chamber 
and including at least one source positioned above and 
at least one source positioned below said food position 
for impinging at least a portion of said radiant energy 
directly from said radiant energy generating means on 
said food and reflecting from said inner wall radiant 
energy not impinging directly on said food for imping 
ing reflected radiant energy from said radiant energy 
generating means to said food many times from many 
angles; and 

c. a support member which is transparent to said radiant 
energy for supporting the food at said food position 
while cooking. 

28. An oven for cooking and baking food comprising: 
a. a cooking chamber having a highly reflective and 
poorly absorptive inner wall for reflecting radiant 
energy to a food position centrally thereof; 

b. a plurality of means for generating radiant energy 
having energy in the infrared range and in the visible 
light range of the electromagnetic spectrum and 
wherein the portion of energy in the visible light range 
is approximately seven percent; said means for gener 
ating positioned inside said cooking chamber and 
including at least one source positioned above and at 
least one source positioned below said food position for 
impinging at least a portion of said radiant energy 
directly from said radiant energy generating means on 
said food and reflecting from said inner wall radiant 
energy not impinging directly on said food for imping 
ing reflected radiant energy from said radiant energy 
generating means to said food many times from many 
angles; and 

c. a support member which is transparent to said radiant 
energy for supporting the food at said food position 
while cooking. 

29. An oven for cooking and baking food comprising: 
a. a cooking chamber having a highly reflective and 
poorly absorptive inner wall for reflecting radiant 
energy to a food position centrally thereof; 

b. a plurality of means for generating radiant energy 
having energy in the infrared range and in the visible 
light range of the electromagnetic spectrum and 
wherein the portion of energy in the visible light range 
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is approximately seven percent and higher; said means 
for generating positioned inside said cooking chamber 
and including at least one source positioned above and 
at least one source positioned below said food position 
for impinging at least a portion of said radiant energy 
directly from said radiant energy generating means on 
said food and reflecting from said inner wall radiant 
energy not impinging directly on said food for imping 
ing reflected radiant energy from said radiant energy 
generating means to said food many times from many 
angles; and 

. a support member which is transparent to said radiant 

energy for supporting the food at said food position 
while cooking. 

30. A method of cooking a food item having a ?rst 
temperature; comprising the steps of" 

61. generating at dijferent positions for impingement on 
opposite sides of food radiant energy in the electro 
magnetic spectrum having wavelengths in the range of 
visible light and wherein said energy in the electro 
magnetic spectrum has a range of wavelengths from 0.4 
um to 4.5 um with a peak intensity at approximately 1.0 
W"! 
directing a ?rst portion of said energy to impinge 
directly on opposite sides of the food in a food position 
in order to bring the food to a speci?ed second 
temperature; said second temperature being higher 
than said ?rst temperature; and 

. reflecting a second portion of said energy to the food 
position to strike the food many times from many 
angles. 

31. A method of cooking a food item having a ?rst 
temperature; comprising the steps of" 

61. 

C. 

generating at dijferent positions for impingement on 
opposite sides of food radiant energy in the electro 
magnetic spectrum having wavelengths in the range of 
visible light and wherein the portion of energy in the 
range of visible light is approximately seven percent; 

. directing a ?rst portion of said energy to impinge 
directly on opposite sides of the food in a food position 
in order to bring the food to a speci?ed second 
temperature; said second temperature being higher 
than said ?rst temperature; and 
reflecting a second portion of said energy to the food 
position to strike the food many times from many 
angles. 

32. A method of cooking a food item having a ?rst 
temperature; comprising the steps of" 

61. generating at dijferent positions for impingement on 
opposite sides of food radiant energy in the electro 
magnetic spectrum having wavelengths in the range of 
visible light and wherein the portion of energy in the 
range of visible light is approximately seven percent 
and higher; 
directing a ?rst portion of said energy to impinge 
directly on opposite sides of the food in a food position 
in order to bring the food to a speci?ed second 
temperature; said second temperature being higher 
than said ?rst temperature; and 

. reflecting a second portion of said energy to the food 
position to strike the food many times from many 
angles. 


