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FLUORINE-CONTAINING POLYMER 
COMPOSITION 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

DETAILED DESCRIPTION OF THE 
INVENTION 

1. Field of the Invention 

The present invention relates to a ?uorine-containing 
polymer composition suitable for coating, etc. 

2. Prior Art 

A polymer having a ?uorine-containing aliphatic cyclic 
structure and a functional group such as a carboxyl group, a 
hydroxyl group, a silyl group, an amino group, a maleimide 
group or a nitrile group, has been proposed to improve the 
adhesion to various substrates or the heat resistance of the 
polymer having a ?uorine-containing aliphatic cyclic struc 
ture (Japanese Unexamined Patent Publication No. 226177/ 
1992 or No. 56936/1994). 

However, such functional groups are usually introduced at 
the terminals of the polymer molecules or at the terminals of 
side chains of the polymer molecules and constitute asso 
ciable groups in an aprotic ?uorine-containing solvent, thus 
leading to a problem such that when the polymer having a 
?uorine-containing aliphatic ring structure and such a func 
tional group, is dissolved in an aprotic ?uorine-containing 
solvent, the viscosity of the solution tends to be remarkably 
high, and the solution undergoes gelletion to lose the ?uidity. 
Therefore, ?ltration or coating of such a solution tends to be 
dif?cult. 

A polymer having a functional group and a ?uorine 
containing aliphatic cyclic structure has excellent properties 
such as low permitivity, low water-absorptivity, heat resis 
tance and chemical resistance, it is practically applied to a 
semiconductor element as eg an insulating material or a 
moisture proof coating. In such a case, a solution of the 
polymer having a functional group and a ?uorine-containing 
aliphatic cyclic structure, is spin-coated on a wafer, and then 
the solvent is removed by evaporation to form a coating ?lm, 
whereby smoothness of the coating ?lm is questionable. 
Namely, there is a problem that due to the presence of 
associable groups in the evaporation process of the solvent, 
the surface of the coating ?lm tends to be irregular and is 
likely to form a so-called orange peel surface. 

PROBLEM TO BE SOLVING BY THE PRESENT 
INVENTION 

The object of the present invention is to solve the above 
mentioned drawbacks of the prior art. 

MEANS FOR SOLVING THE PROBLEM 

The present invention is a ?uorine-containing polymer 
composition having a polymer having a functional group 
and a ?uorine-containing aliphatic cyclic structure 
(hereinafter referred to simply as polymer A) dissolved in a 
solvent mixture of an aprotic ?uorine-containing solvent and 
a protic ?uorine-containing solvent. 

In the present invention, an associable group is an atomic 
group consisting of a least two atoms and having a monova 
lent radical bond, and the interaction (attraction force) of 
such atomic groups is larger than their af?nity to the aprotic 
?uorine-containing solvent, whereby a plurality of such 
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2 
atomic groups are likely to get together (associate). With a 
?uorine-containing polymer having such an associable 
group, a phenomenon such as gelletion or insolubilization is 
observed in an aprotic ?uorine-containing solvent. Even if it 
is soluble, the viscosity tends to be high as compared with 
a ?uorine-containing polymer having no associable group. 
By using a solvent mixture of an aprotic ?uorine 

containing solvent and a protic ?uorine-containing solvent, 
the protic ?uorine-containing solvent will solvate at associ 
ated sites, whereby the association will be dissolved, and 
polymer A will disperse in the solvent at a molecular level. 
As a result, it becomes possible to prevent gelletion or 
reduction of the viscosity of the solution. It is believed that 
accordingly, it becomes easy to carry out precision ?ltration 
of the solution of polymer A or to control the reaction for 
introducing a functional group to the polymer having a 
?uorine-containing aliphatic cyclic structure. 
As the polymer having a ?uorine-containing aliphatic 

cyclic structure, the one obtainable by polymerizing a mono 
mer having a ?uorine-containing cyclic structure, or a poly 
mer having a cyclic structure on its main chain, which is 
obtainable by cyclic polymerization of a ?uorine-containing 
monomer having at least two polymerizable double bonds, 
may widely be exempli?ed including those which are known 
or well known. 

The polymer having a cyclic structure on its main chain, 
which is obtainable by cyclic polymerization of a ?uorine 
containing monomer having at least two polymerizable 
double bonds, is known, for example, by Japanese Unex 
amined Patent Publication No. 238111/1988 or No. 238115/ 
1988. Namely, it can be prepared by homopolymerization of 
a monomer such as per?uoro(allylvinyl ether) or per?uoro 
(butenylvinyl ether), or by copolymerization thereof with a 
radical polymerizable monomer such as tetra?uoroethylene. 

Further, the polymer having a cyclic structure on its main 
chain, which is obtainable by polymerizing a monomer 
having a ?uorine-containing cyclic structure, is known, for 
example, by Japanese Examined Patent Publication No. 
18964/1988. Namely, it can be obtained by homopolymer 
ization of a monomer having a ?uorine-containing cyclic 
structure such as per?uoro(2,2-dimethyl-1,3-dioxole), or by 
copolymerization thereof with a radical polymerizable 
monomer such as tetra?uoroethylene. 

Otherwise, it may be a polymer obtainable by copoly 
merizing a monomer having a ?uorine-containing cyclic 
structure such as per?uoro(2,2-dimethyl-1,3-dioxole) with a 
?uorine-containing monomer having at least two polymer 
izable double bonds, such as per?uoro(butenylvinyl ether). 

Another monomer which can be copolymerized together 
with the above tetra?uoroethylene or in place of 
tetra?uoroethylene, is not particularly limited so long as it is 
a monomer having radical polymerizability, and a ?uorine 
containing type, a hydrocarbon type, etc. can widely be 
exempli?ed. 

For example, a per?uoroalkylvinyl ether such as per?uo 
romethylvinyl ether or per?uoropropylvinyl ether, a per?uo 
rovinyl ether containing a functional group such as a car 
boxylic acid group or a sulfonic acid group, or a ?uorine 
containing unsaturated hydrocarbon such as vinylidene 
?uoride, vinyl ?uoride or chlorotri?uoroethylene, may suit 
ably be used. 
As the polymer having a ?uorine-containing aliphatic 

cyclic structure, a polymer having the cyclic structure on its 
main chain is suitable for use. However, from the viewpoint 
of the transparency, mechanical properties, etc., the one 
containing at least 20% of repeating units having the cyclic 
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structure, based on the total number of repeating units, is 
preferred. More preferred is the one containing at least 40%. 

The role of polymer A in the present invention is to 
improve the adhesion to various substrates of the polymer 
having the ?uorine-containing aliphatic cyclic structure and 
to improve the mechanical strength of the polymer by the 
crosslinked structure formed by the reaction of the func 
tional groups to one another, by itself or in combination With 
a coupling agent. Further, it also plays an important role to 
uniformly disperse various inorganic ?llers or colorants in 
polymer A Without ?occulation. 

For eXample, there is a coupling group of the formula 
—MRlmaRza Wherein M is selected from Si, Ti, Zr, Hf, Th 
and Al, R1 is selected from a halogen group, a hydroXyl 
group, an amino group and —OR3 (Wherein R3 is a monova 
lent organic group), R2 is a monovalent organic group, n is 
2 or 3, and a is selected from 0, 1 and 2 (provided that When 
n is 2, a is selected from 0 and 1). Such a coupling group 
contains —MR1 as a group highly reactive With an inorganic 
substrate, Whereby an excellent adhesion is believed to be 
obtained. 

Here, preferred eXamples of R1 include a halogen atom 
such as chlorine or ?uorine, a hydroXyl group, an alkoXy 
group, an alkoXy-substituted alkoXy group, a hydroXyalky 
loXy group, an acyloXy group, an aminoXy group, a 
ketoXime group, an amino group and an amide group. 

Especially When the stability of the composition, the 
reactivity With an organic substrate, the in?uence of a 
by-product by the reaction, etc. are taken into consideration, 
an alkoXy group having from 1 to 4 carbon atoms, is 
preferred. When the coupling group has such an alkoXy 
group, the stability of the composition Will be good, and a 
by-product formed during the coating Will present no sub 
stantial adverse effect. Further, R1 bonded to one M may be 
tWo or more different types, so long as R1 is Within the above 
de?ned range. 
M is preferably Si, Ti, Zr or Al. With others, it is di?icult 

to obtain a precursor, and the production is rot easy. Espe 
cially the one Wherein M is Si, is preferably employed, since 
it shoWs an extremely strong adhesion to an inorganic 
substrate Without impairing the transparency. 

Although R2 is a monovalent organic group, —MR2 may 
not necessarily have a reactivity. As such R2, an alkyl group 
or an allyl group may, for eXample, be mentioned. Such a 
group is preferably the one having from 1 to 10 carbon 
atoms. 

Such a coupling group may, for eXample, be a trimethoX 
ysilyl group, a triethoXysilyl group, a methyldimethoXysilyl 
group, a triethoXytitanium group, a tributoXyZirconium 
group or a trimethoXyhafnium group. 

As a method for introducing coupling groups to the 
polymer having a ?uorine-containing aliphatic cyclic 
structure, a method may, for eXample, be mentioned Wherein 
a compound of the formula X—MR1n_aR2a Wherein X is an 
alkyl group or a vinyl group having at least one functional 
atom or group selected from the group consisting of a 
chlorine atom, an amino group, an aminoalkyl group, an 
ureido group, a glycidoXy group, an epoXy group, an iso 
cyanate group and an acryloyl group, and M, R1, R2, n and 
a are as de?ned above, is reacted to a polymer having a 
?uorine-containing aliphatic cyclic structure having a reac 
tive group such as a carboXyl group, an alkoXycarbonyl 
group or a hydroXyl group. 

Here, the polymer having a ?uorine-containing aliphatic 
cyclic structure having a reactive group, can be prepared in 
the same manner as the above described preparation of the 
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4 
polymer having a ?uorine-containing aliphatic cyclic struc 
ture. Namely, usually, using an organic peroXy compound as 
an initiator, a monomer having a ?uorine-containing cyclic 
structure is polymeriZed to obtain a polymer having a 
?uorine-containing aliphatic cyclic structure having a reac 
tive group such as —COOH or —COOCH3 at the terminal. 

Further, at the time of preparing the polymer having a 
?uorine-containing aliphatic cyclic structure, the reactive 
group can be positively introduced by copolymeriZing a 
monomer having a reactive group, such as 

CF2=CFOCF2CF(CF3)O—(CF2)3—CH3. 
The coupling groups can be introduced by reacting a 

compound having the above-mentioned coupling group to 
the polymer having a ?uorine-containing aliphatic cyclic 
structure, Which has such a reactive group. Such a reaction 
is preferably conducted by treatment at a temperature of 
from 10° to 50° C. for from 2 to 5 hours. 

Further, at the time of preparing the polymer having a 
?uorine-containing aliphatic cyclic structure, coupling 
groups can be introduced by copolymeriZing a monomer 
having a radical polymeriZable group and a coupling group, 
such as vinyl trimethoXysilane or vinyl triethoXysilane. 

If the quantity of coupling groups introduced is too small, 
no adequate effect for improving adhesion, etc. Will be 
obtained. On the other hand, if it is too much, the inherent 
properties of the polymer having a ?uorine-containing ali 
phatic cyclic structure are likely to deteriorate, or the sta 
bility of the composition is likely to deteriorate, thus leading 
to gelletion. Therefore, the quantity of the coupling groups 
to be introduced, is preferably suitably selected depending 
upon the particular purpose. Usually, the adhesion can be 
improved by introducing one coupling group per molecule 
of the polymer. 

Further, the adhesion can be improved even When not all 
of the polymers having ?uorine-containing aliphatic cyclic 
structures, present in the composition are polymers having 
coupling groups. For eXample, the adhesion can adequately 
be improved When about 1/20 (Weight ratio) of the polymers 
having ?uorine-containing aliphatic cyclic structures con 
tained in the composition are polymers having at least one 
coupling group. 

Usually, the polymer having a ?uorine-containing ali 
phatic cyclic structure has a functional group such as a 
carboXylic acid group derived from an initiator or a chain 
transfer agent, at a terminal. By converting this carboXylic 
acid group to an ester group or further to a maleimide group 
or an amino group, various functional groups can be intro 
duced into the polymers. Further, to improve the effects of 
the sent invention by increasing the quantity of such func 
tional groups introduced, a small amount of CF2=CFO 
(CF2)3COOCH3, 
CF2=CFOCF2CF(CF3)O(CF2)3COOCH3, CF2=CFO 
(CF2)3CH2NH2 or CF2=CFOCF2CF(CF3)SO2F, may be 
copolymeriZed. 
When the functional group in polymer A is —COX 

(Wherein X is OH or OR, Where R is a CL3 alkyl group), 
—SO2Y (Wherein Y is F, Cl, OH or OR, Wherein R is a CL3 
alkyl group), —NH2 or —OH, a colorant can readily be 
dispersed in polymer A. Such a carboXylic acid (ester) or 
sulfonic acid (ester) is reactive With an amino group in the 
colorant, and the amino group is reactive With a sulfonic acid 
group, a carboXylic acid group or a phosphoric acid group in 
the pigment. 

In the present invention, as a method for introducing a 
maleimide group, ?rstly an amino group is introduced, and 
then the product may be reacted With maleic anhydride. With 
respect to the reaction conditions, a conventional method 
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may be employed, but a method is preferred in Which the 
polymer having a ?uorine-containing aliphatic cyclic struc 
ture containing an amino group, and maleic anhydride are 
mixed by means of a solvent capable of dissolving both. 
Further, the reaction can be accelerated by an addition of an 
acid catalyst such as p-toluenesulfonic acid, benZenesulfonic 
acid or glacial acetic acid. The reaction temperature is 
preferably from room temperature to 150° C. 

A method for introducing an amino group is not particu 
larly limited, and a conventional method may be employed. 
HoWever, if the modifying group portion is extremely long, 
the solubility tends to be poor, such being undesirable. For 
example, it is effective to employ a method Wherein a 
carboxylic acid group present in the polymer having a 
?uorine-containing aliphatic cyclic structure, is utiliZed and 
reacted With a diamine to convert it to an amino group, or a 
method Wherein ammonia is reacted to a carboxylic acid 
group to form an amide, Which is then converted to an amine 
by means of a reducing agent such as diborane 
tetrahydrofuran or AlCl3—NaBH4. The above reaction may 
be conducted after the carboxylic acid group is esteri?ed. 
Further, it is possible to employ the above-mentioned 
method of copolymeriZing an amino group-containing 
monomer. 

Polymer A Wherein the functional group is a maleimide 
group, Will undergo a crosslinking reaction even alone. 
HoWever, by using it in combination With polymer A 
Wherein the functional group is an amino group, a 
crosslinked product can readily be obtained under a rela 
tively mild condition. A composition containing such tWo 
types of polymers, can be crosslinked by heating at a 
temperature of from 150° to 300° C. 

Polymer A having a maleimide group as the functional 
group and polymer A having an amino group as the func 
tional group, can be mixed at an optional ratio in a solvent 
mixture of an aprotic ?uorine-containing solvent and a 
protic ?uorine-containing solvent. HoWever, from the vieW 
point of the physical properties of the polymer after 
crosslinking under heating, it is preferred that the content of 
the polymer having a ?uorine-containing aliphatic cyclic 
structure containing a maleimide group is from 20 to 100 Wt 
%, preferably from 30 to 70 Wt %, based on the sum of the 
tWo polymers. If the content of maleimide groups is small, 
the crosslinking reaction tend to be inadequate. 

PolymerAWherein the functional group is a cyano group, 
is also useful. As a method for introducing a cyano group 
into the polymer, there may be mentioned 1) a method 
Wherein a cyano group-containing monomer is subjected to 
radical copolymeriZation, or 2) a method Wherein an alkoxy 
carbonyl group introduced at a terminal of a side chain or the 
main chain, is converted by ammonia to an amide, folloWed 
by dehydration With phosphorus pentoxide or tri?uoroacetic 
anhydride/pyridine for conversion to a cyano group. 

The cyano group-containing monomer may, for example, 
be a cyano group-containing vinyl ether such as per?uoro 
(3,5-dioxa-4-methyl-7-octenonitrile), per?uoro(4,7-dioxa 
5-methyl-8-nonenonitrile), per?uoro(5,8-dioxa-6-methyl-9 
decenonitrile), 
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c113 c113 

c113 c113 c113 c113 

(c, d = 0 to 20) 

per?uoro(5-oxa-6-heptenonitrile), per?uoro(6-oxa-7 
octenonitrile), per?uoro(7-oxa-8-nonenonitrile) or per?uoro 
(2,5-dimethyl-4-7-dioxa-8-nonenonitrile), a cyano group 
containing ot-ole?n such as per?uoro(3-butenonitrile), 
per?uoro(4-pentenonitrile) or per?uoro(5-hexenonitrile), or 
per?uoroacrylonitrile. 

It is preferred that on average, at least tWo cyano groups 
are introduced per molecule of the polymer. In a case Where 
alkoxycarbonyl groups are introduced to side chains and 
then converted to cyano groups, such alkoxycarbonyl groups 
may be introduced by copolymeriZing a monomer having a 
structure of the above-mentioned cyano group-containing 
monomer Wherein the cyano group is substituted by an 
alkoxycarbonyl group. 
PolymerAhaving an amidine group (—C(=NH)NH2) or 

an imidoylamidine group (—C(=NH)N=C(NH2)—) as the 
functional group at a terminal of the main chain or a side 
chain of the polymer, can be obtained by reacting ammonia 
to polymerAhaving a cyano group at a terminal of the main 
chain or a side chain of the polymer. 

In the case of polymer AWherein the functional group is 
an amidine group or an imidoylamidine group, the viscosity 
tends to increase or gelletion is likely to take place When an 
aprotic ?uorine-containing solvent is used alone as the sole 
solvent. In such a case, it is possible to reduce the viscosity 
by adding from 0.01 to 50 parts by Weight, preferably from 
0.1 to 20 parts by Weight, of a protic ?uorine-containing 
solvent to 100 parts by Weight of the aprotic ?uorine 
containing solvent. The protic ?uorine-containing solvent 
may be used alone When polymer A can be thereby solved. 

It is possible to obtain a crosslinked polymer having 
triaZine rings, With the mechanical heat resistance at a high 
temperature improved, by heating polymerAhaving a cyano 
group at a terminal of the main chain or a side chain of the 
polymer in the presence of a catalyst Which accelerates a 
triaZine ring-forming reaction, or by heating a mixture of 
such polymer A With an amidine group-containing com 
pound or an imidoylamidine group-containing compound, or 
by heating a polymer having the cyano group of such 
polymer A converted by ammonia to an amidine group or 
imidoylamidine group. For the above heating, a temperature 
of from 1000 C. to 400° C., preferably from 200° C. to 350° 
C., is employed. 

Further, it is possible to obtain a coating ?lm of the 
crosslinked polymer having triaZine rings, by coating a 
solution of polymer A Wherein the functional group is a 
cyano group, on a substrate, folloWed by contacting it With 
ammonia gas at a temperature of from 100° C. to 400° C., 
preferably from 200° C. to 350° C. 
As the amidine group-containing compound or the imi 

doylamidine group-containing compound, compounds 
shoWn in the folloWing ka1 may, for example, be mentioned. 
AWide range of other compounds having an amidine group 
or an imidoylamidine group may also be employed. 
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As the catalyst Which promotes a triaZine ring-forming 
reaction ie the catalyst Which promotes a triaZine ring 
forming reaction by trimeriZation of cyano groups, an 
organic peroxide type catalyst, a bis-aZo compound type 
catalyst or a transition metal compound type catalyst may, 
for example, be used. The transition metal compound type 
catalyst is preferably employed, and speci?cally, a per?uo 
rocarboxylic acid salt of eg Zinc, manganese or cobalt, 
tetrabutyltin and tetraphenyltin may, for example, be men 
tioned. As other examples, many compounds of transition 
metals such as copper, silver cadmium, bismuth, lead and 
barium may be employed. Particularly preferred is the 
per?uorocarboxylic acid salt, since it has good solubility in 
a ?uorine-containing solvent. Further, it is possible to facili 
tate the crosslinking reaction by an addition of a peroxide 
such as tert-butyl hydroperoxide. 

The molecular Weight of polymer A varies depending 
upon the polymer composition or the particular application. 
HoWever, basically, there is no upper limit in the molecular 
Weight, so long as polymer A is soluble in the solvent 
mixture of an aprotic ?uorine-containing solvent and a 
protic ?uorine-containing solvent, and the viscosity of the 
solution is not higher than 106 cP, preferably not higher than 
105 cP, more preferably not higher than 104 cP. 

To be used as a coating material, the one having a number 
average or Weight average molecular Weight of from about 
103 to 107, more preferably from 104 to 5x106, is preferred. 
If the molecular Weight is too small, the polymer tends to be 
brittle, or the excellent physical properties such as heat 
resistance inherent to polymer A may sometimes be 
impaired, such being undesirable. 

The average molecular Weight may directly be obtained 
by eg a light scattering method, an osmotic pressure 
method or a melt-viscosity method. Further, if a calibration 
curve is prepared by using the data obtained by such a 
method, the molecular Weight can be calculated after mea 
suring the speci?c viscosity [1]] or gel permeation chroma 
tography. The molecular Weight can also be obtained by the 
analysis of the terminals groups by an infrared absorption 
spectrum or a nuclear magnetic resonance spectrum. Poly 
mer Apreferably has a speci?c viscosity [1]] of from 0.02 to 
5 dl/g, more preferably from 0.05 to 1 dl/g, as measured at 
30° C. in per?uoro(2-butyltetrahydrofuran). 

The aprotic ?uorine-containing solvent is a solvent Which 
does not dissociate to form protons under a usual reaction 
condition. As such a solvent, the folloWing ?uorine 
containing compounds may, for example, be mentioned. 
A ?uorine-containing aromatic hydrocarbon such as 

per?uorobenZene, penta?uorobenZene, 1,3-bis 
(tri?uoromethyl)benZene or 1,4-bis(tri?uoromethyl) 
benZene; a ?uorine-containing alicyclic hydrocarbon such as 
per?uorodecalin, per?uorocyclohexane or per?uoro(1,3,5 
trimethylcyclohexane); a ?uorine-containing alkylamine 
such as per?uorotributylamine or per?uorotripropylamine; a 
?uorine-containing cyclic ether such as per?uoro(2 
butyltetrahydrofuran), a ?uorine-containing polyether such 
as a ?uorine-containing loW molecular Weight polyether; a 
?uorine-containing ketone such as bis 
(hepta?uoroisopropyl)ketone; as Well as a ?uorine 
containing aliphatic hydrocarbon such as per?uorohexane, 
per?uorooctane, per?uorodecane, per?uorododecane, 
per?uoro(2,7-dimethyloctane), 3,3-dichloro-1,1,1,2,2 
penta?uoropropane, 1,3-dichloro-1,1 ,2,2,3 
penta?uoropropane, per?uoro(1,2-dimethylhexane), 
per?uoro(1,3-dimethylhexane), 2H,3H-per?uoropentane, 
lH-per?uorohexane, lH-per?uorooctane, 
lH-per?uorodecane, 1H,1H,1H,2H,2H-per?uorohexane, 
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These aprotic ?uorine-containing solvents may be used 
alone or as a mixture of tWo or more of them. 

The protic ?uorine-containing solvent is a solvent Which 
dissociates to readily release protons under a usual reaction 
condition. As such a solvent, the folloWing ?uorine 
containing compounds may, for example, be mentioned. 
A ?uorine-containing alcohol such as tri?uoroethanol, 

2,2,3,3,3-penta?uoro-1-propanol, 2-(per?uorobutyl)ethanol, 
2-(per?uorohexyl)ethanol, 2-(per?uorooctyl)ethanol, 
Z-(per?uorodecyl)ethanol, Z-(per?uoro-3-methylbutyl) 
ethanol, 1H,1H,3H-tetra?uoro-l-propanol, 1H,1H,5H 
octa?uoro-l-pentanol, 1H,1H,7 H-dodeca?uoro-1-heptanol, 
1H,1H,9H-hexadeca?uoro-1-nonanol, 2H-hexa?uoro-2 
propanol or 1H,1H,3H-hexa?uoro- 2-butanol; as Well as a 
?uorine-containing carboxylic acid such as tri?uoroacetic 
acid, a per?uoropropanoic acid, per?uorobutanoic acid, per 
?uoropentanoic acid, per?uorohexanoic acid, per?uorohep 
tanoic acid, per?uorooctanoic acid, per?uorononanoic acid, 
per?uorodecanoic acid, 3H-tetra?uoropropanoic acid, 
SH-octa?uoropentanoic acid, 7H-dodeca?uoropentanoic 
acid or 9H-hexadeca?uorononanoic acid, an amide of such 
a ?uorine-containing carboxylic acid, and a ?uorine 
containing sulfonic acid such as trifuoromethanesulfonic 
acid or heptadeca?uorooctanesulfonic acid. 

These protic ?uorine-containing solvents may be used 
alone or as a mixture of tWo or more of them. The concen 

tration of polymer A in the mixture of the aprotic ?uorine 
containing solvent and the protic ?uorine-containing solvent 
is usually from 0.1 to 30 Wt %, preferably from 0.5 to 20 Wt 
%. The proportions of the aprotic ?uorine-containing sol 
vent and the protic ?uorine-containing solvent are such that 
the protic ?uorine-containing solvent is from 0.01 to 50 parts 
by Weight, preferably from 0.1 to 30 parts by Weight, per 100 
parts by Weight of the aprotic ?uorine-containing solvent. 

In order to improve the adhesion of the polymer having a 
?uorine-containing aliphatic ring structure to various 
substrates, it has been practiced to mix a silane coupling 
agent to the polymer solution (Japanese Unexamined Patent 
Publication No. 19575/1991). HoWever, in order to produce 
suf?cient adhesion, a large amount of the coupling agent 
Which is larger than the equivalent amount of the functional 
group in the polymer, is required, While the mixture of the 
polymer having a ?uorine-containing aliphatic cyclic 
structure/aprotic ?uorine-containing solvent/the silane cou 
pling agent, as disclosed in Japanese Unexamined Patent 
Publication No. 19575/1991, has a problem such that the 
viscosity increases With time, or ?ltration tends to be dif? 
cult. Further, depending upon the type of the coupling agent, 
there Will be a problem that it is difficult to dissolve it in a 
large amount. 

Such an increase of the viscosity of the solution With time 
can be suppressed by mixing the aprotic ?uorine-containing 
solvent and the protic ?uorine-containing solvent. Further, it 
has been surprisingly found that if the amount of the silane 
coupling agent is increased to a level larger than the equiva 
lent amount of the functional group in the polymer, the 
increase of the viscosity can be suppressed rather than the 
case Where the amount is less than the equivalent amount. It 
is thereby possible to obtain a solution having good long 
term storage stability. The functional mechanism for sup 
pressing the increase of the viscosity is not clearly under 
stood. HoWever, it is considered that association of the silane 
coupling agent moieties bonded to the terminals of the 
polymer in the aprotic ?uorine-containing solvent, is pre 
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vented by the protic ?uorine-containing solvent, 
consequently, the condensation of the coupling agent moi 
eties is suppressed. 

In the present invention, the silane coupling agent is a 
silane compound having a hydrolyZable group and other 
organic group, or a silane compound having only a hydro 
lyZable group. As the hydrolyZable group, an alkoXy group, 
an alkoXyalkoXy group, an acyloXy group, an aryloXy group, 
an aminoXy group, an amide group, a ketoXime group, an 
isocyanate group or a halogen atom may, for eXample, be 
mentioned. Preferred is a group having a hydrogen atom 
removed from a hydroXyl group of a monohydric alcohol, 
such as an alkoXy group, an alkoXyalkoXy group. 
As the organic group other than the hydrolyZable group, 

it is common to have one organic group having a functional 
group, and When a further organic group is present, such a 
group is usually an organic group having no functional 
group. As the functional group in the organic group having 
a functional group, an amino group, an epoXy group, a 

mercapto group or an isocyanate group may, for eXample, be 
mentioned. 
As such a silane coupling agent, a Wide range of agents 

including knoWn or Well knoWn agents may be employed, 
and the folloWing agents may be used alone or in combi 
nation. 
A monoalkoXysilane such as vinyltriethoXysilane, 

trimethylmethoXysilane, trimethylethoXysilane, dimethylvi 
nylmethoXysilane or dimethylvinylethoXysilane. A dialkoX 
ysilane such as y-chloropropylmethyldimethoXysilane, 
y-chloropropylmethyldiethoXysilane, 
y-aminopropylmethyldiethoXysilane, 
y-aminopropylmethyldimethoXysilane, N-[3-(aminoethyl)-y 
aminopropylmethyldimethoXysilane, N-[3-(aminoethyl)-y 
aminopropylmethyldiethoXysilane, 
y-glycidoXypropylmethyldimethoXysilane, 
y-glycidoXypropylmethyldiethoXysilane, 
y-methacryloXypropylmethyldimethoXysilane, 
methyldimethoXysilane, methyldiethoXysilane, 
dimethyldimethoXysilane , dimethyldiethoXysilane, 
methylvinyldimethoXysilane, methylvinyldiethoXysilane, 
diphenyldimethoXysilane, diphenyldiethoXysilane, 3,3,3 
tri?uoropropylmethyldimethoXysilane, 3,3,4,4,5 ,5 ,6,6,7,7,8, 
8,8-trideca?uorooctylmethyldimethoXysilane or 3,3,4,4,5,5, 
6,6,7,7,8,8,9,9,10,10,10 
heptadeca?uorodecylmethylidimethoXysilane. 
A tri- or tetra-alkoXysilane 

y-aminopropyltrimethoXysilane, 
y-aminopropyltriethoXysilane, N- [3 -(aminoethyl)-y 
aminopropyltrimethoXysilane, N- [3 -(aminoethyl)-y 
aminopropyltriethoXysilane, 
y-mercaptopropyltrimethoXysilane, 
y-glycidoXypropyltrimethoXysilane, 
y-glycidoXypropyltriethoXysilane, 
y-methacryloXypropyltrimethoXysilane, 
y-chloropropyltrimethoXysilane, methyltriethoXysilane, 
phenyltrimethoXysilane, phenyltriethoXysilane, 3,3,3 
tri?uoropropyltrimethoXysilane, 3,3,4,4,5,5,6,6,7,7,8,8,8 
trideca?uorooctyltrimethoXysilane, 3,3,4,4,5,5,6,6,7,7,8,8, 
9,9,10,10,10-heptadeca?uorododecyltrimethoXysilane, 
tetramethoXysilane or tetraethoXysilane. 
An aromatic amine compound of the formula ArSi(OR1) 

(OR2)(OR3), ArSiR4(OR1)(OR2) or ArSiR4R5(OR1) 
Wherein each of R1 to R5 independently presents H or an 
alkyl group or an aryl group having from 1 to 20 carbon 
atoms, Ar is a p-, m- or o-aminophenyl group. 

Speci?c eXamples of the aromatic amine compound 
include aminophenyltrimethoXysilane, 

such as 
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10 
aminophenyltriethoXysilane, aminophenyltripropoXysilane, 
aminophenyltriisopropoXysilane, 
aminophenylmethyldimethoXysilane, 
aminophenylmethyldiethoXysilane, 
aminophenylmethyldipropoXysilane, 
aminophenylmethyldiisopropoXysilane, 
aminophenylphenyldimethoXysilane, 
aminophenylphenyldiethoXysilane, aminophenylphenyl 
dipropoXysilane and aminophenylphenyldiisopro 
poXysilane. 

Hydrogen atoms of the amino group in the aromatic 
amine compound may be substituted by alkyl groups or aryl 
groups. For eXample, N,N 
dimethylaminop he nyltrialko Xysilane or N,N 
dimethylaminophenylmethyldialkoXysilane may be men 
tioned. Other than these, aromatic amine type silane 
coupling agents disclosed in US. Pat. No. 3,481,815 may, 
for eXample, be used. 
Among these silane coupling agents, a silane coupling 

agent having an amino group, such as 
y-aminopropyltriethoXysilane, 
y-aminopropylmethyldiethoXysilane, 
y-aminopropyltrimethoXysilane, 
y-aminopropylmethyldimethoXysilane, N-[3-(aminoethyl)-y 
aminopropyltrimethoXysilane, N- [3 -(aminoethyl)-y 
aminopropylmethyldimethoXysilane, N-[3(aminoethyl)-y 
aminopropyltriethoXysilane, N-[3-(aminoethyl)-y 
aminopropylmethyldiethoXysilane, 
aminophenyltrimethoXysilane, aminophenyltriethoXysilane, 
aminophenylmethyldimethoXysilane or 
aminophenylmethyldiethoXysilane, or a silane coupling 
agent having an epoXy group such as 
y-glycidoXypropyltrimethoXysilane, 
y-glycidoXypropylmethyldimethoXysilane, 
y-glycidoXypropyltriethoXysilane or 
y-glycidoXypropylmethyldiethoXysilane, is particularly pre 
ferred for the purpose of improving the adhesive property of 
polymer AWithout impairing the transparency of polymer A. 

To polymer A having a carboXyl group preliminarily 
introduced at a terminal of the main chain or in a side chain, 
an alkoXysilane having an amino group or an epoXy group 
is particularly effective. To polymer A having an ester group 
preliminarily introduced at a terminal of the main chain or 
in a side chain, an alkoXysilane having an amino group or an 
aminophenyl group is particularly effective. 
When a sealing ?lm of a semiconductor part or the like is 

prepared by using a coating ?lm of polymer A, the polymer 
may be eXposed to a high temperature at a level of at least 
300° C., Whereby the heat resistance of the silane coupling 
agent becomes critical in order to maintain the adhesion 
betWeen the element and the coating ?lm. With an aliphatic 
silane coupling agent such as 
ot-daminopropyltrialkoXysilane, the heat resistant adhesion 
may sometimes be inadequate. In such a case, it is effective 
for the improvement of the heat resistant adhesion to employ 
a silane coupling agent having an aromatic ring in its 
molecule, such as aminophenyltrimethoXysilane. 
Many aromatic ring-containing silane coupling agents 

have poor solubility in aprotic ?uorine-containing solvents, 
and it is dif?cult to miX a necessary amount of such a silane 
coupling agent to obtain adequate adhesion. HoWever, by 
using a solvent mixture of an aprotic ?uorine-containing 
solvent and a protic ?uorine-containing solvent, the neces 
sary amount of an aromatic ring-containing silane coupling 
agent can sufficiently be dissolved. The proportion of the 
silane coupling agent is from 0.01 to 50 parts by Weight, 
preferably from 0.1 to 30 parts by Weight, per 100 parts by 
Weight of polymer A. 
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When polymer A is used as an anti-re?ection coating 
agent for an acrylic resin surface, a polycarbonate resin 
surface or a glass surface for lenses or for display devices 
such as LCD, the coating ?lm surface is required to be 
hardly scratchable. Further, When applications as sealers or 
adhesives to various electric and electronic parts, are con 
sidered in vieW of the loWer Water absorptivity than the 
epoxy resins, an improvement of the mechanical properties 
such as creep resistance, is required. To satisfy these 
requirements, it is effective to disperse various inorganic 
?llers in polymer A. By using an inorganic ?ller and the 
above-mentioned silane coupling agent in combination, the 
above-mentioned mechanical properties can further be 
improved. 

Typical examples of the inorganic ?ller to he used in the 
present invention, include metal oxides such as silica, 
titania, alumina, silica alumina, yelloW iron oxide, chro 
mium oxide, Zinc oxide, Zirconia, serium oxide, magnesium 
oxide, tin oxide, antimony oxide, kaolin and iron oxide, 
metal nitrides such as aluminum nitride, silicon nitride and 
boron nitride, metal carbonates such as silicon carbonate, 
silicates such as mica, talc, sericite, yelloW soil, iron blue, 
ultramarine blue, aluminum silicate, magnesium silicate, 
calcium silicate, magnesium silicate aluminate and magne 
sium metasilicate aluminate, phosphates such as 
mangoviolet, cobalt violet and calcium phosphate, metal 
hydroxides such as aluminum hydroxide and chromium 
hydroxide, carbonates such as calcium carbonate, magne 
sium carbonate and calcium aluminacarbonate, titanates 
such as iron titanate, barium titanate and cobalt titanate, 
sulfates such as barium sulfate, and metals such as alumi 
num and copper. These ?llers may be used alone or as a 
mixture of tWo or more of them. 
As to the shape of such an inorganic ?ller, a pulveriZed 

form, a spherical form, a plate form or needle-like form may, 
for example, be mentioned. HoWever, the shape is not 
particularly limited. The average particle siZe is from 0.1 to 
100 pm, preferably from 0.1 to 50 pm. If the average particle 
siZe exceeds 100 pm, the dispersibility in polymer A tends 
to be poor, and if the average particle siZe is less than 0.1 pm, 
the viscosity of polymer A tends to be extremely high, and 
the operation ef?ciency tends to be poor, such being unde 
sirable. 

The particle siZe distribution of the inorganic ?ller may be 
such that a pulveriZed product by a ball mill, a vibration mill, 
an attritor, a roller mill, a jet mill or the like is sieved for 
classi?cation or removal of coarse particle. Preferably, 
hoWever, in a RRS particle siZe chart, the inclination of the 
linear line connecting one point Within a range of from 10 to 
30% of the cumulative Wt % from the maximum particle siZe 
to one point Within a range of from 70 to 90%, is at most 3. 
If this inclination exceeds 3, the ?uidity of polymer A tends 
to be high, and the moldability tends to be poor. 

Here, the RRS particle siZe chart is a particle siZe chart 
shoWing the particle siZe distribution according to the fol 
loWing formula of Rosin-Rammler. R(Dp)=100e x p 
(—bDpn) (Where R(Dp) is the cumulative Wt % from the 
maximum particle diameter to the particle siZe Dp, and Dp 
is the particle diameter, and each of b and n is a constant.) 
The inclination in the RRS particle siZe chart corresponds to 
value n in the formula of Rosin-Rammler represented by the 
linear line connecting one point Within a range of from 10 to 
30% of the cumulative Wt% from the maximum particle 
diameter in the RRS particle siZe chart to one point Within 
a range of from 70 to 90%. 

In the present invention, the proportion of the inorganic 
?ller is preferably from 20 to 90 Wt % based on the total 
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12 
amount of polymer A and the inorganic ?ller, and further the 
silane coupling agent, if necessary. More preferably, the 
proportion is from 30 to 80 Wt %. If the proportion is less 
than 20 Wt %, no adequate effect for moisture permeability 
Will be obtained, and if it exceeds 90 Wt %, bulkiness tends 
to be so large that the moldability Will be poor, and Water 
absorptivity tends to be poor, such being practically unsuit 
able. 

In order to obtain a coating ?lm of polymer A, Which is 
optically transparent and homogeneous and Which has a 
smooth surface, it is effective to disperse in polymer A an 
inorganic ?ller having an average particle diameter of not 
larger than 1 pm, Which scarcely scatters light. In order to 
disperse an inorganic ?ller having an average particle diam 
eter of not larger than 1 pm in polymer AWithout increasing 
the viscosity of polymer A, it is effective to employ an 
organosol having the inorganic ?ller dispersed in a solvent 
mixture of an aprotic ?uorine-containing solvent and a 
protic ?uorine-containing solvent. Into the solvent mixture, 
a ?uorine-containing surfactant may be incorporated in 
order to improve the dispersion stability or transparency of 
the organosol. 

The organosol having the inorganic ?ller dispersed in the 
solvent mixture of an aprotic ?uorine-containing solvent and 
a protic ?uorine-containing solvent, can be obtained by the 
folloWing methods. 

(1) A ?uorine-containing surface treating agent is added 
and reacted to an organosol of the inorganic ?ller, then the 
dispersing medium of the organosol is distilled off, and the 
obtained solid content is dispersed in a solvent mixture of an 
aprotic ?uorine-containing solvent and a protic ?uorine 
containing solvent. 

(2) A ?uorine-containing surface treating agent is added 
and reacted to an organosol of the inorganic ?ller, and then 
the reaction solution is dispersed in a solvent mixture of an 
aprotic ?uorine-containing solvent and a protic ?uorine 
containing solvent. 

The organosol of the inorganic ?ller is usually available 
as an organosol employing as a dispersing medium an 

organic solvent compatible With Water, such as dimethylfor 
mamide or an alcohol such as methanol, ethanol, isopropyl 
alcohol or cellosolve. There is no particular restriction as to 

the particle siZe of the organosol, so long as it is available as 
an organosol. HoWever, the average particle siZe of an 
organosol is usually Within a range of from 5 nm to 500 nm, 
and it is possible to obtain a molded product having excel 
lent transparency, When the particle siZe is not larger than 
1000 nm, preferably not larger than 500 nm, more preferably 
not larger than 100 nm. 

Usually readily available as an organosol is silica sol. 
HoWever, the organosol is not limited to silica sol. 

With respect to the ?uorine-containing surface treating 
agent to be used, it is possible to employ the one capable of 
reacting With the surface of the inorganic compound to 
impart Water and oil repellency. For example, the folloWing 
compounds (ka2) and (ka3) disclosed in Japanese Unexam 
ined Patent Publication No. 188012/ 1991 and a compound 
such as a silane coupling agent (ka4), may be employed. 
These compounds may be used in combination. 
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SiO 

ka3 

In the formulae, ka1 to ka3, Rf is a per?uoroalkyl group 
having from 1 to 21 carbon atoms and having a linear or 
branched structure, and the plurality of R1 are monovalent 
organic groups, Which may be the same or different from one 
another, R2 is a hydrogen atom or a monovalent organic 
group, X is a hydrolyZable group such as a halogen atom, an 
alkoxy group or an amino group, n is an integer of at least 
1, preferably from 1 to 5000, and m is an integer of at least 
3, preferably from 3 to 12. 
As the silane coupling agent, compounds as shoWn in ka5 

may also be employed. 
ka5 
Rf(CH2)kSiX3 (k=1 to 5), 

As other examples, ?uorine-containing surface treating 
agents as shoWn in ka6 may also be employed. ka6 
Rf(CH2)kSi(NH2)2NHSi((CH2)kRf)(NH2)2 (k=1 to 5) 
Rf(CH2)kSi(NH2)2 NHSi((CH2)kRf)(NH2)—NHSi((CH2) 
kRf)(NH2)2 (k=1 to 5) (RfCH2CH2O)2P(O)ON(H2) 
(CH2CH2OH)2, RfCH2CH2OP(O)(ON(H2)(CH2CH2OH)2) 
2. 

In the formulae in ka1 to 5, Rf is a linear or branched 
per?uoroalkyl group having from 1 to 21 carbon atoms, the 
plurality of R1 are monovalent organic groups Which may be 
the same or different, R2 is a hydrogen atom or a monovalent 
organic group, X is a hydrolyZable group such as a halogen 
atom, an alkoxy group or an amino group, n is an integer of 
at least 1, preferably from 1 to 5000, and m is an integer of 
at least 3, preferably from 3 to 12. 

The Rf group of the ?uorine-containing surface treating 
agent may, for example, be F(CF2)u—, (CF3)2CF(CF2)v—, 
CF3(CFZ>ZO(CF(CF3)CFZO)WCF(CF3)—, F(CFZ>..1O(CFZ> 
2—> (CF3)2CF(CF2)v-1O(CF2)2— or CF3(CF2)2O(CF(CF3) 
CF2)W+1O(CF2)2—, Wherein u is from 1 to 21, v is from 0 
to 18, and W is from 1 to 5, and the ?uorine atoms of the Rf 
group may partly be substituted by hydrogen atoms or 
chlorine atoms. 

In a silane coupling agent having a linear per?uoroalkyl 
group F(CF2)u—, u is preferably larger than 4, and espe 
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14 
cially When u=6, it is possible to obtain an organosol 
excellent in the stability and the transparency. 
The method of obtaining an organosol having the inor 

ganic ?ller dispersed by means of a ?uorine-containing 
surface treating agent such as a ?uorine-containing silane 
coupling agent, may be facilitated by an addition of Water, 
an acid or a base, as the case requires. Usually, an acid such 
as acetic acid, hydrochloric acid, sulfuric acid or 
p-toluenesulfonic acid, or a base such as ammonia, is used. 
HoWever, the additive is not limited to such speci?c 
examples. 

Further, as a reactive additive, a compound such as an 
organic titanate, an aluminum alcoholate, an aluminum 
xylate or a cyclic aluminum oligomer, as disclosed in 
Japanese Unexamined Patent Publication No. 197420/1989, 
may be employed. For example, tetra-i-propyl titanate, tetra 
n-butyl titanate, titanium di-i-propoxy-(acetylacetonate), 
aluminum isopropylate, aluminum s-butylate, aluminum tris 
(acetylacetonate) or a cyclic aluminum oxide isopropylate, 
may, for example, be mentioned. The reaction is conducted 
usually at a temperature of from 0° C. to 300° C., preferably 
from 20° to 200° C. 
The amount of the ?uorine-containing surface treating 

agent is at least 10 parts by Weight, preferably at least 20 
parts by Weight, more preferably at least 30 parts by Weight, 
per 100 parts by Weight of the inorganic ?ller. If the amount 
is small, it tends to be difficult to disperse it ?nely and stably 
in the solvent mixture of an aprotic ?uorine-containing 
solvent and a protic ?uorine-containing solvent, and turbid 
ity or precipitation of solid is likely to result, such being 
undesirable. If the amount is large, the stability increases, 
but the content of the inorganic ?ller in the coating ?lm 
tends to be small, and the effect of the addition of the ?ller 
tends to be small. Therefore, the upper limit of the amount 
of the ?uorine-containing surface treating agent is properly 
at a level of 200 parts by Weight. 
To the organosol having the inorganic ?ller dispersed 

therein, thus obtained, it is possible to dissolve polymer A. 
Polymer A may be dissolved as it is, or the one having 
polymer Apreliminarily dissolved in a solvent mixture of an 
aprotic ?uorine-containing solvent and a protic ?uorine 
containing solvent, may be mixed With the organosol. 
The proportion of the inorganic ?ller in the organosol is 

from 0.01 to 30 Wt %, preferably from 0.1 to 20 Wt %. The 
proportion of polymer A in the dispersing medium of the 
organosol is from 0.01 to 30 Wt %, preferably from 0.1 to 20 
Wt %. 

Polymer A is excellent in the transparency and soluble in 
a solvent. HoWever, conventional solvents for polymer A do 
not dissolve a colorant, and therefore, it Was impossible to 
uniformly disperse the colorant even in a solution state. By 
using the solvent mixture of an aprotic ?uorine-containing 
solvent and a protic ?uorine-containing solvent, it is pos 
sible to obtain a polymer A solution having a colorant 
uniformly dispersed. 
By selecting a colorant having a functional group reactive 

With the functional group present in polymer A, dispersion 
of the colorant in polymer A can be maintained even after 
?nally removing the solvent, Whereby it is possible to 
disperse the colorant in a large amount of at least the 
stoichiometric amount of the functional group. Since the 
colorant is uniformly dispersed in polymer A Without 
?occulation, only the light With a Wavelength speci?c to the 
colorant may be absorbed While maintaining the original 
light transmittance of polymer A. 
The colorant to be used in the present invention is not 

particularly limited. The one containing an amino group, a 
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carboxylic acid group, a sulfonic acid group or a phosphoric 
acid group in its molecule is preferred to increase the content 
of the colorant in polymer A. AbenZophenone derivative, an 
acridine derivative, a quinoline derivative, an isoquinoline 
derivative or a benZothiaZole derivative, Which is commonly 
used as an ultraviolet absorber, may, for example, be men 
tioned. Further, a spiropyrane derivative used as a photo 
chromic material, may also be mentioned. Further, a por 
phyrin derivative or a quiniZarin derivative Which is useful 
as a photochemical hole burning (PHB), may also be men 
tioned. Further, in order to increase the content of polymer 
A, a per?uoroalkyl group (a linear or branched group having 
from 6 to 12 carbon atoms) may be introduced in such a 
colorant molecule. 

The content of the colorant in polymer A is from 0.005 to 
40 Wt %, preferably from 0.01 to 20 Wt %. If the content is 
less than this, no adequate light absorbing performance of 
the colorant Will be obtained. On the other hand, if the 
content is large, it tends to be very dif?cult to uniformly 
disperse the colorant, and various properties of polymer A 
tend to be impaired, such being undesirable. 
A ?uorine-containing polymer other than polymer A may 

be used together With polymer A, depending upon the 
particular purpose. For example, an acrylate or methacrylate 
type ?uorine-containing polymer having a poly?uoroalkyl 
group, may be used in combination and is effective for 
imparting Water repellency or oil repellency. 

Further, a hexa?uoropropyleneoxide homopolymer, an 
amorphous ?uorine-containing polymer of eg per?uo 
ropolyether such as poly(per?uorotrimethyleneglycol) or a 
crystalline ?uorine-containing polymer such as a copolymer 
of tetra?uoroethylene With propylene, a copolymer of 
hexa?uoropropylene With vinylidene ?uoride or a copoly 
mer of poly?uorovinyl ether With tetra?uoroethylene, may 
be used in combination. 

The crystallinity of the copolymer of poly?uorovinyl 
ether With tetra?uoroethylene can be reduced by increasing 
the vinyl ether content. Further, instead of 
tetra?uoroethylene, vinylidene ?uoride, chlorotri?uoroeth 
ylene or tri?uoroethylene may, for example, be used. 
As the poly?uorovinyl ether, a per?uoroalkylvinyl ether 

such as per?uoropropylvinyl ether, a per?uorooxyalkylvinyl 
ether such as per?uoro(3,6-dioxa- 5-methyl-1-nonene), or 
an ester-containing vinyl ether such as methylper?uoro(4 
vinyloxy-butanoate) or methylper?uoro(4,7-dioxa-5 
methyl-8-nonenoate) may, for example, be mentioned. 

To conduct coating by using the coating composition of 
the present invention, any one of conventional coating 
methods such as brushing, coating by means of a doctor 
blade, a bar coater or a How coater, spray coating and spin 
coating, may be employed. Especially When smoothness is 
required, it is preferred to employ spin coating. The coating 
composition of the present invention can be applied to 
various uses, for example, as protective coatings in the 
optical or electrical ?eld for eg optical ?bers, lenses, 
mirrors, solar cells, optical discs, touch panels, semiconduc 
tor elements, hybrid IC, liquid crystal cells, printed boards, 
photosensitive drums, ?lm capacitors, glass panes and vari 
ous ?lms, as protective, Weather resistant and antifouling 
coatings in the medical and scienti?c ?elds for eg injection 
syringes, pipettes, clinical thermometers, beakers, Petri 
dishes and measuring cylinders as Well as for solder masks, 
solder resists, rubbers and plastics, as protective coatings for 
eg ?bers, cloths and foils, as antifouling coatings such as 
sealants, as sealing materials for integrated circuits such as 
IC and LSI or for semiconductor parts of eg transistors, as 
buffer coating ?lms for semiconductor parts, as passivation 
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16 
?lms for semiconductor parts, as interlaminar insulating 
?lms for semiconductor parts in multimodules or integrated 
circuits, as interlaminar insulating ?lms for multilayer cir 
cuit boards, as rust-preventive coating materials, as 
adhesives, as charge retaining recording materials, as resin 
adhesion preventing agents and ink-adhesion preventing 
agents. 
When it is used as an interlaminar insulating ?lm or a 

protective ?lm for a semiconductor element or an integrated 
circuit device, it is possible to obtain a semiconductor 
element integrated circuit device With a quick response 
speed and little error operation utiliZing the properties of 
polymer A, such as loW Water absorptivity, loW permitivity 
and high heat resistance. Further, the present invention is 
useful in a case Where polymer A is required to maintain a 
shape at a high temperature of at least 200° C. in the process 
for the production of a semiconductor. 
The composition of the present invention can advanta 

geously be used as an anti-re?ection ?lm for eg a WindoW 
material, a lens or a display of liquid crystal, CRT or plasma 
system. A television, a monitor, a video camera or a personal 
computer using a display of various systems, can provide a 
clear image by applying an anti-re?ection ?lm by coating of 
the composition of the present invention. Further, the com 
position of the present invention is useful also as an anti 
re?ection ?lm for eg doors, shoW WindoWs, WindoWs for 
vehicles, WindoWs for Watches, coverings of frames, polar 
iZing plates, WindoWs for solar cells and WindoWs for solar 
energy Water heaters. 
The display may be applied to various systems such as 

liquid crystal, CRT and plasma systems. It is also useful for 
an antifouling protective device called a pellicle Which is 
used for preventing adhesion of foreign matters on a reticle 
and a photomask in the lithography process for the produc 
tion of semiconductors. 
The composition of the present invention containing an 

inorganic ?ller, is useful particularly as a material for eg a 
moisture-preventing ?lm for electronic materials, an inter 
laminar insulating ?lm, a pellicle or a sealing resin. If the 
inorganic ?ller is eg tin oxide, the electrical conductivity 
can be imparted, or if it is eg Zinc oxide or titania, an 
ultraviolet ray absorbing ability can be imparted. 

The composition of the present invention containing a 
silane coupling agent or an inorganic ?ller, is useful par 
ticularly for an application to bond and seal electronic or 
electrical parts. As examples of the application, sheathing of 
eg HIC, sheathing e.g. TAB. COG or COB, sealing of eg 
a transistor, a capacitor, a thermistor, a barristor or a pieZo 
electric element, and adhesion of eg a ceramic package, 
may be mentioned. 

EXAMPLES 

Examples 1 to 10 and Comparative Examples 1 to 
3 

A COOH group of a poly(per?uorobutenylvinyl ether) 
having the COOH group at its terminal (hereinafter referred 
to simply as PBVE) ([11]=0.09 dl/g) Was treated With metha 
nol and then reacted With ethylenediamine to convert it to an 
amino group (—CONHCH2CH2NH2). Then, this terminal 
group is converted to a maleimide group by a reaction With 
maleic anhydride. 
The above terminal amino group-containing polymer 

(hereinafter referred to simply as ED) and the above termi 
nal maleimide group-containing polymer (hereinafter 
referred to simply as MA) Were, respectively alone or in 
combination at a Weight ratio of 1:1, dissolved in per?uo 
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robutylamine alone, or in a solvent mixture of a ?uorine 
containing alcohol [2,2,3,3,3-penta?uoropropanol 
(hereinafter referred to simply as PFPA) or 3,3,4,4,5,5,6,6, 
7,7,,8,8,8-trideca?uoroctanol (hereinafter referred to simply 
as TDOA)] and per?uorotributylamine (hereinafter referred 5 
as PFBA), at 55 ° C. The viscosity (as measured by an E-type 
viscometer) of the solution at 25° C. is shoWn in Table 1. 

18 
a perforation With a diameter of 2 pm Was formed by etching 
and again heat-treated at 350° C. for one hour, Whereby no 
change in the shape of the perforation Was observed. The 
same test Was carried out by using PBVE ([11]=0.24 dl/g) 
having a COOH group, Whereby it Was observed that the 
perforation Was destroyed by the heat treatment after etch 
mg. 

TABLE 1 

Polymer Viscosity 
composition Polymer Solvent of the 
and Weight concen- composition and solution 
ratio tration Weight ratio (at 25° C.) 

Example 1 MA = 100 4 Wt % PFBA/I‘DOA = 95/5 19 cps 
Comparative MA = 100 4 Wt % PFBA = 100 19000 cps 

Example 1 
Example 2 ED = 100 12 Wt % PFBA/I‘DOA = 95/5 140 cps 
Comparative ED = 100 12 Wt % PFBA = 100 320 cps 

Example 2 
Example 3 ED/MA = 50/50 15 Wt % PFBA/I‘DOA = 97.5/2.5 8500 cps 
Example 4 ED/MA = 50/50 15 Wt % PFBA/I‘DOA = 95/5 2400 cps 
Example 5 ED/MA = 50/50 15 Wt % PFBA/I‘DOA = 90/10 1200 cps 
Example 6 ED/MA = 50/50 12 Wt % PFBA/PFPA = 99/1 3000 cps 
Example 7 ED/MA = 50/50 6 Wt % PFBA/PFPA = 99/1 125 cps 
Example 8 ED/MA = 50/50 12 Wt % PFBA/PFPA = 98/2 560 cps 
Example 9 ED/MA = 50/50 12 Wt % PFBA/PFPA = 95/5 240 cps 
Example 10 ED/MA = 50/50 12 Wt % PFBA/PFPA = 90/10 190 cps 
Comparative ED/MA = 50/50 26 Wt % PFBA = .00 No 
Example 3 ?uidity 

Comparative Example 4 3O 

Copolymer M ([11]=0.24 dl/g) of per?uorobutenylvinyl 
ether With per?uoro-3,6-dioxa-4-methyl-7-octenonitrile 
(CF2=CFOCF2CF(CF3)OCF2CN) Was prepared by radical 
copolymeriZation. 

The per?uoro-3,6-dioxa-4-methyl-7-octenonitrile in the 
copolymer Was determined by 19F-NMR and found to be 1.2 
mol %. This polymer Was dissolved in 1H,1H,1H,2H,2H 
per?uorodecane (hereinafter referred to simply as PFD) so 
that the concentration Would be 5 Wt %, to obtain a copoly 
mer M solution. To convert the cyano group to an amidine 

group (—C(=NH)NH2), ammonia gas Was bloWn into the 
solution for 10 minutes, Whereby the solution immediately 
became highly viscous and gelled. 

45 

Example 11 

The conversion to amidine Was conducted in the same 
manner as in Comparative Example 4 except that 0.5 part by 
Weight of PFPA Was added to 100 parts by Weight of the 
copolymer M solution, Whereby no remarkable increase of 
the viscosity or gelletion Was observed. 

Example 12 

Copolymer M of Comparative Example 4 Was dissolved 
in a solvent mixture of PFBA/T DOA (Weight ratio: 95/5) so 
that the concentration became 15 Wt %. Then, ammonia gas 
Was bloWn into the solution at room temperature to obtain a 
solution of the amidine-converted copolymer, the viscosity 
of Which Was 2500 cps (at 250° C.). 

55 

60 

Example 13 

The amidine-converted solution of Example 12 Was spin 
coated on a silicon Wafer and heat-treated at 350° C. for one 
hour in a nitrogen atmosphere. By the infrared absorption 
spectrum (FT-IR), absorption of a triaZine ring formed by a 
crosslinking reaction Was con?rmed at 1560 cm_1. Further, 

Formulation Examples 

Polymer Solution A 

TWo parts by Weight of PBVE having a COOH group 
([11]=0.24 dl/g) Was dissolved in 98 parts by Weight of 
per?uoro(2-butyltetrahydrofuran) (hereinafter referred to 
simply as PBTF) to obtain a solution having a polymer 
concentration of 2 Wt %. 

Polymer Solution B 

TWo parts by Weight of PBVE having a COOCH3 ([11]= 
0.24 dl/g) Was dissolved in 98 parts by Weight of PBTF to 
obtain a solution having a polymer concentration of 2 Wt %. 

Polymer Solution C 

Nine parts by Weight of PBVE having a COOH group 
([11]=0.24 dl/g) Was dissolved in 91 parts by Weight of 
PFBA/T DOA (Weight ratio: 92/5) to obtain a solution hav 
ing a polymer concentration of 9 Wt %. 

Example 14 

To 200 g of polymer solution A, 10.3 g of PFPA and 0.19 
g of y-aminopropylmethyldiethoxysilane Were added and 
mixed to obtain a solution having a viscosity of 2.7 cps (at 
25° C.). This polymer solution Was maintained at 55° C. for 
4 days, Whereupon the viscosity Was again measured at 25° 
C., Whereby no change Was observed in the viscosity. 

Using this polymer solution, coating in a thickness of 0.1 
pm on a glass substrate Was carried out, Whereby the 
re?ectance Was 0.9%. A tape-peel test Was conducted by a 
crosscut tape method of JIS K5400. After repeating the peel 
test 10 times With an adhesive tape, all crosscut sections 
remained intact. 

Comparative Example 5 
To 200 g of polymer solution A, 0.23 g of 

y-aminopropyltriethoxysilane Was added to obtain a solution 
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having a viscosity of 5.7 cps (at 25° C.). This polymer 
solution Was maintained at 25° C. for 4 days, and the 
viscosity Was again measured at 25° C., Whereby the vis 
cosity Was found to have increased to 8.0 cps (at 25° C.). 

Example 15 

To 300 g of polymer solution A, 15.5 g of PFPA and 0.075 
g of y-glycidoxypropylmethyldiethoxysilane Were added 
and mixed to obtain a colorless transparent solution having 
a viscosity of 3.3 cps (at 25° C.). By the crosscut tape peel 
test, the same results as in Example 14 Were obtained. This 
solution Was maintained at 55° C. for 2 days and then the 
viscosity Was again measured, Whereby no change Was 
observed. 

Example 16 

The experiment Was conducted in the same manner as in 
Example 15 except that the amount of 
y-glycidoxypropylmethyldiethoxysilane Was changed to 
0.375 g. The liquid obtained by mixing, Was transparent, and 
the viscosity Was 3.3 cps (at 25° C.). By the crosscut tape 
peel test, the same results as in Example 14 Were obtained. 
This solution Was maintained at 55° C. for 2 days, and then 
the viscosity Was again measured, Whereby no change Was 
observed. 

Example 17 

To 230 g of polymer solution C, 0.2 g of 
y-aminopropylmethyldiethoxysilane Was added to obtain a 
colorless transparent liquid. The viscosity of the solution 
Was 400 cps (at 25° C.). After maintaining it at 55° C. for one 
day, the viscosity increased a little to give polymer solution 
D having 675 cps (at 25° C.). HoWever, the viscosity of a 
transparent solution obtained by adding 0.6 g of 
y-aminopropylmethyldiethoxysilane to the same amount of 
polymer solution C, Was 290 cps, and it Was polymer 
solution E Which is free from an increase of the viscosity 
even after being maintained at 55° C. for one day. 

Solutions D and E Were spin-coated on silicon Wafers and 
dried at 180° C. With respect to the obtained coating ?lms, 
crosscut tape tests Were conducted. In each case, no peeling 
of crosscut square sections Was observed. Further, solutions 
D and E Were likeWise spin-coated on silicon Wafers and 
dried at 250° C., and then cross-cutting lines Were imparted 
thereto, folloWed by heat-treatment at 300° C. for one hour. 
A microscopic inspection Was conducted, Whereby no trace 
of melting of the resin Was observed. Solutions D and E Were 
cast and dried at 200° C. The obtained cast ?lms maintained 
their shapes Without being dissolved in the solvent for 
solution C. 

Comparative Example 6 

In polymer solution C, 1,3-dichloro-1,1,2,2,3 
penta?uoropropane Was used instead of TDOA to obtain a 
polymer solution. To 230 g of this polymer solution, 0.2 g of 
y-aminopropylmethyldiethoxysilane Was added to obtain a 
colorless transparent liquid. The viscosity of this solution 
Was 350 cps (at 25° C.). 

This solution Was spin-coated on a silicon Wafer and dried 
at 180° C. to obtain a coating ?lm, but the surface of the 
coating ?lm Was found roughened like an orange peel 
surface, and a smooth coating ?lm Was not obtained. 

Example 18 

To 80 g of polymer solution A, 0.05 g of 
y-glycidoxypropylmethyldiethoxysilane and 0.09 g of 3,3, 
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20 
4,4,5,5,6,6,7,7,8,8,8 
trideca?uorooctylmethyldimethoxysilane Were added. The 
viscosity of the obtained solution Was 3.6 cps (at 25° C.). 
Using this solution, the coating test Was conducted in the 
same manner as in Example 14 to obtain a transparent 
uniform coating ?lm. With respect to the obtained coating 
?lm, a crosscut tape test Was conducted, Whereby good 
adhesion Was observed. This solution Was maintained at 55° 
C. for 3 days, Whereby no change in the viscosity Was 
observed. 

Comparative Example 7 

Nine parts by Weight of PBVE having a COOH group 
([11]=0.24 dl/ g) Was dissolved in 91 parts by Weight of PBTF 
to obtain a solution having a polymer concentration of 9 Wt 
%. To this solution, 0.45 g of aminophenyltrimethoxysilane 
Was added, Whereby the solution became turbid like milk. 
This polymer solution Was spin-coated on a silicon Wafer 
and dried at 180° C. to obtain a coating ?lm. The ?lm Was 
non-uniform With surface roughness. 

Example 19 

To 230 g of polymer solution C, 0.67 g of aminophenyl 
trimethoxysilane Was added to obtain colorless transparent 
polymer solution F. The viscosity of the solution Was 290 
cps (at 25° C.). No increase in the viscosity Was observed 
even after it Was maintained at 55° C. for one day. 

Example 20 

Polymer solutions E and F Were, respectively, spin-coated 
on silicone Wafers and dried at 180° C. Then, they Were 
cured at 250° C. to form uniform coating ?lms E and F. With 
respect to these coating ?lms, crosscut tape tests Were 
conducted, Whereby no peeling of the coating ?lms Was 
observed, and excellent adhesion Was shoWn. Further, such 
crosscut test pieces Were subjected to a pressure cocker test 

(hereinafter referred to simply as PCT) (maintained for 15 
hours in a high temperature high humidity chamber at 127° 
C. under a humidity of 100%), and again the tape peel tests 
Were conducted, Whereby no peeling of the crosscut sections 
Were observed With both coating ?lms E and F. 

Then, the respective coating ?lms Were prepared by 
changing the curing temperature to 300° C. and 350° C., and 
the tape peel tests Were conducted before and after PCT, and 
the results are shoWn in Table 2. 

TABLE 2 

Polymer Curing Crosscut peel test 

solution temp. Initial After PCT 

E 250 10 10 
E 300 10 10 
E 350 10 10 to 8 
F 250 10 10 
F 300 10 10 
F 350 10 10 

10: No peeling Was observed With respect to all crosscut sections. 
10 to 8: Slight peeling Was observed. 

Polymer Solution G 

Nine parts by Weight of a per?uoro-2,2-dimethyl-1,3 
dioxolan/per?uorobutenylvinyl ether copolymer (Tg=160° 
C., [1]]:043) Was dissolved in 91 parts by Weight of PFBA/ 
TDOA (Weight ratio: 92/8) to obtain a solution having a 
polymer concentration of 9 Wt %. 
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Example 21 

To 230 g of polymer solution G, 0.44 g of aminophenyl 
trimethoxysilane Was added to obtain colorless transparent 
polymer solution H. The viscosity of the solution Was 800 
cps (at 25° C.). No increase in the viscosity Was observed 
after it Was maintained at 55° C. for one day. 

Example 22 

Polymer solution G Was spin-coated on a silicon Wafer 
and dried at 180° C. Then, it Was cured at 250° C. to obtain 
a uniform coating ?lm. With respect to this coating ?lm, a 
crosscut tape peel test Was conducted, Whereby no peeling of 
the coating ?lm Was observed, and excellent adhesion Was 
shoWn. Further, the crosscut test piece Was subjected to PCT 
(maintained for 15 hours in a high temperature high humid 
ity chamber at 127° C. under a humidity of 100%), and then 
the tape peel test Was conducted again, Whereby no peeling 
of the crosscut squares Was observed. 

Then, coating ?lms Were prepared by changing the curing 
temperature to 300° C. and 350° C., and the tape peel tests 
Were conducted before and after PCT, and the results are 
shoWn in Table 3. 

TABLE 3 

Polymer Curing Crosscut peel test 

solution temp. Initial After PCT 

G 250 100 100 
G 300 100 100 
G 350 100 80 

Formulation Example 

20 g of spherical silica having an average particle diam 
eter of 0.6 pm Was introduced into 200 cc of distilled Water 
and dispersed by a stirrer. 0.5 g of 
y-aminopropylmethyldiethoxysilane Was added thereto, and 
the mixture Was stirred for 3 hours. This solution Was 
thoroughly dried in a drier at 140° C. for 24 hours and at 
180° C. for 3 hours. 10.5 g of the spherical silica after this 
treatment With a silane coupling agent, 7 g of polymer H, 93 
g of PFBA, 0.42 g of y-aminopropyltrimethoxysilane and 5 
g of TDOA Were mixed by a stirrer and then kneaded in an 
alumina ball mill for 24 hours to obtain resin composition H. 

As a comparison, resin composition J Was prepared in the 
same manner except that TDOA Was not employed. 

Example 23 

Resin compositions H and J Were stored at room 
temperature, and the viscosity changes Were measured. As a 
result, as shoWn in Table 1, With the one having TDOA 
incorporated, no increase in the viscosity Was observed, but 
the one having no TDOA incorporated, underWent gelletion 
upon expiration of 7 days. 

Further, each of the resin compositions immediately after 
being formulated, Was cast on 5 sets of glass plates and 
heat-dried at 80° C. for one hour, at 120° C. for one hour and 
at 170° C. for 2 hours, and coating ?lms thereby obtained 
Were visually inspected, Whereby in the case of resin com 
position H, the surface of all coating ?lms Was ?at. The 
coating ?lms Were partially peeled to measure the thickness, 
and in each case, the thickness Was about 80 pm. Whereas, 
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22 
in the case of resin composition J, some coating ?lms had 
irregularities on the surface, and some contained large 
bubbles. 

TABLE 4 

Viscosity cps stored at room temp. 

Initial 1 day later 7 days later 

Resin composition H 550 1000 gelled 
Resin composition J 330 330 330 

Example 24 and Comparative Example 8 

With respect to resin composition H, (1) the Water 
absorptivity, (2) the moisture permeability, (3) the adhesion 
and (4) the reliability after sealing an element, Were tested. 
For (1) the Water absorptivity, the resin composition Was 
distilled at 180° C. for 12 hours to remove the solvent and 
to obtain a shaped product having a diameter of 50 mm and 
a thickness of 3 mm, Which Was then left to stand for 24 
hours in saturated steam at 121° C. at 2 atm, and the Water 
absorptivity Was determined by the increased Weight. For (2) 
the moisture permeability, the resin composition Was dis 
tilled at 180° C. for 12 hours to remove the solvent, and the 
moisture permeability Was measured in accordance With J IS 
Z0208. For (3) the adhesion, the resin composition Was 
spin-coated on a silicon Wafer, then cured at 180° C. for one 
hour and subjected to the PCT test (conditions: 121° C., 2 
atm, 50 hours), Whereby the adhesion Was evaluated by a 
crosscut peel test (JIS K5400: ten points method, even 
number points). For (4) the reliability after sealing an 
element, the resin composition Was coated by a dispenser on 
a model element having an aluminum Wiring formed With a 
Width of 3 pm and dried at 150° C. for one hour to distill off 
the solvent for sealing. Then, a PCT test (121° C., 2 atm) Was 
carried out, Whereupon the number of broken lines of the 
aluminum Wiring by corrosion, Was counted, and the time 
until the accumulated defect ratio became 50%, Was mea 
sured. The results of the above tests are shoWn in Table 5 
together With the results of a Comparative Example Wherein 
a ?uorine-containing polymer containing no ?ller Was used 
for comparison. 

TABLE 5 

Evaluated items Comparative 
(units) Example 24 Example 8 

Water absorpivity (%) 0.01> 0.01> 
Moisture permeability 18 25 
(g/m2/24 hr) 
Adhesion 8 2 
Reliability after 530 300 
sealing an element 

(hr) 

Example 25 

One part of PBVE having a COOH group ([11]=0.24 dl/g) 
Was dissolved in 10 parts of PBTF to obtain a polymer 
solution. Then, 0.02 part of 9-aminoacridine Was added as a 
colorant to 2 parts of 2-(per?uorohexyl)ethanol to obtain a 
solution. To this solution, the polymer solution Was mixed to 
obtain a uniform solution. The solution thus prepared Was 
cast on a gas plate and dried at 100° C. to obtain a ?lm 
having a thickness of 70 pm and having a yelloW colorant 
uniformly dispersed. The ultraviolet and visible light 
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absorption spectrum of this ?lm Was measured, Whereby it 
Was found that lights of 500 nm or higher passed at least 
90%, While ultraviolet lights of 260 nm or loWer Were 
absorbed 100% 

Example 26 
A?lm Was prepared in the same manner as in Example 25 

except that 0.01 part of 2-aminobenZothiaZole Was used as 
the colorant. Absorption by the colorant Was observed at 350 
nm or loWer, and visible lights of 400 nm or higher had a 
permeation of at least 85%, Whereby it Was con?rmed that 
the colorant Was uniformly dispersed. 

Example 27 
Preparation of a Fluorine-Containing Polymer Solution 
Having Colloidal Silica Dispersed Therein 

To organo silica sol OSCAL1432 (silica concentration: 
30.7 Wt %), manufactured by Shokubai Kasei Kogyo, hav 
ing ?ne particles of silica With a particle siZe of from 10 to 
20 nm dispersed in isopropyl alcohol (hereinafter referred to 
simply as IPA), 40 parts by Weight of a ?uorine-containing 
surface treating agent (F(CF2)6(CH2)2Si(OCH3)3) Was 
added per 100 parts by Weight of silica. Further, a 1 Wt % 
acetic acid aqueous solution Was added thereto so that Water 
Was added in an equimolar amount of the alkoxy group of 
this ?uorine-containing surface treating agent, and the mix 
ture Was re?uxed for one hour, to obtain an organo silica sol 
treated With a ?uorine-containing treating agent (hereinafter 
referred to simply as solution A). 

Then, solution A Was added so that silica Would be 2.14 
parts by Weight per 100 parts by Weight of a mixed solution 
of PFPA and PFD (Weight ratio: 1/9). The solvent Was 
distilled off under heating until the boiling point became 
stabiliZed at the boiling point of PFD, to obtain a milky 
White organosol containing no IPA and PFPA. 

Then, PFD Was added thereto to the total amount of 92.3 
parts by Weight, and 7.7 parts by Weight of PBVE having a 
COOH group ([11]:0.24 dl/g) (hereinafter referred to simply 
as a ?uorine-containing polymer) Was dissolved therein to 
obtain a bluish White translucent stable ?uorine-containing 
polymer-containing organo silica sol (hereinafter referred to 
simply as solution B) having a ?uorine-containing polymer 
concentration of 7.7 Wt % and a ratio of this ?uorine 
containing polymer, silica and the ?uorine-containing sur 
face treating agent of 72:20:8. 

Example 28 
To 30 g of solution B, 0.11 g of 

y-aminopropylmethyldiethoxysilane Was added (hereinafter 
referred to as solution C). To 6.65 g of this solution C, 0.35 
g of 2-(per?uorohexyl)ethanol (hereinafter referred to sim 
ply as PFHE) Was added. The viscosity of the solution (at 
25° C., E model viscometer) Was 1265 cps. This solution 
Was spin-coated on a silicon Wafer and dried at 250° C. for 
one hour. The thickness of the coating ?lm Was 2.4 pm. 

With respect to the obtained coating ?lm, a tape peel test 
Was conducted by the crosscut tape method of JIS 5400, 
Whereby no abnormality Was observed in the crosscut sec 
tions. To test the anti-melting ?uidity, solution C Was 
spin-coated in the same manner and dried at 250° C. for one 
hour, and then crosscut lines Were imparted, folloWed by 
heat treatment at 300° C. for one hour. A microscopic 
inspection Was conducted, Whereby no trace of melting of 
the resin Was observed. Solution C Was cast and dried at 
200° C. To test the solubility resistance, the obtained cast 
?lm Was immersed in the solvent for solution C at 60° C. for 
one Week, Whereby the ?lm did not dissolve and maintained 
its shape. 
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Example 29 

In the same manner as for solution B, a solution having a 
?uorine-containing polymer concentration of 8.5 Wt % With 
a ratio of the ?uorine-containing polymer, silica and the 
?uorine-containing surface treating agent of 58:30:12, Was 
prepared. To 30 g of this solution, 0.12 g of 
y-aminopropylmethyldiethoxysilane Was added, and the 
mixture Was cast on a glass plate and dried at 50° C. for one 
hour, at 100° C. for one hour and then at 180° C. for one 
hour. The thickness of the coating ?lm Was 10 pm, and the 
pencil hardness Was 2H. 

Comparative Example 9 
From a ?uorine-containing polymer solution comprising 

the ?uorine-containing polymer and solvent PFD, a coating 
?lm having a thickness of 10 pm Was obtained under the 
same conditions as in Example 29. The pencil hardness of 
this cast ?lm Was 2B. 

Example 30 
Asolution having the same composition as solution B Was 

prepared except that the solvent Was not PFD but Was a 
solvent mixture of PFBA/PFHE (Weight ratio: 95/5). To 30 
g of this solution, 0.11 g of 
y-aminopropylmethyldiethoxysilane Was added, and the 
same test as in Example 28 Was conducted. In each of the 
tape peel test, the anti-melting ?uidity and the antisolubility, 
the same results as in Example 28 Were obtained. 
What is claimed is: 
1. A ?uorine-containing polymer composition comprising 

a polymer having a functional group and a ?uorine 
containing aliphatic cyclic structure dissolved in a solvent 
mixture of an aprotic ?uorine-containing solvent and a 
protic ?uorine-containing solvent. 

2. The composition according to claim 1, Wherein the 
aprotic ?uorine-containing solvent is a ?uorine-containing 
aliphatic hydrocarbon, a ?uorine-containing aromatic 
hydrocarbon, a ?uorine-containing alicyclic hydrocarbon, a 
?uorine-containing alkylamine, a ?uorine-containing cyclic 
ether, a ?uorine-containing polyether or a ?uorine 
containing ketone. 

3. The composition according to claim 1, Wherein the 
protic ?uorine-containing solvent is a ?uorine-containing 
alcohol, a ?uorine-containing carboxylic acid or a ?uorine 
containing sulfonic acid. 

4. The composition according to claim 1, Wherein the 
solvent mixture containing at least one member selected 
from the group consisting of a silane coupling agent, an 
inorganic ?ller and a colorant. 

5. The composition according to claim 4, Wherein the 
silane coupling agent is an aromatic amine-type silane 
coupling agent. 

6. The composition according to claim 4, Wherein the 
inorganic ?ller is a metal oxide. 

7. An article having a coating ?lm of the composition as 
de?ned in claim 1. 

8. The article according to claim 7, Wherein the coating 
?lm is a sealing ?lm for a semiconductor part, a buffer 
coating ?lm for a semiconductor part, a passivation ?lm for 
a semiconductor part, an interlaminar insulating ?lm for a 
semiconductor part an anti-re?ection ?lm, a pellicle or an 
interlaminar insulating ?lm for a multilayer circuit board. 

9. A sealing or adhesive resin composition made of the 
composition as de?ned in claim 1 Which contains a silane 
coupling agent or an inorganic ?ller. 

10. The composition according to claim 1, Wherein the 
functional group is a group comprising at least tWo atoms, 
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said functional groups having an a?inity to each other, as 
components of said polymer, Which is greater than their 
a?inity to the aprotic solvent component of the solvent 
combination. 

11. The composition according to claim 1, Wherein the 
cyclic structure Within said polymer forms during polymer 
iZation of the monomer components of the polymer Which 
monomer components comprise per?uoro(alkylvinyl ether) 
or per?uoro(butenylvinyl ether). 

12. The composition according to claim 1, Wherein the 
cyclic group containing polymer is a homopolymer or 
copolymer of per?uoro(2,2-dimethyl-1,3-dioXole). 

13. The composition according to claim 1, Wherein said 
polymer, as a copolymer, contains units of 
tetra?uoroethylene, per?uoroalkylvinyl ether, vinylidine 
?uoride, vinyl ?uoride or chlorotri?uoroethylene. 

14. The composition of according to claim 1, Wherein the 
polymer contains a coupling group of the formula: 
MR1n_aR2a, Wherein M is a member selected from the group 
consisting of Si, Ti, Zr, Hf, Th and Al, R1 is halogen, 
hydroXyl, amino or —OR3, Wherein R3 is a monovalent 
organic group, R2 is a monovalent organic group, and n is 2 
or 3 and a is 0, 1 or 2, provided that When n is 2, a is 0 or 
1. 

15. The composition according to claim 4; wherein said 
composition comprises inorganic filler and wherein said 
inorganic ?ller has a particle size of from 10—20 nm. 

16. The composition according to claim 4; wherein the 
composition comprises inorganic filler; and wherein said 
inorganic ?ller has a particle size not larger than 100 nm. 

17. A fluorine-containing polymer composition prepared 
by mixing together: 

a) a polymer having a functional group and a fluorine 
containing aliphatic cyclic structure; 

b) an aprotic fluorine-containing solvent; 
c) a protic fluorine-containing solvent; and 
d) a silane coupling agent. 
18. The composition as claimed in claim 17; wherein said 

silane coupling agent is a tri- or tetra-alkoxy silane. 
19. The composition as claimed in claim 18; wherein said 

silane coupling agent is selected from the group consisting 
of 3;3;3-trifluoropropyltrimethoxysilane; 3;3;4;4;5;5;6;6;7;7; 
8;8;8-tridecafluorooctyltrimethoxysilane and 3;3;4;4;5;5;6; 
6,7,7,8,8,9,9,10,10,10 
heptadeca?uorododecyltrimethoxysilane. 
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20. The composition as claimed in claim 1; wherein said 

functional group is selected from the group consisting of a 
carboxylic acid group; an ester group; a maleimide group 
and an amino group. 

21. The composition as claimed in claim 1; wherein said 
functional group is selected from the group consisting of 
—COX whereX is OH or OR where R is a C1_3 alkyl group; 
—SO2Y where Yis E Cl; OH; or OR whereR is a CL3 alkyl 
group; —NH2 and —OH. 

22. The composition as claimed in claim 17; wherein said 
functional group is selected from the group consisting of a 
carboxylic acid group; an ester group; a maleimide group 
and an amino group. 

23. The composition as claimed in claim 17; wherein said 
functional group is selected from the group consisting of 
—COX whereX is OH or OR where R is a C1_3 alkyl group; 
—SO2Y where Yis E Cl; OH; or OR whereR is a CL3 alkyl 
group; —NH2 and —OH. 

24. A composition comprising a polymer having a func 
tional group and fluorine-containing aliphatic cyclic struc 
ture obtained by drying the composition of claim 17. 

25. A fluorine-containing polymer composition; compris 
ing: 

a polymer having a functional group and a fluorine 
containing aliphatic cyclic structure dissolved in a 
solvent mixture of an aprotic fluorine-containing sol 
vent and a protic fluorine-containing solvent; and 

an inorganic ?ller; wherein the inorganic ?ller has a 
particle size not larger than 100 nm. 

26. The composition of claim 25; wherein the inorganic 
?ller has a particle size of from 10 to 20 nm. 

27. The composition of claim 25; wherein the inorganic 
filler is a metal oxide. 

28. The composition of claim 25; wherein the inorganic 
filler is silica; titania; alumina; silica alumina; zirconia; or 
kaolin. 

29. The composition of claim 25; wherein the inorganic 
filler is silica; titania; alumina; or zirconia. 

30. The composition of claim 25; wherein the inorganic 
filler is silica. 

31. A composition comprising a polymer having a func 
tional group and a ?uorine-containing aliphatic cyclic 
structure and an inorganic ?ller; obtained by drying the 
composition of claim 25. 

* * * * * 


