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for observation can be Widened Without causing the sub 
strate of an image display device to interfere With the 
observer’s head and Without increasing the overall siZe of 
the apparatus. The apparatus includes a two-dimensional 
image display device (6), an optical path splitting device (4), 
and a concave ocular mirror The image display device 
(6) is used as an object point of the concave ocular mirror 
(5), and the object point is projected in the air as an enlarged 
image for an observer (1) Without effecting image formation 
in the optical path. In the image display apparatus, either or 
both the optical path splitting device (4) and the concave 
ocular mirror (5) are decentered so that the display center (7) 
of the two-dimensional image display device (6) can be 
shifted aWay from the observer’s head With respect to a 
reference axis (8) Which perpendicularly intersects the 
observer’s visual axis (3) lying When he or she sees forWard. 

24 Claims, 14 Drawing Sheets 
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HEAD-MOUNTED IMAGE DISPLAY 
APPARATUS 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

This is a division of application Ser. No. 08/202,465, 
?led Feb. 28, 1994 now US. Pat. No. 5,539,578. 

BACKGROUND OF THE INVENTION 

The present invention relates to an image display appa 
ratus and, more particularly, to a portable head-mounted 
image display apparatus Which can be retained on the user’s 
head or face. 

Helmet- and goggle-type head-mounted image display 
apparatuses, Which are designed to be retained on the user’s 
head or face, have heretofore been developed for the purpose 
of enabling the user to enjoy virtual reality or a Wide-screen 
image by oneself. 

Conventional head-mounted image display apparatuses, 
Which are retained on the observer’s head to project a virtual 
image in the air for observation, include one type in Which 
a virtual image of a two-dimensional image display device, 
e.g., a liquid crystal display device, is formed by a combi 
nation of an optical path splitting device, e.g., a half-mirror 
or a beam splitter, and a concave ocular mirror, as disclosed, 
for example, in Japanese Patent Application Laid-Open 
(KOKAI) No. 03-191389 (1991). This type of head 
mounted image display apparatus Will be explained beloW 
With reference to the sectional vieW of FIG. 18. A beam 
splitter surface 4 is disposed in front of an eyeball position 
(eye point) 2 of an observer 1 so as to diagonally intersect 
the observer’s visual axis 3. A concave ocular mirror 5 is 
disposed beloW the beam splitter surface 4 so as to extend 
substantially parallel to the visual axis 3, and a tWo 
dimensional image display device 6 is disposed to face the 
concave ocular mirror 5 across the beam splitter surface 4. 
A reference axis 8 Which intersects the visual axis 3 at right 
angles is disposed to extend through the display center 7 of 
the two-dimensional image display device 6 and also 
through the center of the concave ocular mirror 5. In this 
arrangement, light from the two-dimensional image display 
device 6 passes through the beam splitter surface 4 and is 
re?ected by the concave ocular mirror 5 and then re?ected 
by the beam splitter surface 4 to reach the eyeball position 
2. Thus, a virtual image of the image displayed on the 
two-dimensional image display device 6 is formed in the air 
by the action of the concave ocular mirror 5, and the 
observer can vieW the displayed image. An outside, real 
World image can be vieWed directly through the beam 
splitter surface 4. 

The conventional head-mounted image display apparatus 
arranged as described above suffers, hoWever, from the 
problem that the substrate of the two-dimensional image 
display device 6, e.g., a liquid crystal display device, is 
larger in siZe than the display screen thereof and hence 
interferes With the observer’s head. 

The problem of the conventional head-mounted image 
display apparatus Will be explained beloW more speci?cally. 
The two-dimensional image display device 6 needs to raise 
the pixel density in the display screen thereof and to thereby 
increase the number of pixels per unit area in order to realiZe 
high-de?nition display. Therefore, it is necessary to achieve 
electrical connection by leading electric Wirings for switch 
ing of the pixels to the outside of the display screen. When 
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2 
the number of pixels is 100,000, for example, the number of 
electrical connections required is 300. Therefore, the con 
ventional practice is to fabricate, a switching circuit at the 
periphery of the display screen to thereby reduce the number 
of electrical connections, i.e., to ten-odd connections. For 
the above-described reason, the substrate of the tWo 
dimensional display device needs an area for electrical 
connection of the pixels With switching elements in addition 
to the area for display and requires a substrate larger in siZe 
than the display screen. 

Thus, the half-mirror or beam splitter surface 4 must be 
disposed at a predetermined distance from the observer’s 
eye 2 in order to prevent the substrate of the tWo 
dimensional image display device 6 from interfering With 
the observer’s head. Accordingly, When it is intended to 
Widen the ?eld angle for observation, the siZe of the half 
mirror or beam splitter surface 4 increases, resulting in an 
increase in the overall siZe of the apparatus. In the case of 
a head-mounted image display apparatus such as that shoWn 
in FIG. 18, the increase of the siZe and Weight is a principal 
factor in making the user feel uncomfortable When Wearing 
the display apparatus, Which is a serious problem. 

SUMMARY OF THE INVENTION 

In vieW of the above-described problems of the back 
ground art, it is an object of the present invention to provide 
a head-mounted image display apparatus Which is designed 
so that the ?eld angle for observation can be Widened 
Without causing the substrate of a two-dimensional image 
display device to interfere With the observer’s head and 
Without increasing the overall siZe of the apparatus. 

To attain the above-described object, the present inven 
tion ?rst provides an image display apparatus including an 
image display device having a screen for displaying an 
image, a semitransparent re?ecting surface disposed at an 
angle of inclination to an optical axis Which is determined by 
a bundle of rays emitted from the display screen, the optical 
axis being de?ned as an image axis, and a magnifying 
re?ecting mirror disposed so that an optical axis passing 
through the semitransparent re?ecting surface goes to and 
returns from the magnifying re?ecting mirror to form a 
turn-back optical path. In the image display apparatus, a 
straight line that connects an eye point and a position Where 
the optical axis re?ected by the magnifying re?ecting mirror 
is re?ected by the semitransparent re?ecting surface is 
de?ned as a visual axis, and the semitransparent re?ecting 
surface is disposed at a tilt to the image axis to change the 
angle of inclination of the semitransparent re?ecting surface 
to the image axis so that the angle ((1)) made by intersection 
of the image axis extending from the image display device 
and the visual axis extending from the eye point is larger 
than 90° ((|)>90°). 

Secondly, the present invention provides an image display 
apparatus including an image display device having a screen 
for displaying an image, a semitransparent re?ecting surface 
disposed at an angle of inclination to an optical axis Which 
is determined by a bundle of rays emitted from the display 
screen, the optical axis being de?ned as an image axis, and 
a magnifying re?ecting mirror disposed so that an optical 
axis passing through the semitransparent re?ecting surface 
goes to and returns from the magnifying re?ecting mirror to 
form a turn-back optical path. In the image display 
apparatus, a straight line that connects an eye point and a 
position Where the optical axis re?ected by the magnifying 
re?ecting mirror is re?ected by the semitransparent re?ect 
ing surface is de?ned as a visual axis, and the magnifying 
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re?ecting mirror is disposed at a tilt to the image axis so that 
the angle ((1)) made by intersection of the image axis extend 
ing from the image display device and the visual axis 
extending from the eye point is larger than 90° ((1)>90°). 

Thirdly, the present invention provides an image display 
apparatus including an image display device having a screen 
for displaying an image, a semitransparent re?ecting surface 
disposed at an angle of inclination to an optical axis Which 
is determined by a bundle of rays emitted from the display 
screen, the optical axis being de?ned as an image axis, and 
a magnifying re?ecting mirror disposed so that an optical 
axis passing through the semitransparent re?ecting surface 
goes to and returns from the magnifying re?ecting mirror to 
form a turn-back optical path. In the image display 
apparatus, a straight line that connects an eye point and a 
position Where the optical axis re?ected by the magnifying 
re?ecting mirror is re?ected by the semitransparent re?ect 
ing surface is de?ned as a visual axis, and the magnifying 
re?ecting mirror is shifted With respect to the image axis so 
that the angle ((1)) made by intersection of the image axis 
extending from the image display device and the visual axis 
extending from the eye point is larger than 90° ((1)>90°). 

Fourthly, the present invention provides an image display 
apparatus including an image display device having a screen 
for displaying an image, a semitransparent re?ecting surface 
disposed at an angle of inclination to an optical axis Which 
is determined by a bundle of rays emitted from the display 
screen, the optical axis being de?ned as an image axis, and 
a magnifying re?ecting mirror disposed so that an optical 
axis re?ected by the semitransparent re?ecting surface goes 
to and returns from the magnifying re?ecting mirror to form 
a turn-back optical path. In the image display apparatus, the 
semitransparent re?ecting surface is a partially transmitting 
re?ecting surface composed of transmitting and re?ecting 
regions Which are locally distinguished from each other, and 
a straight line that connects an eye point and a position 
Where the optical axis re?ected by the magnifying re?ecting 
mirror is transmitted by the partially transmitting-re?ecting 
surface is de?ned as a visual axis. The partially transmitting 
re?ecting surface is disposed at a tilt to the image axis to 
change the angle of inclination of the partially transmitting 
re?ecting surface to the image axis so that the angle ((1)) 
made by intersection of the image axis extending from the 
image display device and the visual axis extending from the 
eye point is larger than 90° ((1)>90°). 

Fifthly, the present invention provides an image display 
apparatus including an image display device having a screen 
for displaying an image, a semitransparent re?ecting surface 
disposed at an angle of inclination to an optical axis Which 
is determined by a bundle of rays emitted from the display 
screen, the optical axis being de?ned as an image axis, and 
a magnifying re?ecting mirror disposed so that an optical 
axis re?ected by the semitransparent re?ecting surface goes 
to and returns from the magnifying re?ecting mirror to form 
a turn-back optical path. In the image display apparatus, the 
magnifying re?ecting mirror is a partially transmitting 
re?ecting surface composed of transmitting and re?ecting 
regions Which are locally distinguished from each other, and 
a straight line that connects an eye point and a position 
Where the optical axis re?ected by the partially transmitting 
re?ecting surface is transmitted by the semitransparent 
re?ecting surface is de?ned as a visual axis. The partially 
transmitting-re?ecting surface is disposed at a tilt to the 
image axis so that the angle ((1)) made by intersection of the 
image axis extending from the image display device and the 
visual axis extending from the eye point is larger than 90° 
((1)>90°). 
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4 
Sixthly, the present invention provides an image display 

apparatus including an image display device having a screen 
for displaying an image, a semitransparent re?ecting surface 
disposed at an angle of inclination to an optical axis Which 
is determined by a bundle of rays emitted from the display 
screen, the optical axis being de?ned as an image axis, and 
a magnifying re?ecting mirror disposed so that an optical 
axis re?ected by the semitransparent re?ecting surface goes 
to and returns from the magnifying re?ecting mirror to form 
a turn-back optical path. In the image display apparatus, a 
straight line that connects an eye point and a position Where 
the optical axis re?ected by the magnifying re?ecting mirror 
is transmitted by the semitransparent re?ecting surface is 
de?ned as a visual axis, and the magnifying re?ecting mirror 
is shifted With respect to the image axis so that the angle ((1)) 
made by intersection of the image axis extending from the 
image display device and the visual axis extending from the 
eye point is larger than 90° ((1)>90°). 

Seventhly, the present invention provides a face-mounted 
image display apparatus including a face-mounted unit 
Which has an image display device With a screen for dis 
playing an image, a semitransparent re?ecting surface dis 
posed at an angle of inclination to an optical axis Which is 
determined by a bundle of rays emitted from the display 
screen, the optical axis being de?ned as an image axis, and 
a magnifying re?ecting mirror disposed so that an optical 
axis leaving the semitransparent re?ecting surface goes to 
and returns from the magnifying re?ecting mirror to form a 
turn-back optical path, and a support member for retaining 
the face-mounted unit on the observer’s head. In the image 
display apparatus, a straight line that connects an eye point 
and a position Where the optical axis re?ected by the 
magnifying re?ecting mirror is tangent to the semitranspar 
ent re?ecting surface is de?ned as a visual axis, and at least 
the semitransparent re?ecting surface or the magnifying 
re?ecting mirror is decentered so that the angle ((1)) made by 
intersection of the image axis extending from the image 
display device and the visual axis extending from the eye 
point is larger than 90° ((1)>90°). 

Eighthly, the present invention provides a head-mounted 
image display apparatus having an image display device, a 
semitransparent re?ecting mirror, and a magnifying re?ect 
ing mirror, in Which the image display device is used as an 
object point of the magnifying re?ecting mirror, and the 
object point is projected in the air as an enlarged image for 
the observer Without effecting image formation in the optical 
path. In the image display apparatus, either or both the 
semitransparent re?ecting mirror and the magnifying 
re?ecting mirror are decentered so that the display center of 
the image display device can be shifted aWay from the 
observer’s head With respect to a reference axis Which 
perpendicularly intersects the observer’s visual axis lying 
When he or she sees forWard. 

In the ?rst to seventh image display apparatuses of the 
present invention, the semitransparent re?ecting surface 
may be formed from a half-mirror or a prism. 

It is preferable that the angle made betWeen the line 
normal to the semitransparent re?ecting surface and the 
image axis should be smaller than 313/4. 
When the semitransparent re?ecting surface is formed 

from a half-mirror, the angle 6 betWeen the line normal to 
the half-mirror and the image axis preferably satis?es the 
folloWing condition: 

Where u) is a half of the vertical ?eld angle. 
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When the semitransparent re?ecting surface is formed 
from a prism beam splitter having a half-mirror surface, the 
angle 6 betWeen the line normal to the half-mirror surface 
and the image axis preferably satis?es the folloWing condi 
tion: 

Where (l)‘=sin_1 (sin(1)/n), u) is a half of the vertical ?eld 
angle, and n is the refractive index of a medium 
constituting the prism. 

In the fourth and ?fth image display apparatuses, the 
partially transmitting-re?ecting surface may be a surface 
formed by partially coating aluminum on a surface of an 
optical member having a refractive index (n) larger than 1 
(n>1). 

Ninthly, the present invention provides an image display 
apparatus including an image display device having a screen 
for displaying an image, a semitransparent re?ecting surface 
disposed at an angle of inclination to an optical axis Which 
is determined by a bundle of rays emitted from the display 
screen, the optical axis being de?ned as an image axis, and 
a magnifying re?ecting mirror disposed so that an optical 
axis re?ected by the semitransparent re?ecting surface goes 
to and returns from the magnifying re?ecting mirror to form 
a turn-back optical path. In the image display apparatus, the 
semitransparent re?ecting surface is formed from a semi 
transparent ?lm coated on a surface of an optical member 
having a refractive index (n) larger than 1 (n>1), and a 
straight line that connects an eye point and a position Where 
the optical axis re?ected by the magnifying re?ecting mirror 
is transmitted by the semitransparent re?ecting surface is 
de?ned as a visual axis. The semitransparent re?ecting 
surface is disposed at a tilt to the image axis to change the 
angle of inclination of the semitransparent re?ecting surface 
to the image axis so that the angle ((1)) made by intersection 
of the image axis extending from the image display device 
and the visual axis extending from the eye point is larger 
than 90° ((1)>90°). 

Tenthly, the present invention provides an image display 
apparatus including an image display device having a screen 
for displaying an image, a semitransparent re?ecting surface 
disposed at an angle of inclination to an optical axis Which 
is determined by a bundle of rays emitted from the display 
screen, the optical axis being de?ned as an image axis, and 
a magnifying re?ecting mirror disposed so that an optical 
axis re?ected by the semitransparent re?ecting surface goes 
to and returns from the magnifying re?ecting mirror to form 
a turn-back optical path. In the image display apparatus, the 
magnifying re?ecting mirror is a magnifying re?ecting 
surface formed from a semitransparent ?lm coated on a 
surface of an optical member having a refractive index (n) 
larger than 1 (n>1), and a straight line that connects an eye 
point and a position Where the optical axis re?ected by the 
magnifying re?ecting surface is transmitted by the semi 
transparent re?ecting surface is de?ned as a visual axis. The 
magnifying re?ecting surface is disposed at a tilt to the 
image axis so that the angle ((1)) made by intersection of the 
image axis extending from the image display device and the 
visual axis extending from the eye point is larger than 90° 
((1)>90°). 

In the ninth and tenth image display apparatuses, the 
semitransparent ?lm may be formed from a metallic thin 
?lm, a dielectric multilayer ?lm, or a polariZed beam splitter 
that distinguishes p-polariZed light and s-polariZed light by 
re?ection and transmission, or transmission and re?ection. 

Eleventhly, the present invention provides an image dis 
play apparatus including an image display device having a 
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6 
screen for displaying an image, a semitransparent re?ecting 
surface disposed at an angle of inclination to an optical axis 
Which is determined by a bundle of rays emitted from the 
display screen, the optical axis being de?ned as an image 
axis, and a magnifying re?ecting mirror disposed so that an 
optical axis re?ected by the semitransparent re?ecting sur 
face goes to and returns from the magnifying re?ecting 
mirror to form a turn-back optical path. In the image display 
apparatus, the magnifying re?ecting mirror is a totally 
re?ecting mirror, and a straight line that connects an eye 
point and a position Where the optical axis re?ected by the 
totally re?ecting mirror is transmitted by the semitransparent 
re?ecting surface is de?ned as a visual axis. The totally 
re?ecting mirror is disposed at a tilt to the image axis so that 
the angle ((1)) made by intersection of the image axis extend 
ing from the image display device and the visual axis 
extending from the eye point is larger than 90° ((1)>90°). 

In the ?rst to eleventh image display apparatuses of the 
present invention, either or both the optical path splitting 
device and the concave ocular mirror are decentered With 
respect to a reference axis perpendicularly intersecting the 
observer’s visual axis lying When he or she sees forWard. 
Accordingly, the display center of the tWo-dimensional 
display device can be shifted aWay from the observer’s head, 
so that the tWo-dimensional display device Will not interfere 
With the observer’s head. It is therefore possible to Widen the 
?eld angle for observation Without increasing the overall 
siZe of the apparatus. 

In addition, When the angle made betWeen the line normal 
to the half-mirror or half-mirror surface and the optical axis 
of the image display device is set so as to be smaller than 
313/4, it is possible to reduce the area of the half-mirror or the 
volume of the prism beam splitter. In addition, the distance 
betWeen the projection optical system and the image display 
device shortens, so that the diopter adjustable range 
enlarges. Further, the distance (Working distance) betWeen 
the projection optical system and the observer’s eye length 
ens. Accordingly, the user can observe a displayed image 
With his/her spectacles on. 

Still other objects and advantages of the invention Will in 
part by obvious and Will in part be apparent from the 
speci?cation. 
The invention accordingly comprises the features of 

construction, combinations of elements, and arrangement of 
parts Which Will be exempli?ed in the construction herein 
after set forth, and the scope of the invention Will be 
indicated in the claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a sectional vieW shoWing a head-mounted image 
display apparatus according to Example 1 of the present 
invention. 

FIG. 2 is a sectional vieW shoWing a head-mounted image 
display apparatus according to Example 2 of the present 
invention. 

FIG. 3 is a sectional vieW shoWing a head-mounted image 
display apparatus according to Example 3 of the present 
invention. 

FIG. 4 is a sectional vieW shoWing a head-mounted image 
display apparatus according to Example 4 of the present 
invention. 

FIG. 5 shoWs a basic form of the image display apparatus 
according to the present invention for discussion from 
another point of vieW. 

FIG. 6 is a developed vieW of a basic optical system for 
the arrangement shoWn in FIG. 5. 
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FIG. 7 shows a half-mirror disposed With respect to a 
bundle of rays re?ected by a concave mirror. 

FIG. 8 is a sectional vieW of the optical system shoWn in 
FIG. 6, taken along a plane containing the optical axis of an 
LCD and the center of an observer’s eye. 

FIG. 9 is a graph shoWing the relationship betWeen g(6) 
and 6. 

FIGS. 10(a) and (b) are sectional vieWs respectfully 
shoWing an optical system of Example 5, and an optical 
system of prior art 1 corresponding to it. 

FIGS. 11(a) and (b) are sectional vieWs respectfully 
shoWing an optical system of Example 6, and an optical 
system of prior art 2 corresponding to it. 

FIGS. 12(a) and (b) are sectional vieWs respectively 
shoWing an optical system of Example 7, and an optical 
system of prior art 3 corresponding to it. 

FIG. 13 shoWs one example of a speci?c arrangement of 
the image display apparatus according to the present inven 
tion When it is formed as a head-mounted image display 
apparatus. 

FIG. 14 shoWs a support member for retaining a goggle 
type head-mounted image display apparatus. 

FIG. 15(a), (b) and (c) are vieWs for explanation of 
speci?c forms of a beam splitter surface of a prism beam 
splitter or a half-mirror. 

FIG. 16 is a sectional vieW shoWing one type of head 
mounted image display apparatus to Which the present 
invention may be applied. 

FIG. 17 is a sectional vieW shoWing another type of 
head-mounted image display apparatus to Which the present 
invention may be applied. 

FIG. 18 is a sectional vieW shoWing one example of 
conventional head-mounted image display apparatus. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Some examples of the head-mounted image display appa 
ratus according to the present invention Will be described 
beloW With reference to the accompanying draWings. 

The basic principle of the head-mounted image display 
apparatus according to the present invention is that either or 
both an optical path splitting device and a concave ocular 
mirror are decentered so that the display center of a tWo 
dimensional image display device shifts aWay from the 
observer’s head, thereby eliminating the possibility of the 
tWo-dimensional image display device interfering With the 
observer’s head. 

Example 1 of the present invention Will be explained 
beloW With reference to the sectional vieW of FIG. 1. The 
head-mounted image display apparatus of the present inven 
tion has an arrangement substantially similar to that of the 
above-described conventional image display apparatus. That 
is, a beam splitter surface 4 as an optical path splitting device 
is disposed in front of an eyeball position 2 of an observer 
1 so as to diagonally intersect the observer’s visual axis 3. 
In addition, a concave ocular mirror 5 is disposed beloW the 
beam splitter surface 4, and a tWo-dimensional image dis 
play device 6 is disposed to face the concave ocular mirror 
5 across the beam splitter surface 4. Light from the tWo 
dimensional image display device 6 passes through the beam 
splitter surface 4 and is re?ected by the concave ocular 
mirror 5 and then re?ected by the beam splitter surface 4 to 
reach the eyeball position 2, Which is coincident With the eye 
point of this image display apparatus. Accordingly, a virtual 
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8 
image of the image displayed on the tWo-dimensional image 
display device 6 is formed in the air by the action of the 
concave ocular mirror 5. Thus, the observer can vieW the 
displayed image. In this case, the image that is displayed on 
the screen of the tWo-dimensional image display device 6 is 
projected in the air Without undergoing image formation in 
the course of the propagation through the optical path. The 
eye point 2 is approximately coincident With a Fourier 
transform plane of light from the screen of the tWo 
dimensional image display device 6. It should be noted that 
an outside World image can be observed directly through the 
beam splitter surface 4. 

In this example, When an optical axis Which is determined 
by a bundle of rays emitted from the screen of the tWo 
dimensional image display device 6 is de?ned as an image 
axis x, the image axis x coincides With an optical axis 11 of 
the concave ocular mirror 5 Which passes through the 
display center 7 of the tWo-dimensional image display 
device 6. The optical axis 11 is shifted through about 10° 
from a reference axis 8 Which perpendicularly intersects the 
visual axis 3 and Which passes through the point of inter 
section of the beam splitter surface 4 and the visual axis 3 
so that the angle made by intersection of the image axis x 
and the visual axis 3 is larger than 90°, thereby ensuring the 
spacing betWeen the observer 1 and the tWo-dimensional 
image display device 6. The shift angle O Will hereinafter be 
referred to as “tilt angle 10” and de?ned as the angle made 
betWeen the optical axis 11 of the concave ocular mirror 5 
and the reference axis 8. It should be noted that in FIG. 1 the 
amount of shift of the display center 7 of the tWo 
dimensional image display device 6 from the reference axis 
8 is denoted by reference numeral 9. Thus, since both the 
two-dimensional image display device 6 and the concave 
ocular mirror 5 are tilted in comparison to those in the prior 
art, the angle 12 of inclination of the beam splitter surface 
4 With respect to the visual axis 3 is larger than 45°, Which 
is the original angle of inclination. That is, the beam splitter 
surface 4 is tilted, and the angle 12 becomes 45°+O/2. 

In this example, it is important that the tilt angle O should 
be selected in the range of 0°<O<30°. If the tilt angle O is 
not larger than the loWer limit of the above range, i.e., 0°, the 
tWo-dimensional image display device 6 cannot be disposed 
suf?ciently aWay from the observer’s head. If the tilt angle 
O is not smaller than the upper limit of the above range, i.e., 
30°, the concave ocular mirror 5 comes closer to the 
observer.’s head (check) and may interfere With it. 
The feature of this example resides in that since the 

concave ocular mirror 5 is not decentered With respect to the 
tWo-dimensional image display device 6, no large aberration 
is produced by the concave ocular mirror 5 and hence high 
resolution can be obtained. 

Next, Example 2 of the present invention Will be 
explained With reference to FIG. 2. In this example, a 
half-mirror 4 is used in place of the beam splitter. The 
feature of this example resides in that the half-mirror 4 is 
tilted at an angle O in the clockWise direction as vieWed in 
the ?gure, and the concave ocular mirror 5 is parallel 
displaced aWay from the observer’s eyeball position 2 by an 
amount corresponding to the amount of shift 9 of the display 
center 7, and that the optical axis 11 is tilted at an angle O 
With respect to the reference axis 8. With this arrangement, 
the tWo-dimensional image display device 6 can be disposed 
suf?ciently aWay from the observer’s head so that it Will not 
interfere With the observer’s head. 

In this example, the angle 12 of inclination of the half 
mirror re?ecting surface 4 is 45 °—O/2. It is important that the 
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tilt angle 6) should be selected in the range of 0°<®<30°. If 
the tilt angle 6) is not smaller than the upper limit of the 
above range, i.e., 30°, the amount of shift 9 of the display 
center 7 becomes 0. Consequently, the tWo-dimensional 
image display device 6 cannot effectively be separated aWay 
from the observer’s head. If the tilt angle 6) is not larger than 
the loWer limit of the above range, the bundle of rays from 
the tWo-dimensional image display device 6 is incident on 
the concave ocular mirror 5 at an excessively large angle to 
the optical axis 11 of the concave ocular mirror 5, causing 
large comatic aberration to be produced. Thus, it becomes 
impossible to obtain a Wide ?eld angle and high resolution. 

It is even more preferable to tilt the tWo-dimensional 
image display device 6 at an angle equal to the angle 6) in 
the clockWise direction as vieWed in the ?gure so that the 
tWo-dimensional image display device 6 perpendicularly 
intersects the optical axis 11 of the concave ocular mirror 5 
for the purpose of correcting the boWing of the aerial image 
Which is caused by inclining the concave ocular mirror 5 
With respect to the optical axis and Which is seen to the 
observer 1 as a diopter error of the observation image. By 
doing so, the above-described diopter error can be elimi 
nated. 

Next, Example 3 of the present invention Will be 
explained With reference to FIG. 3. This example is basically 
the same as Example 1. In this example, hoWever, the optical 
axis 11 of the concave ocular mirror 5 is tilted With respect 
to the image axis x. In addition, a beam splitter prism P is 
used as an optical path splitting device, and a reverse 
re?ecting mirror M is used as a concave ocular mirror 5. In 
this example, the beam splitter surface 4 is inclined at an 
angle of 45°, as denoted by reference numeral 12, and need 
not be further inclined in particular. It is important that the 
tilt angle 6) of the optical axis 11 of the concave ocular 
mirror 5 With respect to the reference axis 8 should be 
selected in the range of 0°<®<30°. If the tilt angle 6) is not 
smaller than the upper limit of the above range, i.e., 30°, the 
bundle of rays from the tWo-dimensional image display 
device 6 is incident on the concave ocular mirror 5 at an 
excessively large angle to the optical axis 11 of the concave 
ocular mirror 5, causing large comatic aberration to be 
produced by the concave ocular mirror 5. Accordingly, it 
becomes impossible to obtain a Wide ?eld angle and high 
resolution. If the tilt angle 6) is not larger than the loWer limit 
of the above range, the amount of shift 9 of the display 
center 7 becomes 0. Consequently, the tWo-dimensional 
image display device 6 cannot effectively be separated aWay 
from the observer’s head. 

It is even more preferable to incline the line normal to the 
tWo-dimensional image display device 6 at an angle equal to 
the angle 6) toWard the reference axis 8 for the purpose of 
correcting the boWing of the aerial image Which is caused by 
inclining the concave ocular mirror 5 With respect to the 
optical axis and Which is seen to the observer 1 as a diopter 
error of the observation image. By doing so, the above 
described diopter error can be eliminated. 

Next, Example 4 of the present invention Will be 
explained With reference to FIG. 4. This example is basically 
the same as Example 2. The feature of this example resides 
in that the concave ocular mirror 5 is not tilted With respect 
to the axial ray on the visual axis 3 but disposed so that the 
optical axis thereof is parallel to the reference axis 8. In this 
case, if the tilt angle 6) is de?ned as the angle made betWeen 
the optical axis 11 of the concave ocular mirror 5 and the 
axial ray re?ected by the concave ocular mirror 5, the 
condition therefor is the same as in Example 2. In this 
example, the angle 12 of inclination of the beam splitter 
surface 4 With respect to the visual axis 3 is 45°—®/2. 
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The foregoing discussion centers about the tilt angle 6) 

from the reference axis 8, Which perpendicularly intersects 
the visual axis 3 and Which passes through the point of 
intersection of the beam splitter surface 4 and the visual axis 
3. The folloWing is another discussion Which centers about 
the angle 6 made betWeen the image axis x of the tWo 
dimensional image display device 6 [hereinafter referred to 
as “LCD (Liquid Crystal Display)] and the line normal to the 
half-mirror 4. 

FIG. 5 shoWs a basic form of the image display apparatus 
according to the present invention Which includes an LCD 6 
for displaying an image, a half-mirror 4 Which is obliquely 
disposed at the point of intersection of the optical axis 
(image axis) of the LCD 6 and the observer’s visual axis for 
leading a bundle of rays from an image formed by the LCD 
6 to an observer’s eyeball (eye point) 2, and a magnifying 
re?ecting mirror 5 of positive poWer Which is disposed to 
face the LCD 6 across the half-mirror 4. The half-mirror 4 
is disposed so that the angle e made betWeen the line normal 
to the half-mirror 4 and the optical axis of the LCD 6 is 
smaller than 313/4. 

FIG. 6 is a developed vieW of a basic optical system of the 
arrangement shoWn in FIG. 5. An image displayed on an 
LCD a is projected as an enlarged image on an eyeball 
located at an eye point d by the action of an optical element 
b having positive poWer. Ahalf-mirror c is disposed betWeen 
the optical element b and the eye point d. 
The focal length f of the optical element b is determined 

by the siZe of an image displayed by the LCD a and the ?eld 
angle of an image presented for observation. 
When the optical element b having refractive poWer is a 

single concave mirror, the distance 11 betWeen the LCD a 
and the concave mirror b and the distance 12 betWeen the 
concave mirror b and the eye point b are uniquely deter 
mined. Factors that have a degree of freedom in the arrange 
ment of the optical system are the distance 121 betWeen the 
concave mirror b and the half-mirror c and the angle made 
betWeen the optical axis of the LCD a and the line normal 
to the half-mirror c. In the present invention, the folloWing 
problems to can be solved by optimiZation of the 
angle of the half-mirror c: 

(D As the siZe of the projection optical system increases, 
the load that is imposed on the user When Wearing the 
image display apparatus on his/her head or face 
increases. 
@ The diopter of the image for observation can be 

adjusted by moving the LCD along the optical axis. 
HoWever, When the distance betWeen the projection 
optical system and the LCD shortens, the half-mirror or 
the prism beam splitter may interfere With the LCD 
When the LCD is moved toWard the magnifying re?ect 
ing mirror. Therefore, the diopter adjustable range 
narroWs. 

@ When the distance (Working distance WD) betWeen 
the projection optical system and the observer’s eyeball 
shortens, it becomes impossible for the observer to 
vieW With his/her spectacles on, and each time users 
change from one to another, the diopter must be 
adjusted to a considerable extent. Further, When WD is 
short, there may be an interference betWeen the pro 
jection optical system and the LCD on the one hand and 
the observer’s face on the other. 

Improvements achieved by optimiZation of the angle of 
the half-mirror c Will be explained beloW from the vieWpoint 
of the siZe of the projection optical system, the distance 
betWeen the projection optical system and the LCD, and the 














